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Preface 



This publication is a reference aanual designed 
for all users. It contains both messages and 
codes produced by the IBM Virtual Machine 
Facility/370 {VM/370) . 

This publication contains four sections; 
introduction. Codes, Hessages, and Appendixes. 

The "Introduction" contains^ 

• The format of messages ?M/370 generates 

• Syntax conventions this publication uses 

• CP problem determination procedures 

The codes are divided into the following 
catagories : 

• Return codes 

• CP wait state codes 

• Loader wait state codes 

• RSCS wait state codes 

• CP abend codes 

• CHS abend codes 

The message section of this publication is 
divided as follows: 

• Control Program (CP) Messages 

• Conversational Monitor System (CMS) Hessages 

• Remote Spooling Communication Subsystem 
(RSCS) Messages 

• Interactive Problem Control System (IPCS) 
Messages 



Messages 



ixt3.ajLXzatj.on pj.o<^i.aui 



The appendixes contain: 

• Command-to-Message Cross-Ref erence 

• Message Summary ilphamerically by Message 
Id«itif ier 

• Message-to-Module Cross-Reference 

• Message Text-to-Message Identifier 
Cross-Reference 

• YM/370 Restrictions 

References to a standalone dump occur in 
various messages in this publication. One such 
program is the EPS Storage Print program. 
Program No. 360P-DT-056. 

The following terms in this publication are 
defined as follows : 

• •'270X" refers to IBM 2701, 2702, and 270 3 
Transmission Control Onits or the Integrated 
Communications Adapter (ICA) on the 
System/370, Model 135. 



"3270" refers to a series of display devices, 
that are supported as VM/370 terminal display 
stations. A specific device type is used 
only when a distinction is reguired between 
device types. 

The use of display terminals is applicable to 
VM/370 supported system consoles used in 



Information pertaining to the IBM 3284 or IBM 

3286 printers includes any printers used for 

the display terminal copy function unless 
otherwise noted. 

"3330" refers to the IBM 3330 Di^k Storage, 
Models 1, 2, or 11; the IBM 3333 Disk Storage 
and Control, Models 1 or 11; and the IBM 3350 
Direct Access Storage operating in 3330/3333 
Model 1 or 3330/3333 Model 11 compatibility 
mode. 

«370x" refers to IBM 3704 and IBM 3705 
Communications Controllers. 

"3705" refers to the 3705 I and the 3705 II 
unless otherwise noted. 

"FB-512" refers to the 3310 and the 3370 

Direct Access Storage Devices. These devices 

are only supported by the VH/370 System 
Extensions Program Product. 
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Preface iii 



Also coreguisite are prograaner's guides to the Messages received at the operator's console 

various language processors. For anyone who of the OS/?S virtual aachine used in support of 

uses the CMS ESEBV connand under CHS/DOS, the the Bass Storage Systen (HSS) are documented in 

G uide to the D OS/VS Assembler . Order Ho. the OS/VS Message Library : Mass Storage System 

0033-402**, is a coreguisite because it contains (MSS) Me ssages* Order Ho. GC38-1000.~ 
all the ESEBV error messages. 

The OS/VS EREP messages that are issued in 

The access method services (IDC-prefix) the VH/370 CHS environment are documented in the 

messages, the access method services return and OS/VS , DOS/VSE, VM/37 EREP Messages, Order Ho. 

reason codes, and the VSAH error codes are GC38- 1045-1. 
contained in the DOS/VSE Messages , Order Ho- 

GC33-5379. Messages issued by the DOS/VS Sort/Merge 

Version 2 program product, 5746-SM2 are 

Error messages issued by the OS/VS and DOS/VS described in DOS/V S Sort/Me rge V ersion 2 

Analysis Program-1 (AP-1) are described in the Programm e r's G uide , Order Ho. SC33-4044. 
OS/VS and DOS/IS Analysis Program- 1 (AP-1) 
Pser's Guid e. Order Ho. GC26-3855. 
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USING THIS PPBLICATIOH 



This pablication contains messages for the folloving: 

• VM/370 System Control Program, Program Number 5749-010 

• ?H/370 Basic System Extensions Program Product, Program Number 
57a8-XX8 

• VM/370 System Extensions Program Product, Program Number 5748- XB1 

Significant information pertaining to the program products is identified 
by the following delimiters. 



- - - (Basic System Extensions) 
This is an example. 



- - - (System Extensions) - - - 
This is an example. 



Message text not carrying any gualifiers is part of the base ?H/370 
System Control Program. 

Note to 7H/37Q S yste m Extensions Program P rodac t Users ; Information 
identified as ¥H/370 Basic System Extensions information is also part of 
the VH/370 System Extensions Program Product. 



Preface v 



•?i IBH ¥M/370 Systei Messages 



Contents 



SOHMAEI OF AMENDMENTS ix 

INTRODUCTION ======^=^,,,=,,1 

VM/370 Message Format 1 

nnnufflbered Responses 1 

Displaying Messages At The Terminal. . . .2 
Special Message Facility ...2 

Syntax Conventions 2 

CP Problem Determination 3 

General User Action .....3, 

System Operator Action 3 

SYSTEM CODES 5 

Return Codes 5 

Return Codes Produced by the CP DIRECT 
Command 6 

Sample Return Code from a CP Ccmmand . .6 

Return Codes Produced by the CMS DDE 
Command 6 

Return Codes Produced by IPCS 6 

CP Wait State Codes 7 

Loader Wait State Codes 10 

RSCS Wait State Codes 12 

CP Abend Codes 13 

System Operator Action 13 

System Programmer Action 13 

CMS Abend Codes 35 

User Action 35 

CONTROL PROGRAM (CP) MESSAGES 41 

CONFERS ATI ON AL MONITOR SYSTEM 'CHS^ 

MESSAGES \ .'. . .105 

EDIT Messages .176 

EXEC Messages 180 

DEBUG Messages 181 

REMOTE SPOOLING COMMUNICATIONS 
SUBSYSTEM (RSCS) MESSAGES 183 

IBCDASDI VIRTUAL DISK INITIALIZATION 
PROGRAM MESSAGES 201 



INTERACTIVE PROBLEM CONTROL SYSTEM 
(IPCS) MESSAGES 207 

APPENDIX A. COMMAHD-TO-MESSAGE 

CROSS-REFERENCE 213 

CP Message Summary 213 

CMS Message Summary 227 

RSCS Message Summary 243 

IPCS Message Summary 247 

APPENDIX B. MESSAGE SUMMARY 
ALPHAMERICALLY BY MESSAGE IDENTIFIER. .249 

CP Messages Summary 249 

CMS Message Summary 263 

RSCS Message Summary . 278 

IPCS Message Summary 281 

APPENDIX C. SESSAGE-TO-HODDLE 

CROSS- REFERENCE 283 

CP Message Summary 283 

CHS Message Summary. 288 

RSCS Message Summary 293 

IPCS Message Summary 294 

APPENDIX D. MESSAGE TEXT-TO-HESSAGE 

IDENTIFIER CROSS-REFERENCE 295 

CP Message Summary 295 

CMS Message Summary 311 

RSCS Message Summary 328 

IPCS Message Summary . . h 331 

APPENDIX E= TM/370 BESTBICTIONS 333 

Dynamically Modified Channel Programs. .333 

Minidisk Restrictions 333 

Timing Dependencies 335 

Processor Model-Dependent Functions. . .336 
Channel Model- Dependent Functions. . . .337 

Virtual Machine Characteristics 337 

HSS Restrictions 339 

CMS Restrictions 340 

Miscellaneous Restrictions 342 

INDEX 345 



Contents vii 



FIGURES 



Figure 1. Types and Meanings of 

Severity Codes 1 

Figure 2. Syntax Abbrieviations 

Osed 2 

Figure 3. CP Error message Hunbers 3 

Figure H. Return Codes Produced by 

the CP DIRECT Coaaand 6 

Figure 5. Example of a CP IIHF 

CoBsand ' 6 

Figure 6. Return Codes Produced by 

the CHS DDR Conmand 6 

Fi^'ire 7 : CP SBBPr Cedes .->.. = ;- ^ ..... *"• 
Figure 8. CHS ABEND Codes 36 



viii IBM 7M/370 Systea Messages 



Suanary of ftaendnents 

for GC20-1808-11 

VH/370 Service Level 617 



HISCSLLANEOns 

Chetnqed ; Docunentation only 

This aajor revision incorporates 
technical and editorial changes. 



SuBBary of Aaendsents iz- 



Saanary of Aoendments 
for GC20-1 808-10 
as Updated by GH25-079c» 
T!^370 Service Level 609 



VM/PASS-THKOOGH FACILITY 

New : Progran and Docaaentation 

VM/370 supports the VM/Pass-Thrcugh Facility 
which allows a user to interactively access 
remote systeas. 

Hew Messages 

DMKDIA206E CANHOT COBHECT TO HOST VIPTDAL 
HACHINE 

DBKLOG206E CANNOT CONNECT TO HOST VIETOAL 
HACHINE 

DMSPRE231E EBEOR IN LOAD LIST FILE • f n ft 
fn' HO INPUT 

DBSPEE235E EBROH 'n* IN INPUT TEXT FILE 
'fn ft [fB]' 

DHSPBE236E UN6ES0LVED EXTERNAL REFERENCE(S} 
ENCOONTEBED 

DMSPRE237E DUPLICATE EXTERNAL SYHBOL(S) 
EHCOUNTEBED 

DBSPRE238E PRELOADER PBOCESSIHG ERBOB 



Existing messages Issued by New Module 
DMSPBE001E HO FILEHAHE SPECIFIED 
DHSPBE002E FILE "fn ft fB« NOT FOUND 
DMSPBE109S VIBTUAL STOBAGE CAPACITY EXCEEDED 
DMSPBE183E INVALID CONTBOL FILE CONTBOL CARD 

MISCELLANEOUS 

Hew; Documentation only 

New Message 

DMSZAP2It9l DUMMY LOG ENTRY IN FILE «fn 
ZAPLOG fm* 



X IBM VM/370 Systes Messages 



S«issi3.iry of SiS€iid.i&6£.'ts 

for GC20-1808-10 

is Opdated by GH25-0485 

YH/370 Release 6 PLC H 



CP DOHP SEBYICES FOB VIBTOiL HACHIHES 

Hew: Progran and Documentation 

?S/370 supports the 7HBUMP coaaand to dusp 
the Tirtual machine storage. The dump must 
process the VH/370 Interactive Problem 
Control System Extension Program Product, or 
it can be processed by a user written 
routine. 



Hew Messages 
D!!K?HD038E 



PiElHETEH parameter FOB option 
OPTIOH MISSIHG OR IHYALID 



DHKVHD146I DOHP FAILED: SFOOLIHG EBBOB 

Existing Messages Issued by Hew Module 

DHKVHD009E IH?ALID BAHGE - range 
DMKVHD013E COHFLICTIHG OPTIOH - option 
DMKVMD020E DSEBID MISSIHG OB IH7ALID 
DMKVMD033E HEXLOC MISSIHG OB IH7ALID 
DMKVHD053E user id HOT IH CP DIBECTOEY 
DMKVMD160E HEXLOC hexloc EXCEEDS STORAGE 

Hew CP Command 

VMDOMP 

Hew Abend Code 



Hew Message 

DHKHCT623I CHAHHEL SET COHHECTED TO 
PROCESSOR nn 

Changed Message 

DMKCPD192E VARY PROCESSOR COMMAHD FAILED 
Hew CP Wait State Code 

016 Channel-set switching inactive. 

HOLTIPLE SERVICE RECORD FILES 

Hew; Program and Documentation 

Hew support is provided to allow 7M/370 
initialization processing to read frames from 
multiple SRF devices. 

Changed Messages 

DMKIOH559W SRF cuu HOT ACCESSIBLE; FRAMES 
HOT OH ERROR CYLIHDERS 

DHKIOH560H ERRORS OH SRF cuu: FRAME HOT 
OH ERBOB CYLIHDERS 

DMKI0H561W MORE THAH 50 MCH OR CCH FRAMES 
HERE READ FROM SRF CUU 

Module Splits 

DMKIOG splits into DMKIOG and DMKIOH 



CHAHHEL-SET SSITCHIHG 

Hew: Program and Documentation 

VH/370' s use of Channel-set Switching 
increases processor recoverability and 
availability, channel-set Switching permits 
a set of channels to be switched from one 
processor to another. 



MISCELLAHEOOS 

Changed: Documentation only 

Several messages have been added and altered 
to support APARs. In addition, several minor 
literary and editorial changes have been 
made. 



Summary of Amendments xi 



zii IBM 7M/370 Systeai Hessages 



Introduction 



This section describes: 

• The format messages VM/370 generates. 

• Syntax conventions used in this publication. 

• CP problem determination procedures. 



VM/370 Message Format 



?H/370 generates messages from the Control 
Program (CP) , the Conversational Monitor System 
(CHS) , the Remote Spooling Communications 
Subsystem (RSCS) , and the Interactive Problem 
Control System (IPCS) . 

Messages consist of a message identifier and 
message text. The identifier (for example, 
DMKCQG020E) uniquely identifies the message. The 
text is a short phrase or sentence describing a 
condition that has occurred or requesting a 
response from the user. 

The message identifier consists of four 
fields: a component code, a module code, a 
message namber, and a type code. The format of 
the message identifier is: 



xxxmmmnnns 



where; 



Messages are 



is the component code, 
prefixed as follows: 

• CP messages — DHK 

• CHS messages — DBS 

• RSCS messages — DMT 

• IPCS messages — IPCS 



mmm is the module code, three letters that 
indicate which module generated the 
message. This field is usually an 
abbreviation of the name of the module in 
which the error occurred. 

nnn is the message number, three digits that 
are associated with the condition that 
caused the message to be generated. 

s is the type code, a letter that indicates 
what kind of condition caused the message. 
The definition of the type codes depends on 
the nature of the routine producing the 
message, as shown in Figure 1. 



1 Routine | Code | Meaning | 


\ CP j A i Immediate physical action \ 
i Commands! I ! Information j 
! 1 R 1 Warning or System Wait ! 
1 1 E I Error j 


1 CHS i R ! Response | 
1 Commandsl I j Information j 
1 1 W 1 Warning j 
1 j E j Error | 
1 1 S 1 Severe error i 
1 i T i Terminal (unrecoverable) j 
1 1 1 error | 


1 RSCS 1 R i Response | 
j Commands! I j Information j 
1 ! E ! Error | 
1 IS! Severe error | 
1 1 T 1 Terminal (unrecoverable) j 
i i 1 error | 


1 IPCS 1 R 1 Response 1 
1 Commandsl I | Information I 
i j E 1 Error j 
1 IS! Severe Error | 


1 Service ! A 1 Immediate physical action | 
1 Routines! D | Immediate decision I 
I 1 E 1 Eventual action j 
1 1 I 1 Information j 
1 1 W j System wait j 



Figure 1. Types and Meanings of Severity Codes 



UHNUHBERED RESPONSES 



All normal, unnumbered responses indicating the 
successful completion of a command (such as 
ready message, R;) are included in the YM/370 
CMS Comm and and Macro Reference , the VM/370 CP 
Command Reference for General Osers, and the 
YM/370 Operator's Guide . 



HHOTES 



Unnumbered responses can also be the result of 
executing system generation macro instruction or 
service programs. These responses, referred to 
as MHOTES, are documented in logic listings 
only. 
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Displaying Messages at the Terminal 



when you log on to VB/370 at your teroinal, the 
default setting for the display of messages is 
TEXT. This neans that only the text portion of 
the nessage appears when the message is 
displayed. The message identifier is not be 
displayed. 

Since this book is organized by message 
numbers within component codes, it will be 
difficult for you to find the explanations of 
messages if you search through the book for the 
message text. Therefore, you should issue the CP 
command SET EHSG OH after you log on. This 
command causes the message identifier to be 
dxs'^l^'^ed sloTi*^ with the test. 

Bote: If you do not use the SET EHSG OH command, 
refer to "Appendix D: Hess age Text-to-Hessage 
Identifier cross Beference" for the first line 
of the message. 



SPECIAL HESSAGE FACILITY 



The Special Hessage Facility is a method of 
transferring special messages from a user to a 
specieLlly programmed receiving virtual machine. 
The CP SET SHSG OH command is issued to allow a 
virtual machine to receive special messages. 



Syntax Conventions 



The syntax used in the messages and commands in 
this publication is as follows: 

1. Anything within guotes *...' and/or in 
lowercase letters is replaced at execution 
time with information in the format 
described within the guotes. 

2. Anything within braces {...{...} indicates 
alternate text and/or information selected 
at execution time. 

3. Anything within brackets r--»] "ay be 
optionally left out, depending on the 
condition arising. 

See Figure 2 for a list of abbreviations used 
in this publication. 



1 Short Form | Heaning | 


1 '...' 1 Alphameric information ( 


1 addr | Storage address | 


1 bbcchh 1 Bin, cylinder, and head I 


1 callee | Routine called by another | 
1 1 executing routine | 


1 caller | Routine doing the calling | 


1 caw 1 Channel address word | 


1 cc 1 Cylinder number ( 


I char 1 Character | 


1 col 1 Column | 


1 csw 1 Channel status word | 


1 cuu 1 Virtual device address | 


1 cyl 1 Cylinder | 


1 dasd 1 Direct access storage | 
j 1 device | 


1 device name | Mnemonic name for cuu | 


1 device type | IBH device type J 


1 fileid 1 fn ft FfB] 1 


1 fm 1 filemode | 


1 fn 1 filename | 


1 ft 1 filetype I 


1 mode 1 Mode letter or mode | 
1 1 letter and mode number | 


1 nn 1 Decimal information | 


1 nnnnnn | Block numbers | 


1 psw 1 Program status word | 


1 raddr | Real storage address | 


1 re 1 Return code | 


1 rid 1 Resource information | 


1 rr 1 Record number ( 


1 SVC 1 Supervisor call number | 


1 ucs 1 Oniversal character set | 


1 vaddr ( Virtual storage address i 


1 XX 1 Hexadecimal information | 



Figure 2. Syntax Abbreviations Used 
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CP Problem Determination 



CP error messages are divided into several 
categories according to the nunber (nnn) of the 
message. See Figure 3 for a complete list of 
message numbers and related functions. 



2. Attempt to reproduce the problem, making 
sure that the full error aessage function 
is in effect by issuing the CP command: 

SET EKSG OH 

3. Obtain the virtual machine's current 
configuration by issuing the CP command: 



r ' ' - ■ - ■ , 

1 Numbers | Related Function | 


1 001—349 1 CP commands and console functions] 


j 350-339 i Hucleus loading { 


1 400-424 1 Paging I 


\ 425-449 1 Spooling | 


1 450-474 1 Dispatching and service routines | 


f 475-499 1 Directory routine J 


1 500-549 1 Input/output error recovery j 


1 550-599 1 Input/output error recording j 


1 600—649 1 Hachine check recovery | 


1 650-699 1 Reserved for IBM use only | 


1 700-729 1 DDR (dump restore) service | 
1 1 program i 


1 730-749 1 FMT (format) service program | 


1 750-799 1 DIR (directory) service program \ 


i 800-849 \ Reserved for IBM use only j 


1 850-899 1 DMH (VHFDOHP) service routine | 


j 900—999 j Checkpoint, iiarB start, duap ,' 

1 1 initialization | 
I 1 



Figure 3. CP Error Message Numbers 



The general user (class G) and other users 
receive error messages in the range 001 to 349. 
Messages ranging from 350 to 699 are for the 
primary system operator only. Messages ranging 
from 700 to 999 cover CP service routines and 
are usually observed only by system support 
personnel. 



QOERT VIRTOIL 

Where appropriate, and depending upon 
conditions, obtain a virtual storage dump 
by issuing the CP command: 

DUMP 0-END 



SYSTEM OPESiTOR ACTIOH 



System operators (classes A, B, C, and D) who 
observe problems with CP commands should do the 
following: 

1. Keep the console output sheet identifying 
the problem. 

2. Attempt to reproduce the problem with full 
error message by issuing the CP command: 

SET EMSG ON 

3. Obtain the real machine's configuration 
status by issuing the CP command: 

QOERY ALL 

4. Reissue the CP command that has been 
causing the errors. If the problem recurs, 
force a CP abend dump by pressing the 
RESTART key (not RESET) . This technique 
automatically su^opresses tracing while 
storage is being dumped ^ When the system 
restarts, use the VMFDUHP command to format 
and print the dump. 

Caution : This will cause a system restart 
and all users must log on again. The 
advantage of using this technique is that 
it provides you with a formatted dump. 

If it is too disruptive to log off all 
users, you can obtain a dump using the CP 
command DMCP, which allows all users to 
remain logged on. Such a dump goes 
directly to the printer and is not 
formatted. 



GENERAL OSER ACTION 



If in the normal use of CP commands error 
messages in the range of 001 to 349 persist, the 
user should perform the following steps before 
contacting your system support personnel for 
programming assistance. 



1. 



Keep the terminal sheet that identifies the 
problem. 



Note: You must weigh the advantages 
disadvantages of both techniques. 



and 



5. If you use the DHCP command, first reissue 
the CP command causing the problem. Then 
enter "alter/display" mode and display the 
following: 

(a) DP- PSW 

(b) D G - General registers 

(c) DC- Control registers 
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Next, use the class 1 CP command HOHITOS Last, turn tracing back on by issaing the 
STOP CPTHACE to turn off tracing. CP commana HOHITOR STiHT CPTEiCE. 
Otherwise, the damp would show the damping 
activity in the trace table. Hotei If you do not have privilege class i, 

you can stop tracing by issuing the class C 
Then obtain the dump by issuing: command STCP to store X'OOOO' at location 

X'^OO', and resume tracing by storing 
DMCP 0-EHD X'FFFF* at location X'aOO'. 
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System Codes 



Return Codes 



A retorn code of zero is passed to register 15 
if no warning messages, error messages, severe 
error messages, or terminal error messages are 
generated during ezecation of a command. a 
command. 



8 Device errors occurred for which a 
Warning message is issued, or errors were 
introduced into the output file. 

12 Errors were found in the input file. 

20 There is an invalid character in the 
fileid. Valid characters are: 0-9, A-Z, 
$, V, #, and a— z. 



If however, during execution of a command, a 
condition arises that results in the display of 
a warning message, error message, severe error 
message, or terminal error message, the command 
passes a nonzero return code in register 15. 



Commands that invoke program products pass a 
nonzero return code to the user. However, this 
return code has been redefined by the program 
product or compiler in operation. 

Mote ; The following list does not contain all 
return codes. Other return codes are shown in 
the descriptive text of the issuing message. 



Code Meaning 

-0001 No CP command with this name was found. 
(The CP error code of +1 is converted by 
CHS to -0001 for commands entered from 
the virtual console.) 



2H The user did not correctly specify the 
command line. 



28 An error occurred while trying to access, 
or manipulate, a user's files; for 
example, file not found. 



32 The user's file is not in the expected 
format, or the user's file does not 
contain the expected information or an 
attempt was made to execute a LOADHOD 
command while in CHS subset mode. This 
would cause the module to be loaded in 
the user area. 



36 An error occurred in the user's devices. 
For example, a disk is in read-only 
status, and needs to be in write status 
in order to write out a file. 



-0002 An attempt was made to execute a CHS 
command while in cSs subset mode, which 
would have caused the module to be loaded 
in the user area (LOADHOD error code 32) . 



■000 3 No CHS command issued from EXEC was found 
with this name, or an invalid function 
occurred when issuing the SET or QOERY 
command from EXEC with IBPCP active. 



HO A functional error by the user occurred 
during execution of the command, or the 
user failed to supply all the necessary 
conditions for executing the command, or 
an end of file or end of tape was reached 
{where applicable) . 

^H Insufficient storage was available to 
execute the command. 



■OOOt The LOADHOD failed (for example, 
was an error in the module) . 



there 



-0005 A LOADHOD was attempted in the wrong 
environment (for example, the module was 
generated by the GEHHOD command with the 
OS option and LOADHOD was attempted "with 
DOS=ON specified) . 

4 The user did not specify all the 
conditions to execute the command as 
intended . Execution of the command 
continues, but the result may or may not 
be as the user intended. 



88 A CHS system restriction prevented 
execution of the command, or the function 
reguested is an unsupported feature, or 
the device requested is an unsupported 
device. 

100 Input/output device errors. 



10* A functional error for which the system 
is responsible occurred during execution 
of the command. 



256 An unexpected e r ro r for which the system 
is responsible (Terminal Error) occurred 
during execution of the command. 
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RETOBH CODES PBODDCED BY THE CP DIRECT COHHAHD 



Return codes produced by the CP DIRECT coamand 
are listed in Figure 4. 



1 Code I Meaning I 


1 1 1 Invalid filename or file not found | 


1 2 1 Error loading the directory j 


1 3 1 Invalid option fron CMS | 


1 4 1 Directory not swapped, user not | 
1 1 class A, B, or C I 


1 5 1 Directory not swapped, systen (old) \ 
1 1 directory locked | 


1 6 1 Directory not swapped, the directory | 
1 1 in use by the systea is not the j 
i i directory updated I 


1 Ixx 1 Error in the CMS RDBOF routine | 


1 2xx 1 Error in the CMS TTPLIB routine | 


1 XX is the CMS routine return code | 



Figure 4, Return Codes Produced by the CP 
DIRECT Coanand 



SAMPLE RETOHH CODE FROM A CP COMHAHD 

An exaaple of the CP LIHK coaaand invoked while 
in CHS Bode is shown in Figure 5. Coaaands or 
functions of coaaands passed to CP, in turn, 
pass the return code (via CP) to register 15. 

The user has entered the CP LIHK coaaand to 
userid ♦. The user's own directory will be 
searched for device vaddrl. 7addr2 is the 
virtual address assigned to the device for this 
virtual machine. Read-only access is requested. 
No password is required because the user has 
linked to one of his own disks. 

The result will be one of the followinq: 

R; a successful execution. 

R{nnnnn); indicatinq an error. 

If nnnnn contains a CMS return code, the 
error occurred in CHS. However, if nnnn contains 
a CP message identifier, the error occurred in 
CP. 



ipl CBS 

CHS VERSION n-n BB/dd/yy 



cp link to * vaddrl as vaddr2 r 



Figure 5. Exaaple of a CP LINK Coamand 



Return codes can be used by systea 
prograaaers in the DEBUG subcoaBand and also in 
EXEC procedures. See the VM/370 CMS Cobb and and 
Macro Reference for a description of the 
&BETCODE special variable. 



RETURN CODES PRODUCED BY THE CMS DDR COMMAND 



The CMS DDR coaaand produces several return 
codes. These return codes, along with their 
aeanings are listed in Figure 6. 



I' "■ — '■ ' ■■ 1 

1 Code 1 Meaning | 


1 1 1 Invalid filenaae or file not found | 


1 2 1 Error running the prograa | 


1 3 1 Flagged DASP track | 


I 4 1 Peraanent tape or DASD I/O error | 


1 Ixx 1 Error in PRINTIO routine | 


1 2ix 1 Error in COHREAD routine | 


1 3xx 1 Error in RDBUF routine | 


1 Hxx 1 Error in TYPLIN routine j 


1 XX is the CMS routine return code | 



Figure 6. Return Codes Produced by the CMS 
DDR Coaaand 



RETURN CODES PRODUCED BY IPCS 



There are two return codes produced by IPCS. 
These return codes are as follows: 

Code Meaning 

1 An incorrectly entered parameter. 

8 Systea failure; a read/write error or an 
invalid internal parameter. 
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CP Wait State Codes 



001 Explanation ; The 
encountered an 
Probable hardware 
DHKHCH and DHKHCT. 



lachine check handler has 

unrecoverable failure. 

error. Issued by nodule 



Note: This wait state is also loaded if a 
malfunction alert occurred on the main 
processor - 

Operator Action : Run the System Environment 
Record Edit and Print (SEHEP) program before 
restarting the system. To restart, clear 
storage and IPL the VB/370 system, 
specifying CKPT start. If the problem 
persists, contact your system support 
personnel. 



-c^ 002 Explanation : The channel check handler has 

encountered an unrecoverable failure. 

Probable hardware error. Issued by module 

DMKCCH. 

Operator Action: Sun the System Environment 
Record Edit and Print (SBREP) program before 
restarting the system. To restart, clear 
storage and IPL the VM/370 system, 
specifying CKPT start. If the problem 
persists, contact your system support 
personnel. 



003 Explanation ; A system failure occurred 
before a valid warm start was performed. 
Issued by module DHKDMP. 



Operator Action : Reload 
system. If the error 
storage before attempting 
the problem persists after 
with cleared storage, a 
probably reguired. Save t 
on the prespecified dump 
system support personnel, 
message description for pos 



(via IPL) the 

persists, clear 

another IPL. If 

the second IPL 

cold start is 

he dump produced 

device for your 

Refer to the 

sitle causes. 



004 E xplanation ; A console or an output device 
is not operational, or a console or output 
device has produced an inexplicable error 
status. Probable hardware error. Issued by 
module DHKDHP. 

Operator Action : Reload (via IPL) the 
system. To restart, clear storage and IPL 
the 7H/370 system, specifying CKPT start. 
If the problem persists, contact your system 
support personnel. 



005 Explanatio n : The CP initialization module 
(DUKCPI) could not find an operational 
primary or alternate console. Probable 
hardware error. Issued by module DHKCPI. 



Operator Action ; Reload (via IPL) the 
system. If the problem persists, contact 
your system support personnel. 



006 Explanation ; This is a normal wait when a 
system shutdown is completed. Issued by 
module DHKCPI. 

Operator Action : Follow normal operating 
procedures. 



007 Explanatio n; A program check, a machine 
check, a permanent I/O error, invalid warm 
start data, an invalid warm start cylinder, 
or a full warm start cylinder was 
encountered by the checkpoint program. 
Issued by module DHKCKP. 

Operator A ction ; For message DHKCKP901W, run 
SEREP to document the machine check, then 
contact your system support personnel. For 
message DIIKCKP902W, an indication of an 
unrecoverable I/O error, move the STSRES 
volume if possible and try to checkpoint the 
system. For message DRKCKP910W, if more than 
one SYSRES volume is mounted, check to see 
that the correct volume is loaded (via IPL) 
and try a checkpoint operation. If the 
operation fails again use the following 
procedure. This procedure is to be used for 
all other DHKCKP messages as well. 

1. Dump the first 3000 hexadecimal storage 
locations. 

2. Dump the warm start cylinders. 

3. Contact program support personnel. 

4. To restart, clear storage and IPL the 
TM/370 system, specifying CKPT start. 

The following storage locations contain 
information related to wait state 007. 



Hexadecimal 

Locat ion 

10 
40 

48 

808 

816 

818 

81C 

824 

800-17FF 
1800-3000 



Contents 

Sense data up to 24 bytes 



status 



word 



address word 



(8 
(«» 
(*» 



Channel 

bytes) 
Channel 

bytes) 
Pointer to error message 

bytes) 
Cylinder address of the 

first nucleus cylinder (2 

bytes) 
Cylinder address of the last 

nucleus cylinder (2 bytes) 
BBCCHHR of the DHKSAT module 

on disk (7 bytes) 
Current seek address BBCCHHR 

(7 bytes) 
Checkpoint program (DHKCKP) 
Checkpoint work area and 

4096-byte buffer 



System Codes 



- - - (Basic System Extensions) - - - 



820 
828 

848 



Device class of SYSHES 
device (HDEVTIPC) 

BBCCHHR of the DHKSAV module 
on disk — 7 bytes (count- 
key- data) or locate block 
number (FB-512) 

Current seek address BBCCHHR 
7 bytes (count-key-data) or 
locate block number (FB-512) 



If the SYSBES device is FB-512 

(RDEVTYPC=CLaSFBA) , the contents of the 
following hexadecimal locations are changed: 

816 Page address of the first 

TsaCfP C^ *■ Vio CO Titifloiie tit 

bytes) 

822 Page address of the last 
page of the CP nucleus (4 
bytes) 



An error message preceding the wait state 
may or may not be displayed, depending upon 
the status of the console. If the error 
message is not displayed, hexadecimal 
location 808 contains the address of the 
error message (60 bytes in length) . 



008 Explanation ; Checkpoint and system shutdown 
are complete or system recovery has failed. 
Issued by module DMKCKF. 

Operator Action ; If messages preceded the 
wait, follow normal operating procedures 
prescribed by your installation after 
shutdown. If messages did not precede the 
wait, either; 

1. The console printer was unavailable for 
some reason. Before initializing a new 
system, make sure the console printer 
has been made operational, or 

2. The system is running from the 
alternate console. Messages D11KCKP910I, 
DMKCKP911S, DHKCKP960I, and DMKCKP961W 
do not appear on the alternate console. 
Follow normal operating procedures 
prescribed by your installation after 
shutdown. 



009 Explanat ion; An error condition occurred 
which prevents a warm start. Issued by 
module DMKHRH. 

Operat or Action : If the message is 
DMKWRH90tS or DMKWRM921H, immediately retry 
warm start system initialization. If the 
error message recurs, move the VM/370 SYSRES 
pack to another location and try a warm 
start again. If message DHKHRM903W or 
DMKWRB912II is encountered, ensure that all 
system volumes (no duplicate labels) are 
correctly mounted, and then attempt a warm 
start. 



If warm start errors persist, force a system 
dump to the printer by pressing the system 
console RESTART key, and save the results 
for the installation support personnel. 

If the message is DHKHRM920W, restart the 
system using CKPT start. Otherwise, use a 
FORCE or COLD Start. 



OOA Explanati on: A machine check occurred while 
DMKSAV was attempting to save or restore a 
page image copy of the nucleus on a SYSRES 
device. Probable hardware error. Issued by 
module DHKSAV. 

Oper ator Action ; Run the System Environment 



Record '"''it ^'nd P'^^'t'*- rcpp-p 

reloading. If the problem persists, contact 

your system support personnel. 



OOB Explanation : A machine check error occurred 
during system initialization. Probable 
hardware error. Issued by module DMKCPI. 

Oper a tor Action ; Run the System Environment 
Record Edit and Print (SEPEP) program before 
performing another IPL. If the problem 
persists, contact your system support 
personnel. 

OOC Explanation : An IPL was performed on a 
VH/370 voluse that had never had a nucleus 
written on it. 

Operator Action ; Follow normal operating 
procedure. 

OOD Expl a nati on: The generated system is larger 
than the real machine size, or else a 
hardware malfunction has occurred which 
inhibits 7M/370 from using the necessary 
storage. Issued by module DHKCPI. 

Operator A ction : Take a standalone dump and 
notify the system programmer. 



OOE Explanatio n; An error condition prevents a 
CKPT start. Issued by module DHKCKS. 

Operator Action ; If message DMKCKS915E is 
issued, try CKPT start again. If the error 
persists, move the VH/370 SYSRES pack to 
another DASD device and try again. If 
message DHKCKS916E is issued, reload (via 
IPL) the system, using the FORCE option of 
the START command. If message DI!KCKS903E or 
DHKCKS912E is issued, ensure that all system 
volumes (no duplicate labels) are correctly 
mounted, and then attempt a CKPT start. If 
message DtlKCKS917E is issued, reload (via 
IPL) the system via a COLD start. 



OOF Explanation: Hardware errors are being 
received on VH/370 paging device (s). Issued 
by module DHKPAG. 

Oper ator A ction : This wait state is preceded 
by message 



8 IBM VM/370 System Messages 



DMKPAGttlSl CONTIHOOOS PAGING IBBOBS FHOB 
DASD XZX 

If there are multiple paging devices on the 
system, disable the device causing the error 
condition and reload (via IPI) the system. 
Or, move the paging volume pack to another 
physical device. This error condition 
results if the VB/370 paging volume has not 
been formatted correctly. 



010 Explanation : A recoverable error occurred 
during a system nucleus save operation. 
Issued by module DHKSAV. 

Operator Action : This wait state is preceded 
by either the message DMKSAV350W or 
DHKSA?351iJ. Correct the problem stated in 
the message and present an external 
interrupt to initiate a retry. 



Oil Explanation ; An unrecoverable I/O error 
occurred. Issued by module DBKSA?. 

Operator Action ; This wait state is preceded 
by message DMKSAV352li or DHKSAV353ff. Correct 
the problem stated in the message and load 
(IPL) the tape again. 



012 Explanation ; This is a normal wait state on 
completion of a nucleus load. Issued by 
module DHKSAV. 



• BO = SIGP order code 

• B1 = SIGP status information when 
SIGP condition code is 1 



the 



Operator Action : 
procedure. 



Follow normal operating 



• E2 = Processor address that was signalled 

Note; The wait state PSW will contain the 
condition code returned from the SIGP. The 
PSW is in the BC format. Refer to the IBM 
SYst e m/370 Principles of Operatio n for a 
functional description of the SIGP 
instruction. 

Operator Action ; If hardware errors are 
present, run the System Environment Record 
Edit and Print (SEREP) program before 
retrying. If the status information 
indicates an operator intervention, clear 
the condition on the attached processor and 
reinitialize CP. If the status indicator of 
the reguired microprogram is not loaded, 
load the microprogram and reinitialize CP. 
If the problem persists, contact your system 
support personnel. 



016 Explanation ; (1) The CP initialization 
module (DHKCPI) could not connect the 
channel set to the main processor or the IPL 
device is not accessible through any 
available channel set. Probable hardware 
error. Issued by DHKCPI. (2) A hardware 
error occurred on the I/O processor or the 
I/O processor was being varied offline. An 
attempt to disconnect, then connect the 
channel set to the attached processor 
failed. Probable hardware error. Issued by 
DHKCPD. 



013 Explanat ion; The machine check handler 
encountered an unrecoverable error on the 
attached processor. probable hardware 
error. Issued by module DHKHCT. 

Hote: This wait state is also loaded if a 
malfunction alert occurred on the attached 
processor and CP was in control. 

Operator Actio n: Hun the System Environment 
Record Edit and Print (SEREP) program before 
restarting the system. If the problem 
persists, contact your system support 
personnel. 

To restart, clear storage and IPL the 7H/370 
system, specifying CKPT start. 

Hote ; VH/370 cannot checkpoint and warm 
start after a machine check error on 
System/370 Hodels 165 and 168. The 
inability to warm start is caused by running 
the 165 or 168 SEREP program. 



015 Explanat ion : A SIGP issued to the attached 
processor during system initialization by 
DHKCPI or DMKAPI was unsuccessful. The 
following information is made available: 



Operation Action : Run the System Environment 
Record Edit and Print (SEREP) program before 
restarting the system. If the problem 
persists, contact your system support 
personnel. 

To restart, clear storage and initialize the 
VM/370 system, specifying checkpoint start. 



018 Explanatio n: Invalid TOD clock. The clock 
must be set before an IPL can be completed. 
Issued by module DHKCPI. 

Operator Action ; Hanually do a clock set; if 
that fails, call your system support 
personnel. 



027 Explanation ; An unrecoverable I/O error 
occurred or system input is incorrect. 
Issued by module DHKSSP. 

Operator Action ; Correct the input/output 
error or the system input, and reload (via 
IPL) the starter system. 
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Loader Wait State Codes 



The loader (DMKLDOOE) is a service program that 
loads a CP, CMS, or FSCS nacleas, and produces a 
load map. The loader loads the object nodules 
(TEXT files) supplied with it, resolves CCW 
addresses, and resolves address constants. 

If the loader is terminated, one of the 
following wait conditions is indicated in the 
instruction counter: 



reference. This may be the result of a 
duplicate text deck in the input stream, or 
of having the same label in two different 
text decks in the same input stream. 

Operator Action ; Close the printer to get 
the load map printed. Look at the load map 
to see which text deck and which entry are 
causing the problem. If you can correct the 
problem, do so; otherwise, contact your 
system support personnel. 



Code 
XM11111' 



Meaning 

a program check occurred. 



A uuit check Oooui.red wLilici the 
bootstrap routine was reading in the 
loader. 

jt 9999991 jn SVC was issued. 
X*B6BBBB* & machine check occurred. 



X'CCCCCC 



X«FFFFFF« 



an I/O error occurred on the 
reader. 



card 



An I/O error occurred for the 
console (X'OO' contains the message 
OHRECOVEBABLE EBEOB) , or the control 
card for changing the default I/O 
addresses for the printer or 
terminal is invalid (X'OO* contains 
the message BAD DEVICE CAHD or 
INVALID DEVICE SPECIFIED) . 



If the instruction counter contains 
X' 999999', indicating an SVC wait state, examine 
the interruption code (the third and fourth 
bytes of the supervisor old PSW) . The 
interruption codes (shown in hexadecimal below) 
indicate the error condition. 



64 Explanation ; An error occurred during 
conversion of a value from hexadecimal to 
binary format. This can be caused by 
invalid input in one of the loader 
statements, or by an error in the loader. 

Operator Actio n; Validate the copy of the 
loader you are currently using against the 
copy on the original distribution tape. If 
the current copy is no longer valid, replace 
it. If the input in the statements is 
invalid, correct it. If the problem 
persists, contact your system support 
personnel. 



65 Explanatio n: There is no more free storage 
available for the loader. 

Operat or Action ; Define a larger storage 
size for the virtual machine and reexecute 
the loader. 



6 6 Explanati on; A duplicate type 1 ESD 
(External Symbol Dictionary) entry has been 
encountered. The loader cannot resolve this 



67 Explanation ; The "name" in the LDT (Loader 
Terminate) statement is undefined. 

Operator Action ; Verify that the name in the 
LDT statement is correct; if it is, make 
sure that it is defined as an entry point in 
the program to be loaded. 



68 Explanation ; The control section named in 
the ICS (Include Control Section) statement 
was not found by end of file. 

Operator Action: Verify that the control 
section name in the ICS statement is 
correct; if it is, make sure that the 
control section is defined in the program to 
be loaded. 



69 Explanation ; The loader attempted to add 
another entry to the reference table, which 
would have caused the table to overflow. 
Since the reference table supplied by VM/370 
is large enough to allow the CP nucleus to 
be generated, it must be assumed that the 
inclusion of local additions to the CP 
nucleus have caused the excessive references 
to be generated. 

Operator Action ; Increase the size of the 
reference table by changing the MAXREF 
equate field in the source code for the 
loader program, reassembling it, and then 
reexecuting the loader. Once the size of 
the reference table has been increased, 
error code 6A may occur. In that case, 
define a larger storage size for the virtual 
machine. If the problem persists, contact 
your system support personnel. 



6A Expl anation; The object modules being loaded 
are about to overlay the loader. 

Operato r Action: Define a larger storage 
size for the virtual machine. To see which 
module was about to overlay the loader, 
close the printer to get the load map 
printed. The last line of the load map 
indicates the last module that was loaded. 



6B Explanation ; The object modules being loaded 
are about to overlay an address between 
and 100 (hexadecimal). This can occur if the 
address at which loading was to start was 
changed by an SLC card. 
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Operator Actio n; Check the SLC card to make 6D Explanation ; The loader is trying to release 
sure it does not specify an address between storage that is not on a doubleword 
and 100. If you mast place data at an boundary. This is an internal loader error, 
address in that range, do not do it with the 

loader, but use a program to place the data Oper a tor Action ; Reexecute the copy of the 
there with a Hove Character instruction loader that is in your reader. If the 
after the loaded system has started problem persists, regenerate the system to 
execution. It is the responsibility of the be loaded and try to execute it again. If 
loaded program to initialize that part of the problem still persists, the current copy 
storage. of the loader itself may be damaged; replace 

it with the loader on the distribution tape. 
If the problem still persists, contact your 
system support personnel. 
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RSCS Wait State Codes 



When BSCS enters a wait state, the BSCS operator 
is notified via the CP message: 



DHKDSPII50B CP ENTERED; DISABLED WAIT PSW 

issued to the RSCS operator's console. Osinq CP 
conaands, the operator can display the virtual 
machine's PSW. The three rightmost hexadecimal 
characters indicate the error condition. 



001 Biplanation : If no RSCS message was issued, 
a program check interrupt has occurred 
during the execution of the program check 
handler. The probable cause is a programming 
error. If the BSCS message 



DMTHEX091T INITIALIZATIOH FAIIORE — RSCS 
SHUTDOWH 

was issued, RSCS operation has been 
terminated because of an error in the 
loading of DMTAXS or DHTIAI. A dump of 
virtual storage is automatically taken. 
Verify that the CHS files DMTAXS TEXT and 
DHTLAX TEXT are correctly written and 
resident on the BSCS system residence 
device. If the RSCS message 

DMTREX090T PSOGEAH CHECK IN SDPERVISOB — 
RSCS SHnTDOWN 

was issued, the program check handler has 
terminated BSCS due to a program check 
interrupt in other than a dispatched line 
driver. The probable cause is a programming 
error. 

The wait state code is loaded by DHTREX at 
BSCS termination or automatically during 
program check handling. 

Opera tor Actio n: If neither of the above two 
messages was issued, use the CP DOHP command 
to dump the contents of virtual storage. IPL 
to restart. If the problem persists, notify 
your system support personnel. 



007 Explanation : A program check interrupt has 
occurred during initial processing, before 
the program check handler could be 
activated. This may be caused by a 
programming error or by an attempt to load 
RSCS into an incompatible virtual machine. 
The latter case can occur if the virtual 
machine (1) has an incomplete instruction 
set, (2) has less than 512K of virtual 
storage, or (3) does not have the required 
?M/370 Diagnose interface support. The wait 
state code is loaded automatically during 
the initial loading and execution of the 
RSCS supervisor, DMTINI, DBTREX, DMTAXS, and 
DHTLAX. 



Operator Action: Verify that the RSCS 
virtual machine configuration has been 
correctly specified and that the "retrieve 
subsequent file description" function of 
DIAGHOSE code X'14' is supported. Dump the 
contents of virtual storage via the CP DOHP 
command. If the problem persists, notify 
your system support personnel. 



Oil Explanation : An unrecoverable error has 
occurred during the reading of the RSCS 
nucleus from DASD storage. This may be 
caused by a hardware malfunction of the DASD 
device. It may be the result of (1) an 
incorrect virtual DASD device definition, 
(2) an attempt to use a system residence 
device unsupported by BSCS, (3) incorrect 
RSCS system generation procedures, or (4) 
the subsequent overwriting of the RSCS 
nucleus on the system residence device. The 
wait state code is loaded by DHTIHI after an 
attempt, successful or not, to issue the 
message: 



DHTIHI402I IPL DEVICE READ I/O ERBOB 



Operator Action : Verify that the BSCS system 
residence device has been properly defined 
as a virtual DASD device and that the real 
DASD device is mounted and operable. If the 
problem persists, dump virtual storage via 
the CP DOHP command and notify your system 
support personnel. The BSCS system residence 
device may have to be restarted or the RSCS 
system may have to be regeneirated. 
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CP Abend Codes 



SYSTEM OPEEATOR ACTION 



When an abend occurs, the system operator must 
follow several steps to enable the error to be 
corrected. 

1. Collect information about the error. 

2. Collect inforoation about the systen 
status. 

3. Recover from the abend so processing can 
continue. 



Collecting Information 



Unless the operator has issued the SET DUHP 
command and changed the default (which he should 
not do, generally) , the system is set for SET 
DOMP ADTO CP. When an abend occurs, this causes 
the dump to be written on disk as a spool file. 
This spool file is automatically spooled to the 
virtual reader of the operator who was 
designated at system generation time to receive 
all dumps. This operator should then I PL CHS and 
issue the VBFDOHP command (see the YH/370 
Operator's Guide ) . This formats the dump and 
prints it. This procedure should be followed for 
every abend. 

For problem determination, 
should save and submit: 



the operator 



The formatted dump. 



The console sheet, as far back as the last 
IPL of the system. 



RODTE LOAD MAP TO PRIHTEB 05 READER? — 
RESPOHD (EDRIPRT) 

This sends to your virtual reader a copy of the 
load map, which can be read in as a CHS file 
named, for example, LOAD HAP. 

When it is desirable to take a dump to tape 
and send the dump to another location (for 
example, when submitting an APAE by mail) , use 
the following procedure: 

1. Allow the dump to be written to a spool 
file by issuing 

SET DUMP CP 

2. Format this spool file and write it onto a 
CMS disk by issuing 

VMFDOHP NOPRT 

3. Write this disk file on tape by issuing the 
CMS command 

TAPE DOHP 

You can then send this tape to another 
location, where the file can be recreated 
on disk using the TAPE LOAD command. 



Recovering from the Abend 



The system usually reloads (via IPL) itself- If 
it does not, attempt to warm start. You may get 
errors from which you can recover; if so, 
correct the cause of the error and try again to 
warm start. If unrecoverable errors occur, clear 
storage and try to checkpoint (CKPT) start. If 
this fails, try to force start. If this also 
fails, as a last resort you must cold start the 
system. 



3. The output of any Monitor program running 
at the time. 

If an iPAR (authorized program analysis 
report) is to be submitted, the documentation 
provided with it should include, in addition to 
the above, a load map showing applied updates 
and resolved locations. You can obtain as many 
copies of the load map as you need if, at system 
generation time, you respond "EDR" to the 
prompting message: 



SYSTEM PROGRAMHER ACTIOS 



Figure 3 describes the reasons for each of the 
CP abend codes and discusses what the system 
programmer should do to locate and correct the 
error that caused the abend. 
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! Abend | 1 I 
1 Code 1 season for Abend | Action j 


1 API001 1 The global system lock | Check DHKLOKSY. If the attached | 
1 1 or the system operator's | processor owns the system lock, j 
1 1 VMBLOK lock could not be| check R12 value in DMKLOKST+4 to | 

I 1 obtained by the main | determine who obtained the lock. | 
\ 1 processor during IPL. 1 If the global system lock is held j 

II i by the main processor, check the | 
t 1 1 system operator's THBLOK to see ifj 
1 1 1 the ViSBLOK is locked by the I 
1 1 1 attached processor. If so, | 
1 1 1 VHLOCKSR contains the base addressi 
It 1 of the obtainer at the lock and | 
1 1 i can be used to determine why the f 
1 1 1 lock was obtained. I 


1 ATS001 1 DHKATS was called to | The SHSTABLE may have been over- j 
1 1 make a shared named | laid or the shared page that was | 
1 1 system unshared. How- | changed was altered by another | 
1 1 ever, the SHBTABLE | virtual machine. If the SHSTABLE | 
1 1 associated with the j was not overlaid, find out which | 
1 1 shared page that was | virtual machine altered the | 
1 1 changed could not be j shared page and why it was not | 
1 1 located. | detected. 1 


1 ATS002 1 A shared page was | A shared page was altered by | 
1 I changed and the corres- j another virtual machine without 1 
1 1 ponding VMABIOK could | being detected. Investigate the | 

I 1 not be found. I system routines that could allow | 

II 1 an undetected alteration of a | 
1 1 1 shared page. 1 


1 ATS003 1 During the unshare of a | The SHSTABLE, SAVE9SK2 and | 
1 1 user from a shared j SAVEWSK3 area of DHKATSs savearea [ 
1 i named system, DMKSHTBL | (B13 contains address of save- | 
1 1 was brought back in to | area) or DHKSNTBL (B4 contains | 
1 1 reconstruct the I its address) have been altered. 1 
1 1 SWPTABLE of the j Investigate the routine that would| 
1 1 violator. The named | allow alteration. I 
1 1 system could not te | 1 
1 1 found in DHKSMTBL. | I 


1 ATS004 i During the unshare of a | The system name table entry (64 I 
1 1 user from a shared | contains its address) , the STSOWH | 
1 1 named system, the sys- | list or the RDETBLOKs have been | 
1 1 tem volume containing | altered. Investigate the routine | 
1 1 the named system could | that would allow alteration. | 
1 1 not be found. I I 


1 ATS005 1 During the unshare of a | The CORTABLE, SHSTABLE, PAGTABLE, | 
1 1 user from a shared | or ACOSETBL have been altered. | 
1 1 named system, a shared | Investigate the routine that would| 
1 1 COBTABLE entry (E7 | allow alteration. I 
1 1 contains its address) | I 
1 1 was found with the I/O | | 
1 1 lock bit on. 1 I 


1 ATS006 1 The resident page count | Inspect modules that update j 
1 1 in the VMBLOK (VHPAGES) | VBPAGES for the virtual machine. | 
1 1 does not match the num- | Check the routine to determine I 
1 1 ber of COBTABLE entries. | why it is inconsistent with the I 
1 1 1 number of COBTABLE entries I 
1 1 1 assigned to this virtual machine. I 


I ATS007 1 The flushlist counter isj Check the COBTABLE entry (B7) . Try| 
1 1 reduced to a negative | to determine why the flushlist | 
1 1 value while returning a | count does not match the number | 
1 1 page to FBEE storage. | of flushlist entries. j 
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1 Code 1 Reason for Abend | Action i 


1 BLD001 f E8 should contain a | Verify that B8 points to an j 
1 1 pointer to the BDEVBIOK | BDEVBLOK for a terminal. If it | 
1 ) for the user's terminal.! does not, there is probably aa | 
1 1 DMKBLDVH attempts to | error in the calling program. | 
1 1 create and partially | Identify the calling program by | 
1 1 initialize a VHBLOK for j means of the return address and | 
1 1 a user. DHKBLDVH abnor- | the base register in the save | 
1 j oally terminates if ! area pointed to by B13. Then, at- J 
1 1 b8 does not contain a | tempt to identify the source of j 
1 1 pointer to the user. | the incorrect RDEVBLOK address. | 


1 BLD002 1 Pages are being re- | Examine the dump and determine | 
1 1 leased but the page | why the page was released without j 
1 1 invalid bit is not on | the page invalid bit turned on. | 
1 1 in the page table entry. | | 


1 BLD003 1 A request was made to | 813 points to a save area. SAVEB12| 
1 i build a page table for | contains the base address of the | 
f j more than 16 pages. } module issuing the request. SAVEB1| 
1 1 1 contains the beginning and ending | 
1 I 1 address range of the page table | 
1 1 1 being built. Examine the calling { 
1 1 1 module to determine why R1 is | 
j 1 1 invalid. 1 


1 BLD004 1 The routine calling BLD | Examine B6 to ensure that it | 
1 1 has not cleared all the | contains the address of a segment j 
1 1 segment table activity | table entry. If it contains the | 
1 1 before calling BID. 1 address of a segment table entry, | 
1 i 1 B13 contains the address of the | 
1 \ 1 module calling BLD. Examine this | 
1 i i module to determine why this seg- | 
1 1 1 ment table entry has not been j 
1 i 1 cleared. 1 


I BLD005 1 An attempt is being madef Examine B6 to ensure that it con- j 
1 1 to release a segment | tains the address of a segment | 
1 1 whose page table has i table entry. If it contains the | 
1 1 been migrated. | address of a segment table entry, 1 
j i i n13 contains the address of a savej 
1 1 i area. SAVEB12 contains the base | 
1 1 1 address of the module calling BLD. | 
J j 1 Examine this module to determine | 

I 1 1 why the page table was migrated or! 

II 1 why the migration bit was not re- | 
1 1 1 set. 1 


1 CFG010 1 DHKCFGCL was called to | Identify the caller by the return | 
1 1 perform an unsupported I address and base register in the | 
1 1 function- Supported | SAVEABEA pointed to by B13 to j 
1 1 values are: | identify the source of the un- | 
1 1 X'01« LOAD SIS 1 supported function request. | 
1 1 X'02« FIHD SYS | | 
1 1 X«0«»« POBGE SYS 1 1 


1 CFP001 1 An I/O task is waiting | Check the storage dump Y. j 
1 1 for a RELEASE and the | Determine why the virtual device | 
f \ CPEXBLOK for the waiting! block is marked as waiting for ! 
1 1 task cannot be found on ! access to the device, but not | 
1 1 the VRRCPEX queue. | CPEXBLOK exists on the VHRCPEX. I 
1 1 1 Queue to resume the task. | 


1 CKS001 1 The map for dynamic \ The map should be allocated via a 1 
1 1 checkpoint was not | call to entry points DHKCKSIK or | 
1 1 allocated prior to a | DHKCKSWH from DHKWRH. Check | 
1 1 call to DHKCKSPL- 1 DHKWRH for called entry points | 
I 1 1 and that they do allocate a map. | 
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1 Abend | | | 
1 Code 1 Reason for Abend | Action I 


1 CKS002 1 The spool file identi- | (1) DHKCKSWH or DHKCKSIN did not | 
1 1 fication in the nap and | set up the nap properly, (2) a | 
1 1 in the checkpoint area | call to DHKCKSPL caused the mis- | 
\ j do not natch. I match, or (3) the SFBLOK was | 
1 1 1 released but the map was not | 
i 1 i updated. j 


1 CKS003 1 Ho function was speci- | Check SAVERTM in the save area j 
1 1 fied in the call to j pointed to by R13. This indicatesl 
1 1 DHKCKSPL. 1 which routine called DHKCKSPL | 
1 i 1 with insufficient data. j 


1 CKS004 1 A spool file to be de- | The SFBLOK for the file should | 
i 1 leted cannot be found | have been queued previously on j 
j i oa the system printer, } by DMKCKSWS wheapei forming a CKPlj 
1 1 punch, or reader file j start. Check for an error in this| 
1 1 chains. | logic. | 


1 CLK003 1 The system TOD clock is \ Examine the CP ABEND code in each | 
1 1 not operational on the | processor's PSA to determine the | 
1 1 main processor or | unit receiving the clock error. | 
1 1 attached processor. The j Call your system support | 
1 1 wait state can only be | personnel. | 
1 1 received when it is | | 
1 1 configured with an | | 
1 1 attached processor. | | 


1 CPI001 1 The RDEVBLOK for the | Verify that the volume serial | 
i 1 D^SD on which the | number on the SYSRES volume from | 
1 1 SYSRES volume is mount- J which the IPL was attempted, is | 
j i ed cannot be located, j the same as that specified in the j 
1 1 or the IPL volume is j field DMKSYSYL. If the volune | 
1 1 not the SYSRES volume. | serial number is not the same, it | 
1 1 The SYSRES volume is ( may have been altered by the CLIP j 
1 I specified in the j utility. Or the image of the | 
i 1 SYSRES macro in the j same nucleus saved on the SYSRES j 
1 1 DHKSYS module. I may have been partially de- | 
1 1 1 stroyed and the SYSRES specif ica- | 

I 1 1 tion altered. Restore nucleus j 

II 1 to the SYSRES volune from a back- | 
II 1 up copy and try to IPL. | 


1 CPI002 1 A valid system direc- | Display the volume labels for all | 
1 1 tory file could not be | owned volumes. If the volumes do | 
1 1 located. | not contain an active directory j 
1 1 1 pointer, run DHKDIR (the stand- | 
1 1 1 alone directory program) to re- | 
1 1 1 create the system directory on an | 
i 1 i owned volume. If an active | 

I 1 1 directory pointer is present in | 

II 1 at least one volume label, verify | 
1 1 1 that the device is online and | 
1 1 1 ready before trying to IPL the | 
1 1 1 system. Verify that a valid alio- | 
1 1 1 cation record is present on the | 
1 1 1 volume containing the directory. | 


1 CPI003 1 The system TOD clock is | Call your systen support | 
1 1 not operational. I personnel to fix the clock. | 


1 CPOOOI 1 The user page count in | Examine the storage dump. The j 
1 1 the VHBLOK was incor- | VMBLOK has probably been overlaid. | 
1 1 rectly decreased so | 1 
1 1 that the count is now | | 
1 1 less than zero. 1 1 



Figure 7. CP Abend Codes (Part 3 of 21) 



16 IBS VM/370 System Messages 



i Abend | i 1 
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\ CP0002 1 During the VARY proces- | Examine the storage damp. The | 
1 i sor offline function, | SHRTABLE or DHKSNTBL has probably j 
1 1 DHKSNTBL was brought | been overlaid. 1 
1 1 back in to reconstruct 1 | 
1 1 the attached processor's] | 
1 1 SWPTABLE for shared | I 
1 1 pages. The named system | j 
1 ! could not be found inl ! 
1 1 DMKSNTBL. j I 


j CP?001 1 Ths resident page count | Inspect modules that update } 
I 1 in the VHBLOK (VHPAGES) | VHPAGES for the virtual machine. | 
1 1 is reduced to a negative | Check the routine to determine | 
1 1 value. 1 why it is inconsistent with the | 
1 1 1 number of CORTABLE entries | 
1 1 1 assigned to this virtual machine. | 


1 CQP001 1 DMKSCHRA was called and | Examine the storage dump- DMKSNRA j 
1 { unable to determine the j returns an error if it cannot } 
1 1 device address in cuu j find the address of the real 1 
1 ! format from real device ! control unit block from the real | 
1 1 block address in R6, B7,i device block. The control unit j 
1 1 and B8. | block address in register 7 is | 
1 1 1 probably invalid. j 


j CVTOOI i The system TOD clock is | Call your system support \ 
1 1 in error or is not | personnel to fix the clock. | 
1 1 operational. | 1 


1 DRD001 1 The device code index | Verify that the contents and or- | 
1 1 in the compressed DASD | der of the owned list have not | 
1 i address for the system i been altered since the dump was | 
1 1 dump file points to an | taken. If these fields have not j 
i 1 BDE7BL0K for an invalid | been altered, the SFBLOK for the | 
i 1 DASD. The valid DASDs | dump file may have been destroyed. | 
1 1 are 2305, 2314/2319, | The owned list is specified by | 
I 1 3320, 3330, 3340, 3350, | the SYSOHN macro in DHKSYS. | 
1 1 and 3370. | I 


j DSP001 i During I/O interrup- [ The integrity of the user's vir- { 
1 1 tion, unstack, and | tual I/O configuration has prob- | 
1 1 reflection, DHKSCNVD | ably been violated. The unit | 
j ! could not locate all of j addresses or indexes in the vir- | 
1 1 the virtual control | tual control blocks are in error, | 
1 1 blocks for the inter- | or the virtual configuration has | 
1 i rupting unit. | been altered by ATTACH/DETACH j 
1 1 1 while I/O wa^ in progress. - Check | 
1 1 j for a device reset failure in j 
1 1 1 DMKCFPRD. 1 


1 DSP002 1 The dispatcher (DHKDSP) | Most likely, a free storage vio- | 
( 1 is attempting to dis- | lation has occurred. First look | 
1 1 patch a virtual relo- | at the DHKPRV and DHKVAT modules. | 
1 1 cate user whose shadow | Examine the real, virtual, and | 
1 1 segment tables or vir- | shadow translation tables for | 
1 1 tual extended control | consistency of entry size and | 
1 i register are invalid. | format. Also compare page and j 
\ I i segment size. | 


1 DSP003 1 The interval timer was | Check the timer fields in real j 
1 1 not incremented proper- | storage. The value of the real | 
1 1 ly. This is most like- | interval timer is at real storage | 
i 1 ly a hardware error. | location X'50*. The dispatcher \ 
1 1 The dispatcher tests | loads the value of the real in- | 
1 1 for interval timer er- | terval timer in real storage lo- j 
1 1 rors and abnormally | cation X'54' when a user is dis- | 
1 1 terminates if such an | patched. The value of the real | 
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1 Code 1 Beason for Abend | Action | 


1 DSP003 1 error occurs. Besults | interval timer is loaded into | 
1 (cont.)i would be unpredictable | real storage location X*4C* when | 
1 1 if CP continued when | an interrupt occurs. If the value | 
1 1 the interval tiaer was | stored at X'4C» is not less | 
1 1 in error. | than the value stored at X'5U', | 
1 1 1 the dispatcher abnormally ter- | 
1 1 1 minates. Check the routines that | 
1 1 1 control the value of the time | 
1 1 1 fields at X'*C', X»50«, and | 
f 1 1 X'54'. 1 


1 DSPOOU 1 While tracing SIOs or | Examine the operator's console | 
1 1 I/O interrupts, the | sheet and the user's terminal | 
1 J virtual device was de- I sheet to see who detached the | 
i i tached. How, the { device. nam the peiooit i:e- { 
1 1 VDEVBLOK cannot be | sponsible that devices should not | 
1 1 found. 1 be detached during I/O tracing- | 


] DSP005 i During extend, a block | B1 contains the VHBLOK address at | 
1 1 is found to be unstack- | the time of the abend. Check | 
1 1 ed, but the lock for | VHLOCK to see if the VHBLOK is | 
1 1 the associated VHBLOK | locked by the other processor. If | 
1 I is not available, or j this is the case, VHLOCKEE gives | 
1 1 count of priority CPEX- 1 the base address of the obtainer | 
1 1 BLOKs in a VHBLOK is | of the lock and can be used to | 
1 1 less than 0, but no | deteraine why the lock was not | 
1 i priority CPEXBLOK is j released. If the VHBLOK is not | 
1 1 found for the virtual | locked by the other processor, | 
1 1 aachine, or during | check VHPBBCT, (the count of | 
1 1 post-extend processing, I priority CPEXBLOKs) . If this is | 
1 1 either the expected | nonzero but there are no priority | 
1 1 processor-related | CPEXBLOKs on the dispatcher's | 
1 1 priority CPEXBLOK is | stack, this field has probably | 
1 1 not found or the lock | been overlaid and other aethods | 
1 1 for the associated | must be used to determine the | 
1 1 VHBLOK is not available. | cause of the overlay. I 


i DSP006 1 DHKDSPBO, the run-user | Ose the trace table to help | 
1 1 entry to the dispatcher | determine the caller of I 
f 1 was entered when the 1 DHKDSPfiD. | 
1 1 system was not is | | 
1 1 attached processor mode. | | 


I EXT001 1 A serial signal reguest \ In the PSA of the abending pro- | 
1 1 has been received and | cessor, the work/save area SIG- | 
1 1 the global system lock | SAVE contains the return address ( 
1 1 is not held. | of the caller of DHKEXTSP, this | 
1 1 t address is at offset X'8' into | 

I 1 1 SIGSAVE. At offset into SIGSAVE | 

II 1 is the base address of the caller. | 


1 FBE001 I The size of the block | Using FREEB14 and FREER12 in the | 
1 1 being returned (via | PSA, identify the CP module | 
i 1 BO) is less than or | releasing the storage. Check for | 

I 1 egual to 0. I an error in calculating the size | 

II 1 of the block or for a modifica- | 
1 1 1 tion to the stored block size for | 
1 1 1 variable-size blocks. | 


1 FBE002 1 The address of the free | Identify the program returning I 
I 1 storage block being | the storage by means of the re- | 
1 1 returned matches the i turn address and base registers | 
1 1 address of a block al- | (FEEE14 and FBEE12 in DHKFHE's | 
1 1 ready in the free j save ar^ in PSA). The most com- | 
1 1 storage chain. I mon cause of this type of failure | 
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i Code 1 Season for Abend | Action | 


1 FBE002 1 1 is a module that returns a free | 
1 (cont.)l i storage block but fails to clear j 
) 1 1 a pointer to the block that has | 
1 1 1 been saved elsevhere. All mod- j 
1 1 1 ules that return blocks via a | 
1 1 1 call to DMKFBET should first | 
1 1 1 verify that the saved pointer is | 
1 I i nonzero; after returning the j 

I 1 1 block, any saved pointers should j 

II 1 be set to zero. j 


1 FEE003 1 The address of the free | A free storage pointer may have | 
1 1 storage block being | been destroyed. Also, the module | 
1 1 returned overlaps the j releasing the lover (overlapped) j 
i i next lover block on the ] block may have returned too much i 
I 1 free storage chain. | storage. Examine the lover block j 
1 1 f and determine its use and former i 
1 1 1 ovner, or identify the program 1 

I 1 1 returning the storage by means of | 

II 1 the return address and base j 
1 1 1 registers stored (FREERlt and | 
1 1 1 FREES 12 in DMKFBE's save area in j 
I 1 f PSA) . The most common cause of | 
i 1 i this type of failure is a module j 
i ! ! that returns a free storage block j 

I 1 1 but fails to clear a pointer to | 

II 1 the block that has been saved | 
1 1 1 elsevhere. All modules that re- | 
1 1 1 turn blocks via a call to DflKFBET | 
1 1 1 should first verify that the j 
1 1 1 saved pointer is nonzero; after | 
1 1 1 returning the block, any saved j 
I 1 1 pointers should be set to zero. | 


1 FEEOOtJ 1 The address of the free I A free storage pointer may have | 
1 1 storage block being | been destroyed. Also, the module j 
1 1 returned overlaps the | releasing the higher (overlapped) | 
1 1 next higher block on | block may have returned too much | 
1 I free storage chain. 1 storage, or the module may be ! 
1 1 1 attempting to release storage at | 
1 j 1 the vrong address. j 


j FBB005 1 A module is attempting | A module is probably attempting | 
1 1 to release storage in | to release location 0. Check for | 
1 1 the resident VH/370 j the module picking up a pointer | 
1 1 nucleus. j to the free storage block vithout | 
j 1 1 first testing the pointer for 0. | 
1 1 1 Dse FBEER1U and FREER12 in the | 
1 1 1 PSA to identify the module. j 


1 FRE006 1 A module is reguesting | Using FRBEBI'* and FEEEE12 in the | 
1 1 a block of storage | PSA, identify the module. Check | 
1 1 vhose size (contained | for an error in calculating the | 
1 1 in B 0) is less than | block size. Improper use of the i 
1 1 or egual to zero. | halfvord instructions ICH and | 
1 1 1 STCH can cause truncation of high | 
1 1 1 order bits that results in a cal- j 
1 1 1 culation error. J 
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1 FRE007 1 A module is attempting | A free storage pointer may have | 
1 1 to release a block of | been destroyed. Attempt to iden- j 
1 1 storage whose address | tify the owners of the free stor- | 
1 1 exceeds the size of | age blocks adjacent to the one | 
1 1 real storage- 1 containing the pointer that was | 
1 1 1 destroyed. Check for moves and | 
1 \ 1 translation where initial counts | 
1 i 1 of zero have been decremented to | 
i 1 1 minus 1, thus generating an | 
1 1 1 executed length code of X»FF*, or | 
1 i 1 an effective length of 256 bytes. | 


1 FRE008 \ The address of the free | Identify the program returning j 
1 1 storage blocV heing f the storage by neans of the re- 1 
1 t returned matches the | turn address and stored base reg- i 
1 1 address of the first | isters (FBEEB14 and FREER 12 in | 
1 1 block in the subpool | DMKFRE's save area in the PSA). | 
1 1 for that size- | The common cause of this type of | 


1 FRE009 1 The address of the free | a free storage block but fails to | 
1 j storage block being j clear a pointer to the block that j 
1 1 returned matches the | has been saved elsewhere. All | 
j 1 second block in the \ modules that return blocks via a | 
1 1 subpool for that size. | call to DMKFRET should first | 
I 1 1 verify that the saved pointer is | 
1 1 1 nonzero; after returning the | 
1 1 1 block, any saved pointers should | 
t 1 1 be set to zero. j 


1 FRE010 1 A program is attempting | If the storage requests that | 
1 1 to extend free storage | caused the abend are due to chan- | 
1 j while storage is being | nel activity, place the device \ 
1 1 extended. This can be | involved on channel 0, which is | 
1 I caused by I/O inter- | disabled during free storage ex- | 
1 1 ruptions or channel i tension. | 
1 1 programs involving | | 
1 1 channels other than | I 
1 1 channel 0. | | 


1 FRE011 1 A CP module has at- | Identify the program returning | 
1 1 tempted to return a | the storage by means of the re- | 
1 1 block of storage that | turn address and stored base reg- j 
1 1 is in the user dynamic | isters (FREER 14 and FREER 12 in | 
1 1 paging area. I DHKFREE's save area in the PSA), j 
i 1 1 The common cause of this type of | 
1 1 i failure is a module that returns j 
i 1 1 a free storage block but fails to j 
1 1 1 clear a pointer to the block that j 
1 1 1 has been saved elsewhere. All \ 
1 1 I modules that return blocks via a | 
1 1 1 call to DMKFRET should first j 
1 1 1 verify that the saved pointer is | 
1 1 1 nonzero; after returning the | 

I 1 1 block, any saved pointers should | 

II 1 be set to zero. I 


1 FRE012 1 An extend was entered | The system workload requires more | 
1 1 while extending. The | free storage than is available. j 
1 1 free storage extend | Either: (1) Reassemble DHKSTS with| 
i 1 buffer is unavailable. | a larger value for FREE in the j 

I 1 1 STSCOR statement and reinstall the| 

II 1 CP nucleus, (2) Restrict the | 
1 1 1 number of users on the system, or | 
i 1 1 (3) Add more real storage. j 
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1 FEEOIt 1 DHKFEE must defer sat- | Examine the internal trace table j 
I 1 isfying a free storage | and storage dump to determine why | 
1 1 reguest when it is | the free storage extend buffer | 
1 1 necessary to call DHK- | was not previously replenished. | 
1 1 PTRFB and the global | | 
i 1 supervisor lock cannot j 1 
1 1 be obtained. The free ( | 
j 1 storage extend buffer | i 
\ 1 reserved for this | | 
1 1 purpose is not | | 
1 1 available. J I 


! FRE015 1 Attempt to recursively | Examine the internal trace table | 
1 1 set CPFEESH in absolute | and FBEESA7E in each real PSA in | 
1 1 PSA. DHKFEE is attempt- | the storage dump to identify the | 
1 1 ing to transfer process-! error during extend processing. | 
1 1 ing from the main | | 
1 1 processor following a | | 
i 1 successful call to DHK- i I 
1 1 PTEFR to extend free | I 
1 1 storage. j j 


1 HTD001 1 The user pointed to by | The HDETBLOK for the SISEES de- | 
I 1 E11 issued a DIAGHOSE | vice was probably destroyed, or a | 
1 1 instruction while at- j volume with the same serial num- j 
1 1 tempting to format the | ber as the STSEES volume was | 
1 1 I/O error, channel | mounted. If a volume with the | 
1 1 check, or machine check | same serial number was mounted, | 
1 1 recording areas; the | check the ATTACH processing in | 
1 1 SYSRES device type is | the DHK7DB routine. | 
1 i unrecognizable. | I 


1 IOS001 1 The caller is trying | The lOBLOK may have been returned | 
i 1 to reset an active | (via DHKFRET) or destroyed, j 
1 1 lOBLOK from the SCHBIOK 1 Verify that the lOBLOK was valid | 
i 1 gueue, but that lOBIOK j and use the lOBLOK and BDETBLOK j 
1 1 contains an invalid | to determine the last operation. | 
! 1 address. j j 


{ IOS002 j DHKIOS is attempting to | | 
1 1 restart an lOBLCK from | I 
i 1 the ECHBIOK gueue, but j | 
1 i that lOBLOK contains | j 
1 1 an invalid address. j j 


1 IOS003 1 DHKIOS is attempting to | Register 2 points to the BCHBLOK, | 
1 1 remove an lOBLOK from a | BCDBLOK, or RDE7BL0K from whose | 
1 1 gueue, but that lOBIOK j gueue the lOBLOK is being re- | 
i 1 contains an invalid { moved. Begister 10 points to the | 
1 1 address. j lOBLOK. O&e the CP internal | 
1 1 j trace table to determine which j 
1 1 1 module called DHKIOS twice to j 
1 j i start the same lOBLOK. j 


1 lOSOOit 1 DHKIOSHA was called to | Examine the trace table in the | 
1 1 halt I/O associated j storage dump and determine what | 
1 ! with an lOBLOK pointed | routine built and called DHKIOSHA | 
I 1 to by register 10. j with lOBLOE marked as a mini-IOB | 
1 1 However, register 10 | That routine is in error. | 
i 1 points to an lOBLOK | j 
1 1 that is marked as a | I 
i 1 mini-IOB. A mini-IOB j | 
1 1 is not allowed to exist | 1 
1 1 outside the control of | j 
1 1 DHKIOS. 1 1 
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1 IOS005 1 DHKIOS was called to { Examine the trace table and | 
1 1 perform I/O for a j determine who called lOS request- j 
f 1 device using fixed path | ing the fixed path I/O. Either | 
1 1 I/O. 10 S is to bypass \ an incorrect call was made to j 
1 1 using any alternate | DHKIOS, R8 did not point to the | 
i 1 path to the device. The j correct real device block, or the | 
1 1 real device block | lOB that is pointed to by RIO | 
1 1 address that was passed | was overlaid. j 
1 1 in E8 is not the real \ 1 
1 1 device address in the | I 
1 1 lOBSADD field. | I 


1 IOS006 J DHKIOS was called to | Examine the trace table and | 
I 1 perform I/O for a device | storage dump to determine what | 
1 1 where no available path | routine built the lOB and marked | 
1 1 was found. DBKIOS | it as a mini-IOB and then passed | 
1 1 returns the lOB to the | it to DHKIOS. \ 
1 1 caller with an indica- | I 
1 1 tion of condition code | 1 
1 1 3 and fatal I/O. The I I 
1 i lOB that was pointed | I 
1 1 to by R10 is marked as | 1 
1 1 a mini-IOB, and mini- I 1 
1 1 lOBs are not allowed | 1 
1 1 to exist outside DHKIOS. | I 


i IOS007 1 In attempting to start | Examine the trace table to | 
1 1 an I/O request, lOS | determine the sequence of events | 
1 1 must remove all alter- | that led to two lOBs being | 
1 1 nate path lOBs that | passed to IDS and then having | 
1 1 exist on paths to the | both lOBs occur on the same | 
1 1 device except the one | request chain. 1 
1 1 that is about to be | 1 
j 1 started. In scanning | 1 
1 1 the chain of these | j 
1 1 lOB's, two were not | 1 
1 \ marked as mini-IOB, | 1 
1 1 indicating two real re- \ 1 
1 1 quests for the same I/O. | 1 


1 IOS008 1 During I/O restart | Examine the dump to determine what| 
I 1 (restarting the device, | caused the current channel block | 
1 1 control unit, or chan- | (E6) and/or control unit block | 
1 1 nel that caused the | (R7) to be chained for a restart. | 
1 1 interrupt), the "find- | I 
1 1 path" routine was call- J I 
1 1 ed to find an available j j 
1 1 path to the device. | | 
1 j However, the findpath | 1 
1 1 routine found an avail- | 1 
1 1 able path different | j 
1 1 from the one that caused | I 
1 1 the I/O interrupt. In | 1 
1 1 this situation, lOS 1 j 
i 1 chains the new control ( I 
1 1 unit and/or channel | I 
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1 Abend | I | 
1 Code 1 Season for Abend i Action | 


1 IOS008 1 block to the one that | | 
1 (cont.)l caused the interrupt | | 
1 1 and remembers to restart! | 
1 1 before exiting to the | | 
1 1 dispatcher. A new chan-| | 
1 1 nel or control unit was j | 
1 1 already chained for a | I 
1 1 restart condition. If j 1 
1 1 allowed to proceed, the | j 
1 1 blocks to which it was | | 
1 1 chained would be lost, | | 
i j gueued I/O reguest would | j 
1 1 not be restarted. 1 I 


1 LOK001 1 An OBTAIN reguest has | B1 contains the lockword address | 
1 1 been made for a lock j at the time of the abend. In the j 
1 1 that is held by the | PSA of the abending processor, the| 
1 1 reguesting processor. | savearea LOKSAVE contains the | 
1 1 1 return address of the caller at | 
1 1 1 offset X'38« and the entry point j 
1 1 1 address into DHKLOK at | 
1 1 1 offset X«3C«. 1 


1 LOK003 1 A BBLSASE has been | Ose the supervisor old PSV in the j 
1 ! issued for a lock that | PSA of the abending processor to | 
1 1 is not owned by the | identify the module where the j 
1 1 requesting processor. | error occurred. B1 contains | 
1 t DHKLOK does not get | either the lockword address (in | 
1 1 control for a 6ELEASE | the case of a global lock) or the | 

I 1 request. j address of the THBLOK (in the casej 

II 1 of a VHBLOK lock) at the time of | 
1 1 1 the abend. j 


1 HCT001 1 Automatic Processor j Check DHKLOKSY to determine if the| 
1 1 Becovery (DHKBCTPB) has | system lockword has been overlaid. | 
1 1 received control on the | If the attached processor owns thej 
1 1 main processor without | lock, check the B12 value in j 
1 1 the global system lock | DHKLOKST+4 to determine who j 
1 1 and the lock could not | obtained the lock. The system | 
1 1 be obtained. | should not be in automatic | 
1 i 1 processor recovery if the attached] 
1 1 1 processor was in supervisor state. | 


1 NLE001 1 During execution of a | Correct the RDEVICE macro speci- | 
1 1 HETWOBK DOHP command, | fying the 3704 or 3705, reassem- | 
1 f or during an automatic | ble the DHKBIO module, and regen- i 
1 1 dump of a 3704 or 3705, | erate the VH/370 CP nucleus with | 
1 1 VH/370 detected that it | the corrected module. | 
1 1 had not allocated snf- | I 
1 1 ficient DASD spool | I 
i 1 space to contain the | 1 
1 i information from the | I 
1 1 3704 or 3705. The MODEL | I 
1 1 operand of the BDEVICE | I 
1 1 macro describing the | I 
1 1 3704 or 3705 was not | | 
1 1 specified correctly. | I 
1 ( VM/370 determines the | 1 
1 1 storage size of a 3704 I 1 
1 1 or 3705 by the model | I 
1 1 specified on the | I 
1 1 BDEVICE macro. | I 
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Abend 
Code 



Beason for Abend 



Action 



PGS001 



The resident page count 
in the VHBLOK (VMPAGES) 
is reduced to a negative 
value. 



Inspect module that update 
VHPAGES for the virtual machine- 
Check the routine to determine 
why it is inconsistent with the 
number of COETABLE entries 
assigned to this virtual machine. 



PGT001 



The number of cylinders 
in use stored in the 
allocation block 
(ALOCBLOK) is less than 
the maximum bat the 
DMKPGT module was un- 
able to find available 
cylinders. 



Inspect the chains of paging and 
spooling allocation blocks an- 
chored at EDEVPAGE and RDEVRECS 
on the RDEVBLOK for the device in 
question, and verify that a 
cylinder allocation block 
(RECBLOK) exists for each cylin- 
der marked and allocated in the 
ALOCBLOK. If RECBLOKs for some 
cylinders are missing, it is 
possible that the bit map in the 
ALOCBLOK has been destroyed. If 
all cylinders are accounted for, 
the updating of the count field 
is in error. 



For FB-512 devices 
(DHKPGT is allocating on 
on an rB-512 device) the 
number of pages in use 
(ALOFOSED) is less than 
the maximum (ALOFHAX) , 
but DHKPGT could not 
find a SECBLOK contain- 
ing an available page. 



Inspect the extents of TEMP space 
stored in the ALOFBLOK. The 
ALOFBLOK has a 24-byte extension 
for each extent of TEMP space 
pages on the volume. Anchored in 
this extension are the EECBLOKs 
that describe the availability of 
each page within this extent. 
Inspect each EECBLOK to see if all 
the pages in each EECBLOK are 
used. It is possible that the 
RECBLOK chain or the ALOFBLOK ex- 
tension has been destroyed. If 
all pages are accounted for, the 
number of available pages in all 
EECBLOKs should add up to the num- 
ber of available pages stored 
in the ALOFBLOK extension 
(ALOFNUMA) . Also, the ALOFNOMA 
fields of all ALOFBLOK extensions 
should agree with the number of 
available pages described in the 
ALOFBLOK root (ALOFMAX-ALOFDSED) . 
If these count fields do not 
agree, the updating logic in 
DHKPGT is in error. 



PGT002 



The count of pages 
in a page allocation 
block (RECBLOK) is less 
than the maximum but 
the DHKPGT module was 
unable to find avail- 
able pages. 



If the RECBLOK in question is in 
use for paging, then locate a 
SWPTABLE entry for each page 
represented by this RECBLOK. 
FB-512 RECBLOKs describe the range 
of page numbers in fields EECSTRT 
and BECEND. However, if the pages 
are in use for spooling, it is 
possible that the EECBLOK itself 
has been destroyed or that the up- 
dating of the use count is faulty. 



PG0001 



The 



DASD 



page slot 



being released is not 
marked allocated. 



Identify the module attempting to 
release the page by means of the 
caller's return address and base 
register stored in BALE 14 and 
BALE12 in the BALBSAVE save area 
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1 Abend | I | 
1 Code 1 Reason for Abend | Action | 


1 PGD001 1 1 in PSA. Locate the source | 

I {cont.)| 1 (control block or SWPTABLE entry) | 

II 1 of the DASD address being re- | 
1 1 1 leased to verify that they have | 
1 1 1 not been destroyed. If the 1 

I i 1 DASD page is in a spool file, it j 

II 1 is possible that the file or the | 

I I I HECBIQK chain has been incorrect- | 

II 1 ly checkpointed and warmstarted | 
1 1 1 after a system shutdown or a | 
i i i system crash. | 


1 PG0002 1 The dummy RECBLOK indi- | The spool file pointers may have | 
1 1 eating the spooling | been destroyed while the file was | 
1 1 DASD pages on the cyl- | being processed, or the alloca- | 
1 1 inder that are to be f tion chain may be in error. A j 
1 1 released contains a | cold start may be necessary. If | 
1 I page count greater than | feasible, use the DASD dump/ | 
1 i the number of pages al- i restore program to print the DASD | 
1 1 located on the cyl- | areas containing the affected j 
1 1 inder. J file, and try to locate the in- | 
1 1 1 correct pointers. | 


1 PGD003 1 A module is trying to | Dse BALRItl and BALR12 in the | 
1 1 release a DASD page | BALRSAVE save area of the PSA to | 
1 i slot on a cylinder or | identify the module attempting to | 
1 1 FB-512 extent for which | release the page. For count-key- | 
1 1 no page allocation block | data DASD, verify that the DASD | 
1 1 (BECBLOK) exists. I cylinder address is valid for the j 
1 i 1 device in guestion. If it is and | 
1 I 1 the rest of the DASD address is | 

I 1 1 valid, verify that the cylinder isj 

II I in the dynamically allocatable | 

I 1 1 area. For FB-512 DASD, verify | 
\ 1 \ that the page number is valid and | 

II 1 in the dynamically allocated area. [ 
II 1 If these restrictions are met, the| 

I 1 1 the DASD page must have been used j 

II 1 by more than one user. | 


1 PGa004 1 The last DASD page slot | The ALOCBLOK has probably been j 
1 1 in a BECBLOK has been | destroyed, or the chain pointer | 
j 1 deallocated bat the bit | in the RDEVBLOK is in error. i 
1 1 representing the cylin- | | 
1 1 der in the cylinder j j 
1 1 allocation block | | 
1 1 (ALOCBLOK) is not cur- | j 
1 1 rently set to one, in- | | 
1 1 dicating that the cyl- | I 
1 1 inder was not allocated. | j 


I 1 Note: Because alloca- I 1 
1 1 tion of pages on an | | 
1 1 FB-512 device does not j j 
1 1 use this bit map, this | J 
1 1 code is not applicable ( j 
1 1 to FB-512 devices. | | 


1 PCnOOe 1 A module is trying to | Dse BALR14 and BALR12 in the j 
1 1 release a page of vir- j BALRSAVE save area of the PSA to | 
1 1 tual storage in use by | identify the module attempting to | 
1 1 the VM/370 control pro- | release the page. Locate the con- | 
1 t gram that has not been I trol block containing the virtual j 
1 1 marked allocated, | page address that is being re- | 



Figure 7. CP Abend Codes (Part 12 of 21) 



System Codes 25 



1 Abend | 1 I 
1 Code 1 Feason for Abend | Action j 


1 PG0006 1 1 leased. It is possible that the | 
1 (cont.)l 1 address has been destroyed, or a j 
1 1 1 pointer to a virtual page has | 
i 1 1 been retained after the page was | 
1 1 t destroyed. I 


1 PGUOOS 1 The systea' s Tirtaal I Begnest users to close all spool | 
1 1 storage buffers have | files that are no longer active. | 
i 1 been exhausted because j | 
1 1 of an excessive nuaber | I 
1 1 of open spool files. | j 


1 PRG001 i Prograa check (opera- | Exaaine the abend dnap. In par- | 
1 1 tioQ) in the control 1 ticular, exaaine the old PSW and 1 
1 1 prograa. i identify the aodule that had the | 


1 PBG002 1 prograa check (privi- | 1 
1 i leged operation) in the j | 
I 1 control prograa. | 1 


1 PB6003 1 Prograa check (execute) j | 
1 1 in the control prograa. | I 


1 PSG004 1 Prograa check (protec- j I 
1 I tion) in the control j I 
1 1 prograa. i | 


1 PBG005 1 Prograa check (address- | | 
j 1 ing) in the control | I 
1 1 prograa. I I 


1 PBG006 1 prograa check (specifi- | | 
i 1 cation) in the control j j 
I 1 prograa. | i 


1 PBG007 1 prograa check (data) in | | 
1 1 the control prograa. | | 


1 PBG008 1 Prograa check (fixed- | I 
1 1 point overflow) in the j | 
j 1 control prograa. | I 


1 PBG009 1 Prograa check (fixed- | | 
i 1 point divide) in the | | 
1 1 control prograa. | I 


1 PBG010 1 prograa check (deciaal | I 
i I overflow) in the con- | j 
i 1 trol prograa. j I 


1 PRG011 1 Prograa check (deciaal | j 
1 1 divide) in the control | j 
1 1 prograa. I j 


1 PBG012 1 prograa check (exponen- | j 
1 1 tial overflow) in the | | 
1 1 control prograa. j j 


1 PBG013 1 Prograa check (exponen- | 1 
i 1 tial underflow) in the j | 
1 i control prograa. | I 


1 PBG014 1 Program check (signifi- | | 
1 1 cance) in the control | j 
1 1 prograa. I I 
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1 £bend | 1 | 
1 Code 1 Beason for Abend | Action | 


1 PHG015 1 Proqran check | | 
1 1 (floating— point di— | | 
1 i vide in the control | | 
1 1 program. j 1 


1 PBG016 1 Program check (segnent) | | 
1 1 in the control program. | | 


1 PRG017 1 Program check (paging) | | 
1 1 in the control program. | I 


1 PRG018 1 Program check (transla- | j 
1 1 tion) in the control | | 
1 i program. j I 


1 PRG019 1 Program check (special | | 
1 1 operation) in the con- | I 
1 i trol program. { | 


1 PBG254 1 A translation specifi- | If the set of translation tables | 
1 1 cation exception has | pointed to by E0NCB1 is correct, | 
i 1 been received for a | a hardware failure has occurred, j 
1 1 virtual machine that is | possibly with dynamic address | 
1 1 not in extended control | translation. Otherwise, call your | 
I 1 mode. 1 system support personnel. | 


1 PRG255 1 A PEE (program event 1 Betry the program causing the er- I 
1 1 recording) has been re- | ror; if the problem persists, | 
1 1 ceived for a virtual j call your system support | 
t 1 machine that is running | personnel. | 
1 1 with PEB disabled in | | 
1 1 its virtual PSW. | j 


1 PSA002 1 The "System Bestart" | Examine the resulting abend dump | 
j 1 console key was pressed. | for a dynamic picture of the | 
I 1 The operator normally j system's status. | 
1 1 takes this action when | | 
i \ an unusual system con- [ | 
i 1 dition occurs, such as t I 
1 I a system loop or slow | | 
1 1 machine operation. | | 


1 PSA003 1 An unrecoverable BASE | Check the trace table for a Start | 
I 1 error occurred on a | I/O in the paging device with a | 
1 1 paging device. Or paging! condition code 3 to verify device | 
j i device is offline. | is offline. If offline, vary | 
1 1 1 paging device online. Or check j 
1 i i the unit address at hex *B9* in | 
1 1 1 the PSA to find paging device in | 
I 1 1 error. This is a hardware error. | 


1 PSA004 1 A CPU timer interruprt | Check CPSTATOS in the PSA to | 
1 1 occurred either while | determine whether the interrupt | 
1 1 the system was in a wait | occurred while in a wait state or | 
1 ! state or when an enable | during an enable window. If the | 
j 1 window was opened. | interrupt occurred while in a wait| 
1 1 1 state (CPWAIT on in CPSTATUS) , the| 
! [ I timer value at the time of the | 
1 1 1 interrupt is stored in the PSAs j 
\ 1 1 WAITEND. If the interrupt occurred! 

I I 1 during an enable window (CPEX on j 

II 1 in CPSTATUS) , the timer value is j 
1 1 1 stored in the first two words of | 
I 1 1 the PSAs TEHPSAVE. If the timer | 

I 1 1 value is negative, it is probably | 

II 1 a programming error. Try to j 
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1 Abend | I I 
1 Code 1 Beason for Abend j Action I 


1 PSA004 1 1 deteraine why the tiaer was set | 
1 (cont.)l 1 to a negative value. If the tiaer i 
1 1 j value is positive, obtain hardware! 
1 1 1 support to deteraine why the | 
1 1 1 interrupt occurred. I 


1 PIB002 1 A prograa is atteapting | Ose register 12 and register 14 j 
1 1 to unlock a page fraae j at the tiae of the abend to j 
1 1 whose address exceeds | identify the module atteapting to | 

I 1 real storage size. j unlock the page fraae. Check for | 

II 1 the source of the invalid ad- | 
1 1 j dress. j 


1 PTB003 1 A prograa is atteapting | 1 
1 1 to unlock a real stor- | j 
1 1 age page fraae that is | I 
1 1 in a V>-B region whose | I 
1 1 COBTABLE entry is not | 1 
1 1 flagged as locked. | I 


I PTB004 1 The lock count in the | Check the routines that update | 
1 1 COBTABLE entry for the | the lock count field and COBTABLE | 
1 1 page fraae being un- | entry. I 
1 1 locked has been decre- | I 
1 1 aented to a value that | 1 
1 1 is less than 0. i i 


1 PT&007 1 DMKFBE requested a page | Exaaine the duap for one of the | 
1 1 for fixed free storage | following conditions: I 
1 1 but DHKPTB deterained j 1. Excessive aaounts of free | 
1 1 that there were no | storage have been allocated by | 
1 1 pages left in the dy- | CP and not released via | 
1 1 naaic paging area. | DHKFBET. Look for blocks of | 
I 1 1 identical data and deteraine | 

I 1 1 which aodules built that data. | 

II I 2, A block of storage greater | 
i 1 1 than 4096 bytes was reguested. | 
1 1 1 Bequests for large blocks of j 
1 1 1 free storage require contig- | 

I 1 1 uous pages froa DHKPTB and as | 

II 1 a result have a higher prob- | 
1 1 1 ability of failure than re- j 

I t 1 quests for one page or less. | 

II 1 If possible, change the appli- j 
1 1 1 cation to reduce the size of | 
1 1 1 storage re guests. Otherwise, | 
1 1 1 schedule the application when | 
1 1 1 storage is less fragaented. j 


1 PTBOOS 1 A COBTABLE entry on the | Pages on the free list should not | 
1 1 free list points to a j contain valid PTEs. Exaaine the j 

I 1 valid PTE (page table | duap to deteraine which aodole | 
j 1 entry), but the page is | called DHKPTBFB. The aodule that j 
i 1 allocated. I called DHKPTBFB probably contains | 

II 1 an error. j 


1 PTB010 1 The count of the nuaber | The field DHKPTBBC contains the | 
i 1 of resident reserved j nuaber of reserved pages. | 
1 1 pages was incorrectly | DHKPTBBC aust always be less than j 
I 1 decreaented so that the | DHKDSPHP. Check the routines that | 
1 1 count is now less than j update these two count fields j 
1 1 zero. 1 (DHKDSPHP and DHKPTBBC). | 
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1 Abend ( i | 
i Code 1 Beason for Abend | Action j 


1 PTE011 1 A CORTABLE entry to be | Pages to be put on the free list | 
1 1 placed on the free list | should not contain valid PTEs. j 
i 1 points to a valid PTE | Exaaine the dunp to determine why j 
1 1 (page table entry) , but | the page was not aarked invalid | 
1 1 the page is allocated, j before the call to DHKPTRFT, | 
1 1 An abend occurs trying | | 
1 1 to honor a deferred re- | | 
i 1 quest. 1 i 


1 PTR012 1 A COBTABLE entry to be t Pages on the FHEELIST should I 
j 1 placed on the free list j not contain valid PTEs. Ezaaine j 
1 1 points to a valid PTE j the dump to determine which modulej 
i i (page table entry) , but | called DHKPTBFT, it probably j 
1 1 the page is allocated. | contains an error. | 


1 PTR014 1 DHKPSTFT was called to | A page that is already on the \ 
1 1 put a page on the FREE- | FREELIST should not be specified | 
1 1 LIST that is already on | in a call to DHKPTBFT. Check the | 
I 1 the FREELIST. | FREELIST and flush list for valid- | 

I 1 i ity. Restart the system and, if | 

II 1 the problem persists, call your | 
i 1 1 system support personnel. | 


J PTE015 1 The core table entry forj Examine the storage dump to deter- | 
1 ! a flush list page does | mine either how the page was I 
1 1 not contain a page table | placed on the flush list without | 
i t pointer. | a PTE pointer or what module sub- j 
i 1 1 sequent ly modified the core table | 
1 1 1 entry. I 


i PTR016 1 DHKPTR is about to steall Examine the storage dump to ident- | 
1 1 a changed shared page | ify the error in shared segment | 
1 1 and calls DHKVHASH to | processing. I 
i 1 scan for all shared | I 
1 1 pages chemged by LAST- | I 
1 1 OSER. DHKTHA is unable | | 
1 1 to locate any changed | | 
j 1 shared pages. j | 


1 PTB017 1 DMKPTRAH has identified | Examine the savearea pointed to 1 
1 1 a call with processor | by R13 to determine why PTR was [ 
1 1 affinity set on the j called with affinity set to the j 
1 1 attached processor for | attached processor for a page | 
1 i a equal to zero. j with SiPDPAGE equal to zero. j 
1 1 DMKPTBAH may only be | j 
1 1 called with affinity set] 1 
1 1 on the main processor. | I 


1 PTB018 1 The resident page count | Inspect modules that update | 
1 1 in the 7MBL0K (7HPAGES) | VMPAGES for the virtual machine. | 
1 1 is reduced to a negative | Examine the routine to determine | 
1 1 value. j why it is inconsistent with the | 
1 1 i number of CORTABLE entries | 
i 1 j assigned to this virtual machine. | 


1 PTR019 1 The flused count page in| Examine the CORTABLE entry for the| 
1 1 the VMBLOK (VHFLPAG) is j page frame being removed from the j 
1 i negative. | flush list. Also, inspect modules! 
1 1 1 that update VHFLPAG. I 


1 PTR020 1 The system flushed page | Examine the CORTABLE entry for the| 
1 1 count (GHKPTRUC) is | page frame being removed from the 1 
i ! negative. | flush list. Also, inspect modules] 
1 1 1 that update DHKPTROC. | 
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1 Abend | 1 i 
1 Code 1 Reason for Abend | Action | 


1 EGA001 1 The reflected device | IPL to restart the system. If the | 
1 1 status in the CSW is | problem persists, call your | 
1 i not supported for cer- | system support personnel. 1 
1 1 tain 3270 remote device | | 
1 1 and line protocol I/O | | 
1 1 operations. Specifi- | | 
1 j cally, the returned CSS | | 
1 1 contains a device sta- | \ 
j 1 tus other than CE, DE, j j 
j 1 and OE; and the ending | i 
1 1 CCR contains an embed- | | 
i 1 ded teleprocessing code | j 
1 1 of 02, 03, or 06. | 1 


1 EGA002 1 The status flag | I 
1 1 BSCPLAG in the BSCBIOK | I 
1 1 indicates a condition | | 
1 1 that is not valid for a | | 
1 1 3270 line reset func- | j 
1 1 tion (Teleprocessing | | 
1 1 code 09} . 1 1 


1 RNH001 1 An unrecoverable I/O | Retry. If the problem persists, j 
i 1 error occurred during | ensure that the 3704/3705 and j 
1 1 read or write for the [ channel hardware are functioning j 
1 1 370V3705. Status | correctly. I 
1 1 indicates program I t 
1 1 failure. | | 


1 RHH002 1 A response that should | Verify that the 3704/3705 NCP is { 
1 1 not occur was received | operating correctly. Ose the I 
1 1 from the 3704/3705 | HETWOSK TEACE command to deter- | 
I 1 control program. | mine the exact cause of the re- | 
1 1 1 sponse. 1 


1 EPA001 1 The virtual address | The virtual storage belongs ei- | 
1 1 supplied to DMKBPAGT is 1 ther to the user whose VHBLOK is | 
1 1 outside of the virtual | pointed to by R11 or, if E2 | 
1 1 storage being refer- | in the SAVEAREA indicates a PARM | 
I 1 enced. | of SYSTEM, to the system VHBLOK. | 


1 EPA002 1 The virtual address j means of the return address and j 
1 1 supplied to DHKBPAPT is j base register saved in the | 
1 1 outside of the virtual | SAVEAEEA pointed to by R13. If | 
1 1 storage being refer- | the virtual address was obtained | 
I 1 enced. | from the system's virtual stor- | 
i 1 1 age, examine the virtual page | 
I 1 1 allocation routine, DHKPTRVG. If | 
1 1 1 the virtual page refers to a | 
1 1 1 user's storage, attempt to iden- | 
! 1 1 tify the routine that generated i 
1 1 1 the incorrect address. Verify | 
1 1 1 that the VHSIZE in the relevant | 
1 1 I VHBLOK reflects the correct j 
1 J 1 storage size for the system or | 
1 1 i user being referenced. I 


1 RPA003 1 The user page count in | A module has attempted to release | 
1 1 the VHBLOK became nega- | more pages than it originally | 
1 i tive. j received. The module that last | 
1 ! 1 called DHKRPA is probably the | 
1 1 1 module in error. I 
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1 Abend ! 1 ! 
1 Code 1 Reason for Abend | Action j 


1 SCH001 ! The total nuaber of | The field SCHH1 is the count of | 
! 1 interactive users plus | the nuaber of interactive users | 
1 ! batch users in the | and the field SCHN2 is the count | 
! ! scheduler's gueue is | of the nuaber of batch users. | 
1 1 less than zero. A | Check the routines that update | 
1 1 counter was probably | these two count fields (SCHH1 and 1 
i 1 decreaented incorrect- 1 SCH1I2) to deteraine why their sua | 
I 1 ly> i «as negative. | 


1 SCH001 ! The VDETLIHK chain is | IPL to restart. If the problea | 
1 1 invalid. A VDIVBIOK | persists, exaaine the TDETBLOKs i 
1 ! has a link field that | in the link chain as well as the | 
1 1 points to another ! one whose link field points into | 
1 i ¥DE?BLOK associated | the chain but is not in the ! 
1 ! with the saae real j chain. Deteraine what the owner 1 
! ! device. The first ! of the VDETBLOK was doing at the | 
f ! VDE7BL0K is not pointed | tiae. I 
1 ! to by any other link j I 
1 t field in the chain. | 1 


I STK001 1 DHKSTK was atteapting to! Verify that the counters in the | 
1 1 stack an lOBLOK, a TBQ- j VMBLOK reflects the correct nuaberj 
1 i BLOK, or a CPEXBIOK for | of BLOKs stacked for this virtual j 
j i a particular virtual | aachine. If they do not, deterainej 
1 1 aachine and the counter ! who has overlaid either VHSTKCHT i 
1 1 in the VHBLOK overflowed! (the count of lOBLOKs, TRQBLOKs, | 
1 ! its half-word boundary | and noraal CPEXBLOKs) or VHPRRCT | 
! ! aaking the counter | (the count of processor related J 
1 ! appear negative. Since I CPEXBLOKs) . If the VHBLOK counters! 
1 ! this will happen only | are accurate, identify the caller | 
1 1 when the counter exceeds! of DHKSTK by looking in SWTHSAVE | 
1 I 32,767, the probable | in the PSA of the abending proces-j 
i 1 cause of this error is j sor. The R14 value in the saveareaj 
! ! either a prograa loop | contains the return address of thej 
1 ! that includes the | caller of DHKSTK. | 
1 I stacking of a CPEXBIOK, j 1 
! 1 lOBLOK or TRQBLOK, or | | 
j 1 an overlay of the j I 
! ! VHBLOK. ! 1 


1 - (Systea Extensions) - I 

i STR001 1 LRA gets a translation | If the problea persists, obtain a | 
1 1 or length condition codej duap and call your systea support j 
1 I for a valid page. | personnel. 1 
1 -— — 1 1 


1 STB003 1 An atteapt is being aadel I 
! i to aigrate a table into j I 
! 1 storage for a segaent ! I 
1 1 that is already valid. j I 
1 __ 1 1 


! STR004 1 An atteapt is being aade! ! 
1 I to bring a page into j j 
! 1 storage that does not | I 
1 1 exist. i 1 
1 — — — 1 1 


1 STH007 1 The save area stack | I 
i ! chain is invalid or the j ! 
! ! specific request could ! I 
1 ! not be found on the j I 
1 1 chain. ! I 

1 - - _ (End Systea Extensions) - - - ! 
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1 Abend i I | 
1 Code 1 Reason for Abend | Action | 


i SVC001 1 Ho free storage is | Try to identify the extreme load | 
1 1 available for save | condition that caused the prob- I 
I 1 areas. I lera. If the storage reguests are \ 
1 1 1 valid and the problem occurs | 

I 1 1 regularly, alter the DMKCPI modulel 

II 1 to allocate more than six pages | 
II 1 of free storage per 256K bytes j 
II 1 of storage. I 


1 SVC002 1 A supervisor state SVC | Use the supervisor old PSW in the | 
1 1 was issued without the | PSA of the abending processor to j 
i 1 global system lock. | identify the module that issued | 
1 1 1 the SVC without the system lock. | 


1 SVC003 1 An unrecoverable DASD | In most cases, location I'B9» willf 
1 1 I/O error occurred on a | contain the unit address of the | 

I 1 paging device. | failing device. On certain types | 

II 1 of errors, it may be necessary to | 
1 1 1 scan the trace table from the cur-| 
1 1 1 rent entry, back, looking for an | 
1 \ 1 I/O interrupt from a paging device! 
1 1 1 with an error CSH, to determine | 
1 1 j the device in error. Call your j 
1 i 1 system support personnel. 1 


1 TDK001 1 A program is attempting I Verify that B8 points to a | 
1 1 to deallocate a cylin- | EDEVBLOK for a CP-owned volume. | 
1 1 der or PB-512 extent (s) | If it does not, the error may | 
1 1 of T-disk space for | originate in the calling program. | 
1 1 which no cylinder | Identify the caller by the return | 
1 1 allocation block j address and base register in the | 
1 1 (ALOCBLOK) exists. | SAVEABEA pointed to by ei3, and j 
1 1 For FB-512 devices, the | try to idenify the source of the | 
1 1 allocation control block | incorrect EDEVBLOK address. If | 
1 : is called ALOFBLOK. | the EDEVBLOK is valid, it may be j 


1 TDK002 1 A program is attempting j is incorrect. The VDEVBLOK for j 
1 1 to deallocate cylin- | the device for which the T-disk j 
j 1 der(s) of T-disk space | was defined may have been de- | 
1 1 that are not marked al- | stroyed. If the cylinder number | 
i 1 located. I appears valid, examine the alio- | 

I 1 1 cation record on the real volume j 

II 1 by running DHKFHT (Vfl/370 Format | 
i 1 1 program) , invoking the ALLOCATE | 
i 1 1 option without allocating any new | 
1 1 1 space. If the output shows that | 

I 1 1 deallocated cylinder falls within | 

II 1 an area defined for T-disk alio- | 
i 1 1 cation, the ALOCBLOK or ALOFBLOK | 
1 1 1 chained to the RDEVBLOK may be | 
1 1 1 destroyed. I 


1 DDR001 1 The user directory mod- | Use the DASD Dump Restore program | 
1 1 ule is looping trying | to print the ODIRBLOK page buf- j 
1 1 to read all of the | fers from the directory device. | 
1 1 ODIRBLOK page buffers | Determine whether the chain point- | 
1 1 from the directory de- | ers are valid. I 
1 1 vice, or a directory | j 
1 1 containing over 10,816 | 1 
j 1 users was loaded. | j 



L 

Figure 7. 
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i Abend I i 1 
1 Code I Eeason for Abend | Action | 


1 DDR002 \ The resident page count | Inspect modules that update | 
1 1 in the VHBLOK (VHPAGES) | VMPAGES for the virtual machine. | 
1 1 is reduced to a negative | Check the routine to determine | 
1 1 value. \ why it is inconsistent with the | 
1 1 1 number of CORTABLE entries j 
1 1 1 assigned to this virtual machine. | 


j VDA002 i The system-owned list j IPl to restart. If the problem J 
1 1 has an invalid format. \ persists, check the SYSOWN macro j 
t 1 1 in DHKSTS for validity. If the | 
I 1 1 macro is good, print the dump and | 
1 1 i examine it. j 


1 7DR003 1 The DASD link chain is | IPL to restart. If the problem | 
1 I invalid. In the case of | persists, examine the EDEVSYS ( 
1 1 minidisks, attaching a | flag. If the EDEVSYS flag is off, j 
1 1 minidisk that points to | the problem is especially seri- | 
1 1 an RDEVBLOK whose count 1 ous; print and examine the dump. | 
1 1 of users is already ze- | Examine the VDEVBLOK and RDEVBLOK i 
\ 1 ro causes this abend. | checking the link chain. j 


1 VDS001 1 A virtual device def- | Examine the virtual blocks for | 
1 1 inition has been re- \ the existing links to the mini- | 
1 1 guested for a minidisk | disk and determine why the | 
1 ! that is already defined I existing virtual device block | 
1 1 to the system (either | pointed to by R3 does not point | 
1 1 as a different device | to a VEEBLOK. | 
1 1 to the user or a device I | 
1 1 to another user on the | j 
1 I system) . The directory | 1 
i 1 indicates that the | I 
i 1 minidisk uses the j j 
1 1 virtual reserve release j | 
I 1 logic, but there is no | I 
1 1 existing VEEBLOK. | j 


1 VIO002 1 DHKSCHVD was unable to | Verify that the unit address in | 
1 1 locate all of the vir- | the field lOBVADD in the lOBLOK | 
1 1 tual I/O control blocks | pointed to by RIO is valid for | 
1 1 for the virtual unit | the user who initiated the I/O. j 
1 1 address associated with | The field lOBDSEE contains the | 
\ 1 the interrupt just j address of the user's VMBLOK. If j 
1 1 stacked. | the address is valid, the integ- 1 
1 1 1 rity of the user's virtual I/O | 
1 1 1 configuration has probably been | 
i 1 1 been destroyed. If the address is | 
1 1 1 not valid, the lOBLOK has been | 
1 i j altered, or was built incorrectly 1 
1 1 1 in the first place. | 


j VIO003 1 DMKIOS has returned an | Condition code 2 should never be | 
1 1 lOBLOK indicating a | returned to the virtual I/O in- | 
1 1 condition code of 2 was j terrupt handler. Its presence j 
1 1 received from the STAET j indicates either a failure in the | 
1 1 I/O for the operation. | I/O supervisor (DMKIOS) , or that | 
1 1 i the status field in the lOBLOK j 
1 1 i (lOBSTAT) has been destroyed. j 


1 VHA008 1 The resident page count | Inspect modules that update | 
1 1 in the VMBLOK (VMPAGES) | VHPAGES for the virtual machine. | 
1 1 is reduced to a negative | Check the routine to determine 1 
1 1 value. I why it is inconsistent with the | 
! 1 1 number of COETABLE entries | 
1 1 1 assigned to this virtual machine. | 
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1 Abend | i 1 
1 Code 1 Reason for Abend | Action | 


1 7I1D001 1 The dnap chain anchored | Initialize the systen to restart, j 
1 1 DHKBSPDP has lost the j If the problea persists, notify j 
1 i inprocess THDUHP. j the systea prograaaer. j 

1 VSP001 1 The virtual spooling | Verify that the unit address | 
1 i aanager could not lo- | (lOBYADD) in the lOBLOK is valid. | 
1 1 cate all virtual con- 1 If the address is valid, the in- I 
i 1 trol blocks for an in- | tegrity of the virtual I/O con- | 
1 1 terrupting unit. j figuration has probably been de- j 
1 I 1 stroyed. If the address is not j 
1 i 1 valid, the lOBLOK has been al- | 
1 1 I tered or was built incorrectly. | 
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CMS Abend Codes 



DSER iCTION 



When a CMS abend occurs, you can either: 



1. Enter DEBUG mode and issue 
subcommand, or 



the DOHP 



2. Get a CP read on your terminal, or type 
#cp, and issue the DUMP coamand. 

Either of these actions causes a dump of storage 
to be performed. Do not issue the DUMP command 
in CHS mode, because abend processing will take 
place before the dump is performed and the 
indications of the error will be lost. 



Save the console sheet. If you are using a 
display terminal as your virtual console, 
it is a good idea to spool your console 
output to the printer by issuing the CP 
command SPOOL CONSOLE STSBT either at the 
start of the session or by having the 



command in your PROFILE EXEC. Then if a 
problem does arise, a copy of your terminal 
activity is available for reference. If the 
session is uneventful, the resulting 
printer file can be purged. 



After the DUMP command is executed, the 
system automatically initiates recovery 
procedures, so it should not be necessary 
to re=IPL CBS. If, however, an error 
message is displayed indicating that error 
recovery has failed, you should 
reinitialize (via IPL) CBS. 



To report a CHS problem, give the dump, the 
console sheet (or printed console file, if 
it was spooled) , and copies of the CHS 
files involved to system support personnel- 



Figure 8 lists the CHS abend codes and the 
modules that issue them, the cause of the 
abnormal termination, and the action the user 
should take to recover and continue. 
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1 Abend! Hodnle | 1 I 
j Code 1 Nane | Cause of Abend | Action j 


i 001 1 DMSSCT 1 The problem program encoun- | Message DMSSCT120S | 
1 1 1 tered an input/output error | indicates the possible | 
1 1 1 processing an OS macro, j cause of the error. | 
i 1 1 Either the associated DCB | Examine the error | 
1 1 i did not have a STHAD rou- | message and take the | 
1 1 1 tine specified or the I/O | action indicated. | 
1 1 1 error was encountered | j 
1 1 1 processing an OS CLOSE | | 
1 1 1 macro. 1 j 


1 031 1 DMSVIP 1 The problem proaram encoun- 1 Refer to the DOS/VS 1 
1 1 1 tered an I/O error while 1 Messages Reference, I 
1 1 1 processing a VSAH action | Order Ho. GC33-5379, | 
1 I 1 macro under DOS/VS for | to determine the cause | 
i 1 1 which there is no OS equi- | of the VSAH error. | 
1 1 1 valent. An internal error | | 
1 1 1 occurred in a DOS VSAH rou- | I 
j 1 1 tine. 1 1 


1 OCX 1 DMSITP 1 The specified hardware ex- | Type DEBOG to examine { 
1 1 1 ception occurred at a spe- | the PSW and registers | 
J 1 1 cified location, "x" is j at the time of the | 
t 1 1 the type of exception: | exception. I 
1 1 Is Type 1 1 
1 1 1 IHPBECISE 1 1 
1 1 1 1 OPEBATION 1 1 
1 1 12 PRIVILEGED OPEBATIOH | | 
1 1 1 3 EZECOTE 1 1 
1 1 \ H PBOTECTIOH I 1 
1 1 1 5 ADDBESSING | | 
1 1 1 6 SPECIFICATIOH I I 
1 1 1 7 DECIHAL DATA | | 
1 1 1 8 FIXED-POIHT OVEBFLOW | I 
1 1 1 9 FIIED-POIHT DIVIDE | | 
1 1 1 A DECIMAL OVEBFLOW | | 
1 1 IB DECIHAL DIVIDE | | 
1 1 1 C EXPOHEHT OVEBFLOW | I 
1 1 ID EXPOHERT OHDEBFLOW | | 
1 1 ( E SIGHIFICAHCE | I 
1 1 IF FLOATIHG-POIHT DIVIDE | | 


1 OFO 1 DHSITS 1 Insufficient free storage | If the abend was | 
1 1 t is available to allocate a | caused by an error in | 
j 1 1 save area for an SVC call. | the application pro- | 
III i gram, correct it; if I 
III 1 not, use the CP DEFIHE j 
III 1 command to increase | 
III 1 the size of virtual | 
III 1 storage and then re- | 
III 1 start CHS. 1 


1 0F1 1 DHSITS 1 An invalid halfword code is | Enter DEBOG and type | 
1 1 1 associated with SVC 203. ^ | GO. Execution conti- j 
111 * 1 nues. 1 



Figure 8. CHS Abend Codes {Part 1 of 4) 
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1 Abend 1 Hodale | t | 
1 Code i Kaoe \ Cause of Abend j Action | 


{ 0F2 1 DMSITS 1 The CMS nesting level of 20 | Hone, abend recovery | 
1 1 1 has been exceeded. | takes place when the | 
III 1 next coBsand is en- | 
III 1 tered. | 


1 0F3 1 DMSITS 1 CMS SVC (202 or 203) in- | Enter DEBUG and type | 
1 1 1 struction was executed and | GO. Control returns to | 
1 1 1 provision was aade for an | the point to which a | 
1 1 1 error return from the rou- | noraal return would | 
1 1 1 tine processing the SYC. | have been aade. | 


1 OFi» 1 DMSITS 1 The DMSKEI key stack over- | Enter DEBOG and type | 
1 1 1 flowed. 1 GO. Execution conti- \ 
III 1 nues and the DMSKEY | 
III 1 macro is ignored, | 


1 0F5 1 DMSITS 1 The DMSKEY key stack under- | I 
1 1 1 flowed. 1 1 


1 0F6 1 DMSITS 1 The DMSKEY key stack was | Enter DEBOG and type | 
1 1 1 not empty when control re- | GO. Control returns | 
1 1 1 turned from a command or | from the command or | 
1 1 1 function. 1 function as if the key | 
III i stack had been empty. | 


1 0F7 1 DHSFRE | Occurs when TYPCALL=SVC | When a system abend | 
1 1 1 (the default) is specified | occurs, use DEBUG to | 
1 1 1 in the DHSFBEE or DMSFRET | attempt recovery. | 
1 1 1 macro. j i 


1 0F8 J DMSFBE | Occurs when TYPCAIL=BALR is | When a system abend | 
1 1 1 specified in the DMSFBEE or | occurs, use DEBUG to | 
1 1 i DMSFBET Macro devices. \ attempt recovery. j 


1 101 1 DHSSVH 1 The wait count specified in | Examine the program | 
1 1 1 an OS WAIT macro was leirger j for excessive wait | 
I 1 1 than the number of ECBs | count specification. | 
1 1 1 specified. | I 


1 10 4 1 DMSVIB 1 The OS interface to DOS/VS | See the additional er- | 
1 1 1 VSAH is unable to continue | ror message accompany- | 
1 1 1 execution of the problem | ing the abend message, | 
1 1 1 program. j correct the error, and j 
III 1 reexecute the program, j 



Figure 8. CHS Abend Codes (Part 2 of 4) 
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i Abend 1 Nodule | I | 
1 Code 1 Naae | Cause of Abend j Action j 


1 155 1 DMSSLH | Error daring ICADMOD after | See the last LOADHOD | 
i i 1 an OS LI KK, LOAD, XCTL, or | (DHSHOD) error message j 
1 1 1 ATTACH. The conpiler switch | for error description. | 
\ 1 1 is on. 1 In the case of an I/O j 
III 1 error, recreate the | 
III 1 module. If the module | 
III 1 is missing, create it. | 


i ISA 1 DHSSLN 1 Severe error during load | See last LOAD error | 
1 1 1 (phase not found) after an | message (DHSLIO) for | 
1 1 1 OS LINK, LOAD, XCTL, or | the error description, j 
1 1 1 ATTACH. The compiler switch j In the case of an I/O \ 
1 1 1 is on. 1 error, re-create the | 
ill 1 text deck or TXTLIB. | 
III 1 If either is missing, | 
III 1 create it. j 


1 17a 1 DMSVIB 1 The OS interace to DOS/YS | See the additional er- | 
1 1 1 ?SAB is unable to continue | ror message accompany- I 
1 1 1 execution of the problem j ing the abend message, j 
i 1 1 program. | correct the error, and j 
III 1 reexecute the program. | 


1 177 1 DHSVIB 1 The OS interface to DOS/VS | See the additional er- | 
1 1 DHSVIP 1 VSAH is unable to continue | ror message accompany- | 
1 1 1 execution of the problem | ing the abend message, | 
1 1 1 program. | correct the error, and | 
III 1 reexecute the program. | 


1 240 1 DMSSVT | Ho work area was provided | Check RDJFCB specif i- | 
1 i 1 in the parameter list for | cation. I 
1 1 1 an OS RDJFCB macro. | | 


I too 1 DHSSVT 1 An invalid or unsupported | Examine program for | 
1 1 1 form of the OS XDAP macro | unsupported XDAP macro | 
1 1 1 was issued by the problem | or for SVC 0. I 
i 1 1 program. | | 


1 - _ _ (Basic System Extensions) - - - I 

1 500 1 DMSTLB | A block count error was | Find out what caused | 
1 1 1 detected when reading a SL | the block count error, j 
1 1 1 tape. Oser replied 'cancel'! Then reload CHS and re- | 
1 1 1 to message 425E or the | run the job. 1 
1 1 1 user's program contained a | I 
1 1 1 block count error routine | I 
1 1 1 that returned a code of | I 
1 1 1 under OS simulation. | | 

1 _ - - (End Basic System Extensions) - - - { 


1 704 1 DMSSBH 1 An OS GETBAIN macro (SVC 4) | Change the program so | 
1 1 1 was issued specifying the | that it specifies | 
1 1 1 LC or LD operand. These | allocation of only one j 
1 1 1 operands are not supported | area at a time. I 
1 1 1 by CMS. 1 1 
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1 Abend 1 Hodule | I | 
1 Code 1 Nane | Cause o£ Abend | Action j 


1 70 5 1 DMSSMH | An OS FBEEHAIH macro | Change the program so I 
1 1 1 {S?C 5) was issued specify- j that it specifies the j 
1 1 1 ing the 1 operand. This | release of only one | 
1 1 1 operand is not supported by \ area at a tiae. | 
1 1 1 CHS. 1 1 


t 804 1 DHSSHH | An OS GETHAIB aacro (804 - | Check the program for | 
i BOA 1 i SVC 4, 8GA - SVC 10> was | a valid GETHAIH re- | 
1 1 1 issued that requested ei- | quest. If more storage f 
1 1 1 ther zero bytes of storage, j was requested than was | 
1 1 1 or more storage than was | available, increase j 
i 1 1 available. | the size of the virtu- j 
III 1 al machine and retry. | 


1 905 1 DMSSHH | An OS FEEEHAIK macro (905 - | Check the program for | 
1 90A 1 1 SVC 5, 90A - SVC 10) was | a valid FBEEHAIH re- | 
1 1 1 issued specifying an area | quest; the address may I 
1 1 1 to be released whose ad- | have been incorrectly | 
1 1 1 dress was not on a double- | specified or modified, i 
1 1 1 word boundary. | I 


1 A05 1 DHSSHH | An OS FBEEHAIH macro (A05 - | Check the program for | 
1 AOA 1 1 SVC 5, AOA - SVC 10) was | a valid FBEEHAIH re- | 
1 i i issued specifying an area | quest; the address | 
\ 1 i to be released which over- | and/or length may have | 
1 1 1 laps an existing free area. | been incorrectly spec- | 
III 1 ified or modified. | 



Figure 8. CMS Abend Codes (Part 4 of 4) 
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Control Program (CP) Messages 



001E ?CP: command 

Expla nation; The command specified is not a 
valid CP command, or a valid CP command was 
entered prior to logging on to VM/370. 

User Action; Eeissue the command in full, 
or in the proper abbreviated form. 



002E I!JVaLID OPERAND - operand 

Expl anation; One of the operands was 
incorrectly specified. This message is also 
displayed if a HONITOS STOP command is 
issued while data collection is inactive, 
or if a MONITOR START command is issued and 
data collection is already in progress. 

User Action; Reissue the command with a 
valid operand. 



003E INVALID OPTION - option 

Expla nat io n; One of the options was 
incorrectly specified or is invalid with 
the particular variation of the command. 
The option may be shorter than the minimum 
abbreviation reguired. 

User Ac ti on; Reissue the command with a 
valid option. 



• If the NOTREADY command is issued for a 
device other than a spooled unit record 
or console device. 

• If the device specified with a READY 
command is a virtual channel-to-channel 
adapter that has not yet been attached 
via the COUPLE command to another 
device. The virtual CTCA can be made 
ready only by issuing the COUPLE 
command. 

- - - (Basic System Extensions) - - - 

• The user has issued a SET VHSAVE command 
for a DASD device type with the volid 
specified in the NAMESYS macro. Module 
DMKSNT is not supported for this 
function. 



User Action; Reissue the command; specify a 
valid device type. 



007E INVALID OSERID - userid 

Exp lanation; The userid contains more than 
eight characters. 

User Action ; Reissue the command with a 
valid userid. 



004E INVALID HEXLOC - operand 

E xpla nation; The hexadecimal location is 
incorrect because of nonhexadecimal data in 
the operand or the operand is longer than 
six characters. If the operand was not a 
hexadecimal location, it was misspelled. 

User Action; Reissue the command; specify 
the operand correctly. 



005E INVALID HEXDATA - hexdata 

Expla nation; The hexadecimal data supplied 
either contains nonhexadecimal characters 
or is longer than eight characters. 

User Action; Reissue the command; specify 
the hexadecimal data. 



006E INVALID DEVICE TYPE - addr 

Explanation; The device type specified is 
not recognized as a valid CP device, or it 
is incorrect for the function reguested. 
Examples of conditions that cause this 
message to be displayed are; 

• If a teletypewriter terminal user issues 
a TERMINAL APL ON command. 



008E INVALID SPOOLID - spoolid 

Explanation : The spoolid specified was not 
a valid decimal number, or it was larger 
than four digits. 

User Action : Reissue the command with a 
valid spoolid number. 



009E INVALID RANGE - range 

Explanation : The range of addresses or 
registers specified is incorrect. For 
instance, the end address may be smaller 
than the starting address, too many ranges 
were specified, or the number of pages to 
be locked may be equal to or greater than 
the number of pages available in the 
dynamic paging portion of real storage. 

Use r A ction ; Reissue the command; specify 
the range. 



010E INVALID REGISTER - register 

Exp l anat ion; The register specified is not 
in the range through 15 or hexadecimal 
through P, or the register specified is not 
0, 2, 4, or 6 for a floating-point 
register. 
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DSK 



Oser A ction ; Reissue the coaaand; specif; a 
▼alid register. 



01 IE INVALID DEVICE TYPE - user id Taddr 

Explanatiop ; The device type is invalid. If 
this is a DIAL coaaand, the device 
specified is not a virtual lov speed line. 
If this is the COOPLE coaaand, the device 
that was specified is not a virtual 
channel-to-channel adapter. 

O ser Action : Ensure that the device is the 
correct type for the function, and reissue 
the coaaand. 



012E IHYALID PSW - psw 

Explanatio n: The PSH (prograa status word) 
specified by the STOBE coaaand is invalid. 
An invalid PS9 is one where: 

• The virtual aachine is operating in 
extended control aode and soae of the 
bits that are defined by the 
architecture to be zero have been turned 
on, or 

• The virtual aachine is operating in 
basic control aode, and the extended 
control aode bit has been specified. 

Oser Action : Change the PSW to a valid 
foraat for the aode of the virtual aachine. 
If this is not done, atteapting to run the 
virtual aachine with an invalid PSV causes 
an invalid PS(i aessage to be issued froa 
the CP dispatcher. 



013E COHFLICTIHG OPTION - option 

Explanatio n; This aessage occurs when: 

• The saae option is specified twice in 
the saae coaaand, or 

• The function reguired by the given 
option is incoapatible with a previously 
specified operand. 

• DSS was specified in a VHDOHP coaaand 
but no discontiguous segaents exist. 

• The function reguested is incoapatible 
with the systea. 

Oser Action : Consult the VH/370 CP Coaaand 
Refer ence for Genera l Osers for the correct 
specification of the coaaand and the 
allowed options, and reissue the coaaand. 

- - - (Basic Systea Extensions) - - - 

014E TAPE raddr DOHP TAPE CAPACITY EXCEEDED 

Exfilanation: On the SPTAPE c^aand with the 
DOMP option, the tape defined by raddr has 
reached end-of-reel before all spool files 
were duaped. 



Systea Action : The tape is file aarked at 
the last coaplete spool file, the tape is 
unloaded, and the coaaand is terainated. 

Ose r Action ; Use a larger tape reel or duap 
by spool class or type. 



020E nSERID HISSING OR INVALID 

Explanation : The userid is either aissing 
or invalid. It aay be longer than eight 
characters. This aessage is also issued if 
a user who does not have privilege class D 
issues the coaaand QUERY FILES CLASS x 
useridr because the userid operand is valid 
only for class D users. 

Oser Action : Reissue the coaaand with a 
valid userid. 



021E RADDR HISSING OR INVALID 

Explanation ; The real device address is 
either aissing or invalid. An invalid 
device address is aore than three 
characters long or contains nonhexadeciaal 
characters. 

Oser Action: Reissue the coaaand with a 
^mlid real device address. 



022E VADDR HISSING OR INVALID 

Exp l anation : The virtual device address is 
either aissing or invalid. An invalid 
virtual device address either: 

• Is longer than three characters, or 

• Contains nonhexadeciaal data, or 

• Is greater than I'SFF' for a virtual 
aachine running in basic control aode, 
or 

• Is associated with an unsupported device 
type (specified in the coaaand IPL 
vaddr) . 

Ose r Action ; Reissue the coaaand with a 
valid virtual device address. 



023E VOLID HISSING OR INVALID 

Explanation : The voluae identification is 
either aissing or invalid. A volid longer 
than six characters is considered invalid. 

Ose r Action : Reissue the coaaand with a 
valid voluae identification. 



02aE {CYLSIBLKS} HISSING OR INVALID 

E xplanation ; The nuaber of cylinders (or 
blocks if FB-512) aust be specified with 
the coaaand, but it is aissing or invalid. 
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An invalid cylinder speGification is one 
that is four or more characters, or larger 
than the maximum number of cylinders 
available on the device type specified. An 
invalid block number specification is one 
that is seven or more characters, or larger 
than the maximum number of blocks on the 
device type specified. 

Oser Action: Reissue the command; specify 
the number of cylinders or lilocks 
correctly. 



030E COPIES HISSING OR INVALID 

Explanation ; The operand that specifies the 

number of copies is either missing or 

invalid. An invalid copy specification is 
nondecimal or greater than 99. 

Use r Action : Reissue the command; specify 
the reguired number of copies. 



031E BUFFER MISSING OB INVALID 



25E STORAGE MISSING OR INVALID 

Explanatio n: The amount of storage is 
either missing or invalid. An invalid 
storage specification contains invalid 
digits or does not end with the letter K or 

H. 



Explanation; The required buffer name is 
either missing or invalid. An invalid 
buffer name is longer than eight 
characters. 



Use r Action ; Reissue 
valid buffer name. 



the command with a 



U ser Action: Reissue the command; specify 
the storage requirement. 



026E OPERAND MISSING OR INVALID 

Explanat ion: A required operand is either 
missing or invalid. 

User A cti on; Reissue the command with a 
valid operand. 



032E DISTCODE MISSING OR INVALID 

Explanation ; The distribution code is 

either missing or invalid. An invalid 

distribution code is longer than eight 
characters. 



User Action: Reissue the 
valid distribution code. 



033E HEXLOC MISSING OR INVALID 



command with a 



27E SPOOLID MISSING OR INVALID 

Expl anation: The command requires that a 
spool id be supplied, but it is either 
missing or invalid. An invalid spoolid is 
one that contains nondecimal characters. 



User Action; Reissue the 
valid spoolid. 



command with a 



Explanation ; The hexadecimal location is 
either missing or invalid. An invalid 
hexadecimal location is one that contains 
nonhexadecimal characters or is longer than 
six characters. 

User Action: Reissue the command with a 
valid hexadecimal location. 



034E CHANNEL MISSING OR INVALID 



028E CLASS MISSING OR INVALID 

Explanation; The class value is either 
missing or invalid. An invalid class is one 
that is not in the range A through Z or 
through 9. 



User Action; Reissue 
valid class. 



the command with a 



Exp l anation ; The channel number is either 
missing or invalid. An invalid channel 
number either is longer than one character 
or is nonhexadecimal. 



User Action ; Reissue 
valid channel number. 



the command with a 



035E DEVICE TYPE MISSING OR INVALID 



029E FNAME FTYPE MISSING OR INVALID 

Expla natio n: The filename and/or filetype 
is missing or invalid. An invalid filename 
is larger than 2U characters. An invalid 
filetype is larger than eight characters 
if the filename is eiqht characters or 
less. 

User Action: Reissue the command; specify 
the required filenatte and/or filetype. 



Exp lana tion ; The command requires that a 
valid CP spool device type be entered as an 
operand, but it is either missing or 
invalid. Valid device types are READEB (H, 
RDR) , PRINTER (P, PRT) , and PUNCH (PU, 
PCH) . 



User Action ; Reissue the 
valid spool device type. 



036E INDEX MISSING OR INVALID 



command with a 



Explanation: If INDEX MISSING is the 
condition, the requested FCB (forms control 
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buffer) image in DMKFCB does not have an 
index value, therefore one Bust be supplied 
in the coaiBand. If INDEX INVALID is the 
condition, nn was not a nunber from 1 to 
31, where nn corresponds to the number of 
the first print position. 

User Action; Supply the value for INDEX 
in the FCB image or ensure that nn is a 
number from 1 to 31, whichever is 
appropriate. Reissue the command. 

- - - (Basic System Extensions) - - - 

37E TAPE raddr INVALID FOB SPTAPI COMMAND 

Expla nation: On the SPTAPE command with the 
LOAD/SCAN options, the tape specified by 
raddr was not generated by SPTAPE commands 
and has and invalid tape format. 

Syste m Action: The tape is unloaded and the 
command is terminated. 

Dser action; Have the operator verify that 
the tape was created by the SPTAPE command. 



038E PARAHETEP parameter 
MISSING OR INVALID 



FOB option OPTION 



Explana tion; FOEHAT was specified in a 
VHDOHP command without an operand, the 
operand was longer than 8 characters, or 
the parameter for the named option of a CP 
reguest was missing or longer than allowed. 

User Action: Reissue the correct command. 



042E SPOOLID nnnn DOES NOT EXIST 

Explanation : The spoolid number specified 
does not exist within the specified device 
type. 

If the spoolid specified is an open reader 
file (in use by the virtual machine) , it 
cannot be changed or purged. A CLOSE 
command will purge an open reader file 
unless SPOOL RDR HOLD is in effect. 

Dse r Action ; Reissue the command; specify 
only known and valid spoolids. 



043E BUFFER name DOES HOT EXIST 

Explanation : The buffer name supplied with 
the command is not known to the CP system. 
The buffer does not exist if it cannot be 
found in one of the following CP modules: 

DMKFCB =3211 Forms Control Buffers 

DMKOCB = 3211 DCS Buffers 

DMKOCS = 1403 DCS Buffers 

DMKPIi = 3289 Font Offset Buffers 

Dse r Action : Reissue the command; specify a 
valid buffer name. 



044E SYSTEM name DOES NOT EXIST 

Exp l anation ; The system name specified does 
not exist in the VM/370 system. 

Dser Action; Reissue the command; specify a 
valid system name. 



040E DEV addr DOES NOT EXIST 

Explanatio n; The device address specified 
does not exist, or a TIO to that device 
resulted in condition code 3. If the 
device address is a real device, it is not 
configured in the CP system, or the device 
is configured in CP but is not operational; 
if it is a virtual device address the 
virtual device is not configured in the 
virtual machine. 

If the specified device address is valid, 
this message may indicate a problem with 
the Network Control Program and/or the 
370x. 

User Action : Reissue the command; specify 
the reguired real or virtual device 
address . 



041E LOGMSG nn DOES NOT EXIST 

Expla nation; The SET LOGMSG command has 

been issued reguesting a specific log 

message line, and the log message line does 
not exist. 

Dser Action: Reissue the command; specify 
the reguired log message line. 



045E userid NOT LOGGED ON 

Explanation ; The userid specified is not 
logged on. The command cannot execute 
properly unless the user specified is 
logged on. 

Dse r Action; Reissue the command; specify 
only users who are currently logged on. 



046E {DEV ridjtype raddr} OFFLINE 

Explanation : The specified device or 
resource is offline and is considered not 
available to the CP system. 

Dser A ction ; If this message was issued for 
DEV rid, issue the NETWORK VARY command to 
vary the resource online, and then reissue 
the command. If the message was issued for 
type raddr, issue the VARY command to vary 
the device online, and then reissue the 
command. 



047E userid vaddr DOBS NOT EXIST 

Explanation ; The device specified for the 
particular userid does not exist in that 
user's virtual machine configuration. If 
the message is issued for the DIAL or 
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COUPLE command, the particular device 

specified with those commands is not 

defined in the receiving user's virtual 
machine configuration. 

qser Action; Reissue the command; specify 
only existing virtual device addresses for 
the receiving virtual machine. 

48E CHANKEL X DOES NOT EXIST 

E xplana tion; The channel specified in the 
ATTACH CHANNEL command is net configured in 
the CP system. 

Qser A ctio n; Reissue the command; specify 
only valid and defined real channel addresses. 



OSaS ALEEADT LOGGED ON {LIHEJGRAF) raddr 

Explanat ion; The userid supplied in the 
LOGON command is already logged on at the 
given line address. (LINE indicates a 
typewriter terminal; GRAF indicates a 
display terminal.) 

Dser Action ; Log on specifying a different 
userid, or send a message to the operator 
or the logged-on user re guesting 
information on the logon status. 



U33JS iiXH £!(:>) NUT AVAXIjACI^C UH USeriQ 



Explanation ; The DIAL command has been 
issued to a userid and either; 



0a9E type raddr IK USE 

Explana tion; An attempt was made to vary an 
active teleprocessing line or graphic 
device offline. 

User Action ; Deactivate the line by issuing 
the DISABLE command; then reissue the VART 
command. 



• That userid has no 270X lines, or 

• The lines are not enabled, or 

• The lines are all busy. 

User Action ; Reissue the DIAL command 

specifying a userid that has enabled 

virtual 2701 lines that are not already 
servicing a user. 



50E PASSWORD INCORRECT 

Expla nation; The password supplied with the 
LOGON command is incorrect. 

User Action; Reissue the LOGON command, and 
supply the correct password when prompted. 



056E LINE vaddr BUST OH userid 

Explanation ; The virtual 270X line 
specified in the DIAL command is busy. 

User Action ; Reissue the DIAL command at a 
later time when the line becomes available. 



051E MAXIMUM USERS EXCEEDED 

Expla nation; The maximum number of users 
specified by the system operator would have 
been exceeded if the logon were allowed to 
proceed. 

U ser Action; Logon is not allowed and the 
line is disabled. Try to log on at a later 
time. If necessary, send a message to the 
operator before logging on to inguire about 
the status of the maximum number of users. 



057H userid NOT RECEIVING; {DISCONNECTED! MSG 
OFFISMSG OFF I NOT AUTHORIZED! WNG OFF} 

Explanation ; The userid specified in a 
MESSAGE, SHSG, or WARNING command is not 
receiving because the user is disconnected, 
not authorized, or has set messages (or 
special messages or warnings) off using the 
SET command. 

Use r A ction ; No further action is reguired. 



058E CTCA vaddr BUSY OH userid 



52E ERROR IN CP DIRECTORY 

Explanat ion; The link or logon cannot be 
accomplished because of a permanent I/O 
error encountered while reading the VH/370 
directory. 

User Action; Send a message to the system 
operator stating that you cannot complete 
your link or logon because of an error in 
the VM/370 directory. 



53E userid NOT IN CP DIRECTORY 

Explanation ; The userid supplied was not 
found in the VH/370 directory. 

User Action; Reissue the command; specify a 
valid userid. 



Explanation ; The virtual channel-to-channel 
adapter specified in the COUPLE command is 
busy on the receiving userid 's virtual 
machine. 

User A ction ; Reissue the command; specify 
an available virtual channel-to-channel 
adapter. 



059E AUTOLOG FAILED FOR userid 

HISSING! IPL FAILED! ACCOUNTING ERRORS} 



£IPL 



Exp l anation ; An AUTOLOG command was issued 
for a user, but the command could not be 
executed for one of the following reasons; 



1. 



IPL HISSING - there was no IPL record 
in the user's directory entry. 
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2. IPL FAILED - the IPL dia not complete 
successfully. 

3. aCCOONTING ERBOES - the logon 
accounting routine returned a nonzero 
return code. 

Syst em Actio n; The user is not logged onto 
the system. 

Dser Action ; For reason 1, have your system 
administrator place an appropriate IPL 
record in the specified user's directory. 

For reason 2, log onto the user id in the 
usual manner to determine the cause of the 
IPL failure. 

For reason 3, contact your system 
programmer for specific reguirements of 
your local accounting procedures. 



060E DOMP FAILED; VIRTOAL PRINTER OHAVAILABLE 

Explanation ; The virtual printer either 
does not exist or is not ready. 

Oser A ctio n; If a virtual printer exists, 
issue the CP READY command for it and then 
reissue the DOHP command. If a virtual 
printer does not exist, use the CP DEFINE 
command to create one and reissue the DOHP 
command. 



061E DOMP FAILED; VIRTUAL PRINTER ERROR 

Explanation; Either an I/O error occurred 
while the dump was being spooled to DASD, 
or spool space has been filled. 

Oser Action: Notify the system programmer. 



- - - (System Extensions) - - - 

06 2E ECMODE NOT SET ON 

E xpla nation: A SET STBYPASS was issued to a 
virtual machine without the ECMODE option 
being in effect. 

Syste m Action; The command is terminated. 

Oser Action: Issue the SET ECMODE ON 
command which will reset the virtual 
machine. Then IPL the virtual system and 
reissue the command. 



- - - (System Extensions) - - - 

063E SHADOW TABLE BYPASS; NOT SET 

Explanation; The virtual machine is not 
running in extended control mode or the 
virtual control register 1, or segment or 
page table entries are not architecturally 
valid. 



Note: If virtual machine assist is 
available, the STFIRST option must be 
specified in the user's directory. 

Sys tem Action ; The highest virtual=real 
address is set to zero. 

Use r A ction ; Ose the SET STBYPASS command 
only after the virtual relocate system has 
been reloaded and is running. 



- - - (System Extensions) - - - 

06£JE SHADOW TABLE BYPASS; RESET 

Explanation : 

Vir tua l =Real user : The virtual system was 
running with 'SET STBYPASS VR«. The 
virtual machine attempted to run with 
translation tables resident in the first 4K 
of storage. 

Virtnal= Virtual user : Either the virtual 
operating system attempted to map a virtual 
address, not equal to its real address, to 
an address below the highest virtual=real 
address in the virtual address space or the 
virtual machine loaded a BC mode PSW or the 
virtual system was reset. 

Syste m Action : The SET STBYPASS command has 
been SET OFF. Virtual machine execution 
will continue. 

Dser Action: Ose the SET STBYPASS command 
only when running a virtue/l relocation 
operating system that does not violate the 
shadow table bypass restriction. 



- - - (System Extensions) - - - 

065E HIGHEST ALLOWABLE HIGH-WATER MARK VALUE IS 
xxxxxK 

Exp l anation ; The value specified by the 
•SET STBYPASS nnn ' command exceeded the 
highest allowable high-water mark value. 
The high- water mark value will be set only 
if it is not higher than the following: 

• the virtual machine size 

• a high-water mark value determined from 
the virtual machine's page and segment 
tables. 

The highest allowable high-mark value may 
not be the true water mark value because 
the virtual translation tables may have 
several pageable page frames contiguous 
with the true high-water mark. 

System Action : The high-water mark value is 
set to zero, turning off the function. 
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Oser Act ion; Determine the trae high-water 
■ark valae froa the virtaal systeas 
configuration. Then reset the SET STBYPASS 
nnn comaand with the high-water aark valae. 



- - - (Systea Extensions) - - - 

066E STMOLTI OPTIOH CSEG RESET 

Explanation : The previously defined value 
of the CSEG option of the STHULTI coaaand 
has been reset to zero because the virtual 
aachine has been reset. 



071E DEYICE HOT A?AILABLE - 
ACCESSED 



HSS CAHHOT BE 



- - - (Systea Extensions) - - - 

Syste a Action ; The CSEG option of 
STHOLTI coaaand has been reset to zero. 



the 



Oser Action: Issue the SET STHOITI coaaand 
with the desired value of the CSEG 
specified. 



67E COMHAHD FOBHAT HOT VALID 

Explanatio n; The LOGOH password was entered 
on the saae line as the LOGOH coaaand or a 
valid option was aisspelled. 

Dser Action: Eeenter the LOGOH coaaand 
omitting the password or reenter the LOGOH 
coaaand with the correctly spelled option. 

Mote; With the PBOTECT option on, the LOGOH 
password nay not be entered on the saae 
line as the LOGOH coaaand. Enter the 
password as a response to the "EMTEB 
PASSWOBD" message. 



070E shared-status HSS DEVICE HOT AVAILABLE 

Explanation ; Oser is logged on with a 
ainidisk defined on a systea voluae that is 
not mounted. Hhen atteapting to find an 
HSS voluae with the correct volid, an HSS 
3330V is required. There are no HSS 3330Vs 
of the proper type available to try a 
volume aount. 'shared-status' will be 
SHARED, HOHSHARED, SHARED/HOHSHARED, or 

SHARED (SDGxx) depending on the type of VHS 
requested. 

Note: This message is immediately followed 
by the current DHK1HK108E message 

specifying the referenced 'vaddr' and 
•volid'. 

System Action ; The operation failed. 

Dser Action; Determine whether the 'volid' 
required is an HSS volume or standard 
3330-1. If it is a standard 3330-1, follow 
the actions for message 108E. If it is an 
HSS volume, notify the system operator so 
that the volume may be made accessible. 



Explanation ; The control program has 
attempted an operation that requires HSS 
access. The routine to communicate with 
the HSS (DHKHSS) is not active because of 
one of the following reasons: 

• The communicator virtual machine has not 
been logged on. 



The VS systea has not yet 
initialized in the virtual aachine. 



been 



• The DHKHSS prograa has not been started 
in the virtual aachine. 

This aessage can be issued during execution 
of any operation that initiated HSS aount 
or deaount activity. 

Hote: This aessage will always be followed 
by a aessage froa the specific control 
prograa routine that needed HSS activity. 

Systea Action ; The operation failed. 

Oser Action : Request that the systea 
operator aakes the coaaunicator virtual 
aachine available or wait until the 
coaaunicator virtual aachine can be 
initialized. 



072E DEVICE HOT 
TYPE 



AVAILABLE - 'raddr' HOT PROPER 



Explanation ; A dedicate or attach operation 
is in process for device 'raddr'; device 
•raddr' is a 3330V. The 'raddr' is not the 
proper type (VIRTOAL or SYSVIBT) . 



Systea Action : The 
operation failed. 



attach or dedicate 



Dser Action ; Reissue the coaaand with the 
correct 'raddr' or if the 'raddr' was 
specified correctly, request that the 
systea operator use the DEFIHE coaaand to 
reset the 3330Vs characteristics. 



073E HSS DEVICE HOT AVAILABLE - REASOH CODE xx 

Explanation ; The control prograa has 
deterained that the only possible way to 
satisfy a request for a virtual device is 
to issue an HSS aount request. The HSS 
accepted the request, but later generated 
an error indication. 

Systea Action: The control program command 
that initiated the HSS request will produce 
a message to indicate the result of the HSS 
error. 

Dser Action : The REASOH CODE appended to 
the error message is the ERROB CODE which 
is presented to the DHKHSS central server 
application as a result of issuing an HSS 
reguest. Explanations of each of the 
reason codes are documented in OS/VS 
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Message Li br ary; Mass St orag e System (MSS) 
Messages^ GC38-1000. Contact the VM/370 
system operator to ensure that action is 
underway to correct the MSS error. Reissue 
the command when the error has been 
corrected. 



Dse r Action ; The QUERY command can be usefl 
to determine the exact status of 'nnn*. 
The operator can either issue the DEFINE 
command with a different address 
specification or wait until the status of 
•nnn' has changed. 



07UE MISSING INTEREDPT - DEVICE 'vaddr* 

Expla nation; The virtual machine started 
I/O to its device 'vaddr', that is an MSS 
3330V in the control program. A cylinder 
fault occurred on the 3330V but the 
corresponding attention interruption was 
not received in the. specified time 
interval . 

Syste m A ct ion: Tne original I/O operation 
is restarted to the device so that if the 
cylinder fault is satisfied, the reguest 
will complete normally. 

D ser Action; If the message recurs, it may 
indicate an error in the MSS staging 
adapter. The pending I/O reguest can be 
cleared by issuing the RESET 'vaddr' 
command. 



075E DEVICE "raddr* IS NOT AVAILABLE 

Explana tion; An ATTACH command has been 
processed to attach a 'raddr' to the 
system. However, the 'raddr' is a SYSVIRT 
3330V and that volume is mounted and its 
serial is not the same as that specified on 
the 'volid' parameter. 

Syste m Action: The specified 'raddr' is not 
attached. 

User Action; Choose an available SYSVIRT 
'raddr' and reissue the command. The QDERY 
command can be used to find an available 
•raddr' . 



076E THE 'volid^ PARAMETER IS INVALID 

Explanation ; The *volid' parameter was 
specified with a range or multiple of real 
addresses on the ATTACH command. This not 
a valid combination. 

Syst em Action: No addresses are attached. 

Sser Action; Reissue the command with a 
valid combination of operands. 



0781 MSS MOUNT PROCEEDING FOR VOLUME 'volid' 

Expl anation : The control program mounted 
the system volume 'volid' while processing 
an MDISK or DED directory statement or a 
LINK or ATTACH command. The MSS is now 
mounting the volume. 

Sys tem Action ; RC=160. 

The allocation of the virtual device is 
queued, pending the completion of the 
mount. Any SIO instruction issued by the 
virtual machine to the virtual address 
corresponding to the MSS volume is trapped 
by VM/370 and gueued until the volume is 
mounted. Control is not returned to the 
user until the volume is mounted and the 
SIO has been passed to the volume. 

User Action: None. However, if a SIO is 
issued to the virtual device before the 
mount is complete, that SIO will be queued 
by VM/370 and the virtual machine 
processing will be suspended pending the 
completion of the mount. The user can 
cancel the SIO, rather than waiting for the 
mount, by getting into CP mode and issuing 
the RESET command for the virtual address. 
This will cause CP to dequeue the SIO and 
generate a condition code 3. 

- - - (Basic System Extensions) - - - 

OBOE NO PREALLOCATED VMSAVE AREA 

Exp l anation ; The VMSAVE option was 
specified in the directory at logon, or a 
SET VMSAVE ON command was issued, and 
there is no entry in DHKSHT with a USEPID= 
specification for this user. 

Sys tem Action : The VMSAVE option is not 
enabled. 

Use r Action; Verify that the NAMESYS macro 
defining the target area is specified 
correctly. If none is present, add a 
NAMESYS macro defining the target area in 
module DMKSNT. Issue the SET VMSAVE ON or 
SET VMSAVE area-name to enable the option. 



077E INVALID REQUEST FOR DEVICE 'nnn' 

Explanat ion: A DEFINE command was issued 
with the VIRTUAL or SYSVIRT parameter for 
device 'nnn'. Device 'nnn' cannot be 
defined because it is already the specified 
type or it is active in its current state. 

S yste m Action; The status of the device is 
not changed. No further DEFINE command 
processing occurs. 



- - - (Basic System Extensions) - - - 

081H VMSAVE AREA CONTAINS A SAVED SYSTEM, MUST 
USE SET COMMAND 

Exp lanation; The VMSAVE option is specified 

in the directory but a valid saved VMSAVE 

system already exists in the DASD target 
area. 



US 
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Syste m A ctio n : 
enabled. 



The VMSAVE option is not 



Oser Ac tion; Verify that the NAMESYS macro 
is specified correctly for this VMSAVE 
target area. Use the QOEEY VMSAVE command 
to determine when the system was saved. 
Use the IPL command to load the system or 
the SET VMSAVE OH command to clear the 
area. 



- - - (Basic System Extensions) - - - 

082E MORE THAN ONE VMSAVE AEEA ALLOCATED, MOST 
SPECIFY ABEA NAME 

Explanat ion; The VMSAVE option is specified 
in the directory or the user has issued a 
SET VMSAVE OK command when he has more than 
one target VMSAVE area available to the 
user. 

Syste m A ctio n; The VMSAVE option is not 
enabled. 

User Action ; Issue a QOEBY VMSAVE command 
to determine what areas are available and 
then issue a SET VMSAVE area-name command 
to enable the VMSAVE option. 



- - - (Basic System Extensions) - - - 

083E VMSAVE AREA DOES NOT CONTAIN A VALID SYSTEM 

Expla nation; The user has issued an IPL 
command to a VMSAVE target DASD area. The 
DASD area specified does not contain a 
valid system. 



091 E DASD vaddr NOT DEFINED; TEMP SPACE NOT 
AVAILABLE 

Explanation ; The virtual device has not 
been defined in the virtual machine 
configuration because the temporary space 
reguested is not available. Temporary 
space is considered not available if; 

• No space has been allocated by the 
installation for temporary use, or 

• The number of cylinders (or blocks if 
FB-512 device) reguested cannot be 
satisfied from the available space 
remaining. 

Ose r A ction ; The space cannot be defined if 
it has not been allocated. If space has 
been allocated, issue the DEFINE command 
reguesting fewer cylinders (or blocks if 
FB-512 device.) 



092E DEV vaddr NOT DEFINED; type vaddr ALREADY 
DEFINED 

Explanation ; The virtual device specified 
has not been previously defined within the 
virtual machine's configuration, or that 
address is already defined within the 
virtual machine's configuration. 

User A ction; Reissue the command; specify a 
virtual device address that is not already 
defined within the virtual machine 
configuration, or detach the conflicting 
virtual device address before reissuing the 
command. 



093E DEV vaddr 
DIRECTORY 



NOT DEFINED; ERROR IN CP 



Syste m Action; 
terminated. 



The 



IPL 



command 



Use r Action; Verify that the correct name 
was specified on the IPL command. Ensure 
that the NAMESYS specification points to 
the correct DASD area. Reissue the IPL 
command. 



Explanation ; The reguested virtual device 
has not been defined within the virtual 
machine configuration because of an error 
in the CP directory. An example of tiiis 
condition is a dedicated 2305 device which 
did not specify the first exposure address 
for both the virtual and real addresses on 
the DEDICATE statement. 



090E DEV vaddr NOT DEFINED; 
NOT AVAILABLE 



DEV {raddr Ivolser} 



User Action ; Send a message to the system 
operator stating the problem so that the 
error in the CP directory can be corrected. 



Expla nation; The virtual device has not 
been defined in the virtual machine's 
configuration because the real device 
described in the directory DEDICATE card is 

not available. A real device is considered 
not available if it is: 

• Already attached to another user, or 

• In use by the CP system, or 

• Offline. 

User Action; Ask the system operator about 
the status and availability of the real 
device. The operator can attach the 
reguired device or an alternate device to 
the virtual machine. 



09UE STORAGE EXCEEDS ALLOWED MAXIMUM 

Explanation ; The storage specified in the 
DEFINE command exceeds the maximum 

allowable as specified in the CP directory. 

User Action ; Reissue the DEFINE command 
specifying a smaller storage size. 

095E DEV vaddr NOT DEFINED; INSUFFICIENT FREF 
STORAGE 

Explanation ; Sufficient free storage could 
not be acguired to define a virtual device 
as a result of the logon process or a 
DEFINE command. 
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Oser Action : Bedace the nuaber of virtual 
devices in the user configuration. The 
systea prograaaer may want to allocate aore 
free storage to the systen. 



098E DE¥ rid MODE SBITCH HOT POSSIBLE 

Explanation : If this aessage was issued in 
response to the DIAL coaaand, it indicates 
that the DIAL coaaand was issued froa a 
terainal connected to a 3704/3705 that is 
running the Network Control Prograa (NCP) 
or the Partitioned Eanlation Prograa (PEP) , 
and the terainal cannot be switched froa 
network control aode to eaulation aode. 

Otherwise, this aessage indicates that the 
HBTWOBK 7ART coiBand was issued with either 
the EP or NCP operand, reguesting a aode 
switch that cannot be perforaed. Either the 
specified resource does not have the aode 
switch capability or the switch could not 
be perforaed. For the HETWOBK ?ABT EP 
coaaand line, the aode switch cannot be 
perforaed if: 

• The resource is already in eaulation 
aode. 

• Ho BDEVBLCK is available for addressing 
the line when it is in eaulation aode. 

For the HETWOBK VABT HCP coaaand line, the 
aode switch cannot be perforaed if: 

• The resource is already in network 
control aode. 

• Ho BDE7BL0K exists for the eaulator 
subchannel address associated with the 
specified resource. 

Syste a Action : Coaaand execution is 
terainated. 

Oser Action: For the DIAL coaaand, verify 
that the correct 3704/3705 control prograa 
is active, and that the specific resource 
in use was generated with the aode switch 
capability. Hote that the DIAL coaaand 
cannot be used with the HCP, because the 
HCP does not support the aode switching 
function. 

For the HETWOBK VABT coaaand, check the 
operands specified when the 3704/3705 
control prograa was generated and correct 
any in error. Check that the BDEVICE aacros 
in the DHFBIO aodule were specified 
correctly, according to the real aachine 
and 3704/3705 configurations. If errors are 
discovered in the 3704/3705 control prograa 
generation, regenerate the 3704/3705 
control prograa. If errors are discovered 
in the DMKBIO aodule, regenerate the CP 
nucleus. 



101W DASD vaddr FORCED B/0; 
OSEBSIuserid} 



B/0 BY {nnn 



Explanatio n: The virtual device specified 
has been forced into read-only status 
because other users on the system already 



are linked to the saae device with 
read-only access. If only one user has 
read-only access, that user's userid is 
displayed at the terainal. 

User Action ; This is a warning aessage for 
inforaation only and no further action is 
reguired. 



102W DASD vaddr FORCED B/0; 
USERS I userid} 



B/W BY 



{nnn 



Explanation ; The virtual device specified 
has been forced into read-only status 
because other users on the systea already 
have access to the saae disk area in 
read/write aode. If only one user has 
read/write access, that user's userid is 
displayed at the terainal. 

Use r Action : This is a warning aessage for 
inforaation only and no further action is 
reguired. 



103W DASD vaddr FOBCED B/0; R/W BY {nnn 
USERSI userid} ; R/0 BY {nnn OSEBS| userid} 

Explanation : The given virtual device has 
been forced into read-only status because 
the disk is in read/write use by soae users 
and read-only use by other users linked to 
the saae disk area. If the nuaber of u^rs 
having read/write or read-only access is 
one, the single userid is displayed at the 
terainal. 

Oser Action ; This is a warning aessage for 
inforaation only and no further action is 
reguired. 



104E userid vaddr 
OSEBSIuserid} 



HOT LINKED; B/0 BY {nnn 



Explanation ; The link to the user's virtual 
device has not been accoaplished because 
that disk area is already in read-only use 
by cme or aore users. If the nuaber of 
users is one, the single userid is 
displayed at the terainal. 

User Action : Beissue the LINK coaaand, 
specifying the appropriate alternate access 
to obtain a link to the desired area in 
read or write aode. 



105E userid vaddr NOT LINKED; 
USERSI userid} 



R/W BY {nnn 



Exp lana tion ; The link to the user's virtual 
device has not been accoaplished because 
that disk area is already in read/write use 
by one or aore users. If the nuaber of 
users is one, the single userid is 
displayed at the terainal. 

Use r Action ; Reissue the LINK coiaand, 
specifying the appropriate alternate access 
to gain a link to the device in the 
reguired mode. 
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106E userid vaddr NOT LINKED; B/H BY {nnn 
OSERSIuserid} ; E/0 BY {nnn DSEBS| userid} 

Expla nation; The link to the user's virtual 
device has not been accomplished because 
the disk is in read/write use by some users 
and read-only use by other users. If the 
number of users is one, the single userid 
is displayed at the terminal. 

User A ctio n; Reissue the LINK command, 
specifying the appropriate alternate access 
reguired to gain the correct link to the 
disk area. 



107E userid vaddr 
DIRECTORY 



NOT LINKED; NOT IN CP 



E xplanatio n; The link to the user's virtual 
device has not been accomplished because 
that virtual device address is not defined 
in the VH/370 directory for the specified 

userid. 

User Ac tion; Reissue the LINK command, 
specifying the correct virtual device 
address or the correct userid. 



108E userid vaddr 
MOUNTED 



NOT LINKED; VOLID volid NOT 



E xpl anation; The link to the user's virtual 
device address has not been accomplished 
because the virtual device is defined on a 
volume that is not currently mounted on the 
CP system. 

User Action: Send a message to system 
operator asking that the specified volume 
be mounted and attached to the CP system. 
Reissue the LINK command when the operator 
confirms that the correct volume has been 
mounted. 



109E userid vaddr NOT 
DEVICE 



LINKED; INVALID LINK 



Expl anation; The link to the user's virtual 
device has not been accomplished because 
the virtual device defined in the user's CP 
directory entry is not a minidisk to which 
a link can be accomplished. 

User Action; Reissue the LINK command with 
a valid userid and virtual device address. 



Use r Action : Reissue the LINK command 
reguesting a different virtual device 
address, detach the device with the 
conflicting virtual address from the 
virtual machine, and then reissue the LINK 
command. 



11 IE userid vaddr NOT LINKED; NO READ PASSWORD 

Explanation ; The link to the user's virtual 
device has not been accos'^lished because no 
read access to it is allowed. 

User Action : Contact your system programmer 
to reguest a directory change. 



112E userid vaddr NOT LINKED; NO WRITE PASSWORD 

Explanation ; The link to tne user's virtual 
device has not been accomplished because no 
write access to it is allowed. 

Use r A ction ; Contact your system programmer 
to reguest a directory change. 



113E userid vaddr NOT LINKED; NO MULT PASSWORD 

Exp l anation ; The link to the user's virtual 
device has not been accomplished because no 
multiple- access password is specified for 
the user's minidisk. 



Use r A ction : Contact your systei 
to reguest a directory change. 



programmer 



114E userid vaddr NOT LINKED; PASSWORD INCORRECT 

Exp l anati on; The link to the user's virtual 
device has not been accomplished because an 
incorrect password was entered. 



User Action ; Reissue the LINK 
specify the correct password. 



command and 



115E {AUTOLOGILINK} INVALID; EXCESSIVE INCORRECT 
PASSWORDS 

Exp l anation : The ADTOLOG command issued 
from a virtual machine by a DIAGNOSE 
instruction is now invalid because the user 
has entered four incorrect passwords 
associated with the AUTOLOG command during 
the current terminal session. 



110E userid vaddr NOT LINKED; type vaddr ALREADY 

DEFINED 

Expla nation; The link to the user's virtual 
device has not been accomplished because 
this virtual machine already has a device 
with the same address defined in its 
configuration. 



The LINK command issued from a virtual 
machine by a DIAGNOSE instruction is now 
invalid because the user has entered ten 
incorrect unprompted passwords for access 
to minidisks during the current terminal 
session. 

Use r Act ion; The command can still be 
entered from the CP command mode by 
signaling attention and reissuing the 
command. The AUTOLOG command can be issued 
from the virtual machine environment if you 
do not enter the password as part of the 
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input line but allow the CP system to 
prompt you for it. This error condition 
from the AOTOLOG or LINK command is 
designed to prohibit password guessing by 
repetitive calls to the command from within 
the virtual machine. 



116E userid xxx NOT LINKED; CP DIRECTORY IN OSE 

Expla nation; The userid to which you are 

linking is either logging on the system, or 

someone else is attempting a link to the 
same userid at this time. 

User Action; Reissue the LINK command. 



Il/E USERID userid 
CONFLICT 



NOT LINKED; VOLID volid 



Explana tion; The volume label in the user's 
directory entry matches the volume label on 
the real device, but the device class and 
device type are not the same. 

Dser Action; Correct the error in the 
VM/370 directory for the device that cannot 
be linked. 



118E userid vaddr NOT LINKED; COHHABD FORMAT HOT 
VALID 

Explana tion; The LINK password was entered 
on the same line as the LINK command or a 
valid option was misspelled. 

Oser Action; Reenter the LINK command 
omitting the password or reenter the LINK 
command with the correctly spelled option. 

Note: With the PROTECT option on, the LINK 
password may not be entered on the same 
line as the LINK command. Enter the 
password as a response to the "ENTER 
PASSWORD;" message. 



119E userid vaddr NOT LINKED; INSDFFICIENT FREE 
STORAGE 



Ope r ator Action ; Reissue the ATTACH command 
specifying a different virtual device 
address for the user. You should first send 
a message, via the HESSAGE command, to the 
user reguesting what action should be taken 
and what virtual device should be assigned. 
The user may wish to detach the conflicting 
virtual device from his machine 
configuration and ask the operator to 
reissue the ATTACH command. 



121E type raddr NOT ATTACHED TO userid 

Explanation ; The real device has not been 
detached from the specified userid because 
it was not attached to that user. Either 
the real device or the userid has been 
incorrectly specified. 

Dse r Action ; Reissue the DETACH command 
specifying the correct device address for 
the userid. 



122E type raddr ALREADY ATTACHED TO userid 

Exp l anation ; The reguested real device is 
already attached to another userid. The 
operator has probably specified an 
incorrect real device address. 

Operator Action ; Reissue the ATTACH 
command, specifying the correct real device 
address. 



123E DASD raddr CP OWNED 

Exp l anation : The command has not been 
processed for the requested userid because 
that device is owned by the CP system. A 
CP-owned device is one that is defined in 
the system-owned list and is in use for 
paging or spooling space. 

Dser Action : The command cannot be 
specified for the real device because that 
device must remain owned and in use by the 
CP system. 



Explanatio n; Sufficient free storage could 
not be acguired to satisfy the link reguest 
for a virtual device. 

Dser Ac tion ; Reduce the number of virtual 
devices in the user configuration or in 
other user configurations. The system 
programmer may want to allocate more free 
storage to the system. 



12IJE DASD raddr IN OSE BY nnn USERS 

Exp l anation : The command has not been 
executed because the device is in use by 
the stated number of users. 

Dse r Action: The command cannot be executed 
for the specified real device until all 
users who have minidisks in use on that 
device detach them. 



120E type raddr NOT 
ALREADY DEFINED 



ATTACHED; userid vaddr 



Explana tion; The real device has not been 
attached to the specified userid because 
that userid has already defined a virtual 
device of the specified virtual address. 



125E DASD raddr VOLID volid 
SYSTEM 



ALREADY ATTACHED TO 



Exp lanation: The volid is already mounted 
and attached to the system. 
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Operato r Acti on; Beissue the ATTACH command 
specifying the correct volid. It may be 
necessary to detach the real device from 
the system that contains the duplicate 
volid before attempting the ATTACH command 
again . 



126E DASD raddr EEBOE READING VOIID 



processing is accomplished but no virtual 
devices are available in the user's 
configuration. 

Dse r Action : Reduce the amount of storage 
being reguested by reducing the number of 
virtual devices being attached or logged 
on. The system programmer may want to 
allocate more free storage to the system. 



Explanatio n; The specified device could not 
be attached to the system because of an 
error in reading the volume label. 



a^w^uxvx 






L-ud-v: ai.c 



equipment failures; reissue the ATTACH 
command. 



127E DASD raddr VOLID volid DOES NOT HATCH 

Expla na tion; The real device has not been 
attached to the system because the volid 
read from the label does not match the one 
specified with the command. 

Operator Action ; Reissue the ATTACH command 
specifying the correct volid. 



132E CHANNEL x ALREADY DEFINED BY userid 

Explanation : The userid 's virtual machine 
already has a channel with the same address 
defined in the virtual machine. 

Operator Action: Request that the user 
detach all devices from the requested 
virtual channel and then reissue the 
command specifying the correct channel 
address. 



133E DASD raddr NOT READY 

Explanation : An attempt has been made to 
attach a DASD device that is not ready. 



128E DASD raddr ERROR READING ALLOCATION RECORD 



Operator Action : Hake the device ready and 
reissue the command. 



Explanation ; The volume, which is a 
CP-owned volume, has not been allocated for 
CP use because the allocation record could 
not be read. 

Opera tor A ction : Detach the device from the 
system and reattach it to the system, after 
checking that there are no equipment 
failures . 



13UE type vaddr NOT ATTACHED; CHAN x DEDICATED 

Explanation ; The command has not been 
executed for the requested userid because 
the user has attached a dedicated channel 
with the same channel number as the virtual 
channel number specified in the ATTACH 
command. 






USE 



Operator Action: Verify that the vaddr in 
the ATTACH coBmand is correct. 



Explanat ion; The ATTACH CHANNEL command has 
not been executed because the devices on 
that channel are already in use. 

Operator Action ; Detach devices from users 
and the system before reissuing the ATTACH 
CHANNEL command. 



130E CHANNEL x NOT ATTACHED TO userid 



135E type vaddr NOT DETACHED; CHAN x DEDICATED 

Explanation : The command has not been 
executed because the device was attached 
via the ATTACH CHANNEL command. 

Operator Action: If the channel is no 
longer needed, issue the DETACH CHANNEL 
command. 



Explana tion: The DETACH CHANNEL command has 
not been accomplished because that channel 
is not attached to the specified userid. 

Operator Action: Reissue the command with 
the correct channel for the userid. 



131E INSUFFICIENT FREE STORAGE AVAILABLE FOR 
{ATTACH I LOGON} REQUEST 

Explana tion; An attempt was made to acquire 
storage for virtual device/control 
unit/channel blocks from free storage. The 
storage request could not be satisfied. In 
the case of ATTACH, no devices are 
attached. In the case of LOGON, loqon 



136E DEV vaddr NOT DEFINED; CHAN X DEDICATED 

Explanation ; The channel number appearing 
in the error message is a dedicated 
channel. Users of dedicated channels are 
not permitted to define devices in which 
the virtual channel address equals the real 
dedicated channel address. The virtual 
address (vaddrl) beinq redefined has active 
I/O pending. 

Use r Action ; Reissue the DEFINE command 
usinq a different virtual channel address. 
Quiesce active I/O for the virtual address 
being redefined. 
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137E DASD vaddr NOT LINKED; CHAN x DEDICATED 

Explanatio n; channel x is dedicated to 
this virtual machine. The vaddr appearing 
in the error message has a virtual channel 
that is egual to the real dedicated 
channel. Users of dedicated channels are 
not permitted to link to DASD device (s) 
where the virtual channel equals the real 
dedicated channel. 

Oser Action: Reissue the LINK command 
using a different virtual channel address. 



138E CHANNEL 
STORAGE 



X NOT ATTACHED; INSUFFICIENT FREE 



Explanation ; Sufficient free storage could 
not be acquired to satisfy the attach 
channel request. The request cannot be 
satisfied unless all devices on the channel 
can be attached. 

User Action ; Reduce the number of virtual 
devices in the user configuration. The 
system programmer may want to allocate more 
free storage to the system. 



139E DASD addr NOT {LINKED | ATTACHED} ; 3330Y HOT 
ACCEPTED AS STSTEH VOLUME 

Explanation; Mass Storage (MSS) 3330V 
devices cannot be attached to the system 
and used to contain minidisks. 

User Action: This message identifies a 
restricted function. Mass Storage (MSS) 
3330V devices can only be dedicated to a 
virtual machine user. 



140E type raddr ATTACHED TO userid 

Expl anation; The device specified is not 
under CP control but is attached to the 
specified userid for its exclusive control. 



User Action 
only 



Reissue the command; specify 
devices under CP control. The 



operator must detach the device from the 
specified user in order to make it 
available to another user. 



141E type raddr HOT ACTIVE 

Explanation ; The command has not been 
executed because the device specified was 
not performing any spooling function. 

U ser Act ion ; Reissue the command; specify 
the correct real device, if necessary. 



U2E type raddr NOT DRAINED 

Explanation : The command has not been 
executed because the device specified was 
not in a drained status. 

Ope rator Action ; Drain the specified device 
via the DRAIH command, and reissue the 
command. 



143E type raddr IN USE BY SYSTEM 

Explanation ; The specified device either: 

• Is attached to the system, or 

• Is performing I/O activity, or 

• Is a 3704 or 3705 that is loaded with an 
active EP, NCP, or PEP, or that is the 
active address for the automatic 
DUMP/LOAD process. 

Sys tem Action ; The command is not executed. 

Ope r ator Action: 

• For any device other than a 370'* or 
3705, detach the device if possible, or 
wait for the I/O activity to cease, and 
then reissue the command. 

• For an active 3704 or 3705, the command 
cannot be executed. 

• If a NETWORK DUMP is required, use the 
3704/3705 LOAD button to activate VM/370 
automatic dump and reload procedures. 

• If a NETWORK LOAD of a 3704/3705 control 
program other than the active one is 
required, use the NETWORK DUMP command 
with the OFF operand to suppress 
automatic recovery, and then use the 
subsequent NETWORK LOAD command. 
NETWORK SHUTDOWN can also be used to 
terminate the VH/370 Network Control 
Program. 

144W type vaddr RESET BY userid 

Explanation ; The HALT command was used to 
terminate an active channel program and 
that channel program was associated with a 
specified virtual device. 

Sys tem Action ; The real device is halted 
and all pending interrupts are cleared from 
the specified virtual device. The virtual 
machine then enters CP command mode. 

Programm er Actio n; Ensure that a valid 
channel program was started to the 
specified virtual device. 

Use r Action ; IPL the virtual system to 
continue. 
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1451 OSERID:aserid AT term-raddr WITH INVALID 
{LINKj LOGON} PASSROBD 50. zzx (psttd) HAS 
VIOLATED THE LIBIT OF yyy [,A=aaserid] 

Explanat ion; The installation defined 
threshold for invalid passwords has been 
reached by "userid". 

term-addr - address of terminal being used. 

XXX - current invalid password count, 

pswd - invalid password, 

yyy - current limit. 

When the current limit is met, message 
DKEJSL1"5l is sent. 

If the optional information ••[,A=aiiserid]'' 
is present, the message is the result of an 
AOTOLOG command. In this case "userid" is 
the userid specified in the AUTOLOG 
command, and "auserid" is the userid of the 
issuer of the AOTOLOG. 

Operator Action : Hone. 

Dser A ction : Each installation will have to 
define the specific action they wish to 
take when this situation arises. Since the 
situation is a possible attempt to 
penetrate the system, it should not be 
ignored . 



1461 DOHP FAILED: SPOOLING EBBOE 

Explana t ion : The system 
supply the necessary spool 
the VMDDMP. 



Use r Action ; Ose the lOBSTAT with the 
I0BC3W} 4 status byte to find the possible 
cause. 



was unable to 
file blocks for 



Dser Action: Do not reissue the command 
until spool space is available. 

System A ction ; The VHDDHP request is 
canceled and any spool file blocks are 
f r eed . 



lUSE type raddr BUFFER LOAD name FAILED 

Explanation ; The buffer load cannot be 
accomplished because of an I/O failure on 
the specified device. 

Dser Act ion: Reissue the command, 
attempting to load the buffer as before. 
If the problem persists, there is probably 
a hardware error. Call your system support 
personnel for assistance. 



1511 DASD (addr) NOT ATTACHED, BUSY PERSISTS, 
IOBSTAT=xx, lOBCSW+4=yyyy 

Expla nation; 256 TIO's have been issued to 
the DASD (addr) and a busy condition 
persists . 



IGBSTAT 1 STATUS 70 



lOBSTAT 1 STATUS 10 



lOBSTAT 2 STATUS 00 



Short control unit 
busy. 

Busy device or 
control unit. Check 
for a possible shared 
control unit or 
reserved device. 
Channel or subchannel 
busy. 



160E HEXLOC hexloc EXCEEDS STORAGE 

Explanation : The hexadecimal location 
specified exceeds the storage size. If the 
hexadecimal location was a virtual address, 
the address was beyond the range of the 
virtual machine storage size; if it was a 
real address, then the address was beyond 
the range of the real storage size. 



Note that the storage created by a virtual 
operating system running under VH/370 is 
beyond the range of the virtual machine 
storage size. Thus, the virtual region of 
a VS operating system running under VH/370, 
for example, cannot be displayed. 

Use r Action ; Reenter the command, using 
only valid hexadecimal locations within the 
range of the real or virtual storage size. 



161E SHARED PAGE hexloc ALTERED BY- userid 

Explanation ; The operator has issued an 
STCP (store CP) command for the shared page 
at hexadecimal location 'hexloc'. This page 

>^ sa o -1 Tle4- KooT% al+oT^Q^ Vw 
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dispatched user, 'userid', and it therefore 
will belong solely to 'userid'. Another 
copy of the shared page will be created at 
another location for the other users 
sharing the page before the next user is 
dispatched. Since it is assumed that the 
operator wishes to change the contents of 
the shared page, not the individually-owned 
page, the STCP command is not executed. 

Operator Action : If you want to change the 
contents of the shared segment, use the 
class A LOCK command with the HAP operand 
to determine the real address of the page, 
and then reissue the STCP command witlx the 
corrected shared page address. If you want 
to change the contents of the altered, 
individually owned page, reissue the STCP 
command; this time it will be executed. 
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162E INVALID ECB X - hexdata 

Expla na tion; The user has specified an 
extended control register with invalid 
hexadecimal data. Invalid hexadecimal data 
in an extended control register can mean 
that either certain bit combinations not 
allowed by the architecture have been 
specified, or addresses have been named 
that would cause specification or 
addressing exceptions in the virtual 
machine. 



Sys tem Action ; The system skips this page 
and continues to lock any remaining 
unshared pages in the range specified in 
the LOCK command. 

User Action ; If more pages are to be 
locked, the user must reissue the LOCK 
command specifying unshared pages. 



166E CHANGED SHAEED 
AUXILIARY STORAGE 



PAGE NOT 



WRITTEN 



TO 



User 



Action: 



Reissue 



the 



command. 



specifying valid hexadecimal data for the 
control registers specified. 



162W I 



WW 1 T T n VCXi -y 



Explana tion; The virtual machine is running 
in extended control mode and an attempt has 
been made to store a reset value 'OOOOOOEO' 
into control register zero (x) . The store 
is completed. 

Dser Action: Verify your intention to reset 
control register zero before continuing in 
extended control mode. 



163E STORE EXCEEDS HAXIHOM BEGISTIR 

Explana tion; The STORE command has been 
specified for registers with a number of 
operands to be stored in contiguous 
registers, and the number of operands 
specified would place the store beyond the 
valid register range. 

Syste m Action: The system has stored up to 
and including the maximum register allowed 
for the store function. 

User Action; Verify that the STORE command 
was entered correctly and that the 
beginning register was correctly specified. 
If they were not, reissue the STORE 
command, specifying the correct registers 
and operands. 



16UE HEXLOC hexloc HON- ADDRESSABLE STORAGE 



Exp l anation ; The store into a shared page 
has been made, but a copy of the change has 
not been written to backup storage. The 
recompute bit is on and no page slot is 
available. The change may be lost if it is 
assigned later as a private page. 

Dser A ction ; Provide more paging space. 



170E 3TSTEM name EXCEEDS STORAGE 

Explanation ; If this message was issued in 
response to the SA VESTS, or IPL command, 
the system name specified uses a virtual 
storage size larger than that defined for 
the virtual machine. (For Basic System 
Extensions, this message is applicable for 
SET VHSAVE command.) 

If this message was issued in response to a 
NETWORK command, the specified 3704/3705 
control program is larger than the 
3704/3705 storage (as specified by the 
RDEVICE macro) , and the control program 
image cannot be loaded into the specified 
3704/3705. 

Dser Action : For any of the above commands, 
reissue the command, specifying a system 
name that will fit within the virtual 
machine storage size. Or redefine the 
virtual machine storage size using the 
DEFINE command, and then reissue the 
command. 

For NETWORK, reissue the command specifying 
another control program that will fit in 
the 3704/3705. 



Expla n atio n; The hexadecimal address 
specified with the command lies within a 
nonaddressable storage range. 
Nonaddressable storage is storage created 
by named systems such as VSAH. 

Oser Acti on ; Reissue the command, 
specifying a valid hexadecimal address. 



1651 PAGE hexloc NOT LOCKED; SHARED PAGE 

Expla nation; The page user at hexadecimal 
location "hexloc" cannot be locked because 
it is a shared page. 



171E SYSTEH name VOLID volid NOT MOUNTED 

Exp l anat ion; If this message was issued in 
response to the SAVESYS (or Basic System 
Extensions SET VHSAVE) command, the system 
name cannot be saved because it reguires a 
volume that is not mounted. This may be the 
volume on which the named system was to be 
saved or the volume that the saved system 
needs in order to properly execute once 
loaded. 

If this message was issued in response to 
the IPL command, the system name cannot be 
loaded because it reguires a volume that is 
not mounted. This may be the volume that 
contains the saved system, or the volume 
that the saved system needs in order to 
properly execute once loaded. 
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If this message was issued in response to 
the SAVEKC? coiuiuanu, the voluine specified 
by SYSVOL in the NAHENCP macro in DMKSNT is 
not currently available to the VM/370 
system. 

If this message was issued in response to a 
NETWORK command, the Hetwork Control 
Program cannot be loaded because the volume 
on which it resides is not mounted. 

User A ction ; Send a message to the system 
operator stating which volume is not 
mounted, and request that he mount the 
desired volume and attach it to the systen- 
Reissue the command once the operator has 
verified that the correct volume is mounted 
and attached. 



Explanation ; The FAVORED or RESERVED 

operand specified in the SET command, or 

the NETWORK TRACE facilities specified in 

the NETWORK command, cannot be applied to 

the specified user because that function is 

already in use by the userid identified in 
the error message. 

Use r Action ; For DHKCFS, FAVORED or 
RESERVED turn off the FAVORED or RESERVED 
operand for the user specified in the error 
message, and reissue the SET command 
specifying the new userid for the desired 
function. 

For DHKNES, reissue the NETWORK TRACE 
command after the identified user has 
completed his tracing and has issued the 
command NETWORK TRACE END. 



172E SYSTEM name DASD vaddr INCOMPATIBLE SYSRES 



Explanation ; The 
cannot be saved or 
the direct access 
within the virtual 
does not match 
location specified 
CP system. 



system name specified 
loaded (via IPL) because 
storage device address 
machine's configuration 
the DASD address and 
in the name table of the 



Os er Action; No action can be directly 
taken by the user. Verify that the system 
name you are trying to save or IPL contains 
the correct virtual device address and that 
that virtual device address matches the 
extent on the required owned volume for 
that system . 



173E SYSTEM name REQUIRES DASD vaddr 



(For Basic System Extensions; for name, the 
VMSAVE area named is in use. Send a 
message to the other user asking him to 
release the area or issue the QUERY VMSAVE 
command to find out if any other areas are 
available.) 



176E VIRT=REAL AREA IS USE BY userid 

Explanation ; The UNLOCK VIRT=REAL function 
could not be executed because the given 
userid is logged on and occupying the 
virtual=real area. 

User Action ; Request that the user log off, 

or force the user to log off , and then 

reissue the command specifying the 
virtual=real area. 



E xpla nation; The system name specified with 
a SAVESYS or IPL command requires that the 
virtual machine be using a direct access 
storage device with the specified virtual 

address. 

User Action; In the virtual machine 
configuration, define the required DASD 
address. Then reissue the command, 
specifying the correct system name. 



177E PARM EXCEEDS 64 CHARACTERS 

Exp l anation ; There are more than 64 
characters in the PARM field being passed 
to the virtual system by the IPL command. 

User Action ; Reissue the command with no 
more than 64 characters in the PARM field. 



178E SYSTEM name EXCEEDS AVAILABLE DASD SPACE 



174E PAGING I/O ERROR; IPL FAILED 

Ex pla nation: An I/O error occurred while 
attempting to read a page from a direct 
access storage device. 



U ser Action; 
the failure 
operator. 



Reissue the IPL command. If 
persists, notify the system 



175E {FAVOREDI RESERVED! NETWORK TRACE} ALREADY IN 
USE BY userid 



Explanation ; The amount of DASD space 
reserved by the NAMENCP macro is 
insufficient to contain both the 3704/3705 
control program image and the system 
control information. 

Use r Action ; Increase the amount of DASD 
space reserved by the NAMENCP macro, and 
reissue the command. Verify that the extra 
pages required for the system control 
information were included when the DASD 
space was assigned. 



- - - (Basic System Extensions) - - - 

175E £FAVORED|RESERVED| NETWORK TRACE) name} 
ALREADY IN USE BY userid 



179E SYSTEM name VOLID volid NOT CP OWNED 

Exp l anation ; The DASD volume specified by 
SYSVOL in the NAMENCP or HAHESYS macro is 
currently attached to the VM/370 system, 
but it is not a CP- owned volume, and 
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therefore is not a valid residence Tolune 
for the saved system iaage. 

Dser Action: Ensure that the correct DASD 
volid was specified in the HABENCP or 
NAMESTS macro in DBKSHT, and that the 
physical DASD voluae mounted is the correct 
volume. Verify that the specified volid is 
included in the STSOWN macro in DHKSTS, and 
reissue the SAVENCP diagnose or the SA7ESYS 
command. 



180W TRACE HOT IN EFFECT 

Explanation ; The TBACE EHD function has 
been specified and the TBACE function was 
not in effect . 

Oser Action ; This is a warning message for 
information only and no further action is 
reguired . 



181E SHARED SYSTEH name REPLACED WITH HOH-SHARED 
COPY 

Explanation; The virtual machine has issued 
the CP commands STORE, ADSTOP or TRACE and 
the address targeted by the command is 
referencing a shared named system page. 
The shared named system is released and a 
replacement of the named system is made 
with a nonshared copy. 

D ser Actio n: The virtual machine continues 
to run but is now running the shared named 
system in nonshared mode. The user should 
be aware that total system efficiency 
decreases as the number of users running 
with nonshared copies of a shared named 
system increases. When the user no longer 
needs his own copy of a nonshared system he 
should attempt to replace it with a shared 
copy. In most instances this would mean 
reload (via IPL) of the shared named 
system. 



182E (reserved for IBM use) 



183E VM ASSIST NOT ACTIVE 

E xpla nation: A SET ASSIST ON or a SET 
ASSIST SVC command was issued- However, 
the operator deactivated the assist feature 
for the whole machine. On an Attached 
Processor system, this message indicates 
that the assist is not active on any 
processor, unless the user has affinity set 
on. If the user has affinity set on, then 
the message describes the state of the 
assist for the affinity processor only. 

Syste m Action; The user description is 
updated to use the assist feature when the 
operator activates it for the system. 

O ser Action: None. 



18I»E VB ASSIST NOT AVAILABLE 
addr} 



{OH PROCESSOR proc 



Explanati on; A SET ASSIST or a SET SASSIST 
command was issued but the VB/370 hardware 
assist feature is not available on the 
indicated processor address. In an 
Attached Processor system, the response 
with an optional parameter indicates the 
assist is not available on either 
processor. The optional parameter is 
provided for the SET ASSIST command only if 
the user has affinity set on, and the 
assist feature is not available on the 
affinity processor. 

Sys tem Action : If the assist feature is not 
available on any processor, execution of 
the comuaud is terminated. If the assist 
feature is available on the other 
processor, the user VBBLOK is updated to 
use the assist feature when the user resets 
his affinity. 

Dser Action: Hone. 



185E ECPS LEVEL xx DOES HOT BATCH CP LEVEL yy 

Expl anation : When VB/370 was loaded, VB/370 
detected a mismatch between the hardware 
assist level and the software. Errors 
might result if the CP assist or the 
extended virtual machine assist feature 
were used. 



Syst em Action ; 
unavailable. 



CP 



assist 



set 



Dse r Action ; Update the processor or 
software support to an equivalent level. 



186E CP ASSIST HOT AVAILABLE 

Exp l anation ; A SET CPASSIST command was 
issued but Extended Control-Program Support 
is not available on the processor, or there 
is a mismatch between the hardware assist 
level and the software. 

Oser Action: None. 



187E TIBER ASSIST HOT AVAILABLE 

Expla n ation ; A SET ASSIST TBR command was 
issued on a processor that does not have 
VB/370 Extended Control- Program Support, or 
on a CPO on which virtual machine assist 
has been temporarily disabled by the 
operator. 

Sys tem Action ; If the processor does not 
have this support, no further action is 
taken. If the support is disabled, the bit 
VMFVTBR is set, so that if the sutjport is 
enabled at a later time the timer assist 
will be used (provided the user has issued 
SET TIMER OH or SET TIMER REAL and does not 
have TRACE EXT active) . 

User Action; None. 
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188E SPECIFIED PBOCESSOE ONAVAIIiBLE 

Explanatio n ; A processor address specified 
on the SET command for SET AFFINITY or SET 
ASSIST is unavailable. If the ccnmand 
issued was SET AFFINITY ON, the processor 
in the user directory entry is not 
available. 

Syste m Action; System operation continues. 

User Action: None, 



•1 OQT mmsiTT 
I u :7 J,, m X- J. J 

MODE 



I'kWJL •SXiXf 



OVe«mTai» T \1 TT1TT TkTJrf-ir^ta cjf* /^r^ 



Explanati on; The requested processor is in 
use. Since only one processor is being 
used, the requestor is always executed, on 
that processor. 

Oser Action; Hons. 



1901 NO AFFINITY SPECIFIED IN TEE DIBECTOEY 

E xplan a tion ; The SET AFFINITY ON command 
could not be executed. The user' s 
directory was checked and no affinity 
specification was found. No affinity was 
set for the user. 

Dser A cti on; Reissue the command with an 
explicit processor address, or update the 
directory entry for the user to include 

AFFINITY. 



191E PEOCESSOE nn DOES NOT EXIST 

Expla nation; Numerous attempts were made to 
bring processor nn online and it was found 
tudt processor nn was not STaxj.ajjj.€ <,o tue 



system. 

Syste m Action : 
processed . 



The 



ccmniand 



not 



Operato r Action; Eeissue the command with 
the required processor number. 



192E VABY PEOCESSOE COHHAND FAIIED 

Expla nation : 

A VARY PEOCESSOE OFFLINE command was issued 

and one of the following occurred; 

• The system is in uniprocessor mode. 

• The processor is not online- 

• The processor is the main processor and 
the channel set switching feature was 
not installed or did not work. 

A VARY PBOCESSOE ONLINE command was issued 
and one of the following occurred; 

• The system is not generated for attached 
processor mode. 



• The multiprocessor feature is not 
installed. 

• The system is already in attached 
processor mode. 

Sys tem Action ; The command is not 
processed. 

Operator Action : None. 



1931 PEOCESSOE nn ONLINE 

Explaugtiou ; The Specified processor is nov 
online and operational. 

Sys tem Action ; None. 

Operator Action: None. 

19£il PROCESSOR nn OFFLINE 

Explanation ; The specified processor is now 
offline and not being used. 

Sys tem Action : None. 

Operator Action ; Hone. 

- - - (System Extensions) - - - 

195A 370E FEATORE UNAVAILABLE ONc PROCESSOR nn 

Explanation ; Processor nn has been varied 
online. (The system has gone from attached 
processor mode to uniprocessor mode.) The 
attached processor does not have the 370E 
hardware feature. 



System Action : The user 
console function mode. 



is placed in 



Dse r Action : If the 370E feature is needed , 
a class A user should do the following; 

a. Issue the QUERY PROC command to obtain 
the addresses of the processors online. 

b. Set affinity to the processor with the 
370E feature (the address appearing 
first in the QUEBY PEOC response). 

c. Key in "begin" to continue. 

All other users should notify the system 
operator if the 370E feature is still 
needed. Otherwise, key in "begin" to 
continue. 



200E VIET=EEAL AEEA NOT AVAILABLE; 
{userid I SYSTEM} 



IN USE BY 



Explanation ; The virtual=real (V=E) area 
is not available to the user logging on 
because another user (identified in the 
error message) , or the system, already has 
that area. The user logging on is 

permitted to run as a virtual machine 
without the use of the virtual=real area. 
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Oser Action; If the prio 
logging on warrants the 
area, the user now occ 
should log off. The user 
then get the virtual=real 
and LOGON or by issuing t 
nnnnnk command. However, i 
use by SYSTEM, the ?=R 
unlocked and is unavaila 
until VH/370 is reloaded. 



rity of the user 
use of the V=R 

upying the area 
logging on can 
area by LOGOFF 

he DEFIHE STORAGE 

f the area is in 
area has been 

ble for V=R use 



201E VIRT=EEAL AREA HOT AVAILABLE; DAMAGED PAGES 

Expla nation; The virtual=real area is not 
available to the user logging on. Machine 
checks have occurred which identified 
damaged pages within the ¥=R area. The user 
logging on is permitted to run as a 
standard virtual machine without the use of 
the virtual=real area. 

Dser Action; Hot if y the system operator 
that this message has occurred. The system 
operator can issue the DHLOCK VIRT=REAL 
command so that CP can use the area for 
paging, or he can issue the SHDTDOWH 
command to allow users with the 
virtual=real option to reclaim the area. 

Note ; System support personnel should be 
notified that machine check record (s) have 
been recorded that identify the system's 
hardware malfunction. 



202E VIRT=REA1 AREA HOT 
STORAGE 



AVAILABLE; IHSOFFICIEHT 



Explanation ; The virtual =real area is not 
available to the user logging on because; 

• The virtual=real area was not generated 
at system generation time, or 

• The virtu al=real area is not large 
enough to contain the virtual machine 
size defined in the directory for the 
user logging on. 

Dser Act ion : If the virtual=real area was 
not generated, no action can be taken. 
Otherwise, issue the DEFIHE STORAGE command 
to redefine the virtual machine storage 
size egual to or smaller than the actual 
virtual=real size that was generated. 



203E V=R AREA BEQUIRES IPL EY DEVICE ADDRESS 

Explanation; A shared system or one that 
uses discontiguous saved segments cannot be 
loaded (via IPL) into a virtual machine 
running in the virtual=real area. This 
message is also issued if you issue a 
Diagnose code X'64' to attach a 
discontiguous shared segment to a 
virtual=real machine. 

Sys tem Action: Hone. 

Dser Action; Reissue the IPL command, 
specifying the address of the device on 



which a nonshared version of the system 
resides. 



204E IHVALID PAGE(S) SPECIFIED, V=R AREA 

Explanation : The user is attempting to use 
the DHLOCK command to unlock pages that are 
within the V=R region. 

Sys tem Action : Execution of the command is 
terminated. 

Use r Action : Reissue the DHLOCK command 
with the VIRT=REAL operand or specify pages 
not within the V=E region. 

- - - (Basic System Extensions) - - - 

206E CAHHOT COHHECT TO HOST VIRTUAL MACHIHE 

Explanation : User attempted to DIAL or 
LOGOH through a logical device to a virtual 
machine that has created a logical device. 

Sys tem Action : The command is ignored. 

User Action : DIAL or LOGOH to a valid 
virtual machine. 



21 IE MOHITOR TAPE IS ALREADY ACTIVE 

Exp l anation : The MOHITOR START TAPE command 
was issued while monitor data collection 
was already active. 

System Action : Processing continues. 

Use r A ction : Hone required; the Monitor is 
already active. 



212E MOHITOR TAPE IS HOT ACTIVE 

Explanation ; The MOHITOR STOP TAPE command 
was issued while monitor data collection 
was not active. 

Sys tem Action : Processing continues. 

Use r Action : Hone required. 

213E MOHITOR CPTRACE IS ALREADY ACTIVE 

Explanati on: The MOHITOR START CPTRACE 
command was issued while the internal trace 
table was already active. 

Sys tem Action : Processing continues. 

Use r A ction ; Hone required. 

214E MOHITOR CPTRACE IS HOT ACTIVE 

Expl anation; The MOHITOR STOP CPTRACE 
command was issued when the internal trace 
table was not active. 
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User Action; Hone required. 



Sys tem Action ; Two tape marks are written, 
the tape is rewound and unloaded, and the 
tape drive is released. Data collection 
stops and all classes are disabled. 



215E HONifTOR ACTIVE, DASTAP CANNOT BE ENABLED 
DYNAMICALLY 

Explanat ion ; The MONITOB ENABLE command was 
issued with the DASTAP class when monitor 
data collection was active. 



Operator Action ; If you are not the user 
who issued the HONITOB command, consult 
with the person who did. The user may want 
to mount another tape. If so, reissue the 
MONITOR ENABLE and MONITOR START TAPE 
commands. 



Syste m Action: None. 



Routin g: To primary system operator. 



Dser Action: The DASTAP class cannot be 
enabled dynamically. If the DASTAP class is 
required, stop the monitor, enable the 
DASTAP class, and then restart the monitor. 
Otherwise, reissue the command without the 
DASTAP Class. 



216E SYSPROF CLASS REQUIRES SCHEDULE AND DASTAP 

E xplanati on; The MONITOR ENABLE command was 
issued with the SYSPROF class, but without 
the SCHEDULE and DASTAP classes. 

S yste m A ction : None. 

U ser Action: Both the SCHEDULE and DASTAP 
classes must be specified with the SYSPROF 
class . 



2201 ERROR ON MONITOR TAPE, MONITOR STOPPED BY 
SYSTEM 

Exp l anation : An uncorrectable I/O error 
occurred on tape during data collection. 

System Action : An attempt is made to write 
a tape mark. The tape is released and data 
collection stops. 

Operator Action; If you are not the user 
who issued the MONITOR START command, 
consult with the person who did. The user 
will probably want to mount another tape. 
If so, reissue the MONITOR ENABLE and 
MONITOR START TAPE commands. 

Rout ing; To primary system operator. 



217E MONITOR TAPE NOT STARTED, NO CLASS ENABLED 



221 E MONITOR TO SPOOL IS ALREADY ACTIVE 



Explanat ion : A MONITOB START TAPE command 
was issued when no classes of data 
collection were enabled. 

S yste m A ction : The data collection process 
is not started. 

User Action; Issue the MONITOR ENABLE 
command specifying the desired class or 
classes, and then reissue the MONITOR START 
TAPE command. 



218E MONITOR NOT STOPPED, OUTSTANDING TAPE I/O 



Explanation : A MONITOR START SPOOL command 
was issued when the monitor was already 
running. It may have started automatically 
according to the SYSHON macro 
specifications in DHKSYS. 

Sys tem Action ; None. 

Use r Action ; Review the current automatic 
monitoring specifications in DHKSYS as 
defined by the SYSMOH macro and make sure 
that they still meet the daily monitoring 
needs. 



Exp la na tion; A MONITOB STOP TAPE comaand 
was issued when the data collector was 
attempting to recover from an I/O error or 
was handling an end-of-tape condition. 

Syste m -Action: The command is rejected; 
however, the monitor tape is stopped by the 
system because of either the tape I/O error 
or the end-of-tape condition. 

User Action : None reguired- 



2191 END OF MONITOR TAPE, MONITOB STOPPED BY 
SYSTEM 



222E TIME PARAMETEB SPECIFIES INVALID TIME 

Explanation ; A MONITOR TIME command was 
issued when the specified start or stop 
time did not conform to the required 
syntax. 

Note : The stop time cannot be later than 
midnight. 

System Action : MONITOR automatic start and 
stop times remain unchanged. 

Use r Action : Review format of MONITOR TIME 
command:^ 



Explanation : An end-of-tape condition 
occurred on the monitor tape. 



has 



223E START TIME MUST PRECEDE STOP TIME 

Explanation : The format of the start and 
stop times, as issued in a MONITOB TIME 
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command, was correct. However, the start 
time was not earlier than the stop time. 

Note: Stop time cannot be later than 
midnight. 

Syste m Action: Monitor automatic start and 
stop times remain the same. 

Oser Action: Reissue the command. 



228E FOE OPTION INVALID WITH MONITOR OH 



Explanation : If 
active, data has 
some time. The 
effect says mon 
now and run 
Therefore, the 
monitoring is 
performance data 
of time. 



monitoring is currently 
already been collected for 
MONITOR TIME FOR command in 
itoring should be started 
for the specified time, 
use of the FOR option when 
already active would give 
for an unexpected period 



22aE LIMIT MOST BE BETHEEH 10 and 50000 

Explanation ; A MONITOR LIMIT command was 
issued specifying a spool file maximum 
record count that was not within the 
allowed range. 

Syste m Action ; Monitor automatic spool file 
record count limit remains unchanged. 

Dser Action; Reissue the command with the 
correct LIMIT specification. 



225E INVALID MONITOR OSER ID SPECIFIED, MON NOT 
STARTED 

Expla n ati on; A MONITOR START SPOOL command 
was issued using the TO DSERID option. 
However, the specified user was not in the 
directory . 

Syste m Actio n; The automatic monitoring 
recipient userid specification is unchanged 
and the monitor is not started. 

Dser Actio n; Reissue the command using a 
valid OSERID. 



226E FOB VALDE SPANS MIDNIGHT - COMMAND INVALID 

E xplanation ; A MONITOR TIME FOR command was 
issued specifying a period of data 
collection that, when added to the current 
time, will exceed midnight. 

Syste m A ctio n; The automatic monitoring 
start and stop times remain unchanged. 

User Action: Reissue the command with a 
smaller FOR specification, or manually 
start and stop the monitor as needed. 



227E FOR OPTION INVALID WITH ADTCDISK OFF 



Syste m Action ; 
unchanged. 



Monitoring status is 



Ose r Action: Review your monitoring needs 
and resolve the conflicts in your previous 
specifications. 



229E MONITOR OOT OF DASD PAGES, IS SHOTTING OFF 

Explanation ; Monitor cannot continue 
monitoring due to lack of spool file space 
where monitor data would be placed . 

Sys tem Action : Monitor is shut off. 

Oser Action: Free needed spool file space 
and restart monitor. 



230E IPL SIO ERROR 

Exp l anat ion; The START I/O instruction for 
the initial IPL sequence to the specified 
device received an unexpected condition 
code, so the device could not be properly 
start<sd for the IPL. 

Oser Action: Verify that the device type is 
valid for an IPL simulation and that no 
unexpected status conditions exist in the 
device, and reissue the IPL command. 



231E IPL TIO ERROR 

Explanation ; The IPL simulator encountered 
an unexpected condition code when executing 
a TEST I/O instruction on the specified 
virtual device. 

oser Action ; Verify that the device is 

valid for IPL operation and that no 

unexpected status conditions exist in the 
device, and reissue the IPL commanr". 



Explanat ion; The MONITOR TIME FOR command 
assumes that automatic monitoring is in 
effect. (ADTO=YES has been specified in 
the SYSMON macro or the MONITOR AOTODISK ON 
command has been issued.) 

Syste m A ctio n: The TIME specification is 
ignored and the automatic monitoring start 
and stop commands remain unchanged. 

Oser Action; Issue a MONITOR TIME command 
and reissue the MONITOR TIME FOR command. 



232E IPL ONIT ERROR; CSi csw SNS sense 

Explanation : During the IPL simulation 
process, the specified IPL device received 
an I/O interrupt with a unit check 
condition. 

Oser Action ; Examine the CSH and sense 
bytes to determine the possible cause of 
the simulation failure. If no equipment 
checks are present, reissue the IPL coramanfl 
to the specified device. 
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233E IPL OyEELiT ERSOB 

Explanation : The IPL siaulator was about to 
perfora a loading sequence that would have 
overlaid the sinulator itself. In this 
particular case, the IPL simulator cannot 
function in the specified virtual machine 
at its current storage size. 

Dser Action : Increase the size of the 
virtual Bachine so that the IPL simulator 
will load in an area where it will not be 
overlaid. Then reissue the IPL command. 



e»m « niTT c* 



ZH^x fnx XXX 4Jouu| xHTSntSSTIOB SEQD, 
CODE CC 

Explanation ; This message includes all 
situations where the operator must 
intervene in the 3800 's operation. These 
situations include, but are not limited to 
the following: 

• End of forms 

• Stacker full 

• Toner supply empty 

• Replace developer 



234E IPL SENSE EHEOH 

Ex pla n ation ; fi unit check occurred on the 
IPL device, i SESSE operation was used to 
get the sense bytes and an unusual 
condition occurred. 

Oser Action: Verify that the device is not 
malfunctioning and then reissue the IPL 
command for the required device. 



All relevant status codes are described in 
the 3800 Reference Manual , GA26-1635. 

System Action ; Printing is suspended. 

Ope rator Action : Correct the printer 
condition by examining the status code or 
indicators on the printer. Correct the 
condition and press the START button on the 
printer. 



2aOE PBT XXX, FCB-FORHS HISMATCH, FILEID nnnn 
{HELD! POEGED} 

Explanati on: There is a mismatch between 
the forms control buffer (FCB) and the 
forms in the 3800 printer. 

Syst em Action : Printing is held or 
suspended. The file is held or purged. 

Dser Action: If held, specify correct FCB 
and release the HOLD on the file. If the 
file is purged, reenter the correct 
matching information. 



241E PRT XXX, INVALID LOAD HODDLE mmmm 
SPECIFIED, FILE nnnn {HELD (PURGED} 

Expla nation; An invalid load module has 
been specified and the 3800 printer file is 
either HELD, POEGED, or remains in the same 
HOLD status it had before printing was 
attempted. 



Syste m. Actio n: Printing is held and 
file is either held or purged. 



the 



Opera tor Action : If HELD was indicated, 
specify correct load module and release the 
user HOLD on the given spool file. If 
either HELD or POEGED was not indicated, 
the load module specified for the separator 
page is invalid and remains the same. 
Specify the correct load module (via the 
CHARS parameter on the START command) for 
the separator page. 



243E FLASH MISSING OR INVALID 

Explanation : For 3800 printer operations, 
the FLASH operand in the CP SPOOL or CHANGE 
command is missing or invalid. 

System Action : None. 

Oser Action : Reissue the command with a 
valid FLASH specification. 



2a4E IMAGE LIBRARY MISSING OR INVALID 

Explanation : For 3800 printer operations, 
the IMAGE operand in the START command is 
missing or invalids 

System Action : None. 

Ose r Action : Reissue the command with a 
valid IMAGE specification. 



2U5E CHARS MISSING OR INVALID 

Explanation For 3800 printer operations, 
the CHARS operand in the CP SPOOL, CHANGE, 
or START command is missing or invalid. 

System Action: None. 

Oser Action : Reissue the command with a 
valid CHARS specification. 
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246E FCB MISSING OB INVALID 

Explana t ion : For 3800 printer operations, 
the FCB operand in the CP SPOOl, CHANGE, or 
START command is missing or invalid. 



Syste m Action ; None. 

Ose r Action: Reissue the 
valid FCB specification. 



command with a 



370E feature is not enabled for virtual 
machines. 

Sys tem Action ; The feature is enabled for 

the virtual machine. However, CP will not 

support 370E until a SET S370E ON command 
is issued. 

Use r Action: Notify a class A user in order 
that a SET S370E OH command can be issued 



2471 3800 NAMED SYSTEM imag3800 CREATED 

Explan at i on : The data has teen successfully 
placed in the specified image library. 

S yste m Action : None. 

User Action: None. 



2a8E SPECIFIED IMAGE imag NON-EXISTENT 

Explanat ion; The specified * image TEXT' 
file was not found. 

Syste m Action ; None. 

Oser Action: Correct the erroneous 'image 
TEXT' file and reissue the command. 



249E EBBOB LOADING IMAGE imag 

E xplanatio n; The 'imag TEXT' file caused a 
LOAD error. 

Syste m Act ion: None. 

Oser Action: Correct the problem that 
caused the LOAD error and reissue the 
command. 

- - - (System Extensions) - - - 

250E 370E IS NOT AVAILABLE (ON PEOC xx) 

Expla n ation ; System/370 Extended feature or 
the Extended facility is not installed on 
the processor. 

• The 370E parameter was indicated in the 
user's directory via an OPTION control 
statement. 

• A SET S370E ON command was issued. 

• A SET 37 OE ON command was issued. 
Szstem Action : Normal processing continues. 
Oser Action; None. 



- - - (System Extensions) - - - 

251E 370E IS NOT ACTIVE 

Expla nation; The System/370 Extended 
feature of the Extended facility feature is 
installed on the processor. However, the 



2521 PRT XXX, FILE nnnn REQOBOED AND HELD 

Exp l anation : This message is preceded by 
message DaKSSE255I and information from 
DHKRSE255E must be used by this message. 

Sys tem Action : Printing is suspended. 

Operator Action : Using the backup page 
count given in message DMKESE255I and the 
size of the files just requeued, determine 
how much to backspace the current file: use 
the BACKSPACE command to do this. Also, 
determine whether or not to replace the 
requeued files for printing- The BACKSPACE 
command, with the EOF option, can be used 
to reprint the end of any requeued file. 
Issue the CP START command to reinitiate 
printing operations. 



253E MODIFY MISSING OE INVALID 

Exp la nation : For 3800 printer operations, 
the MODIFY operand in the CP SPOOL, CHANGE, 
or PURGE command line is missing or 
invalid. 

Sys tem Action : None. 

Oser Action : Reissue the command with a 
valid MODIFY specification. 



254E ERROR SAVING image 3800 - RC = (re) 

Explanation : An error occurred while saving 
the named system. 



Code 
4 



12 



Reason 
The named 
found. 



system was 



not 



16 
20 

2H 



The named system is currently 
active. 

The volume for the named 
system is not CP-owned. 

The volid is not mounted. 

The size of the imagelib being 
generated is too large for the 
named system. 

A paging error occurred while 
processing this request. 
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oy o uc: m cxk, u j. \^lx , 



U ser Action: 

Code 
4 



12 

Code 
16 

20 

24 



E xplanati on 

Use another named system that 

has been generated. 

DEAIN any 3800 printers that 
are using the named system and 
reissue the command. 

Check with the installation 
manager to find out why the 
volume is not CP-owned. 
Explanati on 

Have the correct volid mounted 
and reissue the command. 

Hake the image smaller or put 
it into a larger named system. 

Check the named system to 
determine that it is defined 
in DMKSMT and that the 
cylinder actually exists on 
the volume. Also verify, that 
it has been previously 
formatted by CP. Reissue the 
command. If the problem 
persists, see your system 
support personnel. 



2551 PRT xxx, PAGE BOFFEB DESTROYED, BACKDP PAGE 
COONT = nnnn 

E xpla nation; The page buffer has been 
destroyed on the 3800 printer. 

S yst em Action: Printing is suspended. 

Operator Acti on ; See message DHKRSE252I. 

- - - (System Extensions) - - - 

255H 370E FEATURE NOW DISABLED 

Explanation ; A class A user has issued a 
SET 370E OFF command to disable the 370E 
feature, or the system operator has varied 
the processor with the 370E feature 
offline. 

S ystem Action : All 370E users will enter 
console function mode on receipt of the 
message. 

User Action; Await availability of the 370E 

feature. Attempts to continue will result 

in the user being dispatched without the 
370E capability. 

tote: If the 37 OE feature is no longer 
needed, key in "begin" to continue. 



256E INSOFFICIENT VIRTUAL STORAGE 

Exp l anation ; The defined virtual storage is 
insufficient. 

Syste m Action ; None. 

User Action ; Define a larger virtual 
machine, IPL CHS again and reissue the 
command. 



257E RESIDUAL BYTE COUNT = nnnnnnnn (HEX) 

Exp l anation : This message is preceded by 
message DflKNHT254E and is issued when the 
return code in message DMKNHT25tE equals 
20. 

System Action : None. 

Use r Action ; Either define the named system 
with a larger byte count or decrease the 
imagelib byte count. 



2811 HSS VOL $ NOT LINKED; DEHNT IN PROCESS, 
RETRY 

Explanation : A LINK has been re guested for 
3330V VOL $. That volume is in HSS demount 
processing. 

Use r Action : Allow time for the demount 
process to complete and issue the LINK 
again. 



300E SAVE REQUEST BEYOND VIRTUAL MACHINE SIZE 

Explanation ; When the SAVESYS command was 
issued, one or more designated saved pages 
were in the SYSPGNH operand of the NAMESYS 
macro. These pages are beyond the size of 
t*"e virtual machine used. 

User A ction ; Check the numbers of the pages 
designated to be saved in the NAMESYS 
macro. If they are correct, increase the 
size of the virtual machine before 
reissuing the SAVESYS command. 



310E DATE date INVALID; NOT CHANGED 

Explanation ; The system date in CP low 
storage contains invalid data and hence 
cannot be updated for the midnight date 
change. The invalid date indicates a 
possible software system failure since the 
date is automatically set by the system 
initialization routine. 

System Action ; The date in low storage is 
not changed; however, the day of the week 
is changed and the clocks are set to change 
the date at midnight in 24 hours. 
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Operator Action : Contact the syste« 
prograoaer at once. Careful ase of the 
STCP coMBand can correct the date set in 
storage. notify yoar syste« support 
personnel of the problen and supply a duap 
of CP storage if possible. 



System Action : The systea enters a wait 
state (wait state code = 011) . 

User Action: Verify that the operands 
specified in the STSRES macro in module 
DHKSIS define valid system residence device 
characteristics. 



350W DASD raddr SYSSES YOLID HOT volid 

Explanation : The volume label on the pack 
mounted on drive raddr does not agree with 
the volume label specified during system 
generation. 

S yste m Actio n; The system enters a wait 
state (wait state code = 010). 

Dser Action ; Check the STSBES macro in 
module DHKSTS to ensure that the disk 
address and volume label specified are 
valid. 

Operator Action ; Ensure that the correct 
volume is mounted on disk drive raddr and 
present an external interrupt to initiate a 
retry of the operation. 



351W DASD raddr SYSBES NOT EEADY 

Explanation ; The disk drive specified by 
raddr is not ready. Disk raddr was 
specified as the SYSBES device in the 
SYSRES macro in module DHKSYS. 

Syste m Actio n; The system enters a wait 
state (wait state code = 010). 

Operator Action ; Hake the device ready and 
present an external interrupt to initiate a 
retry of the operation. 



3 52W FATAL DASD I/O ESBOB 

Explanat ion; The system nucleus cannot be 
written. Probable causes are: 



aOOI SYSTEH {TEHP SPACE| CHECKPOINT ABEA} FOLL 

Explanation ; All temporary disk space (TEMP 
SPACE) or checkpoint space (CHECKPOINT 
ABEA) is in use. 

System Action ; If temporary disk space is 
full, the system attempts to continue but 
perforaacce is severely degraded. If 
temporary disk space becomes full while 
putting TMDOMP pages out to temporary 
space, the dump is purged. 

If the checkpoint area is full, the system 
continues without checkpointing. This 
improves performance, but if the system 
abends, spool files are lost. Message 
DHKCKS919E is issued after DHKCKS400I. 

Dser Action : If the message resulted from 
processing a THDUHP command, purge unwanted 
dumps on the user reader gueue and retry. 
If still unsuccessful, reguest the system 
programmer to free temporary disk space. 

Operator Action: Review system usage and 
take steps to reduce the system load. 
Spool files should be reviewed. Additional 
printers may be started to reduce print 
spool backlog; if a reader backlog exists, 
users should be reguested to read their 
files. In addition, you may be able to 
determine other spool files that can be 
selectively purged. Logging off inactive 
users reduces temporary disk space usage. 



4011 SYSTEM fTEMP SPACE| CHECKPOINT 
PEBCENT FOLL 



ABEA} 90 



• The disk pack is not formatted properly. 

• The disk pack is defective. 

• A disk hardware error has occurred. 

• The disk is in read-only mode. 

S yste m Action ; The system enters a wait 
state (wait state code = Oil). 

Operator Action ; Ose the FORMAT program to 
reformat the pack. Attempt to do a new 
system load. If the trouble persists, try 
another pack on a different drive. If the 
trouble still persists, call your system 
support personnel. 



353W SYSRES DE?ICE TYPE INVALID 

Explana tion; The device type specified in 
the SYSRES macro in module DHKSYS is not 
valid for system residence. 



Explanation : Ninety percent of all 

temporary disk space (TEMP SPACE) or 

checkpoint space (CHECKPOINT AREA) is in 
use. 

System Action: System operation continues. 



Ope rator 
take steps 



Action ; Review system usage and 
to reduce the system load. 
Spool files should be reviewed. Additional 
printers may be started to reduce print 
spool backlog. If a reader backlog exists, 
users should be reguested to read their 
files. In addition, you may be able to 
determine other spool files that can be 
selectively purged. Logging off inactive 
users reduces space usage. 



mow CP ENTERED; PAGING ERROR 

Explan ati on; An I/O error occurred during 
paging. Probable hardware error. 
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Syste m Act ion; System operation continues. 
The virtual machine enters CP command mode. 
If the virtual machine was running 
disconnected, it is logged off the system. 

Oser action: Reload the virtual system to 
continue. If the problem persists, notify 
the system operator. 



U11W CP ENTERED; TRANSLATION EXCEPTION; WHILE IN 
NON-EC MODE 

Explanatio n: While running an EC mode 
virtual machine, a translation exception 
occurred. Probable CP error. 

Syste m Action : System operation continues. 
The virtual machine enters CP command mode. 
If the virtual machine was running 
disconnected, it is logged off the system. 

Dser Action: Reload the virtual system to 
continue. If the problem persists, notify 
your system support personnel. 



ii15E CONTINOOOS PAGING ERRORS FROH DASD xxx 

Explan ation: Unrecoverable errors are being 
received from the paging device (xxx) . 
This condition is caused by failure of 
either the paging volume or the paging 
device. This condition can occur if the 
paging volume has not been formatted 
properly. 

System Act ion: The system enters a disabled 
wait state (wait state code = OOF) . 



Operator Action : Try to 
the errors are being cans 
device or by the paging 
device is failing, disabl 
(via IPL) the system; c 
support personnel. If 
failing, try reformatting 
condition recurs, discont 
volume and call your 
personnel. 



determine whether 
ed by the paging 

volume. If the 
e it and reload 
all your system 

the volume is 
it. If the error 
inue using that 

system support 



42aE RDR FILE SPOOL ERROR; FILE DNCHANGED 

Explanat ion: A paging I/O error occurred 
while reading or writing a spool file 
record on a CP spooling device, for the 
purpose of guerying or updating TAG 
information associated with that spool 
file. 

System Actions If the error was encountered 
while reading, no change has resulted from 
the user's previous TAG command. If the 
error was encountered while writing, the 
results are unpredictable. 

Dser Act ion: Reissue the command. If the 
problem persists, regenerate the spool file 
that is in error or call your system 
support personnel. 



a25A PON cuu ACCOUNTING DATA; FATAL I/O ERROR 

Exp l anation : An unrecoverable input/output 
error occurred on the card punch at real 
address cuu. Accounting data was saved. 

System Action ; The failing device is varied 
offline and system operation continues. 

Operator Action : Vary the device cuu online 
and restart the punch. If the problem 
persists, contact your system support 
personnel. 

- - - (Basic System Extensions) - - - 

a25E I/O ERROR DURING ACCOUNTING 

Explanation : A spooling I/O error occurred 
while the system was writing accounting 
data to the spooling device. 

System Action : If the accounting spool file 
has been previously checkpointed, the file 
is closed and a new file started. 
Otherwise, the file is written using a 
different spool page. 

User Action ; The closed accounting spool 
file should be processed. If the I/O error 
persists, call your system support 
personnel. 



a26E {RDR I TAPE} 
PURGED 



raddr SPOOL SPACE FULL; FILE 



Explanation ; System input spooling space 
for the reader or tape at real device 
address raddr is full. 

System Action : The file just read is purged 
and system operation continues. 

Operator Action ; Review system usage and 
take steps to reduce the system load. 
Inactive users should be logged off the 
system. Spool files should be reviewed. 
Additional printers may be started to 
reduce print spool backlog. If a reader 
backlog exists, request that users read 
their files. In addition, you may be able 
to determine other spool files that can be 
selectively purged. After reducing spool 
file usage, read the file again. 



a27l {CONIPRTIPUN} vaddr SYSTEH 
FULL; FILE CLOSED 



SPOOL SPACE 



Explanation : System spoolina space on the 
device at virtual device address vaddr is 
full. If the message refers to the 
console, the console spool file has been 
closed. If it refers to the printer or 
punch, the printer or punch output file has 
been closed. 

Sys tem Action ; If the console spool file is 
closed, virtual console spooling stops. The 
virtual machine continues to execute but 
without console spooling. 
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If the printer or punch output file is 
closed, an intervention-required unit check 
condition is returned to the virtual 
machine, the virtual device is made not 
ready, and the system continues. 

Oser Act ion ; Inform the system operator. An 
attempt must be made to reduce the paging 
and spooling load on the system as soon as 
possible. When spool space is available, 
issue the SPOOL CONSOLE START command to 
resume console spooling, or issue the READY 
command to resume printer or punch 
spooling. 



428E {PRT|PUN|RDR1 raddr 
{HELDIPnRGED} 



SPOOL ERROR; FILE 



- - - (Basic System Extensions) - - - 

a28E fPRTI PON IRDRI TAPE} raddr SPOOL ERROR; FILE 
{HELDIPORGED} 



Explanatio n; A paging I/O error occurred on 
the device at real address raddr. 

Syste m Action; If the file that was being 
processed at the time the I/O error 
occurred is a printer or punch file, the 
file is put in HOLD status and system 
operation continues. 

If the file is a reader file, it is purged. 

Operator A ction ; If the file is a printer 
or punch file, try to print or punch it 
again when spooling activity on the printer 
or punch is low. The system operator must 
first take the file out of HOLD status. 

If the file is a reader file, reload the 
file in the reader and retry. 

If the file is a tape file, reposition the 
tape and reissue the command. 

If the problem persists, call your system 
support personnel. 



4291 fCONI PRTIPONIRDR} vaddr SPOOL ERROR; FILE 
{HELDIPORGED} 

Expl ana tion; A paging I/O error occurred on 
the device at virtual address vaddr. 

Syste m Actio n; If it is a console spool 
file error, virtual console spooling stops. 
The virtual machine continues to execute 
but without console spooling. 

If it is a printer or punch spool file 
error, a unit check condition is sent to 
the virtual machine to stop the write 
operation, the file is purged, and the 
virtual device is made not ready. 



If it is a reader file spool error, a unit 

check condition is sent to the virtual 

machine to stop the read operation. The 

file is held. System operation then 
continues. 

Oser A ction : For a console file, issue a 
SPOOL CONSOLE START command and retry the 
output operation. After ten unsuccessful 
retries, the entire opened spool file is 
purged. 

For a printer or punch file, issue the 
READY command to the virtual device and 
retry the output operation. 

For a reader file, try again to read the 
file. 

In any case, if the problem persists, 
inform the system operator of the incident. 
The error is probably due to a hardware 
malfunction. The system operator may advise 
you to purge the file or may decide to turn 
the machine over to your system support 
personnel, depending on the impact of the 
problem. 



t30A {PRTIPON} raddr FATAL 
OFFLINE, FILE HELD 



I/O ERROR; NOW 



Explanation : An unrecoverable I/O error 
occurred on the printer or punch device at 
real address raddr. 

Sys tem Action ; The failing device is varied 

offline, the file being processed is put in 

hold status, and system operation 
continues. 

Ope r ator Action: Vary the device raddr 
online and restart. To process the file 
that failed, take the file out of hold 
status. If the problem persists, call your 
system support personnel. 



aaiA RDR raddr ID CARD HISSING OR INVALID 

Explanation ; The card just read in the 
reader at real device address raddr was not 
a valid ID card. Two formats are 
acceptable: 

• ID userid 

• OSERID userid 

Separator or blank cards are accepted 
before an ID card; any other card preceding 
the ID card is invalid. 

Operator Action : 

• Hun out the cards in reader raddr. 

• Correct the ID card error. 

• Hake the reader ready with the correcte'3 
deck in the hopper. 
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432A RDR raddr ID CARD; 
DIRECTORY 



userid NOT IN CP 



Ex pla n ation : The 'userid' specified on an 

ID card in the reader at real device 

address raddr is not in the VH/370 
directory. 

Syste m A ction ; System operation continues. 

Opera tor Action ; 

• Fun out the cards in reader raddr. 

• Correct the ID card error if one is 
found. 

• Make the reader ready with the corrected 
deck in the hopper. 

If the ID card appears valid, check with 
the system programmer to determine why the 
userid does not exist in the VM/370 
directory. 

433A RDR raddr ID CARD; INVALID DATA - data 

Expla nation: The class specified on the ID 
card in the reader at real device address 
raddr is incorrect or the name specified is 
invalid. The 'data' is the information in 
error on the ID card. If a class is 
specified, it must be one character, A 
through Z or through 9. If no class is 
specified, the default is A. If a name is 
specified, it must be a 1- to 
8-character filename and a 1- to 
8-character filetype, or a 1- to 
24-character data set name. The fields of 
the ID card are free form as follows: 

ID userid. . CLASS n NAME filename filetype 

S ystem Act ion; System operation continues. 

O pera tor Action ; 

• Run out the cards in reader raddr. 

• Correct the ID card error. 

• Make the reader ready with the corrected 
deck in the hopper. 

434A RDR raddr FATAL I/O ERROR; FILE PDHGED 

Explana ti on : An unrecoverable I/O error was 
encountered on the reader at real device 
address raddr. The input file was purged. 

Syste m Act ion; System operation continues. 

Operator Action; 

• Run out the cards in reader raddr. 

• Put the cards back in the hopper, making 
sure the first card is a valid ID card. 



• Hake the reader ready- 

If the problem persists, call your system 
support personnel. 



435E PAGING ERROR WRITING SAVED SYSTEM 

Exp l anation : A paging error occurred 
while writing the system to be saved, or 
the 3704/3705 control program image to be 
saved, to a DASD volume. 

Sys tem Action : Execution of the command 
terminates. The system or control program 
image is not saved. 

User Action ; Be sure you entered the 
correct command — 

IPL nnn 
SAVESYS CMS 

where : nnn is the 3-digit number of your 
A-disk. Try the command again. 

If the problem recurs, check the DASD space 
allocated to receive the saved system or 
control program image. This space must be 
formatted with the CP format program 
(DMKFMT) and allocated as PERM space. 



436E INTERRUPT PENDING. TO PROCEED, TYPE YES. TO 
END, TYPE NO. 

Explanation : In processing the SAVESYS 
command, the system detected that an I/O 
interrupt is pending. 

Sys tem A ction : If you enter YES, the 
SAVESYS command continues to save the 
system but the pending I/O interrupt (s) are 
lost. If you enter NO, SAVESYS processing 
terminates. 

User Action ; Enter YES or NO. 

- - - (Basic System Extensions) - - - 

437E NO DASD SPACE AVAILABLE-IPL TERMINATED 

Exp l anation : The IPL command attempted to 
get a DASD page but none was available. 

Sys tem Action : The command is terminated. 

User Action : Verify that the proper volumes 
reguired for paging and spooling are 
mounted. Reissue the command. 



438E DEVICE IS NOT AVAILABLE FOR ATTACH 

Explanation ; TTie control prog ran has 
determined that the device is offline, 
already dedicated, selected for HSS mount, 
has minidisk allocated, or volume is 
already attached to the system. 
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Syste m Action; The control program cOBsand 
that initiated the WSS request produces a 
message to indicate the eventual result of 
the MSS error. 

User Action: Contact the system operator to 
ensure that action is being taken to 
correct the MSS error. Beissue the command 
when the error has been corrected. 



aSOW CP ENTERED; DISABLED WAIT PSW 'psW 

Explanation : The virtual machine loaded a 
disabled wait PSW, identified by 'psw*. 

Syste m Act ion: System operation continues. 
The virtual machine enters console function 
mode. If the virtual machine was running 
disconnected, it is logged off the system. 

P rogramme r Action : Examine the PSW portion 
of the message. Ensure that the program 
running in the virtual machine has a valid 
LPSW halt. If not, determine why the PSW 
loaded was not masked for interrupts. 



Dser Action : 
to continue. 



IPL the virtual system again 



452W CP ENTERED; EXTERNAL IHIERRDPT LOOP 

Explanati on; The user's virtual machine 
external new PSW is enabled for an 
interrupt condition that will not be 
cleared upon acceptance. It is possible to 
receive an interrupt condition from the CPU 
Timer and the TOD Clock Comparator that 
produces this loop. 

Syste m Act ion: System operation continues. 
The virtual machine enters CP command mode. 
If the virtual machine was running 
disconnected, it is logged off the system. 

Programm er A ction : Determine why the 
external interrupt new PSW is enabled for 
an interrupt condition that will not be 
cleared upon acceptance (that is, the Timer 
is not expected to contain a negative 
value) . 

Dser Act ion : IPL the virtual system again 
to continue. 



Pro g ramme r Action: Determine the cause of 
the program interrupt and ensure that the 
program new PSW is valid. 

Dser Action : Restart the virtual system 
via the BEGIN command, or reissue the IPL 
command to continue. 



4541 {LINE addrlDEV rid} DISABLED 

Explanation : The line or device has been 
disabled due to a permanent I/O error, or 
the operator issued a command that disabled 
the line. 

Sys tem Action : System operation continues. 

Operator Action ; If the message was issued 
due to a permanent I/O error on the line, 
to reactivate the line issue the ENABLE or 
NETWORK command. Tou may have to issue the 
VARY ONLINE command for some device types 
before CP will accept the ENABLE command. 



4551 LINE addr CC=3 NOT OPERATIONAL 

Explanation ; Condition code 3 (NOT 
OPERATIONAL) was received when a START I/O 
was issued to line *addr*. 

System Action ; System operation continues. 

Operator Action : Verify that the terminal 
control unit or transmission control unit 
is enabled for use. If the control unit is 
properly enabled, but trouble persists, 
call your system support personnel. 



456W CP ENTERED; 
ALTERED 



name - SHARED PAGE hexloc 



Exp l anation : The named system has been 
altered by the virtual machine. The hexloc 
is the first changed page detected by the 
control program. The changed page will be 
returned to free storage. No other users 
on the system are affected by this error. 

Dser Action : The user may continue by 
entering the CP command BEGIN. The virtual 
machine is now operating in nonshared mode. 



453W CP ENTERED; PROGRAM INIEERDPT LOOP 



460E CTLR raddr 
CHECK 



{LOAD (DUMP) FAILED: PROGRAM 



Explana tion: A program interrupt occurred 
at the address specified in the virtual 
program new PSW while the virtual machine 
was in basic control mode. 

System Act ion: System operation 
continues. The program interrupt is 
reflected to the virtual machine and the 
virtual machine enters console function 
mode. If the virtual machine was running 
disconnected, it is logged off the system. 



Exp lanation; During execution of the loader 
or dump bootstrap routines in the 
3704/3705, a 3704/3705 program check 
occurred, setting the 'IPL Required' sense 
bit. 

Dse r Action: Reissue the command. If the 
error persists, notify the system 
programmer of a possible 3704/3705 problem. 
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ilblR CTLK raddr IFL HOT SEQDIBEC; 
CONTIUnE: 



•pmcnp-D iyi7CI <PO 



Explanation : A NETWORK LOAD comaand or a 
HETWORK DOHP coDoand was issued for a 
3704/3705 that was not in the 'IPl 
Required • state. 

Dser Act ion; Reply YES to continue the load 
or dump process. Any other response causes 
imaediate command termination. 



Con t rol Panel G uide . Order Ho. G&27-3087, 
describe the procedure for resetting 
emulator lines from the 3704/3705 control 
panel. 



4641 CTLR raddr CC=3; DEPRESS 370X "LOAD" BUTTON 

Explanation : The 3704 or 3705 at real 
address raddr has entered the "Hard Stop" 
condition, indicating a 3704/3705 hardware 
or software failure. 



4621 CTL5 raddr UHIT CHECK; IPL SEQDIHED 

Explanatio n: The 3704 or 3705 at real 
address raddr has requested a dump or 
reload by presenting a unit check to the 
host processor, and the automatic dump and 
restart facility is currently off. 

Operator Action: If the 3704/3705 was 
active before the failure, issue the 
NETWORK DOHP command with the IHMED operand 
to obtain documentation of the failure. 
Use the HETWORK LOAD command to reload the 
3704/3705 with an appropriate 3704/3705 
control program. The CHS service program 
NCPDOHP should be used to print the dump 
file created by NETWORK DUHP- 



4631 CTLR raddr UHIT CHECK; RESTART IN PROGRESS 

Explanat ion: The 3704/3705 at real address 
raddr has requested a dump or reload by 
presenting a unit check to the host 
processor, and the automatic dump/restart 
facility has been initiated. 

Sy stem Acti on : If the 3704/3705 was active 
before the failure, a dump is automatically 
taken. The 3704/3705 is reloaded (or 
loaded) . Any previously enabled lines or 
resources are automatically reenabled. 

Operator Action : Use the CHS service 
program NCPDUHP to format and print the 
3704/3705 dump if one was created. 

When a 3704/3705 Emulation Program is 
automatically reloaded after a 3704/3705 
failure, the system may loop after the 
restart. The message: 

DHKRNH463I CTLR 'raddr' UHIT CHECK; 
RESTART IN PROGRESS 

and two responses: 

CTLR XXX DOHP COMPLETE 

CTLR XXX ncpname LOAD COMPLETE 

indicate that the 3704/3705 has been 
reloaded. If the system loops after the 
second response, you must reset all 
emulator lines from the 3704/3705 control 
panel. The IBM 3704 Control Panel Guide , 
Order No. GA27-3086, and the IBH 3705 



System Action: Hone. 

Operator Action : Press the LOAD button on 
the 3704/3705 control panel. This permits 
execution of the normal VM/370 recovery 
mechanism. 



4651 LINE TRACE TERHIHATED DOE TO ERROR 

Explanation : A HETWORK TRACE command has 
been issued and errors have occurred daring 
the trace process. 

System Action ; The trace is terminated. 

Use r Action: Close the virtual printer to 
get the trace output. Reissue the command 
if you need more information. If the 
failure recurs, call your system support 
personnel. 



465W CTLR raddr EMULATOR LIHES IH USE BY SYSTEH 

Explanation : The operator dedicated the 
native address of a 3704/3705 running a PEP 
system, and one or more of the EP lines is 
in use by VM/370 got logon terminals, 
raddr is the real address of the 3704/3705. 

Sys tem Action : The ATTACH ccwmand is 
completed; processing continues. 

Ope r ator Action ; Hone is necessary. This 
message is a warning that the EP lines in 
use by VH/370 may be affected by the 
virtual machine to which the 3704/3705 was 
dedicated. 



4661 CTLR cuu IH BUFFER SLOWDOWH MODE 

Explanation : This message is issued in 
addition to the response to a QUERY command 
if the 3704 or 3705 control program has 
entered buffer slowdown mode. Buffer 
slowdown mode is entered if the 3704/3705 
control program has less than 12-1/2 
percent of its buffers available, 
indicating a temporary overload. 

Sys tem Action ; Processing continues. 

User A ction : Hone is necessary; however, if 
this situation occurs frequently, the 
storage requirements of the 3704/3705 
configuration should be reexamined. 
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4681 CTLE cuu COHMONICATIONS SCANNER FaiLDEE 

Explanation ; During NCP initialization the 
scanner did not properly enable. The 
device is left "not ready". 

S ystem Action; Processing continues. 



U69E CTLP raddr {LOAD| DDMP} FAILED; 
NOT AVAILABLE 



TEMP SPACE 



E xplanatio n; There was not enough temporary 
space available on the CP system packs to 
satisfy the spool space request for the 
3704/3705 dump processor. 

User Action ; Ensure that enough tenporary 
CP spool space is available and reissue the 
DDMP command. 



470E CTLR raddr 
ERROR 



{LOAD I DUMP} FAILED; PAGING I/O 



E xplanation ; An unrecoverable I/O error 
occurred while reading the page-format 
image of the 3704/3705 control program 
(LOAD) , or while writing the dump spool 
file (DOMP) onto a system volume. 

aser Act ion ; Notify the system programmer 
of a possible error on CP paging packs or 
DASD device. Reissue the command. 



471E CTLP raddr {LOAD|DOBP} 
DNEEC07ERABLE I/O ERROR 



FAILED: 



Explanati on; During execution of NETWORK 
LOAD or NETWORK DDMP, a unrecoverable I/O 
error occurred on the 3704/3705 channel 
adapter . 

D ser Action; Reissue the command. If the 
error persists, notify the system 

programmer of a possible problem with the 
3704/3705 control unit. 



4751 FATAL 10 ERROR TRYING TO READ DIEECTOEY 

E xplana tion: The VB/370 directory currently 
in use by the system could not be read 
because of an unrecoverable input/output 
error . 



If the problem persists after the directory 
has been reformatted and rewritten, call 
your system support personnel. 



5001 type »addr' CMD REJECT CMD=«cm« SNS=« sense' 

CSW='csw» OSERID= 'userid' 
[BBCCHH='bbcchh' ] 

- - - (Basic System Extensions) - - - 

5001 type 'addr" CMD REJECT CMD=«cm' SNS=«sense« 

CSW=«csw» OSERID= 'userid' 
f {BBCCHH='bbcchh' |BLOCK='nnnnnn'} ] 



Sxplaaat ioa: An error recovery routine 
found an unrecoverable command reject I/O 
error. The "type" in the message indicates 
which error recovery routine it was: 



Type 

LINE 

CONS, GRAF 

DASD 

PRT,P0N,EDR 

TAPE 



Error Recover y Routine 

line 

terminal 

disk 

spooling 

tape 



The other variables in the message are; 



addr 

sense 

cm 

csw 
bbcchh 

nnnnnn 



- the unit address of the failing 
device. 

- the sense bytes, in hexadecimal, 
for the error condition. 

- the command code, in hexadecimal, 
of the Channel Command Word (CCW) 
being executed when the error 
occurred. 

- the failing channel status word 
(CSW) , in hexadecimal. 

- the address (bin, cylinder, and 
head), in hexadecimal, where the 
error occurred. 

the block number where the error 
occurred. 



Sys tem Action ; System operation continues. 

Operator Action ; For all types except DASD, 
none. For DASD, if this message occurs 
during IPL from 3330, make sure the 
read/write switch on the drive is in the 
write position. If the message occurs after 
IPL, no action can be taken. 



Syst em Action; The system tries to 
continue. 

Opera tor Action ; Try to rewrite the 
directory as soon as possible using the 
Directory program (DMKDIR) . If the failure 
still exists after rewriting the directory, 
the area may have to be reformatted using 
the Format/Allocate program (DMKFMT) . 

The error recording area on SYSRES will 
contain information on the unrecoverable 
read errors. 



501A type 'addr' INT EEQ [CMD='cm' SNS=«sense' 
CSW='csw« 0SEEID= 'userid' BBCCHH= 'bbcchh • ] 

- - - (Basic System Extensions) - - - 

501A type 'addr' INT EEQ [CHD='cm' SNS='sense' 
CSW=«csw' OSEEID= 'userid' 

{BBCCHH='bbcchh'|BLOCK=' nnnnnn'} 1 



Explan ation; An error recovery routine 
encountered an intervention -re quired 
condition on the device specified. 
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The "type" in the message indicates which 
error recovery routine it was: 

Ti£e Error Becov ery B oatine 

LINE line 

DASD disk 

PRT,PaN,BDB spooling 

TAPE tape 

The other variables in the message are: 

addr - the unit address of the failing 

device, 
sense = the sense bytss, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the Channel Command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSW) , in hexadecimal, 
bbcchh - the address {bin, cylinder, and 

head) , in hexadecimal, where the 

error occurred, 
nnnnnn - the block number where the error 

occurred. 

S yste m Action: System operation continues. 

Opera tor Actio n; For a line error 
condition, no action can be taken. For all 
other devices, take appropriate action to 
make the device ready. 

If the printer or punch cannot be made 
ready, to retrieve the active file on the 
device do the following: 

1. Use the FLUSH command to flush the 
device. (The FLUSH command will not 
issue a response.) 

2. Use the DRAIN command to drain the 
device. The system varies the device 
offline and requeues the file on the 
system printer or punch queue. The 
file has a system hold status if the 
HOLD operand was used on the FLUSH 
command. 



5011 {CONS|PRT|PUN|BDR} 'addr' IHT BEQ [CHD=»cm' 
SNS=«sense« CSH='csw« USERID='userid« ] 

Explan ation; The terminal error recovery 

routine (CONS), or the spooling error 

recovery routine (PRT, PUN, or RDB) found 

an unrecoverable intervention-required I/O 
error . 

addr - the unit address of the failing 

device, 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
csw - the failing channel status word 

(CSW) in hexadecimal. 



Ok' d.acj.m 






kUo ^ nr\tyr^l , 



for the reader, printer, or punch, take 
appropriate action to make the device 
ready. 



5021 type "addr' BUSOUT CK CHD='cm« SNS='sense« 
CSW='csw» DSERID= 'userid' [ BBCCH= 'bbcchh • ] 

- - - (Basic System Extensions) - - - 

5021 type 'addr' BUSOUT CK Cl!D=«cm« SNS=» sense* 
CSW=«csw« USERID= 'userid' 

[ {BBCC H= • bbcchh '! BLOC K=' nnnnnn'} ] 



Explanation : An error recovery routine 
found an unrecoverable bus-out check I/O 
error. 

The "type" in the message indicates which 
error recovery routine it was. 



Type 

DASD 

CONS, GRAF 

LINE 

PBT,PON,SDR 

TAPE 



Error Rec overy R out ine 

disk 

terminal 

line 

spooling 

tape 



The other variables in the message are; 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSW) , in hexadecimal, 
bbcchh - the address (bin, cylinder, and 

head) , in hexadecimal, where the 

error occurred, 
nnnnnn - the block number where the error 

occurred. 

Sys tem Action : System operation continues. 

Operator Action : For CONS, DASD, GRAF, 
LINE, and TAPE, none. For RDB, purge the 
file and try to read it again. For printer 
or punch, take appropriate action to 
correct the problem. If the printer or 
punch is to be made ready, do the following 
to retrieve the active file on the device: 

1. Use the FLUSH command to flush the 
device. (The FLUSH command will not 
issue a response.) 

2. Use the DBAIN command to drain the 
device. The system varies the device 
offline and requeues the file on the 
system p^ri&ter ©r punch queue. iEte 
file has a system hold status if the 
HOLD operand was used on the FLUSH 
command. 



Syste m Action ; 
continues. 



System 



operation 



If the problem persists, call 
support personnel. 



your system 
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503R {RDHIPRTIPOH} 'addr* EQOIE CK CMD='ca« 
SHS='sense' CSW='csw» OSES ID=« user id' 

Explanatio n; The spooling error recovery 
routine found an unrecoverable eqaipnent 
check I/O error. 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadeciaal, 

for the error condition, 
cm - the cooaand code, in hexadecimal, 

of the channel coanand word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSW) in hexadeciaal. 

System Action ; System operation continues. 

Operator Action : Take appropriate action to 
correct the problem. If the problem 
persists, call your system support 
personnel. 



504A {RDHIPHT} 
5H<?=' ec»n<5 



{RDHIPHT} 'addr* DATA CK 

SHS=« sense* CSW=«csw» USERID= "t 



CBD=«cm« 
use rid* 



Explanation ; The spooling error recovery 
routine found an unrecoverable data check 
I/O error. 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSW) in hexadecimal. 

System Action ; System operation continues. 

Operator Action ; Spool printer devices with 
Universal Character Set must have the Block 
Data Check set on. 

Two procedures are available: 



5031 type 'addr' EQOIP CK CHD='cm' SHS=» sense* 
CSW='csw* OSEBID='userid* [BBCCHH=»bbcchh] 

- - - (Basic System Extensions) - - - 

5031 type 'addr* EQOIP CK CHD=*cm* SHS=*sense* 
CSH=«csw' OSEBID=«userid* 

[ [BBCCHe=*bbcchh»|BLOCK=«nnnnnn«} ] 



1. 



2. 



To continue - make the 
not- ready and then ready. 



printer 



To reload the DCS Buffer using the 
LOADBUF command, which sets the Block 
Data Check automatically, flush the 
printer (using the FLOSH command with 
the HOLD operand) , make the printer 
not-ready, and then ready. Vary the 
printer online, and load the buffer. 



Explanation : An error recovery routine 
found an unrecoverable equipment check I/O 
error. The "type" in the message indicates 
which error recovery routine it was: 



Bote ; On the 3211, make the printer not 
ready, press the cancel key, and make the 
printer ready. A 3211 data check could be 
caused by FCB. 



Type 

CONS, GRAF 

LI HE 

DASD 

PRT,PnN,EDR 

TAPE 



Error Recovery Routine 

terminal 

line 

disk 

spooling 

tape 



The other variables in the message are: 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSW) in hexadecimal, 
bbcchh - the address (bin, cylinder, and 

head) , in hexadecimal, where the 

error occurred, 
nnnnnn - the block number where the error 

occurred. 

System A cti on ; System operation continues. 
O perato r Acti on; None. 



504D {DASDITAPE} *addr* DATA CK CHD=*cm* 

SHS=' sense* CSW=*csw' OSEBID= *userid» 
[BBCCHH=* bbcchh*] 

Explanation : The disk error recovery 
routine (DASD) or tape error recovery 
routine (TAPE) found an unrecoverable data 
check I/O error. 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSW) in hexadecimal, 
bbcchh - the address (bin, cylin-i'.er, and 

head), in hexadecimal, where the 

error occurred. 

S ystem Action: System operation continues. 
Ope r ator Action : Reply "retry" or "cancel." 



74 



IBK VM/370 Systea Messages 



DHK 



l^;3;a*-.| -nui 



fv r^v-n—tf^^t cuc= I c-»n0<« i 



CSH='CSW« OSEEID=»userid' [BECCHH=«bbcchh' ] 

- - - (Basic System Extensions) - - - 

5041 type 'addr* DATA CK CMD='cm' S!IS=«sense« 
CSW=»CSW« DSERID=»aseria« 

r {BBCCHH=«bbcchh« |BLOCK=«nnnnnn»} ] 



^ddr ' OTSREDN CK r^mn^t^mt 

SHS=» sense* CSW=«csw« USERID= 'userid* 
rBBCCHH='bbcchh»] 

- - - (Basic System Extensions) - - - 

505D {DASDITAPE} 'addr* OVEEHUN CK CHD='cm' 
SHS=' sense' CSW=«csw« nSESID= 'userid* 
[ £BBCC HH= ' bbcchh • | BLOCK= • nnnnnn' } ] 



Explanatio n; An error recovery routine 
found an unrecoverable data check I/O 
error ^ The "type" in the message indicates 
which error recovery routine it was: 



Type 

CONS, GRAF 

LINE 

DASD 

PRT,PON,RDR 



Error Recovery Routine 

terminal 

line 

disk 

spooling 



The other variables in the message are: 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the coamand code, in hexadecimal, 

of the channel command word (CCH) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSH) in hexadecimal, 
bbcchh - the address (bin, cylinder, and 

head) , in hexadecimal, where the 

error occurred, 
nnnnnn - the block number where the error 

occurred. 

Syste m Action: System operation continues. 

Operator Action ; Hone, or take appropriate 
action to correct the problem. If the 
problem persists, contact your system 
support personnel. 



Explanation : The disk error recovery 
routine (DASD) or tape error recovery 
routine (TAPE) found an unrecoverable 
overrun check I/O error. 

addr - the unit address of the failing 

device. 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSW) in hexadecimal, 
bbcchh - the address (bin, cylinder, and 

head) , in hexadecimal, where the 

error occurred, 
nnnnnn - the block number where the error 

occurred. 

Sys t em Action ; System operation continues. 
Operator Action: Reply "retry" or "cancel". 



5051 type 'addr* OVERRON CK CHD="cm' SNS=«sense« 
CSW=»csw' DSERID=«userid' [ BBCCHH= 'bbcchh • ] 

- - - (Basic System Extensions) - - - 

5051 type »addr« OVERRON CK CHD='cm« SHS=« sense" 
CSW='csw» OSERID=«userid« 

r £BBCC HH= 'bbcchh* I BLOC K=« nnnnnn'} ] 



505A RDR 'addr' OVERRUN CK CHD='cm' SNS='sense' 
CSH='csw' DSERID='userid' 

Expla nation: The spooling error recovery 
routine found an unrecoverable overrun 
check I/O error. 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSH) in hexadecimal. 

Sys tem A ction : System operation continues. 

Operator Action ; Take appropriate action to 
correct the problem. If the problem 
persists, contact your system support 
personnel . 



Explanat ion; The disk error recovery 
routine found an unrecoverable overrun 
check I/O error. The "type" in the message 
indicates which error recovery routine it 
was. 



CONS 
DASD 
LINE 



Error Recovery Rou tine 

terminal 

disk 

line 



The other variables in the message are: 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSW) in hexadecimal. 
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bbcchh - the address (bin, cylinder, and 
head), in hexadecinal, where the 
error occurred. 

nnnnnn - the block nunker where the error 
occurred. 

Syste m A ction : System operation continues. 

Operato r A ction ; Hone. 

5061 DASD 'addr' TRKCOND CK CMD=«cb' SSS='sense« 
CSW='csw» OSEBID=«userid' BBCCHH=« bbcchh' 

Explanation ; The disk error recovery 
routine found an unrecoverable track 
condition check I/O error. 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSH) in hexadecimal, 
bbcchh - the address (bin, cylinder, and 

head), in hexadecimal, where the 

error occurred. 

S yste m Action ; System operation continues. 
Operator A ction ; None. 

507D DASD 'addr' SEEK CK CHD='cm' SNS='sense' 
CSW='csw' DSEBID='userid» BBCCHH=« bbcchh" 

Expla nation: The disk error recovery 
routine found an unrecoverable seek check 
I/Q error. 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSW) in hexadecimal, 
bbcchh - the address (bin, cylinder, and 

head), in hexadecimal, where the 

error occurred. 

Syste m Action ; System operation continues. 
Operator Action: Reply "retry" or "cancel". 



5081 {DASD|PRT|PDN|EDR} 'addr' PERM ERROR 

Cll!D='cm' SNS=» sense' CSW='csw' 

OSERID='userid' [BBCCHH='btcchh' 1 

Explanation; The disk error recovery 
routine (DASD) or the spooling error 
recovery routine (PET, POH, or RDR) found 
an unrecoverable permanent error condition. 



addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSW) in hexadecimal, 
bbcchh - the address (bin, cylinder, and 

head), in hexadecimal, where the 

error occurred. 

System Action ; System operation continues. 
Operator Action: Hone. 

5091 DASD 'addr' TRKOVERON CHD='cm' SNS='sense' 
CSW='csw' OSERID='userid' BBCCHH= 'bbcchh' 

Explanation : The disk error recovery 
routine found an unrecoverable track 
overrun check I/O error. 

addr - the unit address of the failing 

device. 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSW) in hexadecimal, 
bbcchh - the address (bin, cylinder, and 

head) , in hexadecimal, where the 

error occurred. 

Sys tem Action ; System operation continues. 
Operator Action : None . 

5101 TAPE 'addr' CONVERT CK CHD='cm' SHS='sense» 
CSW='csw' OSEEID='userid' 

Explanation; The tape error recovery 
routine found an unrecoverable data convert 
check I/O error. 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSW) in hexadecimal. 

Sys tem Action ; System operation continues. 
Operator Action ; None. 
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5111 TAPE 'addr' COHPAT CK CHD=»cm« SNS='sense« 
CSw=»csw» OSEBID=»useria' 

E xplanation ; The tape error recovery 
routine foand an unrecoverable 

compatibility check I/O error. 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurr e vx. 
csw - the failing channel status word 

(CSH) in hexadecimal. 

S yste m Action: System operation continues. 
Operator Action: Hone. 



5121 TAPE "addr* LOAD POINT CHD='cm« SIIS=« sense* 
CSW='csw» OSEBID='userid« 

Explanation : The tape error recovery 
routine found an unrecoverable load point 
I/O error. 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSH) in hexadecimal. 

Syste m Action: System operation continues. 






None. 



5131 {DASDITAPE} 'addr' FILE 

SNS='sense» CSW='csw' 

[BBCCHH = 'bbcchh' ] 



PEOT CHD='cm' 
OSEHID=«userid' 



- - - (Basic System Extensions) - - - 

5131 {DASDITAPE} 'addr' FILE PHOT CHD='cm' 

SNS='sense' CSH='csw' DSEBID='userid' 

r {BBCCHH='bbcchh' |BLOCK='nnnnnn'} ] 



Explanation : The disk error recovery 
routine (for DASD) or the tape error 
recovery routine (for TAPE) found an 
unrecoverable file protect I/O error. 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSW) in hexadecimal. 



bbcchh - the address (bin, cylinder, and 
head) , in hexadecimal, where the 
error occurred. 

nnnnnn - the block number where the error 
occurred. 

System Action: System operation continues. 

Operator Action : Hone. 

51UD DASD 'addr' ADDHHK CK CMD='cm' SHS='sense' 
CSW='csw' OSERID='userid' BBCCHH= 'bbcchh' 

Explanation: The disk ©rror recover'" 
routine found an unrecoverable missing 
address marker I/O error. 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSW) in hexadecimal, 
bbcchh - the address (bin, cylinder, and 

head) , in hexadecimal, where the 

error occurred. 

System Action : System operation continues. 
Operator Action : Reply "retry" or "cancel". 



5161 type 'addr' BAD SEHSE CHD='cm' SNS='sense» 
CSW=«csw' OSESID='userid' [ BBCCHH=' bbcchh • ] 

- - - (Basic System Extensions) - - - 

5161 type 'addr' BAD SEHSE CHD='cm' SNS='sense' 

[ £BBCCHH= 'bbcchh' I BLOCK=' nnnnnn'} 1 



Explanation : An error recovery routine 
encountered an error on a sense operation. 
The "type" in the message indicates which 
error recovery routine it was: 



Type 
DASD 
LIKE 
TAPE 



Error Recover y Routine 

disk 

line 

tape 



The other variables in the message are: 

addr - the unit address of the failing 

device. ^ 

sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSW) in hexadecimal, 
bbcchh - the address (bin, cylinder, and 

head) , in hexadecimal, where the 

error occurred. 
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nnnnnn - the block nuaber where the error 
occurred. 

Syste m Action ; System operation continues. 

Ope rator Action; None. 



517E DASD 'addr' NOT/KNOHR CMD=«cm» SNS=«sense» 
CSW='csw» DSEEID='userid» [BBCCHH=« bbcchh* ] 

- - - (Basic System Extensions) - - - 

517E DASD 'addr' NOT/KHOWN CHD='CB« SHS=«sense« 
CSH='csw' DSERID='userid' 

[ £BBCCHH=«bbcchh« | BLOCK=« nnnnnn'} 1 



Explanat ion; The disk error recovery 
routine encountered an error that is 
considered an impossible condition and must 
be reported as such. 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSH) in hexadecimal, 
bbcchh - the address (bin, cylinder, and 

head), in hexadecimal, where the 

error occurred, 
nnnnnn - the block number where the error 

occurred. 

System Action; System operation continues. 
Operato r Action ; None. 



5171 {LINE I TAPE} 'addr* NOT/KNOIH CHD='cm» 

SHS='sense' CSW=«csw' DSEHlD='userid' 

Explana tion; The line error recovery 
routine (for LINE) or the tape error 
recovery routine (for TAPE) encountered an 
error that is considered an impossible 
condition and must be reported as such. 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSN) in hexadecimal. 

Syste m A ction ; System operation continues. 
Operato r Action; None. 



5181 {DASDJTAPE} 'addr' RECV 
SNS=' sense' CSW='csw' 

[BBCCHH='bbcchh'] 



EBBOR CHD='cm' 
OSERID='userid' 



Explanation : While attempting recovery, the 
disk error recovery routine (for DASD) or 
the tape error recovery routine (for TAPE) 
encountered an error not associated with 
the original error. Error recovery cannot 
be continued. 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSW) in hexadecimal, 
bbcchh - the address (bin, cylinder, and 

head) , in hexadecimal, where the 

error occurred. 

System Action : System operation continues. 
Oper a tor Action : None. 

5191 TAPE 'addr' PE BOBST CHD='cm' SNS=' sense' 
CSW='csw« OSERID= 'userid' 

Explanation : The tape error recovery 
routine found an unrecoverable phase encode 
burst I/O error. 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSW) in hexadecimal. 

Sys tem Action ; System operation continues. 
Ope rator Action ; None. 



520A {RDB|PBT|PON} 'addr' PERM ERROR CHD='ca' 
SNS='sense' CSW='csw' DSERID=' userid' 

Explanation : The spooling error recovery 
routine found an unrecoverable error 
condition. 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSW) in hexadecimal. 

Sys tem Action: System operation continues. 
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Operator Action ; Take appropriate action to 



OUJ. J.CV^ I 



'n-r-^VI ir>. 



r-^-"*"^^" 



persists, contact 
personnel. 



your system support 



5201 type 'addr' CHAN ERBOB CHD=»cb' SHS=» sense' 
CSW="csw« DSERID=«userid' [BBCCHH='bbcchh» ] 

- - - (Basic System Extensions) - - - 

5201 type 'addr' CHAN EBHOB CMD=«cm« SHS='sense' 
CSW=«csw' OSEBID=«userid' 

[ £BBCCHH='bbcchh« | BLOCK='nnnnnn«} ] 



Explanation : An error recovery routine 
encountered an unrecoverable channel I/O 
error. The "type" in the message indicates 
which error recovery routine it was: 



Type 

LINE 

DASD 

PRT,POH,BDB 

TAPE 



Error Becovery Boutine 

line 

disk 

spooling 

tape 



The other variables in the message are: 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed, 
csw - the failing channel status word 

(CSW) in hexadecimal, 
bbcchh - the address (bin, cylinder, and 

head), in hexadecimal, where the 

error occurred, 
nnnnnn - the block number where the error 

occurred. 

Syst em Action: System operation continues. 
Operato r Acti on; Hone. 



5211 type 'addr' HO DEVICE CHD='CH' SlilS='sense' 
CSW='csw' nsEEID='userid' 

Explanation ; An error recovery routine 
received a reported error from a device 
that is not in the system configuration. 
The "type" in the message indicates which 
error recovery routine it was: 



Type 

GRAF 

PBT,POH,BDB 

TAPE 



Error Becovery Boutine 

terminal 

spooling 

tape 



The other variables in the message are: 

ad4r - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition. 



cm - the command code, in hexadecimal, 

of the channel cosi^nd word 'CCW^ 
being executed when the error 
occurred. 

csw - the failing channel status word 

(CSW) in hexadecimal. 

Sys t em Action : System operation continues. 

Operator Action ; None. 

5221 TAPE 'addr' ERASE CK CHD=«cn« S8S=»sense« 
CSW='csw' OSEBID='userid' 

Explanation ; The tape error recovery 
routine found an unrecoverable erase check 
I/O error. 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition- 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSW) in hexadecimal. 

System Action ; System operation continues- 
Oper a tor Action: None. 



5231 TAPE 'addr' CONTROL CK CHD='cm' 

SNS='sense' CSW='csw' nSERID='userid' 



Explanation : The 
routine found an 
check on a tape. 



tape error recovery 
unrecoverable control 



addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSW) in hexadecimal. 

System Action : System operation continues. 
Operator Action ; None. 



5241 {RDR|PRT|PON} 'addr' LOAD CHECK CHD='co« 
SHS='sense' CSW='csw' OSERID='userid' 

Explanation : The spooling error recovery 
routine received an error when loading the 
OCS (universal character set) buffer or the 
FCB loaded has an invalid channel code; 
such as multiple channels on one print 
line . 



addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition. 
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cm - the command code, in hezadecinal, 

of the channel command word (CCW) 
being executed when the error 
occurred. 

csw - the failing channel status word 

(CSH) in hexadecimal. 

System Acti on ; System operation continues. 

Operato r Action; Retry the operation. 



5251 {GSAF|BDE|PRT|PON} 'addr' 

CHD='CH' SNS=« sense" 

OSERID='userid' 



FORMAT CK 

CSH='csw' 



Explanat ion; The terminal error recovery 
routine (for GPAF) or the spooling error 
recovery routine (for EDB# PET^ or PUN) 
encountered a format error on a write RCE 
(Read Column Eliminate) command. 



addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCH) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSN) in hexadecimal. 

Syste m Action : System operation continues. 

Operato r Action ; Retry the operation. 

- - - (Basic System Extensions) - - - 

5261 TAPE 'addr' DSE FAILED CMD='cm« SNS=»sense' 
CSW='csw' DSERID='userid' 

Explanatio n; A data security erase 

operation has failed to complete 

successfully, causing a timeout condition 
exist on communication lines. 

addr - the unit address of the failing 

device. 

sense - the sense bytes, in hexadecimal, 
for the error condition. 

cm - the command code, in hexadecimal, 

of the channel command word (CCH) 
being executed when the error 
occurred. 

csw - the failing channel status word 

(CSH) in hexadecimal. 

Syste m Action: System operation continues. 

Opera tor Action ; Activate the reset and 
load-rewind buttons on the failing device 
and restart the job. 



5271 £LINE|CONS} 'addr' lOST DATA CHD='cm' 
SNS='sense' CSir='csw' OSERID='userid • 

Explanation ; The line error recovery 
routine (for LINE) or the terminal error 
recovery routine (for CONS) found an 
unrecoverable lost data I/O error. 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCH) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSH) in hexadecimal. 

System Act ion : System operation continues. 
Operator Action: None. 



5281 CLINEICONS} 'addr' TIMEOUT CHD='cm' 

SNS=' sense' CSH='csw' OSERID=' userid' 

Exp la nation : The line error recovery 
routine (for LINE) or the terminal error 
recovery routine (for CONS) determined that 
problems causing a timeout condition exist 
on communication lines. 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCH) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSH) in hexadecimal. 

System Action: System operation continues. 
Operator Action : None. 



5291 {GEAF|RDR|PRT|PON} 'addr' PARITY CK 

CMD='cm' SNS='sense' CSH='csw' 

OSERID='userid' 

Explanation ; The terminal error recovery 
routine (for GRAF) or the spooling error 
recovery routine (for EDE, PRT, or PDN) 
found an unrecoverable parity check I/O 
error. 

addr - the unit address of the failing 

device, 
cm - the command code, in hexadecimal, 

of the channel command word (CCH) 

being executed when the error 

occurred, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
csw - the failing channel status word 

(CSH) in hexadecimal. 



Sys tem Action : 

continues. 



System 



operation 
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Operato r A cti on; 



None. 



- - - (Basic System Extensions) - - - 

5301 DASD 'addr' CHECK DATA CMD='cm' SllS='sense' 
CSH='csw' 0SERID=' userid' BICCK=' nnnnnn' 

Explanatio n: The FB-512 error recovery 
routine encountered an unrecoverable check 
data error. 

addr - the unit address of the failing 
device. 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSW) in hexadecimal. 
nnnnnn - the block number where the error 

occurred. 

Syste m Act ion; System operation continues. 
O per ator Action: Hone. 



5301 GRAF 'addr' UNIT SPEC CMD=«cm' SNS='sense' 
CSW='csw' nSEEID=« userid* 

E xplana tion: The terminal error recovery 
routine found an unrecoverable 

device-detected error. 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word 'CCW^ 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSif) in hexadecimal. 

S yste m Action: System operation continues. 

Ope rato r Action; None. 



5311 GRAF "addr" CNTRL CHECK CBD=«cm" 

SNS=«sense' CSW=»csw« DSEEID=«userid« 

Expl anati on: The terminal error recovery 
routine found an unrecoverable error. The 
addressed device failed to perform a 
specified operation or respond to the 
control unit within a specified period of 
time. 

addr - the unit address of the failing 

device. 
s«ns« - t4te sense bytes, in hexa^ecinial, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred. 



csw - the failing channel status word 
(CSW) in hexadecimal. 

System Action : System operation continues. 

Operator Action ; None. 



5321 GRAF 'addr' OP CHECK CHD=«cm' SNS=»sense' 
CSW='csw« DSERID= 'userid' 

Expl anation ; The terminal error recovery 
routine found an unrecoverable error. The 
control unit has received a valid command 
or order that it cannot execute* 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSW) in hexadecimal. 

System Action ; System operation continues. 

Opera t or Action : None. 

- - - (Basic System Extensions) - - - 

5361 CUU REPORTS DISABLED INTERFACE; FAOLT CODE 
= cccc; NOTIFY CE 

Explanatio n: Unit check has occurred on an 
FB-512 or count-key-data I/O reguest to a 
Director Hodule indicating that a permanent 
error has occurred on the companion 
Director Hodule. The sense data indicates 
Alternate Interface Disabled. (Sense byte 
1, bit 3.) The substitutions in the 
message are as follows; 

CUU device address on which the error was 
reported. 

cccc fault symptoms code obtained from the 

sense data that will be used by your 

service representative to locate the 
failing component. 

System Action: The system logs the error 
and retries the I/O reguest. This retry 
should succeed since it is another control 
unit that failed. 

Use r Action : Notify your service personnel. 



550E ERROR RECORDING AREA 90 PERCENT FULL; RON 
CPEREP 

BxT>laaation ; The error recording area 
specified in the message is 90% full. This 
message is a warning to prevent loss of 
error records. 

Sys tem Action : System operation continues. 
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Operato r Action ; Run the CPEREP progran to 
print the records on the affected area, and 
then clear the area. Save the printed 
output for your system support personnel. 



5 51E ERROR RECORDING AREA FOIL; RDH CPEREP 

Explanat ion The error recording area 
specified in the message is full. Further 
errors of that type cannot te recorded. 

Syste m Action ; System operation continues, 
but no I/O errors, or machine check and 
channel check errors, are recorded. 

Operator Action ; Run the CPEREP program to 
print the error records that are on the 
error recording area that is full, and then 
clear the area. Save the printed output 
for your system support personnel. 

5 521 FORHATTIHG ERROR RECORDIHG AREA 

Explanation ; The recording area specified 
in the message is not in the proper format. 
The area is rewritten in the correct CP 
format at this time. This should only 
occur at the first IPL of a new system with 
a new error recording area. If this 
message appears at other times, it is 
probably due to a hardware error. 

Syste m A ction ; System operation continues. 

Operator Action ; If you did not expect this 
formatting to take place, ensure that the 
allocation of the system volume does not 
overlap cylinders or disk space and then 
call your system support personnel. 



559W SRF cuu NOT ACCESSIBLE; FRAMES NOT ON ERROR 
CYLINDERS 

Explanation ; One of the following 
conditions has occurred on a 3031, 3032, or 
3033 processor: 

1. SRF is not included in DHKRIO. 

2. The service support console is 
configured for diagnostics, remote 
hook-up, or program frame. The 
console is not in SRF mode. 

3. The system is running in degraded 
mode. (only one console station is 
operational.) 

System Action ; Processing continues. 
System will run, EREP data is 
collected. Reports are unformatted. 

D ser Action ; 

1. Reassemble DHKBIO with the proper 
address for the 7443 devices and 
include ••SRF=" on the PIOGEN macro, 
refer to the TH/370 Planning and 
System Generation Guide . 

2. Wait until the service support console 
is available. Enable the I/O 
interface. Select SRF mode from the 
CI frame by activating the SRF (A2). 
(On the 3032, the SRF appears disabled 
until it is accessed.) VARY OH the 
SRF. Attach the SRF. Rerun CPEREP 
CLEARF. Refer to the 
Complex Operating 
GC38-0031. 

3. Rerun CPEREP when both console 
stations are operational, generate 
reports then run CPEREP CLEARF to 
clear and obtain the frame records. 



3033 Processo r 
Procedure s , 

both 



5 531 ERROR RECORDING AREA CLEARED; USER 'userid* 

Explanation ; DMKIOG has been invoked by 
user 'userid' to clear the error recording 
area specified in the message. Error 
recording in that area is reenabled. 

System Action; System operation continues. 

Operato r A ction ; None. 



5 581 ONRBCOVERABLE I/O ERROR; ERROR RECORDING 
DISABLED 

Expla n at ion; Unrecoverable input/output 
errors were encountered while trying to 
read or write in the error recording area 
at system initialization time. Error 
recording has been disabled. Probable 
hardware error. 

Syste m Act ion; System operation continues 
but error recording is not being done. 

Operator Action ; System operation without 
error recording is not recommended. 
Whenever possible, try to restart the 
system, with the system disk on another 
drive. If the problem persists, call your 
system support personnel. 



560H ERRORS ON SRF cuu: 
CYLINDERS 



FRAME NOT ON ERROR 



- - - (Basic System Extensions) - - - 
560W ERRORS OH SRF CUU; FRAME HOT IN ERROR AREA 



Explanation ; A permanent I/O error was 
encountered during an I/O operation with 
SRF cuu. The SRF CUU frames are not placed 
on the error recording cylinders or in the 
error recording area. 

Sys tem Action: Processing continues. 

Operator Action : After the cause of the 
error has been corrected, run CPEREP with 
the CLEARF parameter specified to clear the 
area. This will cause the frames to be 
placed in the error recording area. 



561W MORE THAN 50 MCH 
FROM SRF cuu 



OR CCH FRAMES HEBE READ 



Explanation; The maximum number of frames 
of one type has been exceeded. 
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• There is an error in the Service 
Processor when responding to I/O 
requests to the SBF, or 

• The last engineering change has provided 
a set of frames larger than the Bazimnffl 
number expected. 

Syste m a ction ; The first 50 frames read 
will be accepted as valid and will be 
written to the error recording area. 

Operato r Action ; Processing of MCH or CCH 
records by 50 frames may result in an 
incomplete or erroneous edit of logout 
information. Call your system support 
personnel. 



603W CHANNEL EEROB; RON SEREP, RESTART SYSTEM 

Explanation ; A channel check condition 
occurred from which the channel check 
handler could not recover. 

Sys tem Action ; The system enters a wait 
state (wait state code = 002) . 

Ope rator Action ; Probable hardware error. 
Run the SEREP program to document the error 
condition before restarting the s'^stea. If 
the problem persists, call your system 
support personnel. 

To restart, clear storage and IPL the 
VM/370 system, specifying CKPT start. 



5751 I/O ERROR ADD=raddr, OSEEID=userid 



Explanation; The VH/370 
interface has determined 
or temporary I/O error h 
virtual machine. This aes 
when VM/370 error routines 
recording counter and 
statistics for various 
recording demounts, and 
general statistical data. 



error recording 

that a permanent 

as occurred on a 

sage also appears 

are invoked for 

buffer overflow 

devices, for 

for recording 



S ystem A ction ; System operation continues. 

Operato r Action: Run CPEREP to document the 
error. If the problem persists, call your 
system support personnel. 



6011 CHANNEL CONTROL CHECK EEV xxx; OSER 
'user id' 

Explanation ; A channel control check 
occurred on the channel specified by device 
xxx, where; 



xxx 



- Channel, control unit, and device 
address of the failing unit. 



Syst em Action ; System operation continues. 

Operato r Action ; Probable hardware error. 
If the problem persists, call your system 
support personnel. 



6 021 INTERFACE CONTROL CHECK DEV xxx; USER 
'user id' 

E xpla nation; An interface control check 
occurred on channel specified in device 
xxx, where; 

xxx - Channel, control unit, and device 
address of the failing unit. 

Syste m Action: System operation continues. 

Operator Action: Probable hardware error. 
If the problem persists, call your system 
support personnel. 



6051 CHANNEL CHECK RECORDING FAILURE 

Explanation ; This message appears; 

• When an unrecoverable I/O error is 
encountered while recording on the error 
recording cylinder, or 

• When the channel check recording 
cylinder is full. 

System Action : System operation 
continues. 

Operator Action ; Run the CPEREP program to 
write out the error records and clear the 
channel recording cylinder. If the error 
recurs, contact your system support 
personnel. 



610W MACHINE CHECK; SUPERVISOR DAMAGE cpuid 

Explanat ion; The machine check handler has 
encountered an unrecoverable error withxn 
CP. This message is also issued if a 
malfunction alert occurs on the attached 
processor and. CP was in control. 

System Action : The system enters a disabled 
wait state (wait state code = 001 or 013). 

O perator Action ; Probable hardware error. 
Run the SEREP program to document the 
error. Restart the system. If the problem 
recurs, contact your system support 
personnel. 



61 1W MACHINE CHECK; SYSTEM INTEGRITY LOST cpuid 

Explanation ; The machine check handler has 
encountered an error that cannot be 
diagnosed because of an invalid machine 
check old PSW or invalid machine check 
interrupt code (MCIC) . The integrity of the 
system at this point is not reliable. 

Sys tem Action; The system enters a wait 
state, code 001. 
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Opera tor Action : Probable hardware error. 
Run the SEREP program and save the output 
for your system support personnel. Restart 
the system. 



612W MACHINE CHECK TIMING FACILITIES DAMAGE; RON 
SEREP cpuid 

Explanation ; An error has occurred in the 
timing facilities. Probable hardware 
error . 

System Action : The system enters a disabled 
wait state (wait state code = 001) . 

Operator Ac tion ; Run the SEREP program to 
document the error. Restart the system. If 
the problem recurs, contact your system 
support personnel. 

6131 SOFT MACHINE CHECK RECORDING DISABLED cpuid 

Explanation: The error reporting interrupt 
mechanism for soft machine checks has been 
disabled. 



Syste m Action : System operation 
continues. 

Opera tor A ction ; None. 

MACHINE CHECK; DAMAGED PAGE NOW DELETED 
cpuid 

Explanation; The machine check handler 
has deleted a page of storage as a result 
of storage data failures. Probable hardware 
error . 



6141 



Syste m Act ion : 
continues . 



System 



operation 



Operat or Action ; The system operator 
should note that the system is operating 
with UK bytes less storage each time this 
message appears. 

If the problem recurs, run the CPEREP 
program to document the error, then contact 
your system support personnel. 



6151 MACHINE CHECK RECORDING FAIIDRE cpuid 
Explan at ion; This message appears; 

• If an unrecoverable I/O error is 
encountered while recording on the error 
recording cylinder, or 

• When the machine check recording 
cylinder is full. 



Syste m Act ion ; 
continues . 



System operation 



Operator Ac tion : Run the CPEREP program 
to print the error records and clear the 
KCH recording cylinder. If the problem 
recurs, contact your system support 
personnel. 



6161 MACHINE CHECK; OSER userid TERMINATED cpuid 

Explanation ; The user identified by 
userid has encountered a machine check 
error and the user's virtual machine has 
been reset. Probable hardware error. 



Sys tem Action: 
continues. 



System 



operation 



Oper ator Action; Run the CPEREP program 
to document the error. If the problem 
recurs, contact your system support 
personnel. 



6171 MACHINE CHECK; BUFFER OR DLAT DAMAGE cpuid 

Exp l anat ion; The Machine Check Handler has 
encountered a buffer storage or DLAT 
partially disabled. 



System Action ; 
continues. 



System 



operation 



Operator Action : Run the CPEREP program 

to document the error. If the problem 

recurs, contact your system support 
personnel. 



6181 {INSTROCTION RETRY|MAIN STORAGE} HOW IF 
{RECORD I QDIET} MODE cpuid 

Explanation : The SET MODE command has 
placed the processor in the mode that is 
specified. 



System operation 



Sys tem Action : 
continues. 

Ope r ator Action : None. 



6191 MACHINE CHECK; OPERATION TERMINATED cpuid 

Explanation : The user has encountered a 
machine check error and the user's virtual 
machine had been reset or terminated. If 
the virtual machine was reset, the user 
must reinitialize the system to commence 
operation. If the virtual machine was 
terminated, he must log on again to 
commence operation. 



Syste m Action ; 
continues. 

Operator Action : 
to document the 
recurs, contact 
personnel. 



System 



operation 



Run the CPEREP program 

error. If the problem 

your system support 



6201 MACHINE CHECK; ATTACHED PROCESSOR NOT BEING 
USED 

Exp lanation: The attached processor is no 
longer being used by the system because; 



A malfunction alert was received 
the attached processor. 



from 
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The aiachine check hatidler received an 
unrecoverable error on the attached 
processor while in problem state. 

An instruction processing error was 
detected for the attached processor. 



Syste m Action : 
uniprocessor node. 



System operates 



Op erato r Action ; Run the CPEBEP program to 
document the error and save the output for 
your system support personnel. 



6211 MACHINE CHECK; AFFINITY SET OFF 

Explanation ; The attached processor is no 
longer being used by the system because of 
a malfunction alert, or an unrecoverable 
machine check. Affinity for the attached 
processor is no longer valid. 

Syste m Acti on; System operates in 

uniprocessor mode. The user is put in 

console function mode (if user was not 
disconnected) with affinity turned off. 

User A ction ; Resume processing. Continue 
to operate without attached processor 
affinity, if possible. 

622W MACHINE CHECK; MULTIPLE CHANNEL ERRORS 

Explanation ; During a machine check 
interruption, a group of channels is 
unavailable. The channels will not be 
available until the system is reset. 



System Action: VM/370 
loading a disabled wait 
in the PStf is X' 00000001' 



is terminated by 
PSW. The wait code 



Svstea Action: Svstei or>erati on cnntinups- 



Ope r ation Action ; None. 



700E INPOT ONIT IS NOT A CPVOL 

Explanation; The CPVOL operand wis 
specified for a DOMP or COPY statement, but 
the last INPOT control statement did not 
describe a device that had been initialized 
with the VM/370 Format/Allocate program. 

System Action: If the input is from cards 
or a CHS file, the program is terminated 
after scanning the remaining statements for 
syntax. Otherwise, the correct statement is 
solicited from the console. 

User Action; Describe the proper DASD 
device with the INPOT control statement. 
If the proper input device is defined, use 
the ALL operand or the explicit cylinder 
operand for the DUMP or COPY function. 



701E INVALID OPERAND - operand 

Explanation; The specified 
invalid. 



operand is 



System Action; If the input is from cards 
or a CMS file, the card image is printed 
above the message, and the program is 
terminated after scanning the remaining 
statements for syntax. Otherwise, the 
correct statement is solicited from the 
console. 



User Action: Correct 
resubmit the job. 



the operand and 



Operato r Action : I PL SEREP 
VM/370 via IPL. 



and then reload 702E CONTROL STATEMENT SEQUENCE ERROR 



6231 CHANNEL SET CONNECTED TO PROCESSOR nn 



Explanat ion; A processor 
on the main processor 
processor recovery succeed 
the channel set to the at 
or the operator issued a 
command for the I/O pr 
offline process succeeded 
channel set to the attache 



failure occurred 
and automatic 
ed in connecting 
tached processor; 
VARY OFFLINE CPU 
ocessor and the 
in connecting the 
d processor. 



Syste m Act ion ; Processing continues on the 
attached processor in uniprocessor mode. 

Operat ion Action: When a processor failure 
occurred, call your system support 
personnel for support. When the problem is 
resolved, issue the VARY ONLINE command. 



Explanation: The control 
in the proper seguence. 



statement is not 



System Action: If the input is from cards 
or a CMS file, the card image is displayed 
above the error message. The program is 
terminated after scanning the remaining 
statements for syntax. Otherwise, the 
correct statement is solicited from the 
console. Note that all DOMP, RESTORE, or 
COPY statements must be delimited by an 
INPUT or an GOTPOT control statement. When 
multiple, explicit cylinder extents are 
defined, the DUMP, COPY, and RESTORE 
statements must not be intermixed. 

User A ction ; Place the control statements 
in the proper sequence, or correct the 
error, and resubmit the job. 



6241 MACHINE CHECK; EXTERNAL DAMAGE cpuid 

E xplanation ; A machine check causing 
external damage has occurred. 



703E OPERAND MISSING 

Explanation ; The above control statement 
contains insufficient information. 
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Syste m Action: If the input is from cards 
or a CMS file, the card image is displayed 
before the message. The program is 
terminated after scanning the remaining 
statements for syntax. Otherwise, the 
correct statement is solicited from the 
console. 



User Actio n; Provide the 
and resubmit the job. 



missing operand 



704E DEV cua NOT OPERATIONAL 

E xplanatio n; cuu is the device address of 
the unit that is not operational. 

Syste m Act ion; If the input is from cards 
or a CMS file, the program is terminated 
after scanning the remaining statements for 
syntax. Otherwise, the next statement is 
solicited from the console. 

Oser Action; Either attach the proper 
device to your system or redefine the 
device in error. In either case, the 
function control statement must be 
reentered. 



Oser Action ; Determine whether or not the 
error was valid. If it was not valid, 
resubmit the job. If the error persists, 
call your system support personnel. 



7051 I/O ERROR 
LINE=addr 



RESID=resid 



STATOS=status 



Explanation ; For DHKR6A, an unrecoverable 
I/O error has been detected on the remote 
display station or the remote printer. 

resid - three bytes, in hexadecimal, of 

the real resource identifier, 
status - two bytes, in hexadecimal, of 

status and sense data describing 

the error, 
addr - the unit address of the line to 

which the remote station is 

attached. 

System Action ; System operation continues. 
The system operator is notified. The user 
receives "NOT ACCEPTED" at the display 
terminal. 

Operator Action; None. 



705E 10 ERROR cuu CSW csw SENSE sense INPOT 
bbcchh OOTPOT bbcchh CCB ccw 

- - - (Basic System Extensions) - - - 

705E 10 ERROR CUU CSW csw SENSE sense INPUT 
bbcchh OOTPOT {bbcchh |nnnnnn} CCW ccw 



Explanatio n; An unrecoverable I/O error 
has been detected on the input or the 
output device, where: 

ecu - the unit address of the device in 

error, 
sense - the sense bytes, in hexadecimal, 

describing the error, 
csw - channel status word from the 

error, 
bbcchh - the address (bin, cylinder, and 

head) , in hexadecimal, where the 

error occurred on the input or 

output cylinder, 
nnnnnn - the block number where error 

occurred, 
ccw - the channel command word from the 

error. 

Syste m Action; The jofc step is terminated. 
If the output device is tape, an attempt is 
made to write a trailer label closing the 
output device, A cylinder map is printed 
describing all valid data that was dumped, 
restored, or copied to the point of error. 

Note: This may be a valid condition if a 
virtual user attempts to dump, restore, or 
copy past the cylinder extents of the 
minidisk with which he is working. 



706E LINE addr NOT ENABLED 

Explanation ; The command could not be 
executed because the line address specified 
was not enabled. 

Sys tem Action : None. 

Ose r A ction ; Enable the line address and 
reissue the command. 



707A DIAL FUNCTION NOT AVAILABLE 

Exp l anation : The DIAL command cannot be 
issued from this station or terminal. 

System Action ; System operation continues. 

Oser Action; Hone. 



707E MACHINE CHECK RON SEREP AND SAVE OOTPOT FOR 
CE 

Explanation ; A hardware error has occurred 
while running in standalone mode. 

System Action ; The program loads a disabled 
wait state PSW after attempting to print 
the message. 



Oser Action ; Run the 
program provided by the 
to document the hardware 
analysis of the problem. 



standalone SEREP 

customer engineer 

error for further 

Attempt to rerun 



the job. If the error persists, call your 
system support personnel. In either case, 
all output should be saved to show to the 
service representative. 
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708E IH7ALID INPUT OE ODTPDT DEFI5ITI0H 

Explanation ; The INPOT and/or ODTPOT 
statement is not defined or is defined as 
the wrong device type. For example, the 
DOMP statement must have the input unit 
defined as a D4SD device and the output 
unit defined as a tape device. 

Syste m Action ; If the input is from cards 
or a CMS file, the program is terminated 
after scanning the remaining statements for 
syntax. Otherwise, the correct statement is 
solicited from the console. 

Oser Action ; Hedefine the input or output 
definition, or use the proper function 
control statement. 



7 09E WHONG INPUT TAPE MOUNTED 



volid2 — The volume serial number from the 
70L1 label on the DASD device 
specified by the control 
statement. 

System Action : Waits for response. 

If you respond "yes", the operation 
continues. 

If you respond "no", and the input is from 
cards or a CHS file, the program is 
terminated after scanning the remaining 
statements for syntax. Otherwise, the next 
statement is solicited from the console. 

If you respond "reread", the volume 
specified is read again. 

Note; A new volume may have been mounted 
in the interim. 



Expla na tion: The tape is invalid for one 
of the following reasons: 



Use r Action: Respond "yes", "no", or 
"reread" . 



There is no volume 
tape. 



header record on the 



The volume header record cylinder 
identifier is higher than the cylinder 
being searched for. If the tape was 
produced from FB-512 data, the volume 
header blockid is higher than the block 
being searched for. 

The volume header record time stamp is 
different from the preceding volume 
trailer label time stamp. 



Syste m A ction ; The 
unloads the tape; then 
the next tape's volum 
the wrong input tape i 
rewinds and unloads th 
whether the BEHIND, UN 
was specified in 
statement of the DASD 



system rewinds and 
it attempts to read 
e header record. If 
s mounted, the system 
e tape, regardless of 
IGAD, or LEAVE option 
the INPUT control 
Dump Restore program. 



User Action: Mount the proper tape. 



710A DEV CUU INTERVENTION REQUIRED 

Explana tion: cuu is the unit address of the 
device that has become not-ready. 

System Action ; The program waits for the 
specified device to become ready. 

User A ction : Make the specified device 
ready. 



71 2E NUMBER OF EXTENTS EXCEEDS 20 

Explanation ; The DOMP or COPY control 
statement has explicitly defined more than 
20 extents, or if CPVOL was specified, the 
input unit has more than 20 physical 
extents defined. 

System Action ; If the input is from cards 
or a CMS file, the program is terminated 
after scanning the remaining statements for 
syntax. Otherwise, the next control 
statement is solicited from the console. 

User Action ; Use the DUMP ALL or COPT ALL 
statement, or perform the job specifying no 
more than 20 extents, and repeat DUMP or 
COPY if necessary to complete the task. 



71 3E OVERLAPPING OR INVALID EXTENTS 

Explanation ; The DUMP, RESTORE, or COTY 
statement contains invalid or overlapping 
explicit cylinder or block extents. 

System Action : If the input is from cards 
or a CHS file, the program is terminated 
after scanning the remaining statements for 
syntax. Otherwise, the correct statement 
is solicited from the console. 

User Action: Enter the proper cylinder or 
block extent information. 



711R VOLID READ IS volid2 [NOT volidi ] DO YOU 
WISH TO CONTINUE? RESPOND YES NO OR 
REREAD: 

Explanation : 

volidi - The volume serial number from the 
input or output control 
statement; volidi is displayed 
only if it was entered. 



71 4E RECORD bbcchh NOT FOUND ON TAPE 

- - - (Basic System Extensions) - - - 
714E RECORD fbbcchhl nnnnnn} NOT FOUND ON TAPE 



Explanation : The given record was not found 
on the tape. 
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bbcchh - the address (bin, cylinder, and 
head) , in hexadecinal, of the 
missinq track header record. 

nnnnnn - the decimal tlock number of the 
missinq block. 

System Act ion; The jot step is terminated. 

All data 

is valid. 

CMS file, 

scanninq 

syntax. 



restored or copied to that point 
If the input is from cards or a 
the program is terminated after 

the remaining statements for 
Otherwise, the next control 



statement is solicited from the console. 

User Action: Ose the COPT ALL or RESTORE 
ALL statement, or use the correct explicit 
cylinder operand. 



715E LOCATION bbcchh IS A FLAGGED TRACK 



Explanat ion; The DASD device 
track. 



has a flagged 



bbcchh - the address (bin, cylinder, and 
head) , in hexadecimal, of the 
flagged track. 

S ystem Action; RC = 3. 

For the IBM 2314, 2319, and 2305, the job 
step continues; for the lEH 3330 and 3350, 
the job is terminated. All data dumped or 
copied to that point is valid. The input 
and output devices are closed, and a 
cylinder map of the data dumped or copied 
is printed. 

For the IBM 2305, 23m, 2319, and 3340, 
flagged tracks are treated as any other 
track; that is, no attempt is made to 
substitute the alternate track data when a 
defective primary track is read; tracks are 
not inspected to determine if they were 
previously flagged when written. It is 
therefore recommended that volumes dumped 
containing flagged tracks be restored to 
the same volume. DMKDDR715E is displayed 
each time a defective track is dumped, 
copied, or restored, and the operation 
continues. 

For the IBM 3330 and 3350, flagged tracks 
are automatically handled by the control 
unit and should never be detected by the 
program. However, if a flagged track is 
detected DMKDDR715E is displayed and the 
job step is terminated. 

Oser Action; Ose the DOHP or COPY 
statements with the explicit cylinder 
operand to dump or copy around the flagged 
track. 



The volume serial number is displayed only 
if specified in the INPUT or OOTPOT control 
statement. 

(For Basic System Extensions FB-512 
devices, block 1 on the device could not be 
read.) 

Sys tem Action ; The system waits for a 
response. 

If you respond "yes", the system continues 
with the job steps. 

If you respond "no" and the input is from 
cards or a CHS file, the program is 
terminated after scanning the remainina 

c^* ■:» •♦- e> m e Ts 4- cr ^fy"^ cww-f-ov r*4-KsM~w-! «=-p •♦•V p n e^ v+- 

Statement is solicited from the console. 

If you respond "reread", the program 
attempts to reread the specified device. 

Dser Action ; Respond to the message as 
indicated. 



717R DATA DOMPED FROM volidi TO BE RESTORED TO 
volid2. DO YOU WISH TO COHTINOE? RESPOND 
YES NO OR REREAD: 

Exp l anation ; 

volidi - The volume serial number of the 
input tape. 

volid2 - The volume serial number of the 
output DASD device that is to 
receive the data from volif^l. 

Sys tem A ction : The system waits for a 
response. 

If you respond "yes", the restore function 
continues. 

If you respond "no" and the input is from 
cards or a CHS file, the program is 
terminated after scanning the remaining 
statement for syntax. Otherwise, the 
correct statement is solicited from the 
console. 

If you respond "reread", the input tape is 
backspaced to the start of the file, and 
the volume header label is reread. 

Oser Action; If the wrong input tape is 
mounted, replace the tape and respond 
REREAD. Otherwise, respond in the 
appropriate manner. 



718E OOTPOT ONIT IS FILE PROTECTED 



716R NO V0L1 LABEL FOOND FOR volid DO YOO WISH 
TO CONTINOE? RESPOND YES NO OR REREAD: 

Explana tion; For count'-key-data, the 
program was unable to find a record with 
the key of VOLI on cylinder track and 
was not able to read record 3 on cylinder 
track for the specified volume serial 
number (volid). 



Explanat ion: The output tape cannot be 
written on. 
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System A ction ; RC = 1 

The program terminates. The tape device is 

rewound and unloaded; the system waits for 

the device to become ready. When the unit 

is ready, the system writes a volume header 

record on the tape, and the operation 

continues. 

User Action ; Beplace the file security ring 
in the tape reel, or mount the proper tape. 



719E INVALID FILE NAHE OE FIIE NCT FOUND 

Explan at ion ; Thxs message can appear only 
if DHKDDR is running under CHS. A filetype 
was not entered from the CHS command line, 
or the filename and filetype entered could 
not be found on the CMS files currently 
logged in. 

Oser Act ion ; Either omit all operands on 
the CMS command line, defaulting to console 
input, or enter the proper filename, 
filetype, and/or filemode for the CMS file 
containing the input control statements. 



720E ERROR IN routine 

E xplana tion; routine is the name of the 
CMS routine in error from the first eight 
characters of the CMS parameter list. The 
CMS return code generated ty the error is 
returned in the following manner; 

PRINT R — the CMS return code plus 100 

WAITRD — the CMS return code plus 200 

RDBDF — the CMS return code plus 300 

TYPE or TYPLIN--the C-MS return code plus 

It f\ e\ 

Syste m Action; If the input is from cards 
or a CMS file, the program terminates after 
scanning the remaining statements for 
syntax. Otherwise, the program is 
immediately terminated. 



Oser 



Action: 



Correct the 



error 



as 



indicated by the return code, and resubmit 
the job. 



7 21E RECORD cchhr NOT FOOND 

- - - (Basic System Extensions) - - - 
7 21E RECORD {cchhr | nnnnnn} NOT FOUND 



nnnnnn - the FB-512 block number of the 
block described by the PSINT or 
TYPE function. 

Sys tem Action : The system terminates the 

PRINT or TYPE function in process and 

continues with the remaining job steps 
unaffected. 

User Act ion; For count-key-data, if the 
explicit record identifier is not known, 
print or type on a cylinder or track basis. 

For FB-512, correct the number and retry. 



722E OUTPUT UNIT NOT PROPERLY 
CP NUCLEUS 



FORMATTED FOR THE 



Explanation : The CP nucleus cannot be 
restored or copied for one of the following 
reasons; 

• The output volume was not formatted 
using the Format/Allocate program. 

• The volid of the original nucleus volume 
is different from the volid of the new 
nucleus volume. 

• The cylinders or pages on which the 
nucleus will reside are not allocated as 
permanent space in the allocation record 
on the input device. 

System Action ; If the input is from cards 
or a CMS file, the program is terminated 
after scanning the remaining statements for 
syntax. Otherwise, the next control 
statement is solicited from the console. 

User Action ; Use the Format/Allocate 
program to prepare the output disk as 
indicated above, and resubmit the "'ob. 



723E NO VALID CP NUCLEUS ON THE INPUT UNIT 

Exp l anation : If the input unit is tape, 
then the tape does not contain a DDR 
nucleus dump. If the input unit is disk, 
then a CP nucleus was never loaded onto 
that disk. 

System Action; If the input is from cards 
or a CHS file, the program is terminated 
after scanning the remaining statements for 
syntax. Otherwise, the correct statement 
is solicited from the console. 



User Action : Mount the 
and resubmit the job. 



proper input unit 



Expla nation: The record indicated by cchhr 
was not found. 

cchhr - the address (cylinder, head, and 
record) of the record explicitly 
described by the PRINT or TYPE 
function. 



724E INPUT TAPE CONTAINS A CP NUCLEUS DUMP 

Expla&atioa : The user is attempting to 
restore a tape dump using the NUCLEUS 
parameter by specifying ALL or explicit 
extent parameters. 

Sys tem Action : If the input is from cards 
or a CMS file, the program is terminated 
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after scanning the remaining statements for 
syntax. Otherwise, the next control 
statement is solicited from the console. 

User Action; ase the BESTOHE HOCLEDS 
statement or mount the proper tape. 



7 25S ORIGIHAL INPUT DEVICE WAS (IS) LARGER THAN 
OOTPDT DEVICE. DO YOU WISH TO CONTINUE? 
RESPOND YES OR NO: 

Explanation ; 

RESTORE FUNCTION — The number of cylinders 

or blocks on the original DASD input unit 

is compared with the number on the output 

device. 

COPT FUHCTIOIi-'The input device contains 
more cylinders or blocks than the outout 
device. 



User Action: To restore the disk to a 
usable condition, perform a disk 

initialization using IBCDASDI. 



730E DEV cuu NOT OPERATIONAL OR NOT READY 

Explanation ; The device at address cuu is 
not operational (SIO gave cc=3) or not 
ready (intervention required indicated in 
sense data) . 

System Action ; If the input is from cards, 
the card in error is printed and the job 
step is terminated. If the input is from 
the console, the proper device address is 
requested from the user. 

User a ctioa : Heady the device, attach the 
proper device to the system, or specify the 
proper device in the control statement. 



Operato r A cti on: Determine if the copy or 
restore function is to continue; respond 
either "yes" or "no". 



732E MACHINE CHECK HUN SEREP AND SAVE OUTPUT FOR 
CE 



7 26E MOVING DATA INTO ALTERNATE 

CYLINDER (S) IS PROHIBITED 



TRACK 



Explanatio n; An extent statement was 
encountered that attempted either to 
RESTORE or to COPY a cylinder of data into 
the alternate track cylinder. This is not 
permitted. The alternate track cylinders 
of disks (except 2314 and 2319) are to be 
used only for alternate tracks and not as a 
primary data area. 

Syste m Action ^ The program attempts to read 
another control statement, or to read 
another extent statement. 



Explanation : A machine check hardware error 
has occurred. 

System Action : The program loads a disabled 
wait state PSW after attempting to print 
the message. 

User Action: Run the standalone SEREP 
program to document the hardware error so 
that further analysis can be done. Then 
attempt to rerun the job. If the error 
persists, save all output and notify your 
system support personnel. 



733E VOLID READ IS volidi NOT volid2 



User Actio n: If the extent statement 
contains a typographical error, correct it. 
Otherwise, find some other cylinder (s) to 
RESTORE or COPY the data to. The REORDER 
operand of the extent statement can be used 
to move an entire minidisk to different 
cylinders. 



Explanation ; The wrong volume is mounted on 
the device described by the ALLOCATE 
control statement. 

volidi - the volume serial number as read 

from the DASD device. 
volid2 - the volume serial number from the 

ALLOCATE control statement. 



7 27E FLAGGED TRK XXXXXXXXXXXX HAS NO PROPER 
ALTERNATE; SKIPPING THIS TRK 

E xplanation : An attempt was made to read 
from or write to a track that is flagged as 
defective, but it has no alternate track 
assigned; or it has an alternate assigned 
improperly. (Alternate does not point back 
to defective track, alternate has defective 
flage set, etc.) 

Syste m Action : In the case of DUMP, 
RESTORE, or COPY the defective track is 
skipped and processing continues with the 
next track. In the case of PRINT or TYPE, 
the home address and the record zero from 
the defective track are displayed. 



Not e: If volidi = "none", no record 3 was 
found on cylinder 0, track 0. 



Sys tem Action : If the input is from cards, 
the card in error is printed and the job 
step is terminated. If it is console input, 
the proper volume serial number is 
requested from the user. 

Use r Action; Correct the ALLOCATE control 
statement or mount the proper volume on the 
device described by the ALLOCATE control 
statement. If "none" was given for volidi, 
the pack must be formatted. 
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734E TYPE OR CYL INVALID 

- - - (Basic System Extensions) - - - 
7 34E TYPE OE {CYL | PAG} INVALID 



Expla n ation ; While attempting to allocate 
cylinders or extents, an invalid control 
statement was encountered or an invalid 
extent was specified. For coant-key-data 
devices, an invalid cylinder or extent is 
any extent with a starting location greater 



luau I, lie 






- A -3 4. ^-r- *. k « 



the maximum number of cylinders for that 
device type. (For Basic System Extensions 
FB-512 devices, the extents are specified 
by page numbers- An invalid extent is one 
in which the starting number exceeds the 
highest page on the volume. The valid 
control statements are TEHP, PEEM, TDSK, 
DBCT, or END.) 

Syste m Action; If the input is from cards, 
the card in error is printed and the job 
step terminated. If it is console input, 
the proper control statement is requested 
from the user. 

User Act ion; Correct the control statement 
or extent information and resubmit the 
statement. It should be noted that the 
allocation data overlays the existing data 
within the allocation record. Therefore, 
overlapping extents are valid and any 
errors may be corrected by resubmitting the 
proper extents. If the END control 
statement immediately follows the ALLOCATE 
statement, the allocation table is printed 
without any alterations. 



7 35E FATAL DASD 10 ESEOS 

Explanation ; An unrecoverable error was 
encountered on the EASD device being 
formatted. 

System Action: The jot step is terminated 
immediately and the next control statement 
is read . 

User Action; Check message DMKFHT736E, 
displayed just prior to this message, to 
determine the extent and type of failure. 



736E 10 EREOR cuu CCHHE = cchhr SENSE = sense 

- - - (Basic System Extensions) - - - 

7 36E 10 ERROB cuu {CCHHR = cchhr | BLOCK=nnnnnn} 
SENSE = sense 



Expla nati on ; 
detected. 



An 



I/O error 



has 



been 



cchhr - The cylinder, head, and record 

identification of the record in 

error, 
sense - the sense bytes, in hexadecimal, 

describing the error condition, 
nnnnnn - the block number of the block 

error. 

System Action ; The job step is terminated 
and the next control statement is read. 

User Action : Resubmit the job. If the error 
persists, call your system support 
personnel. 



737E INVALID OPERAND 

Explanation : An operand is in error; it can 
be seen in the card image displayed 
following the message. 

System Action ; A card image containing the 
error is printed following the message, and 
the job step is terminated. 

Use r Action ; Correct the invalid operand in 
the control statement and resubmit the job. 



738A DEV cuu INTERVENTION REQUIRED 

Explanation ; Intervention is 
the device at address cuu. 



required on 



cuu - The unit address of the device in 
error. 



System A ction ; The system waits for an 
interrupt from the card reader or console. 
When an interrupt is received from either 
the card reader or the console, that unit 
is solicited for the next control 
statement. 

User Action ; Correct the error as indicated 
on the card reader and make the device 
ready, or switch to console input by 
signaling attention. 



739E FLAGGED PRIMARY TRACK HAS NO ALTERNATE 
ASSIGNED; 10 ERROR FOLLOWS 

Explanation ; An I/O operation was attempted 
on a track that is flagged defective, but 
has no alternate track assigned to it. Or 
an improper alternate assignment exits as 
follows:. The CCHH pointer in record zero 
of either the defective or the altercate 
does not point to the other track of the 
pair. Or one of the two tracks has bits 6 
and 7 of the home address flag byte 
improperly set. 

System Action: Error messages DHKFHT736E 
and DHKFMT735E follow immediately. The 
CCHHR address given in message DHKFBT736E 
identifies the defective track. 

Use r Action: To restore the disk to a 
usable condition, perform a disk 
initialization using IBDASDI. 
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740E PACK MODNTED IS 3340-35, 
MOUNT ANOTHER OP EESPECIFY 



NOT 3340-70. 



Explanat ion ; The user indicated that the 
device is a 3340-70, but the sense data 
indicates that a 3340-35 disk pack is 
actually mounted. A 3340-35 pack has fewer 
cylinders than a 3340-70 and cannot be 
formatted as a 3340-70. However, a 3340-70 
can be formatted as a 3340-35. 

Syste m Actio n; If the input is being 
entered from a console, the user is 
prompted to reenter the device address and 
device type. If the input is from cards 
the card in error is printed and the job 
step is terminated. 



:tj.oi 



device type. 

in place of the 3340-35. 



Correct the unit address or 
Or mount a 3340-70 disk pack 



Sys tem Action : The card image is displayed 
above the error message. The program is 
terminated after scanning the remaining 
statements for syntax. 

User Action : Provide the missing operand 
in the control statement and resubmit the 
job. 



754E DEV CUU NOT OPERATIONAL 

Explanation ; The device at address cuu is 
not operational. 

Sys tem Action ; The program is terminated 
after scanning the remaining statements for 
syntax. 

User Action : Either attach the proper 
device to the system, or specify the proper 
device in the DIRECTORY control statement. 



751E INVALID OPERAND - xxxxxx 



Explanation : 
invalid. 



The specified operand is 



755E 10 ERROR cuu CSW csw SENSE sense 



System A ction : The card image is displayed 
above the message, and the program is 
terminated after scanning the remaining 
statements for syntax. 

Use r Action: Correct the invalid operand 
in the control statement and resubmit the 
job. 



7 52E STATEMENT 
user 



SEQUENCE ERROR FOLLOWING USER 



Explanation: A USER definition control 
statement was determined to be out of 
seguence following the specified user. 

Syste m Action: The statement that is out of 
seguence is displayed after this message. 
Directory processing is terminated after 
the remaining statements are scanned for 
syntax. 

Note ; The OSER control statement delimits 
each virtual machine directory description. 
Therefore, the USER statement must follow 
the last device description statement, and 
each OPTION, ACCOUNT, or IPL statement must 
fall between the USER statement and the 
first statement describing a device. 

With the exception of dummy (NOLOG) users, 
all users in the directory must have at 
least one device. 

User Actio n: Place the control statements 
in the proper seguence or correct the 
error, and resubmit the job. 



753E OPERAND MISSING 

Explana tion; Insufficient information is 
contained in the control statement. 



Exp l anation : An 
detected. 



I/O error has been 



cuu - the unit address of the device in 

error, 
csw - the channel status word from the 

error, 
sense - the sense bytes, in hexadecimal, 

describing the error condition. 

System Action : If the error is from the 
card reader, the program waits for the 
reader to become ready again. If the error 
is from the directory volume, the program 
no longer attempts to write on that volume. 
In either case, the program attempts to 
scan the remaining cards for syntax and 
then is terminated. 

User Action : Resubmit the job. If the error 
persists, call your system support 
personnel. 



756E PROGRAM CHECK PSH = psw 

Explanat ion: A program check has occurred 
in the program, where psw is the program 
check old PSW. 

Sys tem Action ; The program goes into a 
disabled wait state after attempting to 
display the message. 

Use r Action ; Take a standalone dump, and 
call your system support personnel. 



757E MACHINE CHECK RUN SEREP AND SAVE OUTPUT FOR 
CE 

Exp l anation ; A hardware error has occurred 
while running in standalone mode. 

System Action ; The program loads a 
disabled aait state PSW after atteaipting to 
print the message. 
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User Action; Run the standalone SEREP 
program to docuiaent the hardware error, so 
further analysis can be done. Then attempt 
to rerun the job. If the error persists, 
save all output and call your system 
support personnel. 



758E DOPLICATE UNIT DEFINITIOH 



DHK 



Sys tem Action: The program is terminated 
after scannxug the remairiing statesjents for 
syntax. 

User Action ; Correct the DIRECTORY control 
statement, or mount the proper volume on 
the device described by the DIRECTORY 
control statement. 



Explanat ion; The control statement is 
defining a device with a device address 
that was previously defined for the same 
user. 

System Act ion; The card image is displayed 
above the message. The program is 
terminated after scanning the remaining 
statements for syntax. Bote that checking 
for duplicate devices may be suspended for 
an individual user after the first 90 
device control statements. 



User Action: 



Remove 



or correct 



the 



duplicate definition, and resubmit the job. 



762E DIRECTORY STATEMENT HISSING 

Exp l anation : The first control statement 
detected by the program was not a DIRECTORY 
control statements 

Sys tem Action : The program is terminated 
after scanning the remaining statements for 
syntax. 

User Action: Place the DIRECTORY statements 
in front of the other control statements, 
and resubmit the job. 



763E INVALID FILENAHE OR FILE NOT FOUND 



760E NOT ENOUGH SPACE ALLOCATED FOR DIRECTORY 

Explanation ; There is insufficient space on 
the directory volume to continue building 
the directory. 

Syste m Action; The program is terminated 
after scanning the remaining statements for 
syntax. Writing is suspended on the 
directory device. The message is reissued 
for each additional cylinder of 
count -key-data space needed by the 
directory program. For Basic System 
Extensions it is not reissued for FB-512 
devices . 



Explanation : This message appears only if 

running under CMS. The filename and/or 

filetype and/or filemods specified on the 
CHS command line could not be found on the 

CMS files currently logged in. The default 

filename, filetype, and/or filemode is USER 
DIRECT *. 

System Action ; RC = 1 
Execution terminates. 

User Action : Reenter the CMS command; 
describe the proper CMS file containing the 
DIRECTORY control statements. 



User A ction : Using the 
Format/Allocate program, allocate more 
space on the directory volume. Note that 
the Directory program always starts 
building a new directory on a fresh 
cylinder or separate extent and does not 
overlay an existing directory written on 
the directory volume. After the directory 
is successfully updated, the space used by 
the old directory is marked as available 
for use by the next directory to be 
created . 



761E VOLID READ IS volidi NOT volid2 

Explana tion: The wrong volume is mounted 
on the device described by the DIRECTORY 
control statement. 

volidi - the volume serial number from the 

directory volume. 
volid2 - the volume serial number 

described by the DIRECTORY 

statement. 



7M/37Q 76*tE ERROR IN routine 



Explanation : routine is the name of the CMS 
routine in error from the first eight 
characters of the CMS parameter list. The 
CHS return code generated by the error is 
returned in the following manner: 

RDBOF - the CMS return code plus 100. 
TYPLIN - the CMS return code plus 200. 

System Action ; The program is terminated 
after scanning the remaining statements for 
syntax. 

User Action : Correct the error as 
indicated by the CMS return code, and 
resubmit the job. 

- - - (System Extensions) - - - 

800E COMMAND REJECTED, OTHER VIRTUAL MACHINES 
LOGGED ON 

Explanation ; Virtual machines, other than 
the V=R machine and the VM/370 system 
operator's, were legged on. 
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System Action ; None. 

Operator Action; Reissue the command after 
^tablishing that only the two valid 
machines are logged on the system. 



- - - (System Extensions) - - - 

801E FREE STORAGE PAGE IS NOT AVAILABLE 

Expla n ation ; Free storage cannot be 
obtained for saving the CP PSA, therefore, 
the transition was not made. 

System Action; None. 

Operato r A ction : Reissue the command when 
more free storage is available. 



- - - (System Extensions) - - - 

802E COHKAND REJECTED, DEVICES NOT DEDICATED 

Explanation; All devices (except the 
console and virtual spooling devices) must 
be dedicated devices. 

Syste m A ction ; Non e . 

Operato r Action; Reissue the command after 
verifying that all devices are dedicated. 



- - - (System Extensions) - - - 

I03E COMMAND REJECTED, SPOOL DEVICES NOT DRAINED 

E xplana tion; All CP spool devices have not 
been drained. 

Syste m Act ion; None. 

Opera tor Action ; Reissue the command after 
all CP spool devices have teen drained. 



- - - (System Extensions) - - - 

\QHE SINGLE PROCESSOR MODE ON REJECTED 

Expla nat io n; Single processor mode was not 
established because of one of the 
following; 

1. VM/370 is not in uniprocessor mode. 

2. There is no V=R area. 

3. There is no multiprocessor hardware 
feature. 

Syste m Action : None. 

Operator A ction ; Ose the SPHODE ON command 
only when the proper conditions are 
satisfied . 



- - - (System Extensions) - - - 

805E SINGLE PROCESSOR MODE OFF REJECTED 

Explanation ; Single processor mode has not 
been reset because the V=R virtual machine 
has a nonzero prefix value. 

System Action ; None. 

Opera tor Action: Use the SPMODE OFF command 
only if the proper conditions are 
satisfied. 



- - - (System Extensions) - - - 

806E COMMAND REJECTED, VIRTUAL ADDRESS NOT EQUAL 
TO REAL ADDRESS 

Exp l anation ; The virtual device address was 
not the same as the real device address. 

Sys tem Action ; None. 

Ope ra tor Action ; Reissue the command after 
this condition is corrected for the V=R 
virtual machine. 



- - - (System Extensions) - - - 

807E COMMAND REJECTED, VM/370 ATTACHED PROCESSOR 
MODE 

Exp la nation ; VM/370 was not in uniprocessor 
mode. 

Sys tem Action : None. 

Oper a tor Action : Issue the QVM command whan 
the VM/370 system is in uniprocessor mode. 



- - - (System Extensions) - - - 

8081 SINGLE PROCESSOR MODE ACTIVE 

Explanation : Whenever single processor mode 
is turned on, the value loaded into the 
prefix register by VM/370 is displayed. 

Sys tem Action : None. 

Operator Action ; None. 



- - - (System Extensions) - - - 

809E COMMAND REJECTED, TRACE/ADSTOP IN EFFECT 

Explanation ; The transition cannot be made 
for the V=R virtual machine if tracing or 
adstop is being used. 

Sys tem Action ; None. 
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Operator Action ; Turn off tracing or adstop 
for the 7="R virtual machine and reissue the 
QVM command. 



User Action ; Take corrective action to 
bypass the I/O error. Then reissue the 
command requesting to print the dump 
previously loaded onto the disk. 



8501 ONABLE TO BEAD DUHP FBCH EEADEE 

Explanation ; The VHFDDHP command was unable 
to read the 3704/3705 dump or the system 
abend damp from the CP spool file through 
the CMS card reader. This could be 
because: 

• The reader is not at address OOC, 

• The reader at OOC is already in open 
status from a previous operation, or 

• The device in the virtual machine at OOC 
is not a CP spool card reader device. 



gser Act io n; Verify that the virtual 
machine configuration is correct for 
performing a VMFDDMP operation and that the 
card reader at OOC is a spool card reader 
in closed status. 



8521 FATAL I/O EBEOH WBITIHG DUMP 

Explanati on; An unrecoverable I/O error 
occurred during the writing of the 
3704/3705 dump or the system abend dump on 
the CMS disk being accessed. The message is 
preceded by CMS error messages for the disk 
function. 

User Action; Eeissue the command after 
taking action to bypass the I/O errors on 
the CMS disk being accessed. 



8 53J. NO DOSf FILES EXIST 

E xpla n atio n; The VHFDDMP command was 
specified, and the return from the CP 
interface indicates that no dump files 
exist for this user. 

User Action; Verify that the dump files 
produced by the CP system have the userid 
and the class reguired, and that this 
user's userid and class on the card reader 
match that of the dump, so that a dump file 
can be read. If no dump files exist, 
VMFDUMP does not have to be issued. If the 
dump file exists under a different userid, 
have the operator transfer that file to the 
reguired userid, so that it can be 
accessed. Also, verify that the input 
class of the spool card reader at OOC is 
class D, so that it can read the dump file. 



8601 FATAL I/O EREOR READING DUMP 

Explanation ; During the reading of the dump 
from the CMS disk, an unrecoverable I/O 
error occurred. This message is preceded by 
a CMS message indicating the disk failure. 



861E DUMP FILE 'filename* NOT FOUND 

Explanation ; The command was specified 
reguesting a printout of a specific dump 
file, and that file could not be found on 

W«£^« ^« ^. (^ \t^^m^A^^ wU«rfk W >«^,«^C N^ U ^ 4- >«• A« W .JU J \A ^# X^ N^ M^ O^ \A . 

User Action ; Verify that the correct dump 
file was specified and that the correct 
disks are accessed by CMS. Then reissue the 
command, requesting the specified dump 
file. 



863E INVALID PARAMETEB - parameter 

Explanation ; The command was specified with 
a list of options, one of which is not 
recognized by the command. 

Sys tem Action ; The command is not executed. 

Use r Action; Reissue the command; specify 
only valid options as defined in the 
command syntax. 



900W SYSTEM RECOVERY FAILURE; PROGRAM CHECK 

Explanation ; The system checkpoint routine 
encountered a program check while trying to 
checkpoint or warm start the system. 

System Action ; The system enters a disabled 
wait state (wait state code 007) . 

Note: The general registers, old program 
PSW, and the program interrupt code are 
restored to the values at the time of the 
program check, before entering the wait 
state. 

Opera tor Action: This message usually 
indicates severe system problems with the 
spooling files, system accounting data, or 
other system data needed for warm start. It 
is usually impossible to continue system 
operation without clearing storage and 
performing a checkpoint start. If a system 
dump to printer or tape preceded this 
message, the system programmer has enough 
information to determine the cause of the 
feiilure and the resultant program check 
during system recovery. The first 12000 
bytes (hex 3000) of storage contain the 
checkpoint module (DHKCKP) , work area and a 
4096-byte buffer used by checkpoint. This 
area should be dumped using a standalone 
dump. If a system dump to printer or tape 
did not precede this message, do a complete 
storage dump. 
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901H SYSTEM SECOVEEY FAILURE; HACHIHE CHECK, RON 
SEREP 

Explanation; During the system recovery 
checkpoint or warm start phase, a machine 
check occurred. 

System Ac tion; The system enters a disabled 
wait state (wait state code 007). 

Operato r Action ; IPL the system to retry 
the checkpoint function. If the failure 
persists, it usually indicates hardware 
problems. Keep the SEREP output and call 
your local representative for assistance. 



Notes ; 



2. 



If the failure occurred during the 
checkpoint phase (system shutdown, 
system crash or an IPL with an active 
system in storage) , a CKPT start is 
required if storage is cleared or 
overlaid. 

If the failure occurred during an 
attempt to warm start, CKPT start, or 
force start, the warm start data or 
the warm start cylinder (s) remains 
intact . 



902H SYSTEM RECOVERY FAIIORE; 
ERROR- {NUCL CYLI WARM CYL} 



FATAL 



I/O 



- - - (Basic System Extensions) - - - 

902W SYSTEM RECOVERY FAIIORE; FATAL I/O 
ERROR- {NDCL AREA|WARM AREA} 



Explanation; During the system checkpoint 
or warm start phase, an unrecoverable 
input/output error occurred on the system 
residence volume. 

NOCL CYL The warm start phase had an I/O 
error on the system residence 
device trying to read module 
DMKSAV from one of the nucleus 
cylinders. 

WARM CYL The checkpoint phase had an I/O 
error on the system residence 
device trying to read from or 
write to the warm start 
cylinder (s) . 

- - - (Basic System Extensions) - - - 

NUCL AREA The warm start phase had an I/O 
error on the system residence 
device trying to read module 
DMKSAV from the nucleus area. 

WARM AREA The checkpoint phase had an I/O 
error on the system residence 
device trying to read from or 
write to the warm start area. 



O perator Action ; IPL the system to retry 
the checkpoint or warm start function. If 
this is unsuccessful, move the IPL volume, 
if possible, to another drive and retry the 
IPL. If the problem persists, dump the 
first 1200 bytes (hexadecimal 3000) of 
storage using a standalone dump- 

- - - (Basic System Extensions) - - - 

If the problem persists, dump the first 
38912 bytes (hexadecimal 9800) of storage 
using a standalone dump. 



Notify your system programmer to determine 
the proper nucleus or warm start area 
specified m module DBKSiS (SiSi(£S 
statement) at system generation time. 

The nucleus or warm start area can be 
damped to tape or printed to the system 
printer by using DDR (DASD Dump Restore 
program) with the DUMP or PRINT option. The 
output should be available before calling 
for hardware or program assistance. 

The following storage locations contain 
information on the fatal I/O error: 



Hexadecimal 
Loc ation 
10 

ao 

H8 
808 
816 

818 

81C 

824 

800-15FF 
1800-3000 



Contents 

Sense data up to 2ft 

Channel status 



bytes) 

Channel address 

bytes) 

Pointer to error 

bytes) 

Cylinder address 

first nucleus cyl 

bytes) 

Cylinder address of 

nucleus cylinder (2 

BBCCHHR of the DHKS 

on disk (5 bytes) 

Current seek addres 

(5 bytes) 

Checkpoint program 

Checkpoint work 

4096-byte buffer 



bytes 
word (8 

word (4 

lessage (4 

of the 
inder (2 

the last 
bytes) 
AV module 

s BBCCHHR 

(DMKCKP) 
area and 



• - - (Basic System Extensions) - - - 

820 Device class of SYSRES 

device (PDEVTYPE) 
828 BBCCHHR of the DMKSAV module 

on disk (count-key-data) or 

locate block number (FB-512) 
848 Current seek address BBCCHHR 

(count-key-data) or locate 

block number (FB-512) 
800-9800 Checkpoint program (DMKCKP), 

checkpoint work areas, and 

I/O buffers. 



System Action ; The system enters a disabled 
wait state (wait state code 007) . 
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A^fT A ^^ 



xrxi — C 1 o 



A,-.^ J. ^ 






«_ 4 -I ..__ 



(RDE¥TY?C=CLASFBa) , the contents of the 
following hexadecimal locations are 
changed: 

816 Page address of the first 
page of the CP nucleus (4 
bytes) 

822 Page address of the last 
page of the CP nucleus C* 
bytes) 



message, however, could be issued if the 
volume identified as being a spooling 
volume is invalid. Verify that all system 
spooling volumes are correctly mounted 
before attempting another warmstart or CKPT 
start. If all else fails, force a CP abend 
dump to the printer by pressing the RESTART 
key. IPL the system again, specifying CKPT 
start. 



904W SYSTEM RECOVEBY FAILOBE; INVALID WAEM START 
DATA 



Notes ; 

1. It may be necessary to format the 
cylinder in error using the Format 
service program. 

2. If the nucleus cylinder (s) is 
reformatted, the CP nucleus must be 
restored to the system volume. 

3. The status of the console can prevent 

the display of message DI1KCKP960I and 

DMKCKP961W. 



903H SYSTEM RECOVERY FAILDEE; VOLID 'volid* 
ALLOCATION ERROR CYLINDER 'cylinder' 

- - - (Basic System Extensions) - - - 

903W SYSTEM RECOVERY FAILURE; VOLID 'volid' 
ALLOCATION ERROR {CYLINDER ' cylinder* | PAGE 
•page} 



Expla nation; During a system warm start or 
CKPT start "hase - one of the warm start or 
CKPT start data records indicates 
allocation on a cylinder (count-key-data) 
or page (FB-512) on a system-owned volume 
that either: 

• Is not specified in the allocation table 
as belonging to the system temporary 
spool space allocation, or 

• Is already marked as allocated. 
The possible causes are: 

• A change in the system-owned list. (New 
volumes must be added to the end. of the 
SYSOWN list when you define the SYSOWN 
MACRO.) 

• A change to the allocation record on a 
spooling volume from TEMP to PERM, TDSK 
or DRCT (Format/Allocate program) . 

• Dttplieat^ lafeeled voluaeir 

System A ction ; The system enters a disabled 
wait state (wait state code 009). 

Oper ator A ction : IPL the system again to 
attempt another warmstart or CKPT start. 
The start cannot complete if the allocation 



Explanation : During a system warm-start 
procedure, the warm start module 

encountered invalid warm start data from 
the warm start area on the system residence 
volume. 

Sys te m Action : The system enters a disabled 
wait state (wait state code 009) . 

Ope r ator Action : This message indicates 
that severe problems have been encountered 
with the warm start information in the warm 
start area on the system residence volume. 
You may IPL the system again to retry 
operation. It is likely that a software 
failure has occurred and that retrying the 
operation will result in the same error. 
When this happens, the only alternative is 
to IPL the system and specify a CKPT start. 
If the problem persists, do the following: 

• Force a CP abend dump to the printer by 
pressing the RESTART key. 

• Print the contents of the warm start 
area located on the system residence 
volume using the DASD Dump Restore 
program with the PRINT option. 

Save this output and give it to your system 
support personnel to analyze. 



905W SYSTEM DUMP FAILURE; PROGRAM CHECK 

Exp l anation ; During the system abend 
process, the dump routine encountered a 
program check. 

System Action : The system enters a wait 
state. 

Ope ra tor Action : The dump has failed, and 
you must IPL the system again after the 
abend dump and go through normal system 
initialization and warm start procedures. 



906W SYSTEM DUMP FAILURE; MACHINE CHECK, RUN 
SEREP 

Explaflat iea; Dariag the system ABEHD^ dump 
procedure, a machine check occurred. 

System Action ; The system enters the wait 
state. 

Ope rator Action ; Run the SEREP program and 
keep the output before calling your system 
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support personnel; reload the system and go 
through normal initialization and warm 
start procedures. 



907W SYSTEM DUMP FAILOEE; FATAL I/O ERROR 

Explanation; During the system abend dump 
procedure, an unrecoverable I/O error 
occurred on the system residence volume 
that is holding the disk dump. The system 
dump is unable to continue. 



S yste m Action; 
state. 



The system enters the wait 



Opera tor Acti on: No action can be taken at 
this point to recover the systes duisp data. 
You should reload the system, go through 
the normal initialization procedures, and 
perform a system warm start. 



9081 SYSTEM FAILURE; CODE - code 

Explana ti on : The CP system has encountered 
a severe software failure, which caused a 
system dump. (See "CP Abend Codes" for a 
description of why a system dump has been 
caused.) 

Syste m Action; This message is immediately 
followed by a system abend dump to the dump 
device, and then automatic or normal 
restart procedures are initiated. 

Opera tor Action : Otherwise, save the 
failure code printed at the console-, 
including the documentation of activity 
prior to the problems with system 
operation, and call your system support 
personnel. 



909H SYSTEM DUMP DEVICE; NOT-READY 

Explan ation; It is not possible to write on 
the system dump device because it is not in 
a ready state. 

S yste m A ctio n; The system enters a wait 
state . 

Opera tor Action; Make the system dump 
device ready; the dump operation then 
continues . 



910W SYSTEM RECOVERY FAILURE: INVALID WARM START 
CYLINDER 

- - - (Basic System Extensions) - - - 

910W SYSTEM RECOVERY FAILURE; INVALID WARM START 
AREA 



Ex planat ion: During a system checkpoint 
phase, the checkpoint module reads record 
one of the first warm start cylinder or 
area and compares the tight-byte clock 
value written by the previous successful 



cold or warm start against the in-storage 
value saved in DHKRSPCV- If the values do 
not agree: 

• The IPL volume is not the correct volume 
to checkpoint the in-storage system, or 

• The warm start cylinder or area has been 
altered since the last cold or warm 
start, or 

• The value located at DHKRSPCV in storage 
has been altered since the last cold or 
warm start, or 

• The warm start cylinder or area address 
at DMKSYSWH has been altered since the 
last cold or wars start. 

Sys tem Action ; The system enters a disabled 
wait state (wait state code 007) . 

Ope r ator Action : If more than one VM/370 
system residence volume is mounted, make 
sure the correct volume is loaded (via IPL) 
to checkpoint the in-storage system. If 
the problem persists, the following shoult' 
be done: 

• A dump of storage using a standalone 
dump. 

• A printout of record one of the warm 
start cylinder of all VH/370 system 
residence volumes mounted (use the DDR 
PRINT function) . 

• To restart, clear storage and IPL the 
VM/370 system, specifying checkpoint 
start. 



91 1W SYSTEM RECOVERY FAILURE: 
FULL 



WARM START AREA 



Exp l anation : During a system checkpoint 
phase, the warm start area could not 
contain all the warm start data. 

Sys tem Action: The system enters a disabled 
wait state (wait state code 007) . 



Ope r ator Action : 
indicates either: 



This message usually 



1. A system problem with the spooling 
files, system accounting data, 
allocation records and other system 
data needed for the warm start area, 
or 

2. An insufficient number of cylinders 
assigned for warm start (specified in 
the DMKWRM option of the SYSRES 
macro) . 

It is usually impossible to continue system 
operation without clearing storage and 
performing a system checkpoint start. If a 
system dump to printer or tape preceded 
this message, it should give the system 
programmer enough information to determine 
the cause of the failure and the resultant 
checkpoint failure. The first 12000 bytes 
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'lisx^ dscd-isct X 3000^ of stoirs'^© con'ts.d.ii th© 
checkpoint module, work area, and a 
4096-byte buffer used by checkpoint 
(DHKCKP) . 

- - - (Basic System Extensions) - - - 

The first 38912 bytes (hexadecimal 9800) of 
storage contain the checkpoint modules, 
work areas, and I/O buffers. 



If the problem persists, call your system 
suDDort TDersonnel. 



912W SYSTEM RECOVEEY FAILDBE; 
MOaNTED 



VOIID 'volid' NOT 



E xplanat ion; During the system warm start 
or checkpoint start procedures, the warm 
start or checkpoint start data indicates 
that spool files are allocated on a system 
volume and that the reguested volume is not 
mounted . 

The possible causes are: 

« Volume not mounted. 

• Allocation record (record 4) missing or 
invalid. 

Syste m Action: The system enters a disabled 
wait state (wait state code 009). 

Operato r Action : Mount the specified volume 
reguired for CP warm start or checkpoint 
start procedures and IPL the system again. 
If this is unsuccessful, you may IPL the 
system again and specify a cold start, if 
the problem persists, do the following: 

• Force a CP abend dump to the printer by 
pressing the RESTART key. 

• print the contents of the warm start or 
checkpoint start cylinder (s) or area 
located on the system residence volume, 
using the DDR (DASD Dump Restore)- 
program with the PRINT option. The 
address of the warm start cylinder (s) or 
area can be located by the system 
programmer in the SYSWRH operand of the 
SYSBES macro; the address of the 
checkpoint start cylinder (s) or area is 
in the SYSCKP operand. 



Save this output 
support personnel. 



and call your system 



9 131 CP OtfNED VOLID xxxxxx INVALID FOE 3330V 

E xpla nation: 3850 support makes no 
provision for using 3330V volumes for 
CP-owned volumes. 3330V volumes cannot be 
used for paging or spooling. 



System Action 
has been 
CP-owned, 



After a 3330V volume label 

read and determined to be 
an informational message is 



issued* The EDEVBLOK''RCOELOK'RCHBLOK is 
marked available and processing continues 
with the next device. The message notifies 
the user that DHKCPI does not chain the 
3330V EDEVBLOK into the preferred list for 
paging or spooling. 

User Action: None. 



915E PERMANENT I/O ERROR ON CHECKPOINT CYLINDER 

- - - (Basic System Extensions) - - - 
915E PERMANENT I/O ERROR ON CHECKPOINT AREA 



Exp l anation : An I/O error has occurred 
while trying to read or write the 
checkpoint cylinder or. area. 

System Action : 

1. If this occurs during a warm or CKPT 
start, the system issues message 
DMKCKS919E and enters a wait state 
with wait state code X'OOE'. 

2. If it occurs while the system is 
operating normally, dynamic 
checkpointing is terminated. 

Opera tor Action : 

1. If this is the first time you have 
initialized this system, check the 
DMKRIO deck to make sure you have 
specified the proper device type for 
the VM/370 system residence volume. 

2. If this is not the first IPL of this 
system, try to IPL the system again. 
If this fails, move the VM/370 SYSRES 
volume to another device and reload 
(via IPL) . If this IPL fails, perform 
a cold start, 

3. At this point, checkpointing has been 
terminated, so the system is running 
without a dynamic checkpoint 
capability. Quiesce the system and 
issue a normal SHUTDOWN command, then 
attempt a warm start. If the error 
persists, reformat the checkpoint 
cylinders or area with the FORMAT 
service program and try again to warm 
start. If this fails, a cold start is 
reguired. 



916E ERROR ALLOCATING SPOOL FILE BUFFERS 

Exp l anation : In attempting to follow the 
chain of DASD buffers for a spool file, an 
error was encountered in trying to read one 
of the buffers. 

Sys tem Action : 
1. If CKPT was specified, the system 
enters a disabled wait state, with 
wait state code X'OOE'. 
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2. If FOFCE was specified, the file on 
which the error occurred is deleted 
and the system continues to recover 
from the checkpoint cylinder or area. 

Operator Action; 

1. If the system enters the 'OOE' wait 
state, attempt an IPL with the FORCE 
option. 

2. If FOFCE was specified, no action is 
required, but you should note that at 
least one spool file was not recovered 
properly. 



the system residence volume has no warm 
start data. This message is usually issued 
when an IPL is performed on a new CP system 
for the first time, or when the last 
checkpoint was not successful. 

Sys tem Action ; The system enters a disabled 
wait state (wait state code 009) . 



Operator Action ; Try to reinitialize 
system with the CKPT start option. 



the 



921H SYSTEM RECOVERY FAILURE; 
ERROR 



UNRECOVERABLE I/O 



917E CHECKPOINT CYLINDER INVALID; CLEAR STORAGE 
AND COLD START 

- - - (Basic System Extensions) - - - 

917E CHECKPOINT AREA INVALID; CLEAR STORAGE AND 
COLD START 



Exp l anation ; During the system warm start 
phase, an unrecoverable input/output error 
occurred on the system residence device 
while the system was either trying to write 
record one of the first warm start cylinder 
or area or trying to read warm start 
information from the warm start area. 



Explanation ; The CKPT cylinder or area 
contains no valid information for recovery. 

Syst em Action ; The system enters a disabled 
wait state (wait state code OOE). 

User Action: There is no valid checkpoint 

data and, if there is no warm start data, 

storage must be cleared and a cold start 
performed. 



919E CHECKPOINT CYLINDER INVALID; CHECKPOINTING 
TERMINATED 

- - - (Basic System Extensions) - - - 

919E CHECKPOINT AREA INVALID; CHECKPOINTING 
TERMINATED 



Expla nation: The CKPT cylinder or area has 
been invalidated and checkpointing will no 
longer be performed. The reason should have 
appeared in a previous message. 

Syste m Action ; Checkpointing cannot resume 
until the system is reloaded (via IPL) . 

Operato r Action : With knowledge that a 
subsequent CKPT start will fail, the 
operator should follow installation 
procedure in this matter. Probably, the 
safest procedure is to guiesce the system 
and perform a normal shutdown. Then, a 
subsequent warm start will reinitialize the 
CKPT cylinder or area so that checkpointing 
can resume. Note that continued system 
operation and a subsequent failure to shut 
down normally makes a cold start mandatory. 



9 20W NO WARM START DATA; CKPT START FOR RETRY 

Explanation ; The operator has specified a 
warm start and the warm start cylinder of 



Sys tem Action ; The system enters a disabled 
wait state (wait state code 009) . 

Opera tor Action ; IPL the system again to 
retry the warm start function. If this is 
unsuccessful, the IPL volume, if movable, 
could be moved to another drive and the IPL 
retried. 

Warning : A volume should never be moved if 
it is visibly damaged; discontinue use of 
this volume and device and call IBM for 
hardware support. 

If this second IPL is unsuccessful, you may 
IPL the system again and try a CKPT, FORCE 
or COLD start, in that order. The 
DMKDASSxxI error message preceding this 
message gives the command op-code, device 
address, sense data and channel status word 
associated with this error. If the problem 
persists, force a CP dump to the printer by 
pressing the system console RESTART key. 
Save the output and call your system 
support personnel to determine whether the 
problem is hardware or software. Then call 
your system support personnel. 

Not e; The warm start cylinder(s) or area(s) 
may have to be reformatted using the FORMAT 
service program to prevent unrecoverable 
I/O errors during the next system 
checkpoint. 



922W SYSTEM RECOVERY 
DATA 



FAILURE; INVALID SPOOLING 



Explanat ion; During the system checkpoint 
phase, the checkpoint module encountered an 
invalid spool allocation record in storage. 

System Action : The system enters a disabled 
wait state (wait state code 007) . 

Operator Action ; This message usually 
indicates severe system problems with the 
system spooling allocation records. It is 
usually impossible to continue system 
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operation without cle 
performing a checkpoint 
dump to printer or 
message, it should 
programmer enough infor 
the cause of the failu 
checkpoint failure. Th 
(hexadecimal 3000) of 
checkpoint module, 
4096-byte buffer area 
used by checkpoint ( 
shouxu be uumped usx 
procedures. 



aring storage and 
start. If a system 
tape preceded this 
give the system 
mation to determine 
re and the resultant 
e first 12000 bytes 
storage contain the 
work area and a 
s, and I/O buffers 
DBKCKP) . This area 
ng standalone dump 



- - - (Basic System Extensions) - - - 

The first 38912 bytes (hexadecimal 9800) of 
storage containe the checkpoint module, 
work areas, and I/O buffers used by 
checkpoint (DHKCKP) . This area should be 
damped using standalone dump procedures. 



If a system dump to printer or tape did not 
precede the message, the complete storage 
should be dumped. 



9521 nnnnnK SYSTEM STORAGE 

Explanation : During the system IPI 
procedure, the system determined that the 
amount of real storage available is not the 
same as the amount of storage specified for 
the system at system generation time. 

Sys tem Action ; The system continues normal 
operation. 

Operator Action : Determine that no unusual 
hardware reconfiguration has taken place, 
and bring the message to the attention of 
your system programmer so that he can 
verify that normal system operation is in 
effect. He should also verify that the 
EMSIZE operand, specified in the STSCOR 
macro of the DHKSYS module during system 
generation, is correct. If it is not, 
regenerate the system with the correct 
storage size, so that this message will not 
be issued during normal operation of the 
system. If the EBSIZE operand is correct, 
real storage may have been damaged due to a 
hardware problem; call your system support 
personnel. 



9 50A AOTO LOGON FAILED; EXPLICIT LOGON REQUIRED 

E xpla nation; The automatic logon of the 
operator has failed. The reason for the 
failure is given in one of the logon 
failure messages that preceded this 
message. 

Syste m A ction ; The system enters a normal 
wait state while waiting for the operator 
to reply to the console and perform a 
normal logon. 

Operator Action: Perform a normal logon as 
specified in the ? M/37 Operator's Guide , 
entering the required password. The system 
can then resume normal operation. 



9531 DNABLE TO ALLOCATE SYSTEM AOTO DOHP 

Explanation ; During the system IPL 
procedure, the CP system was unable to find 
enough contiguous disk space to hold a 
possible CP abend dump. 

System Action ; The system continues normal 
operation. 

Operator Action ; No action on the part of 
the operator is necessary. The system dump 
has been set to the default of the system 
printer. The operator may change the dump 
to another printer or tape drive but may 
not specify AOTO since it has not been 
allocated. 



9 511 CP VOLID volid NOT MOUNTED 

Explanatio n; One of the volumes specified 
in the system-owned list is not mounted at 
system initialization time. 

Syste m A ctio n; §ystem processing continues. 

Opera tor Acti on; No operator action is 
explicitly reguired at this time; however, 
you may have to mount and make ready 
specified system volumes later during 
system operation and attach them to the 
system for normal CP usage. This message 
usually indicates that a normally required 
volume for paging or spooling either is not 
formatted or is not available at IPL time. 
Make sure that all volumes are mounted and 
ready before loading the CP system. It may 
be necessary to bring the system to an 
orderly shutdown, remedy the situation, and 
IPL the system again, using normal 
initialization and warm start procedures. 



95aE DASD raddr VOLID volid NOT 
DOPLICATE OF DASD raddr 



MOUNTED; 



Explanation ; During the system IPL 
procedure, duplicate volume IDs were 
identified on two disk volumes. The 
message indicates that it was a duplicate 
of a previous volume label read on an 
earlier device. 

System Action ; The system continues normal 
operation. 

Operator Action ; Immediately verify that 
the correct volume is mounted as the one 
accepted on the specified device. If it is 
not, severe system errors could occur since 
CP may perform incorrect allocation on the 
volume specified. Immediately stop the 
system, bring it to an orderly shutdown, 
and remove the incorrect duplicate volume 
from the system. This message and the 
duplicate volumes usually occur after a 
system restart when users have attached and 
mounted on the system volumes with labels 
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similar to those of other users or similar 
to the CP system volumes. This should be 
avoided wherever possible. 



9 55W INSUFFICIENT STORAGE FOB VM/370 

Expla nation; The generated system is 
larger than the real machine size, or a 
hardware malfunction has occurred which 
inhibits VM/370 from using the necessary 
storage. 



Syste m Action ; 
state. 



The system enters the wait 



Opera tor Action: Take a standalone dump and 
notify the system programmer. 



9581 ATTACHED PROCESSOR HOW OPERATIONAL 

Explanation ; The real machine 
initialization routine, DHKCPI and DHKAPI, 
have completed the necessary processing to 
support the attached processor. This 
message will only be received when the 
installation has reguested attached 
processor support via system generation. 

Sys tem Action : The system begins 
utilization of the attached processor. 

Operator Action : Hone. 

Not e: If this message is received, the 8F 
reguired for system prefixing will not 
appear in the storage map of message 9571. 



956A DASD cuu VOLID volid NOT HOONTED; NOW 
OFFLINE 

Explanation ; A DASD volume was swapped 
while in use by the system (CP owned or 
attached to the system) , and the volid on 
the new volume is different from the volid 
of the previously mounted volume, or the 
volid could not be read. 

Syste m A ctio n: The DASD device is made 
unavailable offline. Any I/O activity to 
the device results in a condition code of 3 
being reflected to the caller. 

Operato r Action: Hount the desired volume 
and issue the CP command VARY with the 
ONLINE operand. 



9 571 STOR sssssK, NOC nnnk, DYH dddddK, TRA 
tttk, FREE FFFFK, V=R VVVVVK 

Expla nation: This message is issued at 
system initialization time by DHKCPI and 
provides a general map of VH/370 system 
storage. This map is accurate to within 
one page (UK) and is rounded to page 
boundaries. 

STOR is the amount of storage being used. 

NUC is the amount of storage being used by 
the 7M/370 nucleus including real page 
0. 

DYH is the size of the YH dynamic paging 
area. 

TRA is the size of the trace table. 

FREE is the size of the fixed free storage 
area. 

V=R is the size of the virtual=real area. 

Syste m Action; The system continues normal 
operation. 

Operator Ac tion ; None. This message is for 
information purposes only. 



959W ATTACHED PROCESSOR NOT ONLINE 

Explanation ; The installation reguested 
attached processor support during system 
generation. DMKCPI determined during IPL, 
that the unit was not online. 

System Action: Processing continues without 
the attached processor. 



Opera tor Action : Reinitialize CP 
attached processor is reguired. 



if the 



Note; Since the intent of this message is 
to provide a warning to the attached 
processor user, it will only be issued when 
the multiprocessing feature is installed. 

If the system is generated with attached 
processor support and this feature is not 
installed, no message is issued. 



9601 SYSTEM WARM START DATA SAVED 

Explanat ion: For DHKCKP, this message 
indicates that the warm start data has been 
successfully saved on the system residence 
volume and is ready for a system warm 
start. For DMKCPI, this message indicates 
that since warm start has not been 
performed, the warm start information on 
the warm start cylinder or area from 
previous shutdown is still valid. 

This message is immediately followed by 
message DHKCKP961W. 

Sys tem Action : The system enters the wait 
state after issuing message DMKCFP961W. 

O perator Action : None. This message is for 
information purposes only. 



961W SYSTEM SHOTDONN COMPLETE 

Expl a nation ; The system has been brought to 
a successful orderly shutdown. 

Sys tem Action : The system enters the wait 
state. 
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Operator Sction; Ho ex'^licit action is 
necessary. You may now or at a later time 
reload for reinitialization of the CP 
system. You should normally specify a warm 
start; however, if errors are encountered 
in the warm start procedure, a cold start 
must be issued. 



Operator Action: If the volume is to be 
used by VH/370, a valid allocation record 
must be written with the Format/Mlocate 
Service Program. 



- - - (Basic System Extensions) - - - 



9 651 CP OWNED DASD cuu VCLID volid INVALID 
ALLOCATION BECOBD 

Explanation ; No valid allocation was found 
on the CP-owned volume indicated. 

Syste m Action : The volume is not mounted. 
Operation continues- 



970W TOD CLOCK SYNC CHECK RECEIVED 

Explanation ; The TOD clocks are out of 
synchronization. 

System Action : The system resynchronizes 
the clocks and continues processing. 

Ope rator Action ; Press the TOD Enable Set 
key when instructed by the system. 
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001E NO FILENAME SPECIFIED 

Expla na ti on; The command requires that you 
specify at least one filename. 

For the EXEC command, specify the name of 
the EXEC file- 

For the MACLIB command, specify at least 
one filename in addition to the library 
name. 

For the ZAP command, specify a LOADLIB or 
TXTLIB file you must specify one to three 
library names. 

- - - (Basic System Extensions) - - - 

For the PRELOAD command, specify the name 
of the loadlist EXEC file. 



Syste m Action ; EC = 2U 

Execution of the command is terminated. 

The system status remains the same. 

Oser Acti on; Reissue the command and 
specify the filename (s) or library name (s) . 



For the STATEW command, the file may exist, 
but it is not on any of the user's 
read/write disks. 

For the ZAP command, either none of the 
libraries specified for a TXTLIB or LOADLIB 
could be found, or the IHPOT filename could 
not be located via the STATE macro. 

- - - (Basic System Extensions) - - - 

For the PRELOAD command, either the 
loadlist EXEC, the CNTRL file, or one of 
the input text files could not be found. 



See the YB/370 
Reference for a 



CHS 



Comm and and 
of the 



Macro 



description of the file 

identification required by each command and 
the search procedure used. For the ASH3705 
and ZAP commands, see the YB/370 Plannin g 
and Syste m Generation Guide . 

System Action ; RC = 28 

Execution of the command is terminated. The 

system status remains the same. 

For DHSLIO, some loader information fields 
have been initialized, but they should not 
interfere with a subsequent LOAD command. 



002E [INPDTIOVEBLAY] {FILE|DATA SET} [ ' f n [ft 
[fml]' ] NOT FOUND 

- - - (Basic System Extensions) - - - 

002E f INPUT I OVERLAY] {FILE[ (S) ]|DATA SET} [ • f n 
[ft [fm]]' ] NOT FOUND 



Use r Action ; Find or create the desired 
file. To make sure that the file exists, 
issue STATE fn ft * or LISTFILE fn ft ♦. 
Correct and reissue the command. 

For a DHSROS TEXT file, ensure that the 
file is accessible and reissue the command. 



Explanat ion; The specified file was not 
found on the accessed disk (s) . Either the 
file does not reside on this disk, the file 
identification was misspelled, or 
incomplete identification was provided to 
cause the appropriate disk to be searched, 
or system disk was not accessed as a 
read-only extension of the A-disk. 

For a DMSROS TEXT file, either the file 
does not have a filemode number of 2, or 
the file does not exist on the system disk. 

For the HELP facility (DHSHLP) , when the 
command line specifies only one operand, 
HELP does not know if the request is for a 
CMS command or messaqe. Therefore, HELP 
first searches for a valid command and if 
it finds none, searches for a valid 
messaqe. If it finds neither, the error 
messaqe lists the filenames and filetypes 
of both searches as not found. 



0021 FILE 'fn' TXTLIB NOT FOUND 

Exp l anation : The specified TXTLIB file tras 
not found on the accessed disk(s). Either 
the file does not reside on this disk, the 
file identification was misspelled, or 
insufficient identification was provided to 
cause the proper disk to be searched. 

This messaqe will also occur in the 
followinq situations; a user issues a 
GLOBAL command for a TXTLIB and then erases 
or renames the TXTLIB, or releases the disk 
on which it resides then enters the command 
SET 3YSM&ME, or If the CMS segment is not 
available when the user accesses an OS disk 
or DHSSVT. 

Sys tem A c tjon ; RC = 

Execution of the command continues. 

User Action ; If 'fn TXTLIB' is required for 
command execution, make sure that it exists 
and is on a disk that is accessed. 
Otherwise, ignore the messaqe. 
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002W FILE 'fn ft [fn]' HOT FODHD 

Explanation ; The specified file was not 
found on the accessed disk(s). Either the 
file does not reside on this disk, the file 
identification was nisspelled, or 
inconplete identification was provided to 
cause the appropriate disk to be searched. 
(See the VH /370 CMS Coiaan d and Macro 
Refere nce for a description of the file 
identification required by each coaaand and 
the search procedure used.) 

System Action ; DMSGLB issues BC = 28; all 
other modules issue BC = 1. Execution of 
the command continues. 



For DHSLIO, some option processing may have 
caused user storage to be cleared or the 
location counter set, etc. This should not 
interfere with a subsquent LOAD coaaand. 



Oser Action ; 
command. 



Correct and reenter the 



004E {BOOK 'subl.book'lHODOLE 'module* | PHASE 
•phase'lPROCEDORE 'procedure'} HOT FOOND 

Explanation ; The specified book, module, 
phase, or procedure was not found on the 
accessed disk(s) as a result of a FETCH 
(S?C 1 or SVC 2) . 



For DMSGLB, the old MICLIB or TITLIB list 
is cleared and the new list contains all 
specified libraries except those that are 
not found. 

For DHSGND, there will be no entry in the 
directory for the file not found. 

For DHSLBH, the file not found will not be 
in the MACLIB. Processing continues with 
the next filename if one exists. 

For DMSLBT, processing continues with the 
next filename if one exists. 

For DHSZAP, if a library name was 
specified, the next library name (if one is 
present) is used. If a MODULE file was 
specified, all control records encountered 
until the next HAHE, DDMP, or EHD control 
record are ignored. 



Systes Action ; SC - 28 

Execution of the command is terminated. 

The system status remains the same. 

Dser Action ; To make sure the file exists, 
issue the command DOSLIB HAP against all 
DOSLIB files. If the file resides on a 
DOS-formatted disk, a DSEBT will help 
locate it. 



004W WABNIHG MESSAGES ISSOED 

Exp l anation ; The language 
returned completion code U. 



processar 



Sys tem Action ; EC = 4 

The system status remains the same. 

Dser Action ; Look for additional messages 
that may have been issued by the compiler. 



Oser Action; To make sure the file exists, 
issue STATE fn ft * or LISTFILE fn ft ♦. 
Make sure that the disk on which the file 
resides is accessed. 

For DMSGHD, if you must have the file not 
found in the directory, take steps to 
supply the file. Correct and reenter the 
command. 

For DMSLBM, if the MACLIB exists after 
execution of the command, use the MACLIB 
ADD command to add the file to the library. 



005E NO 'option' SPECIFIED 

Explanation ; The indicated option was 
entered in an incomplete form. 

System Action ; BC = 24 

Execution of the command is terminated. 

The system status remains the same. 



Dser Action: 



Reenter 



the 



cc»ffland. 



specifying the required data for the 
option. 



For DMSLBT, supply the necessary file using 
the TXTLIB ADD command. 



006E HO BEAD/WBITE fi'] DISK ACCESSED [FOB 'fn 
ft'] 



003E IHVALID OPTIOH 'option' 

Explanation; The specified option is 
invalid. It may have been misspelled or, 
if the option is truncatable, it may have 
been truncated improperly, or it may 
conflict with another option in the command 
line. 

System Action; BC = 24 

Execution of the command is terminated. The 

system status remains the same. 



Exp l anati on; The user does not have access 
to a read/write disk on which the command 
can write its output or utility files. If 
the message displayed is HO BEAD/WBITE 'A' 
DISK ACCESSED, the command, in order to be 
executed, requires that the &-disk be 
accessed in read/write mode. 

Sys t em Action ; BC = 36 

Execution of the command is terminated. The 

system status remains the same. 
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reissue the command, or issue the CP LINK 
command to reset the i-disk to read/write 
mode, access the A-disk again, and reissue 
the command. 



DHS 



Use r Action ; Ose the CP DEFIHE command to 
provide a suitable virtual device and 
reissue the command. 



008H E6B0R flESSAGES ISSUED 



007E FILE »fn ft fm' 
RECORDS 



[IS] NOT FIXED, 80 CHAR. 



Explanation ; The language 

returned completion code 8. 



processor 



Expla nati on ; The specified file must have 
f i^ed~'len'^t h SO^character records in order 
for the command to be executed. 

System Action ; EC = 32 

Execution of the command is terminated. 

The system status remains the same. 

For the UPDATE command, the following may 
have occurred: 

• If a file with the fileid "Sfname ftype" 
existed on the output disk before the 
command was entered, this file may have 
been erased. 

• If the DISK option was in effect and a 
file with the fileid "fname DPDLOG" 
existed on the output disk before the 
command was entered, this file may have 
been erased. 

• If the CTL option was in effect and a 
file with the fileid "fname UPDATES" 
existed on the output disk before the 
command was entered, this file may have 
been erased. 



System Action ; RC = 8 






Use r Action ; Look for additional messages 
that may have been issued by the compiler. 

009E COLUMN 'col' EXCEEDS RECORD LENGTH 

Explanation ; The column specified lies 
outside the logical record length of the 
file. 

System Action : RC = 24 

Execution of the command is terminated. 

The system status remains the same. 

Use r Action : Reissue the command, 
specifying the correct column. 



010E PREHATUEE EOF ON FILE 'fn ft [fnV 

Explanation : For DMSCHP, an end of file 
occurred on one of the files being compared 
before the end of file was received on the 
other. 



If UPDATE processing began before the 
error was detected, any or all of the 
following files may have been created on 
the output disk; 



UPDATE CMSuTi 
Sfname ftype 
fname UPDIOG 

fname UPDATES 



- if the DISK option was 
in effect 

- if the CTL option was 
in effect 



User Action: It is possible that an 
incorrect fileid was specified in the 
command line. In this case, reissue the 
command. If, however, the fileid was 
correct but the file is in the wrong format 
or does not contain 80-character records, 
change the file's format and/or record 
length with the COPYFIIE or EDIT command. 



008E DEVICE 'cuu' {INVALID 

NONEXI STENT fUNSOPPORTED DfVTCE TYPE} 



OR 



Ex pla nation: The virtual machine does not 
have a virtual 1403 or 3211 printer, punch, 
or reader. 

Syst em Action ; RC = 36 

Execution of the command is terminated. The 

system status remains t're same. 



For DHSTPE, a tape mark was encountered on 
the file before the file was completely 
loaded. 

System Action : RC = HO 

Execution of the command is terminated. 

The system status remains the same. 

For DHSTPE, a temporary file called "TAPE 
CMSDT1" containing the data has been 
created on the A-disk or on the disk 
specified by the user. "TAPE CHSUT1" 
coiitains fixed-length, 800-byte records. 

User Action : For DMSCHP, this normally 
indicates that the files being compared had 
an unegual number of records. If the 
command was properly specified, no action 
is necessary. 



For DHSTPE, the file may 
to tape again. 



have to be dumped 



01 OH PREHATUEE EOF 
NUMBER • 



ON FILE 'fn ft fm« — 
, . • NOT FOUND 



SEQ 



Explanation ; The update file contained an 
error. A control card specified a search 
for a seguence number which exceeded the 
value of any seguence number in the file 
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being updated. As a result, a premature 
end of file occurred on the input file 
beinq updated, before the sequence number 
specified in the control card could be 
found. 

Syste m Action: PC = 12 

Update processing continues, and, if the 
CTL option was specified, additional update 
passes are made. 

If several warninq messages are generated 
during the updating process, the final 
return code when the OPIATE command has 
finished processing is the maximum of all 
return codes (4 or 8 or 12) associated with 
the generated warning messages. The REP 
option, if it was specified, is ignored, 
and the final update deck has the fileid 
'$fname ftype' . 

See the explanation of message DI1SUPD177I 
for further information on the meanings of 
the UPDATE warning return codes. 

User A ctio n; Correct the invalid control 
card in the update file, and reenter the 
UPDATE command. 



01 IE CONFLICTING FILE FORMATS 

Explanation : The filetypes specified do not 
have the same record format; that is, one 
is fixed-lenqth and one is variable-length, 
or the record lengths differ. 



01 3W {HEHBEBIPHASE} 
'fn ft fm' 



•name* NOT FOUND IN LIBRARY 



Explanation ? The member or phase specified 
was not found in the specified library. If 
REPLACE was specified, the new member is 
added . 



System Action : RC = H 
Processing continues with 
filename. 

User Action: None. 



014E INVALID FUNCTION 'function* 

Exp lanation; The function 
misspelled or invalid. 



the 



next 



specified is 



System Action ; RC = 2* 
Execution of the command is terminated, 
system status remains the same, with 
following exceptions: 



The 
the 



For DHSOVR, SVCTEACE is turned off if it 
was previously on. 

For DHSTPE, if the DEN, TRTCH, 7TRACK, or 
9TRACK options were specified, the modeset 
byte has been set for the specified device 
(TAPi, where: i = 1, 2, 3, 4,) or TAP1. 



Use r Action ; Reenter the 

specifying a valid function. 



command. 



S yste m Action: RC = 32 

Execution of the command is terminated. 

The system status remains the same. 

User Action : Change the record format with 
the COPIFILE command. 



01211 SEVERE ERROR MESSAGES ISSUED 

Explanat ion; The language processor 

returned completion code 12. 

System Action: RC = 12 

The system status remains the same. 

User Action; Look for additional messaqes 
that may have been issued by the compiler. 



015E {UNKNOWN {CP/CBS|CHS|CP} | INVALID 

{CBS I SUBSET}} COHHAND 

Exp la nation ; 

UNKNOWN CP COHHAND 

indicates that IHPCP (implied CP) was oc 
so the command was passed to CP, but no 
CP command could be found with the name 
entered. 

UNKNOWN CHS COHHAND 

indicates that no CHS command, CHS or 
user EXEC file, or user HODOLE file 
exists by the name entered. 

UNKNOWN CP/CHS COHHAND 

indicates that no CP or CHS command could 
be found with the name entered. 



013E MEMBER 'name' NOT FOUND IN LIBRARY ['fn ft 
fm« 1 

Expla nation; The specified member was not 
found in the library. 

Syst em Act ion; RC = 32 

Execution of the command is terminated. The 
system remains in the same status as before 
the command was entered. 



INVALID CHS COHHAND 

indicates that an error has 
LOADHOD. 



occurred in 



INVALID SUBSET COHHAND 

indicates that the loader has tried to 
load a routine at an address equal to or 
hiqher than X •20000'. The command yDU 
issued may be a valid CHS command, but 
not a valid subset command. 



User Action: Use the MACLIB HAP or TXTLIB 
MAP command to display the names of library 
members . 



108 



IBM VM/370 System Messages 



DBS 



System action ; ft positive return code is 
passed if an error occurs in CP processing. 
A negative return code is passed if the 
command entered is considered an invalid 
CBS command. The system status remains the 
same. 

User Action: Enter a command. 



019E IDENTICAL FILEIDS 

Exp l anation : The fileids specified in the 
command line are identical. 

Sys tem Action : RC = 24 

Execution of the command is terminated. 

The system status remains the same. 



016E NO PRIVATE CORE IBAGE LIBRARY FOOND 

Explanation : The private Core Image Library 
called does not exist on the accessed disk, 
or the DLBL was incorrect. 



User Action : Reissue the command, 
specifying two different fileids. 



020H INVALID PDDHP ADDRESS 'address' - 
OPERATION PERFORBED 



NO DOBP 



System Action : RC = 28 

Execution is terminated. System status 

remains the same. 

User Action : Access the proper disk or 
alter the invalid DLBL. 



016il TERMINAL ERROR MESSAGES ISSUED 

Explanat ion; The language 
returned completion code 16. 



processor 



Syste m Action: RC = 16 

The system status remains the same. 

U ser Action : Look for additional messages 
that may have been issued by the compiler. 



017E INVALID DEVICE ADDRESS 'cuu« 

Explanation ; The device address was not 
specified correctly, or the device was not 
accessed. 



System Action : RC = 2H 

Execution of the command is terminated. 

system status remains the same. 



The 



user Action : Check the specified device 
address and reissue the command. 

Note : For a virtual machine with ECBODE on, 
a valid cuu is within the range X'001' 
through X'FFF'. Otherwise, a valid cuu is 
within the range X'001' through X'SFF'. 



018E NO LOAD MAP AVAILABLE 

Explanation : The module file was created 
with the HOBAP option of 6EHM0D or is a 
transient area routine. 

Syste m Action : RC = HO 

Execution of the command is terminated. 

The system status remains the same. 

User Action : Regenerate the module file 
with the HAP option and reissue the 
command. 



Explanation : The address specified in the 
PDUHP macro is invalid for one of the 
following reasons: 

• add2 must be greater than addl. 

• addl cannot be negative. 

• addl cannot be greater than poend (the 
end of the virtual partition) . 

• add2 cannot be negative. 

System Action ; The macro results in no 
operation. No dump is provided; processing 
continues. 

User Action; None. 



021E ENTRY POINT 'name' NOT FOUND 

Explanation : For DBSGND, the specified 
directory name was not found in the loader 
tables. 

For DMSLIO aad DMSNCP, an entry point name 
specified either with the START command or 
on an LDT card could not be located in the 
loaded TEXT files. 

For DMSMOD, the name used with the FROB or 
TO option of the GENHOD command does not 
occur in the currently loaded files. 



System Action ; RC = 10 

Execution of the command is terminated. 

system status remains the same. 



The 



For DBSLIO and DBSNCP, no execution teJces 
place for LDT. Loading stops. Loader 
clean-up has been processed for the loaded 
files. A subseguent START command should 
not be affected. 

For DBSHOD, the module is not created. 

User Action ; For DHSGND, reload the 

auxiliary directory and reiss'ae the 
command. 

ir"or DMSLIO and DMSNCP, reissue the START 
command with the proper entry point or 
control section name, or asterisk (♦) . 
Correct the LDT card with the CHS Editor. 



For DMSMOD, correct the GENHOD command line 
or add the reguested name as an external 
name in the files being generated. 



Conversational Monitor System (CMS) Messages 109 



DMS 



02Hf NO TBANSIENT DIRECTOEY 

Explanation; A request was aade to display 
a transient directory, but neither a 
private core inage library nor a system 
residence library was assigned- 

S ystem Action; RC = 4 

Execution of the conmand continues until 

all specified directories are processed. 

Dser Action: Ensure that the proper 
libraries are assigned and reissue the 
command. 



System Action ; EC = t 

Execution of the command continues until 

all specified directories are processed. 

Oser Action : Ensure that either the proper 
library is assigned or that active 
relocatable entries are available in the 
directory and reissue the command. 



02«E FILE 'fn ft fm* ALREADY EXISTS r~ SPECIFY 
•REPLACE' ] 

Explanation ; The specified file already 
exists. 



022E NO DIRECTORY NAME SPECIFIED 

E xplanation ; A directory name was not 
entered with the command. 

System Ac tio n; RC = 21 

Execution of the command is terminated. The 

system status remains the same. 

Dser Action ; Reissue the command with a 
directory name. 



022W NO CORE IMAGE DIRECTOEY 

Explanatio n; A request was aade to display 
a core image directory, but neither a 
private core image library nor a system 
residence library was available. 

System A ction ; EC = U 

Execution of the command continues until 

all specified directories are processed. 

Dser Action; Ensure that the proper library 
is assigned and reissue the command. 



023E NO FILETYPE SPECIFIED 



For DMSEDI, the Editor work file, EDIT 
CMS0T1 , already exists as the result of a 
previous edit session ending abnormally. 

For DMSDPD, a file with the fileid 'OPDATE 
CMSOTI' already exists. This usually 
indicates that the OPDATE ccHsmand was 
executed previously and and was terminated 
abnormally, and that it left a work file on 
the output disk at that time. 

System Action ; RC = 28 

Execution of the command is terminated. 
The system status remains the same, with 
the following exception: 

For DMSCPy, if you were creating multiple 
output files, several output files may have 
been created before the error was 
discovered. 

Dse r Action ; You can use the TYPE command 
to examine the existing file. If you 
decide you want to keep it, use the RENAME 
command to give it a new fileid. Tf the 
file is invalid or incomplete, erase it and 
reissue the command; or for DMSCPY, reissue 
the command and specify the BEPLACE option. 



Explan ation; The command requires that you 
specify both filename and filetype. 

For the DLBL command, both are reguired if 
you specify the CMS operand. 

Syste m Action ; RC = 24 

Execution of the command is terminated. The 

system status remains the same. 

For DMSTPE, if the DEN, TRTCH, 7TRACK, or 
9TRACK options were specified, the modeset 
byte has been set for the specified device 
(TAPi, where: i = 1, 2, 3, 4) or TAP1. 

Dser Act ion; Reenter the command, 
specifying the filename and filetype. 



023lf NO RELOCATABLE DIRECTORY 

E xplan at ion ; A reguest was made to display 
a relocatable directory, but either no 
private or system relocatable library was 
available or no active entries were present 
on the appropriate directory. 



024H NO PROCEDOEE DIRECTORY 

Exp l anation ; A request was made to display 
a procedure directory but no system 
residence library was assigned. 

Syste m Action RC = 4 

Execution of the command continues until 

all specified directories are processed. 

Dser Action : Ensure that the system 
residence library is assigned and reissue 
the command. 



025E INVALID DATA IN 370X CONTROL PROGRAM 

Explanation : One of the following 
conditions has occurred: 

For specified EP or PEP — The implied or 
channel vector table was not found. 

For NCP or PEP — The maximum resource id 
exceeds 4 086 bytes. 
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For HCP or PEP — The first resource is not 
the 370X. 

Syste a Action ; RC = 16 

Execution of the coaaand is terminated. 

Dser Action ; Hake sure that the 370X 
control program has been generated with the 
correct parameters and that the correct 
CANOD operand value was used on the SATENCP 
command. For the correct parameters for 
370X control program generation, refer to 
the VH/370 Planning and S ystem Generation 
Guide. 



System Action; EC = 2H, except for DSEE7, 
which issues BC = 28. 

Execution of the command is terminated. The 
system status remains the same. 

Oser Action : Reissue the command, 
specifying a valid device name. Or, for 
DHSER?, use the command USTIO SYSxxx to 
verify the device to which the logical unit 
is assigned. Reassign the logical unit to a 
valid device and reissue the command. 



027W HO PRIVATE CORE IHAGE LIBRARY 



25W HO SOURCE STATEMEHT DIRECTORY 

Explanation ; A reguest was made to display 
a source statement directory, but either a 
private source statement library or a 
system residence library was not available 
or there were no source statement entries 
in the library available. 

System Action ; RC = 4 

Execution of the command continues until 

all specified directories are processed. 

Dser Actio n; Ensure that either the proper 
library is assigned or that active source 
statement entries are present in the 
directory and reissue the command. 



026E IH7ALID PARAMETER 
•function' FDHCTIOH 



•parameter' 



FOR 



Explanation ; The data specified for the 
given function is misspelled, missing or 
incorrect . 

System Action : RC = 21 

Execution of the comaand is terminated. 

The system status remains the same. 



Dser Action; 



Reissue the 



command. 



specifying valid data for the function. 



026W 'phase' NOT IN LIBRARY 

Explanation ; A reguest was made to display 
a certain entry or entries in a core image 
directory but the entry or entries were not 
in the library. 

Syste m Action : RC = 4 

Execution of the command continues until 

all specified directories are processed. 



Dser Action: Reissue the 
specifying the proper phase name. 



coBBand^ 



027E INVALID DEVICE {'device name' | 'device' FOR 
•SYSxxx'} 

Explanation ; The device specified is 
invalid, or, if the message is INVALID 
DEVICE 'device' FOR 'SYSxxx', the device 
associated with the specified logical unit 
is not supported by the processor. 



Explanation : A reguest was made to display 
the core image directory of a private core 
image library, but no entries were present. 

System Action : RC = 4 

Execution of the command continues until 

all specified directories are processed. 

Dser Action: None. 



028E NO {DEVICE I LOGICAL DNIT} SPECIFIED 

Expl anation: The command reguires that you 
specify a device address or logical unit. 

System Action: RC = 24 

Execution of the command is terminated. The 

system status remains the same. 

Dse r Action ; Reissue the command, 
specifying a valid device address or 
logical unit. 



028W NO {PRIVATE I SYSTEM} 
ENTRIES 



TRANSIENT DIRECTORY 



Explanation : Ho directory entries were 
present on the specified transient library. 

System Action : RC = 4 

Execution of the comaand continues until 

all specified directories are processed. 

Dser Action: None. 



029E INVALID PARAMETER 'parameter' IN THE OPTION 
'option' FIELD 

Explanation : The data entered following the 
specified option was invalid. 

Sys tem Action; RC = 24 

Execution of the command is terminated. 

The system status renains the same. 

For DMSLIO, some option processing may have 
altered loader information. This should 
not affect a subseguent load. 

Dser Action: Check the format of the field 
and reissue the command, specifying the 
data after the option. 
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30E FILE 'fn ft fm« ALREADY ACTIVE 

E xpla n ation ; A file could not be referenced 
because it was already active. For 
example, this message appears if you try to 
append a file to itself, or if you try to 
rename the EXEC file you are executing. 

S yste m Action; EC = 28 

Execution of the command is terminated. 
The system status remains the same, with 
the following exceptions for DMSCPY: 

• If the APPEND option was specified, and 
if the copying process had begun before 
the error was discovered, then records 
are appended to the output file. 

• If the NEWFIIE (the default), REPLACE or 
OVLY option was specified, and if the 
copying process had begun before the 
error was discovered, then COPYFILE 
CMSDTl, on the output disk, contains the 
records copied so far. 

• In multiple output file mode, several 
output files may have been created 
before the error was discovered. 



User Action: 



Ose 



another method of 



execution, or close the file and reissue 
the command. 



031E LOADER TABLES CANNOT BE HOriFIED 

Expla nati on ; If you are trying to increase 
the number of loader tables, the system 
storage below the loader tables is in use. 

If you are trying to decrease the number of 
loader tables, either the loader is using 
more tables than you specified, or the 
system storage below the loader table is in 
use. 

Syste m Action; EC = 40 

Execution of the command is terminated. 

The system status remains the same. 

Oser Action; The number of loader table 
pages should be modified before other 
storage is allocated. The command should be 
issued immediately after IPI. 

Note: If you have exceeded storage on the 
A-disk, reload (via IPL) without accessing 
the A-disk. 



Ose r Action ; Correct the filetype and 
reenter the command. 



033E FILE 'fn ft fm' IS NOT A LIBRARY 

Explanation : For DHSSVT, the file specified 
in the message cannot be updated or read 
because the file is either a CP-67/CHS 3.1 
BACLIB or an invalid BACLIB. 

For DMSPBT, DMSPDN, and DMSTYP, the MEHBEE 
option is invalid because the file 
specified is not a library. 

Sys tem Action ; 

For DBSSVT, the following return code is 

issued; 

EC = 8 (if the FIND macro was issued) 
EC = 10 (if the STOW macro was issued) 

The return code is passed to the user 
program and the program continues 
executing. 

For.DMSPRT, DBSPOH, and DBSTYP, a return 
code of 32 is issued- Execution of the 
command is terminated. The system status 
remains the same. 

Oser Action : For DBSSVT, check for an 
invalid BACLIB or an invalid fileid 
specification in the FILEDEF command. 

For DBSPET, DBSPDN, and DBSTYP, specify a 
library or omit the BEBBER option. 

If the file is a CP-67/CBS 3. 1 BACLIB and 
your program is trying to update it, you 
must first convert the file to a 7M/370 
BACLIB using the BACLIB command with the 
COBPACT operand. 



034E FILE 'fn ft fm« IS NOT FIXED LEN3TH 

Explanation ; The specified file must have 
fixed-length records in order for the 
command to be executed. 

Sys tem Action : RC = 32 

Execution of the command is terminated. The 

system status remains the same. 

Oser Action : You may change the record 
format of the file by using the COPYFILE 
command with the EECFB option. Then 
reissue the command. 



032E INVALID FILETYPE 'ft' 

Expla nation; The filetype entered was not 
valid for the command. 

For DBSBOD, the filetype must be BODDLE. 

For DBSSYN, the filetype must be SYNONYB. 

System Action: EC = 24 

Execution of the command is terminated. 

The system status remains the same. 



035E INVALID TAPE BODE 

Exp l anat ion; An invalid combination of tape 
options was specified. For example: 9TRACK, 
DEN 200. 

System Action ; RC = 24 

Execution of the command is terminated. The 

system status remains the same. 

Ose r Action ; Correct the tape options and 
reissue the coramand. 
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036E OPEN EEHOE CODE 'nn* ON 'daname* 

Explanat ion: An error occurred during an OS 
OPEN. The possible error codes are 
described below: 

C ode Meani ng 

1 The DSOBG option of the specified DCB 

(data control block) is not PO, PS, or 
D& (partitioned organization, physical 
sequential, or direct access, 
respectively) . 

2 The default FILEDEF for the DCB 
'ddnaine' displayed ia the isessage 
failed. 

3 The RECFM of the specified DCB does 
not agree with the format of the 
existing file, that is, one HECFM is 
variable-length and the other is 
fixed-length. 

4 A DCB, BLKSIZE, IBECL, or BOFL option 
is missing or invalid. 

5 The input DCB BLKSIZE is not a correct 
multiple of the DCB IBECL, or the 
output DCB specifies writing blocked 
output, but only unblocked output is 
permitted. 



System A ction : The program continues 
executing, but the DCBFLGS OPES bit is not 
turned on and the DCB is not initialized. 

Use r Action : Noting the error code and 
ddname displayed in the message, check the 
associated FILEDEF command and DCB macro 
for invalid or missing DCB options. 



037E [OOTPDT] DISK 'mode [cuu]' IS READ/ONLY 

Explanation : The filemode of the output 
file specifies a read-only disk, which 






For DHSnPD, there was no read/write disk 
available for the UPDATE output files. The 
following steps are taken to determine the 
disk on which the UPDATE output files are 
to be placed (the search stops as soon as 
one of the following steps is successful) : 

• If the disk on which the original source 
file lies is read/write, the output 
files are placed on that disk. 

• If that disk is a read-only extension of 
a read/write disk, the output files are 
placed on that particular read/write 
disk. 



6 EECFS is fixed-length and LETCL does 
not agree with the record length of 
the existing file or, if the filemode 
is 4, the BLKSIZE does not agree with 
the record length of the existing 
file, or EECFM is variable-length and 
BLKSIZE is not 4 bytes greater than 
the record length of the existing 
file, ..., or BLKSIZE is not a 
multiple of LEECL whether the filemode 
is equal to 4 or not. 

7 BECFH is variable-length spanned, and 
either the access method is not BSAH 
or the filemode is not 4. 

3 An error occurred saving the BPAM 
directory for update, or an error 
occurred while doing a FIND for the 
member name specified in the FILEDEF 
command or CHSCB macro. 

9 The DCB specifies output, BDAM or a 
key length for an OS data set or DOS 
file. 

10 An error occurred while attempting to 
position a tape with label type 
specified as BLP or HL. 

11 I/O option ' UPDATE' is invalid for 
file found on read-only disk. 

12 A tape which was specified as NL 
contained an IBM standard ?0L1 label 
as its first record. 

80 The file is an unsupported OS data set 
or DOS file, or an I/O error occurred 
accessing an OS or DOS disk. 



• The output files are placed on the 
A- disk, if it is read/write. 

If all three of the above steps fail, and 
the A-disk is read-only, then the message 

DISK "A* IS READ/ONLY 

is displayed. 

If this message occurs during VSAMGEN EXEC 
processing, it indicates that the CMS 
A-disk is accessed in read-only mode. But 
the VSAMGEN EXEC procedure requires that 
the CMS A-disk be accessed in read/write 
mode so that the CMS DOSLIB files can be 
written on it. Also, for an OS 'INSTALL', 
the VSAM and Access Method Services object 
modules will be copied to it for future 
updating. In a HAINT run for both DOS and 
OS users, the PTF decks read from the 
reader are also written on the CMS A-disk. 

System Action : EC = 36 

Execution of the command is terminated. The 

system status remains the same. 

If this message occurs during 7SAMGEN EXEC 
processing, the VSAMGEN EXEC procedure 
terminates and the system returns to the 
CHS command environment. 

For DHSCPy, in multiple output file mode, 
several output files may have been created 
before the error was discovered. 



For DMSDSK, the reader is closed 
HOLD option. 



with the 



For DHSMOD, loader cleanup has 
performed on loaded files. 



been 
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For DHSTPE, if the DES, TETCH, 7THACK, or 
9TRACK options were specified, the aodeset 
byte has been set for the specified device 
(TiPi, where: i = 1, 2, 3, 4) or TAP1. 

Dser Act ion: Issae the CP ccaaand LINK to 
reset the disk to read/write status. Then 
access the disk aqain and reissue the 
coBffland. 

For DBSBDP, ensure that the appropriate 
disk is being associated with the DTF being 
opened, and reissue the conaand. 



38E FILEID COHFLICT 

• {ASH37051ASSEHBLE} • 



FOB 



DDNAHE 



SxplaaatioQ ^ The file specified with an 
ASH3705 (or ASSEMBLE) co«»and has been 
previously defined by a FILEDEF coanand, 
but its filetype was not defined as 
•ASM3705' (or as •ASSEMBLE'), or you have 
issued a FILEDEF coaaand for a reader or 
tape input file and specified a filenaae 
that is already defined as a disk file with 
the filetype ASB3705 (or ASSEMBLE) . 



Dser Action ; Load files via the LOAD or 
LOADMOD coanand. If a MODULE file is to be 
loaded, issue the MODHAP coaaand to verify 
that a load aap is available. 



OaiE INPUT AND OUTPUT FILES ABE THE SAME 

Explanation ; One of the following errors 
was detected; 

• The saae ddnaae was specified for input 
and output. 

• The input ddnaae and output ddnaae 
specify the saae disk file. 

• The input ddnaae and output ddnaae 
specify the same tape unit. 

Systea Action : BC = ftO 

Execution of the coanand is terainated. 

The systea status reaains the saae. 



User Action : Reissue the 
MOVEFILE coaaands correctly. 



FILEDEF and 



Systea Action ; BC = UO 

The coaaand is not executed. The 

status reaains the saae. 



systea 



User Action: Verify that you have specified 
the correct filenaae with the ASH3705 (or 
ASSEMBLE) coaaand. If it is correct, in the 
first case above, issue a FILEDEF ddnaae 
CLEAR coaaand for the file, or issue a 
FILEDEF coaaand that sets the filetype 
correctly. In the second case, either use a 
different filenaae for the input file, or 
erase the existing disk file. 



039E NO ENTRIES IK LIBRARY ' f n ft fa» 

Explanation : The library specified contains 
no aeabers, probably because all aeabers 
were deleted using the MACLIB DEL coaaand. 

Systea Action: BC = 32 

Execution of the comnand to terainated. 

The systea status reaains the saae. 

User Action: None. 



OWE NO FILES LOADED 

Explanatio n; This aessage can occur for any 
of the following reasons; 

• The user has not previously issued a 
LOADHOD or LOAD coaaand. 

• A CHS transient area aodule was 
specified in a LOADHOD coaaand. 

• The loaded aodule was generated with the 
NOMAP option. 

S ystea Action ; BC = 10 

Execution of the coaaand is terainated. 

The system status reaains the same. 



0a2E HO FILEIDf (S) ] SPECIFIED 

Explanation ; At least one file 
identification is reguired in order for the 
coaaand to be executed. 

Systea Action : BC = 24 

Execution of the coaaand is terainated. 

The systea status reaains the saae. 



User Action: 



Beissue the 



coaaand. 



specifying at least one fileid. 



043E •TAPn(cuu) ' IS FILE PEOTECTED 

Explanation ; The tape cannot be written on. 

Sys tea Action : EC = 36 

Execution of the coaaand is terainated. If 
the DEN, TETCH, 7TBACK, or 9TBACK options 
were specified, the aodeset byte has been 
set for the specified device (TAPn, where: 
n = 1, 2, 3, 4). 

User Action ; Send a aessage to the operator 
to insert the write enable ring in the tape 
and retry the coaaand. 

For DMSCLS, verify that the correct tape is 
Bounted. 



04UE BECORD LENGTH EXCEEDS ALLOWABLE MAXIMUM 

Explanation : The record length given 
exceeds the aaxiaua record length allowed. 
The aaxiaua record length allowed by the 
EDIT coaaand is 160 characters; by the 
PRINT coamand, 151 characters; and by the 
PUNCH coaaand, 80 characters. 



Sys tea Action ; EC = 32 

Execution of the coaaand is terainated, 

systea status remains the saae. 



The 
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User Action: 



For DHSEDI. 



reissue the 



command with an acceptable record length. 

For DHSPRT and DHSPDN, you can change the 
record length with the COPYFILE command, 
and then reissue the command. 



45E ONSOPPORTED 370X COHTRCI PROGRAM TYPE 



• The mode number, if specified, is not 
between and 5. 

• Hore than two characters were specified 
for the mode. 

• A null line was entered as the first 
specification with the HOLT option of 
the DL6L command. 



Explanatio n: The 3705 control program type 
is not an Emulation Program (EP) , 
Partitioned Emulation Program (PEP) or 
Network Control Program (NCP) . 

System Action ; RC = 16 

Execution of the command is terminated. 

User Actio n; Hake sure that 370X control 
program has been generated with correct 
parameters. For the correct parameters for 
the 370X control program generation, refer 
to the VB/370 Pl annin g and System 
Generation Guide. 



46E NO LIBRARY NAME SPECIFIED 

E xplanation : The command was entered 
without a library name. 

Syste m Action : RC = 24 

Execution of the command is terminated. The 

system status remains the same. 

User Action : Reenter the command, 
specifying the library name. 



047E NO FUNCTION SPECIFIED 

E xplanation : A function must be specified 
in order for the command to be executed. 
Either ON or OFF must be specified with the 
SVCTRACE command. For the ZAP command, you 
must specify LOADLIB, HODOIE, or TXTLIB. 

Syste m Action ; RC = 24 

Execution of the command is terminated. 

For SVCTRACE, SVCTRACE is turned off if it 
was on. 

For DMSTPE, if the DEN, TRTCH, 7TRACK or 
9TRACK options were specified, the modeset 
byte has been set for the specified device 
(TAPi, where: i =1, 2, 3, 4) or TAP1. 
Otherwise, the system status remains the 
same. 

User Action : Reissue the command with the 

desired functioii. 



048E INVALID HODE 'mode' 

Explanation ; This message can occur for any 
one of the following reasons: 

• The mode was not specified correctly. 

• For most CMS commands, filemode 's' is 
an invalid mode. 



• The mode specified with a LISTDS command 
was not the mode of an OS or DOS disk. 

• The mode specified with a LISTFILE 
command was not the mode of a 
CHS-formatted disk. 

System Action : HC = 24 

Execution of the command is terminated. 

The system status remains the same. 

For DMSTPE, if the DEN, TRTCH, 7TRACK, or 
9TRACK options were specified, the modeset 
byte has befen set for the specified device 
(TAPi, where: i = 1, 2, 3, 4) or TAPI. 

User Action : Reissue the command with the 
filemode specified correctly. 



049E INVALID LINE NUMBER 'line number' 

Exp l anation ; The specified line number is 
either zero or outside the limits of the 
file. 

System Action: RC = 24 

Execution of the command is terminated. The 

system status remains the same. 

Use r Action : Examine the file and reissue 
the command with a correct line number. 



050E PARAHETER MISSING 

{DDNAME I SYSxxxl function} 



AFTER 



Explanation : A parameter that is reauired 
by the command was not specified. 

For the ASS6N command, the disk mode must 
be specified for the SYSxxx logical unit. 

For the DLBL command, the disk mode or 
DUMMY or CLEAR must be specified after the 
ddname. 

For the FILEDEF command, the device name or 
DUMMY or CLEAR must be specified after the 
ddname. 

For the SET command, a required paramater 
that must follow a function is missing. 

Sys tem Action : RC = 24 

Execution of the command is terminated. The 

system status remains the same. 



User Action ; 
command. 



Correct and reissue the 
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51E INVALID MODE CHANGE 

Explanat i on ; The filemode letter specified 
for the old fileid is not the sane as the 
filemode letter specified for the new 
fileid. 

System Action ; BC = 24 

Execution of the command is terminated. 

The system status remains the same. 



aser Action ; 
command. 



Correct 



and reissue the 



This message is also issued if a START 
command (or FETCH command with the STABT 
option) is issued following a SET DOSPAET 
command, resetting the size of the DOS 
partition. Redefining the partition size 
causes storage to be reinitialized and any 
previous loads or fetches must be reissued. 

Sys t em Action: EC = HO 

Execution of the command is terminated. 
Loader cleanup has been performed on loaded 
files. This should not interfere with a 
subseguent START command. 



52E MORE THAN 100 CHARS OF CPTICHS SPECIFIED 

Explanation; The maximum number of 
characters that can be used to specify 
options for this command is 100. Hore than 
100 characters were used. 

S ystem Action ; RC = 24 

The command is not executed. The system 

status remains the same. 

Dser Act ion ; Reissue the command, using 100 
or fewer characters to specify the options. 
Ose abbreviations if necessary. 



53E INVALID SORT FIELD PAIR DEIIHEE 

Explanatio n: Either an ending character 
position was not specified for a sort 
field, the starting position is greater 
than the ending position, the fields 
contain nondecimal characters, or the sort 
field exceeds the maximum of 253 
characters. 



Syste m Action : BC = 24 

Execution of the command is terminated. 

system status remains the same. 



The 



Oser Action : 
command. 



Correct 



and reissue the 



54E INCOHPLETE FILEID SPECIFIED 

Explana tion; You must specify the filename 
and filetype in order for the command to be 
executed. In addition, for some commands 
you must specify the filemode. 

Syste m Action ; RC = 24 

Execution of the command is terminated. 

The system status remains the same. 

O ser Acti on; Check the description of the 
command, correct the command line, and 
reissue the command. 



055E NO ENTRY POINT DEFINED 

Explana tion; For the START command or the 
START option of the FETCH, LOAD, or INCLUDE 
command, either the initial execution 
address is zero, or there is no executable 
code at the execution address, or nothing 
has been loaded. 



Dser Action ; If no file was previously 
loaded, issue the LOAD command specifying 
the files to be loaded. If files are 
loaded y checV the* for incorrect SIC or 
entry cards. 



056E FILE 'fn ft rf"]* CONTAINS INVALID 
{NAME|ALIAS|ENTRYIESD} RECORD FORMATS 

Expl anation: For DHSLBB and DMSNCP (GEN, 
ADD, REP) , the specified file is not in the 
expected format (that is, it is not in 
fixed- length, 80-byte format). HACRO and 
MEND cards must be included in the MACRO 
files, and the prototype card must be 
specified with a name that does not exceed 
eight characters. If an ♦COPY statement 
appears, it must contain a name. A HACLIB 
must contain •LIE* in columns 4-6 of record 
one. 

For DMSLBT, the specified file has more 
than 255 entry points (ESD only) , or has 
records which are incompatible or missing. 



For DHSLxO, axx TXtLib tiies must 
"LIB" in columns 4-6 of record one. 



bave 



For DHSSYN, the specified file is not in 
the expected format. The SYNONYM file must 
contain 80-byte records in free form 
format, with columns 73-80 ignored. The 
data consists of a command name followed by 
a blank and the user synonym. This may 
optionally be followed by a count which is 
preceded by at least one blank. 

For DHSZAP, either the header record for 
TXTLIB or LOADLIB was invalid, or the 
pointer to the directory or module map was 
in error. 

Sys tem Action : RC = 32 

Execution of the command is terminated. 

The system status remains the same. 

Ose r Action : For DMSLBM and DMSNCP, issue 
the MACLIB COMP command, then check the 
BACLIB with a MACLIB MAP command. Correct 
the format error. 



For DMSSYN, 
file. 



correct the format of the 



For DMSLIO, recreate the TXTLIB. 

For DMSLBT, if the message specifies ESD, 
check for more than 255 entry points for a 
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member; otherwise, check for invalid or 
missing records. 

For DMSZAP, recreate the library or module- 
Then reissue the command. 



56W FILE 'fn ft fm« COMTAIHS IHVALID 
{NAHE|4LiaS|ENTRY|ESD} BECOBD FOEHATS 

E xplana t ion ; The specified file is not in 
the expected format. 

Syste m Action ; Processing continues. 

Dser Action ; None. 

57E INVALID FECOBD FORK AT 

Explana t ion : For the TAPE command, a record 
that was read was not in TAPE DUMP format. 
For the TAPEMAC command, the tape was not 
in the lEHHOVE unloaded PDS format, or the 
PDS logical record length is not 80. 

System Action ; RC = 32 

Execution of the command is terminated. 
For the TAPE command, if the DEH, TRTCH, 
7TRACK, or 9TRACK options were specified, 
the modeset byte has been set for the 
specified device (TAPi, where: i = 1, 2, 3, 
4) or TAPI. 

User Act ion: For the TAPE command, rewrite 
the file onto tape using the TAPE DUMP 
command. For the TAPEHAC command, recreate 
the file on tape using the OS lEHHOVE 
utility program. Then reissue the command. 



058E END-OF-FILE OR END-OF-TAPE [ON 'TAPn' ] 

Explanation ; The end of the file or tape 
was reached. 

For DMSTPE, an end-of-tape condition was 
encountered while doing a write, WTH (write 
tape nark) , or ERG (erase gap) operation. 

Syste m Action ; RC = UO 

Execution of the command is terminated. For 
DMSTPE, the last operation is not 
completed. The tape is positioned at the 
end. If the DEN, TETCH, 7TEACK, or 9TEACK 
options were specified, the modeset byte 
has been set for the specified device 
(TAPi, where: i = 1, 2, 3, 4) or TAPI. 

Oser Action: For DHSTPD, you may space the 
tape forward and continue, or rewind the 
tape and quit; this can be an information 
message rather than an error condition, 
depending on the circumstances. 

For DMSTPE, if the position of the tape is 
not as expected, use the appropriate TAPE 
control function to reposition it. 

For DHSBOP, ensure that the proper tape has 
been mounted. If so, rewind and reposition 
the tape and retry. 



For DHSCLS, rewind and reposition the tape 
and reissue the command. 



059E 'cuu' ALREADY ACCESSED AS EEAD/WRITE "mode* 
DISK. 

Explanation ; You are trying to access the 
specified device in read-only mode, but you 
have already accessed it read/write mode- 
You cannot have a disk accessed as both 
read-only and read/writs, because the 
read-only file directory would not reflect 
any updates you made until the next time 
you accessed the disk. 

System Action : EC = 36 

Execution of the command is terminated. 

The system status remains the same. 

Dser Action: Release the disk by issuing 
the RELEASE command and then reissue the 
ACCESS command. 



060E FILE(S) 'fn Cft[fm]]' NOT FOUND, 
•mode (cuu) • WILL NOT BE ACCESSED 



DISK 



Explanat i on ; The files requested were not 
on the specified disk; or, if the disk 
contains no files and you accessed it as an 
extension, your access fails. If another 
disk was already accessed as mode "fm", it 
is released. 

System Action ; RC = 28 

Execution of the command is terminated. The 
system remains in the same status as before 
the command was entered. 

Use r Action: Check to see that the fileid 
is specified correctly, and reenter the 
command. 



061E NO TRANSLATION CHARACTER SPECIFIED 

Explanation: A SET INPUT or SET OUTPUT 
command was issued without a translation 
character. 

System Action ; RC = 24 

Execution of the command is terminated. The 

translate table remains unchanged. 

User A ction ; Reissue the command with the 
appropriate translation character. 



062E INVALID [CHAR] •[ = |*|char]' IN [OUTPUT] 
FILEID [ 'fn ft [ fm]«] 

Explanation ; The character specified 
whether an asterisk (*) , equal sign (=) , or 
other was invalid in the fileid in which it 
appeared. 

System Action : RC = 20 

Execution of the command is terminated. 

The system status remains the same, with 

the following exceptions for the COPYFILE 

command: 
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If the APPEND option was specified and 
the copying process began before the 
error was discovered, then records were 
appended to the output file. 

If the NEWFILE (the default) , HEPLJCE, 
or OVLY option was specified, and the 
copying process began before the error 
was discovered, then COPYFIIE CHSOTI, on 
the output disk, contains the records 
copied so far. 



Some of the errors that can cause this 
message to appear in conjunction with the 
TRANS option are the following: 



An invalid hexadecinal 
entered. 



number was 



• An odd number of characters was entered. 

• The continuation code (++) was entered 
in the middle of a character pair. 



• In multiple-output-file mode, several 
output files may have been created 
before the error was discovered. 

Ose r Action; Check the description of the 
command format and reissue the command. 



System Action: BC = 24 

Execution of the command is terminated. The 

system status remains the same. 

Ose r Action: Reissue the command and enter 
the correct specification list when it is 
reguested. 



063E NO rTEANSL&TIORISPECIFICATION] LIST ENTERED 

Expla n at ion; A list was requested in 

response to the SORT command, or to the 

SPECS option or TRANSLATE option of the 

COPTFILE command, but a null line was 
entered in response. 

S ystem A ction : RC = 40 

Execution of the command is terminated. The 

system status remains the same. 

Oser Action: Reissue the command, and enter 
the list when it is requested. 



064E INVALID [TRANSLATE] SPECIFICATION AT OR 
NEAR 'list' 

Explanat ion: An invalid specification was 
included in the list sctsrcd vhcn sithsr 
the SPECS option or the TRANS option was 
specified, "list" is the portion of the 
list you entered that is in error. Some of 
the errors that can cause this message to 
appear in conjunction with the SPECS option 
are the following; 



065E 'option' OPTION SPECIFIED THICE 

Explanat ion: The option was specified more 
than once in the command line. 

Sys tem Action : RC = 24 

Execution of the command is terminated. The 

system status remains the same. 



Ose r Action : Reissue the 
specifying the option only once. 



command. 



066E 'option' 
OPTIONS 



AND 'option' ARE CONFLICTING 



Explanation : The specified options are 
mutually exclusive and must not be 
specified in the same command. 

Sys tem Action ; RC = 24 

Execution of the command is terminated. Wie 

system status remains the same. 



Oser Action : 
command. 



Correct 



and reissue the 



A source specification was entered with 
no target specification. 



An invalid decimal number was 
for an input or output column. 



entered 



• An input file specification of the form 
"nn-mm" was given, but mm was smaller 
than nn. 

• A string was specified without an ending 
delimiter. 

• A zero length string was specified. 

• An invalid hexadecimal number was 
specified, or an odd number of 
hexadecimal digits followed the "H" of 
such a specification. 

• The continuation code {++) was specified 
in the middle of a specification, rather 
than at the beginning of one. 



067E COMBINED IHPOT FILES ILLEGAL WITH PACK OR 
ONPACK OPTIONS 

Explanation : An attempt was made to combine 
several files at the same time that the 
PACK or ONPACK option was used. This 
message appears if there is more than one 
input fileid, or if there is an asterisk in 
the first fileid in single output file 
mode. 

System Action: RC = 24 

Execution of the command is terminated. 

The system status remains the same. 

Oser Action ; Correct the command line and 
reissue the command. 



068E INPOT FILE 'fn ft fm' NOT IN PACKED FORMAT 

Explanat ion: The specified input file is 
not in packed format, and was specified in 
an UNPACK operation. 
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Syste m Action : BC = 32 

Execution of the command is terminated. 
The system status remains the same, except 
that in multiple ontpnt file mode, several 
output files may eJ.ready have been created 
before the error was discovered. 



Dser Action ; Correct the command 
reissue the command. 



069S DISK 'mode' SQT ACCESSED 



Explanation : The spepiiicd disk has not 
been accessed. For DH.SJDSL, the A^^disk must 
be accessed when the d6slib HAP function is 
performed and the output is directed to 
disk. For DHSfGH, note that the ¥SAMGEK 
EXEC procedure requires that you have a 
read/write CHS disk accessed cis your 
A-disk. 

System Action : EC = 36 

Execution of the command is terminated. 

The system status remains the same. 

Oser Action: Access the specified disk and 
reissue the command. 



0691 [OOTPUT] DISK "mode* BOT ACCESSED 

Explantion : The disk specified in the 
FILEDEF command has not been accessed. 

Syste m Action ; This message is for 
information only. Execution continues. 



Oser Action: Hone. 



070E IH?ALID {PAEAHETEE 

•argument*} 



•parameter* lABGUHENT 



Explanation : An invalid operand, or too 
many or extraneous operands, were specified 
in the command line or EXEC statement. 

System Action : BC = 24 

Execution of the command is terminated. The 
system status remains the same, with the 
following exception for the TAPE command: 

If the DEN, TBTCH, 7TBACK, or 9TBACK 
options were specified, the modeset byte 
has been set for the specified device 
(TAPi, where: i = 1, 2, 3, 4) or TAPI. 

Oser Action: Correct the command line and 
reissue the command. 



071E EBASE * * [fm|*] NOT AIIOWED 

Explanation ; lou cannot erase all files on 
all disks using the EBASE command. You can 
enter asterisks for the filename and 
filetype, but you must specify the filemode 
letter and number. 

System Action : BC = 24 

Execution of the command is terminated. The 

system status remains the same. 



Oser Action: Issue the FOEHAT command to 
erase all files on a disk, or use the 
ACCESS command with the EBASE option (all 
files on the disk are erased the first time 
you write a new file on the disk) . 



line and 072E EBBOB IH EXEC FILE fn, LINE nnn - message 

Explanation ; The EXEC interpreter has found 
an error in file "fn", at line "nnn"; 
"message" may be any one of the following: 



FILE HOT FOOHD 
■ni- — an-f 

The specified file was not found on the 
accessed disks. This message can be issued 
when you try to invoke an EXEC from within 
another EXEC. 

SSKIP OE SGOTO EBBOB 

BC = 802 

A request was made to move to a statement 

above the beginning of the file, or to a 

nonexistent label. 

BAD FILE FOBHAT 

BC = 803 

The file is not in the reguired format. For 

instance, it is packed rather than 

unpacked, or the record length is greater 

than 130. 

TOO HAHY AEGOHEHTS 

BC = 804 

A maximum number of 30 arguments can be 

passed to an EXEC file. 

HAX DEPTH OF LOOP HESTIHG EXCEEDED 

BC = 805 

Ho more than four nested loops may be 

specified. 

SHBQP BEADING FILE 

EC = 806 

An I/O error occurred while an EXEC file 

was being read. 

IHVALID SYHTAX 

BC = 807 

The syntax of the indicated statement is 

invalid. 

IHVALID FOEH OF COHDITIOH 

EC = 808 

This can occur from previously unassignad 

variables. The final result after the line 

is interpreted is syntactically invalid. 

INVALID ASSIGHHEHT 

BC = 809 

An attempt was made to assign a value to an 

unspecified field; for example, 

= 42 

HISOSE OF SPECIAL VABIABLE 

EC = 810 

Incorrect use of a special variable was 

attempted. For example, an attempt was 

made to assign a value to SEXEC or to 

STYPEFLAG. 
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ERROR IH &EEEOE ACTION 

RC = 811 

An SERPOR control statement specified a CMS 

command that also resulted in an error. 

CONVERSION ERROR 

HC = 812 

A variable in the line must be converted, 

but cannot be, because it is a character 

value, it is not in the proper format, or 

it has not been initialized. For example, 

•&IF 5FLAG EQ 944' 

If &FLAG was not previously initialized, it 
is "null" or blank and will cause a 
conversion error when beinq converted to 
decimal. This message is also issued if a 
iiuuhfcjxadecimal number is specified after 
the characters "X'" on the right-hand side 
of an assignment statement (for example, &A 
= X'12AG'); or if a nondecimal number is 
specified after the characters "X*" in any 
statement other than an assignment 

statement (for example, 6TYPE X'120A0'). 

TOO MANY TOKENS IN STATEMENT 

RC = 8-.3 

More than 19 tokens appeared in a single 

&READ VARS statement. 

MISUSE OF BUILT-IN FUNCTION 

RC = 814 

One of the EXEC built-in functions (for 

example, &CONCAT, SDATATTPE, etc.) was 

used incorrectly. 

EOF FOUND IN LOOP 

RC = 815 

An end of file occurred before the command 

completed the requested operation. 

INVALID CONTROL WORD 

RC = 816 

An invalid control word was encountered in 

the input deck and cannot te read. 

EXEC ARITHMETIC UNDERFLOW 

RC = 817 

A negative arithmetic variable exceeded 8 

diqits includinq sign. 

EXEC ARITHMETIC OVERFLOW 

RC = 818 

A positive arithmetic variable exceeded 8 

diqits. 

SPECIAL CHARACTER IN VARIABLE SYMBOL 
EC = 819 

A special character was used in a variable 
symbol. Only alphameric characters are to 
be used. The asterisk in the special 
variable &* is an acceptable character. 

Syst em A ctio n: The file is loqically 
executed up to the point where the error 
was detected. 

User Ac tion; Correct the EXEC file and 
reexecute it. 



Not e; For a tutorial description of the 
EXEC facility, see the VM/370 CMS User's 
Guide. For a description of the EXEC 
control statements, see the VM/370 CMS 
Command and Macro Reference. 



073E UNABLE TO OPEN FILE ddname 

Explanation : CMS was unable to open the 
specified ddname. An explanatory message 
should appear along with this message. 

S ystem Action : RC = 28 

Execution of the command is terminated. The 

system status remains the same. 



Use r Action ; 
the command. 



Verify the ddname and reissue 



074E EHROS [RE]SETTING AUXILIARY DIRECTORY 

Exp l anation ; The auxiliary directory could 
not be set or reset. This can occur, for 
example, if the disk on which the auxiliary 
directory resides is not accessed when the 
command is issued, or if it is accessed as 
a filemode other than the one specified for 
it with a previous GENDIRT command. 

Syste m Action ; RC = 40 

If the error occurred on an attempt to set 
the auxiliary directory, execution of the 
command is terminated. The system status 
remains the same. If, however, the error 
occurred on an attempt to reset the 
auxiliary directory, the assembly has 
already been done, and execution continues. 



Use r Action ; Con salt 
what 



the S'''ste2 prograsser 
disk the auxiliary 



to find out 
directory is on and what filemode that disk 
should be accessed as. (It should have the 
filemode that was specified for it with the 
GENDIRT command.) Access the disk with the 
proper filemode and reissue the command. 



075E DEVICE devicename 
{INPUTI OUTPUT} 



INVALID 



FOR 



Exp l anation ; The device specified for the 
input or output ddname is invalid. This 
message will appear if the input device 
specified is DUMMY, PRINTER, or PUNCH, or 
if the output device specified is READER. 



Sys tem Action : RC = 40 

Execution of the command is terminated. 

system status remains the same. 



The 



Use r Act ion: 
and specify 
device. 



Reissue the FILEDEF command 
the correct input/output 



076E ACTUAL RECORD LENGTH EXCEEDS THAT SPECIFIED 

Expl anat ion; An existing file has a record 
length greater than the record length 
entered in the command line. 
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System Action; EC = UO 

Execution of the command is terminated. The 

system status remains the same. 

User Action ; Reissue the command, 
specifying a larger record length with the 
LRECL option. 



077E END CARD MISSING FBOK INPUT DECK 



080E INVALID CYLINDER NDKBEE - REENTER 

- - - (Basic System Extensions) - - - 
080E INVALID {CYL|BLK} NUHBEE - REENTER 



Explanation ; The value entered was not a 
valid decimal number. 



Explanation ; Since the end card is missing, 
the input file is not complete. The deck 
is probably invalid. : 

System Action; RC = 32 

Execution of the command is terminated. The 

card file is lost from the reader. 

User Action; The DISK DUHP command must be 
issued to recreate the file. 



Sys tem Action* 
reissued. 



K^fifirtae' 



n!M«;THTfinQT? 



use J. A^^txuu; See DSSTNIou^H. 



081E INVALID REPLY - ANSWER "YES" OR "NO" 

Explanation ; The only valid response to the 
query is "yes" or "no". Neither was 
entered. 



078E INVALID CARD 
'cardimage'} 



IN 



READER 



{DECK I FILE 



Explanation; For DHSDSK, a card that was 
not punched by DISK DUHP was encountered in 
the input deck. The deck cannot be read by 
DISK LOAD. 

For DHSGRN, an invalid card was encountered 
in the input deck. The deck cannot be 
processed by the GEN3705 command. 

Syste m Action ; RC = 32 

Execution of the command is terminated. The 

system status remains the same. 

For DHSDSK, the READER file closed with the 
HOLD option. 

User Action: 

For DHSDSK, reissue the conmand in case 
there are valid DISK DUMP cards following 
in the file. If the same error occurs, 
either retry, use the READCARD command to 
load the file, or use the CP PURGE command 
to erase the reader file. 

For DMSGRN, use the card image in the error 
message to correct the card, and reenter 
the command . 



079E INVALID DEVICE ADDRESS - REENTER 

Explanation ; The device address entered was 
specified incorrectly, that is, it is not a 
valid hexadecimal character or is not in 
the range of X»001» to X'6IF'. 



S yste m A ction ; Message 
DMSINI608R is reissued. 



DHSINI606R or 



Sys tem Action; Message 
DMSINI610R is reissued. 



DMSINI607R 



User Action: See DMSINI607R or DMSINI610R. 



082E IPL DEVICE ERROR - REENTER 

Explanation ; The device is not currently 
defined, or it is not in read/write status, 
or it is an unsupported device type. 



DMSINI608R is 



Syste m Action ; Message 
reissued. 

User Action; See DMSINI608R, 



083E NUCLEUS WILL OVERLAY CMS FILES - RECOMPUTE 

Explanation ; The specified nucleus cylinder 
number was not greater than the number of 
cylinders indicated in the Master File 
Directory for the IPL device. 



Sys tem Action : Message 
reissued. 



DHSINI609P 



User Action; See DMSINI606R or DMSINI608R. 



Use r Action ; Respond to DMSINI609R with a 
larger cylinder number, or IPL CHS and 
format the specified IPL device with the 
RECOMP option. 

- - - (Basic System Extensions) - - - 

083E NUCLEUS [CYLIBLK] SPECIFICATION 
UNACCEPTABLE ERROR 'X' 

Explanatio n; The cylinder or FB-512 block 
number specified for the nucleus start 
address does not meet the requirement 
indicated by the error code. 
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Code M eaning 

1 The nucleus will overlay CMS files on 
the ainidisk. 

2 The nucleus start address is beyond 
all formatting. 

3 The starting FB-512 block number is 
not on a 256-block boundary. 

H A total of 256 FB-512 blocks are not 

available, including the starting 
block number. 



Syste m Action : Message 
reissued . 



DHSIHI609B 



Dser Action: If EC = 1, respond to 
DHSIHI609S with a larger cylinder value or 
FB-512 block number. If EC = 2, specify a 
smaller value. If EC = 3, specify a 
multiple of 256. If EC = 4, specify a 
lower location for the nucleus. In any 
event, use of the FOEMAT command with the 
RECOHP option may be necessary. 



084B INVALID USE OF • FBOH' AHD 'TO' OPTIOHS 

Explanatio n: The 'FROM' location exceeds or 
is egual to the 'TO' location. 

Syste m Action: EC = 24 

Execution of the command is terminated. The 

system status remains the same. 



User Action : 
command. 



Correct and reissue the 



086E INVALID DDHAME 'ddname* 

Explanation : The ddname specified with the 
command is invalid. 

Syste m Action : RC = 24 

Execution of the command is terminated. 

The system status remains the same. 

Oser Action: Beissue the command with a 
valid ddname. With the DLBL command, use a 
ddname of seven characters or less. If you 
are an OS user, enter the first seven 
characters of your program's ACB ddname. 
If these seven characters are not unigue 
within the program (that is, the eighth 
character distinguishes two ACBs in the 
same program) , recompile the program using 
different ddnames. 



086W DLBL 'ddname' DUMMY INVALID FOB VSAH 

Explanation : The ddname in the ACB being 
opened was specified in a previous DLBL 
command with the DUMMY operand, which is 
invalid for VSAM. 

Syste m A ction ; EC = 8 

This message accompanies a DOS/VS VSAM open 



error code X'11». 
restricted from using 
set. An attempt to 
unpredictable results 



The OS user is 
a DUMMY VSAH data 
do so will cause 
at OPEN time. An 



additional message from the program product 
being used may follow. 

User Action ; Eeissue the DLBL command 
specifying a mode for this ddname, and then 
restart the program that caused the error. 



087E INVALID ASSIGNMENT OF 
•device' 



•SYSXXX' TO DEVICE 



Explanation : The ASSGN command that was 
entered violated a restriction on the 
assignment of SYSxxx to a virtual device. 
The ASSGN command restricts the assignment 
of logical units to virtual devices as 
follows: 



Log i cal Units 
SYS000-SYS241 

SYSLOG 

SYSLST 

SYSIPT 

SYSPCH 

SYSBDR 

SYSCAT 

SYSCLB 

SYSELB 

SYSSLB 

SYSIN 

SYSOUT 



Valid Assignme nt 

to any device as specified 

by the ASSGN command, 
to terminal and printer 
to printer, disk, and tape 
to reader, disk and tape 
to punch, disk, and tape 
to reader, disk, and tape 
to disk 
to disk 
to disk 
to disk 

to reader, tape, and disk 
to tape 



Sys tem Action : EC = 24 

Execution of the command is terminated. 

The system status remains the same. 

User Action : Reissue the ASSGN command, 
specifying a valid combination of logical 
unit and virtual device. 



088E UNSUPPORTED DTF TYPE 'dtftype' 

Explanation ; An attempt was made to open or 
close a DTP table of a type not supported 
by CHS. 

Sys tem Action : EC = 24 

Execution of the command is terminated. 

The system status remains the same. 

User Action ; None; CHS/DOS only supports 
those DTF types identified in the CHS/DOS 
publications. 



089E {OPEN I CLOSE} EBBOB 
Cfn|SYSxxx|TAPn} 



CODE 



ON 



Explanation : The error code in the message 
identifies the error situation. 

Cod e Meaning 
1 The logical unit (SYSxxx) in the DOSCB 
does not match the logical unit in the 
DTF table. 



122 IBM VB/370 System Messages 



DHS 



2 CMS/DOS does not support writing to OS 
or DOS disks. All files must be 
written to CMS disks. 

3 An attempt was made to open or close a 
sequential disk file, VSAH file, or 
private source statement library, but 
no DLBL command was issued with the 
DLBL ddname equal to the DTP ACB 
filename. CHS/DOS requires a 
user-issued DLBL for all sequential 
disk files, VSAH input and output 
files, and private lifcraries. 

4 An attempt was made to open or close a 
DTFCD or DTFPB with ASOCPLE/FUHC 
operands specified in the DTF macro. 
These operands are not supported under 
CMS/DOS. 

5 An attempt was made to open an input 
sequential disk file from an OS disk, 
but no extent information was found in 
the OSFST associated with the file. 

6 An attempt was made to open a 
sequential disk file for input, but 
the file was not found on any of the 
accessed disks. 

7 The device type in the DTF being 
opened or closed is incompatible with 
the PUB device type for the specified 
unit. 



14 The tape is a 3420 tape drive but an 
invalid tape drive model number (valid 
model numbers are 3, 4, 5, 6, 7, and 
8). 

15 While opening a DTF associated with a 
file on an OS or DOS disk, an I/O 
error occurred while reading the 
extent information for the specified 
data set. 

16 STSIPT/SISRDB is assigned to tape and 
the record length is not" 80 or 81 
bytes* 

17 An unexpected error situation was 
encountered while performing a tape 
I/O operation. 

- - - (Basic System Extensions) - - - 

21 An attempt failed to open a DTF which 
specified a SAM data set on an FB-512 
device. The FILEDEF for 'fn' must 
specify RECPM and BLOCK parameters. 
For a fixed block RECFH, the LBECL 
must be specified also. 



Sys tem Action: RC= 36 

Execution of the command is terminated. 

The system status remains the same. 



The system or 
is unassigned 
X'FF') . 



programmer logical unit 
(POB pointer in LUB = 



Oser Action : 
the command. 



Correct the error and reissue 



9 There is no CMS/DOS support for 
reading tapes backward. When the 
operand READ=BACK is specified on the 
DTFMT macro, a flag is set in the DTF 
at compilation time indicating this 
condition- CMS/DOS supports tape 
processing only in a forward 
direction. 

11 An attempt was made to open or close a 
DTFHT (tape data file) and •ASCII=YES« 
was specified in the DTF macro. This 
operand is not supported. 

12 An attempt was made to open a DTFMT 
(tape data file) and •FIIABL=STD' was 

specified. However, no V0L1/HDR1 was 
encountered. 

- - - (Basic System Extensions) - - - 



12 



An attempt was made to open a DTFCP or 
DTFDI tape file with •FILABL=STD' 
specified. However, no V0L1/HDR1 was 
encountered. 



13 PDB information for the tape logical 
unit being opened (track mode 
indicator or density) is incompatible 
with the tape drive. 



090E INVALID DEVICE CLASS 
•device" 



'deviceclass' FOR 



Explanation ; The device class information 
returned from the CP DIAGNOSE request (code 
24) conflicts with the device being 
assigned. 

System Action : RC = 36 

Execution of the command is terminated. 

The system status remains the same. 

Use r Action ; Reissue the command. If this 
fails, call your system support personnel. 



091E SAVEAREA ADDRESS IN PARTITION PIB 
EQUIVALENT TO LTA SAVEAREA ADDRESS 



NOT 



Explanation : The current savearea address 
in the PIB (Partition Information Block) is 
not the same as the savearea in the LTA 
(Logical Transient Area) . 

Sys tem Action ; RC = 100 

Execution of the commajid is terminated. 

Dse r Action : Reissue the command; if the 
problem persists, call your system support 
personnel. 
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092E STXIT SATE&REA ADDRESS INVALID 

Explanation ; The specified savearea address 
in a STXIT operation is not within the 
address ranqe of the virtual aachine. 

System A ction ; BC = 100 

Execution of the conoand is terainated. 

The system status remains the same. 

Pser Act ion ; Verify the save area address 
and reissue the command. 



93E HVCOM MACRO ATTEHPT TO ALTER OTHER THAN 
POSITION 12-23 OF COMREG 

Explanatio n; The specified KVCOH lacro is 
attempting to alter a position other than 
the allowed positions 12 to 23 of the 
communications region. 

System Action : BC = 100 

Execution of the command is terminated. 

The system status remains the same. 

Oser Action; Correct the specification of 
the HVCOM macro and retry. 



094E FROM ADDRESS ON MVCOM HACBO INVALID 

Explanation ; The address specified in the 
MVCOM macro is not within the range of the 
virtual machine. 

System Action ; HC = 100 

Execution of the command is terminated. 

The system status remains the same. 

User Action ; Correct the address specified 
and retry. 



095E INVALID ADDRESS 'address* 

Expla nation; The specified address is not 
within the range of the virtual machine, is 
not a valid storage address, or is not 
egual to or greater than X' 20000'. 

Syste m A ction ; RC = 100 

Execution of the command is terminated. 

The system status remains the same. 

Pser Action ; Reissue the command with a 
valid address. 



096E FILE 'fn ft' DATA BLOCK COUNT INCORRECT 

Explana tion; The number of data blocks read 
from tape (for file • f n ft') does not match 
the number in the model file status table 
written on the tape when the file was 
dumped. 

System A ction ; Execution of the comaand is 
terminated. The portion of the file 'fn 
ft' loaded exists on disk as tape CMS0T1. 

User Actio n; To ensure that the file is 
properly loaded, reposition the tape to the 



beginning of the file 
LOAD command* 



and reissue the TAPE 



096S ONSOPPORTED FONCTION IN A LIOCS ROUTINE 

Explanation ; A Logical IOCS routine was 
called to perform a function which the 
routine was not generated to peirf orm. 

System Action : RC = 100 

Execution of the command is terminated. 

The system status remains the same. 

Ose r Action ; Verify that all logical 
functions to be performed are supported by 
the Logical IOCS routine linked with your 
program. 



097E NO 'STSRES' VOLUME ACTIVE 

Explanation ; Ho system residence disk 
(STSRES) is active; therefore, no procedure 
library or relocatable library is active. 

System Action ; RC = 36 

Execution of the comaand is terminated. 

The system status remains the same. 

Oser Action ; Use the "SET DOS ON aode" 
coaaand to activate a STSRES disk, and 
reissue the comaand. 



098E NO {PHASE I PROCEDURE) NAME SPECIFIED 

Explanation ; The command reonires the 
specification of a phase name or procedure 
name. 



System Action : RC = 24 

Execution of the coaaand is terainated. 

systea status reaains the saae. 



The 



Ose r Action: Reenter the coaaand supplying 
a phase name or procedure name. 

098S CMS OS SIMULATION NOT AVAILABLE 

Explanation ; An OS SVC was issued and a CMS 
saved segment is not available. OS 
siaulation text is not loaded in free 
storage. Message DHSINS099W or DMSSET099N 
was previously issued. 

Syste a Action ; The systea is terainated 
abnoraally, with an abend code of X'0F9'. 

Ose r A ction : 

1. Access a disk containing the proper 
text for OS siaulation and issue the 
coaaand SET STSNAHE CHSSEG naae, where 
"naae" is invalid (in order to get the 
OS siaulation text loaded into free 
storage) , or 

2. Issue the coaaand SET STSNAME CHSSEG 
naae, with a valid name (in order to 
be able to use the OS siaulation text 
in that saved segment) . 
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98W CHS OS SIHULATION HOT ATAIIABLE 

E xplan a tion ; DMSIHS098S is displayed if, 
daring CHS initialization, it is deternined 
that a CHS saved segaent is not avadlable 
or cannot be loaded, and the OS sinalation 
text could not be loaded into free storage. 

- - - (Basic Systen Extensions) - - - 

Sote : This aessage also indicates that tape 
label processing cannot be used in CHS. 



DHSSET098i is displayed if, after it was 
determined that the CHS saved segaent was 
not available, an atteapt to load the OS 
siaulation text was unsuccessful. 
DHSSET098W is preceded by aessage 
DHSSET100W. 

Syste a Action ; If the aessage is 
DHSSST098ff, BC = 4. If the aessage is 
DHSIN5098i, no return code is passed and 
initialization proceeds noraally. Any 
issuance of an OS STC that follows either 
of these messages causes the aessage 
DHSITS098S to be displayed and the system 
to terainate abnoraally. 

User Action ; Access a disk containing the 
proper text for OS simulation or, using the 
SET coamand, specify a valid CHS saved 
segaent . 



099E CHS/DOS EHVIROHHEHT (HOT) ACTIVE 

Explanation ; If the aessage is CHS/DOS 
EHVIROHHEHT HOT ACTIVE, the CHS/DOS 
environaent aust be active in order for the 
coaaand to execute. 

If the aessage is CHS/DOS EHVIROHHEHT 
ACTIVE, the CHS/DOS environaent aust not be 
active in order for the coaaand to execute. 

Systea Action ; RC = 40 

Execution of the coaaand is terainated. 

The systea status reaains the saae. 

Dser Action ; Use the SET DOS coaaand to 
activate or deactivate the CHS/DOS 
environaent and reissue the coaaand. 



099W GEHERATIOH PARAHETEBS 
VH/370 



IHCOHPATIBLE WITH 



Explanation ; The paraaeters specified on 
the HOST aacro in the stage one input 
streaa for an HCP or PEP control prograa 
were not egual to the values reguired by 
VH/370. The control prograa aay not 
operate correctly if used by VH/370. (This 
aessage does not prohibit saving or loading 
the control prograa. It may not indicate 
an error if the VH/370 generation and load 
procedures are used for a 3704/3705 control 
prograa intended for use by a virtual 
aachine systea other than VH/370.) 



Systea A ction ; For DHSHCP, RC =99. 
Processing continues. 

Dser Action; Hone. 



100E HO BATCH PROCESSOR AVAILABLE 

Explanation ; The CHSBATCH module could not 
find the DHSBTP TEXT S2 file (Batch 
processor) on any system disk. 

System Action ; At this point, the operator 
has a normal CHS interactive machine, not a 
batch machine. 

User Action ; Contact your system support 
personnel. 

Routing ; This message is displayed at the 
Batch Facility console at Batch 
initialization time. 



100W {CHSSEG} STSTEH HAHE 'name' HOT AVAILABLE 

- - - {Basic System Extensions} - - - 

100H {CHSSEGICHSZER} SYSTEH HAHE 'name 
{SSTATIYSTAT} (HOT AVAILABLE/IHITIALIZED) 



Explanation ; The CHS saved segment name 
indicated in the message is not available, 
or an error occurred when a LOADSTS 
DIAGHOSE was issued for it. 

- - - (Basic System Extensions) - - - 

The CHS saved segment name indicated in the 
message is not available, or initialized, 
or the SSTAT or YSTAT portion of the CHSZER 
was not usable. Possible causes are: 

— Haaed segment is nonexistent. 

— A LOADSTS error occurred. 

— The segaent or portion named was at an 

incorrect level for the system. 
— The text decks were not loaded into the 

segment or were incorrectly loaded into 

the segment. 



Systea Action ; For DHSSET, RC =4. For 
DHSIHS, no return code is issued. 
The coaaand is not executed. The system 
status remains the same. 



User Action : 



Reissue 



the command, 
specifying a valid naae. If the problem 
persists, call your system support 
personnel. 



101E BATCH HOT LOADED 

Explanation ; 

1. The CHSBATCH command was issued after 
the first carriage return following 
IPL, or 
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2. The CMSBATCH module encountered errors 
trying to load the DHSBTP TEXT S2 file 

(Batch processor) . See the LOAD 

command for possible errors, or 

3. The CUSB&TCH module could not locate 
the DMSBTPAB entry point in DHSBTP 
while searching the loader tables. At 
this point DHSBTP has already been 
loaded. 

Syste m Action: At this point, the operator 
has a normal CHS interactive machine, not a 
batch machine. 

Oser Action; If the explanation is (1) 
follow start-up procedure (starting with 
IPL) . If it is 12) or (3) , contact your 
system support personnel. 

Routing: This message is displayed at the 
Batch Facility console at Batch 

initialization time. 



101S 'SPECS' TEMP STRING STOBAGE EXHAOSTED AT 



104S ERROR 
DISK 



•nn' READIHG FILE 'fn ft fm' FROH 



E xplanation : A specification list was so 
long that the storage area reserved for 
storing specification strings was 

exhausted. 

System Action : RC = 88 

Execution of the command is terminated. The 

system status remains the same. 

O ser Action: Copy the file twice, possibly 
using the OVLT option a second time, so 
that less string storage is needed each 



102S TOO HANY FILEIDS 

Explanation ; Too many input fileids were 
specified. 

Syste m Action : RC = 88 

Execution of the command is terminated. The 

system status remains the same. 

Oser Actio n: To correct this situation, use 
two COPYFILE commands, specifying the 
APPEND option with the second one. 



103S NUMBER OF SPECS EXCEEDS HAX 20 

Explana tion; More than 20 specifications 
were entered. 

S yste m Action ; RC = 88 

Execution of the command is terminated. 

The system status remains the same. 

Oser A ctio n: Use more than one COPYFILE 
command, possibly specifying OVLY after the 
first one . 



Exp l anation ; An unrecoverable error 

©ccurred while reading the file from disk, 
nn indicates the nature of the error; it 
may be one of the following: 

Code Meaning 

1 The specified file was not found. 

2 The buffer area is not within user 
storage limits. 

3 A permanent disk read error occurred. 
This nay occur if you link to and 
access another user's disk, and try to 
read a file that was refiled by its 
owner after you issued the ACCESS 
commandv Reissue the ACCESS command 
and try to read the file again. 

5 The number of records is less than 
zero or more than 32768. 

7 The fixed/variable flag 
status table entry is not 

8 The given storage area 
than the actual size of the records 
read. (This error is valid if reading 
the first portion of a large record 
into a small buffer. It does not cause 
the function to terminate.) 

9 The file is open for writing and must 
be closed before it can be read. 

11 Only one record can be read for a 
variable-length file, 
the number of records 
1. 

12 An unexpected end of 
(the record number specified exceeds 
the number of records in the file) . 

13 A variable- length file has an invalid 
displacement in the active file table. 



in the file 

F or V. 

was smaller 



In this case, 
is greater than 

file occurred 






>Ig4.A<. 



^^A.^a A n 



15 



25 



26 



27 



the filename. 

An invalid character was detected in 

the filetype. 

Insufficient virtual storage is 

available. 

Requested item number is negative, or 

item number plus number of items 

exceeds file system capacity. 

An attempt was made to update a 

variable-length item with one of a 

different length. 



System Action ; RC = 100 

Execution halts. The system remains in the 

same status as before the command was 

entered. 

For DHSEDI, the edit session is terminated. 
If the error occurred during a HEHOH 
operation, the workfile is erased and the 
file being edited remains unchanged. 

For DMSDSL, the condition of the DOSLIB 
file is unpredictable. 

For DHSLBH, the condition of the HACLIB 
file is unpredictable. 

For the TAPE command, if the DEN, THTCH, 
7TRACK, or 9TRACK options were specified, 
the modeset byte has been set for the 
specified device (TiPi, where: i = 1, 2, 3, 
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ii\ or TAPl » Soae records aay have been 
written on tape. 

User Actio n; If you can determine the 
problem from the "Explanation" and remedy 
the condition, reissue the command. If not, 
retry the command and if the problem 
persists, call your system support 
personnel. 

For DHSDGL, verify DOSLIB integrity with 
the DOSLIB H&P command. 

For DHSLBM, verify ffftCXlB integrity with 
the HACLIB HAP commands 

For DHSLIO and DHSMOD, reissue the entire 
LOAD/IHCLODE sequence after checking the 
error conditions. 

For error code 'OS', issue an FSCLOSE macro 
for the file. If a permanent disk read 
error occurs (code 3) , it may be the result 
of the user having detached a virtual disk 
without releasing it. CHS, not realizing 
that the disk is no longer part of the 
virtual machine, assumes that the disk is 
still active and encounters an error when 
it tries to read or write the file. 

If a permanent disk read error occurs (Code 
3) , it may be the result of the user having 
detached a virtual disk without releasing 
it. CHS, not realizing that the disk is no 
longer part of the virtual machine, assumes 
that the disk is still active and 
encounters an error when it tries to read 
or write the file. 



105E HO JOB CARD PROVIDED 

Explanation; The first record of 
job was not a /JOB card. 



the user 



System Action ; The batch facility has 
flushed the user job and continued with the 
next user job. 

Dser Action ; Resubmit the job to the batch 
facility with the first record of the job 
in batch facility /JOB format. 

Routing; This message is displayed at the 
Batch Facility console during user job 
execution - 



Cod e Heasing 

7 An attempt has been iira.de to skip over 
an unwritten variable -length item. 

8 The number of bytes was not specified - 

9 The file is already active for 
reading. 

10 The maximum number of CHS files (3400) 
has been reached. 

11 The fixed/variable flag is not F or V. 

12 The disk is not a CHS read/write disk. 

13 The disk is full (recoverable error) . 

14 The number of bytes to be written is 
not integrally divisible by the number 
of records to be written. 

15 The length of this record is not the 
same as that of the previous record. 

16 The fixed/variable flag is not the 
same as that of the previous record. 

17 A variable-length record is greater 
than 65K bytes. 

18 The number of records is greater than 
1 for variable- length file. 

19 The maximum number of data blocks per 
file (16060) has been reached. 

20 An invalid character has been detected 
in filename. 

21 An invalid character has been detected 
in filetype. 

22 Virtual storage capacity has been 
exceeded. 

25 Insufficient virtual storage is 
available. 

26 Attempt to update a variable length 
item with one of another length. 

- - - (Basic System Extensions) - - - 

26 Requested item number is negative, or 
item number plus number of items 
exceeds file system capacity. 



System Action : RC = 100 

Execution of the command terminates. The 

system status remains the same. 

For DHSDSK, the reader file is saved. The 
status of the output file is unpredictable. 

For DHSEDI, the edit session terminates. 
The status of the file is as it was before 
the edit session or at the execution of the 
last SAVE subcommand or automatic save. The 
REHOH workfile is erased. A workfile, EDIT 
CHSUTI, may have been created on the input 
disk. 



105S ERROR 
DISK 



WRITIHG FILE ' fn ft {f m} • OH 



Explanation : An unrecoverable error 
occurred while writing on disk. nn 
indicates the nature of the error; it may 
be one of the following: 

Code Heaninq 
2 The virtual storage address is 0. 

4 The first character mode is invalid. 

5 The second character mode is invalid. 

6 The number of records in the file is 
too large; it cannot exceed 65,533. 



For DHSDSL, the condition of the DOSLIB 
file is unpredictable. 

For DHSLBH, the condition of the MACLIB 
file is unpredictable. 

For DHSLBT, DHSLST, DHSHOD, DHSSBT, DHSTPD, 
and DHSUPD, the status of the output file 
is unpredictable^ 

For DHSRDC, the reader is closed with a 
HOLD status to preserve the file. 

For DHSTPE, if the DEH, TETCH, 7TRACK, or 
9TRACK options were specified, the aodeset 



Conversational Honitor System (CHS) Hessaqes 127 



DBS 



byte has been set for the specified device 
(TAPi, where: i = 1, 2, 3, 4) or TAPI. The 
status of the output file is unpredictable. 
The tape may not be in the same position as 
before the command was entered. 



displayed. If it is a CP LINK command, 
more than ten LIMK commands have been 
issued without compensating DETACH commands 
or a possible error has occurred in the 
LINK command itself. 



User Actio n; If you can determine the 
problem from the "Explanation" above and 
remedy the condition, reissue the command. 
If not, reissue the command and if the 
problem persists, call your system support 
personnel. 

For DMSDSL, use the DOSIIB MAP function to 
verify DOSLIB integrity. 

For DMSLBH, use the HACLIB HAP function to 
verify MftCLTB integrity. 

For DMSLIO, reissue the LOAD/INCLODE 
seguence from the beginning, after checking 
the above error conditions. 



System Action : CHS continues 
command in the user job. 



with the next 



Oser Action ; Do not resubmit this command 
with any batch job. If this was a LINK 
command reject, check to be sure the LINK 
command is correct or not more than ten 
LINK commands have been issued without 
compensating DETACH commands. Beissue the 
LINK command after detachiiKj another disk. 

Bouting: This message is displayed at the 
batch facility console during user job 
execution. It will appear on the spooled 
console output sheet. 



106E JOB CARD FORMAT INVALID 

Explana tion : 

1. The batch facility detected a missing 
or invalid userid or missing account 
number on the user /JOB card, or 

2. The userid (if provided) does not 
exist in the VM/370 directory, or 

3. A user /JOB card exit routine 
(BATEXIT2) returned a nonzero return 
code in general register 15. 

Syste m Action; The batch facility flushes 
the user job and continues with the next 
user job. 

uae£ Action: Eesiibaii the job to the batch 
facility with a valid userid and an account 
number in the batch facility /JOB card. 

Ro uting ; This message is displayed at the 
batch facility console daring user job 
execution . 



106S NOMBER OF MEMBER NAMES 
FILE 'fn ft' NOT ADDED 



EXCEEDS MAX 'nnnn'. 



107S DISK 'mode £(cuu)} • IS FULL 

Explanation ; There is not enough space on 
the specified disk to write the file. 

Sys tem Action ; RC = 100 

Execution of the command is terminated. 
Some records of the output file may have 
been written out. 

gser Action ; Erase some files from the disk 
and reissue the command. 



108E /SET CARD FORMAT INVALID 

Explanation ; The batch facility detected 
lu valid infoCiiation On use£*s /SET Cacd. 
Possible errors include; 

• No blank delimiters between entries 

• Invalid keywords 

• Noninteger values for settings 

• Values for settings greater than 
installation limits. 



Explana tion; The number of entries in the 
dictionary has exceeded the maximum of 
1000. 

System Action: RC = 88 

The system tries to write the dictionary up 

to and including the previous text deck; 

then it terminates execution of the 

command. 

Oser Action; Either delete unnecessary 
members from the library and retry, or 
start another library. 



107E CP/CMS COMMAND 
ALLOWED 



•command, {device}' NOT 



Expla nation: The named CP or CHS command is 
not allowed under the CMS batch facility. 
If it is a CP command, the device is also 



Sys tem Action ; The user job is flushed and 
the next batch job is started. 

Ose r Action; Correct the /SET card and 
resubmit the job to the Batch Facility. 

Rou ting; This message is displayed at the 
batch facility console during user job 
execution. It appears on the spooled 
console output sheet. 



108S MORE THAN 8 LIBRARIES SPECIFIED 

Explanation ; Only eight MACLIBs (macro 
libraries) or TXTLIBs (text libraries) may 
be specified with a GLOBAL command. 

System Action ; RC = 88. 

Execution of the command is terminated. The 

old M&CLIB or TXTLIB list is cleared. 
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hs M*CLJBs or 
TXTLIBs to include memters from other 
MaCLIBs or TXTLIBs, thereby reducing the 
number of libraries required for this 
terminal session. 



109E {CPUI PRINTERIPONCH} LIBIT EXCEEDED 

E xplanation ; A user job exceeded the named 
limit during execution. The limit was 
determined either by the user job through a 
/SET control card or by default to the 
installation settings. 

Syste m Action: The user job is flushed and 
the next batch job is started. 

O ser Action; If the results are unexpected, 
debug the job before resubmitting it to 
batch. 

Bouting; This message is displayed at the 
batch facility console during user job 
execution. It will appear on the spooled 
console output sheet. 



_ — - in: 



I i- Q-wc:+- ^m 



:\ - - — 



For PRELOAD, either the initial request for 
a large block of storage failed, or storage 
was exhausted during suballocation of the 
block while processing normally. 



System Action ; 

DHSBWR passes a return code of 22 to the 
program that called it, which then passes a 
return code of 104. DHSSMN is terminated 
abnormally with abend code X'80U' or 
X'SOA*. DHSVIP abends with CMS abend code 
X'177'. All other modules that issue this 
message pass a return code of 104; 
execution of the command is terminated, and 
the system status remains the same. 

For DMSACC, the disk is not accessed. Any 
disk already accessed at the specified 
point in the search order is released, but 
not detached. 



For DHSOVR, 
was on. 



SVCTRACE is turned off if it 



109S VIRTUAL STORAGE CAPACITY EXCEEDED 

Explanation ; There is no more space 
available in your virtual machine to 
successfully complete execution of the 
command. Subsequent execution of certain 
CMS commands may cause the same problem. 

For DHSACC, insufficient free storage 
remains to access the specified disk. 

For DHSAHS, Access Method Services was 
unable to obtain free storage for the 
terminal buffer to read the tape ddnames. 

For DHSBWR, a write buffer operation 
attempted to write beyond the limits of the 
virtual machine's storage. 

For DMSFCH, either the phase being fetched 
would exceed FREELOWE, or in the case of 
fetching a $$B transient phase, the 
transient routine would exceed the end of 
the transient area. 

For DMSHLP, not enough storage was 
available to either load the DMSHLD 
communication module or acquire buffer 
space to format the HELP text file. 

For DMSLBM, not enough virtual storage was 
available to contain the MACLIB dictionary. 

For DMSLIO, the loading of text files has 
caused either the transient area or user 
area limit to be exceeded. Text file sizes 
are determined by the length fields of ESD 
statements. An incorrect value in the 
length field of an ESE statement may cause 
this condition. 

For DMSSOP, the storage to be used for 
saving the original DCB is not available. 



For DMSLBM, if additions were being made to 
the MACLIB (GEN, ADD, or REP functions) , it 
contains all successful additions made 
before storage was exceeded. 



For DMSSOP, 
terminated. 



opening of the file is 



Oser Action ; You can use the CP DEFINE 
command to increase the size of the 
virtual machine, or issue the CMS command 
RELEASE for any disk no longer needed, to 
free some of the virtual machine storage. 
TPL CHS again and reenter the command. 

Alternatively, you can do the following: 

For DMSARN, DMSSMH, and DMSTPD, reduce the 
size of the program and retry. 

For DMSDLB, clear old definitions that are 
no longer needed, and retry. 

For DMSLBM, issue the MACLIB HAP command to 
determine the contents of MACLIB. Define 
additional storage with a CP DEFINE 
command. Continue processing with the 
remaining additions. 

For DMSLIO, redefine loading locations 
(origin) or redefine the virtual storage 
size using the CP command DEFINE. Reissue 
the entire LOAD/I NCLDDE sequence. 



109T VIRTUAL STORAGE CAPACITY EXCEEDED 

Explanat ions There is insufficient virtual 

storage available for file management 

control blocks. 

Sys tem Action : The virtual machine is 

placed in a disabled wait state and the 

disk is not updated. 
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Oser Action: Issue the CP command DEFINE to 
increase the size of the virtual machine, 
IPL CHS again and reenter the command. 



In some cases. Loader messages may precede 
this message. If this occurs, refer to the 
Loader message and follow the user action 
given. 



110E CORHECT FOBM IS: {DOSGEHj CMSXGEH} LOCATION 
(SEGNAHE) 

- - - (Basic System Extensions) - - - 

110E CORRECT FORH IS: {DOSGEN |CMSXGEN|CHSZGEN3 
LOCATION (SEGNAHE) 



Explana tion; An invalid form of the DOSGEN 
or, CHSXGEN command was specified. (For 
Basic Svstem Extensions, an invalid fcarm of 
CHSZGEN command was specified. 

Syste m Action ; BC = 24 

Execution of the command is terminated. The 

system status remains the same. 

Oser Action: Correct and reissue the 
command, 'segname* is optional; if you do 
not specify it, it defaults to CHSDOS for 
DOSGEN and to CHSSEG for CHSXGEN. (For 
Basic System Extensions, DHSZGEN default to 
CHSZER.) 



110S ERROR READING • TAPn { (cuu) } • 

Expla nation; A permanent I/O error occurred 
while reading the specified tape, or the 
tape is not attached. 

System Action ; RC = 100 

Execution of the command is terminated. 
For the TAPE coaaanu, if the DBS, THTCH, 
7TRACK, or 9TRACK options were specified, 
the modeset byte has been set for the 
specified device (TAPi, where: i = 1, 2, 3, 
4) or TAPI . The tape may not be in the 
same position as before the command was 
entered. 

Dser A ction ; If the tape is attached, make 
sure that it is the correct tape; rewind 
the tape via the TAPE RER command, position 
the tape, and retry. If the error persists, 
check the format of the tape for parity 
errors, missing tape marks, etc. For the 
TAPEHAC command, if the problem persists, 
use the OS utility lEHHOVE to create the 
PDS again on another tape. 



11 IE {DOSGEN I CHSXGENI CHSZGEN) FAILED DOE TO LOAD 
ERRORS 

Explanation ; Errors occurred when trying to 
load (using the Loader) CHS text decks into 
the discontiguous saved segment. 



System Action RC = 36 

Execution of the command is terminated. 

system status remains the same. 



The 



Ills ERROR WRITING 'TAPn (CUU) • 

Exp l anation ; A permanent I/O error occurred 
when writing the specified tape. 

System Action ; RC = 100 

If the DEN, TBTCH, 7TRACK, or 9TRACK 
options were specified, the modeset byte 
has been set ' for the specified device 
(TAPi, where: 1= 1, 2, 3, 4) or TAPI. The 
tape may not be in the same position as 
before the command was entered, 

Dser Action : Reissue the command. If the 
error persists, contact your system support 
personnel. 

112S 'mode (cuu) • DEVICE ERROR 

Explanation : An error was encountered in 
trying to access the disk, either because 
it is an unsupported device, or because an 
I/O error occurred while reading in the 
master file directory from the device. 

Sys tem Action; RC = 100. 

Execution of the command is terminated. The 
system status remains the same unless 
another disk was replaced by this access, 
as indicated by message DnSACC72i(I. 

Oser Action : If this is the first time that 
you are using this CHS disk, use the FORHAT 
command to format it. Reissue the command. 



XX xae prOoxem persxsxs, 
system support personnel. 



contacTc your 



Oser Action; Print or display the file on 
the A-disk with filename and filetype 'LOAD 
HAP', which contains diagnostic messages. 



1 13S {model DEVICE! DISK| PRINTER | POHCH | READEB| TAPn I 
TAPINI TAPOOT} (CUU) NOT ATTACHED 

Explanation : The specified device is not 
attached to the virtual machine. If the 
message is issued for a tape, it also may 
mean that the tape has not been mounted or 
the device is not ready. 

Sys tem Action ; BC = 100 

Execution of the command is terminated. The 
system status remains the same unless 
another disk was replaced by this access, 
as indicated by message DHSACC724I. 

Oser Action ; If the specified device is a 
disk, issue the CP command LINK to attach 
the disk to the virtual machine, or ask the 
system operator to attach the disk to yoar 
virtual machine. 

If the specified device is a printer, 
punch, or reader, use the CP command DEFINE 
to attach it to your virtual machine. 

If the specified device is a tape drive, 
ask the system operator to attach or mount 
the tape and ready the device. 

Then reissue the command. 
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114E 'fn ft fm' NOT 
{HOT} ACTIVE 



LOADED; CMS/DOS ENVIEOHHENT 116S LOADER TABLE OVERFLOW 



Explanation : Either the CBS/DOS environment 
is active and you are trying to load a 
program that uses OS macros, or the CHS/DOS 
environment is not active and you are 
trying to load a program that uses DOS 
macros. Neither of these situations is 
allowed. 

System Action; BC = 40 or -0005 
The command is not executed. 

Oser Action ; Use the CHS command SET to set 
DOS on or off, and reissue the command. 



lias 'CUU' IS AH DHSDPPORTED DEVICE TYPE 

- - - (Basic System Extensions) - - - 

lUS scuu» IS AH ONSDEPORTED DEVICE, OR 

REQUESTED BLKSIZE IS NOT SUPPORTED FOB THE 
DEVICE 



Explanatio n; VM/370 does not support either 
the attached device or the reguested block 
size. 

System Action ; RC = 88 

Execution of the command is terminated. 

The system status remains the same. 

User A ction ; Attach a device that is 
supported by VH/370, or issue the command 
with a valid block size for the device. 



115E PHASE LOAD POINT LESS THAN 'address' 

Explanati on; The phase load point is less 
than the beginning of the user area. 

System Action ; RC = 40 

Execution of the command is terminated. The 
system remains in the same status as before 
the routine was entered. 

User A ction ; Ensure that the phase load 
point is greater than or egual to the 
beginning of the user area by altering 
linkage-editor control statements. 



115S {CONVERSIOHI {7|9}-TBACK| {80016250} BPI | 
TRAHSLATIONIDOAL-DENSITI} FEATURE HOT 
. SUPPORTED OH DEVICE 'cuu' 

Explana tion; The user has specified a tape 
mode setting that requires a feature not 
supported by the attached real device. 



Syste m Action : RC = 88 

The system remains unchanged; 

device has not been repositioned. 



the tape 



Oser Action: Reissue the command using mode 
options (nTPACK, DEH, TETCH) appropriate 
for the attached device; or attach a device 
with the appropriate features. 



Explanation : There are too many entry-point 
or control-section names in the loader 
table built during loading. 

System Action : RC = 104 
Loading is terminated. 

User Action: IPL CHS again, redefine the 
number of loader tables with the SET 
command, and issue the LOAD/INCLUDE 
seguence (for DHSLIO) or the LOADHOD 
command (for DHSHOD) . 



117S ERROR WRITING TO DISPLAY TERBIHAL 

Explanation : An I/O error occurred when a 
DIAGNOSE command was issued to write to a 
display terminal during an EDIT session. 

Syst em Action : RC = 100 

The EDIT session is terminated. The virtual 

machine is placed in CHS mode. 

User Acti on: Retry the EDIT session. If the 
problem persists, contact your system 
support personnel- 



118S ERROR PUNCHING FILE {'fn ft fm'} 

E xplanat ion: An input/output error occurred 
while punching the file- 
System Action: RC = 100 

Some of the file may have been punched. 
The file being read is closed and an 
attempt is made to close the punch before 
terminating the command. 

Use r Action: Reissue the command. If the 
problem persists, contact your system 
support personnel. 



119S UNSUPPORTED FORH OF 'macro' HACRO 

Exp l anation : An unsupported or invalid form 
of the macro listed in the message has been 
executed by a user program. 

Sys tem Action ; CHS is terminated abnormally 
with an abend code of X'400'. 

User Action : Check your program for an 
invalid or unsupported form of the macro 
listed in the message. 



120S {IN I OUT} PUT ERROR CODE 'en' ON 'danaBe' 

Explanat ion; The indicated error code was 
returned from an OS READ, WRITE, GET, or 
PUT macro. 

The error code in the message is supplied 
only if the error was an INPUT or OUTPUT 
error, not if it was a FIND, POINT, ESP, or 
some other type of operation error. Error 
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codes differ for the various types of 
devices. Error code meanings are listed 
below . 

For DMSSCT, CMS issues this message if an 
I/O error is encountered by an OS CLOSE 
macro or if an I/O error is encountered by 
an OS CHECK, GET, or POT macro and a 
SYNADAF routine is not specified by the 
user. 



For DMSS 
simulati 
it is is 
the mes 
product 
usually 
in front 
and appe 
the end 



VT, this mes 
on routine f 
sued by a us 
sage is prin 

STNAD routin 
places a mess 

of the messa 
nd some info 
of the messag 



sage is built by the 
or the SYNADAF macro; 
er SYBAD routine. If 
ted by an OS program 
e, the SYNAD routine 
age number of its own 
ge number listed above 
rmation of its own to 
e. 



Syste m Action: 

For DMSSCT and DMSSBS, CMS is terminated 

abnormally with an abend code of 1. 

For DMSSVT, the program continues to 
execute . 

For DMSFCH, PC = 100 and execution of the 
command is terminated. 

Oser Actio n; Ose the error code to 
determine the correct message and possible 
cause of the error. 

Aii DEVIC ES 

Code Meaning 

254 BSAH, BPAM, or BPAM-CHICK was called 
with an unposted ECB specified. 

DISK INPUT 

Code Me anin g 

1 The file was not found. 

2 The virtual storage area was not 
within the limits of the virtual 
machine. 

3 A permanent disk error occurred. 
5 The number of items was zero. 

7 The fixed/variable flag in FST entry 
was not F or V. 

8 The given storage area was smaller 
than the actual size of the item read. 

(Becoverable error; the number of 
bytes corresponding to the size of the 
buffer have been read.) 

9 The file is open for writing; it must 
be closed before it can be read. 

11 The number of items is greater than 1, 
for a variable-length file. 

12 An unexpected end of file occurred 
(the item number specified exceeds the 

number of items in the file) . 

13 A variable-length file has an invalid 
displacement in the active file table. 

80 An I/O error occurred while reading an 
OS data set or DOS file. 



Code Meaning 

255 BDAM or BSAH (CREATE)- either: 

1. A specification error occurred, 
or 

2. An I/O error occurred while 
reading or writing KEYS, or 

3. The XTENT option was not 
specified in the FILEDEF command, 
or the XTENT was too small. 

BPAM - An I/O error occurred while 
reading in or writing out the 
directory of a HACLIB file. 

Not e; All errors except 8 (above) cause 
execution of the command to terminate. 
Error 8 is valid if reading the first 
portion of a large record into a small 
buffer. 

DISK OOTPOT 



Code 



8 
9 

10 

11 

12 

13 
14 

15 
16 
17 
18 
19 
20 
21 
255 



Meaning 

The filename or filetype was not 

specified, or is invalid. 

The virtual storage address is zero. 

The first character mode was invalid. 

The second character mode was invalid. 

The number of records in the file is 

too large; it cannot exceed 65,533. 

An attempt was made to skip over an 

unwritten variable- length item. 

The number of bytes was not specified. 

The file was already active for 

reading. 

The maximum number of CMS files (3500) 

was reached. 

The fixed/variable flag was not F or 

V. 

The mode is S (system) or other 

read-only disk. 

TKq fl-icV TO •Full 



The number of bytes to be written is 

not integrally divisible by the number 

of records to be written. 

The length of this item is not the 

same as the previous item. 

The fixed/variable flag is not the 

same as that of the previous record. 

A variable-length item is greater than 

65K bytes. 

The number of items is greater than 1 

for variable-length file. 

The maximum number of data blocks per 

file (16060) was reached. 

An invalid character was detected in 

the filename. 

An invalid character was detected in 

the filetype. 

BDAM or BSAM (CHEATE) - either: 

1. A specification error occurred, 
or 

2. An I/O error occurred while 
reading or writing KEYS, or 

3. The XTENT option was not 
specified in the FILEDEF command, 
or the XTENT was too small. 

BPAM - An I/O error occurred while 
reading in or writing out the 
directory of a MRCLIB file. 
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C ONSOLE IHPOT 

Code B eaninq 

2 InTalid code - no read was issaed. 

12 a null line or end-of-file condition 
was encountered. 

COHSOLE OOTPOT 
Hone. 

TAPE IHPDT AM D OOTPOT 

C ode Meaning 

1 An invalid function or option list was 
encountered. 

3 A pernanent I/O error occurred. 

4 An invalid device identification was 
specified. 

5 The tape was not attached. 
Code Meaning 

6 The tape is file protected. 

7 A serious tape error occurred. 

8 Incorrect length error. 

12 An end-of-file or end-of-tape 

condition was encountered. 



PRINTER 

Q?de Meaning 

1 The buffer size is too large. 

2 Channel 12 was sensed (virtual 
only) . 

3 Channel 9 was sensed (virtual 
only) . 

5 An unknown error occurred. 
100 The device is not attached, 
intervention is required. 



3211 



3211 



CARD READER 

Code Meaning 

2 The file was not read. 

3 An unknown error occurred. 

4 The device is not operational. 

5 The count was not equal to the 
requested count. 

8 The given storage area was smaller 
than the actual size of the item read. 
(Recoverable error; the nunber of 
bytes corresponding to the size of the 
buffer have been read.) 
12 End of file was reached. 
100 The device is not attached. 

CARD PONCH 

Code Meaning 

2 An unrecoverable unit check occurred. 

3 An unknown error occurred. 

4 The device is not operational. 
100 The device is not attached. 



• SVC 202 (X'CA«) and SVC 203 (X«CB«) are 
always recognized by the CMS SVC 
handler, since these SVCs are used to 
specify CMS systea functions amd 
comaands. 

• A program may specify an SVC handling 
routine by means of the HNDSVC function. 
Ontil cleared, these SVC numbers are 
recognized by the SVC handler. 

• Certain SVC numbers are supported by the 
OS macro simulation routines. There are 
two types of these simulation routines. 
The SVC numbers supported by the 
storage-resident CMS nucleus are always 
recognized by the SVC handler. Those 
supported by the disk-resident transient 
liiarary are recognized by the SVC 
handler only if the file DMSSVT module 
can be found. 

• Certain SVC numbers are supported by the 
DOS macro simulation routines. The SVC 
numbers supported by the shared segment 
resident routine are always recognized 
by the SVC handler. 

System Action ; After the error message is 
displayed, no further action is taken. 
Control returns to the routine that made 
the SVC. For DMSDOS, RC = 100, and 
execution of the command terminates. 

Oser Action ; To stop execution of the 
program, type HX. You can remove the 
specified SVC call from the caller's 
program, or use the CMS SVC handler 
function (HNDSVC) to provide your own 
routine to handle the specified SVC. 



122S ERROR IN CALL TO routine FROM 
CODE nnn (HEI xxxxxx) 



addr, ERROR 



Explanation ; A CMS SVC (202 or 203) 
instruction was executed, and no provision 
was made for an error return from the 
routine processing the SVC. Nonetheless, 
an error occurred. "nnn" is the return 
code, in decimal, issaed by the routine 
given in the messaqe; "xxxxxx" is the same 
return code, in hexadecimal. 

Sys tem Action ; The system is terminated 
abnormally with abend code X«0F3'. 

Oser Action; If you enter DEBDG and type 
GO, control returns to the point to which a 
normal return would have been made. 
Register 15 contains the error code. 



121S ONSOPPORTED SVC 
addr 



SVC (HEX XX) CALLED FROM 123S ERROR 'nn* PRINT PONCHING FILE "fn ft fm« 



Explanation ; The caller issued an SVC, 
specifying a number that was not recognized 
by the CMS or CMS/DOS SVC handler. 



The CMS SVC handler 
following SVC numbers; 



recognizes 



the 



Explanation ; An I/O error was encountered 
while attempting to print or punch a 
record. Refer to message DMSxxx120s for an 
explanation of error codes. 

System Action ; RC = 100 

The output device is closed and execution 

of the command is terminated. 
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Oser Action ; Use the error code to 
determine possible cause of error. Reissue 
the command, and if the error persists, 
contact your system support personnel. 



124S ERROR BEADING CARD FILE 

E xpla nation; A permanent input/output error 
occurred when reading a specified file. 

S yste m Act ion; RC = 100 

Execution of the command is terminated. The 
reader is closed with the HOLD option to 
attempt to preserve the file. 

U ser Act ion; Reissue the command. If the 
error persists, contact your installation 
supoort oersonnel. 



125S PERMANENT UNIT CHECK ON DISK 'modeCcuu)' 

E xplanatio n; An unrecoverable I/O error 
occurred on the specified disk. 



Sys tem Action : RC = 100 

Execution of the command is terminated. The 

system status remains the same. 

Oser Action ; Correct the condition causing 
the I/O error, and reissue the command. 



129S I/O ERROR OH OUTPUT WRITING RECORD NUMBER 
nnnn: OUTPUT ERROR code ON ddname 

Explanation ; The SYNAD exit was taken in 
response to an OPEN, POT, or CLOSE macro on 
the DCB for the specified ddname. The 
meaning of the error code can be found in 
the explanation of message DHSxxx120S in 
this manual. 

gvgtea Iction ; PC = 100 

Execution of the command is terminated. The 

system status remains the same. 

User Action ; Correct the condition causing 
the I/O error, and reissue the command. 



Syste m Action : RC = 100 

Execution of the command is terminated. 

Some cylinders may haVe been formatted. If 

so, the number is indicated by message 

DHSFOR732I. 

User Action : Contact your system support 
personnel. 



126S ERROR {READ | WRIT} ING LABEL ON DISK 
'mode (cuu) ' 

E xplanation ; An unrecoverable I/O error 
occurred on the specified disk. 

Syste m Action; RC = 100 

Execution of the command is terminated. The 

system status remains the same. 

Oser A ctio n: Contact your system support 
personnel. 



127S UNSUPPORTED DEVICE FOR ddname 

Explanation : The command does not support 
the device specified for the given ddname. 

S yste m A ction ; RC = 100 

Execution of the command is terminated. The 

system status remains the same. 

User Action; Reissue the FILEDEF command, 
specifying the correct device type, and 
retry the command. If the error persists, 
call your system support personnel. 

128S I/O ERROR ON INPUT AFTER READING nnn 
RECORDS: INPUT ERROR code ON ddname 

Explana tion; The SYNAD exit was taken in 
response to an OPEN, GET, or CLOSE macro on 
the DCB for the specified ddname. The 
meaning of the error code can be found in 
the explanation of message D!!Sxxx120S in 
this manual. 



130S BLOCKSIZE OH 
THAN 9 



V FORMAT FILE ddname IS LESS 



Explanation ; The FILEDEF for the ddname 
specifies a record format <RECFH) of V, but 
the specified blocksize (BLOCK) is less 
than nine. 

Note ; A block of a variable length 
(Y-format) file begins with a four byte 
field giving the size of the block. 
Furthermore, each logical record within the 
block begins with a four byte field 
specifying the size of that logical record. 
For that reason, a 7-format file cannot 
have a blocksize less than nine. 

System Action : RC = 88 

Execution of the command is terminated. The 

system status remains the same. 

Use r A ction ; Specify a blocksize of nine or 
greater, and retry. 



131S IPL DEVICE WRITE I/O ERROR 

Exp l anation : An uncorrectable I/O 
occurred while writing the nucleus. 



error 



System Action ; The system continues as if 
the user had responded "no" to DHSIHI607R. 

User Action ; Make sure that the nucleus 
cylinder number is not larger than the size 
of the disk. If it is, perform an IPL and 
specify the correct cylinder number. If it 
is not, call your system support personnel. 



132S FILE 'fn ft f m • TOO LARGE 

Explanation ; The specified file is too 
large for the user's virtual machine. 
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Syste a Action : BC = 88 

Execution of the coBaand is terninated. 

systea status renains the same. 



The 



Dser Action : Split the file, or use the CP 
coBBand DEFISE to increase the size of the 
virtual aachine, and reissue the coBBand. 



User Action ; Verify whether sufficient 
virtual storage is available to run Access 
Bethod Services under CHS/VSAH. If not, 
define a larger virtual nachine, IPL CHS 
again, and reissue the coBsand. If 
sufficient storage was available, contact 
your systeB support personnel. 



133S IH7ALID GETMAIH OR FBEEHAIH SPECIFICATION 

Explanation ; Either the user passed invalid 
parameters or the GETMAIH or FBEEHAIH chain 
has been destroyed. 

SysteB Action ; The systeB is terminated 

abnorBally with abend code X«70*«, X«705«, 

X'804', X'80A', X'905', X'90A', X«A05«, or 
X'AOA*. 



Dser Action ; Check for 
FBEEHAIH specification 
program. 



possible GETHAIN or 
errors in the user 



134S OHSUPPOBTED 
ad dr. 



SVC 203 CODE nn CALLED FBOH 



Explanation ; SVC 203 was executed, and the 
halfword code following it was not 
recognized by the system. 

System Actio n: The system is terainated 
abnorBally with abend code X'0F1'. 

User Actio n: If you enter DEBUG and type 
GO, control returns to the point following 
the SVC call. 



135s HAXIHUH SVC DEPTH 20 HAS BEEH EXCEEDED WITH 
CALL AT addr 

Explana tion; SVC recursion occurs when one 
SVC handling routine executes an SVC 
instruction which invokes another SVC 
handling routine which, in turn, executes 
an SVC instruction. This can happen, for 
example, when EXEC files aake nested calls 
to other EXEC files. 

The CHS systea does not allow the nesting 
level of SVCs to exceed 20, or the nesting 
level of EXECS to exceed 19. 

System Action ; The systea is terainated 
abnoraally with abend code X'0F2'. 

User Action ; Type in the next coaaand; this 
will cause abend recovery tc take place. 



136S UNABLE TO LOAD "IDCAHS* 

Explanation ; The coBaand has not been 
executed because Access Hethod Services 
could not successfully load the DOS/VS 
IDCAHS Access Hethod Services prograa. 

System Action ; BC = 101 

Execution of the coaaand is terainated. 

The system status remains the saae. 



136T SVC CALL FBOH addr ILLEGALLY RE-ENTEBS 
INTSVC. BE-IPL CHS 

Explanation : The CHS nucleus has failed. 
An SVC instruction was executed 
unexpectedly by the CHS nucleus before 
interpretation of the preceding SVC call 
had been coapleted. 

Systea Action ; The systea is terainated by 
loading a disabled wait state PSW. 

User Action ; Issue the CP DUHP coaaand to 
get a duap of virtual storage, save the 
output, and call your systea support 
personnel. Then IPL CHS again. 



137S EBBOa nn ON STATE FOB fn ft 

Explanation ; An error occurred while 
atteapting to deteraine if a 'fn ft' exists 
that aust be erased before continuing to 
load the tape. 



jon indicates the nature of the 
aay be one of the following; 



error; it 



Code Heaning 
20 An invalid character appeared in the 

fileid. 
36 The disk is not accessed. 

Systea Action ; BC = 100 

The tape is positioned within the data 

file. 

User Action ; If you can deteraine the 
problea froa the "Explanation" and remedy 
the condition, reissue the coaaand. 
Otherwise, reissue the coaaand and if the 
problea persists, contact your systea 
support personnel. 



137T CALL TO routine FBOH addr DESTBOYED SYSTEH 
SAVE ABEA. BE-IPL CHS 

Explanation ; A critical systea control 
block was found to contain invalid 
inforaation upon return froB a function or 
coaaand. 

Systea Action; The systea is terainated by 
loading a disabled wait state PSW. 



User Action ; IPL CHS again. 



138S ERROH nn EBASIHG fn ft BEFOBE LOADING TAPE 

Explanation ; After deteraining that there 
was a file naaed 'fn ft' on the &-disk, an 
attempt was aade to erase it before 
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continuing the PDS load from tape. However, 
the erase failed for the specified reason. 

Code Mea nin g 
24 The disk is read-only, or the option, 
parameter, mode, or fileid is invalid. 
Erase is not allowed. 
28 The file was not found. 
3 6 The disk is not accessed. 

System A ction : RC = 100 

Execution of the command is terminated. The 

tape is positioned within the data file. 

Dser Action; Access the A-disk in write 
mode and reissue the command. 



138T 'DMSKEY' CALL FBOH addr OVEEFLOHS 
STACK, WITH MAX DEPTH 7 



KEY 



Explana tion; The EHSKEY key stack 
overflowed. For a complete description of 
the DMSKEY key stack, see the description 
of the DMSKEY macro in the VM/370 System 
Programmer's Guide . 

Syste m Action ; The system is terminated 
abnormally with abend code X'0F4'. 

User Action; If you enter DEBOG and type 
go, execution continues and the DMSKEY 
macro is ignored. 



140S {FEOVD|SEOV|FEOV} MACFO HOT SUPPORTED 

Explanation ; CMS/DOS does not support the 
FEOVD, SEOV, or FEOV macros. 

Sys tem Action ; RC = 100 

Execution of the command is terminated. 

User Action; Eliminate the unsupported 
macros from the user program and reissue 
the command. 



140T routine ROUTINE CALLED FROM addr DID DMSKEY 
WITH HO RESET. 

Explanation ; When control returned from a 
command or function, the DMSKEY key stack 

for that command or function was not empty. 

For a complete description of the DMSKEY 

key stack, refer to the description of the 

DMSKEY macro in the YM/370 System 
Programmer's Guide . 

System Action; The system is terminated 
abnormally with abend code X'0F6'. 

User Action; If you enter DEBUG and type 
"go", control returns from the function or 
command as if the key stack were empty. 



mis {DOSGEN|CMSXGEH|CMSZGEH|DMSZES} FAILED DUE 
TO SAVESYS ERRORS 



139S TAPE FILE EXCEEDS 9 CHS MACLIBS 

E xpla nation; Nine CMS MACLIBs have already 
been created and there is still more data 
on the tape. 

Syst em Action; RC = 104 

Execution of the command is terminated; the 

tape is positioned within the data file. 

User Action; If possible, increase the 
ITEMCT value in order to create larger CHS 
files. If this is not possible, it may be 
necessary to use the TAFPDS command to load 
each member as a different file on the disk 
and then create the MACLIBs from the 
individual files using the HACLIB command. 



139T 'DMSKEY 
STACK 



RESET* FROM addr UNDERFLOWS KEY 



E xplana tion; The DMSKEY key stack was empty 
and a program routine tried to delete one 
more key from it. For a complete 
description of the DMSKEY key stack, see 
the description of the DMSKEY macro in the 
VM/37 System Progr ammer's G uide . 

Syste m Act io n; The system is terminated 
abnormally with abend code X'0F5'. 

U ser Act ion; If you enter DEBUG and type 
"go", execution continues and the DMSKEY 
macro is ignored. 



Explanation : Errors occurred while trying 
to issue the CP SATESYS command to save the 
discontiguous shared segment. 

Sys tem Action ; RC = 100 

Ezecutxcu of the ccBS>anu xs terrnxnated. Tue 

system status remains the same. 

Use r Action ; A CP error message was issued 
before this message. Locate the CP error 
message and follow the user action given. 



1411 exception EXCEPTION OCCURRED AT addr IN 
ROUTINE callee 

Explanation : The specified hardware 
exception occurred at the specified 
location. 

Sys tem Action; The system is terminated 
abnormally with abend code X'OCn', where n 
depends on the type of exception; 

n Type 

Imprecise 

1 Operation 

2 Privileged operation 

3 Execute 

4 Protection 

5 Addressing 

6 Specification 

7 Decimal data 

8 Fixed-point overflow 

9 Fixed-point divide 
A Decimal overflow 

B Decimal divide 
C Exponent overflow 
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n Type 

D Exponent underflow 

E Significance 

F Floating-point divide 

Oser Action ; Enter DEBOG mode to examine 
the PSH and registers at the time of the 
exception. 



142S SAVED SYST5H NAHE 'name' INVALID 

Explana tion; The name specified with the 
SET command was not the same as one of the 
labels in the STSNAnES table; that is, it 
was not CMSSEG, CMSDOS, CMSAMS, or CMSVSAM. 

System Action ; EC = 21 

Execution of the command is terminated. 



1U3T exception EXCEPTION OCCUREED AT addr in 
SYSTEM EOnTINE callee. IPL CMS again 

Exp l anation ; The specified hardware 
exception occurred in a CHS system routine. 

System A ction ; The CHS system halts by 
loading a disabled wait state PSW. 

User Action ; You may continue processing 
(with DEBUG) by using the CP command STOEE 



User Action ; Reissue 
specifying a valid name. 



the 



command. 



•DCD *-n ^-n-rn n-p-f 



the wa X u SuauG uXt xn 



virtual PSH, leaving the address field 
unmodified; then type BEGIN. 

Note, however, that the exception may have 
occurred in a vital system function, and so 
the system may no longer function properly. 
You may even lose your read/write disks. 
If this happens, IPL CHS again. 



^HHS REQUESTED FILE IS IN ACTIVE STATUS 



142T exception EXCEPTION CCCUBEED AT addr IN 
ROUTINE routine DURING 'SPIE* EXIT ROUTINE 



Explanat ion ; Th e 
exception occurred 
routine. 



specified 
during a 



hardware 
SPIE exit 



System Action ; The system abends with abend 
code X'OCn', where n depends on the type of 
exception. 

n Ti£e 

Imprecise 

1 Operation 

2 Privileged operation 

3 Execute 

4 Protection 

5 Addressing 

6 Specification 

7 Decimal data 

8 Fixed-point overflow 

9 Fixed-point divide 
A Decimal overflow 

B Decimal device 

C Exponent overflow 

D Exponent underflow 

E Significance 

F Floating-point divide 



Explanation : The fileid specified in the 
EDIT command line is that of a file 
currently in use, or in active status. The 
read pointer for the file may be at any 
record in the file, which would cause that 
record to be read into storage by the 
Editor as the first record in the file. A 
subsequent FILE or SAVE command would 
result in loss of records 
first record read into 
problem could exist if an 
executed which includes an 



prior to the 
storage. This 
EXEC is being 

EDIT command 



User Ac tion; Enter DEBUG 
the PSW and registers at 
exception . 



mode to examine 
the time of the 



143S UNABLE TO LOAD SAVED SYSTEH OR LOAD HODULE 

Expla nation; Neither a CHS segment nor ai 
EDHAIN load module is available. 



System Action; RC = 40 

Execution of the command is terminated. 

system status remains the same. 



The 



Oser Action; Access a disk with an EDHAIN 
HODULE or use the SET command to ensure 
that the CMSSEG entry in the SYSNAMES table 
contains the name of an available CHS 
segment. 



specifying the fileid of the EXEC. 

System Action ; Execution of the command is 
terminated. The system status remains the 
same. 

User Action: Ensure that the file is not 
active when the EDIT command is issued. In 
the EXEC example, change the EXEC and issue 
the EDIT command separately. 



144T exception EXCEPTION OCCURRED AT addr IN 
ROUTINE callee WHILE "UFDBUSY" = XX. IPL 
CHS AGAIN 

Explanation ; A program exception occurred 
in a routine that updates the user file 
directory for a read/write disk. The 
UFDBUSY flags are defined in the FVSSBCT of 
the YH/370 Data Areas and Control Block 
Logic manual. 

Syst em Action ; The CMS system halts by 
loading a disabled wait state PSW. 

Use r Action ; You can continue processing by 

using the CP command STORE PSW to turn off 

the wait state bit in the virtual PSW, 

leaving the address field unmodified; then 
type BEGIN. 

Note, however, that the exception may have 
occurred in a vital system function, and so 
the system may no longer function properly. 
You may even lose your read/write disks- 
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mSS IHTEEVEHTIOH HEQOIBED CN {PEINTEB| PUNCH} 
Eiplanatiop ; This nessage is issued if: 

• The punch or printer is not ready. 

• Spooling space is exhausted vhile a file 
is being punched or printed. 

Syste m A ction ; HC = 100 

If the punch or printer was not ready, the 
systen status remains the same. If 
spooling space was exhausted, the file has 
been punched or printed up to the point 
where the space ran out, and the system 
operator has been notified of the 
condition. 

U ser Action; Ready the punch or printer via 
the CP PEADY command. If spooling space 
was exhausted, ask the VH/370 system 
operator when spooling space will be 
available for punching or printing the file 
again. 

- - - (Basic System Extensions) - - - 

147B IS THE SHARED S-DISK Y-DISK DIBECTORT TO BE 
OSED WITH THIS SYSTEM? YES HO 

Explanatio n: Since the shared directories 
are copies of the current in-storage OFDS, 
the segment must be generated on the same 
level system to use the segment. 

System Action ; Hone. 

Oser Action: If the currently generated 
system is the wrong level or the shared 
directory feature is not wanted, reply 
'NO'. A reply of 'YES' causes the current 



xu~9«.uj. a<jc 



1-1 



oufxeu 



into the CNSZSB segment and saved with the 
named segment. If you reply 'HO' to this 
S-DISK message, the system will also bypass 
erasing the Y-DISK. 



H»9T nnn (HEX xxx) DOOBIBWOBDS OF SYSTEH STORAGE 
HATE BEEN DESTBOYED. BE-IPL CHS 

Explanation ; In attempting to recover from 
a system abend, the abend recovery routine 
discovered invalid data in some critical 
system storage area. 

System Action : The CHS system halts by 
loading a disabled wait state PSW. 

Oser Action: If you wish to continue abend 
recovery, use the CP STOBE command PSW to 
turn off the wait state bit, leaving the 
address field unmodified; then type BEGIN. 
However, the system may be unable to 
continue operating properly, and, in the 
worst case, you may destroy your read/write 
disks. 



150W nnn (HEX xxx) DOUBLE WORDS OF SYSTEH STORAGE 
WERE NOT BECOTERED 

Explanation ; In attempting to recover from 
a system abend, not all system storage was 
recovered* 

System Action : Abend recovery proceeds as 
if storage recovery had been successful. 

User Action : You may continue processing; 
your program should be executed correctly. 
Note, however, that the amount of storage 
available to your program is reduced by the 
amount shown in the message. 



152T SYSTEH ABEND xxx CALLED FROH addr WHILE 
•UFDBUSY' = XX. RE-IPL CHS 

Explanation ; A system abend occurred in a 

routine that updates the user file 

directory for a read/write disk. The 
UFDBUSY flags are defined in the FTSSBCT of 

the TH/370 Data Areas and C ontrol Block 
Logic. 



148T SYSTEH ABEND XXX CALLED FRCH 'addr' 

Explana tion; The system detected a 

condition that made it impossible to 

continue execution of your program or 
command. 

Syste m Actio n; The system clears any 
stacked input lines and allows you to enter 
your next command. 

If you enter the DEBUG command, DEBUG mode 
is entered with the PSW and registers set 
as they were when the abend occurred. If 
you enter any other command, the abend 
recovery routine releases all your virtual 
storage and reinitializes the command 
handling mechanism before executing your 
next command. 

Oser Action; Enter a valid command. 



System Action : The system is terminated by 
loading a disabled wait state PSW. 

Oser Action ; If you wish to continue abend 
recovery, use the CP command STORE PSW to 
turn off the wait state bit leaving the 
address field unmodified, and type BEGIN. 
However, the system may be unable to 
continue operating properly, and, in the 
worst case, you may destroy your read/write 
disks. 



153W 'HX' DOBING ABEND PROCESSING WAS IGNORED 

Explanation ; 'HX' was typed while the abend 
processing routine was in progress. 

System Action : The system ignores the 'HX' 
and continues abend processing. 

Oser Action: None. 
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154T SAVE AREA FOR SVC CALL 
ALLOCATED 



FROM addr CAHNOT BE 



Explanation ; Insufficient free storage is 
available to allocate a save area for an 
STC. 

Syste m Actio n; The system is terminated 
abnormally with abend code X'OFO*. 

Dser Action ; If the abend was caused by an 
error in the application program (such as 
an unending loop) , fix the program and 
retry. If not, use the CP DEFINE command to 
increase the size of your virtual storage, 
IPL CHS again, and reissue the command. 



155T USEE ABEND nnnn CALLED FROM addr 

Explanation ; An abend macro was executed at 
the specified location. 

Syst em and Dser Action; The system clears 
any stacked input lines and allows you to 
type in your next command. 

If you enter the DEBOG command, DEBDG mode 
is established with the PSW and registers 
set as they were when the abend occurred. 
If you enter any other command, the abend 
recovery routine releases all your virtual 
storage and reinitializes the command 
handling mechanism before executing your 
next command. 



156E •FROM nnn» NOT FOOND - 
ONLY 'nnn* RECORDS 



FILE 'fn ft fm* HAS 



Explanatio n; The FROM option was given in 
the command line to specify the starting 
record of the copying operation, but the 
specified input file does not contain that 
many records. 

Syste m Action ; RC = 32 

Execution of the command is terminated. The 
system status remains the same, with the 
following exceptions; 

• If the APPEND option was specified and 
the copying process began before the 
error was discovered, records have been 
appended to the output file. 

o If the NEWFILE (the default) , REPLACE, 
or OVLT option was specified and the 
copying process began before the error 
was discovered, then CCFYFILE CMSDT1, on 
the output disk, contains the records 
copied so far. 

• If in multiple-output-file mode, several 
output files may have been created 
before the error was discovered. 

Dse r Action; Reissue the command, 
specifying a valid starting record. 



157E LABEL 'label' NOT FOUND IN FILE 'fn ft f m ' 

Explanation ; The FRLABEL option was 
specified in the command line, but the 
given label was not found in the specified 
input file. 

System Action ; RC = 32 

Execution of the command is terminated. The 
system status remains the same, with the 
following exceptions; 

• If the APPEND option was specified and 
the copying process began before the 
error was discovered, records have been 
appended to the output file. 

• If the NEWFILE (the default) , REPLACE, 
or OYLY option was specified and the 
copying process began before the error 
was discovered, then COPYFILE CHS0T1, on 
the output disk, contains the records 
copied so far. 



Dser Action ; Reissue 
specifying a valid label. 



157S MACLIB LIMIT EXCEEDED {, 
WAS 'membernarae'} 



the 



command. 



LAST MEMBER ADDED 



Exp l anation ; While files were being added 
to a MACLIB, either the maximum CHS file 
size (65533 items) was exceeded or the 
MACLIB disk space was filled. If the error 
was detected while writing the first member 
to a MACLIB, the last part of the message 
is omitted and message DMSL6M213W is also 
issued. Otherwise, the member name of the 
last successful addition is displayed. 

System Action ; RC = 88 

Execution of the command is terminated. 

All successful additions made before the 

limit was exceeded are contained in the 

MACLIB. 

Dser Action; Issue the LISTFILE command to 
determine if the number of HACLIB items is 
approaching 65533. If so, no more macros 
may be added to the MACLIB; it is at the 
CMS file size limit. Generate another 
MACLIB. 

Issue the QDERY command to see if the 
MACLIB disk is approximately 97 percent 
full. If so, more disk space must be 
found. Issue the HACLIB MAP command to 
determine the contents of MACLIB. 



158E NO CMS/DOS PROCEDURE LIBRARY SDPPORT 

Explanation : CMS/DOS does not support the 
reading or writing of the DOS/VS procedure 
library from the user program. 

System Action ; RC = 100 

Execution of the command is terminated, 

Dser Action ; Correct the ten-byte field 
passed to DMSOPL ($$BOPNLB) to indicate 
source library processing. Then reissue 
the command. 
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159T INSOFFICIEHT STORAGE AVAIIABIE TO 
DMSFREE BEQOEST FfiOH addr 



SATISFY 



Explanation ; A DHSFBIE request froB the 
specified location could not be satisfied. 
If the request was variable, then even the 
mininum request could not be satisfied. 

Syste m Action ; The systea Bakes no further 
attempt to allocate storage, and takes 
further action depending on the type of 
DHSFREE call that was Bade: 

• If the call was conditional (the ERR= 
option was specified) , a return is Bade 
to the caller with a return code of 1. 

• If the call was unconditional and was 
made via SVC 203, a systei abend OF? 
occurs. 

• If the call was unconditional and was 
made by specifying TYPCALL=BALB in the 
DHSFREE Bacro, a systeB abend 0F8 
occurs. 

User Action; In the case of conditional 
requests, the prograaaer has presumably 
anticipated an error situation, and no 
further action is required. In the case of 
a system abend, issue the DEBUG command to 
attempt recovery from the situation. 



160S JOB CANCELED DDE TO PBOGBAH BEQOEST 

Explana tion; The job has been canceled 
either by a CAHCEL macro issued from the 
user's program, or from the CMS/DOS routine 
when an error was encountered durinq 
execution. 

System Action: EC = 100 

The return code is given if CHS initiated 
the cancel. Otherwise, the appropriate 
return code, from to 255 (not 100) will 
be passed back to the user. (This is the 
return code passed from the user to 
DHSDOS.) If the return code passed to 
DHSDOS is greater than 255, DHSDOS passes a 
special RC = 101. 

Dser Action: If the cancel was initiated by 
the user's request, no action is needed. 
If an error message precedes this message, 
follow the user action of the preceding 
message. 



160T INVALID DHSFPEE CALL FEOH addr 



suddenly fails when less storage is 
available.) 

System Action : The system makes no further 
attempt to allocate storage, and takes 
further action depending on the type of 
DHSFREE call that was made: 

• If the call was conditional (the ERR= 
option was specified) , a return is made 
to the caller with a return code of 4. 

• If the call was unconditional and made 
via SVC 203, a system abend OF? occurs. 

• If the call was unconditional and was 
made by specifying TTPCALL=BALR in the 
DHSFREE macro, a system abend 0F8 
occurs . 

Dser Action ; In the case of conditional 
requests, the programmer has presumably 
anticipated an error situation, and no 
further action is required. In the case of 
a system abend, use the DEBUG command to 
attempt a recovery from the situation. 



161S DNEIPHCTED ERROR CODE 'nn* OH •STSxxx* 

Explanation : An error occurred during an 
EXCP (SVC 0) request. The error code 
indicates the type of error that occurred: 

Code Heaninq 

1 Ho channel program (s) (CCW) address 
was specified in the CCB. 

2 The logical unit specified in the CCB 
is unassigned. 

3 The device specified for the logical 
unit in the CCB is unsupported. 

4 An invalid CCW command code was found. 

5 The logical unit specified in the CCB 
is assigned to an unknown disk. 

6 An attempt has been made to write to a 
DOS-formatted disk. 

? A specified CCW command is unsupported 
in CHS/DOS. 

8 An attempt has been made to read from 
a disk not in CHS, DOS, or OS format. 

Sys tem Action ; RC = 100 

Execution of the routine is terminated. 



Explanation; An invalid DHSFBEE reguest was 
made. One of the following has occurred; 

• The number of doublewords reguested was 
zero or negative. 

• For variable reguests, the minimum 
request was greater than the maximum. 
(Note that this error is never detected 
if the maximum request can be satisfied. 
This point can be important where a 
proqram that has run successfully 



Dser Action : Ose the error code to 
determine and correct the possible cause of 
error. 



161T INVALID DHSFRET CALL FROH addr, FREOR 
HDHBER nn 

Exp l anation : An invalid DHSFRET request was 
made from the specified address. The error 
number indicates the type of error that 
occurred: 
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Error 

Ho. Meaning 
5 The number of doublewords 
was zero or negative. 



specified 



6 The block of storage being released 
was never allocated by DHSFREE. Such 
an error is detected if one of the 
following is found: 

• The block does not lie entirely 
within those sections reserved for 
DMSFBEE storage. 

• The block crosses a page boundary 
that separates a page allocated for 
TTPE=DSEB storage from a page 
allocated for TIPE=liDClEOS storage. 

• The block overlaps another block 
already on the free storage chain. 

7 The address given for the block being 
released is not doubleword aligned. 

System Action: The system makes no further 
attempt to release the storage block, and 
takes further action depending on the type 
of DMSFRET call made: 

• If the call was conditional (the ERR= 
option was specified) , a return is made 
to the caller with a return code of 5, 
6, or 7. 

• If the call was unconditional and was 
made via S7C 203, a system abend 0F7 
occurs. 

• If the call was unconditional and was 
made by specifying TTPCALL=BALR in the 
DHSFREE macro, a system abend 0F8 
occurs. 



Dser Action ; IPL CMS again. 



163T {LOW I HIGH} -CORE OSER CHAIN HAS 
DESTROYED (INTERNAL ERROR CODE nn) 



BEES 



Explanation: The chain of all storage 
elements, from which DHSFREE storage with 
TIPE=nSER (the default) is allocated, has 
been destroyed. 

Since these storage pointers are 

unprotected, a user program may 

inadvertently destroy thes without getting 
a protection violation. The "internal 

error code" in the error message is for 
error analysis by system programmers. 



System Action ; The 
message DMSFRE165T. 



system first displays 



Next, the system attempts to recover 
sufficiently so that processing can 
continue at least to the point where abend 
recovery can be performed. It does this by 
zeroing out the chain header pointers for 
the destroyed chain. This effectively 
"loses" any storage that is on that 
particular chain, but it allows processing 
to continue. (Note that abend recovery will 
later recover all "lost" TYPE=OSER 

storage.) 

Further system action depends on the type 
of DHSFREE or DMSFRET call that was made: 

• If the call was conditional (the ERR= 
option was specified) , a return is made 
to the caller with a return code of 2. 

• If the call was unconditional and was 
made via SVC 203, then a system abend 
OF/ occurs. 



Oser Action: In the case of conditional 
reguests, the programmer has presumably 
anticipated an error situation, and no 
further action is reguired. 

In the case of a system abend, use DEBUG to 
attempt to recover from the situation. 



152T TITAL FREE STORAGE POINTERS DESTROYED 
(INTERNAL ERROR CODE nn) , RE-IPL CMS 

E xplanation : A free storage management 
pointer in NOCON has been destroyed. The 
system cannot continue. The error code 
indicates the type of error that occurred: 

Code Meaning 

84 The current low EXTEND value 
(FREELOHE) is greater than YHSIZE. 

85 TTie current low EXTE5D value is below 
the beginning user of the area. 

86 Bytes in FREETAB are not within the 
valid range. 

Syste m Action: The system is terminated by 
loading a disabled wait state PSW. 



• If the call was unconditional and was 
made by specifying TyPCALL=BALR in the 
DHSFREE macro, a system abend OPS 
occurs. 

User Action ; In the case of conditional 
reguests, the programmer has presumably 
anticipated an error situation, and no 
further action is required. 

In the case of a system abend, use the 
DEBUG command to attempt a recovery from 
the situation. 



16UT {LOW I HIGH} -CORE NUCLEUS STORAGE POINTERS 
DESTROYED (IITBRHAL ERROR CODE nn) . HE-IPL 
CHS 

Explanation ; The chain of free-storage 

.:>lefflents, from which DHSFREE storage with 

TYFE=»UCLEUS is allocated, has been 
destroyed. 

System Action ; The system is terminated by 
loading a disabled wait state PSW. 
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Oser Act ion; Issue the CP DUMP command to 
get a dump of virtual storage, and save the 
output for your system programmer. Then IPL 
CMS again. 



165T CHAIN HEADER AT addr; 
xxxxxx 



xxxxxx xxxxxx xxxxxx 



E xplana tion: This message appears in 

conjunction with messages DfJSFEEl63T and 

DMSFREietT. It indicates the contents of 

the DMSFRE chain header block for the 
destroyed chain. 

Syst em Action: See "System Action" for 
messages DHSFRE163T and DMSFRE164T. 

gser Action: See "User Action" for messages 
DMSFRE163T and DHSFRE164T. 



166T UNEXPECTED ERROR IN FREE STORAGE HANAGEHENT 
ROUTINE (INTERNAL ERROR CODE nn) . RE-IPL 
CMS. 

Expla nation; The DMSFRE routine had an 
unexpected internal error. Furthermore, a 
check showed that all internal free storage 
pointers were valid. 

Syste m Action; The system is terminated by 
loading a disabled wait state PSW. 

U ser Action ; Issue the CP DOBP command to 
get a dump of virtual storage, and save the 
output for your system programmer. Then IPL 
CMS again. 



167S PREVIOUS aACLIB FUNCTION NOT FINISHED 

Expl a nat ion; A MACLIB GEN, ADD, REP, or 
DELETE function issued for this MACLIB was 
ended (for example via a HX command) prior 
to normal completion. 

Syste m Action ; RC = 88 

The current command is not executed. The 

system status remains the same. 

User Action : The MACLIB status is 
unpredictable, use the MACLIB GEN command 
to reconstruct the MACLIB. 



Cod e Err or 

3 (DMSFREE, DMSFRET, or DMSFRES) Nucleus 
sorage pointers destroyed. 

4 (DMSFREE) An invalid size was 
reguested. This error exit is taken 
if the reguested size does not exceed 
zero. For variable reguests, the 
minimum reguest exceeds the maximum 
reguest. (However, the latter error 
is not detected if DMSFRE is able to 
satisfy the maximum reguest.) 

5 (DMSFRET) An invalid size was passed 
to the DMSFRET macro. The specified 
length is not positive. 

6 (DMSFRET) The block of storage that is 
being released was never allocated by 
DMSFREE. One of the following errors 
occurred: 

• The block was not within either the 
low storage free storage area or 
the user program area (between 
FREELOWE and FEEUPPR) . 

• The block crosses a page boundary 
that separates a page allocated for 
user storage from a page allocated 
for nucleus type storage. 

• The block overlaps another block 
already on the free storage chain. 

7 (DMSFRET) The address given for the 
block being released is not doubleword 
aligned. 

8 (DMSFRES) An invalid reguest code was 
passed to the DMSFRES routine. Since 
all reguest codes are generated by the 
DMSFRES macro, this error code should 
never appear. 

9 (DMSFREE, DMSFRET, or DMFRES) 
Unexpected and unexplained error in 
the free storage management routine. 

Sys tem Action : The system begins to check 
all free storage pointers for consistency 
to see if any have been destroyed. The 
system displays further diagnostic messages 
when inconsistencies are discoverer?. 

Use r Action : Check the "User Action" for 
the further diagnostic messages that are 
produced. 



167T FREE STORAGE MANAGEMENT ERROR, INTERNAL 
ERROR CODE nn 

Explana tion; An error occurred in the free 
storage management routine that handles 
DMSFRES, DMSFREE, and DMSFRET reguests. 

Code Err or 

1 (DMSFREE) Insufficient storage space 
is available to satisfy a free storage 
reguest or the minimum reguest could 
not be satisfied on a variable 
reguest. 

2 (DMSFREE or DMSFRET) User Storage 
pointers destroyed. 



168S PSEUDO REGISTER TABLE OVERFLOW 

Explanation : 

(START or LOAD/INCLUDE START). The pseudo 
register index table is full. There are too 
many pseudo registers (external dummy 
sections) in the loaded files. This is a 
system restriction. 

Syst em Action : RC = 104 

Execution of the command is terminated. 

The system status remains the same. 

User Action ; Correct the Assembler program 
and try again. 
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169S ISDID T&BI,E 0?EEFLOW 

Explanation : An external syiabol dictionary 
identification table overflow has occurred. 
The saxiBan naaber of external naaes per 
text deck (STIBT or first CSECT to end 
card) is 255. This is a system 
restriction. 

Systea Action ; RC = 104 

Loading stops. The systea status reaains 

the saae. 



173E HO BECORDS 
ft fB« 



WERE COPIED TO ODTPOT FILE «fn 



Oser Action : Divide your 
snailer units and try again. 



progran into 



170S DISK 'aode (cuu) « 
FILES 



HAS HAXIHOH HDHBER OF 



Explanation : 3400 files have been written. 
If any additioneil files were written, the 
disk area that contains the file status 
table blocks would overflow. 



System Action : PC = 10 
The file is not written, 
reaains the saae. 



The systea status 



Dser Action : 
disk. 



Erase soae files froa the 



171T PEHMAHEHT COHSOLE ERROR. RE-IPI CHS. 

Explanation ; Either thg" terainal is not 
operational (for exaaple. Start I/O trouble 
has occurred) or the status of the terainal 
is unexpected (for exaaple, channel errors, 
or bad interrupt seguence) . 

Syste a Action: The systea is terainated by 
loading a disabled wait state PSW. The 
wait state PSW contains the CHS nucleus 
address where the error occurred. 

Oser Action: IPL CMS again. 



172E TO LABEL 'label' {EQUALS | IS AN IHITIAL 
SDBSTRIHG OF} FRLABEL 'label' 

Explanation : The TOIABEL and FRLABEL 
options were specified- Either both labels 
were egual, or the TOIABEL was an initial 
substring of the FRLABEL label (as "ABC" is 
an initial substring of "ABCD"). This is 
an error condition because it iaplies that 
no records whatsoever are to be copied to 
the output file. 

Syste a Action : EC = 24 

Execution of the coaaand is terainated. The 

systea status reaains the saae. 



Oser Action ; 
coaaand. 



Correct and reissue the 



Explanation : The options specified for the 
input files caused no records to be copied. 
This will happen, for exaaple, if the 
FRLABEL label appears in the first record 
of each (or the only) input file being 
copied to the output file. 

Systea Action : RC = 40 

Execution of the coaaand is terainated. The 
systea status reaains the saae, with the 
following exceptions: 

• If the APPEND option was specified and 
the copying process began before the 
error was discovered, records have been 
appended to the output file. 

• If the HEWFILE (the default) , REPLACE, 
or OVLT option was specified and the 
copying process began before the error 
was discovered, then COPYFILE CHSOTI, on 
the output disk, contains the records 
copied so far. 

• If in BUltiple output file aode, several 
output files aay have been created 
before the error was discovered. 



Oser Action ; 
coaaand. 



174W SEQOEHCE ERROR 
' • TO 



Correct and reissue the 



INTRODUCED IN ODTPOT FILE: 



Explanation : The updating procedure caused 
a seguence error to be introduced into the 
output file. That is, in the output file 
there were two records (with the seguence 
nuabers shown in the warning aessage) such 
that the sequence nuaber in the first 
record was equal to or exceeded the 
sequence nuaber in the second. 

Systea Action ; RC = 8 

The invalid sequence nuabers are left in 
the records, which are written to the 
output file. Opdate processing continues, 
and, if the CTL option was specified, 
additional update passes are aade. 

If several warning aessages are generated 
during the updating process, the final 
return code passed by the OPDATE coaaand 
will be the highest return code (4, 8, or 
12) associated with the warning aessages. 
The REP option, if it was specified, will 
be ignored, and the final update deck will 
have the fileid "Sfnaae ftype". 

See the explanation of aessage DHS0PD177I 
for further information on the aeanings of 
the OPDATE warning return codes. 

Oser Action: Probably, the reseguencing 
field following the "$" in the last update 
control card contained invalid data. 
Correct the invalid control card in the 
update file, and reissue the OPDATE 
coaaand. 
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176M SEQUENCING OVEEFLOW FOLLOWING SEQ NOMBEB 



Explanat ion; When the resequencing 
increment was added to the sequence number 
shown, the result overflowed the maximum 
sequence number. If the SEQ8 option is in 
effect, the maximum sequence number is 
99999999. If the N0SEQ8 option is in 
effect, however, the maximum sequence 
number is 99999. 

System Action : EC = 8 

The new sequence number is truncated on the 
left to 8 or 5 diqits (dependinq on the 
status of the SEQ8 option) . A sequencing 
error is introduced into the output file. 

Update processing continues, and, if the 
CTL option was specified, additional update 
passes are made. If several warning 
messages are generated during the updating 
process, the final return code passed by 
the UPDATE command is the highest of the 
return codes (4 or 8 or 12) associated with 
the warning messages. 

The REP option, if it was specified, is 
ignored, and the final update deck has the 
fileid "$fname ftype". 

See the explanation of message DHS0PD177I 
for further information on the meanings of 
the UPDATE warning return codes. 

User Action; Probably, the resequencinq 
field following "$" in the last update 
control card contained invalid data. 
Correct the invalid control card in the 
update file, and reissue the UPDATE 
command. 



1771 WARNING HESSAGES ISSUED 
{'REP' OPTION IGNORED.} 



(SEVERITY = nn) . 



Expla nat ion ; Warninq messages were issued 
during the updating process. The severity 
shown in the error message in the "nn" 
field is the highest of the return codes 
associated with the warning messages that 
were generated during the updating process. 
The warning return codes have the followinq 
meaninqs: 

Code Meaning 
4 Sequence errors were detected in the 
original source file being updated. 

8 Sequence errors that did not formerly 
exist in the oriqinal source file 
beinq updated were introduced in the 
output file during the updatinq 
process . 



command. In addition, if the REP option was 
specified in the command line, it is 
iqnored, and the updated source file has 
the fileid "Sfname ftype", as if the REP 
option had not been specified. 

Use r Action: Refer to the warning messaqes 
that were issued and correct the errors. 



1781 UPDATING {'fn ft fm»} WITH 'fn ft f m • 

Explanation ; The specified update file is 
beinq applied to the source file. This 
messaqe appears only if the CTL option has 
been specified in the command line. 

System Action; The updating process 
continues. 

User Action: None. 



179E HISSING OR DUPLICATE 
FILE 'fn ft fm» 



'MACS' CARD IN CONTROL 



Explanation : The CTL option was specified, 
but the control file did not contain 
exactly one 'MACS' control card- 

Sys tem Action : RC = 32 

Execution of the command is terminated. The 
system status remains the same, with the 
followinq possible exceptions: 

• If a file with the fileid "$fname ftype" 
existed on the output disk before the 
command was entered, this file may have 
been erased. 

e If the DISK option was in effect, and if 
a file with the fileid "fname UPDLOG" 
existed on the output disk before the 
command was entered, this file may have 
been erased. 

• If the CTL option was in effect, and if 
a file with the fileid "fname UPDATES" 
existed on the output disk before the 
command was entered, this file may have 
been erased. 

• If update processing had begun before 
the error was detected, any or all of 
the following files may have been 
created on the output disk by the UPDATE 
command: 



UPDATE CMSUTI 
$fname ftype 
fname UPDLOG - 

fname UPDATES - 



if the DISK option was 

in effect 

if the CTL option was in 

effect 



12 Any other nonfatal error detected 
during the updating process has a 
return code of 12. Such errors include 
invalid update file control cards and 
missing PTF files. 



User Action : Correct the invalid control 
file and reissue the UPDATE command. 



1791 COMPARING »fn ft fm' WITH 'fn ft fm' 



Sy stem Action; The severity value is passed 
back as the return code from the UPDATE 



Explanat ion; The specified files are being 
compared. 
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Syste m A ction ; Processing continues. 
Dser Action: None. 



invalid data in the control file. Either 
correct the invalid data or recover the 
missing files, and reissue the command. 



180W MISSING PTF FILE ' f n ft fm» 

Explanation : An ADX file indicated that the 
specified PTF file was to be applied as an 
update file, but the file could not be 
found. Either the ADX file contains 



ta, o 



T- a "DTT? -pTlia tc 



I ec; T Ti/T 



System Action : EC = 12 

application of the PTF file is skipped. 
Update processing continues, and, if the 
CTL option was specified, additional update 
passes are made. 

If several warning messages are generated 
during the updating process, the final 
return code passed by the UPDATE command is 
the highest of all return codes (4 or 8 or 
12) associated with the warning messages. 

The EEP option, if it was specified, is 
ignored, and the final update deck has the 
fileid "$fname ftype". 

See the explanation of message DHSUPD177I 
for further information on the meanings of 
the UPDATE warning return codes. 

User Action: Correct the invalid data in 
the AUX file, or use the ACCESS command to 
access the disk containing the missing PTF 
file. 



181E NO UPDATE FILES WEEE FOUND 



182H SEQUENCE INCEEMENT IS ZEEO 

Explanation ; A sequence increment of zero 
was specified either in a "./ S" control 
card, or in the "$" field of a "./ I" or 
•'./ E" control card. 

System Action: EC = 8 

Although the warning message is issued, the 
sequence increaient. of zero is actually 
used, in case that was what the user 
wanted. Update processing continues, and, 
if the CTL option was specified, additional 
update passes are made. 

If several warning messages are generated 
during the updating process, the final 
return code issued by the UPDATE ccsBaeind is 
the maximum of all return codes (4 or 8 or 
12) associated with the generated warning 
messages. 

The EEP option, if it was specified, is 
ignored, and the final update deck has the 
fileid "$fname ftype". 

See the explanation of message DMSUPD177I 
for further information on the meanings of 
the UPDATE warning return codes. 

User Action ; Unless you intentionally 
specified a sequence increment of zero, 
correct the invalid update control card and 
reissue the UPDATE command. 



Expla nation; The CTL option was specified, 
but none of the update and PTF files 
specified by the control file and the AUX 
file(s) were found. As a result, no updates 
at all were applied to the original source 
file. 

Syste m Action ; EC = 40 

Execution of the command is terminated, 
since no updating can be performed. If the 
STK option was specified, the two lines of 
stacked data were placed on the stack 
before this error, so that they will still 
be available to an EXEC that invoked the 
UPDATE command. 

This situation may or may not be an error 
situation. The return code, UO, is unique 
in that no other UPDATE error message has 
that value as a return code. Thus, the same 
EXEC can be used to assemble source files 
that have updates against them, and those 
that have no updates against them. The 
latter situation can be detected by testing 
for a return code of tO, and by assenbling 
the '♦fname" file rather than the «$fnaiBe« 
file. 

User Action: If this is not an error 
condition, no action need be taken. If this 
is an error condition, it is the result of 
either missing update or PTF files, or 



183E INVALID {CONTBOL | AUX} FILE CONTEOL CABD 

Exp l anati ons An invalid control card was 
found in an AUX file or a control file. 



System Action ; EC = 32 

Execution of the command is terminated, 
system status remains the same, with 
following possible exceptions: 



The 
the 



If a file with the fileid "Sfname ftype" 
existed on the output disk before the 
command was entered, this file may have 
been erased. 

If the DISK option was in effect, and if 
a file with the fileid "fname UPDLOG" 
existed on the output disk before the 
command was entered, this file may have 
been erased. 

If the CTL option was in effect, and if 
a file with the fileid "fname UPDATES" 
existed on the output disk before the 
command was entered, this file may have 
been erased. 

If update processing had begun before 
the error was detected, then any or all 
of the following files may have been 
created on the output disk: 



Conversational Monitor System (CMS) Messages 145 



DHS 



OPDATE CHSDT1 

$fname ftype 

fnaoe OPDLOG - if the DISK option was 

in effect - 
fnane UPDATES - if the CTl option was in 

effect. 

User Actio n; Correct the invalid control 
card and reissue the OPDATE coaaand. 

- - - (Basic Systea Extensions) - - - 

For PRELOAD, correct the invalid control card 
and reissue the PRELOAD coaaand. 



184M './ S« NOT FIBST 
IGNORED 



CARD IH OPDATE FILE — 



The REP option, if it was specified, is 
ignored, and the final update deck has the 
fileid "tfnaae ftype". 

See the explanation of aessaqe DMS0PD177I 
for further inforaation on the aeanings of 
the UPDATE warning return codes. 

User Action: Correct the invalid control 
card in the update file, and reenter the 
OPDATE coaaand. 



186H SEQOENCE NOHBER • » NOT FOOND 

Explanation : A sequence nuaber specified by 
an update file control card could not be 
found in the input file. An input sequence 
nuaber higher than the one specified was 
found. 



Explanation : A "./ S" control card was 
encountered in the update file, but it was 
not the first noncoaaent card in the update 
control file. 

Svstea A ction ; RC = 12 

The invalid card is ignored. Update 
processing continues, and, if the CTL 
option was specified, additional update 
passes are aade. If several warning 
aessages are generated during the updating 
process, the final return code issued by 
the UPDATE coaaand is the aaxiaua of all 
return codes (H or 8 or 12) associated with 
the generated warning aessages. The REP 
option, if it was specified, is ignored, 
and the final update deck has the fileid 
"$fnaae ftype". See the explanation of 
aessage DMS0PD177I for further inforaation 
on the aeanings of the opdate warning 
return codes. 

User Action : Correct the update file by 
aoving the "./ S" control card to the 
beginning of the update file. Then reissue 
the UPDATE coaaand. 



185H INVALID CHAR IH SEQOENCE FIELD » • 

Explanation : An update file control card 
specified a sequence nuaber that contained 
an invalid character. Only the digits 
through 9 aay be used to specify a sequence 
nuaber. 

Syste a Action: RC = 12 

The invalid update control card is ignored. 
Furtheraore, any cards following it, up to 
the next "./" card in the update file, will 
be ignored. Update processing continues, 
and, if the CTL option was specified, 
additional update passes are aade. 

If several warning aessages are generated 
during the updating process, the final 
return code issued by the UPDATE coaaand is 
the aaxiaua of all return codes (<l or 8 or 
12) associated with the generated warning 
aessages. 



Systea Action : RC = 12 

The input file is positioned at the record 
whose sequence nuaber exceeds the sequence 
nuaber being searched for. 

• If the invalid sequence field was the 
first arguaent of a "./ R", "./ I", or 
"./ D" operation, all records 
encountered up to that point were copied 
to the output file. 

• If the invalid sequence field was the 
second arguaent of a "./ R" or "./ D" 
operation, records encountered up to 
that point were not copied, and so were, 
in effect, deleted. 

In any event, no further deleting or 
inserting takes place for that control 
card, and any cards following this card. 



;he 



^^^3 1 



uilc: upuatt: 



control file, are ignored. Update 
processing continues, and, if the CTL 
option was specified, additional update 
passes are aade. 
• If several warning aessages are 
generated during the updating process, 
the final return code issued by the 
UPDATE coaaand is the aaxiaua of all 
return codes {H or 8 or 12) associated 
with the generated warning aessages. 

The REP option, if it was specified, is 
ignored, and the final update deck has 
the fileid "$fnaae ftype". 

See the "Explanation" of aessage DMSUPD177I 
for further inforaation on the aeanings of 
the UPDATE warning return codes. 

User Action : Correct the invalid control 
card in the update file, and reenter the 
UPDATE coaaand. 



187E OPTION 'STK' INVALID WITHOUT 'CTL* 

Explanation : The STK option was specified 
with the UPDATE coaaand. This option 
requires the CTL option, but CTL was not 
specified in the coaaand line. 
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Syste m action : BC = ^4 

Execution of the command is terminated. 

system status remains the same. 



The 



User Action ; Heissue 
specifying the CTL option. 



the 



command. 



190W INVALID CONTROL RECOBD CB NO GO SWITCH SET 

Explanation : Either the input control 
record was invalid or the NO GO switch was 
previously set. If the NO GO switch was 

•fti^^ T\T"ja TT^ *-k« ^T •»» ff ^+ + 1^ e ^ -riTM^ 4- ^^r\Tt^ t»*%1 

record is invalid, and this causes the NO 
GO switch to be set at this time. 

Syste m Action: RC = 4 

Execution of the command continues. All 
EEP control records are ignored until the 
next NAME or END control record is 
encountered . 



user acrion : a previous error message was 
issued. Check the "Oser Action" for that 
message. 



194S BOOK •subl.book* CONTAINS BAD RECORDS 

Explanation ; The book being copied contains 
invalid source statement library records- 
Sis tern Action; RC = 100 

Execution of the command is terminated. The 
system status remains the same. 

Dse r Action : Becatalog the book on the 
system or private source statement library 
and reissue the command. 



19aw CSECT NOT FOUND IN {HEHBER 
•membername' I HODOLE 'modulename*} - SET NO 
GO SWITCH 



Oser Action: Determine the cause of the 
error and correct it; then reissue the 
command. 



Explanation : The specified CSECT was not 
found in a library member or a module 
loader table. 



191W PATCH OVERLAPS - SET NO GO SWITCH 

Explan ation; The VEB or REP displacement, 
or the DUHP start or end address, did not 
fit completely within the CSECT or HODOLE. 

System Action : RC = 4 

Execution of the command continues. All 

REP control records are ignored until the 

next NAME or END control record is 

encountered. 

Dser Action : Correct the displacement field 
or the start or end address of the control 
record and reissue the command. 



System Action : RC = 4 

Execution of the command continues. All 
control records are ignored until the next 
NAHE or END control record is encountered. 

Oser Action : The control record with the 
invalid CSECT name has been printed at the 
printer or displayed at your terminal. 
Check the member or module for the proper 
CSECT name and reissue the command. 



195W BASE TALOE INVALID - SET NO GO SWITCH 

Explanation ; The BASE address did not match 
the CSECT address. 



192W ERROR - ODD NDHBER OF DIGITS - SET NO GO 
SWITCH. 

Explanat ion; Either an address or a data 
field of a control record had an odd number 
of digits. 

System Action ; RC = 4 

Execution of the command continues. All 
REP control records are ignored until the 
next NAME or END control record is 
encountered . 

Oser Action : Enter an even number of digits 
and reissue the command. 



193W PRECEDING CONTROL RECORD FIOSHED 

Explanation : The NO GO switch was set by a 
previous control record and has not been 
reset . 



System Action : RC = 4 

Execution of the command continues. All 

REP control records are ignored until the 

next NAHE or END control record is 

encountered. 

Oser Action ; Insert the proper address in 
the BASE control record and reissue the 
command. 



200W VERIFY REJECT - SET SO GO SWITCH 

Explanation ; For DHSZAP, the data on the 
VER or VERIFY control record is not exactly 
the same as the data at the specified 
location in the specified file. 

System Action ; RC = 4 

Execution of the command continues. All 

REP control records are ignored until the 

next NAHE or END control record is 

encountered. 



System Acti on; RC = 4 

Execution of the command continues. 



Oser Action : Determine the proper control 
information and correct the VER control 
record. Delete from the input stream any 
other VER-REP pairs that were processed 
successfully, and then reissue the command. 
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201W THE FOLLOWING NAMES ABE OHDEPIHED: 



206W PSEUDO REGISTER AUGHNENT ERROR 



Explanation; A list of names of unresolved 
external references is displayed. A naae 
entered with the comnand is considered an 
unresolved external reference if no text 
file with that naae can be located. 

Sy ste m Action ; RC = 4 
Loading is completed. 

Dser Action ; None; or obtain access to the 
files containing the unresolved references 
and issue the INCLUDE command. 



Explanation ; A pseudo register with the 
same name as a previous pseudo register but 
with more restrictive alignment was 
encountered. 

System Action ; RC = 4 

Processing continues. All references to the 
particular pseudo register will have the 
less restrictive alignment. 

Dser Action; Hone. 



202H DUPLICATE IDENTIFIER 'identifier' 

Explanation ; A CSECT or entry point name 
was encountered more than once in the input 
stream to the loader. 



207H INVALID UPDATE FILE CONTROL CARD 

Explanation ; An invalid control card was 
found in the update file. Some of the 
errors that cause this message to be issued 
are; 



System Action ; RC = «» 

Only the first CSECT is loaded. Program 
execution may not proceed as expected. All 
references are resolved to the first name. 

User A ction : Reassemble the program with a 
different identifier substituted for the 
duplicate. 



The first card in the update file was 
not a control card. 

The first card following a "./S" or a 
"./D" or a "*/*•' was not a control card. 

The operation field was missing, 
invalid, or contained more than one 
character. 



203W "SET LOCATION 
UNDEFINED 



COUNTER" 



NAHE 



The label field of a "./S* card 
contained more than three characters. 



Explanat ion; A name was specified on an SLC 
card in the loader input stream and that 
name had not yet occurred as an external 
name in the loader text file. 

System Action ; RC = 4 
The card is ignored- 

U ser Action: None; or check the name on the 
SLC card. 



205W READER EMPTY OR NOT READY 

Expl anati on ; Either the card reader 
contains no files, files are being held, or 
the reader is not ready. 

The card reader may contain a file spooled 
from a virtual punch or printer that 
contains CCWs only, and no data. Thus, 
this message is issued even though the file 
contains no data. 

S yste m Action; RC = 8 

Execution of the command is terminated. The 

system status remains the same. 

User Action; Close the card reader and 
reissue the command, if the reader contains 
any files. In the case when files are 
being held, change their status to NOH and 
then read them. 



An invalid sequence field was specified, 
or a required sequence field was 
missing. 



/nn 



4-1. A 



;<^1«.4.£% ^_ 



replace ending specification was smaller 
than the starting specification. 

System Action ; RC = 12 

The invalid sequence fields are ignored, 
and processing continues. However, an 
incorrectly sequenced source file cannot 
always be properly updated. 

Update processing continues, and, if the 
CTL option was specified, then additional 
update passes are made. If several warning 
messages are generated during the updating 
process, the final return code when the 
UPDATE command has completed all processing 
is the maximum of all return codes <4 or 8 
or 12) associated with the generated 
warning messages. The REP option, if it was 
specified, is ignored, and the final update 
deck has the fileid "$fname ftype". See the 
"Explanation" of message DMSDPD177I for 
further information on the meanings of the 
UPDATE warning return codes. 

User Action: Correct the invalid control 
card in the update file, and reenter the 
UPDATE command. 



208E FILE 'fn ft' IS NOT VARIABLE RECORD FORMAT 

Expl anat ion; The specified file did not 
have a variable record format. 



me 
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System Actio n : E C=2 4 

Execution of the commana is terminated. 

The system status remains the same. 

Oser Action; Verify that • f n ft' is the 
desired file. If it is, use the COPYFILE 
command to change the record format of the 
file. 



20SS FILES DO HOT COMPARE 



Explanation ; The two files the user 
requested compared on a liue"-for=lin6, 
column-f or-column basis, do not match. 

Syste m Act ion : BC = 4 

The comparison of the files is completed. 
The lines that do not match are displayed 
at the terminal. 

Dser Action; You can correct the file 
containing the incorrect lines using the 
EDIT command. 



210E CLIEPARTIFILEI • f n 
DISK. 



ft' IS OS A READ/ONLY 



see x.ne "jixpianaxiou" Oi. message DnSuPui77I 
for further information on the meanings of 
the UPDATE warning return codes. 

Oser Action ; Correct the invalid source 
file and reissue the UPDATE command. 



21 IE COLUMN FIELDS OUT OF SEQUENCE 

Explanation ; One of the 
conditions has occurred. 



following 



- Start colusn number exceeds end colunn 
number. 



Column number entry overflows 
eight- position option field. 



the 



System Action ; RC = 24 

Execution of the command is terminated. 

The system status remains the same. 



User Action ; 
command. 



Correct and reissue the 



212E MAXIMUM NUMBER OF RECORDS EXCEEDED 



Explanat i on ; The specified file or library 
is on a read-only disk and must be on a 
read/write disk. 

Syste m Action: RC = 36 

Execution of the command is terminated. 

The system status remains the same. 

Oser Action : Verify that the correct file 
or library was specified in the command. 
If it was, either access the disk in 
read/write mode, or erase the existing file 
or library with the same name. Reissue the 
command. 



210W INPDT FILE SEQUENCE EEBOB: •.. • 



TO 



Explan a tion ; In reading the input source 
file, two records were found, with the 
displayed sequence fields, such that the 
seguence number in the first was equal to 
or greater than the seguence number in the 
second. 

Syste m Action; RC = 4 

The invalid sequence fields are ignored, 
and update processing continues. However, 
an incorrectly seguenced source file cannot 
always be properly updated. 

If the CTL option was specified, then 
additional update passes are made. If 
several warning messages are generated 
during the updating process, the final 
reTurn code when the OPMTB comrand has 
completed all processing is the maximum of 
all return codes (4 or 8 or 12) associated 
with the generated warning messages. 

The REP option, if it was specified, is 
ignored, and the final update deck has the 
fileid "If name ftype". 



Explanation ; The storage size of the 
virtual machine is not large enough to 
contain the size and number of sort files 
specified. 



Sys tem Action : RC = 40 

Execution of the command is terminated. 

system status remains the same. 



The 



Ose r Action ; Compute the storage size 
reguired for this sort using the format 
given in the description of the CMS SORT 
command in the VM/370 CMS Com mand and Mac ro 
Reference s Redefine storage as large as 
necessary using the CP DEFINE command, and 
issue the SORT command again. 



213W LIBRARY ' f n ft fm' NOT CREATED 

Explanation ; Hone of the files to be 
included in the library file could be 
found, or a library to be compressed 
appears to have no active members. 

System Action ; RC = 4 

Execution of the command is terminated. The 
system status remains the same. The new 
library is not created. Also, for DHSDSC, 
the old library is erased. 

Oser Action; For DMSLBH and DMSLBT, obtain 
access to the desired file and/or correct 
the spelling of the names and reissue the 
command. For DMSDSL, no action is 
necessary. 



214H CANNOT RECOMPOTE 
CHANGE 



WITHOOT LOSS OF DATA. NO 



Explanation : The number of cylinders 
specified in the FORMAT command cannot 
contain all the data on the disk. 
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DMS 



S yste m Action; RC = 8 

Execution of the commana is terminated. 

system status remains the same. 



The 



User Action: Either erase some of the files 
on the disk or increase the number of 
cylinders to be formatted and reissue the 
command. 



215T NO VIETOAL CONSOLE ATTACHEE. BE-IPL CMS 

Explana tion ; The user has disconnected his 
virtual console. 

Syste m Actio n; The CMS system uses a 
special interface with CP to display this 

Esssage. It is then tersinated by loading a 
disabled wait state PSW. 

gser Action; Redefine a virtual console 
with the CP DEFINE command, and IPL CMS 
again. 

- - - (Basic System Extensions) - - - 

216E INSDFFICIENT BLOCKS ON DISK TC SUPPORT CMS 
DISK STRUCTUEE 

Explanat ion; The user has requested the 
formatting of a minidisk area that is not 
large enough to contain the essential CHS 
disk structure. 



Syste m Action ; EC = 100 
Execution of the command 
The disk is unchanged. 



is terminated. 



User Action; Acquire a larger minidisk and 
reissue the command; or if the disk is 
large enough, specify a larger number of 
blocks to be formatted in the FORMAT 
command. 



System Action : RC = 24 

Execution of the command is terminated. The 

system status remains the same. 



User Action : Reissue 
valid data set name. 



the command with a 



222E I/O 

{•fm' 



ERROR READING 
OS I DOS} DISK 



•datasetname* 



FROM 



Explanation ; An I/O error occurred while 
reading the specified OS data set or DOS 
file from an OS or DOS disk. For DMSLDS, 
an I/O error occurred while reading the 
member directory in DMSROS. 

Sys tem Action : RC = 28 

Execution of the command is terminated. The 

system status remains the same. 

Use r A ction : Correct the cause of the I/O 
error and reissue the command. 



223E NO FILEHODE SPECIFIED 

Explanation ; A filemode was not specified 
in the command line. 

Sys te m Action ; RC = 2ft 

Execution of the command is terminated. The 

system status remains the same. 

User Action : Reissue the command, 
specifying a filemode. 



22ftE fileid ALREADY IN USE 

Exp l anation ; A dataset name exists in an 
outstanding FILEDEF with a different ddname 
but with the same fileid, or a dataset name 
was specified for a fileid previously 
defined under a different ddname. 



220E ENTER DATA SET NAME; 

Explanation ; A command was entered with the 
? or DSN ? operand. The command expects an 
OS data set name or DOS fileid to be 
entered. 



System Action : RC = 24 

Execution of the command is terminated. The 

system status remains the same. 

User Action : Clear the existing fileid 
before reissuing the command or specify a 
different fileid. 



S yste m A ctio n: The system waits for a 
response - 

user Action; Enter an OS data set name 
exactly as it appears in the data set (in 
the form g1f.g2.qn} where g1, q2, and qn 
are the qualifiers of an OS data set name) . 
Or enter a DOS fileid exactly as it appears 
in the file. 



2251 PDS MEMBER 'membername' MOVED 

Explanation ; The specified member of an OS 
PDS (partitioned data set) has been moved 
successfully to a CMS file. 

System Action : MOVEFILE continues moving 
PDS members to CHS files until the end of 
the file is reached. 



221E INVALID DATA SET NAME 

Explanat ion; An invalid OS data set name or 
DOS file-id was specified in the command 
line- 



User Action: Hone. 



226E NO DATA SET NAME ALLOWED WITH FREE OPTION 

Explanation ; A data set name must not be 
specified with the FREE option of the 
LISTDS command. 
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System Action : EC = 24 

Execution of the conmand is terminated. 

The system status remains the same. 



2281 nSEB LABELS BYPASSED OH 
name* 



DATA SET 'data set 



Oser Action ; 
retry - 



Correct the command line and 



2261 EBD OF PDS HOVE 

Explanation ; The last member of the PDS 
{partitioned data set) has been moved 
successfully to a CHS file. 

Syste m Actios. : Execution of the coBmartd is 
terminated. The system status remains the 
same. 

Oser Action: None- 



2271 PROCESSING VOLUHE 
set name' 



•nn« IH DATA SET 'data 



Explanation ; The specified OS data set or 
DOS file is multivolume. The number of the 
volume being processed is specified in the 
error oessaqe. End of volume is treated as 
end of file and there is no end-of-volume 
switching. 

System Action: Execution continues. 

Oser Action: Hone. 



227W INVALID EXTENT 
'fm' DISK 



FOOHD FOE 'datasetname' OH 



Explanation ; The high extent for the 
subject data set indicates a relative track 
number lower than that for the low extent 
of the data set. 

System Action: EC = U 
Execution continues. 

Oser Action; For further investigation, use 
the CHS command DDE to locate and dump the 
DSCB containing the invalid extent. 



228E HO DDHAME ENTEPED 

Explanation : ihen prompted for the ddname 
corresponding to the "dname" entry for the 
tape dataset in the Access Hethod Services 
control statement, the user entered a null 
line. 

Syste m Action : EC = 2H 

AHSERV does not execute the Access Hethod 

Services job. The system status remains the 

same. 

User Action : Find the "dname" entries for 
the tape dataset (s) in the Access Hethod 
Services jobstream and reissue the AHSESV 
command. 



Explanation : The specified OS data set or 
DOS file has a disk user label. The user 
labels are automatically skipped and the 
DCBEXLST routine, if specified, is ignored. 
This message is issued when the OS File 
Status Table (EST) is created. This occurs 
during the execution of the first FILEDEF 
command defining the OS ddname. Beissuing 
the same FILEDEF cowmand without 
reaccessing the disk does not create a new 
OS EST, and the message is therefore not 
issueu agai-u. 

System Action : Execution continues. 



229E DNSOPPORTED OS DATA SET, EBBOE "code* 

Explanation : The specified OS data set or 
DOS file is not supported by CHS OS access 
routines. The error code meanings are: 

Cod e Heaninq 

80 An I/O error occurred while an OS data 
set or DOS file was being read or an 
OS or DOS disk was detached without 
being released. 

81 The file is an OS 
read-password-protected data set or a 
DOS file with the input security 
indicator on. 



82 The OS data set or DOS 
BPAH, BSAH, or QSAH. 



file is not 



83 The OS data set or DOS file has more 
than 16 user labels or data extents. 

System Action : EC = 80, 81, 82, or 83 
Execution of the coaaand is terainated. The 
system status remains the same. 

Oser Action: If the error code is 81, 82, 
or 83, you cannot use CHS OS access to read 
the OS data set or DOS file- If the error 
code is 80, make sure the accessed OS or 
DOS disk is attached, or determine the 
cause of the error. If the OS data set or 
DOS file is valid, reissue the command. 



2291 HO HEHBEBS FOOHD 

Explanation : Ho members exist in a 
partitioned data set. 

System Action: Hone. 

Oser Actio n; Determine whether the data set 

you specified is the correct one and if so, 

why it contains no members. Correct the 
condition and reissue the command. 



230E HO. OF VSAH EXIT EOOTINES HAS EXCEEDED HAX 
OF 128 - OHABLE TO COHTIHOE 

Explanation ; The number of exit routines 
for VSAH data sets (both active and 
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DBS 



inactive) has exceeded the maximum of 128 
for the run unit. 

Sys tem Action; The system is terminated 
abnormally with abend code X'177'. 

Oser Acti on ; Eeduce the number of exit 
routines for VSAM data sets and reexecute 
the program. 



230H OS DISK - FILEID AND/CE OPTIONS SPECIFIED 
ARE IGNOBED 

Explanat i on ; The specified OS or DOS disk 
has been accessed, but the specified fileid 
and/or options are not valid and have been 
ignored . 

Syste m Ac ti on ; EC = 4 

Execution of the command continues. 

User Action: None. 



231E I/O EEEOE EEADING VTOC FBOM {• f m« |0S| DOS} 
DISK 

Explanation; An I/O error was encountered 
while reading the 7T0C from the specified 
disk. 

System Action: HC = 28 

Execution of the command is terminated. The 

system status remains the same. 

Oser Action: Correct the cause of the I/O 
error and reenter the command. 



2331 NO FPEE SPACE AVAILABLE ON 'fffi' DISK 

Explanation; All tracks on the specified 
disk are allocated. 

System Action; None. 

O ser Action; If the disk is an OS or DOS 
disk, use one of the OS or DOS utilities to 
reformat the disk (if you no longer need 
any of the data on it) or delete some data 
sets. If it is a VSAM disk, use Access 
Method Services to delete some clusters and 
data spaces. 

- - - (Basic System Extensions) - - - 



234E ERROR IN LOAD LIST FILE 
INPUT ] 



fn ft fm« [NO 



Explanation: During processing of the load 
list EXEC file, an invalid statement was 
encountered. Input must consist of valid 
EXEC control words (that are ignored) and 
names of input text files in the form 

SI £2 filename [filetype] 

Filename and filetype (if specified) must 
not be more than eight characters in 
length. A "NO INPUT" condition exists if 
after the scan of the load list, no 
filename filetype entries were found. 



System Action ; EC = 8 

Execution of the command is terminated. 

The system status remains the same. 

Oser Action : If you can determine the 
problem from the "Explanation" above and 
remedy the condition, reissue the command. 
If not, reissue the command and if the 
problem persists, call your system support 
personnel. 



- - - (Basic System Extensions) - - - 

235E ERROR 'n« IN INPOT TEXT FILE ' f n ft [fm]' 

Explanation : An error was detected within 
the data contained in the input text file. 
•n' indicates the nature of the error; it 
may be one of the following: 

Code Meaning 

1 No valid ESD. 

2 Invalid ESD type code. 

3 Invalid RLD record. 

4 Invalid ESD LD ID. 

5 ESD LD entry precedes its position 
entry. 

6 Invalid TXT record ESD ID. 

System Action : RC = 12 

Execution of the command is terminated. 

The system status remains the same. 

Oser Action : If you can determine the 
problem from the "Explanation" above and 
remedy the condition, reissue the command. 
If not, reissue the command and if the 
problem persists, call your system support 
personnel. 

The error may have been caused by invalid 
output from the Assembler. Reassemble the 
source for the text file in error and 
reissue the PRELOAD command. Errors also 
may result from the input text file having 
been incorrectly modified by the user 
through EDIT or other CMS commands. 



- - - (Basic System Extensions) - - - 

236E ONRESOLVED EXTERNAL REFERENCE (S) 
ENCOUNTERED 

Exp l anation : Unresolved external references 
have been encountered. These are listed in 
the MAP file. 

System Action : RC = 4 

The PRELOAD command has completed 

processing. Program execution of the 

output text file may not proceed as 

expected. 



Ose r Action : 
necessary. 



Correct the input, if 
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— — — 'Basic S'stesi Eztensions^ — — _ 

237E DOPLIC&TE EXTERNAL SYMBOL (S) EMCOONTERED 

Explanation ; A CSECT or entry point name 
was encountered more than once in the input 
stream to the preloader. The duplicate 
symbols are listed in the HAP file. 

System Action ; RC = 8 

The PRELOAD command has completed 
processing. Program execution of the 
output text file may not proceed as 
expected . 

User Action ; Reassemble the source for the 
text file in error with a different 
identifier substituted for the duplicate 
and reissue the PRELOAD command. 



- - - (Basic System Extensions) - - - 

238E PRELOADER PROCESSING EBROB 

Explanation ; An internal error was detected 
during preloader processing. This may have 
been caused by invalid input. 

Syste m Action; RC = 16 

Execution of the command is terminated. 
The system status remains the same wi-th the 
exception that partial output files may 
have been created. 



Cod e M eaning 

4 An intervention is reguired. 

5 An unknown error occurred. 
100 The printer is not attached. 

Sys t em Action : EC = 100 

Execution of the command is terminated. The 
output files contain all changes made up to 
the last control record operation. 

User Action ; If you can determine the 
problem from the above information and 
correct the condition, reissue the command; 
otherwise reissue the command and if the 
error persists, contact your system support 
personnel. 



246W NO LOADER TABLE PRESENT FOR HODOLE 'fn« - 
SET NO GO SWITCH 

Explanation ; A CSECT name was specified for 
a module that was generated with the NOMAP 
option. 

System Action ; RC = U 

Execution of the command continues. All 

REP control records are ignored until the 

next NAME or END control record is 

encountered. 

Oser Action; Either regenerate the module 
with the MAP option, or do not use a CSECT 
name; then reissue the command. 



Oser Action: Reissue the command, ensuring 
that a valid load list file (and optional 
CNTRL file) are specified. Insure that the 
input files contain valid data. If the 
problem persists, call your system support 
personnel. 



2U7W MEMBER 'name* NOT FOUND - SET NO GO SWITCH 

Explanation ; The specified member was not 
found. 

System Action : RC = 4 

Execution of the command continues. All 
control records are ignored until the next 
NAME or END control record is encountered. 



2U0S ERROR LOADING READ OS ROUTINE 'DMSROS TEXT' 

Explanat ion; Either the user did not 
provide a read/write A-disk for use by the 
CMS loader, or some other error was 
encountered while loading the READ OS 
routine DMSROS TEXT. 

System Action ; Execution of the command is 
terminated. The system status remains the 
same. 

U ser Action ; Access a read/write A-disk if 
one is not already accessed. If a 
read/write A-disk was provided, correct the 

cause of the I/O error on the system disk 
or A-disk. Then reissue the command. 



245S ERROR 'nnn' ON PRINTER 

Explanation ; An unrecoverable error 

occurred when writing a line to the 

printer, and an error code was passed to 

the calling module from DMSPIO. nnn 

indicates the nature of the error; it may 
be one of the following: 



User Action: Reissue the command with a 
valid member name. 



248W INVALID VER/REP DISP - SET NO GO SWITCH 

Explanation ; The displacement specified in 

a VER or REP control record includes an 

area that is undefined, for example, a 
Define Storage (DS) area. 

Syste m Action ; RC = 4 

Execution of the command continues. All 

REP control records are ignored until the 

next NAME or END control record is 

encountered. If the operation is SEP, the 
file being operated on may be modified. 

User Action : Verify that instructions or 
data are at a specific displacement and 
reissue the command. 
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- - - (Basic System Extensions) - - - 

2191 DOMMT LOG EHTBY IN FILE » f n ZiPLOG fa* 

Explanat ion; Onder the ZAP coaaand, a 
successfully completed BEP was not followed 
by a LOG control record. In lieu of a 
user-defined entry, a dummy log entry 
•HONAME* was written. 

S yste m Actio n; Execution of the command 
continues. 

Oser Action; None. 



- - - (Basic Systea Extensions) - - - 

250s I/O EEEOB OB DEVICE EBBOB 

Explan at ion ; AN I/O error has occurred on 
the user terminal trying to display a HELP 
text file. Am error message should have 
been issued by CHS or CP to describe the 
condition. 

Syste m Action : BC = 100 

Execution of the command is terminated. 
The system remains in the same status as 
before the command was entered. 

Dser A ctio n: Take appropriate action as 
described by the CHS or CP error message. 



- - - (Basic System Extensions) - - - 

251E HELP PBOCESSING EPSOE, CODE nnn 
'description* 

Expla nation; An error occurred during the 
formatting of a HELP text file, indicating 
an error in the file text. 

Code Heaninq 

801 An output line longer than 132 
characters was formatted. Long output 
lines usually result when you neglect 
to set the format mode back on after 
it is set off. 

802 An alphabetic paramater was found for 
a HELP format word that requires a 
numeric parameter. 

803 A line was read that started with a 
period, but could not be recognized 
as a valid HELP format word. 

804 You omitted a required parameter for 
this format word. 

805 HELP does not recognize the parameter 
specified on the format word line 
displayed. 

806 The execution of a .IH,.IL, or .OF 
HELP format word would cause the left 
margin to move to the left of 
character position one. 



807 HELP has calculated a negative space 
count based on the format words 
contained in the test file. 

808 A number outside the permissible 
limits for a HELP format word was 
found. The limits are based 
primarily on 80 characters/ line in 
HELP* 

System Action : EC = 12 

Execution of the command continues and the 

line in question is ignored. 

Dser Action : Rone at execnticm time, 

however you should correct the file in 

guestion to prevent future messages or 
errors. 



- - - (Basic System Extensions) - - - 

252E VALID OPTIONS AEE: DESC FOBH PABH ALL 

Explanation ; This message informs the user 
of the proper options to use the HELP 
facility. The message is issued with 
message DHSHLP003E (INVALID OPTION 
•option') . 

System Action : BC = 24 
None. 

Oser Action : Issue the command again with a 
proper option - 



- - - (Basic System Extensions) - - - 

253E FILE fn ft fm CANNOT BE HANDLED WITH 
SUPPLIED PARAHETEB LIST 

Explanation : The specified file resides on 
a disk that can be handled with a STATE 
extended parameter list only. That means 
the specified file contains more than 65536 
items. 

System Action : BC = 88 

Execution of the user program is 

terminated. 

Dser Action : Change the user program 
parameter list to the 
entended- parameter-list format. 



299E INSOFFICIENT STOEAGE TO COHPLETE DPDATE. 

Explanation ; The update is being performed 
in storage but there is insufficient 
storage to insert the next update line. 



System Action ; BC = ftl 

Execution of the command is terminated. 

system status remains the same. 



The 
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Dser A ction ; Issue the cosmand again, 
specifying NOSTOR on the coBoand line. This 
causes updates to be performed on disk. 



300E INSUFFICIENT STORAGE TO BEGIK UPDATE 

Explanation : An update is being performed 
in storage, but there is insufficient 
storage available to contain the entire 
input source file. 

System Action ; RC = 41 

If the keyword STOR was specified on the 
command line, execution of the command 
terminates. The system status remains the 
same. If the keyword STOB was not 
specified, the update continues and is 
performed on disk. No RC = 41 is issued in 
this case. 



System Action : RC = 28 

Execution of the command is terminated. 

The system status remains the same, except 

when the EXEC option was specified and 

there was an existing $LISTIO EXEC file. 

In this case, the $LISTIO EXEC file is 

erased. 



User Action ; Ensure that 
request has been made. 



the correct 



304E INVALID OPERAND VALUE 'value* 

Explanation ; The value specified is not 
valid for one of the following reasons; 

• It is larger than ten digits. 

• It is a nonnumeric value. 



User Action; If RC = 41, issue the command 
again, specifying NOSTOR in the command 
line. This causes updates to be performed 
on disk. Otherwise, no action is 
necessary. 



301E 'SYSxxx' NOT ASSIGNED FOR DISK 'fm* 

Explanation ; No ASSGN command was issued 
prior to the DLBL command associating the 
named DOS logical unit with a CHS disk. 

Syste m Action ; RC = 36 

Execution of the command is terminated. 

The definition does not take effect. 

User Action: Issue an ASSGN command for 
each of the DOS logical units specified in 
the DLBL, and then reissue the DLBL 
command. 



302E NO SYSXXX OPERAND {ENTERED | SPECIFIED} 

Expla nation; No SYSxxx operand was entered 
to associate the specified disk mode with a 
DOS logical unit, or in the case of DTFCP, 
the DEVADDR operand was missing from the 
DTFCP macro and no SYSxxx was specified 
with the DLBL command. This message 
appears only if the user is in the CHS/DOS 
environment. 

Syste m Action : RC = 24 

Execution of the command is terminated. 

The definition does not take effect. 

User Action: Reenter the DLBL command 
specifying a DOS logical unit for each disk 
specified. In the case of DTFCP, specify a 
DEVADDR operand with the DTFCP macro and 
with the associated DLBL command. 



303E NO SYSXXX SATISFIES REQUEST 

E xplanation : A request was made for LISTIO 
A or LISTIO UA, but no logical units 
satisfied the request. 



• The number is greater than 2 3i-1 for 
track numbers. 

• The number is greater than 999999 for 
BUFSP size. 

This message is also displayed if a null 
line is entered as the first specification 
for the EXTENT option of the DLBL command. 

Sys tem Action ; RC = 24 

Execution of the command is terminated. 

The definition does not take effect. 

User Action : Reissue the command, 
specifying the appropriate values for all 
entries. 



3041 UPDATE PROCESSING WILL BE DONE USING DISK 

Explanation ; An update is being performed 
in storage, and there is insufficient 
storage available to contain the entire 
input source file. The keyword STOR was not 
specified on the command line. The update 
processing continues with the update being 
performed on disk. 



Sys tem Action ; 
continues. 

User Action: None. 



305E INCOMPLETE EXTENT RANGE 



The updating process 



Explanation : 
track number 

range. The 
specified. 



Only the starting relative 
was specified for an extent 

number of tracks must also be 



Sys tem Action : RC = 24 

Execution of the command is terminated. 

The definition does not take effect. 

User Action ; Reissue the command with the 
proper extent specifications including the 
number of tracks. 
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306E SYSxxx NOT ASSIGNED FOB •IGNOBE* 



User Action; None. 



Explan a tio n; When the DDMHY operand is used 
for a data set, the logical unit address 
must have been assigned with the I6N 
operand before the DLBL coonand vas issued. 

Syste m Action; BC = 36 

No new definition for the data set is 

created. If one already exists, it remains 

unchanged. 



Oser Action: 
command using 



Either reissue the DLBL 
a valid disk mode, or issue 



"ASSGN SYSxxx IGN" followed by the original 
DLBL command using the DOHHY operand. 



3211 MASIHOH NOMBEB OF EITEHTS BECOEDED 

Explanation : Sixteen (16) extents have been 
specified for a VSAH data set. This is the 
maximum number of data set extents allowed. 

System Action : Execution of the command is 
terminated successfully and the data set 
definition is stored, including the 
16-extent specification. 

Oser Action; None. 



307E CATALOG DDNABE 'ddname' NOT FOOND 

Explana t ion ; The user catalog 'ddname' 
referenced by the CAT option has not been 
defined by a previous DLBL ccmmcind. 

Sy ste m Act ion; BC = 24 

Execution of the command is terminated. 

The definition does not take effect. 



Oser 



Action! 



Beissue the 



command. 



specifying the CAT option with a previously 
defined ddnane, or issue a DLBL command for 
the user catalog ddname and then reissue 
the DLBL command for the subject data set. 



3221 DDNAHE 'ddname* 
EXECOTED 



HOT FOOND; NO CLEAB 



Explanation : Ho previous definition for 
* ddname* had been specified. This includes 
the condition of a DLBL IJSYSOC CLEAB with 
no previous job catalog ddname (IJSYSOC) 
defined. 

Sys tem Action : Execution of the command is 
terminated. All definitions remain 
unchanged. 

Ose r Action : If the ddname was entered 
incorrectly, reenter the command with the 
correct ddname. 



308E 'mode* DISK IN [NOH-]C!!S FOBHAT; INVALID 
FOB [NON-ICMS DATASET 

E xpla nation; The user has specified a CHS 



riir-Mc? *. 



Un^ «-r\f ^.*A«% ^^'^ 



that is in non-CMS (for example, OS or DOS) 
format. Or the user has specified a non-CMS 
fileid ("DSN datasetname*') but references a 
CMS disk. The references to disk include 
not only the disk mode in the command line 
but also the mode in HOLT and EXTENT 
specifications. This message is also 
issued if the user specifies CHS for file 
identification but uses one of the TSAH 
options (for example, CAT or BOFSP) with 
it. 



3231 {J06IHASTEB) CATALOG DLBL CLEABED 

Explanation : The DLBL for the catalog 
referred to has been cleared and is no 



Sys tem Action ; If the JOB catalog is 
cleared, all other definitions formerly 
flagged as using the JOB catalog are no 
longer flagged as such. The message can be 
the result of a DLBL * CLEAB rather than a 
DLBL IJSYSOC CLEAB or DLBL IJSYSCT CLEAB, 
when the PERH option is not used when 
defining the catalogs. 

Oser Action: None. 



Syste m Action; EC = 21 

The command is terminated with no change to 
the current definition of DLBL since the 
new definition does not take effect. 

Oser Action; Eeissue the command with a 
disk mode appropriate for the data set. 



3 201 MAXIMOM NOMBEB OF DISK ENTBIES BECOEDED 

E xplanat ion; Nine disks have been specified 
for a multivoluae VSAH data set. This is 
the maximum permitted since the allowable 
CMS disk modes are A-G, Y and Z. The 
system (S) disk cannot be a user disk. 

Syste m Action; Execution of the command is 
terminated and the data set definition is 
stored including the nine-volume 
specif icatioji. 



3211 NO OSER DEFIHED XXXXXX*S IN EFFECT 

Explanation : No definition is in effect for 
the reguested DLBLs, FILEDEFs, or 
LABELDEFS. 

Sys tem Action ; No further action occurs. 
The system is terminated. 

Oser Action: None. 



330R ENTEB VOLOHE SPECIFICATIONS: 

Explanation : The system expects you to 
enter the VSAH data set volume 
specifications because you specified the 
HOLT option. 
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System Action ; Execution of the coanand 
waits until you respond to the 
specification request. If a null line is 
the first response, an error nessage 
(DHSDLB048E) is displayed and the DLBL 
coDsand has no effect. Otherwise, a null 
response after one or more lines of data 
signifies the end of the specifications. 

Dser Act ion ; Enter data set volume 
specifications either on one line separated 
by commas or on separate lines. The final 
comma at the end of the line is optional 
and may be omitted. You must enter the 
filemode and, in the DOS environment, the 
DOS logical unit associated with that disk. 
Do not repeat the filemode specified in the 
command line. 



331R ENTER EXTENT SPECIFICATIONS: 

Explanation ; The system expects you to 
enter the VSAM data set extents because you 
specified the EXTENT option with the DLBL 
command. 

Syste m Actio n; Execution of the command 
waits until you respond to the 
specification request. If a null line is 
the first response, an error message 
(DHSDLB304E) is displayed and the DLBL 
command has no effect. Otherwise, a null 
line means the end of the specifications. 

Oser Action ; Enter dataset extent 
specifications on the same line separated 
by commas or on separate lines with or 
without commas. You must enter the starting 
relative track number, number of tracks, 
filemode and, if in DOS environment, the 
DOS logical unit associated with that 
filemode. The extents must be in ascending 
order for each volume grouping in order for 
the command to execute properly. 



not enter one of the choices given you in 
the proapting Bessage (INSTALL or UPDATE) 
or because you entered a value not valid 
for the entry being processed (that is, the 
storage location of the named system) . 

If the message is issued after the storage 
location value is entered, the value 
violates one of the following rules: 

• Hust be a valid hexadecimal value. 

• Hust be less than 16 megabytes. 

• Hust be greater than X '20000'. 

Sys tem Ac tion : RC = 24 

If this is the first time this message is 
issued for this prompt, VSAHGEN reads from 
the terminal after issuing the message, 
thereby giving you another chance to enter 
the correct information. If it is issued 
for the second time for the same prompt, 
YSAHGEH terminates, and the system returns 
to the CHS command environment. 

Use r Action: If it is the first time the 
message is issued, reexamine the promptina 
message and enter the correct information. 
If it is the second time the message is 
issued for this prompt, VSAHGEN has 
terminated, so you must restart the VSAHGEN 
EXEC . 



3601 CHS/VSAH TEXT FILES CREATED ON DISK 'A' 

Explanation ; During an INSTALL run for an 
OS user, VSAHGEN copies all the VSAH and 
Access Hethod Services object decks from 
the DOS system relocatable library onto the 
CHS disk as TEXT files. This message is 
issued at the completion of the operation. 

Sys tem Action ; None. 

Oser Action; None. 



333E nnnnnK PARTITION TOO LARGE FOR THIS VIRTUAL 
HACeiNE 

Explanation ; The specified number of bytes 
exceeds the size of the largest partition 
possible with this virtual machine. 

System Action; RC = 24 

Execution of the command is terminated. 
The system status remains the same. The 
old DOS partition size remains unchanged. 

User Action : Specify a smaller value. If 
the partition size is not an important 
factor in this particular session, issue 

SST DOSPART OFF and allow the system to 
compute its own partition size. 



360E INVALID RESPONSE 'response' 

E xplanation ; After prompting you for 
information, VSAHGEN determined that your 
reply was invalid, either because you did 



360R ENTER 'INSTALL', 'UPDATE', OR 'RESTART' 

Explanation ; The VSAHGEN EXEC can be used 
for initial installation of VSAH under CHS, 
for updating of VSAH under CHS by using PTF 
card decks to replace originally 
distributed modules or to restart after 
ensuring that the DOSLIBs are available. 

Sys tem Action ; VSAHGEN issues a read to the 
terminal and waits for the user's response. 

User Action ; Reply INSTALL if you wish to 
generate both the VSAH under CHS and the 
Access Hethod Services systems using the 
DOS System Relocatable Library (SEL) as the 
source. For an OS installation, INSTALL 
also results in all VSAH and Access Hethod 
Services modules being copied to the CHS 
A- disk. 

Reply UPDATE if you wish to generate a new 
version of either VSAH under CHS or Access 
Hethod Services, or both, by placing the 
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replacement modules in the virtual reader. 
For the OS installation, the DOS System 
Relocatable Library is not used as source, 
but the CMS disk is used. Thus, no DOS 
disk need be accessed for the OS user. 

Reply 'RESTART' if you wish to resume 
generating the system (s) after creating the 
appropriate DOSLIB(s). 



361E DISK 'mode' IS NOT A {CHS|DCS} DISK 

Explanation : VSAMGEN requires that the 

A-disk be a read/write CMS disk, and that 

the disk you specified as containing the 
DOS SRL be a DOS disk. 



Syst em Act j, on ; B C = .^6 
VSAMGEH has terminated, 
to CMS command mode. 



The system returns 



User Action; If the message concerns the 
CMS A-disk, access a CMS disk in read/write 
mode as the A-disk and reissue VSAMGEH. If 
the message concerns the DOS disk, either 
access the DOS disk and use that mode 
letter to answer the prompt during the next 
VSAMGEH attempt, or enter the correct mode 
of the DOS disk containing the DOS SRL 
during the next VSAMGEN attempt. 



3611 CREATING CMS TEXT FILES... 

Ex pla nation; VSAMGEH is in the process of 
copying all the VSAH and Access Method 
Services object modules from the DOS system 
relocatable library to the CHS disk during 
an INSTALL run for an OS user. 

S yste iu Action: Hone. 

User Action; None. 



362E INVALID STORAGE PROTECT KEY 'key' 

Explanation ; The storage protect key 
specified was not decimal, to 15. 

Sys tem Action : RC = 24 

Execution of the command is terminated. The 

system status remains the same. 

User Action: Reissue the command, 
specifying a valid storage protect key. 



3621 LINK-EDITING sysname. . . 

Exp l anation ; VSAMGEH is in the process of 
link-editing the modules that make up the 
named system in order to create a CMS 
DO ST. IB file with the s<*wt^ nase^ 

Sys tem Action : Hone. 

Dser Action; Hone. 



362R EHTER MODE OF DOS 
LIBRARY DISK: 



SYSTEM RELOCATABLE 



Explanation : The VSAMGEH EXEC procedure 
requires a DOS disk containing the DOS 
system relocatable library for both DOS and 
OS users during an INSTALL run and for the 
DOS user during an UPDATE run. 

Sys tem Action : VSAMGEH issues a read to the 
terminal and waits for your response. 

Dse r Action: Enter the mode letter of the 
accessed disk containing the DOS system 
relocatable library. The disk must be in 
DOS format. 



363E IHVALID STARTIHG ADDRESS 'startadr' 



361R ENTER EITHER 'DOS' or 'OS'; 

Explanation; The VSAMGEN EXEC distinguishes 
between DOS and OS installations at both 
installation time and updating time. 

System Action; VSAMGEH issues a read to the 
terminal and waits for your response. 

Dser Action: Reply DOS if you have a DOS 
installation and, therefore, do not want 
all VSAH and Access Method Services modules 
copied to a CHS disk during an IHSTALL run, 
and you do want the DOS system relocatable 
library used as a source during an OPDATE 
run. 

Reply OS if you are an OS installation and 
therefore do want all VSAH and Access 
Method Services modules copied to the CMS 
disk during an INSTALL run, and you want 
the CMS disk used as source during an 
UPDATE run rather than the DOS system 
relocatable library. 



Explanation ; The start address specified in 
the command line is not a hexadecimal 
address within the load range of the 
specified system. 

System Action : RC = 24 

Execution of the command is terminated. The 

system status remains the same. 

User Action ; Reissue the command with a 
valid starting address. 



3631 sysname DOSLIB CREATED OH DISK 'A' 

Explanation : VSAMGEH creates a CMS DOSLIB 
file from the object modules that make up 
the named system. 

System Action : Hone. 

User Action: Hone. 
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363B EHTEB LOCATION WHEBE sysnaae SILL BE LOADED 
AHD SAVED: 

Explanation : VSAHGEN requires a hexadeciaal 
address for fetching the VSAH and/or Access 
Hethod Services systeas into storage so 
that the systems can be saved on a CP 
volune. 

Systea Action : VSAMGEH issues a read to the 
terminal and waits for yoar response. 

User Action : Enter the hezadecinal address 
corresponding to the starting relative page 
naaber in the SYSFGMOh field of the HAnESTS 
■aero entered in the DHKSHT aodnle for the 
named systea. 



364E YH STOBAGE HOT LABGE EHCUGH TO CONTAIN 
SYSTEH LOADING AT startadr TO endadr 

E xplanation : The virtual aachine^s storage 
■ust be large enough to allow SSK 
instructions to be issued for the coaplete 
load range of the saved systea. 



Syste a Action : BC = 21 

Execution of the coaaand is terminated. 

systea status reaains the saae. 



The 



Oser Action: Use the CP coaaand DEFINE to 
redefine the virtual aachine's storage to a 
value large enough to contain the saved 
systea, and IPL CHS again. 



3641 FETCHING sysnaae. . . 

Explanatio n: VSAHGEN is in the process of 
fetching the phases that aake up the naaed 
systea froa the CHS DOSLIB file of the saae 
naae. The phases are fetched into storage 
in order to be saved (written) on a CP 
volnae . 

System Action : None. 

Dser Action: None. 



Dser Action: Beissue the command with a 
valid systea naae. 



3651 SYSTEH sysnaae SAVED 

Explanation ; VSAHGEN saves the named system 
on a CP volume for subseguent use by user 
programs. The DOSLIB file used in creating 
the new copy of the systea is erased at 
this point. 

System Action : None. 

user Action; None. 



365B EHTEB HODDLE HAHE 
• END • : 



{8 CHABS. OB LESS) OH 



Explanation : VSAHGEN will assign the name 
entered by the user to the PTF object file 
when it reads the file from the virtual 
reader onto the CHS disk as a TEXT 
filetype. The file remains on the CHS disk 
to be used in subseguent systea generations 
until replaced by another object file of 
the saae naae. 

Systea Action : VSAHGEH issues a read to the 
terainal and waits for your response. 

User Action ; Enter the naoe(s) of the VSAH 
or Access Hethod Services aodule(s) in the 
same order the deck(s) were placed in the 
reader. To terminate reading from the 
reader, enter EHD. 



3661 STARTIHG TO BEAD PTF DECKS FROH BEiDEE... 

Exp l anation ; VSAHGEN is starting the 
•UPDATE' procedure, during which the user 
is prompted for the nases of the PTF decks 
to be applied to the new system. 

System Action : None. 

Oser Action: None. 



36UB EHTEB 'CHSVSAH' OB 'CHSAHS" 
GENEBATION OF HEW SYSTEH (S) 



CB 'BOTH' FOB 366B EHTEB HAHE OF SYSTEH TO BE SAVED; 



Explanation : The message gives you the 
choice of regenerating either one or both 
of the named systems. 

Syste m Action : VSAHGEH issues a read to the 
terainal and waits for your response. 

Pser Act ion; Enter a valid response. 



365E SYSTEH HAHE HOT SPECIFIED 



Explanation : VSAHGEH has link-edited the 
VSAH or Access Hethod Services system and 
fetched it into virtual storage and is 
about to issue the CP SAVESYS command for 
that system. 

Sys tem Action : The system waits for a 
response. 

Dser Action: Enter the name of the VSAH or 
Access Hethod Services system. 



Explanatio n: The system name 
included in the command line. 



was not 3671 »modulename TEXT* miTTEN OH DISK •&• 



System Action : BC = 24 

Execution of the command is terminated. The 

system status remains the same. 



Explanation : If the message was issued by 
DHSVGH, VSAHGEN has read a reader file and 
written it on the CHS disk with the given 
name. The file is used in creating a new 
named system. 
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If the message was issued by DHSVPD, DMSVPD 
(called from VSAMGEN EXEC) has read the 
named replacement module from the DOS/VS 
PTF tape and has written it on the user's 
A-disk for subsequent application in the 
new VSAM or Access Method Services system. 

System Action: None. 

User Action: None. 



Sys tem Action : RC = 24 

VSAHGEN is terminated and the system 

returns to the CHS command environment. 

Dser Action ; If the release number is 
incorrect, restart the VSAHGEH EXEC 
procedure and enter the correct number. 
Otherwise, see the description of CBS VSAM 
and Access Method Services in the YM/370 
Planning and System Generatio n Guide. 



367R ENTER TAPE {INP0T|O0TP0T} EDHAMES: 

Explanat ion: You must supply the ddname of 
the tape input or output data sets to be 
used in the Access Method Services 
jobstream. The ddname in each case must 
match the ''ddname" operand in the Access 
Method Services control statement being 
executed (EXPORT, IMPORT, or REPRO) . 

Syst em A ctio n: The system waits for a 
response . 

User Action; Enter the ddname of the tape 
input or output data sets to be used. 



3681 count NEW PTF DECKS Will BE APPLIED 

Explanat ion; VSAMGEN reads from the reader 
or from the DOS/VS PTF tape the number of 
files specified by "count". You can use 
this count to verify the number of PTF 
decks to be applied to build the new VSAM 
or Access Method Services system(s). 

This message appears once for each tape 
file read. Accordingly, if the user reads 
three tape files from the DOS/VS PTF tape, 
the total number of replacement modules is 
the total from the counts specified in the 
three DMSVPD368I messages. 

S yste m Action: None. 

Oser Action: None. 



368E ERASE 
•NO' : 



sysname DOSLIB?. .- ENTER 



'YES' 



OR 



Explana tion; The CMS DOSIIB file created 
during execution of the VSAMGEN EXEC (see 
message DMSVGN363I) can be erased at this 
time. This message prompts you to indicate 
whether or not you want the file erased. 



Syste m A ctio n; The systeJ 
response. 



waits for a 



Dser Action: Enter either "yes" or "no". 



369E INVALID - RELEASE 31 OR LATER REQUIRED 

Expla nation: The release number entered in 
response to message DMSVGN369R is an 
earlier release than the one supported for 
VSAM and Access Method Services. 



370R ENTER 'GO* IF SAVED SYSTEM 
CREATED, OTHERWISE 'QOIT' 



IS TO BE 



Explanation : The VSAHGEN EXEC has created 
the specified DOSLIB as stated in message 
DMSVGH363I and now reguires whether it is 
to continue processing the DOSLIB or is to 
be terminated. 



System Action ; 
response. 



The system waits for a 



User Action ; If you desire to temporarily 
halt the creation of the saved system, 
enter 'QUIT'; if 'GO* is entered, the saved 
system will be built. 



3711 sysname IS LOADED, ENTER CP MODE TO APPLY 
ZAPS, ELSE 'NULL' 

Exp l anation ; It is possible at this point 
to apply ZAPS to the loaded system by 
entering CP mode. All text is now in 
storage and the DISPLAY and STORE commands 
may be used to make changes. 

System Action ; VSAHGEH issues a read to the 
teriginal and waits for a response* 

Use r Action ; If ZAPS are desired, enter CP 
mode. Make the desired changes, return to 
CMS READ via BEGIN command. Enter null 
line to cause the VSAMGEN to continue. 



369R ENTER RELEASE NUMBER OF DOS/VS STARTER 
SYSTEH: 

Explanation ; The VSAHGEN EXEC requires the 
release number of the DOS/VS starter system 
in order to use the associated CMS 
installaion files. 

Sys tem Action ; VSAMGEN issues a read to the 
terminal and waits for your response. 

User Action ; Enter the DOS/VS release 
number of the restored system (must be 31 
or later) . 



380R ENTER 'TAPE' 
APPLICATION; 



OR 



'CARDS» 



FOR 



PTF 



Exp lanation; It is possible to apply DOS/VS 
VSAM and Access Method Services PTFs either 
by applying individual replacement object 
decks through the reader or by stripping 
the appropriate modules from a DOS/VS PTF 
tape. This message prompts you to specify 
which method you will use. 
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System Action : 
response. 



The system waits for 



401S ?M SIZE (size) CANNOT 
STAET ADDEESS (address) 



EXCEED 'sysname' 



User Action: Enter TAPE or CARDS. 



381E ENTER 'SELECT' 
APPLICATION: 



OR 



ALL' 



FOB TAPE PTF 



Explanat ion; Assuming the PTF tape is 
attached as 181 and positioned at the 
correct tape file, VSAMGEH offers the user 
the choice of applying all the VSAH and 
Access Method Services PTFs or choosing 
individual replacement files. This message 
prompts you to specify what you wish to do. 

Syste m Actio n; The system waits for a 
response. 

User Action: Enter SELECT or ALL. 



382R ENTER NUMBER OF TAPE FILES TO BE PROCESSED: 

Explanat ion; VSAMGEN must know how many PTF 
tape files to scan for the VSAM and Access 
Method Services replacement modules. 

Syste m Actio n: The system waits for a 
response . 

Oser Action: Enter a decimal number showing 
the number of tape files to be processed 
starting with current tape position. 



383R APPLY 'filename'? ...ENTER 'BO' OR EOB: 

E xplanatio n: The user has reguested 
selection of PTF replacement nodules during 
VSAMGEN EXEC execution. 

S ystem A ctio n: The system waits for a 
response. 

Dser Action: If you do not want to apply 
the PTF contained in the named file, enter 
"no". If you do want the file, indicate an 
EOB by pressing ENTER on a 3277 display 
terminal or RETORN on a 2741 terminal. 



400S SYSTEM 'sysname' DOES NOT EXIST 

Explanation ; The subject system has not 
been defined in the Control Program module 
DHKSNT. 

Syste m A ction ; For DHSVIB, CMS abends with 
abend code X'044'. For all other modules, 

EC = 44. Execution of the user program is 
terminated. The system returns to the state 
it was in before the start of the user 
program. 

Dser Action; Contact the system programmer, 
who will generate the saved system for the 
correct system name. 



Exp l anation ; The user's virtual machine 
storage size as currently defined is of 
such a size that the named system (when 
loaded) would overlay part of the user's 
virtual storage. This could have occurred 
in either of the following ways; 

1. The named system was saved below the 
user's current virtual machine size, 
or 

2. The named system was saved at an 
appropriate address, but the user's 
current virtual machine storage size 
is so large that it would be partially 
overlaid by the named system. 

System Action : For DHSVIB, CMS abends with 
an abend code of X'104'. For DMSSET, RC = 
40. For all other modules, RC = 104. 
Execution of the command is terminated. 
The system status remains the same. 

Ose r Action ; 

1. Contact the system programmer, who 
must create a new copy of the named 
VSAM or Access Method Services system 
at an address that is high enough not 
to conflict with any virtual machine 
size permitted for VSAM users, or 

2. Enter CP mode and define a smaller 
virtual machine storage size for this 
VSAM user so his virtual storage is 
not overlaid by the named system, and 
then reload (via IPL) CHS/DOS. 

- - - (Basic System Extensions) - - - 

402S GETVIS FAILED IN DOS/VS BAM OPEN/CLOSE 

Exp lanation; The DOS/VSE FB-512 OPEN/CLOSE 
routines have returned with an error 
indicating that the DTF currrently being 
processed could not be opened because of a 
lack of virtual storage. 

System Action : The OPEN or CLOSE is 
canceled. System status remains the same. 

Ose r Action ; Redefine a larger amount of 
virtual storage and IPL CHS again. 



- - - (Basic System Extensions) - - - 

40 3S filename SHARED SEGMENT NOT AVAILABLE - 

RELOAD CHSDOS 

Explanation ; An OPEN has been issued for a 
file that resides on an FB-512 DASD, but 
the CMSBAM shared segment has not been 
generated. 

System Action ; The OPEN is canceled. 
System status remains the same. 
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User Act ion ; The CMSBAN shared segment nast 
be generated and saved with the VSAHPP EXEC 
and the SET DOS ON command reissued. 



- - - (Basic System Extensions) - - - 

40aS filename LOGIC HODOLE NOT FOOND IN CHSBAH 
SHARED SEGMENT 

E xplana tion; An OPEN has been issued for a 
file residing on an FB-512 EASD but the 
appropriate logic could not be located. 
This indicates that the CHSBAM shared 
segment has been generated incorrectly. 



Syste s A ctio n: The OPEH is 
System status remains the same. 



<-an r-pl e»fl , 



Oser Action; Have the system programmer 
examine the CHSBAH linkage editor map for 
unresolved external references- The 
modules that are unresolved must be 
obtained from the DOS/VSE PID tape and 
VSAHPP EXEC must be rerun to generate the 
CHSBAH shared segment. 



mOS CONTROL PROGRAH ERROR INDICATION 'retcode* 

Explanati on: An unexpected error occurred 
while the Control Program was processing a 
reguest from CHS to find or load the 
specified saved system. 

Syste m Action: For DHSVIB, CHS abends with 
abend code X'177'. For other modules, RC = 
177. In both cases, 177 is the actual error 
code from the Control Program, indicating 
that paging I/O errors have occurred. 

Ose r Action: The QUERY SYSNAHES command 
displays the names of the saved segments 
for the CHS virtual machine. Any reguested 
segment must have been saved via procedures 
documented in the YM/37 Planning and 
Syste m Generation Guide . Contact the 
installation system programmer for 
assistance. 



PRINT ER 

Code Heaning 

1 A line was too long. 

5 An unknown error occurred. 

TAP E INPOT AND OOTPDT 

Code Heaning 
3 A permanent I/O error occurred. 

DISK INPOT AND O OTPOT 

Code Heaning 

2 A unit exception occurred. 

3 A wrong-length record was detected. 
13 A permanent I/O error occurred. 

System Action ; RC = 100 

Execution of the command is terminated. 

Oser Action ; Ose the error code to 
determine and correct the possible cause of 
error. 



tH2S CHSXGEH FAILED DUE TO SETKEY ERROR 

- - - (Basic System Extensions) - - - 

DOE 



412S {CHSXGENICHSZGEN} FAILED 

{SETKEYIDIRECTORY BOILD} ERROR 



TO 



Explanation ; Errors occurred while trying 
to issue the SETKEY command to set storage 
keys or while executing the DHSZES command 
in the case of a directory build error. 

Sys t em ActiOH : HC =100 

Execution of the command is terminated. The 

system status remains the same. 

Ose r Action ; A message was issued by DHSSSK 
before this message was issued. Use the 
explanation and user action for the DHSSSK 
message to correct the error. If this is a 
directory build error, a message was issued 
by DHZSES before this message was issued. 
Ose the explanation and user action of the 
DHZSES message to correct the error. 



mis {INPOT I OOTPOT} ERROR CODE 'nn* ON 'SYSxxx" 

Explanat ion: An unrecoverable input or 
output error occurred while reading from or 
writing to SYSxxx. SYSxxx is the card 
reader, the printer, a tape drive, or the 
logical unit assigned to the specified OS- 
or DOS-formatted disk. The 'nn' code 
indicates the nature of the error; it may 
be one of the following; 

CARD READER 

Code Heaning 
3 An unknown error occurred. 



413S STORAGE NOT INITIALIZED FOR VSAH PROCESSING 



Explanation ; The program 

CDLOAD (SVC 65) , but 

environment under CHS is 

CDLOAD reguires VSAH storage initialization 

to have taken place, but this has not been 

done. 



has issued a 
the DOS VSAH 
not active. A 



System Action ; RC = 10U 

The job is terminated. The 

remains the same. 



system status 



Oser Action ; Issue the CHS command SET DOS 
ON with the VSAH option in order to 
initialize storage properly, and then 
reexecute the program. 
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420E HSL EXIT FILENAME MISSISG OE IHVALID 

Explanation : The filename specified for 
user-written, nonstandard label processing 
routine oust be the name of a TEXT or 
MODULE file. No file could be found that 
had a filetype of TEXT or HODDLE with the 
specified name. 



Syste m Action ; 
not executed. 



The command or program is 



User Action ; Specify the name of a valid 
NSL exit routine and reissue the command. 

- - - (Basic System Extensions) - - - 

421E "TAPn (CUU)' HDR1 LABEL MISSING FOR 
•filename' 

Explanation ; A tape specified as standard 
label does not have a HDB1 label. Filename 
is dtfname for CMS/DOS or ddname for OS 
simulation. The message will also occur 
for a tape that has HDBI labels but is not 
positioned correctly for input label 
processing. 



Syste m lection ; The tape 
the record that ifas read 
executed. 



is positioned at 
when the HDHI was 



For CMS/DOS, message DHSTLBftSSB is issued. 

For OS simulation, an OPEN error occurs. 

The TAPEMAC and TAPPDS commands are 
terminated without reading any tape data. 

The TAPESL macro returns an error code of 
32. 

User Action: Verify that the proper tape is 
mounted. Reply to message DMSTLB435E if 
issued. If the wrong tape is mounted, try 
again with the correct tape. If labels are 
not expected on the tape, respecify label 
type as BLP or LABOFF and try again. 



- - - (Basic System Extensions) - - - 

422E 'TAPN (cuu)« POSITIONED WRONG FOR 
'filename' 

Explanat ion: A tape was not positioned 
correctly for label processing to occur. 
For output tapes, an attempt was made to 
write a new label when the tape was not 
positioned at an existing HDRI label or 
tapemark. 

For CMS/DOS input tape, the message is 
issued when the file seguence number on the 
tape label is larger than the one specified 
in the lABELDEF command. The filename is 
the symbolic name in the DTFHT for the 
file. 

For CHS, the filename is LABDEFid. 

For OS simulation, the filename is ddname. 



System Action ; An OS file is not opened. A 

macro gives an error return code of 32. 

User Action; Be sure the tape is positioned 
properly and that the correct tape is 
mounted. If necessary, reposition the tape 
and then reissue the job or command. 



- - - (Basic System Extensions) - - - 

U23I "TAPn (CUU) ' POSITION PARAMETER IGNORED. 
OUTPUT FILE WILL BE WRITTEN IMMEDIATELY 
AFTER NEW V0L1 LABEL 

Explanation : This message occurs when you 
respond to message DMSTLB433R by reguesting 
that a new volume label be written on a 
tape. An OS simulation SL tape has been 
reguested with a specified positional 
parameter indicating the file is not be the 
first on the tape. 

Sys tem Action : The positional parameter is 
ignored and the new label file is written 
immediately after the new V0L1 label. 

User Action; None, 



- - - (Basic System Extensions) - - - 

424E 'TAPn (CUU) • NOT POSITIONED AT E0F1 LABEL 

Explanation ; The CMS TAPESL macro was 

issued with the function BIN but the tape 

was not positioned at an EOFI or E0V1 
label. 

Sys tem Action : No label is processed. The 
macro returns a code of 32 and the tape is 
left positioned to the same record it was 
positioned at when the macro was issued. 

Use r Action : Space the tape so it is 
positioned at the EOFI trailer label and 
reissue the macro or ignore the error if 
you do not want the tape trailer label 
processed. 



- - - (Basic System Extensions) - - - 

425R 'TAPn (cuu) ' BLOCK COUNT ERROR FOR 
•filename' ENTER 'IGNORE' OR 'CANCEL* 

Exp l anation : The block count in an EOFI 
record does not match the number of blocks 
actually read. Filename is dtfname for 
CMS/DOS or ddname for OS simulation. 

For OS simulation, the message is only 
issued when you do not have a block count 
exit routine specified in the DCB EXIT 
list. 
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For the T&PESL aacro the message Is issued 
only when you have not specified an error 
return (by the ERBOR=paraBeter) that is 
different fron the normal return. 

Syst em Actio n; The system waits for a 
reply. 

Os^ Act ion; Enter 'IGNORE' to continue 
processing normally or 'EBBOB' to cancel 
the job in CMS/DOS, or to cause an abend 
with code 500 in either OS simulation or 
when processing the CHS TAPES! macro. 



- - - (Basic System Extensions) - - - 



For CHS/DOS, the job is then cancelled and 
the tape is rewound and unloaded. 

For OS simulation, the program abnormally 
terminates with a code 001 if you are using 
QSAH or if you use a CHECK macro in BSAH. 
If you are using BSAH with no CHECK macro, 
your program continues to try to write on 
the tape. 



The tape is always rewound and 
after this message is issued. 



unloaded 



Dser Action ; The operator must mount a new 
tape to continue the file. If possible, 
reorganize the output data to fit on a 
single tape reel. 



tt26B 'TAPn (cuu)' ONEXPIEED FILE EKTEH 'IGNORE' 
OH 'ERROR' 

Expla nation; The system is trying to write 
over a HDRI record on tape cuu that has an 
expiration date that has not yet expired. 

Syst em A ctio n; The system waits for a 
response . 

O ser Action: Enter 'IGNORE' to write over 
the existing record and disregard the 
expiration date. Enter 'EBBOR' to cancel 
the job in CHS/DOS or to prevent the file 
from being opened in OS simulation. 



- - - (Basic System Extensions) - - - 
427R »TAPn (cuu)' E0V1 LABEL READ 



Explanatio n; While 



processing trailer 
label was read instead of an E0F1 label. 



System Action; None. 

Dser Action; No response is necessary. 
However, if you want to mount a new tape 
and continue reading the file, you must 
send a message to the operator reguesting 
that a new tape be mounted. The data on 
the new tape must be processed as a new 
file by CHS. 



- - - (Basic System Extensions) - - - 

4281 'TAPn (cuu)' E0V1 LABEL WRITTEN 

Ex pla nation; End-of-tape was encountered 
while writing an output file on a tape with 
IBM standard labels under CHS/DOS or OS 
simulation. This message is also issued 
when TAPESL is used to write an E0V1 label. 

S yste m Action: A tape mark and E0V1 label 
are written after detecting the 
end-of-tape. 



- - - (Basic System Extensions) - - - 

4291 'TAPn (cuu) • EOT ON OOTPOT 

Explanation : End-of-tape was encountered 

while the system was writing a tape file 

with CHS/DOS or OS simulation I/O macros. 

The tape file was not defined to have IBH 
standard labels. 

Sys tem Action ; A tape mark is written after 
the last data record, if the file has 
nonstandard labels and a user exit has been 
specified, control is transferred to this 
nonstandard label routine. See message 
DHSTLB128I for a description of tape 
positioning and user program action when 
this message is issued. 

Dser Action ; The operator must mount a new 
tape to continue the file. If possible, 

<.u<c ui^n:i.a>.wjL auwu^u i.'cwi.^aujL &c cue uct i.a. bu 

each file will fit on an individual tape. 



- - - (Basic System Extensions) - - - 

430E 'TAPn (cuu) ' LABELDEF INFORHATION HISSING 
FOR FILE 'filename' 

Explanation ; Onder CHS/DOS or CHS you must 
specify a LABELDEF statement for every 
labeled tape file. One was not found for 
DTFHT or labeldefid with the specified 
filename. The message may occur for OS 
simulation files if you have inadvertently 
cleared the FILEDEF or LABELDEF for the 
specified filename. 

System A ction ; The job is canceled for 
CHS/DOS, the file is not opened for OS 
simulation and the TAPESL macro returns an 
error code of 28. 

Dser Action : Specify a LABELDEF statement 
for the file and execute the job again. 
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— — - (Basic Systeffi Extensions) — — — 

431E 'TAPn (cua) • V0L1 LABEL HISSING 

Explanation ; This message occurs when you 
request that a tape have its YOLl label 
checked or displayed. The tape does not 
contain a 70L1 label as its first record. 

Syste m Action : The TAPE command is 
terminated. 

For CHS/DOS input files, message DMSTLB435R 
is issued. 

For OS input files, an OPEN error occurs. 

Dser Action ; Be sure the operator has 
mounted the correct tape. Bespond to any 
further messages that are issued. If 
necessary, reissue the command or program. 



- - - (Basic System Extensions) - - - 

432E 'TAPn (cuu)« VOLID volid DOES NOT HATCH 
LABELDEF ¥OLID FOB 'filename' 

Explanation ; The volume serial number 
(volid) on a tape V0L1 label is not the 
same as the volume serial number specified 
on a LABELDEF or FILEDEF command. Filename 
is dtfname for CHS/DOS or ddname for OS 
simulation. The volid displayed in the 
message is the one found on the tape label. 

Syste m Action ; CHS/DCS files, message 
DHSTLB435H is issued. 

CHS commands terminate without any data 
being read. 

For CHS TAPESL macro for input, an error 
code of 32 is returned. 

For OS simulation input files, the file is 
not opened. 

For OS simulation or TAPESL output files, 
message DHSTL6433B is issued. 

User Action ; Be sure the correct volume 
serial number is specified on the command. 
If it is, the correct tape was not mounted. 
Ask the operator to mount the proper tape. 
Beissue the command or program. 



- - - (Basic System Extensions) - - - 

433R ENTEB 'WRITE (volid)' OB ' BEJECT' 

Explanation : This message is issued when an 
output OPEN routine finds a tape has a 70L1 
volid that does not match the one specified 
or if an output tape has teen specified as 
SL and no VOLI label is on it. The message 
is issued only in situations where a DOS/TS 



or OS/YS operating system allows a yoT.i 
label to be written. It is never issued 
unless either message DHSTLB431E or 
DHSTLBa32E is also issued. 



System Action: 
reply. 



The system waits for 



Oser Action: You may enter 'REJECT' to 
reject the tape or rewrite the YOLl label 
on the tape by entering WRITE followed by a 
left parenthesis and, with no intervening 
blanks, a one- to six-character volume 
serial number to be written in the label. 
No owner field may be specified. To write 
a YOLl label with an owner field you must 
use the WY0L1 function on the TAPE command. 



- - - (Basic System Extensions) - - - 

434E 'TAPn (CUU) • IHPOT LABEL ERROR IN 
'fieldname* FILE 'filename' 



FIELD 



Explanation ; A field in a tape HDR1 label 
did not agree with the field specified on a 
LABELDEF command for the file. Filename is 
dtfname for CMS/DOS or ddname for OS 
simulation. 'fieldname' identifies the 
field causing the error. 



System Action : For 
DflSTLB435B is issued. 



CHS/DOS, message 



CHS commands and TAPESL macro 
without reading any tape data. 



terminate 



For OS simulation, the file is not opened. 

Oser Action ; Be sure the LABELDEF statement 
for the file is correct. If it is, the 
wrong tape may be mounted or it may be 
positioned at the wrong file. Reply to 
message DHSTLB435E if issued. 



- - - (Basic System Extensions) - - - 

435R ENTER 'IGNORE' or 'CANCEL' 

Explanation : This message is never issued 
alone. It always follows another CHS/DOS 
message that identifies a tape label error. 

This message gives the CHS/DOS user the 
choice of ignoring a label processing error 
and continuing the job or cancelling it. 

System Action : The system waits for a 

reply. 

Oser Action; Enter 'IGNORE » or 'CANCEL'. 
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- - - (Basic System Extensions) - - - 

4361 'TAPn (cau) • MISSING DSEB STANDARD LABEL 
FOR 'ddname* 

Explanat i on ; This message is issued when 
the OS simulation user request SDL tape 
label processinq on a FILEDEF command. The 
user also has a user exit in the DCB exit 
list for the file identified by ddname. 
However, the tape did not contain a user 
OHL or UTL label. 

Syste m A ctio n; If a tape mark is read 
instead of the expected user standard 
label, the tpae is positioned at the record 
immediately after the tape mark. 
Otherwise, the tape is backspaced so it is 
positioned at the record that was read when 
a user standard label was expected. 

Oser Action; None, if the tape file was not 
expected to contain a user label. If one 
was expected, halt the program execution 
cind be sure the correct tape is mounted. 



601B ENTER SPECIFICATION LIST: 

Exp l anation ; The specification list that is 
to be entered in conjunction with the SPECS 
option is requested. 

Sys tem Action ; The system waits for a 
response. 

User Act ion; Enter the specification list. 



602R ENTER TRANSLATION LIST: 

Exp lanation; The translation list that is 
to be entered in conjunction with the TRANS 
option is requested. 

System Action : The system waits for a 
response. 

Oser Action; Enter the translation list. 



60 3R FORMAT WILL 
*Bode(cuu) • . 
(YESINO) ; 



ERASE ALL PILES ON DISK 
DO YOU WISH TO CONTINUE? 



- - - (Basic System Extensions) - - - 

4371 'TAPn (cuu)" NSL FODTINE RETORNED 
CODE 'nnnnnn' FOR 'filename* 



ERROR 



Explanation: This message is issued when 
you execute a nonstandard tape label 
processing routine that returned a nonzero 
return code of 'nnnnnn' in register 15. 
•filename' is the ddname for the file that 
caused the code for OS simulation; for the 
TAPEMAC and TAPPDS commands, it is the id 



Syste m A ctio n: The nonzero return code 
prevents an OS file from being opened or 
causes the TAPEMAC or TAPPDS commands to be 
terminated without processing any tape 
files. 

Oser Action; Examine your NSL routine to be 
sure you wanted to return a nonzero code. 
If you did, then you probably have the 
wrong tape mounted or you anticipated this 
condition. 



Expl an ation : This message is a reminder 
that the formatting process erases existing 
files . 

System Action : The system waits for a 
response. 

Oser Action ; Enter "yes" or "no". 



604R ENTER SORT FIELDS: 

ExplaQation : The CoDmand requires a list 3f 
sort fields on which to perform a sort. 

Sys tem Action ; The system waits for a 
response. 

User Action ; Enter pairs of numbers, 
separated by a blank, defining the starting 
and ending character positions of sort 
fields within the records. 



605R ENTER DISK LABEL: 



444E VOLUME 'label' IS NOT A DOS SYSRES 

Expla nation; The disk specified by the mode 
operand of the SET DOS ON command is not a 
DOS/VS system residence volume. 



Syste m Action: RC = 32 

Execution of the command is terminated. 

system status remains the same. 



The 



User Action; Reissue the command 
correct mode. 



with the 



Explanation ; You are requested to enter a 
label for the disk beinq formatted. The 
label will be written on the disk at 
cylinder 0, track 0, record 3. 

Sys tem Action : The system waits for a 
response. 

Use r A ction : Enter a one- to six-character 
label for the disk. If you enter less than 
six characters, the label is left- justified 
and padded with blanks. If you enter a 
null line, the system displays the message 
DISK REMAINS UNCHANGED. 
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6 06H SYSTEH DISK ADDRESS ~ cua 

Explanat ion: "cuu" designates the device 
address of the system disk (S-disk). On 
this disk CHS expects to find all CBS 
system information and programs not 
contained within the CBS nucleus, such as 
the disk-resident command modules. If the 
CHS nucleus is written on this disk, then 
cuu is also the IPL device address. 

System A ction ; The system waits for a 
response. ~f you enter an invalid device 
address, the message 

DHSINI079E INVALID DEVICE ADDHESS - 
REEHTEB 

is issued. Hessage DHSINI6066 is reissued, 
and you may enter a valid device address. 

If you enter a null line, 190 is assumed to 
be the system disk address. 

Once the system disk address entered is 
accepted, message DHSINI615B is issued. 

User Action; Enter a valid device address 
or a null line. 



xr you euueo. au j-uvaxXu u«:vxce aaaress, 
message 

DMSINI079E INVALID DEVICE ADDRESS - 
REENTER 

is issued. Hessaae DHSINI608R is reissued 
and you may enter a valid device address. 

If the IPL device designated is not 
currently defined, is not in read/write 
status, or is an unsupported device type, 
message 

DHSINI082E IPL DEVICE ERROR - REENTER 

is issued. Hessage DHSINI608R is then 
reissued. At this time, you may enter CP 
mode by signaling attention, and determine 
the status of the designated device by 
entering the CP command 

QUERY VIRTUAL CUU 

Then take the corrective action necessary 
to define the device for your virtual 
machine or to access it in read/write 
status. Reenter CHS mode by issuing the CP 
command 



607R REWRITE THE NUCLEUS? (YES | KG) 

Explana t ion ; Your response to this message 
determines whether or not a copy of the CHS 
nucleus is written onto disk. 



Syste m Action ; 
response . 



The system waits for 



User Action ; Enter either "yes" or "no." 
If you enter "no" a copy of the CHS nucleus 
is not written onto disk. The remaining 
guestions in generating a new CBS nucleus 
are skipped and control is passed to the 
CMS initialization routine. 

If you enter "yes", message DBSINI608R is 
issued. 

If you fail to enter either "yes" or "no", 
the message 

DHSINI081E INVALID REPLY. - ANSWER "YES" 
OR "HO" 

is issued. Hessage DBSINI607R is reissued 
and you may enter a valid response. 



608R IPL DEVICE ADDRESS = cuu 

Explanation ; "cuu" designates the device 
address on which the CBS nucleus is to be 
written. If the system disk and the IPL 
device are to be the same, you need only 
enter a null line. 

Syste m Actio n; The system waits for a 
response. 



BEGIN 

You must then reenter the device address. 

Once the IPL device address is accepted, 
message DBSINI609R is issued. 

User Action ; Enter a valid device address 
or a null line. 

609R NUCLEUS CYL ADDRESS = nnn 

- - - (Basic System Extensions) - - - 
609R NUCLEUS {CYL|BLK} ADDRESS = nnn 



Explanation : "nnn" designates the cylinder 
address (on the device entered in response 
to message DHSINI608R) on which the CHS 
nucleus is to be written- (For Basic 
System Extensions, "nnn" designates the 
FB-512 block number (on the device entered 
in response to message DHINI608R) on which 
the CHS nucleus is to be written) . nnn 
must be between 001 and m-1 where m eguals 
the number of cylinders or blocks on the 
disk, the cylinders or blocks on a disk 
being numbered from to m. nnn must be 
entered in decimal. 

(For Basis System Extensions, if an FB-512 
device, the FB-512 block number must be a 
multiple of 256 and 256 blocks must be 
available at that location to form an 
FB-512 extent.) 

System Action; The system waits for a 
response. 



Conversational Honitor System (CHS) Hessages 167 



DMS 



If you do not enter a valid decimal 
cylinder or block number, the message 

DHSINI080E INVALID {CYL|B1K} HOHBEB - 
EEENTEE 

is issued, message DMSINI609B is reissued, 
and you may enter a valid cylinder number 
(For Basic System Extensions, FB-512 block 
number) . 

If the cylinder or PB-512 block (s) 
specified is not greater than the number of 
cylinders or FB-512 block (s) already in use 
on the device (as indicated in the file 
directory) , the message 

nMST>}T083E NncT.i?ns bttj. nvBPT.aY vtt.trs - 
EECOHPOTE 

- - - (Basic System Extensions) - - - 

DHSINI083E NOCLEOS {CILIBLK} SPECIFICATION 
ONACCEPTABLE, EBEOE 'X' 



is issued. Message DHSIHI609E is reissued. 
You may respond with a larger cylinder or 
block number, or IPL the CMS system and 
format the specified IPL device with the 
RECOHP option. Once the nucleus cylinder 
or block address is accepted, message 
DMSINI610R is issued. 



Ds e r A ction ; 
address . 



Enter 



a valid cylinder 



If you enter "yes", the initial IPL text is 

written on cylinder or block as well as 

on the cylinder or block designated in 
response to message DHSINI609E. 

If you enter "no" the initial IPL text is 
written only on the cylinder or block 
designated in response to message 
DHSINI609R. 

If you enter either "yes" or "no", message 
DMSINI611E is issued. 

User Action ; Enter "yes" or "no". 



61 IE VEESION IDEHTIFICATIOH = 

Explanation ; Thirty-two bytes of 
information, including blanks, can be 
entered to specifically identify the 
version and level of CHS; this information 
is displayed or printed out when an IPL CMS 
is executed. The default identification 
(specified by a carriage return) is: 

CMS TEE SIGH n.n - mm/dd/yy 

- - - (Basic System Extensions) - - - 

CMS VM/BSE 2 6xx - mm/dd/yy 

- - - (System Extensions) - - - 
CMS VM/SE 2 6 XX - mm/dd/yy 



610F ALSO IPL CYLINDEE 0? (YIS| BO) 

- - - (Basic System Extensions) - - - 
610E ALSO IPL {CYLIBLK} 0? (YES | NO) 



Explana tion: (For Basic System Extensions, 
the terms "FB-512 extent", "block" and 
"block number" are applicable) . The 
initial TPL text is always written on the 
same cylinder or FB-512 extent as the CHS 
nucleus, that is, the cylinder or FB-512 
extent designated in response to message 
DMSINI609E. (The initial IPL text is a 
bootstrap program that reads in the nucleus 
from the designated cylinder or block.) If 
it is not also written on cylinder or block 
0, you must enter the cylinder or block 
number whenever an IPL is issued for the 
system being generated. For more 
information, see the IPL command in the 
YM/370 CP C ommand Eef eren ce for General 
Users . 

System Action; If you do not enter "yes" or 
"no", the message 

DHSINI081E INVALID EEPLY - ANSWEE "YES" 
OE "NO" 

is issued. Message DHSINI610R is reissued 
and you may enter a valid response. 



wnere oxx xs tne current Service Level ana 
mm/dd/yy is the month, day, and year the 
CMS nucleus was created. 

System Action ; The system waits for a 
response. 

Use r Action ; Enter version identification 
information or a null line. 



61 2E INSTALLATION HEADING = 

Expl anat ion; Sixty-four bytes of 
information, including blanks, can be 
entered to serve as an installation 
standard heading at the beginning of each 
output file. The default heading 
(specified by a null line) is; 

CONVEESATIONAL MONITOE SYSTEM 



Sys tem A ction ; 
response. 



The system waits for 



Oser Act ion: Enter up to 6H characters of 
identifying information, or a null line. 



615R Y - DISK ADDRESS = cuu 

Ex p lan ati on; "cuu" designates the device 
address of the system disk extension 
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(Y-disk) - On this disk, CHS expects to find 
all CHS system information and programs not 
contained within the CBS nucleus and not on 
the S-disk, such as disk-resident command 
modules. If the CHS nucleus is written on 
this disk, then cuu is also the IPL device 
address. (It is not required that you have 
a Y-disk.) 

Syste m Action; The system waits for a 
response. 

If you enter an invalid device address, the 
message 



User Action: If the file has been read in 
as READCAED CHSDTl A1 , rename it to a 
desired fileid. 



7031 FILE 'fn ft [ f m] • COPIED 

Explanation : The named 
copied from tape to disk. 

System Action: Hone. 

User Action: None. 



file has been 



DSHINI079E INVALID DEVICE ADDRESS - 
REENTER 

is issued. Hessage DMSINI615E is reissued, 
and you may enter a valid device address. 

If you enter a null line, "19E" is assumed 
to be the system disk extension address. 

If you do not want a Y-disk, then do not 
have a disk 19E in your directory entry, 
and enter a null line. 

Once the system disk extension address is 
accepted, message DHSINI607R is issued. 

U ser Action: Enter a valid disk address or 
a null line. 



7011 NULL FILE 



7041 INVALID CLEAR REQUEST 

Explanation ; A CLEAR request was entered 
for a file definition that does not exist. 
No action took place. 

System Action ; None. 

User Action ; Correct the file definition 
specified in the CLEAR request. 



7051 DISK REMAINS UNCHANGED 

Explanat ion: The reply to DMSFOR605R was 
not "yes". 

System Action ; None. The disk remains 
unchanged. 

User Action; Enter the next command. 



Explanation : There were no records in the 
file. 

For DMSRDC, two READ control cards were 
encountered, but there were no cards 
available to be placed in the first file. 

For DHSTPE, an end-of-CHS-file record was 
found, but there were no other records in 
the file. 

Syste m Action ; Processing continues. 

User Action : If records were expected, the 
file should be resubmitted. 



7061 TERH INPUT — TYPE NULL LINE FOR END OF 
DATA 

Explanation ; The input ddname in the 
HOVEFILE command refers to a terminal. 
This message requests the input data to be 
copied to the output device or file. 

System Action ; The system waits for a 
response. 

User Action: Enter data or a null line. 



7071 TEN FILES COPIED 



7021 :READ fn ft fm 

Explanation : This message is displayed for 
every READ control card encountered during 
a READCARD operation. When there are no 
READ control cards, the following messages 
are displayed: 



Explanation ; Ten members have been copied 
from tape to disk as a result of the HAXTEN 
option. 

System Action : None. 

User Action; Hone. 



READ CONTROL CARD IS HISSING. FOLLOWING 

ASSUMED: 

:READ READCARD CMSUT1 A1 



7081 DISK FILE 'FILE ddname A1 • ASSUHED FOR 
DDNAHE • ddname* 



This indicates that the file is read in as 
READCARD CHSUTI A1 . 

S yste m Action : Processing continues. 



Explanation ; No FILEDEF command was issued 
for a ddname specified in the HOVEFILE 
command. As a result, the HOVEFILE command 
issues a FILEDEF for that ddname. 

If this is the input ddname, the disk file 
must exist on disk. The blocksize and 
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record format are taken from the 
characteristics of the input disk file. 

If this is the output ddname, the disk file 
is created on the A-disk. Its 
characteristics depend on the format of the 
input file. 

Syste m A ction : Processing continues. 

Oser Action: None. 



7101 PHASE » phase* ENTBY POINT AT LOCATION 
xxzzzx 

Explanation : The phase entry point is 
located at location xxxsxs. 

System Action : None. 

Oser Action: Issue the START command to 
begin execution. 



7111 NO SYSTEM SYKOHTMS IN EFFECT 

Explanation : No system synonyms are in 
effect because you previously issued a 
SYNONYH command with NOSTD specified as an 
option. 

System Action ; None. 

Oser A ction : If you want to have system 
synonyms in effect, issue the SYNONYH 
command with the STD option. 



7121 NO SYNONYMS. (DHSIHA NOT IN HDCIEOS) 

Explanation : The routine that handles 
synonym processing is not in this system; 
therefore, no synonyms are in effect. 

System Action : None. 

Oser Action: None. 



indicates the name of the input file and 
output file. 

Sys tem Action ; None. 

Oser Action : None. 

7221 FILE •fname2 LISTING fm« WILL HOLD AHSERV 
OOTPOT 

Explanation : The Access Method Services 
output will be placed on the given disk 
(other than the user's A-Disk) . This 
information message is omitted if the 
output file is placed on the user's 
read/write A-disk. 

System Action : Processing continues. 

Oser Action ; None. 

7231 mode (cuu) {S/0|R/W} [-0S|-D0S1 

Explanation : The specified CMS-f ormatted 
disk is accessed in read-only mode. -OS 
indicates the disk is OS-formatted. -DOS 
indicates the disk is DOS-formatted. 

Note : A read/write OS or DOS disk can be 
written on only by VSAH. 

System Action : Processing continues. 

Dse r Action ; None. 

7241 'cuu* REPLACES 'mode (ecu)* 

Explanation : The disk that was accessed 
replaces the disk specified in the search 
order. The disk it replaces is released, 
but is not detached. 

System Action : Processing continues. 

Oser Action : None. 



7151 £DOSGEN|CMSXGEN} COMPLETE 

- - - (Basic System Extensions) - - - 
7151 {DOSGEN|CMSXGEN|CHSZGEN} CCBPLETE 



E xplanation ; The CMS text decks have been 
successfully loaded into the discontiguous 
shared segment and the CP SAVESYS command 
has been issued to save the system. 

Syste m Action: None. 

Oser Action: None. 



7 211 COPY 'fn ft fm« [ {TO | APPEND |OVLY} • f n ft 
fm* {0LDINEW3 FILE] 

Explana tion; This message appears in 

conjunction with the TYPE option. It 



7251 cuu ALSO = 'mode' [-OS|-DOS] DISK 

Explanation ; The specified disk is also 

accessed as the 'mode' disk. The -OS 

indicates that the disk is an OS disk; The 

-DOS indicates that the disk is a DOS disk. 

System Action ; Processing continues. 

Oser Action ; None. 

7261 'cuu mode' RELEASED 

Explanation ; The specified device has been 
released since the user has specified 
another disk for that mode. 

Sys tem Action ; Processing continues. 

Ose r Acti on; None. 
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7 281 DEBOG ENTERED [ EXTESHAl INT IBBEAKPOINT nn 
AT xxxxxx ] 

Explanation ; The system has entered the 
DEBOG enrironment. For a full description 
of DEBUG, see the VM/370 CHS User's Guide 
and the VH/370 C HS Command and Macro 

Referenc e . 

Syst em Actio n: The system waits for the 
next command. 

User Action: Enter a DEBUG subcommand. 



7 321 'nnn* {CYLINDERS |FB- 51 2 BLOCKS} FORHATTED 
ON DISK "mode (cuu) • 

Explanation : This message tells you how 
many cylinders (or for Basic System 
Extensions, FB-512 blocks) have been 
formatted on the specified disk- 
System Action: Processing continues. 
User Action: None. 

7331 FORHATTING DISK 'mode' 

Expla n ation : The FORHAT command is 
formatting the specified disk. 

System Action: Processing continues. 

User Action: None. 

7381 RECORD LENGTH IS 'nnn" BYTES 

Explanation ; The message indicates the 
length of records read in when it is not 80 
bytes . 

System Action: Processing continues. 

User Action : None. 

7 401 EXECUTION BEGINS ... 

Explanation : The user has reguested 
execution of a program under CHS. 

Syste m Action ; The program has been 
prepared for execution by the CHS loader 
and control is now passed to the program. 

User Action; None. 

75CI ZAP PE0CESSIE3 COHPLETE 

Explanation : An END control record was 
encountered and processing is terminated. 

System Action : All files are closed and 
control returns to CMS. 

User Action: None. 



7511 HEMBEE FOUND IN LIBRARY 'fn' 

Explanation ; If more than one LOADLIB or 
TXTLIB was specified, this message tells 
you which library the member was found in. 

System Action : Processing continues. 

User Action; None. 



777S DOS PARTITION TOO SHALL TO ACCOHHODATE 
FETCH REQUEST 

Exp l anation : The virtual DOS partition is 
too small to accommodate the FETCH request. 
If the module or phase reguested were 
fetched into user storage, it would exceed 
PPEND. 

System Action ; RC = 104 

Execution of the command is terminated. 

User Action ; Redefine the size of the 
virtual partition using the SET DOSPART 
command and reissue the command. Note that 
redefining the partition size causes 
storage to be reinitialized, and therefore 
any previous loads or fetches must be 
reissued. 



825E 'CLEAR' IS VALID ONLY WHEN SPECIFIED BY 
ITSELF 

Explanation ; CLEAR, CLEARALL, CLEARIO, or 
CLEARHC was specified along with other 
parameters. This is prohibited. The CLEAR 
parameter must be specified by itself, with 
no reports reguested. No report is 
printed. 

System Action: RC = 12 

Execution of the command is terminated. The 

system status remains the same. No 

clearing takes place. No report is 

printed. 

User Action ; Reissue the CPEREP command 
reguesting the report without the CLEAR 
parameter. After the report is generated, 
issue CPEREP again with only the CLEAR 
parameter, or use the ZERO parameter with 
other parameters (where compatible) to 
generate a report followed by immediate 
clearing. 



826E EREP TXTLIBS NOT FOUND 

Explanation ; In attempting to search the 

2&E? TXTLIBs, DMSIFC found that the pointer 
to the first TXTLIB contained zeros. 

System Action ; RC = 56 

Execution of the comma nd is terminated. 

The system status remains the same. 
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Oser Act ion; Issue a GlOBil TXTLIB cooBacd 
listing the applicable EBEP TXTLIBs in the 
proper search order. If no local libraries 
exist, the command should be: 

GLOBAL TXTLIB EEPTFLIE EBEPLIB 

Eeissue the CPEHEP command. If the error 
persists, call your system support 
personnel. 



8281 CPEREP ZERO OF CLEAR HAS BEEN COMPLETED 

Explanation ; CLEAR or ZERO was specified by 
the user or other parameters caused ZERO to 
be requested by default. The VM/370 error 
recording cylinders have been erased,- 
except that only the I/O error recording 
cylinder was erased if CLEARIO was 
specified; or only the machine and channel 
check error recording cylinder was erased 
if CLEAEMC was specified. 

System Action ; RC = 
Control returns to CHS. 



Dser Action; None required. 



I29W ATTEMPTED 'ZERO' WAS 
PRIVILEGE CLASS F 



SDPPEESSED. BEQDIRES 



Explanation : CLEAR or ZERO was specified by 
the user; or other parameters caused ZERO 
to be requested by default. The ¥H/370 
error recording cylinders were not erased 
because the user was not authorized. Only 
class F users have authorization to erase 
the error recording cylinders. 

S yste m Action; EC = 88 or RC = 
If the CLEAP function failed, the return 
code will be 88. If the ZERO function 
failed, the return code will be 0. Reports 
(if requested) have already been qenerated. 
Control returns to CMS. 

User Action; None required if ZERO was 
requested by mistake or default. If you 
need to erase the error recordinq 
cylinders, see your system support 
personnel to get a class F directory entry. 



30E I/O EREOB READING A BLCCK OF 
THE ERROR RECORDING CYLINDERS 



RECORDS FROM 



Explana tion; DMSREA, the CPEREP read 
module, encountered a permanent 
input/output error while attemptinq to read 
a UK block of records from the error 
recordinq area. Probable hardware error. 

System Act ion ; EC = 60 

Execution of the command is terminated. 

The system status remains the same. 

Oser Action; Execute the DDE service 
proqram to obtain a dump of the error 
recordinq cylinder on which the input error 
occurred. Beconstruct the data on the 
error recordinq cylinders. If the 



reconstruction process is successful , 
initiate the CPEBEP operation aqain. If 
the error recurs, call your system support 
personnel. 



831E MORE THAN 100 CHABS OF OPTIONS SPECIFIED 

Explanation : The maximum number of 
characters that can be used to specify 
options for this command is 100. More than 
100 characters were used. 

System Action : EC = 62 

Execution of the command is terminated. 

The system status remains the same. 

User Action: Check the valid cosaand 
options. Eeissue the command usinq less 
than 100 characters to specify the options. 



832S SOFTWABE INCOMPATIBILITY AT THE CPEREP-EBEP 
INTERFACE. CODE=nnn 

Explanation : CPEBEP is OS/VS EBEP running 
under CMS with CPEBEP providinq interface 
code between OS/TS EBEP and CMS. Some 
chanqe has been made to OS/VS EBEP (via 
PTF, or a new release, etc.) that has made 
it imcompatible with the interface provided 
by CPEBEP. 

Cod e Meaning 

1 An EXCP was attempted with a DCB other 
than that of the SYS1.L0GREC data set. 

2 OS/VS EREP is expected to use only one 
lOB and one channel proqram when it 
uses EXCP to access the SYS1.L06REC 
data set. But it has attempted to use 
lOBs or channel proqrams at more than 
one location in storaqe. 

3 The expected read/write command in the 
channel proqram for accessinq 
SYS1.L06REC contains an unexpected op 
code. 

1 While readinq error records (with 
EXCP) from (simulated) SYS1.L06REC, 
OS/VS EREP made an attempt to read 
nonsequentially prior to completion of 
the sequential reading phase. 

5 An attempt was made to read record 2 
of SYS1.L0GREC (the time stamp 
record) , which CPEREP does not 
simulate. 

6 The first EXCP to 
the expected read 
header record. 

7 The channel program for accessinq 
SYS1.L0GBEC does not have the expected 
format. 

8 An invalid disk address (CCHHB) was 
used while attemptinq to access 
SYS1.L0GEEC. 

9 There are no error records and yet 
OS/VS EBEP attempted to read error 
records. 

10 An invalid record length was 
encountered while reading SYSI.LOGREC. 
This may be due to error records being 
overlaid on the error cylinders. 



SYS1.L0GBEC was not 
of the SYS1.L0GEEC 
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System Action; BC = 104 

Execution of the command is terminated with 

EBEP message (s) IFC135I or IFC149I. 

Oser Action; Beissae the command, or have 
your system programmer try it. If the 
problem persists, call your system support 
personnel. 



901T ONEXPECTED EHEOB AT 'addr': PLIST • plist fn 
ft fa' AT addr, BASE; addr , BC an 

Explanation ; An unexpected error occurred 
in COPYFILE processing. The "plist" 
indicates one of the following CMS 
functions: BDBDF, WBBDF, FIHIS, ADTLKP, or 
REHAHE, The return code "nn" indicates one 
of the following conditions; 

'plist' = PDBDF 

Code Meanin g 

2 The address of the buffer was not 
within virtual storage limits. 

3 A permanent disk error occurred. This 
may occur if you link to and access 
another user's disk, and try to read a 
file that was refiled by its owner 
after you issued the ACCESS command. 
Reissue the ACCESS command and try to 
read the file again. 

5 The number of records is less than 
or greater than 32768. 

7 The fixed/variable flag is not F or V. 

8 The record read is longer than the 
buffer. 

9 The specified file is open for 
writing; it must be closed and opened 
for reading. 

11 The number of records is greater than 
1 for a variable-length file. 

12 The end of the file was reached. 

13 An invalid displacement appears in the 
AFT for a variable-length file, 

14 An invalid character appears in the 
filename. 

15 An invalid character appears in the 
filetype. 

'plist' = WBBOF 

Code Meaning 

1 An attempt 
file. 

2 The virtual 
zero. 

4 The first character of the filemode is 
invalid. 

5 The second character of the filemode 
is invalid. 

6 The record number or number of records 
is too long. 

7 An attempt was made to skip over an 
unwritten variable-length record. 

8 The number of bytes was not specified. 

10 The maximum number of CMS files (3400) 
was reached. 

11 The fixed/variable flag is not F or ?. 

12 The disk is read-only. 

13 The disk is full. 



was made to write a null 
storage address equals 



Code Meaning 

14 The number of bytes to be written is 
not integrally divisible by the number 
of records to be written. 

15 The length of this record is not the 
same as that of the previous record. 

16 The characteristic (F or ?) is not the 
same as the previous record. 

17 A variable-length record is greater 
than 65K bytes. 

18 The number of records is greater than 
1 for a variable- length file. 

19 The maximum number of data blocks 
(16060) had been reached. 

20 An Xuvalid character appears in the 
filename. 

21 An invalid character 
filetype. 



appears in the 



•plist' = FIHIS 

Code M eaning 
6 The file is not open. 

•plist' = ADTLKP 

Code Meaning 
1 The matching ADT block was not found. 



'plist' = BEHAHE 

Code Meaning 

24 The mode is invalid, or the fileid is 

incomplete. 
28 The file was not found, a new file 

already exists, fileids are identical, 

or the file is inactive. 
36 The disk is not read/write. 

Sys tem Action ; HC = 256 

Execution of the command is terminated. The 
system status remains the same, with the 
following exceptions: 

• If the APPEND option was specified and 
the copying process began before the 
error was discovered, records have been 
appended to the output file. 

• If the HEWFILE (the default) , REPLACE, 
or OVLT option was specified, and the 
copying process began before the error 
was discovered, then COPYFILE CMSOTI, on 
the output disk, contains the records 
copied so far. 

• If multiple-output-file mode, several 
output files may have been created 
before the error was discovered. 

Oser A ction : Refer to the "plist" parameter 
and the BC "nn" parameter to determine if 
an input/output error occurred. If it did, 
try to reissue the command. Otherwise, 
contact your system support personnel for 
assistance. 



902T IPL DEVICE READ I/O EEBOB 

Explanation ; An uncorrectable I/O error 
occurred while reading a CMS nucleus. 
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Sys tem Action; The system enters a wait 
state. 

Oser Action; Call your installation support 
personnel. 



903T IMPOSSIBLE PHASE CODE 'xx' 

E xplana tion; A phase code larger than the 
maximum was detected during the file 
copying operation. This error should never 
occur . 



Ose r Action : Notify the system operator to 
reset the switch; then IPL CMS again. 



907T I/O ERROR OS FILE 'fn ft fm« 

Exp l anation : The system tried to close a 
file that had not been opened or could not 
find a file that should exist. 

For DHSHLP, an error occurred while 
attempting to read from the requested HELP 
text file. 



System Action ; RC = 256 

Execution of the command is terminated. The 
system status remains the same, with the 
following exceptions: 

• If the NEWFILE (the default), REPLACE, 
or OVLY option was specified, and the 
copying process began before the error 
was discovered, then COPYFIIE CMSOTI, on 
the output disk, contains the records 
copied so far. 

• In multiple output file mode, several 
output files may already have been 
created before the error was discovered. 



System Action : RC = 256 

Execution of the command is terminated. 

For DHSLBH, the HAGUE condition is 

unpredictable. 

Oser Action; For DMSLBM, issue MACLIB MAP 
to check the validity of the library name. 

For DMSLIO, if the error is in a TXTLIB, 
check the integrity of the dictionary. 

Reissue the command and if the problem 
persists, contact your installation support 
personnel. 



Oser Action; Call 
for assistance. 



your support personnel 



908T FILE SYSTEM ERROR DETECTED. VIRTUAL ADDR 
•cuu«. REASON CODE 'nn* 



904T UNEXPECTED UNPACK ERROR AT «addr«, BASE 
•addr' 

Exp la nati on; An error condition was 
detected during the process of unpacking a 
file. Probably, the file was not in PACK 
format, or it was modified after it was 
packed. 

Syste m Action; RC = 256 

Execution of the command is terminated. The 
system status remains the same, with the 
following exceptions for DMSCPY: 

• If the NEWFILE (the default) , REPLACE, 
or OVLY option was specified, and the 
copying process began before the error 
was discovered, then COPYFIIE CMSOTI, on 
the output disk, contains the records 
copied so far. 

• In multiple output file mode, several 
output files may have been created 
before the error was discovered. 

Ose?. Action: Contact your installation 
support personnel for assistance. 



905S HFITE-INHIBIT SWITCH SET ON DRIVE 
OPERATOR 



NOTIFY 



Expla nation; CMS tried to write on a 
virtual disk that resides on a disk whose 
"write-inhibit" switch was set. 

System Action; DMSDIO returns to caller 
with a code 6, "FILE IS READ-ONLY." 



Exp l anation ; An error has been detected 
indicating that the CMS file system may 
have become disoriented with respect to the 
disk having virtual address 'cuu'. 'nn • 
indicates the nature of the error; it may 
be one of the following; 

Code Mean ing 
3 An error was detected in trying to 
read from or write on a disk. 
Probably the disk was detached (via 
the DETACH command) without having 
been released (via the RELEASE 
command) , or the disk is an 
unsupported device. Error detected in 
module DMSDIO. 

- - - (Basic System Extensions) - - - 

A deallocation was attempted on a 
nonallocated DISK block, or a MARK 
operation was attempted on a block 
already allocated. The error was 
detected in DHSTRK, or a RDTRK/WPTRK 
operation was attempted to a DISK 
block number zero. The error was 
detected in module DMSDIO. 



The cylinder number as calculated in 
CMS is not within range of user's 
disk, or an attempt was made to write 
on the system disk (MODE=S) . Error 
detected in module DMSDIO. 
The cylinder number received by the 
Control Program is not in the user's 
range or an attempt was made to access 
file record zero. Error detected in 
module DMSDIO. 
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Code Meaning 
6 An attempt was made to write on a 
read-only disk. Error detected in 
module DHSDIO. 
8 & channel programming error occurred. 
Error detected in module DHSDIO or a 
deallocation was attempted on a block 
outside the range of the DISK 
structure. The error was detected in 
module DHSTBK, or a BDTEK/HETBK 
operation was attempted with a byte 
count of zero. The error was detected 
in module DHSDIO. 
C An I/O error occurred while writing 
the volume label to comiit an ACCESS 
EEASE operation. The error was 
detected in DHSTBK. 

13 An I/O error occurred during a 
BDTBK/WBTBK operation to an FB-512 
device. The error was detected by 
DHSDIO. 

18 A plist error was encountered during a 
truncate operation. The error was 
detected by DHSEBS. 

19 A storage error occurred during a 
truncate operation. The error was 
detected by DHSEBS. 

1C The file or ADT for a truncate 

operation was not found. The error 

was detected by DHSEBS. 
2H The file to undergo truncation was 

located on a E/0 disk. The error was 

detected by DHSEBS. 
25 A storage error occurred during a 

BDTB/WBTEK operation. The error was 

detected in module DHSDIO. 
28 A FINIS error occurred during a 

truncate operation. The error was 

detected by DHSEBS. 
?C Inconsistent V-Format pointers were 

detected during a truncate operation. 

The error was detected in module 

DHSEBS. 

41 No free block is available for 
allocation. Error detected in module 
DHSTBK. You may recover files from 
this disk if you access it as 
read-only and copy the desired files 
to another disk. 

42 A parameter list error occurred. 
Error detected in module DHSTBK. 

45 The cylinder number received by the 
Control program is not in the user's 
range, or an attempt was made to 
access file record zero. Error 
detected in module DHSTBK. 

81 Ho free block is available for 
allocation. Error detected in module 
DHSTQQ. 

82 A parameter list error occurred. 
Error detected in module DHSTQQ. 



909T PEBH I/O ERBOE OH 'cuu». CSW cccccccc 
cccccccc SENSE ssssssss ssssssss ssssssss 
ssssssss ssssssss ssssssss. 

Explanation ; An uncorrectable I/O error 
has occurred on virtual device address 
•cuu'. The CSW bytes at the time of the 
error are indicated at the lowercase "c" 
positions and sense data appears at the 
lowercase "s" positions. 

System Action: The system enters a disabled 
wait state. The user file directory is not 
updated. 

Dse r Action ; IPL CHS again. Beissue the 
command. If the problem persists, contact 
your system support personnel. 

- - - (Basic System Extensions) - - - 

995E OHABLE TO OBTAIN FBEE STOEAGE FOE DHSBOP 
PBOCESSIHG. REDEFINE STOEAGE SIZE 

Explanation : A program executing under 
CHSDOS tried to open a DTF. Not enough 
free storage was available to satisfy 
requests issued by the DHSBOP routine 
(OPEN) . The DTF is not opened. 

System Action: EC = 104 
The program is cancelled. 

Dser Action: Bedefine the storage size of 
your virtual machine, or return free 
storage that is not required. 



- - - (Basic System Extensions) - - - 

996E NO LOGIC HODQLE POINTEB IN DTF FOE 
'filename' 

Explanation ; A program executing under 
CHSDOS issued an OPEN for a DTF called 
'filename*. Since the DTF is type SD, the 
program must pass the pointer to the logic 
module. OPEN checks the DTF for this 
pointer if the DTF device is not FB-512, 
and if the pointer is zero, the DTF is not 
opened. 

System Action ; EC = 104 
The program is cancelled. 



Use r Action: Update the program 
initialize the logic module pointer. 



to 



Syste m Action : The system enters a disabled 
wait state. The user file directory is not 
updated. 

User Act ion ; IPL CHS again. If data on the 
pack is still good, reissue the command. 
If the problem persists, contact your 
system support personnel. 



999E NO ft PEOCESSOE FOUND 

Explanation : The processor module 

appropriate to the filet ype was not found. 

Sys tem Action : EC = 28 

Execution of the command is terminated. 

Use r Action ; Correct the filetype and 
reissue the command. 
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The following messages are issued by the CMS 
Editor in response to the EDIT comBand and its 
sabcoomands . 



nnn LINE(S) CHANGED [, nnn LINE (S) TBONCATED] 

Expla n ation ; h CHANGE subcommand caused nnn 
lines to be changed and/or nnn lines to be 
truncated . 



SAVED 



Explanati on; An automatic save (AUTOSAVE) 
was just performed on the file currently 
being edited. 



EOF REACHED 



Explanation ; The number of lines beyond the 
starting line specified in a GETFILE 
subcommand exceeded the end of the 
indicated file. The lines from the 
starting line to the end of the file were 
inserted in the file. When verification is 
on, the last line inserted is displayed at 
the terminal. 



FILE IS EMPTY 



Explanat ion: An attempt to SATE or A0TOSA7E 
a null file was detected. If the subcommand 
was FILE, the Editor exits and is erased; 
if it was SAVE or AOTOSAVE, control returns 
to edit mode. In either case, the file is 
not stored on your disk. 



AVAILABLE STOPAGE IS HOW FOIL 

Explanatio n; The size of the file cannot be 
increased. Any attempt to add lines 
produces the message NO BOOH. Other 
commands are unaffected. Dse the FILE 
subcommand to store what you have already 
edited on disk. To continue editing, you 
may temporarily increase the size of your 
virtual machine by issuing the CP command 
DEFINE, or split the file into two smaller 
ones. 



FILE NOT FOOND 



EDIT; 



Expla nation; This message indicates entry 
to edit mode. During initialization, if 
the file identification specified in the 
EDIT cofflisand is found on disk, this is the 
first response; otherwise, the file is new 
and the message NEW FILE: precedes the 
message EDIT; . This message is also 
displayed : 

• When you enter a null line in edit mode. 

• When you return from CHS subset to edit 
mode. 

• If verification is on when you enter a 
null line in input mode. 

• If verification is on when a SAVE 
subcommand completes execution. 



END ZONE SET TO 72 

E xplanat ion; The SEEIAL subcommand was 
issued when the zone setting was within the 
serialization field. The end zone is reset 
to column 72- 



EOF; 

E xpla nation; The line pointer is positioned 
after the bottom line of the file or, if 
the file is empty, after the null line at 
the top of the file (subject to the setting 
of the VERIFY subcommand). 



Explanation : The file identification 
specified in a GETFILE subcommand was not 
found on an auxiliary storage device. 



GETFILE IS INCOMPLETE 

Exp l anation ; The available storage was 
exceeded while attempting to execute a 
GETFILE subcommand. The last line inserted 
into the file is displayed at the terminal. 



GIVEN STARTING LINE IS BEYOND EOF 

Explanation ; The starting line specified in 
a GETFILE Subccssand pcints beyond the last 
line of the indicated file. 



INPOT: 



Explanat ion: Indicates entry to input mode; 
lines entered at the terminal become part 
of the file. 



INVALID LINE NOMBEE REFERENCE IN STMNT nnnnn 

Explanation : This message occurs for 
VSBASIC files only. The line number 
referenced in statement nnnnn is invalid 
(not numeric) . The old line number is 
nnnnn. The RENOM subcommand is terminated 
by the Editor without renumbering the file. 
To continue, correct statement nnnnn and 
reissue the subcommand. 



INVALID SYNTAX IN STMNT nnnnn 

Explanation ; This message occurs with 
VSBASIC files only. RENOM cannot convert 
the line number operand in statement nnnnn 
because of incorrect language usage. The 
old line number is nnnnn. The PENUH 
subcommand is terminated by the Editor. To 
continue, correct the statement in line 
nnnnn and reissue the command. 
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INVALID Sname PARAHETEB LIST 



NON-NOMERIC CHARACTER IN LINE NUMBER COLOHNS 



Explanat i on ; The indicated edit macro was 
invoked with one or more errors in the 
sabcommand line. 



LINE xxxxx REFERENCED IN STHNT nnnnn, NOT FOUND 



Exp l anation ; A nonnumeric character was 
found in the columns reserved for line 
numbers. The line pointer identifies the 
line in error. You should correct or 
delete the line in error. 



Explana tion This message occurs for VSBASIC 
files only. The line number specified as 
an operand in statement nnnnn was not 
found. The old line number is nnnnn. The 
RENOM subcommand is terminated by the 
Editor. To continue, correct the line 
number operand xxxxx in statement nnnnn and 
reissue the command. 



NOT FOUND 



Expl anation ; The search operand specified 
in the ALTER, CHANGE, FIND, or' LOCATE 
subcommand was not encountered in the 









UCJ.XUJ. I.CU i.auvj«; \ <.^ ui. i. c u i. tiKJnu ot= u (.j.Uvj j , 

before the end of the file was reached. 



MAXIMUM LINE NUMBER EXCEEDED 

E xplana tion; The RENDH subcommand specified 
values for "strtno" and "incrno" that would 
result in a line number that exceeds 99999 
for VSBASIC files or 999999S9 for FREEFORT 
files. The EENUM subcommand is terminated 
by the Editor. To continue, reissue RENUH 
with proper strtno and incrno values. 

This message is also issued for other 
serialized files if the line number exceeds 
99999. The file must be reserialized. 



OVERFLOW AT STATEMENT nnnnn 

Explanation : This message occurs with 
VSBASIC files only. The conversion of the 
line number operand in statement nnnnn 
would produce a record exceeding the 
logical record length. The old line number 
is nnnnn. The RENUH subcommand is 
terminated by the Editor; to continue, 
correct the statement at old line number 
nnnnn and reissue the subcommand. 



READ ERROR - GETFILE IS INCOMPLETE 



NEW FILE: 



Explanation ; The message is issued during 
Editor initialization if the file 
identified in the EDIT command is not found 
on the specified disk. If no filemode was 
specified with the EDIT command, CMS 
searches only the A-disk and its 
extensions. 



NO LINES MOVED 



Explanation : An unrecoverable error was 
encountered during the execution of a 
GETFILE subcommand. The last line inserted 
into the file is displayed at the terminal. 



RECORD LENGTH OF FILE TOO LARGE 

Exp l anation : The file identification of a 
GETFILE subcommand indicates a file with a 
record length greater than the file being 
edited. The GETFILE subcommand is not 
executed. 



Expla nation ; 
invoked with 
equal to 0. 



The edit 
number of 



macro $MOVE was 
lines to be moved 



KO ROOM 



Expla nation; An attempt to enter additional 
lines to a file was detected after the 
message AVAILABLE STORAGE IS NOW FULL was 
displayed. Any stacked lines are cleared 
to avoid multiple error messages or 
improper subcommand execution sequences. 
Use the FILE subcommand to store what you 
have edited so far on disk. To continue 
editing, you must either split the file 
into two smaller files or temporarily 
increase the storage size of your virtual 
machine via the CP DEFINE STORAGE command. 
The maximum virtual storage permitted is 
determined by the MSTOR value in your 
directory entry. 



RENUM MODULE NOT FOUND 

Explanation ; The RENUM subcommand requires 
that there be a RENUM module on the system 
disk. The RENUH subcommand is terminated 
by the Editor. Your installation system 
programmer must place the RENUM module on 
the system disk. 



RENUMBER LINES 

Explanation ; 

1. The line number prompter cannat 
proceed because there are no more 
numbers between the current line 
number and the line number of the next 
line already in the file (that is, 
they differ by one). In LINEHODE 
RIGHT, the user can turn LINEMODE OFF, 
issue a SERIAL subcommand, SAVE the 
file on disk (reserializing it), and 
finally turn LINEMODE RIGHT on and 
continue with the editing session. 
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2. The next line number, 
100000, is too large. 



100000000 or 



3. If you are editing a VSBASIC or 
FEEEFOHT file, you can use the RENUH 
subcomaand to renuaber your file. 



This message is also issued if yon use 
FHODE subcommand specifying an access-mode 
letter not in the range A-G, S, Y, or Z, or 
an access-mode nuaber that is greater than 
5. 



SET NEW FILENAME AND RETRY 



RESERIALIZATION SUPPRESSED 

Explanat ion; Peserialization on a SAVE, 
AOTOSAVE, or FILE subcommand is suppressed 
when LINEHODE RIGHT is set so that the 
numbers used during the editing session are 
retained. To reserialize, repeat the SATE, 
AUTOSAVE, or FILE with LINEHODE OFF set. 



SAVED (See "_SAVED".) 



Exp l anation : During the execution of a 
SAVE, AOTOSAVE, or FILE subcommand, an 
error occurred while altering the name of 
the CMS work file. You can now institute 
recovery procedures, since the Editor 
returns to edit mode. The work file 
remains. It should be erased, and a 
different file identification for a 
subseguent SAVE, AOTOSAVE, or FILE 
subcommand should be specified. 



SERIALIZATION IS INCOMPLETE 

Explanation : During the execution of a 
SAVE, AOTOSAVE, or FILE subcommand that is 
serializing a file, the disk becomes full 
before the last line is written. The 
partial file is erased and the user is 
notified of the condition. 



STACKED LINES CLEARED 

Explanation : Multiple subcommands were 
detected after a failure to increase the 
file size when the Editor had indicated NO 
ROOM. This message is also displayed when 
an abnormal exit from edit mode occurs (to 
preserve the CMS command environment from 
stacked EDIT subcommands) , or when an error 
is encountered in executing an edit macro. 



SET NEW FILEHODE, OR ENTER 
SOME SPACE 



CHS SOBSET AND CLEAR STACKED LINES CLEARED BY $name 



Explana t ion : During the execution of a 
SAVE, EENOH, AOTOSAVE, or FILE subcommand, 
the disk becomes full before writing the 
last line of the file. The Editor erases 
the partial file. To continue, either (iy 
alter the destination of the edit file with 
the FHODE subcommand, or (2) enter CHS 
subset and erase unneeded files to make 
more room available. 



Exp l anation : When the named edit macro 
(such as $HOVE} is invoked, any stacked 
lines are cleared by the macro before its 
execution. This message also occurs when 
an edit macro is issued when the current 
line "ointer is at the tcp of the file or 
the end of the file. When an edit macro is 
issued with the current line pointer at any 
other point in the file, the message does 
not occur unless lines are stacked in the 
console stack. 



SET NEW FILEHODE AND RETRY 

Explanat ion: An attempt was made to SAVE, 
AOTOSAVE, or FILE a file on a disk that is 
read-only or not accessed. You may reissue 
the subcommand specifying the filemode of a 
read/write disk; or, if you do not have a 
read/write disk active, you may enter the 
CMS subset environment by issuing the 
subcommand CMS, then issue the ACCESS 
command to gain access to a disk in 
read/write status, and then return to the 
edit environment by issuing the RETURN 
command. 

If you are using a VSBASIC file and issued 
a RENUH subcommand, you must access the 
disk you specified in read/write status for 
the subcommand to operate. The RENUH 
subcommand is terminated by the Editor 
without renumbering the file. To continue, 
use the FHODE subcommand to direct the file 
to a read/write disk and reissue the RENUH 
subcommand . 



STRING NOT FOUND, NO DELETIONS HADE 

Explanation ; The specified character string 
has not been found by the end of the file. 
No deletions have been made, and the 
current line pointer remains unchanged. 



TOF: 



Exp l anation ; The current line pointer is 
positioned at the null line at the top of 
the file. This message appears either 
after the TOP subcommand has been issued or 
after any other EDIT subcommand has 
positioned the line pointer at the null 
line at the beginning of the file. 



TOO HANY LINES TO MOVE 

Explanation ; The SHOVE edit macro was 
invoked with the number of lines to be 
moved greater than 25. 
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TOO MANY LINES TO STACK 



WBONG FILE FORHAT FOR SERIALIZATION 



Explana tion; During initialization, the 
parameter of the STACK sabcooiDand implies a 
storage reguirement in excess of that 
reserved for the execution of the 
subcommand. The limit is 25 lines. 



Exp l anation : The SERIAL subcommand was 
issued for a variable-length file or for a 
file that does not have a fixed record 
length of 80. 



TBDNC SET TO 72 

Explanation : The SERIAL subcomHand was 

issued and the truncation column was set 

within the serialization field. The 



ZONE ERROR 



Explanation : The string specified in a 
CHANGE subcommand is too long for the 
current zone specification. The file is 
not changed. 



lirJ. UUWC 



■L^OCU I.VJ K^\JJ.\J 



TRUNCATED 



Explanatio n: The current line has exceeded 
the truncation column. If verification is 
on, the truncated line is displayed, 
followed by the message INPUT: (if in input 
mode) . -1$ 



Explanation : Same as ?EDIT: , but the input 
line is not displayed because the SHORT 
subcommand is in effect. 



WBONG FILE FORMAT FOR LINEHODE RIGHT 

Explanat ion; The LINEHODE RIGHT option is 
not compatible with variable-length files 
or files that have a fixed record length 
other than 80. ?EDIT: 



Explanation ; Same as ?EDIT: , but is 

displayed when an invalid edit macro is 

issued and the SHORT subcommand is in 
effect. 



WRONG FILE FORHAT FOR RENUH 

Explanatio n; The filetype of the file you 
are editing is not VSBASIC or FBEEFORT, or 
the Editor detected an invalid line number. 
For VSBASIC files, the line number must be 
the first five characters of the record. 
For FREEFORT files, the line number must be 
the first eight characters of the record. 

xu^ KjLia\ji-.' ou jjCOiiiiua.Ii u j.o c ex lu xuol ucu ijj i^Hc 

Editor without renumbering the file. To 
continue, correct the line number or 
filetype and reissue the RENOM subcommand. 



Explanation ; An unrecognizable EDIT 
subcommand or invalid subcommand operand 
was encountered. The input line is 
displayed for inspection. This form is 
used if the LONG subcommand is in effect. 



DHSBWR170S DISK 'mode (cuu) ' IS FULL 



Kc^-.-i-- «aii during execution 
RENUM, or AUTOSAVE 



Explanation ; CMS issues this message if the 
OuupUi- uXSn. ijecoise 
of a FILE, SAVE, 
subcommand becomes full. The subcommand is 
terminated by the Editor, erases the work 
file (which is incomplete) , and requests 
the user to specify a new filemode or make 
more room on the disk. 
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The EXEC interpreter generates two error 
messages, the descriptions of which are found in 
the "Conversational Monitor System (CMS) 
Messages" section. 



DMSEXCOOIE NO FILENAME SPECIFIED 



DMSEXT072E EREOB IN EXEC FILE fn, LINE nn - 
error description 
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DEBUG Messages 

IHCOHRECT DEBDG EXIT 

For the GO subcommand, this message indicates 
that the subcommand was issued without an 
operand, but em operand was required because 
the debug environment was entered by issuing 
the DE50G command. 

For the HETaBH subcommand, this message 
indicates that RETOEH was not the proper 
subcommand to use, because the debug 
environment was entered due to a breakpoint, 
a program or external interrupt, or an 
unrecoverable error. To exit from the debug 
environment under these circumstances, issue 
the GO subcommand {no operand is necessary) , 

Issued by: GO, BETORN 



IHfaLID OPEEAHD 

For the BREAK subcommand, this message 
indicates that the breakpoint identification 
number specified in the first operand is not 
a decimal number between and 15 inclusive, 
or the second operand cannot be located in 
the debug symbol table and is not a valid 
hexadecimal number. If the second operand is 
intended to be a symbol, a DEFIHE subcommand 
must have been previously issued for that 
symbol; if not, the operand must be a valid 
hexadecimal storage location. 

For the DEFINE subcommcind, this message 
indicates that the name specified in the 
first operand contains all numeric 
characters, the second operand is not a valid 
hexadecimal number, or the third operand is 
not a decimal number between 1 and 56 
inclusive. 

For the DUMP subcommand, this message is 
issued if the address specified by the second 
operand is less than that specified by the 
first operand, or if the first or second 
operands cannot be located in the debug 
symbol table and are not valid hexadecimal 
numbers. If either operand is intended to be 
a symbol, a DEFIHE subcommand must previously 
have been issued for that symbol; if not, the 
operand must specify a valid hexadecimal 
location. 



For the GO or ORIGIN subcommand, a specified 
operand cannot be located in the debug symbol 
table and is not a valid hexadecimal number. 
If the operand is intended to be a symbol, a 
DEFINE subcommand must have been previously 
issued for that symbol; if not, the operand 
must specify a valid hexadecimal location. 

For the GPR subcommand, the operand (s) 
specified are not decimal nirmbers betwe en 
and 15 inclusive, or the second operand is 
less than the first. 



For the SET subcommand, the first operand is 
not CAM, CSW, PSW, or GPR, or the first 
operand is GPR and the second operand is not 
a decimal number between and 15 inclusive, 
or one or more of the hex info operands does 
not contain hexadecimal information. 



For the STORE subcommand, the first operaad 
cannot be located in the debug symbol table 
and is not a valid hexadecinal number, or the 
information specified in the second, third, 
or fourth operands is not in hexadecimal 
format. If the first operand is intended to 
bs a symbol, d DEFIHE subcommand must have 
been previously issued for that symbol; if 
not, the operand must specify a valid 
hexadecimal storage location. 



For the X subcommand, the first operand 
cannot be located in the debug symbol table 
and is not a valid hexadeciael number, or the 
second operand is not a decimal number 
between 1 and 56 inclusive. If the first 
operand is intended to be a symbol, it must 
have been defined in a previous DEFINE 
subcommand; otherwise, the operand must 
specify a valid hexadecimal number. 

Issued by: BREAK, DEFINE, DDHP, GO, GPR, 
ORIGIN, SET, STORE, X 



INVALID STORAGE ADDRESS 

For the DEFINE, DUMP, GO, STORE, or X 
subcommand, the sum of the current origin and 
the hexadecimal location specified in the 
subcommand is greater than the user's virtual 
storage size. If the current origin size is 
unknown, reset it to the desired value by 
issuing the ORIGIN subGomaandy and then 
reissue the subcommand. 



For the GO subcommand, this message may also 
indicate that the address at which execution 
is to begin is not on a halfword boundary 
(indicating that an operation code is not 
located at that address) . 

For the ORIGIN subcommand, the address 
specified is greater than the user's virtual 
storage size. 

Issued by: DEFIHE, DDMP, GO, ORIGIN 



INVALID STORAGE REFERENCE 

The location indicated by the second operand 
is uneven (not on a halfword boundary) or the 
sum of the second operand and the current 
origin value is greater than the user's 
virtual storage size. If the current origin 
value is unknown, it may be reset to the 
desired value by issuing the ORIGIN 
subcommand. 

Issued by: BREAK 
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HISSING OPERAND 



16 SYMBOLS ALREADY DEFINED 



The user did not enter the minimum number of 
operands required by the subcommand. 



issued by: 
STORE, X 



BREAK, DEFINE, GFR, ORIGIN, SET, 



TOO MANY OPERANDS 

The user entered more operands than the 
subcommand required. 



The debug symbol table is full and no new 
symbols can be defined until the current 
definitions are cleared by obtaining a new 
copy of CMS. However, an existing symbol can 
be assigned to a new storage location by 
issuing another DEFINE subcommand for that 
symbol. 

Issued by: DEFINE 



Issued by: BREAK, CAW, CSH, DEFINE, GO, GPR, 
ORIGIN, HX, PSW, RETURN, SET, STORE, X 



182 IBM VK/370 System Messages 



DMT 



Remote Spooling Communications Subsystem (RSCS) Messages 



0001 ESCS (VEE V, LEV 1, mm/dd/yy) EEADY 

Explanation ; This message signals the 
completion of ESCS initialization, 
including the activation of the axs and LAX 
tasks, 7EB V and LEV 1 specify the version 
and level of ESCS that is in use. mm/dd/yy 
specifies the date on which the ESCS in use 

■ do ijeuci-ai-cu* 

Syst em Actio n; The system begins normal 
processing by accepting files and commands. 

Operator Action ; Normally, one or more 
links are activated at this time. 



0011 FEEE STOEAGE = nn PAGES 

Explanat ion; The amount of available 
storage has increased as the result of 
normal system processing. The new number 
of available free pages is given as "nn". 

System Action ; Normal processing continues. 

Opera tor A ction ; You may use this 
information in deciding whether to activate 
a previously inactive link. 



0021 LINK linkid DEACTIVATED 

Explanation ; The link identified by 
"linkid" has been deactivated as a result 
of the execution of a previous DEAIN 
command, or as the result of an orderly 



SiiUcuOVn i-Oa.j.OWXI 



■a-!-mi "21 






error. The link remains inactive until it 
is activated again by an explicit command. 

System Action ; The link's line-driver task 
is deleted from the system, all storage 
allocated to the task is made free, and the 
link table entry is updated. 

O perator Action ; None. 



070E I/O EBEOB cuu SIOCC cc CSW csw SENSE sense 
CCW ccw 

Explanation ; This message is issued by any 
task in ESCS that detects an uncorrectable 
hardware or system error during the 
processing of an I/O operation. The causes 
of such an error vary, depending on the 

CUU - the virtual device address of the 
I/O device on which the error 
occurred. 

cc - the condition code resulting from 
the issuing of the SIC command on 
the device for the operation 
which was in error. 

csw - the composite CSH associated with 
the operation in error. The 
composite CSW is a logical OPing 
of the CSW information associated 
with the SIO or the interrupts 
from the device while the I/O 
operation was active. 

sense - the sense information associated 
with the I/O operation in error 
if the I/O operation ends with 
unit check set on. 

ccw - the first CCW of the I/O 
operation in error if it failed 
to start, or the last CCW fetched 
by the channel before the I/O 
operation terminated with an 
error indication. 

Sys tem A ction ; The error is logged, and 
appropriate recovery procedures are taken. 
The exact effect of the I/O error condition 
depends on the existing conditions when it 
occurs. The system may continue processing 
normally, the link may be automatically 
deactivated, or ESCS may shut down. 

Ope ra tor Action : This message indicates a 
serious system or hardware error. Call 
your support personnel. 



0031 LINK linkid EXECUTING; (command line text) 

Explana tion; The ESCS command described by 
(command line text) has been forwarded by a 
remote station for local execution. The 
link for the remote station forwarding the 
command is identified by 'linkid*. 

S yste m Action; The command is executed, and 

the resulting response is returned to the 

originating link, to be sent back to the 
remote station. 

Opera tor Acti on; None. 



091T INITIALIZATION FAILDEE — ESCS SHUTDOWN 

Exp la nat ion; An unrecoverable error 
occurred during the initial loading of the 
supervisor components, HSUP, EEX, AXS, and 
LAX. 

Sistem Act ion ; A virtual storage dump is 
automatically taken, and a masked-off wait 
state PSW is loaded, system operation is 
terminated. 

Operator Action ; This message indicates a 
serious error. Notify system support 
personnel. 
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1011 FILE spoolid ENQOEDED ON LINK linkid 

Explanation ; This oessage is issued when 
the file identified by "spoolid" has 
arrived at the RSCS virtual machine, and 
has been successfully accepted and enqueued 
on the link identified by "linkid". This 
message is also issued when a previously 
pending file is accepted after a tag slot 
has become available. 

S yste m Act ion ; The newly accepted file is 
made available to the link's line driver 
for future transmission. If the line 
driver is waiting for a file to transmit, 
it is notified that the new file is 
available. 

Opera tor Action ; None. 

1021 FILE spoolid PENDING FOB LINK linkid 

Explanation ; The file identified by 
"spoolid" has arrived at the RSCS virtual 
machine, but has not been enqueued on the 
link "linkid" to which it is addressed, 
because no tag slot is available. 

Syste m Act ion; The link's pending count is 
incremented, and the file is accepted when 
a tag slot becomes available. 

Operator Action ; None. 



103E FILE spoolid REJECTED 
DESTINATION ADDRESS 



INVALID 



E xpla nation; The file identified by 
"spoolid" has arrived at the RSCS virtual 
machine with a missing or invalid 
destination address in the file's tag. 

System A ctio n; The improperly addressed 
file is automatically purged from the 
system, and the originating virtual machine 
user is notified. 

Operato r A ction ; The file to be transmitted 
must be regenerated with a correct 
destination address in the file tag 
setting . 



mm/dd/yy - the date of the file's 

origination at the remote 

location. 

hh:mm:ss - the time of day of the file's 

origination at the remote 

location. 

System Action: The virtual output device 
used to process the file is detached and 
normal processing continues. 

Operator Action ; None. 



1051 FILE spoolid PDRGED 

Explanation : The file identified by 
"spoolid" has been purged from the system 
as a result of normal processing. 

System Action : The file's virtual storage 
tag is dequeued and its slot is freed. If 
another file is pending, it is accepted. 
All system tables are updated, and normal 
processing continues. 

Operator Action ; Hone. 



1061 FILE spoolid HISSING -- 
linkid 



DEQOEOED FROM LINK 



Explanation ; The file identified by 
"spoolid" could not be located in the RSCS 
virtual machine spool input file queue 
during an attempt to open the file for the 
link identified by "linkid". This 
situation usually results from users 
retrieving files that had previously been 
spooled to the RSCS virtual machine and 
accetited b' the s^iool file access routine^ 

Sys tem Action : The file's virtual storage 
tag is dequeued and its slot is freed. If 
another file is pending, it is accepted. 
The link table entry is updated, and normal 
processing continues. 

Operator Action : No action is necessary. 
This message does not indicate an error 
condition. 



1041 FILE SPOOLED TO userid2 — ORG locidi 
(namel) mm/dd/yy hh;mm;ss 

llLEiination: A file has been received from 
a remote location, acknowledged, written to 
the VM/370 spool system, closed, and 
spooled to the local virtual machine to 
which the file was addressed. 

userid2 - the ID of the local virtual 

machine to which the file has 

been spooled, 
locidi - the ID of the location of the 

file's originator, 
namel - the name of the file 

originator's system or device at 

the remote location. 



1071 nn PENDING FILES FOR LINK linkid MISSING 

Explanation ; A number (nn) of pending files 
for the link identified by 'linkid' have 
been found to be missing from the RSCS 
virtual machine spool input gueue during an 
attempt to accept a pending file. This 
situation usually results from users 
retrieving files that had been previously 
spooled to the RSCS virtual machine and 
left pending on the link. 

Sys tem A ction ; The link table entry is 
updated to reflect the proper pending file 
status, and normal processing continues. 

Operator Action: No action is necessary. 
This message does not indicate an error 
condition. 
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108E SYSTEM EEEOE BEADIMG SFCOl FILE spoolid 

E xplanat ion; A return code reflecting a 
VM/370 system error has been received in 
response to a read to the file identified 
by "spoolid". 

Syste m Action ; The error is logged and the 
failing operation is retried up to ten 
times. If a retry is successful, normal 
processing continues. If the error 
persists, an attempt is made to purge the 
file and a message to that effect is issued 
to the operator and to the originating 
virtual machine. 

Operato r Action ; This message indicates a 
va/370 system error. Call your system 
support personnel. 



1411 LINE vaddr BEADY FOR COBHECTION TO LINK 
linkid 

E xpla nation: This message is issued by a 
line driver to inform the operator that the 
line ident;ified by "vaddr" is being enabled 
for communications processing to the link 
identified by "linkid". Normally, this is 
the first message issued by a line driver 
after link activation, and it may be issued 
during active processing after a line 
becomes disabled. 

System Action ; The line driver begins an 
enable operation on the line and waits for 
completion, signaling a completed 
connection. If the line identified by 
"vaddr" is a nonswitched line, the 
connection completes automatically. Normal 
processing continues. 

O perator Action; No response is needed if 
the line identified by "vaddr" is a 
nonswitched line, or if it is a switched 
line with auto-answer and the remote 
station is to complete the connection. If 
the line is a switched line, the operator 
should ensure that the necessary steps are 
taken to complete the connection to the 
link identified by "linkid" (for example, 
manual dialing of the associated 
data-phone) . 



1U2I LINK linkid LINE vaddr CONNECTED 

Expla n ation ; This message signals 
completion of the line connection for the 
link identified by "linkid" on the line 
port address identified by "vaddr". This 
message is issued automatically when a 
nonswitched line is enabled, and it is 
issued when a connection is completed for a 
switched line. This message does not 
necessarily mean that any successful 
interaction with the remote station has 
taken place on the connected line. 



Sys tem Action: Normal link processing 
begins. If a file queue exists on the 
link, and if there are files eligible for 
transmission, the file transmission begins 
automatically. File receiving from the 
remote station begins automatically. 

Operator Action ; None. 

1431 LINK linkid LINE vaddr DISCONNECTED 

Exp l anation ; The virtual line port address 
identified by "vaddr" and associated with 
the active link identified by "linkid" was 
connected and is now disconnected. This 
may be the result either of an apparent 
line disconnection due to line errors, or 
of the remote station hanging up, or of the 
execution of a disabling sequence by the 
local line driver. This message does not 
mean that the associated link has been 
deactivated, but the message is normally 
issued during the process of link 
deactivation. 

Sys tem Action: If the link is not in the 
process of deactivating, an attempt is made 
to re-establish the line connection. File 
processing is halted on the link until a 
line connection is reestablished. 

Operator Action ; None. 



1441 RECEI7IHG: FILE 
locid2 {userid2) 



FROH locidi (namel) FOR 



Explanation ; Reception of a new file from 
the remote location identified by "locidi" 
and the system or device name at that 
location identified by "namel" (if any) has 
begun. The file being received is destined 
for the location identified by "locid2" and 
the virtual machine at that location 
identified by "userid2" (if any) . 

Sys teiB Action ; File processing continues, 
and the new file is written to the VH/370 
spool system as it is received. 

Operator Action: Hone. 

1451 RECEIVED: FILE FROH locidi (namel) FOR 
locid2 (userid2) 

Explanation : A new file has been completely 
received and acknowledged from the remote 
location identified by "locidi" and the 
system or device at that location named 
"namel". The file received is destined for 
the location identified by "locid2" and the 
virtual machine at that location identified 
by "userid2". 

Syste m Action ; If the file is destined for 
the local location, and for a particular 
virtual machine at the location, it is 
automatically spooled to that virtual 
machine. Normal file processing continues. 

Operator Action ; None. 
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1461 SENDING: FILE spoolid OH LINK linkid, EEC 
Qnnnnn 

Expla nation ; Transmission of the file 
identified by "spoolid" on the link 
identified by "linkid" has begun during 
normal file processing. The identified 
file contains nnnnnn records, and the file 
has become active. 

Syste m A ctio n; Transmission of the file 
continues to completion, or until it is 
stopped by some other event. 

Opera tor A cti on; None. 

1471 SENTt FILE spoolid OK IINK linkid 

Explanation ; Transmission of the active 
file identified by "spoolid" on the link 
identified by "linkid" has been 
successfully completed and acknowledged by 
the remote station. 

Sys tem Action ; Disposition of the 
identified file follows, according to the 
status of the file. The file may be 
purged, repeated, or held for future 
retransmission. Normal link processing 
continues . 

Operator Action : None. 

1491 LINK linkid LINE ACTIVITY: TOT= mmm; EEES= 
nnn; TMOUTS= ppp 

E xpla nati on ; This message is issued 
occasionally when trace mode has been set 
for the link identified by "linkid". The 
sessage is issued when one of the trace 
values reaches the predefined incremental 
threshold, depending on the active trace 
option setting. 



the total number of communication 

line transactions that have taken 

place since the last similar 

message was issued, or since the 

trace mode was set. 

the total number of communication 

line transactions that have ended 

with a line error indication 

since the last similar message 

was issued, or since the trace 

mode was set. 

the total number 

that have occurred 

for response from 

station since the 

message was issued, 

trace mode was set. 



PPP 



is not counted 
transaction. 



of time-outs 

while waiting 

the remote 

last similar 

or since the 

A time-out 

line 



as 



a 



S yste m Action: Normal processing continues. 

Opera tor Act ion; Depending on the data 
reported in the message, you may choose to 
intervene with a command to deactivate the 
link, or you may try to hang up the line 
and reestablish it to reinitialize 
communication. 



1601 LINE vaddr DISABLED FOB LINK linkid 

Explanation : Line processing by the link 
identified by "linkid" on the line 
identified by "vaddr" has been terminated, 
and the line has been disconnected if it is 
a switched line. This message may be 
issued during normal processing as a result 
of a spontaneous line disconnection. It is 
always issued during the process of link 
deactivation. 

System Action ; If link deactivation is in 
process, it continues normally. Otherwise, 
an attempt is made to reconnect the line. 
File processing for the link is suspended. 

Ope ra tor Action : None. 



1701 FEOH linkid; (HSG message text) 

Exp l anation ; The character string included 
in the message as (HSG message text) has 
been received on the link identified by 
•linkid' as the operand of a remote MSG 
ccMimand. 



Sys tem Action : 
continues. 



Normal link 



processing 



Operator Action ; A response may 
suggested by the HSG character string. 



be 



190E INVALID SPOOL BLOCK FOEHAT OH FILE spoolid 

Explanation ; VM/370 spool control or data 
information associated with the file 
identified by "spoolid" has been found to 



DC xu ^JLL<JL ax. 



^he local xustallatiOu . 



Sys tem Action ; The error condition is 

logged, the identified file is 

automatically purged from the system, and 
link processing continues. 

Oper a tor Action ; This message indicates a 
system error at the local installation. 
Notify system support personnel. 



2001 ESCS 



Explanation ; A null line was entered as a 
console command. A null line is a line 
that contains no characters. If a line 
containing characters is edited to a null 
line, this message is not issued, and 
another read is automatically started on 
the console. 

System Action ; Normal processing continues. 

Operator Action ; None. 
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201E INVALID COMMAND commana 

Explanation ; The specified command is not a 
valid RSCS command. 

Syste m Action : The command is ignored, and 
normal processing continues. 

Operato r Action : Correct and reissue the 
command. 



format of RSCS commands, including valid 
keyword-and-option combinations, can be 
found in the YH/ 370 Re mote Spooling 
Communic a tions Subsystem (RSCS) User's 
Guide . 

System Action ; The command is ignored, and 
normal processing continues. 

Operator Action ; Correct and reissue the 
command. 



202E INVALID LINK linkid 

E xpla n ation : The specified linkid was not 
in the proper format for RSCS link IDs (one 
to eight alphameric characters) . 

Syste m A ction ; The command is ignored, and 
normal processing continues. 

Operator Action: Reissue the command line 
with a valid linkid. 

203E INVALID SPOOL FILE ID spoolid 

Explanation ; The specified spoolid was not 
in the proper format for VM/370 spool file 
IDs (one to four decimal digits from 1 
through 9910) . 

Syste m A ction ; The command is ignored, and 
normal processing continues. 

Operato r Action: Reissue the command with a 
valid spoolid. 



204E INVALID KEYWORD keyword 

Explanation : The specified keyword is not a 
valid keyword for the command issued. The 
correct format of RSCS console commands, 
including valid keywords, can be found in 
the VM/370 R emote Spoolin g Communications 
Subsy stem (RSCS) User 's Gui de. 

Syste m Action: The command is ignored, and 
normal processing continues. 

Operator Action; Reissue the command with a 
valid keyword. 

205E CONFLICTING KEYWORD keyword 

Explanation ; The specified keyword was used 
in an invalid way. It may have been 
entered more than once in the same command 
line, or it may conflict with another 
keyword . 

Syste m Acti on; The command is ignored, and 
normal processing continues. 

Operato r Action : Correct and reissue the 
command. 



206E INVALID OPTION keyword option 

Explanat ion; The specified keyword and 
option combination is not a valid 
combination for the command issued. The 



207E CONFLICTING OPTION keyword option 

Ex p l anation : The specified keyword and 
option conflict. Another keyword or 
keyword-and-option combination in the same 
command may have invalidated the specified 
keyword-and-option combination. 

System Action : The command is ignored, and 
normal processing continues. 



Operator 
command. 



Action: Correct and reissue the 



208E INVALID USER ID userid 

Exp l anation ; The specificed virtual machine 
userid is invalid. 

System Action : The command is ignored, and 
normal processing continues. 

Ope r ator Action: Reissue the command with a 
valid userid. 



3001 ACCEPTED BY TASK task 

Exp l anation ; The preceding console command 
has been processed by the CMX syntax 
scanner and first level semantic processor, 
and a command element has been built. That 
command element has been made available to 
the task named "task", and that task has 
accepted the command element for second 
level semantic processing. 

Sys tem Action ; Command semantic processing 
continues at the task named "task". 
Further response to the command is issued 
from that task. The command processor is 
then ready to accept another console 
command. 

Operator Action ; None. 



301S REJECTED BY 
ACTIVE 



TASK task -- PEEVIOtJS C0!!K1ND 



Exp l anation : The preceding console command 
has been processed by the CMX syntax 
scanner and first level semantic processor. 
A command element was built and made 
available to the task named 'task', but 
that task was unable to accept the command 
element for further processing because a 
previously issued command is still being 
processed. 
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Syste m Action; The comnand execution is 
terainated, the comaand has no effect, and 
normal processing continues. 

Operator Action : Reissue the command when 
the active command processing has 
completed. 



406K SYSTEM DISK ADDRESS = cou 

Exp l anation ; "cuu" designates the device 
address of the BSCS system disk. If the 
BSCS nucleus is written on this disk (which 
will occur if you respond "yes" to message 
DMTINia07R) , then cuu is also the IPL 
device address. 



302E LINK linkid IS HOT DEFINED 

Explana tion: The specified linkid is 
syntactically valid, tut no such link is 
defined with that ID and the command issued 
reguires a defined linkid. 

Sys tem Action; The command execution is 
terminated, the command has no effect, and 
normal processing continues. 

Operator Act ion; Check to see if the linkid 
specified is valid. If it was incorrectly 
typed, reissue the command with a correct 
linkid. If it was correctly typed, you 
must define the specified link before the 
command can be executed. 



303E LINK linkid IS NOT ACTIVE 

Expla nation; The link identified by 
"linkid" was specified in the preceding 
command, but the link is inactive and the 
command reguires specification of an active 
link. 

Syste m Action; The command execution is 
terminated, the command has no effect, and 
normal processing continues. 



link and reissue the command. 



System Action: The system waits for a 
response. If you enter an invalid device 
address, message 

DHTINI479E INVALID DEVICE ADDRESS - 
REENTER 

is issued. Message DHTIHI406R is reissued 
and you may enter a valid device address. 
If you press carriage return, 191 is 
assumed to be the system disk address. 

If the system disk designated is not 
currently defined, is not in read/write 
status, or is an unsupported device type, 
message 

DHTINI482E SYSTEM DISK ERROR - 
REENTER 

is issued. Message DHTINI406R is then 
reissued. At this time, you may enter CP 
node by signaling attention, and determine 
the status of the designated device by 
entering the CP command 

QOERY VIRTUAL CUU 

and take the corrective action necessary to 
define the device for your virtual machine 
or to access it in read/write status. 
Reenter the CHS eaviiroaaent by issuing the 
CP command 



304E REJECTED BY TASK task — NOT RECEIVING 

E xpl anation : Processing of the preceding 
command could not be completed, because the 
second level processing task named "task" 
failed to accept the command service 
request . 

Syste m Action; The command is ignored, and 
normal processing continues. 

Operator Action ; Repeated occurrences of 
this message indicate a system error. 
Notify system support personnel. 



402T IPL DEVICE READ I/O EBECR 

Exp lanation; An uncorrectable I/O error 
occurred while reading the BSCS nucleus 
from a DASD. 

Sys tem Action: A wait state PSW is loaded 
with a wait state code of X'40C9D5C9' 
(C INI«) . 

Dser Action; Call your installation support 
personnel. 



BEGIN 

You must then reenter the device address. 

Once the system disk address is accepted, 
message DHTINI407R is issued. 

User Action: Enter a valid device address. 



a07R REWRITE THE NOCLEUS? {YES|HO} 

Explanation : This message prompts you to 
specify whether or not the copy of the RSCS 
nucleus is to be written onto disk. 

System A ction ; The system waits for a 
response. 

Dser A ction ; Enter "yes or "no." 

If you enter "yes", message DMTINI109R is 
issued, prompting you to specify the 
cylinder on the system disk on which the 
RSCS nucleus is to be written. The system 
disk is the disk you specified in response 
to message DMTINIil06R. 



If you enter "no", 
in generating a 



the remainirq questions 
new RSCS nucleus are 
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skipped and control is passed to the BSCS 
initialization routine. A copy of the BSCS 
nucleus is not written onto disk. 

If you fail to enter either "yes" or "no", 
the message 

DHTINI481E INVALID REPLY - ANSWER "YES" 
OS "HO" 

is issued. Message DMTIsmOVR is reissued 
and you may enter a valid response. 



System Action i Tf you do not enter "yes" or 
"no", the message 

DHTINI481E INVALID REPLY - ANSWER "YES" 
OR "HO" 

is issued. Hessage DHTIHIiJlOR is reissued 
and you may enter a valid response- 

If you answer "yes," the initial IPL text 
is written on cylinder as well as on the 
cylinder designated in response to message 
DHTINI«09R. 



409R NUCLEOS CYL ADDRESS = nnn 

Explana tion: "nnn" designates the cylinder 
on the device entered in response to 
message DI5TIHI406R on which the RSCS 
nucleus is to be written. nnn must be 
between 001 and m-1, where a equals the 
number of cylinders on the disk, the 
cylinders on a disk being numbered from 
to m. nnn must be entered in decimal. 

Syste m Action: If you do not enter a valid 
decimal cylinder number, the message 

DHTINI480E INVALID CYLINDER NOMBER - 
REENTER 

is issued, message DHTINIt09R is reissued, 
and you may enter a valid cylinder number. 

If the cylinder specified is not greater 
than the number of cylinders already in use 
on the device (as indicated in the Master 
File Directory) , then the message 

DHTINI483E NOCLEOS iILL OVERLAY FILES - 
RECOMPUTE 

is issued. Message DMTIHI409R is reissued. 
You may respond with a larger cylinder 
number, or IPL the RSCS system and format 
the specified IPL device with the RECOHP 
option. 

Once the nucleus cylinder address is 
accepted, message DHTINI410R is issued. 



If you answer "no," the initial IPL text is 
written only on the cylinder designated in 
response to message DMTIHI409R. 

Ose r Action: Enter "yes" or "no." 



431S IPL DEVICE WRITE I/O ERROR 

Explanation ; An uncorrectable I/O error 
occurred while writing the nucleus. 

System Action: The system continues as if 
the user had responded "no" to DMTINI407R. 

Oser Action : Hake sure that the nucleus 
cylinder number is not larger than the size 
of the disk. If it is, perform an IPL and 
specify the correct cylinder number. If it 
is not, call your installation support 
personnel. 



479E INVALID DEVICE ADDRESS - REENTER 

Explanation : The device address entered was 
specified incorrectly; that is, it is not a 
valid hexadecimal character or is not in 
the range of X'OOI* to X'6FF«. 



DHTINI406R is 



Oser 
address . 



Action ; Enter a valid cylinder 



Sys tem Action ; Message 
reissued. 

Oser Action; See DMTINI406R. 



480E INVALID CYLINDER NOMBER - REENTER 

Explanation : The value entered was not a 
valid decimal number. 



410R ALSO IPL CYLINDER 0? (YES|HO) 

Explanation ; The initial IPL text is always 
written on the same cylinder as the RSCS 
nucleus, that is, the cylinder designated 
in response to message DMTIHI409R. (The 
initial IPL text is a bootstrap program 
that reads in the nucleus from the 
designated cylinder.) If it is not also 
written on cylinder 0, you must enter the 
cylinder number whenever an IPL is issued 
for the system being generated. For more 
information, see the IPL command in the 
VM/370 CP Command Reference for General 
Osers . 



System Action ; Message DHTINI409R is 
reissued. 

Oser Action; See DHTINI409R. 



481E INVALID EEPLf - ANSWER "YES" OB "NO" 

Explanation : The only valid response to the 
query is "yes" or "no". Neither was 
entered. 

System Action ; Hessage DMTINI407R or 
DHTINI410R is reissued. 

Oser Action: See DHTINI407R or DMTINI410R. 
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482E SYSTEM DISK - REENTEB 

Explanation; Either the device is not 
currently defined, it is not in read/write 
status, or it is an unsupported device 
type. 

Syste m A cti on: Message DMTINItt06R is 
reissued . 



5211 FILE spoolid HELD FOR LIHK linkid 

Explanation ; The file identified by 
•spoolid' has been placed in hold status as 
the result of processing of the preceding 
command. The file remains in hold status 
and is not transmitted until it is 
explicitly removed from hold status by a 
command. 



User Action: See DMTINI406S. 



483E NUCLEUS WILL OVERLAY CMS FILES - RECOMPUTE 

Explanat ion; The specified nucleus cylinder 
number was not greater than the number of 
cylinders indicrite'S in the Master File 
Directory for the IPL device. 

Sys tem Action ; Message DMTIHI409R is 
reissued . 

User Action: Respond to DMTIHI409R with a 
larger cylinder number or IPL RSCS and 
format the specified IPL device with the 
RECOMP option. 



5101 FILE spoolid BACKSPACED 

Explanation : The file identified by 
"spoolid" has been backspaced according to 
the request in a preceding comiand. 

Syste m Action: File transmission continues, 
beginning from the new file position. 

Operator Action: None. 



511E NO FILE ACTIVE ON LINK linkid 

Explana tion; A command was issued that 
operates on a file being actively 
transmitted on the link identified by 
"linkid", but no file was being actively 
transmitted on the link. 

Syste m Actio n; Normal link processing 
continues, and the command has no effect. 

Operato r A ction : None. 



5201 FILE spoolid CHANGED 

Explanation: The file identified by 
"spoolid" has been altered as requested in 
the processing of the preceding command. 
The new file status remains in effect until 
it is changed again through an explicit 
request. 

S yste m A ctio n; All appropriate action 
implied by the changed status is performed. 
This might include reordering a link queue 
if a file priority was changed, notifying a 
waiting line driver if a file class was 
changed, and so on. Normal processing 
continues . 



System Action ; The file's virtual storage 
tag is updated, and normal processing 
continues. 

Operator Action: None. 



5221 FILE spoolid RELEASED FOR LIHK linkid 

Exp l anation : The file identified by 
"spoolid" and enqueued on the link 
identified by "linkid" has been released 
from hold status as a result of the 
processing of the preceding command. The 
file is now eligible for transmission on 
the link. 

Sys tem Action ; The file's virtual storage 
tag is updated, and the link's line driver 
is asynchronously notified of the file's 
availability for transmission if the line 
driver had been waiting for a file to 
transmit. Normal processing continues. 

Ope r ator Action ; None. 



5231 LINK linkid QUEUE REORDERED 

Explanation ; The file tag gueue in RSCS 
virtual storage for the link identified by 
"linkid" has been reordered in response to 
execution of a command. The new order of 
the queue defines the order of file 
transmission on the link. 

System Action ; The files reordered to the 
beginning of the gueue are automatically 
given a priority of zero (highest) , and 
normal processing continues. 

Opera tor Action ; None. 



52aE FILE spoolid ACTIVE ~ NO ACTION TAKEN 

Explanation ; The file identified by 
"spoolid" is actively being read and 
transmitted on a link, and the action 
requested in the preceding command cannot 
be performed on active files. 

Sys tem Action ; The preceding command has no 
effect, and normal processing continues. 

Opera tor Action ; If you wish, you can 
deactivate the file by means of a FLUSH 
command with the HOLD operand, and reissue 
the command when that has been 
accomplished. 



O perato r Action; None. 
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525E FILE spoolid IS FOB IISK linkid — NO 
ACTION TAKEN 

Explanation ; The file identified by 
"spoolid" is engaeaed on the link 
identified by "linkid", which is different 
from the linkid specified in the preceding 
command. 

Syste m Action ; The action reguested in the 
preceding command is not performed, and 
normal processing continues. 

Operator Action ; Verify that the specified 
spool file id and link id are correct. If 
an error is found, reissue the preceding 
command. 



526E FILE spoolid NOT FOOMD — NO ACTION TAKEN 

Explana tion; The file identified by 
"spoolid" has not been accepted and 
engueued by BSCS. The action reguested by 
the preceding command could not be 
performed. 

System Action ; The preceding command has no 
effect, and normal processing continues. 

Operator A ction ; Verify the spool file ID 

used in the preceding command. If it was 
incorrect, the command may be reissued with 

a correct spool file id. If it was 

correct, and the file is pending at the 

RSCS virtual machine, the file may be 

manipulated through the use of VM/370 
spooling commands. 



5301 COMMAND FOBWABDED ON LINK linkid 

Explanation ; In response to a command, a 
character string has been transmitted as a 
remote command on the link identified by 
"linkid". 

System A ctio n; Normal link processing 
continues. 

Operator Action; None. 



5401 NEH LINK linkid DEFINED 

Explanat ion; The link identified by 
"linkid" is now defined as the result of 
command processing, according to the 
specified keyword options. 

System Action ; The newly defined link may 

Lave spool files enqueued on it 
automatically, and can be activated to 
begin remote processing. 

Operator Action; Users can begin to address 
files to the newly defined link for future 
transmission. 



5411 LINK linkid REDEFINED 

Explanation ; The previously defined link, 
identified by "linkid", has had its 
definition changed as the result of command 
processing, according to the specified 
keyword options. 

System A ction ; The changes in the link 
definition become effective immediately. 

Operator Action ; None. 



542E LINK linkid ACTIVE — NOT BEDEFINED 

Explanation ; The previously defined link , 
identified by "linkid", has not been 
changed because the link was active at the 
time of command processing. 

System Action ; The command execution is 
terminated, the command has no effect, and 
normal processing continues. 

Operator Action ; Beissue the command after 
the link has been deactivated. 

5tt3E LINK linkid SOT DEFINED — LINK LIMIT 
BEACHED 

Explanation ; An attempt was made to define 
a new link, but the naximum allowable 
number of defined links had already been 
reached. 

System Action ; The command execution is 
terminated, the command has no effect, and 
normal processing continues. 

Ope ra tor Action : Check the command line to 
see if it was accurately typed. If an 
existing link definition was to have been 
altered, correct and reissue the command. 
If a new link was to be defined, another 
link must be temporarily deleted from the 
list of valid linkids (via the BSCS DELETE 
command) before the command can be 
successfully retried. 



544E LINK linkid 
SPECIFIED 



NOT DEFINED — 



TYPE NOT 



Explanat ion; The preceding DEFINE command 
failed because a default line driver type 
was not specified. 

System Action: The command is ignored, and 
normal processing continues. 

Operator Action ; Reissue the comjnancl, 
specifying a default line driver type. 



5501 LINK linkid HOW DELETED 

Exp l anation ; The previously defined link, 
identified by "linkid", is now temporarily 
deleted as a result of command processing. 

System Action ; Spool files addressed to the 
deleted link's location ID are no longer 
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accepted, and are rejected as invalidly 
addressed. The deleted link can no longer 
be activated. 

Opera tor Act ion; Osers can no longer 
address files to the deleted link. 



551E LINK linkid ACTIVE — HOT DELETED 

Explanation ; An attempt was made to 
temporarily delete the link identified by 
"linkid" from the list of valid linkids 
(via the RSCS DELETE command). The attempt 
was unsuccessful because the specified link 
was active at the time of command 
processing. 

System Action : The link remains defined and 
active, the command has no effect, and 
normal processing continues. 



Oper ator Action; Keissue the 
the link is deactivated. 



command when 



552E LINK linkid HAS A FILE QDEDE — NOT DELETED 

Explanat ion; An attempt was made to 
temporarily delete the link identified by 
"linkid" through a console command. The 
attempt was unsuccessful because the 
specified link had at least one file 
enqueued on it at the time of command 
processing . 

S yst em A ctio n; The link remains defined, 
the command has no effect, and normal 
processing continues. 

Operator action; Before the link can be 
deleted, all files engueued on it and 
pending for it must be purged, either by 
console command execution or ty normal file 
transmission. 



5601 BSCS DISCONNECTING 

E xplana tion; The BSCS virtual machine 
console is disconnected as a result of 
command execution. If an alternate virtual 
machine was specified to receive RSCS 
output messages, that virtual machine 
begins receiving the console messages 
through the VM/370 MSG function. If no 
alternate virtual machine was specified to 
receive SSCS console messages, those 
messages are discarded. 

System Actio n; RSCS continues processing 
normally without a main operator console. 

Opera tor Action: The RSCS main virtual 

machine console can be reinstated by 

issuing a console attention and performing 
the logon routine. 



561E OSEfilD userid NOT RECEIVING 

Explanat ion: An attempt has been made to 
disconnect the main RSCS virtual operator 



console with a secondary virtual machine ID 
identified by "userid" specified to receive 
RSCS console output messages. The 
specified virtual machine either was not 
receiving messages or was not logged on at 
the time of command processing. 

Sys tem Action : The command processing is 
terminated, the command has no effect, and 
normal processing continues. 

Operator Action ; The command can be 
reissued with a different virtual machine 
ID specified, or with no virtual machine ID 
specified. The same virtual machine ID can 
be specified after it has been logged on 
and set to receive messages. 



5701 LINK linkid NOW SET TO DEACTIVATE 

Explanation ; In response to the DRAIN 
command, the link identified by 'linkid' 
has set drain mode and is deactivated. If 
the RSCS operator issues the START command 
before the link is deactivated, processing 
continues on the link. 

System Action ; The line driver takes 
appropriate action to guiesce line 
activity. This includes the finishing of 
transmission for an active file if one 
exists, and it may include the signaling to 
the remote station of an impending 
termination. No new files are activated 
while the link is in drain mode. When line 
activity is quiesced, the link is 
deactivated. 



Operator Action ; None. 



571E LINK linkid ALREADY SET TO DEACTIVATE 

Explanation ; The link identified by 
"linkid" was in drain mode when it received 
a new command to deactivate. 

System Action; The line driver continues 
the deactivation process, and the command 
has no effect. 

Ope r ator Action ; None. 



5801 FILE spoolid PROCESSING TERMINATED 

Exp l anation ; In response to the FLOSH 
command, transmission of the active file 
identified by "spoolid" was terminated 
before the completion of file processing. 

Syste m Action ; Disposition of the 
identified file is made according to the 
status of the file. The file may be purged 
from the system, or the file may be held 
for future retransmission. The next copy 
of the file may begin transmission if 
multiple copies remain and ALL was not 
specified. Normal file processing 
continues. 

Operator Action ; None. 
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6111 LINK linkid FILB TSRNSMISSIOK SnsPENDED 



E xplanat ion: The file identified by 
"spoolid" was not active when a command was 
processed that specified that file, and the 
command requires an active file as its 
object . 

Syste m Action ; The command has no effect, 
and normal link processing continues. 

Operator Action; Check the status of the 
named file by issuing the QUERY FILE 
command. 



5901 LINK linkid EESDMING FILE TRANSFER 

Expla nation; The active link identified by 
"linkid" was in hold status, and has been 
removed from hold status in response to 
command processing. 

Syste m A ctio n; File transmission on the 
identified link resumes immediately if the 
line is connected and there is a file 
eligible for transmission enqueued on the 
link. 

Operato r A ction ; None. 



591E LINK linkid NOT IN HOLD STATUS 

Expla nation; The link identified by 
"linkid" was not in hold status when a 
command was processed that requested that 
the link leave hold status. 



Exp l anation : The link identified by 
"linkid" has entered hold status, and file 
transmission has been halted as a result of 
command processing. Either no file was 
being actively transmitted at the time of 
command processing, or the link had been in 
hold status and its active file 
transmission has completed, or an active 
file was being transmitted and the NOW 
operand was specified. 

System Action ; The link remains in hold 
status, and file transmission remains 
suspended, until the link is explicitly 
freed from hold status. If active file 
transmission was interrupted, the 
transmission of the active file resumes 
from the point at which transmission was 
interrupted when the link is removed from 
hold status. The link continues to process 
files received from the remote station 
normally while in HOLD status. 

Ope r ator Action : None. 



612E LINK linkid ALREADY IN HOLD STATUS 

Exp l anat ion; The active link identified by 
"linkid" was in hold status when it 
received a new command to enter hold 
status, with the same options specified as 
in the preceding command which caused the 
link to enter HOLD status. 

Sys tem Action : The link remains in HOLD 
status, and the command has no effect. 



S ystem Action : The command is ignored, and 
normal link processing continues. 

O perator Action; None. 



6001 FILE spoolid FORWARD SPACED 

Explanation : The file identified by 
"spoolid" has been forward spaced as 
reguested by a preceding command. 

Syste m Action; File transmission continues, 
beginning from the new file position. 

Operato r A ction ; None. 



Opera tor Action ; None. 



6401 nn FILE(S) PURGED ON LINK linkid 

Explanation ; The number of files denoted by 
"nn" that were enqueued on the link 
specified by "linkid" have been purged from 
the system in response to a PURGE command. 

Sys tem Action : The "file (s) " virtual 
storage tags are dequeued and the tag slots 
are freed. The link table is updated, and 
pending files are accepted if any exist. 

Operator Action: None. 



6101 LINK linkid TO SUSPEND FILE TRANSMISSION 



6511 LINK linkid INACTIVE 



Explanation ; The link identified by 
'"linKid" has entered hold status. File 
transmission has not been suspended because 
at the time of command processing a file 
was being actively transmitted, and the NOW 
option was not specified. 

Syste m A ctio n; The link remains in hold 
status. File transmission is suspended when 
the processing of the active file is 
complete. 

Operator A ction ; None. 



Explanation : This message is issued in 
response to a QUERY linkid SI&T command. 
The link identified by "linkid" was not 
active at the time the command was 
processed. 

System Action : None. 

Opera tor Action; None. 
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6 521 LINK linkia ACTIVE task type vaddr c 
{HOINOH} {DRINOD} {TBA | TRE |NOT} Q=m P=n 

Explanat ion: This message is issued in 
response to a QUERY linkid STAT command. 
The link identified by "linkid" was active 
at the time the command was processed. 

task - is the task name of the line 

driver task, 
type - is the ID of the line driver in 

use by the active link, 
vaddr - is the virtual device address of 

the line port in use by the 

active link, 
c - is the class or classes of files 

that may be processed by the 

active link, 
HO - indicates that the active link is 

in hold status. 
NOH - indicates that the active link is 

not in hold status. 
DR - indicates that the active link is 

in the process of draining, and 

will terminate when line activity 

is guiesced. 
NOD - indicates that the active link is 

not in the process of draining. 
TRA - indicates that the active link is 

tracing all line activity. 
TRE - indicates that the active link is 

tracing line errors. 
NOT - indicates that the active link is 

not tracing line errors or 

activity, 
ffl - is the number of files accepted 

and engueued for transmission on 

the link, 
n - is the number of files pending 

but not yet accepted for the 

active link. 

Syst em Action ; None. 
Operato r Action ; None. 

6 531 LINK linkid DEFAULT task type vaddr c R=m 

Explanati on; This message is issued in 
response to a QUERY linkid DBF command. 
The link identified by "linkid" was defined 
at the time of command processing, and the 
default attributes listed in the message 
pertain to that definition. The message 
does not indicate whether the link was 
active or inactive at the time of command 
processing, and the default attributes 
listed may be different from those actually 
in use with the link if it was active. 

task - the default task name to be 
associated with the defined 
link's line driver task when the 
link is activated. 

type - the ID of the default line driver 
defined for the link. 

vaddr - the default virtual device 
address of a line port to be used 
by the link when it is activated. 

c - the default class or classes of 
files that can be processed by 
the link when it is active. 



m - the number of virtual storage 
file tag slots reserved for 
exclusive use by this link. 

Sys tem Action : None. 

Ope ra tor Action : None. 

6541 LINK linkid Q=m P=n 

Explanation : This message is issued in 
response to a QUERY linkid QUEUE commemd. 
The status of the file gueue for the link 
identified by "linkid" is described. 

m - the number of files accepted and 

engueued for traBsaissioii on the 

link. 
n - the number of files pending but 

not yet accepted for the active 

link. 

Sys tem A ction ; An additional message 
(DHTCMX655I) is issued for each file 
accepted and engueued on the link, 
describing the status of each such file. 



Operator Action ; None. 

6551 FILE spoolid locid userid CL a PR mm 
nnnnnn {A 1 1} 



REC 



Explanation: A message of this form is 
issued for each file accepted and engueued 
for transmission on the link specified by 
'linkid' in the preceding QUERY linkid 
QUEUE command. 



ID for the 



a 
mm 



spoolid - the VH/370 spool file 

file to be described, 
locid - the destination location ID to 

which the originating user 

addressed the file, 
userid - the destination virtual machine 

ID (if any) to which the 

originating user addressed the 

file. 

- the spool file class. 

- the file's current traniaiission 
priority. 

nnnnnn - the number of records in the 

file. 
A - indicates that the described file 

is active. 
I - indicates that the described file 

is inactive. 

Sys tem Action : This message is issued for 
each file in the link gueue. 

Operator Action : None. 



6601 FILE spoolid INACTIVE OH LINK linkid 

Explanation ; This message is issued in 
response to a QUERY FILE "spoolid" STAT 
command. At the time of command 
processing, the file identified by 
"spoolid" was inactive, and was engueued 
for transmission on the link identified by 
"linkid". 
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SysteE Acti on t None = 
Operato r Action: Hone. 

6611 FILE spoolid ACTIVE ON LINK linkid 

Explanation ; This message is issued in 
response to a QDEEY Fill spoolid STAT 
command. At the time of command 
processing, the file identified by 
"spoolid" was active, and was being 
transmitted on the link identified by 
"linkid". 

System Action ; None. 

Operator Action; None. 



6621 FILE spoolid ORG locidi useridi 
hh:mm:ss TO locid2 userid2 



mm/dd/yy 



Expla nation; This message is in response to 
the ESCS command QUERY FILE spoolid. The 
RSCS control-related attributes of the file 
identified by 'spoolid' are described. 

locidi - the location ID of the location 

at which the file originated, 
useridi - the virtual machine ID of the 

originator of the file, 
mm/dd/yy - the file creation date. 
hh;mm:ss - the file creation time of day. 
locid2 - the destination location ID to 

which the originating user 

addressed the file. 
userid2 - the destination virtual machine 

ID (if any) to which the 

originating user addressed the 

file. 

Syste m Action ; None. 
Operato r Action: None. 



6631 FILE spoolid PR mm CL a CO nn £HO|NOH} DI 
distcode, NA {fn ft|dsname} 

E xplanation ; This message is issued in 
response to the CP command, QUERY FILES 
spoolid. The VM/370 spool system-related 
attributes of the file identified by 
"spoolid" are described. 

mm - the file's transmission 

priority, 
a - the file's spool file class. 

nn - the number of copies of the file 

requested by the file creator. 
HO - indicates that the file is in 

hold status. 
NOH - indicates that the file is not 

in hold status, 
distcode - the file's distribution code, 
fn ft - the file's filename filetype. 

dsname - the file's data set name. 

System A ction ; None. 

Operato r A ction ; None. 



664E FILE S"Qolid NOT FOUND 

Explanation ; This message is issued in 
response to a QUERY FILE spoolid command. 
The file identified by "spoolid" could not 
be found in the RSCS virtual storage 
gueues, meaning either that the file is not 
owned by the RSCS virtual machine, or that 
the file is pending and has not yet been 
accepted by RSCS. 

System Action : None. 

Operator Action ; Verify that the spool file 
ID was correctly typed. If it was not, 
retry the command with the correct spool 
file ID. If it was correctly typed, retry 
the command after a file tag slot becomes 
available and the specified file is 
accepted and engueued by RSCS. 



6701 LINK linkid ACTIVE — LINE vaddr (H0| NOH) 

Exp l anation ; This message is issued in 

response to a QUERY SYSTEM command. One 

such message is produced for each active 

link in the RSCS facility at the time of 
command processing. The active link 

described by the message is identified by 
"linkid". 

vaddr - the virtual device address of the 

line port in use by the active 

link. 
HO - indicates that the active link is 

in hold status. 
NOH - indicates that the active link is 

not in hold status. 

Sys tem Action; This message is issued for 
each active link in the system. 

Operator Action; None. 



6711 LINK linkid INACTIVE 

Expl anat ion: This message is issued in 
response to a QUERY SYSTEH command. One 
such message is produced for each inactive 
link in the RSCS facility at the time of 
command processing. The inactive link is 
identified by "linkid". 

Sys tem Action: This message is issued for 
each inactive link in the system. 

Operator Action; None. 



6721 NO LINK ACTITE 

Exp l anation ; This message is issued in 
response to a QUERY SYSTEM ACTIVE command. 
No link defined in the RSCS facility was 
active at the time of command processing. 

Sys tem Act ion ; None- 

Oper ator Action; None. 
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6731 HO LINK DEFINED 

Explan ati on; This message is issued in 
response to a QUERY SYSTEM comnand. No 
link was defined in the ESCS facility at 
the time of command processing. 

System A ction ; None. 

Operato r A cti on; Hone. 

7001 ACTIVATING LINK linkid task type vaddr c 

Explanation ; The link identified by 
"linkid" was inactive and has become active 
as a result of command processing. The 
message describes the variable attributes 
in effect for this active link. 

task - the task name associated with the 

activated link's line driver, 
type - the ID of the line driver in use 

by the activated link, 
vaddr - the virtual device address of the 

line port in use by the activated 

link, 
c - the class or classes of files 

that can be processed by the 

activated link. 
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Operator Acti on; None. 



701E NO SWITCHED LINE AVAILABLE — LINK linkid 

NOT ACTIVATED 

Explanation; An attempt was made to 
activate the link identified by "linkid" 
with no specified line port virtual device 
address. The link had no defined default 
line-port address, and no common switched 
line ports were available at the time of 
command processing. 

System A ctio n; The command processing is 
terminated, the link remains inactive, and 
normal processing continues. 

(A era tor Action; The command can be 
reissued with a specified line port 
address, or it can be reissued when a 
common switched line port becomes 
available. 



702E LINE vaddr IS IN USE BY LINK linkidl — 
LINK linkid2 NOT ACTIVATED 

Explanation ; An attempt was made to 
activate the link identified by "linkid2". 
The line- port virtual device address 
specified in the request to activate the 
link, identified by "vaddr", was found to 
be in use by another active link, 
identified by "linkidl", at the time of 
command processing. 

System Action ; The command processing is 
terminated, the command has no effect, and 
normal processing continues. 

O perator Action ; The command can be retried 
with a specified line port address that is 
not in use by another active link, or it 
can be retried with no line port address 
specified, in which case an attempt will be 
made to reserve and utilize a valid line 
port. 



703E DEV cuu IS NOT A 
NOT ACTIVATED 



LINE PORT — LINK linkid 



Explanation ; An attempt was made to 
activate the link identified by "linkid" 
with a line-port address identified by 
"cuu". A virtual device at address "cuu" 
exists, but it is not a usable line-port 
device. 

Sys tem Action ; The command processing is 
terminated, the link remains inactive, and 
normal processing continues. 



Ope ra tor Action ; The command can 



be 



JLtSXOOUCU WJk I.U 






ij _ — ._j. ~aa 



opcV'Xi. xcu jLXue~puiL>. auuxeso 

that is valid and available, or it can be 
reissued with no line-port address at all, 
in which case an attempt is made to reserve 
and utilize a valid line port. 



704E LINE vaddr CC=3 NOT 
linkid NOT ACTIVATED 



OPERATIONAL ~ LINK 



Explanation ; An attempt was made to 
activate the link identified by "linkid" 
with a line-port address identified by 
"vaddr". Either no device was defined for 
the RSCS virtual machine at virtual address 
"vaddr", or the device at that address was 
completely nonoperational. 

System A ction ; The command processing is 
terminated, the link remains inactive, and 
normal processing continues. 

Operator Action : The command can be 
reissued with a specified line-port address 
that is valid and operational, or it can be 
reissued with no line-port address at all, 
in which case an attempt is made to select 
and reserve a valid line port. 
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705E DRIVES type NOT FOUND ON DISK vaddr — LINK 
linkid NOT ACTIVATED 

Explanation ; An atteapt was made to 
activate the link identified by "linkid" 
with a driver ID identified by "type". The 
identified line driver could not be located 
on the disk used for driver task loading, 
identified by "vaddr". 

Syst em A ction : The command processing is 
terminated, the link renains inactive^ and 
normal processing continues. 

Operator Action: Verify that the driver ID 
used was correctly typed. If it was not, 
reissue the command, specifying a correct 
driver ID. If the command was correctly 
typed, notify a person responsible for 
system support. 



7Q6E FATAL SEEOE LOADING FROK vaddr — LINJ 
linkid NOT ACTIVATED 



System Action : The command processing is 
terminated, the link remains inactive, and 
normal processing continues. 

Ope ra tor Action ; None. 



709E TASK NAME task ALREADY IN USE — LINK 
linkid NOT ACTIVATED 

Explanat ion; An attempt to activate the 
link "linkid", in response to a START 
command, failed because the task name 
"task" specified for use was in use by 
another task in the system. 

Sys tem Action : The STAPT commemd is 
ignored, and normal processing continues. 

Ope r ator Action; Reissue the START command 
specifying a different task name, or 
reissue the START command after the task 
with the conflicting name terminates. 



Explana t ion ; An attempt was made to 
activate the link identified by "linkid". 
In the process of loading the link's line 
driver from the disk identified by "vaddr", 
an uncorrectable I/O error was encountered. 

Syste m A ction ; Loading is abandoned, the 
error is logged, the command processing is 
terminated, and the link remains inactive. 

Operator Acti on; Reissue the command. If 
the error condition persists, notify 
operations or system support personnel. 



710E MAX (nn) ACTIVE — LINK linkid HOT 
ACTIVATED 

Exp l anation ; An attempt to activate the 
link "linkid", in reponse to a START 
command, failed because the maximum 
allowable number " (nn) " of concurrent 
active links had already been reached. 

System Action: The START c(Mimand is 
ignored, and normal processing continues. 

Operator Action : Reissue the START command 
after one or more links become inactive. 



707E DRIVER type FILE FORMAT 
linkid NOT ACTIVATED 

Explanation: An at tempi 



INVALID — LINK 



WCU3 wauc 



750E LINK linkid ALREADY 
TAKEN 



ACTIVE — NO ACTION 



activate the link identified by "linkid", 
with a driver ID identified by "type". In 
the process of reading the driver file and 
loading the driver into virtual storage, 
the loader detected an invalid data format 
in the driver file. 

syste m Actio n: Loading is abandoned, the 
command processing is terminated, and 
normal processing continues. 

Operato r Act ion; Verify that the proper 
driver ID has been used. If an improper 
driver ID was used, reissue the command 
with a correct driver ID. If the proper 
driver ID was used, notify a person 
responsible for system support. 



7 08E VIRTUAL STORAGE CAPACITY EXCEEDED — LINK 
linkid NOT ACTIVATED 

Expla n ation s An attempt was made to 
activate the link identified by "linkid". 
During the activation process, a virtual 
free storage reguirement could not be met 
because there was not enough unclaimed 
virtual free storage in the system. 



Explanat ion; A START command was issued 
specifying the link identified by "linkid". 
The link was already active at the time of 
command processing, and no modifiable 
attributes were changed from their previous 
settings. 

Sys tem Action : None. 

Operator Action : None. 



7511 LINK linkid ALREADY ACTIVE — NEW CLASS (ES) 
SET AS REQUESTED 

Explanation ; A START command was issued 
specifying the link identified by "linkid". 
The link was already active at the timp o-f 
command processing, and the new class 
specification for the link has been 
accepted. 

System Action: The link autdmatlcally 
begins processing files bearing the newly 
specified class or classes, if any are 
engueued on the link. 

Operator A ction ; None. 
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7 521 LINK linkid 
RESET 



STILL ACTIVE — DRAIN STATUS 811E LINK linkid TRACE NOT ACTIVE 



Expla nation; A START command was issued 
specifying the link identified by "linkid". 
The link was active at the time of command 
processing, but it was in the process of 
terminating as the result of a previous 
DRAIN command. The link remains active, 
and the attributes remain as previously 
set. 

Syste m Action; None. 

Operato r Action; None. 



8011 LINK linkid ERROR TRACE STARTED 

E xplanation ; As a result of command 

processing, the link identified by 'linkid' 

has set its trace mode to trace line 
errors. 

System Action; A message describing line 

activity is displayed each time the number 

of line errors reaches the predefined 
threshold . 

Operato r Action: None. 



8021 LINK linkid TRACE STARTED 

Explanat ion; As a result of command 

processing, the link identified by "linkid" 

has set its trace mode to trace all line 
activity. 

System Ac tio n: A message describing line 
activity is displayed each time the number 
of line transactions reaches the predefined 
threshold. 

Operato r Action : Hone- 



8 031 LINK linkid TRACE ENDED 

Explanation ; As a result of command 
processing, the link identified by "linkid" 
has set its trace mode off. 

Syste m A cti on; No further trace messages 
will be displayed, and normal link 
processing continues. 

Opera tor fiction: None. 



810E LINK linkid TRACE ALREADY ACTIVE 

Expla n atio n: The link identified by 
"linkid" was in trace mode when it received 
a new command to enter trace mode, with the 
same options specified as had been active. 

Syste m Action : The link remains in trace 

mode with the previous options set, the 

command has no effect, and normal link 
processing continues. 

Op era tor Ac ti on: None. 



Explanation : The link identified by 
"linkid" was not in trace mode when it 
received a command to set trace mode off. 

System Action : Trace mode remains off for 
the link, the command has no effect, and 
normal link processing continues. 

Ope ra tor Action : None. 



901E INVALID SML MODE SPECIFIED — LINK linkid 
NOT ACTIVATED 

Explanation ; The RSCS operator specified an 
invalid SML (Spool MULTI-LEAVING) mode 
opiiou in the PASM field of the H3CS START 
command. 

Sys tem Action : The specified linkid is not 
activated. 

O perator Action ; Reissue the command with 
the correct SML mode. 



902E NON-SIGNON CARD READ ON LINK linkid 

Explanation ; The first record received from 
a remote station was not a SIGNON card. 

System Action : The sign on of the remote 
station on the specified linkid is not 
allowed. 

Opera tor Action : Correct the problem and 
repeat the sign on procedure. 



903E PASSWORD SUPPLIED ON LINK linkid IS INVALID 

Explanation : An invalid sign on attempt 
occurred. 

Sys tem Action ; The sign on is not allowed. 

Remote Operator Action : Correct the SIGNON 
card, reload the station, and sign on 
again. 



904E SIGNON PARAHETER=parameter INVALID 

Exp l anat ion; An invalid parameter was 
entered on a SIGNON card. 

Sys tem Action : The sign on is not allowed. 

Ope rator Action ; Correct the SIGNON card, 
and try again. 



9051 SIGNON OP LINKID linkid COMPLETE 

Explanation : A valid SIGNON card has been 
received from the link serving linkid and 
the initialization of the SIGNON 
parameters is complete. 

System Action ; The system now begins to 
transfer files. 
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Operator Act ion ; If only output files are 
to be handled, no action need be taken. If 
you want to transfer input to VH/370, 
follow the operator procedure for 
initiating card input. 



906E INVALID SHL BOFFEB PiBAHETEB — LINK linkid 
NOT ACTIVATED 

Explanation : The RSCS operator specified an 
invalid SKL buffer size in the buffer 
option of the PABH field of the RSCS START 
connand. 

System Action ; The specified link is not 
activated. 

Operator Action : Reissue the coamand with 
the correct SHL buffer size. 



907E SIGNOH TYPE PABAHETER HISSING 

Explanat ion: The TYPE parameter on the 
SIGNON card was omitted. 

Syste m Action ; The signon is not allowed. 

Operator Action ; Correct the SIGNOH card, 
reload the station, and sign on again. 



935E LINK linkid IN 
spoolid PURGED 



RJE HODE — PRINT FILE 



Explanation : When DHTSHL is operating as an 
BJE (Remote Job Entry) station to a remote 
batch system, it is unable to transfer 
print files. 



System Action : 
purged. 



The specified file is 



Operator Act 3.0n s Noue. 

User Action : The file must be transmitted 
over a different link. 



936E NO REMOTE PUNCH AVAILABLE ON LINK linkid — 
FILE spoolid PURGED 

Explanation : The remote station operating 
on this link has no remote punch available; 
therefore, punch files destined for this 
link cannot be processed. 



System Action : 
purged. 



The specified file is 



Operator Action s None. 

Use r Action : The file must be transmittad 
over a different link. 



934E ID CARD HISSING ON LINK linkid — INPUT 
FILE PURGED 



937E DECOHPBESSIOH EBBOR 
DEACTIVATED 



ON 



linkid — LINK 



Explan at ion; A file was entered at a remote 
station without an ID card identifying the 
destination . 

Syste m A ction ; The input file is flushed. 

Heaot e O perator Action ; Place an ID card on 
the front of the input deck and reenter the 
input file. 



Explanation : The remote station has 
transmitted data that cannot be 
decompressed correctly. 

System Action ; The link is deactivated. 

Operator Action : Follow operator procedure 
to restart link after following local 
corrective procedure. 
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101H IKVALID CABD CODE. COEEECT 
INTEREOPT KEY. 



EEROR. DEPEESS 



Explanat ion; An invalid code appears in 
the above card. Probable user error- 



Check for keypunch or 
Correct and rerun the 



OS er A ction : 
multipunch errors. 

console log and input card deck available 
before contacting your system support 
personnel. 



Operator Action ; Enter the following 
statement from the console typewriter: 

INPDT=dddd,cuu 



" -l-^/s f>. asr -. I- 1: 



Where dddd is tiie device type ana cuu is 
the channel and unit address of the input 
device. 



106A THE VOLID IN CONTROL STATEMENT DOES NOT 
AGREE WITH ID IN VOL LABEL WHICH FOLLOWS. 



102A CONTROL STATEMENT EEEOB JOB TERMINATED 

Explanation; A control statement contains 
an incorrect keyword, parameter, or name 
field- probable user error. 

Oser Action; Check for keypunch errors. 
Correct invalid keyword, parameter, or name 
fields. Rerun the job. If the problem 
persists, have the console log and input 
card deck available before contacting your 
system support personnel. 



103A STATEMENT SEQOEHCE ERROR. JOB TERMINATED. 

Explanation ; The control statements are 
not in the proper seguence, or unnecessary 
utility statements are present. Probable 
user error. 

Oser Action; Correct the control 
statement seguence or remove unnecessary 
statements and rerun the job. If the 
problem persists, have the console log and 
the input card deck available before 
contacting your system support personnel. 



104W SVC INTEERDPT. JOB TEBMINATED. 

Expla nation: An unknown SVC interrupt 
occurred. This program does not issue SVCs. 

Operator Action ; If the problem persists, 
have the console log and input card deck 
available before contacting your system 
support personnel. 

• If running under CMS, or standalone 
under CP, use the CP DDMP command to 
dump all of virtual storage and the 
virtual registers to the printer. Save 
the dump output. 

• If runnincr standalone on a bare machine, 
take a standalone dump and save the 
output . 



105A DEFINE INPOT DEVICE. 

Explanat ion; The input device must be 
identified to the system by the operator. 



VOLID=xxxxxx. 

Explanation : The VOLID parameter in the 
control statement did not match the volume 
serial number found on the receiving volume 
(xxxxxx) . Probable user error. 

Operator Action ; Correct the statement or 
mount the correct volume and restart the 
program. If the problem persists, have the 
console log and input deck available for 
reference before contacting your system 
support personnel. 

• If the device referenced on the control 
statement was a tape unit, have the tape 
available. 

• If the device referenced on the control 
statement is a direct access device, use 
the DDR service program to print track 
and have the output available. 



iOTW TRACK z,EEu BAD. JOB TEEHIKATED. 

Explanation ; The device cannot be 
initialized as a systems residence volume 
due to a defective surface on cylinder 00, 
track 00. 

Ose r Action ; This volume cannot contain 
IPL text as track is defective. Mount 
another volume and rerun the job. If the 
problem persists, have the console log and 
input card deck available before contacting 
your system support personnel. 

Caution : Move suspect volume once to 
ascertain fault. Indiscriminate mounting 
and demounting of desk packs may cause the 
destruction of packs and drives. 



108A HA OB RO FIELD BAD. JOB TERMINATED- 

Exp l anation : The device cannot be 
initialized due to a bad surface area in 
the home address or track descriptor record 
areas - 

Oser Action ; Mount another pack and rerun 
the job. If the problem persists, have the 
console log and input card deck available 
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before contacting 
personnel. 



your system support 



Cauti on; Move suspect volune once to 

ascertain fault. Indiscriminate Mounting 

and denounting of desk packs nay cause the 
destruction of packs and drives. 



1081 HA OR RO FIELD BAD. 

Explanation: The hoae address or record 
zero was defective and has been noved down 
the track (on a 231'» or 2319 disk). The 
defective track and the alternate track 
assigned are listed. 

Oser Action: Hone. 



113W IHPPOPEB VTOC 
TERMIHATED. 



BEGIN 



ADDRESS. 



JOB 



Explanation ; The starting address for the 
VTOC (volume table of contents) cannot be 
track for any direct access device or 
track 1 for the 2311 if IPL text is written 
by the program. Probable user error. 

Oser Action : Change the STBTADR parameter 
on the VTOCD statement to use another 
track. If the problem persists, have the 
console log, input card deck and program 
listing available before contacting your 
system support personnel. 

Bote: The VTOC cannot occupy track 0, 
occupy track 1 on 2311, or start on an 
alternate track. 



1091 TRACK CHK INDICATES TRACK IS GOOD. 

Explanation ; The track in guest ion is good 
and no alternate was assigned. 

Oser Action: None. 



1101 BAD TRACK cccchhhh. 

Explanation ; A defective track was found at 
the specified location, where cccc is the 
cylinder number and bhhh is the head 
number . 



153A TYPEWRITER FAILED TO READ 
DEPRESS INTERRDPT KEY. 



LAST MESSAGE. 



Explanation ; The console typewriter failed 
to read the input message. 

Operator Action : Press the console 
interrupt key and attempt to enter the 
input message again. If the problem 
persists, contact your system support 
personnel. 

15UA READY READER cuu. DEPRESS IHTERROPT KEY. 



Oser Actio n; Hake sure that the alternate 
track assignment message was issued for 
each bad track. 

1111 ALTERNATE cccchhhh. 

Explanat ion; An alternate track at the 
specified location is assigned to replace 
the defective track (cccc is the cylinder 
number and hhhh is the head number) . If no 
location is specified with this message, 
either the defective track is in the 
alternate track area or the applicable 
device is a drum device. 

Oser Act ion; None. 

Not e; If an alternate track is bad and 
another alternate is assigned the second 
alternate will not indicate cchh. 



112H ALT TRACKS DEPLETED. JOB TERMINATED. 

Explanation ; The number of alternate 
tracks assigned has exceeded the maximum 
number for this device. 

Oser A ctio n; Mount another volume and 
rerun the job. If the problem persists, 
have the console log and input ctu:d deck 
available before contacting your system 
support personnel. 

Cauti on: Move suspect volume once to 

ascertain fault. Indiscriminate mounting 

and demounting of disk packs may cause the 
destruction of packs and drives. 



Explanation ; The reader has a card jam, a 
transport jam, or is out of cards. 



Operator Action ; Correct 
condition, ready the reader, 
console interrupt key to 
program. If the card or 



the faulty 

and press the 

continue the 

transport jam 



occurs ag£d.n, reproduce the jammed cards 
and try again. If the problem persists, 
contact your system support personnel. 



155A BEADY PRINTER CUU. DEPRESS IHTERROPT KEY. 

Explanation ; The printer is not ready due 
to a forms check, an open interlock, or a 
pressed stop key. 

Operator Action : Correct the faulty 
condition, ready the printer, and press the 
console interrupt key to continue. If the 
problem persists, and the printer has 
become not-ready without a faulty condition 
apparent, contact your system support 
personnel . 



156A READY TAPE CUU. DEPRESS IHTERROPT KEY. 

Explanation ; The tape drive on channel c, 
unit uu is not ready. 

Operator Action ; Correct the faulty 
condition, ready the tape drive, and press 
the console interrupt key. If the problem 
persists, and the tape drive had become not 
ready for no apparent reason, contact ;^ur 
system support personnel. 
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157A HEADY DASD cuu. DEPBESS IHTEEROPT KEY. 

Explanatio n; The direct access device on 
channel c, unit uu is not ready. 

Operator Action ; Correct the faulty 
condition, ready the direct access drive, 
and press the console interrupt key. If the 
problem persists, and the direct access 
drive has become not ready for no apparent 
reason, contact your system support 
personnel. 



1 <^Q a DTi"12gI3 ''KECK. 

INTEHRDPT KEY. 



r-nDTspr"! 



?g nr\g^ 






Explanation ; A reader check has occurred - 

Operator Action ; Correct the faulty 
condition and clear the reader check. Heady 
the reader and continue the program by 
pressing the console interrupt key. If 
reader checks occur frequently, check the 
input cards with a card guide for off 
punched cards. If the cards are punched 
correctly and are in good condition and 
reader checks continue, contact your system 
support personnel. 



where ; 

cccchhhh 

is the track address of the direct 
access device being used when the 
failure occurred 



201H COHHAND REJECT. 

Explanation ; The specified channel has 
rejected an incorrect channel command word 
(CCW) list. The job is terminated. 

Operator Action ; Rerun the job. If the 
problem persists, do the following before 
contacting your system support personnel; 

• If running under CHS, or standalone 
under CP, issue the CP dump command to 
dump all of virtual storage and the 
virtual registers to produce a storage 
dump to a printer. Save the dump 
output. 

• If running standalone on a bare machine, 
take a standalone dump and save the 
output. 



202A IHTERV. E 



160A PRINT CHECK. 
INTEREOPT KEY. 



CORBECT 



EREOB. 



DEPRESS 



Expla nation; A print check has occurred. 

Operator Action ; Clear the print check by 
pressing check reset on the printer. Press 
the interrupt key on the console to 
continue processing. If the problem 
persists, contact your system support 
personnel. 



163A END OF JOB. 

Explana t ion ; A normal end of job has 
occurred. 



D iagno s tic M essage s for IBCDASDI 



Diagnostic messages appear in the following 
format: 

number (16-byte text) cuu xx ssss yyyyyyyyyyyy 
mmmmmmmmmmmmmmmmmm cccchhhh 

where ; 



Explanation ; The specified device is not 
ready. 

Ope r ator Action ; The specified device 
requires operator intervention to make it 
ready. If the device becomes not ready for 
no apparent reason, contact your system 
support personnel. 



203H BOS. GOT CHECK. 

Exp l anation ; A bus out check has occurred 
on the specified channel. Job is 
terminated. Probable hardware error. 

Operator Action ; If the problem persists, 
have the console log and input card deck 
available before contacting your system 
support personnel. 



20aff EQUIPMENT CHECK. 

Explanation ; An equipment failure has 
occurred. The job is terminated. 

Operator Action ; If the problem persists, 
contact your system support personnel. 



c is the channel of the device in error 

uu is the unit 

XX is the command code 

ssss designate status bytes from the CSW 

yyyyyyyyyyyy 

designate the first six sense bytes 
mmmmmmmmmmmmmmmmmm 

designate the remaining sense bytes 
for direct access devices 



205R DATA CHECK. 

Exp l anation ; A solid data check has 
occurred on the specified device. The job 
is terminated. Probable hardware error. 

Ope r ator Action ; If the problem persists, 
contact your system support personnel. 
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206W OVERRUN. 



21 4W TRACK OVEHROH. 



E xplanat ion; An overrun check has occurred 
on the specified channel. The job is 
terainated. 

Progr a mmer Action ; Rerun the job. If the 
problem persists, contact your system 
support personnel. 



208W DATA CONV. CHECK. 

Expla nat ion ; A data converter check has 
occurred on the specified device. The job 
is terminated. 

Operator Action; Move data to another 
device and rerun the job. If the problem 
persists, contact your system support 
personnel. 



209H END OF CYLINDER. 

E xpla nation; An unusual end-of-cylinder 
condition has occurred on the specified 
device. The job is terminated. 

Program m er Actio n; Rerun the job. If the 
problem persists, contact your system 
support personnel. 



Explanation ; A track overrun condition has 
occurred. The job is terminated. 

Operator Action ; Rerun the job. If the 
problem persists, do the following before 
contacting your system support personnel; 

• If running under CHS, or standalone 
under CP, issue the CP DUHP command to 
dump all of virtual storage and the 
virtual registers to a printer. Save 
the dump output. 

• If running standalone on a bare machine, 
take a standalone dump and save the 
output. 



215H FILE PROTECTED. 

Explanation ; The specified device is file 
protected. The job is terminated. 

Operator Action ; If the volume is to be 
read only, no response is necessary. If 
the volume is to be written on and the 
device is a tape unit, instzill a 
write-enable ring. If the problem persists, 
contact your system support personnel. 



210W INVALID ADDRESS. 

E xpla nat ion ; An invalid address has been 
issued to the specified device. The job is 
terminated. 

Pro'^rasEer Action; Determine if the 
cccchhhh address shown in the message is 
valid for the device indicated. If the 
problem persists, have the console log and 
associated output available before 
contacting your system support personnel. 



211W NOT AVAILABLE. 

Expla nati on ; The specified device is not 
attached to the system. The job is 
terminated. 

Operator Action ; Ensure that the 
ENABLE/DISABLE switch on the device and/or 
control unit is in the ENABLE position. If 
the problem persists, contact your system 
support personnel. 



212W READ DATA CHECK. 

Explanation; A permanent read data check 
has been detected on the specified tape 
unit. The job is terminated. 

ORerat or _ Action: Clean tape unit 

read/write heads and rerun the job. If the 

error persists, contact your system support 
personnel. 



21711 NO RECORD FOOHD. 

Explanation ; The indicated condition has 
occurred on the specified direct access 
device. The job is terminated. 

Operator Action ; If the problem persists, 
contact ■"our s'^stem su^'^ort T»oi^soBnel = 



218W INVALID ERROR. 

Explanation ; An invalid error return has 
occurred. The job is terminated. 

Operator Action ; Rerun the job. If the 
problem persists, contact your system 
support personnel. 



219H HRONG ERROR. 

Explanation : The error return is valid but 

is not associated with the specified 

device. The job is terminated. Probable 
hardware error. 

Ope r ator Action ; Rerun the job. If the 
problem persists, contact your system 
support personnel. 



220H CHAN. CTRL. ERROR. 

Explanation ; A channel control check has 
occurred on the specified channel. The job 
is terminated. Probable hardware error. 
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Ct3©^s.^c2r Mc1i3.cn! 



Peruii the job» If the 
execute the SEBEP program 
output available before 



error persists, 
and have the 
contacting your system support personnel 



221W INTERFACE EBEOH. 

Explanation : in interface control check 
has occurred on the specified channel. The 
job is terminated. Probable hardware 
error . 

Operator Action ; Berun the job. If the 
error persists, execute the SEEEP program 
and have the output available before 
contacting your system support personnel. 



222W CHAN. DATA CHECK. 



Operator Action : Berun the job. If the 
problem persists, do the following before 
contacting your system support personnel: 

• If running under CHS, or standalone 
under CP, issue the CP DOMP command to 
dump all of virtual storage and the 
virtual registers to a printer. Save 
the dump output. 

• If running standalone on a bare machine, 
take a standalone dump and save the 
output. 



226W DNIT EXCEPTION. 

Explanation : A unit exception has occurred 
on the specified unit. The job is 
terminated. 



Explanation; A channel data check has 
occurred on the specified channel. The job 
is terminated. Probable hardware error. 

Operator Action : Berun the job. If the 
error persists, execute the SEBEP program 
and have the output available before 
contacting your system support personnel- 



223W DASD OVEBFLOW. 

Explanation ; An "overflow incomplete" 
condition has occurred on the specified 
direct access device. The job is 
terminated. Probable hardware error. 

Operator Action ; Berun the job. If the 
problem persists, contact your system 
support personnel. 



224W PBOGBAH CHECK. 

t 

Explanation ; A program check has occurred 
due to an incorrect channel command word 
(CCW) . The job is terminated. 

Operator Action; Berun the job. If the 
problem persists, do the following before 
contacting your system support personnel; 



Have the associated control cards 
output listing available. 



and 



If running under CHS, or standalone 
under CP, issue the CP DOHP command to 
dump all of virtual storage and the 
virtual registers to a printer. Save the 
dump output. 

If running standalone on a bcire machine, 
take a standalone dump and save the 
output. 



225B PBOTECTION CHECK. 

Explanation : A protection check has 
occurred on the specified device. The job 
is terminated. 



Operator Action : None. 



227W IHCOBBECT LENGTH. 

Exp l anation : The indicated condition has 
occurred on the specified unit. The job is 
terminated. 

Operator Action ; Berun the job. If the 
problem persists, contact your system 
support personnel. 



228W CHAINING CHECK. 

Explanation : A chaining check has occurred 
on the specified channel. The job is 
terminated. Probable hardware error. 

Operator Action ; Do the following before 
contacting your system support personnel; 

• If running under CHS, or standalone 
under CP, issue the CP DOHP command to 
dump all of virtual storage and the 
virtual registers to a printer. Save the 
dump output. 

• If running standalone on a bare machine, 
take a standalone dump and save the 
output. 



229W COHHAND SEQ. EBB. 

Explanation : An invalid seguence of 
channel command words (CCWs) was issued- 
The job is terminated. Probable hardware 
error. 

Ope r ator Action ; Berun the job. If the 
problem persists, do the following before 
contacting your system support personnel: 

• If running under CHS, or standalone 
under CP, issue the CP DOHP command to 
dump all of virtual- storaae and the 
virtual registers to a printer. Save the 
dump output. 
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If running standalone on a tare machine, 
take a standalone dump and save the 
output . 



230W SEEK CHECK EBBOR. 

Expla nation; An invalid SEEK address was 

issued, or a unit malfunction caused a SEEK 

check. The job is terminated. Probable 
hardware error. 



237H 3 BLANK STRIPS. 

Explanation ; Three blank strips have been 
encountered within one subcell. 

Operator Action : Probable hardware error. 
Call your support personnel. 

Note : This message usually indicates that 
a 2321 failed to "pick" a strip. 



Operator A ction : Berun the job. If the 
problem persists, have the console log and 
input deck available before contacting your 
system support personnel. 



231W WRITE DATA CHECK. 

Expla nation ; A permanent write data check 
has occurred on the specified tape unit. 
The job is terminated. 

Operator Ac tion ; Clean the read/write 

heads of the indicated tape unit and rerun 
the job. If the problem persists, contact 
your system support personnel. 



232H TAPE — LOAD POINT. 

Explanatio n; A "tape at load point" 
condition has occurred on the specified 
tape unit. The job is terminated. 

Operato r Action : None. 



2 3UW MISSING ADB-MAEK. 

Explanat i on ; A "missing address marker" 
condition has occurred on the specified 
device. The job is terminated. 

Operator Action: None. If the problem 
persists, contact your system support 
personnel. 



238W 3 BLANK SOBCELLS. 

Explanation : Three blank subcell s have been 
encountered within a cell. 

OTjerator Action: Probable hardwsrs error. 
Call your support personnel. 

Note; This message usually indicates that 
a 2321 failed to "pick" a strip. 



239W 3 BLANK TRACKS. 

Explanation : Three blank tracks have been 
encountered within one cylinder. 

Operator Action : Probable hardware error. 
If the problem persists, call your support 
personnel. 

Not e; This message usually indicates that 
a 2321 failed to "pick" a strip. 

2a2W INVALID TRK FHT 

Exp l anation : An attempt was made to write 
data exceeding track capacity on the 
specified device. The job is terminated. 

Operator Action : Check your input 

specification and retry. If the problem 

persists, contact your system support 
personnel. 



2it3W WRITE INHIBITED 



235W BLANK TRACK. 

Explana tion: A blank track has been 
encountered on the specified data cell. 

Operator Action ; None. If the problem 
persists, contact your system support 
personnel. 



236W 3 BLANK CYLINDERS. 

Expla n atio n; Three blank cylinders have 
been encountered during the analysis of a 
strip. 

Opera tor A ction ; Probable hardware error. 
Call your support personnel. 

Note; This message usually indicates that 
a 2321 failed to "pick" a strip. 



Explanation ; The WRITE INHIBIT switch is 
probably set ON in the 3330 control unit to 
inhibit execution when the WRITE command is 
encountered. 



Operator Action : Check 
WRITE INHIBIT switch: 



the status of the 



If the WRITE INHIBIT switch is set ON to 
intentionally inhibit execution of WRITE 
commands, follow procedures established 
at your installation. 

If the WRITE INHIBIT switch is set off 
to allow execution of WRITE commands, 
rerun the job. If the problem persists, 
contact your system support personnel. 



2!J9W I/O ERROR, JOB TERMINATED. 

Exp l anation : This message follows all 
messages that describe input/output error 
conditions. 
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100S EBBOB 'nnn' BEADIHG FILE • filename filetype 
fm* 

Explanation ; An error occnrred daring the 
execution of an FSBEAD macro against file 
•filename filetype fm.' For a description 
of error 'nnn' , see the FSBEAD macro in the 
VM/370 CMS Command and Macro Be fere nee, 
GC20-1818. 

Syste m Action ; BC = 8 

Processing stops and returns to CHS. 

Oser Action ; Check the macro description to 
see what type of failure nnn indicates. 
Correct the error and retry. 



200S EBBOB 'nnn' iBITING FILE 'filename filetype 
fm' 

E xplanat ion; An error occurred during the 
execution of an FSWBITE macro against file 
•filename filetype f m. • For a description 
of error 'nnn', see the FSIBITE macro in 
the VH/ 370 CMS Command and Macro Beference, 
GC20-1818. 

System Action; BC = 8 

Processing stops and returns to CHS. 

Oser Action; Check the macro description to 
see what type of failure nnn indicates. 
Correct the error and retry. 



Use r Action; Check the macro description to 
see what type of failure nnn indicates. 
Correct the error and retry. 



500S jsBBOB 'nnn' SBITIHG TO vIBTDAL PSINTEB 

Explanation : An error occurred during the 
execution of a PBIHTL macro to the virtual 
printer. For a description of the return 
code, see PBINTL Macro in VM/370 CHS 
Command and Hacr o Beference , GC20-1818. 

System Action : Processing continues. 

Dser Action ; Check the macro description to 
see what type of failure 'nnn* indicates. 
Correct the error and retry. 



501 S INVALID PABM 'badparm' 
SOMMABY UPDATE PBOGRAM 



PASSED TO SYMPTOM 



Explanation ; The program or EXEC that 
called SOMMABY passed an invalid reguest or 
a problem number not in the format 
PBBnnnnn, where nnnnn must be numeric. If 
a user program or EXEC was being executed, 
correct the parameter being passed to 
SOMMABY and retry. 

System Action : BC = 8 

Execution of the command is terminated. 
The system remains in the same state as 
before the command was issued. 



300S EBBOB 'nnn' 
fm' 



ON FSSTATE 'filename filetype 



Explanatio n; An error occurred during the 
execution of an FSSTATE macro against file 
'filename filetype f m. ' For a description 
of return code 'nnn' , see the FSSTATE macro 
in the YM/370 CMS Command and Macro 
Befere nce, GC20-1818. 

System Action ; BC = 8 

Processing stops and returns to CMS. 

Oser Action; Check the macro description to 
see what type of failure 'nnn' indicates. 
Correct the error and retry. 



aOOS EBBOB 'nnn' CLOSING 'filename filetype fm' 

Explanation : An error occurred during the 
execution of an FSCLOSE macro against file 
'filename filetype fm.' For a description 
of return code 'nnn' , see the FSCIOSE macro 
in the YM/ 370 CMS C ommand and Hacro 
Beference, GC20-1818. 

System Action ; Processing stops and returns 
to CHS. 



Ose r Action ; If PBOB, PEB, or VMFDOHP was 
being executed, collect the console log and 
call your support personnel. If a user 
program or EXEC was being executed, correct 
the parameter being passed to SOHHABY and 
retry. 



502S PBOBLEM 'PBBnnnnn' HOT FOOHD IN SYMPTOM 
SOMMABY 

Explanation ; Problem nnnnn was not found in 
the symptom summary file. 

System Action : BC = 4 

Execution of the command is terminated. 
The system remains in the same state as 
before the command was issued. 

Oser Action : Setry the commanS sapplyinc 
the correct problem number. 
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6011 OPESiND •operand' HOT SECOGHIZED 

Expla nation: The system received a search 
argument that was not recognized by the 
ST&T command. 

S yste m Action; EC = 4 

Execution of the command is terminated. 
The system remains in the same state as 
before the command was issued. 

Us er Action; Eetry the command specifying 
the correct operand (s). 



7001 TYPE 'HELP' OE ENTEB 

Exp lana tion ; You have the opportunity to 
bypass a display of the DDMPSCAN subcommand 
summary. 

Syste m Acti on; Processing continues. 

User Action; If you wish to display a 
summary of DOHPSCAN commands, type HELP. 
Otherwise, press the EHTEE key or its 
equivalent. 



70 IE ENTEE DDHP ND«BEE AND HCDE 

Explanation ; You are required to specify 
the dump number and mode. 

Syste m Action : Processing continues. 

O ser A ction ; Enter the numeric part of the 
dump file name, followed by the disk mode. 

Leading zeros are not reguired, so for 

PEB00056 on the A-disk, enter 56 A- If the 

mode 15 osxtted, A xs assumed uuless you 

are changing dumps within a session, in 
which case the previous mode is used. 



Oser Acti on: Correct the input and retry. 



70 5E EBEOE IN ITEM TABLE 

Explanation : While counting entries in the 
item table, the indicator for the end of 
the table was not found. Indicates that CP 
was unable to write the dump correctly or 
the dump has been damaged. 

Syste m Action : Processing continues. 

Oser Action : Some DOMPSCAN functions may 
still be available. Beware of unlikely 
results. 



7061 'entry name* NOT FOOND IN THE LOAD HAP 

Explanation ; The name displayed was entered 
to request a load map search and display 
function. However, the name was not found 
in the load map. 

System Action : Processing continues. 

Ose r Action ; Hake sure that the entry point 
or module name is correct and retry the 
subcommand supplying the correct module 
name. 



7071 'module' 'page' PAGE NOT VALID 

Explanation ; The page table entry for the 
virtual address page where 'module' was 
initially loaded was marked invalid and so 
could not be displayed. 

Sys tem Action : Processing continues. 

Oser Action: None. 



7021 NON-HEX CHAEACTEE IN CODNT - BETBY 

Explanat ion ; The count field in the input 
line contains a non-hexadecimal character. 

Syste m Action; Processing continues. 

Oser A ctio n; Hake sure the count field 
contains only hexadecimal characters and 
reenter the subcommand. 



7081 PAGE 'page' NOT FOOND IN DDHP 

Explanation ; This virtual address was not 
represented by an entry in the item table. 
This means it was not dumped at the time 
the dump was taken. 

S ystem Action : Processing continues. 

Ose r Action : Try another address. 



7031 NON-HEX CHAEACTEE IN ADDEESS - BETSY 

E xpl anation; The address field contains a 
non-hexadecimal character. 

Syste m Acti on; Processing continues. 

Os er Act ion; Correct the input and retry. 

7041 NON-HEX CHAEACTEE IN ADEEESS - BETBY 

E xp lanation; The address field contains a 
non-hexadecimal character. 

System Act ion ; Processing continues. 



7091 NO VALID SCBOLL ADDEESS 

Exp l anation ; A SCEOLL or SCBOLL request 
must follow some other reguest that 
generates a display that has an address 
associated with it. This has not happened 
yet in this DOHPSCAN session. Note that 
SCBOLL will scroll from the last address 
that was displayed. 

Sys tem Action : Processing continues. 

Oser Action; Enter an address in the arsa 
you wish to examine by using 'DISPLAY 
hexloc' . 



208 



IBM VM/370 System Messages 



DHK 



7101 NON-NUMERIC COUNT CHABACTEB - BETSY 

Explan ation: The count field contains a 
non-numeric character. 

Syste m Action ; Processing continues. 

U ser Action: Correct the input and retry. 

7111 LOOP IN 7MBL0K CHAIN 

Explanation: While searching through the 
VMBLOK chains for entries no end was found 
to the chain. 

Note ; This message will occur if more than 
256 users were logged on the system at the 
time of dump. 

System Action ; Processing continues. 

User Action: May indicate an overlay 
problem. Other DOMPSCAN functions may 
still be available. Continue. 

7121 DEVICE 'cuu' NOT FOUND 

E xplanat ion; On a real or virtual device 
reguest, the specified device was not 
found. 

System Action : Processing continues. 

User Action; Make sure the specified device 
is included in the system that produces the 
dump. Retry the subcommand. 



7131 USER 'userid' VMBLOK NOT FOUND 

Explanat ion: The specified 'userid' was not 
found so the VIO reguest could not be 
honored . 

System Action ; Processing continues. 

U ser Action: None. 

7iai NON-HEX CHARACTER IN INPUT - RETRY 

Explanation : DMMHEX detected a 
nonhexadecimal character. 

Syste m Action ; Processing continues. 

U ser Action: Correct the input and retry. 

7151 NON-HEX CHARACTER IN STRING 

Explanatio n; The input string must consist 
of valid hexadecimal characters or 
asterisks . 

System Action ; Processing continues. 

User Action ; Correct the input and retry. 



7161 STRING 'string' {NOT FOUND | NOT FOUND BEFORE 
END} 

Explanation : The reguested string was not 
found within the limits given or, if 
indicated, before the end of dump was 
reached. 

System Action: Processing continues. 

User Action : Check that the string is as 
you mtenued, and retry the subcommand. 



7171 INVALID FORM OF LOCATE COMMAND 

Exp l anation : The input on a LOCATE command 
was not in the proper format; that is 

Locate string fromhexloc tohexloc 
[ increment! 



w her e; 
string 



to 16 hexadecimal 



is up 

digits 
fromhexloc is an address up to six 
significant digits in length 
not higher than tohexloc 
tohexloc is an address up to six 

digits that is higher than 

fromhexloc 
increment is an optional hexadecimal 

number from 1 to 1000 

Sys tem Action : Processing continues. 

Use r Action : Correct the input format and 
retry the subcommand. 



7181 THIS DUMP HAS NO LOAD 
SUBCOMMAND 



MAP — SEE MAP 



Exp l anation : The compressed load map was 
not found at the end of the dump, possibly 
because HOC MAP was not available to 
VMFDUMP or was invalid. All DUMPSCAN 
functions except DMK? and DMKmmmee are 
still valid. 

Sys tem Action ; RC = 4 
Processing continues. 

User Action ; You may continue to use 
DUMPSCAN except for the DMK? subcommand and 
the DMKmmmee subcommand. If there is a 
valid CP nucleus load map available and if 
the dump is on the A-disk with write 
access, you may use the MAP subcommand to 
add the LOADMAP to the dump. 



7191 ERBOE 'nnn' 
filet ype fm' 



IN 



FSSTATE FILE 'filename 



Explanation ; FSSTATE macro failed to find 
the dump file specified by your reply to 
DMHDSC701E. 

System Action : Processing continues. 
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Oser Action: Consult the YH/370 CBS C owand 
and Mac ro R eference , GC20-1818, for a 
description of error nnn in the FSSTATE 
■aero. Correct the problen and retry. 



7 201 LOAD BAP ALREADY PEESEBT 

E xplanation : The BAP subcoaDand was issued 
against a dump that already had a LOAD BAP 
appended . 

Syste a Action: Processing continues. 

Dser Action : Hone. 

7211 &HABE TABLE IS FULL 

Expl anation; You have run out of space in 
the 6HABE table. The table can hold up to 
32 tokens, either SHABEs or subconaand 
operands. 

Systea Action: Processing continues. 

Oser Act ion : You aay replace a long SHABE 
entry with a shorter one or you aay 
terainate the session and restart. This 
procedure clears out the table. 



800S DATA EXra ACTION FAILURE 

Explanation : Necessary portions of the duap 
file (PSA, syabol table, etc.) cannot be 
read. Control is returned to DBBEDH and 
processing halts. 

Systea Action : IPCS processing halts. 
Control is returned to CBS. The problem 
report is not created. 

Oser Action : Retry the coaaand when the 
cause of the READ failure is deterained. 



soil NOC BAP 'filenaae filetype fa« IS HOT VALID 
FOE THIS DOMP 

Explanation ; The DHKCPEHD address found in 
the duap and the one found in the load aap 
(file HOC BAP) were not the saae, 
indicating a back level load aap. 
Processing in DHBBAP continues. 

Systea Action : Bessages DBBBAP802I and 
DBBNAP806R are subsegnently issued 
reguesting the naae and location of the 
nucleus load aap. 

Dser Action : Respond to aessage DBRBAP806E. 



7 221 IH¥ALID EHTBY INTO &HABE TABLE 

Explanat ion: The 8NAflE subcoaaand has found 
an invalid operand. See restrictions in 
the usage notes for DOflPSCAH. 

Systea Action: Processing continues. 

nggr Act ion: Reissue the subooHaand using 
the correct operand. 

7231 THE DUBP IS NOT OH THE A-DISK 

E xplanation : The BAP subcoaaand reguires 
the duap to be on the A-disk. 

Syste a A ction ; Processing continues. 

Oser Action: Copy the duap to the A-disk of 
your virtual aachine before issuing the BAP 
subcoaaand. 



7 241 {API MP} REGISTER REQUESTED FOB UHIPEOCESSOE 
DOBP 

Explanation : The subcoaaand ABEGS or BREGS 
was issued against a duap taken on a 
aachine running in uniprocessor aode. 

Systea Action : Processing continues. 

Ose r Action ; Verify that you are exaaining 
the correct duap. To see the registers, 
the PSN, etc., issue the REGS coaaand. 



8021 PROCEEDIHG.... 

Explanation : This aessage follows a 
previous error aessage indicating that even 
though an error was encountered, further 
processing will be atteapted. 



Systea Action : Processing 

Message DHMM1P806P. follows. 



continues. 



Ose r Action : Respond to aessage DBBBAP806B. 



803S ERROR "nnn* ATTEBPTIHG TO LOADBOD VBFD0BP2 

Explanation ; VBFDOBP exceeds 6i»K in size; 
thus, it aust be loaded in two sections. 
DBBINI is responsible for loading the 
second section (called VBFDUBP2) as soon as 
DBBEDB aakes the first call to DBBINI. 

Systea A ction : If the LOADBOD is not 
successful, VBFDUBP processing is halted 
iaaediately. 

User Action ; For support instructions refer 
to VB/370 IPCS User's Guide , GC20-1823. 



8041 ERROR IN DATA EXTRACTION 

Explanation ; The text portion of the 
problea report aay not be coaplete due to 
the absence of supporting inforaation (for 
exaaple, NUC BAP A1 does not aatch the 
systea) . This aessage is also issued if 
subroutines, such as DBB6RC, encounter an 
error reading froa the duapfile, or DHBCPA 
cannot recognize the abend code. 
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Syste iB Actionj IPCS processing continues to 
extract as much data as possible. This 
message occurs on the terainal as well as 
in the text portion of the problem report. 

User Action: None. 



8051 xxxxxx ABEHD CODE NOT DOCDBENTED 

Explanation ; This message is issued in 
module DMHCPA if the abend code in the dump 
does not compare with any abend code in the 
lookup table. 

System A ctio n; Processing continues. 

Oser Action ; Either the abend code in the 
dump is overlaid or an unknown abend code 
has been generated. Call your support 
personnel. 



8091 EEOOESTED ADDRESS NOT IN DDHP 

Expla nation; An address passed to the dump 
record read routine could not be found in 
the dump. Probably caused by a storage 
overlay or an invalid register address in 
the dump. 

Syst em Action ; IPCS data extraction 
continues to gather dump information on a 
limited basis depending on the nature of 
the error. 

User Acti on; None. 



8101 ERROR 'nnn* READING FILE 'filename filetype 
fm' 

Exp l anation ; An error occurred trying to 
read either NDC HAP or the file you 
specified in reply to message DMMHAP806R. 



806R ENTER 'filename filetype fm' 
LOAD MAP OR NOLL LINE 



OF NOCLEOS 



Explanation ; This message is issued after 
it is determined that file NDC HAP A is not 
found or invalid. 



System A ction ; Processing halts 
system waits for a reply. 



and the 



D ser Actio n; Enter the filename, filetype, 
and filemode of the nucleus load map that 
corresponds to the level of the dump being 
processed. If the information is not 
available, a 'null' entry will cause 
processing to continue on a limited basis. 
If a null entry is made, the sorted, 
compressed load map will not be appended to 
the dump. 



8071 UNABLE TO LOCATE 'filename filetype 
filemode' 

Explanati on; After you responded to message 
DMMMAP806R, DMHMAP was unable to locate the 
filename entered. 

S yste m Acti on; Processing continues. 
DHMHAP806R is reissued. 

User Action; Respond to message DMHHAP806R 
with name and location of the nucleus load 
map. 



i08I NUCLEUS MAP INVALID 
filemode' 



'filename filetype 



Explanat ion; Issued after you respond to 
message DMMMAP806R and the address of 
DHKCPEND in the dump does not correspond to 
the address of DHKCPEND in the load map. 

Syste m Act ion; Processing continues. 
Message DMMHAP806E is reissued. 

User Action: Respond to DMMHAP806B with 
name and location of the nucleus load map. 



System Action ; Processing continues. 

Use r Action : For an explanation and 
detailed description of error nnn see the 
FSREAD macro in the VH/370 CHS Command and 
Macro Reference , GC20-1818. Correct the 
error and reply to the following DMMHAP806R 
message with the file id or null. 



8501 UNABLE TO READ DUMP FROM READER 

Exp l anat ion: The VMFDUMP command was unable 
to read the 3704/3705 dump or the system 
abend dump from the CP spool file through 
the CMS card reader. This could be 
because: 

• The reader is not at address OOC, 

• The reader at OOC is already in open 
status from a previous operation, or 

• The device in the virtual machine at OOC 
is not a CP spool card reader device. 

User Action ; Verify that the virtual 
machine configuration is correct for 
performing a VMFDUMP operation and that the 
card reader at OOC is a spool card reader 
in closed status. 



8511 TEN DUMP FILES ALREADY EXIST 

Exp l anation ; The command has not been 
executed because ten dump files with names 
DUMPOO through DUMP09 already exist on the 
CMS disk being accessed. 

Sys tem Ac tion ; The command is terminated. 

User Action ; Purge one or more of th e 
unwanted dump files or rename any of the 
existing dump files using the CMS RENAME 
command. Reissue the command so that the 
dump file can be automatically created. 
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8521 FATAL I/O ERROR WRITING DOMP 

Explanation; An recoverable I/O error 
occurred during the writing of the 
370U/3705 dunp or the systea abend duBp on 
the CHS disk being accessed. The aessage 
is preceded by CMS error messages for the 
disk function. 

Oser Acti on; Reissue the command after 
taking action to bypass the I/O errors on 
the CMS disk being accessed. 



8 531 NO DOMP FILES EXIST 

E xpla nation; The VMFDOMP command was 
specified, and the return from the CP 
interface indicates that no dump files 
exist for this user. 

Oser Action ; Verify that the dump files 
produced by the CP system have the userid 
and the class reguired, and that this 
user's userid and class on the card reader 
match that of the dump, so that' a dump file 
can be read. If no dump files exist, 
VMFDOMP does not have to be issued. If the 
dump file exists under a different userid, 
have the operator transfer that file to the 
required userid, so that it can be 
Also, verify that the input 
the spool card reader at OOC is 
so that it can read the dump 



accessed, 
class of 
class D, 
files . 



Oser Action ; Take corrective action to 
bypass the I/O error. Then reissue the 
command reguesting to print the dump 
previously loaded onto the disk. 



86 IE DOMP FILE 'filename* NOT FOOND 

Explanation : The command was specified 
reguesting a printout of a specific dump 
file, and that file could not be found on 
the CMS disks that were currently accessed. 

Oser Action ; Verify that the correct dump 
file was specified and that the correct 
disks are accessed by CHS. Then reissue 
the command, reguesting the specified dump 
file. 



863E INVALID PARAMETER - parameter 

Explanat ion; The command was specified with 
a list of options, one of which is not 
recognized by the command. 

System Action ; The command is not executed. 

Oser Action ; Reissue the command; specify 
only valid options as defined in the 
command syntax. 



8641 PAGE REFERENCED HOT AVAILABLE WHILE EDITING 
xxxxxxxx 



8501 FATAL I/O ERROR READING DOMP 

Explana t ion ; During the reading of the dump 



L.UC v,riO uxsn, ail uuj.i=v<u 



T /n 

error occurred. This message is preceded 
by a CMS message indicating the disk 
failure. 



Explanation ; During the format dump phase 
of the VMFDOMP command, a page was 
referenced in one of the CP control blocks 
(identified by 'xxxxxxxx'), and that page 
is net available because it is fce'^cnd the 
range of the CP nucleus. 

System Action ; VMFDOMP attempts to continue 
formatting at the next valid control block. 

Oser Action ; No action can be taken on the 
part of the user to circumvent this problem 
since it usually indicates CP system 
software failures that caused the 
addressing of unreferenced pages. 
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Below is an alpabetical listing of CP, CHS, BSCS, and IPCS 
commands and VH/370 service programs, together with their 
associated messages. Under each command, the messages are 
listed in message-namber seguence within module code. 

Note ; These messages are not prefixed by program numbers, 
refer to the message section of this book to establish 
ownership. 

CP Message Summary 

ACNT 

DHKAC0425E I/O EEEOE DDBIMG ACCODHTING 
DMKCPV003E INVALID OPTION - option 
DHKCP7007E INVALID OSEBID - userid 
DHKCPV020E OSEBID HISSING OE INVALID 
DHKCPVOaSE userid NOT LOGGED ON 
DMKCPV143E type raddr IN DSE BY SYSTEH 

ADSTOP 

DMKCFD004S INVALID HEXLOC - hexloc 
DHKCFD026E OPERAND MISSING OE INVALID 
DMKCFD160E HEXIOC hexloc EXCEEDS STORAGE 
DHKCFD164E HEXLOC hexloc NON-ADDRESSABLE STORAGE 
DMKVHA181E SHARED SYSTEH name REPLACED WITH NON- SHARED COPY 

ATTACH 

DMKSSS071E DEVICE NOT AVAILABLE - HSS CANNOT BE ACCESSED 

DMKSSS072E DEVICE NOT AVAILABLE - 'raddr' NOT PROPER TYPE 

DMKSS0074E HISSING INTEBRDPT - DEVICE 'raddr' 

DHKSSS075E DEVICE 'raddr' IS NOT AVAILABLE 

DMKSSS078I HSS MOONT PROCEEDING FOR VOLUHE 'volid' 

DHKSSS438E DEVICE IS NOT AVAILABLE FOR ATTACH 

DHKSST070E shared-status HSS DEVICE NOT AVAILABLE 

DHKSST072E DEVICE NOT AVAILABLE - 'raddr' NOT PROPER TYPE 

DHKSST073E HSS DEVICE NOT AVAILABLE - REASON CODE xx 

DHKSST078E HSS HODNT PROCEEDING FOR VOLOHE 'volid' 

DMKVDA003E INVALID OPTION - option 

DHKVDA006E INVALID DEVICE TYPE - addr 

DMKVDA020E OSEEID HISSING OR INVALID 

DHKVDA021E RADDR MISSING OR INVALID raddr 

DHKVDA022E VADDR HISSING OR INVALID vaddr 

DMKVDA023E VOLID MISSING OR INVALID 

DHKVDA034E CHANUEL HISSING OB INVALID 

DHKVDAOaOE DEV addr DOES NOT EXIST 

DMKVDA045E userid NOT LOGGED ON 

DMKVDA046E type raddr OFFLINE 

DMKVDA120E type raddr NOT ATTACHED; userid vaddr ALREADY DEFINED 

DMKVDA121E type raddr NOT ATTACHED TO userid 

DHKVDA122E type raddr ALREADY ATTACHED to userid 

DMKVDA123E DASD raddr CP OWNED 

DHKVDA124E DASD raddr IN DSE BY nnn OSEBS 

DMKVDA125E DASD raddr VOLID volid ALREADY ATTACHED TO SYSTEM 

DMKVDA126E DASD raddr EBBOR READING VOLID 

DHK7D1127E DASD raddr VCLTD volid DOES NOT HATCH 

DHKVDA128E DASD raddr ERROR BEADING ALLOCATION RECORD 

DMKVDA131E INSOFFICIEHT FREE STORAGE AVAILABLE FOR ATTACH REQUEST 

DMKVDA133E DASD raddr NOT READY 

DHKVDA134E type vaddr NOT ATTACHED; CHAN x DEDICATED 

DMKVDA139E DASD raddr NOT ATTACHED; 3330V NOT ACCEPTED AS SYSTEM VOLUME 

DHKVDAU2E type raddr NOT DRAINED 

DHKVDA143E type raddr IN DSE BY SYSTEH 

DMKVDA151I DASD (addr) NOT ATTACHED, BDSY PERSISTS, IOBSTAT=xx, I0BCSW+4=yyyy 
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ATTACH CHANNEL 

DHKVCH034E CHANNEL MISSING OB INVALID 

DMKVCH0U8E CHANNEL X DOES NOT EXIST 

DMK7CH129E CHANNEL X DEVICES IN DSE 

DMKVCH132E CHANNEL X ALBEADY DEFINED BY userid 

DMKVDA020E USERID MISSING OB INVALID 

DMKVDA045E userid NOT LOGGED ON 

ADTOLOG 

DMKALG059E ADTOLOG FAILED FOB userid - 

{IPL MISSING I IPL FAILEDI ACCOUNTING EREOR} 
DMKALG115E AUTOLOG INVALID; EXCESSIVE INCORRECT PASSWORDS 

BACKSPAC 

DMKCS0003E INVALID OPTION - option 

DMKCSO006E INVALID DEVICE TYPE - addr 

DMKCS0021E RADDE MISSING OR INVALID 

OMKCSOOtlOF DEV addr DOES NOT EXIST 

DMKCSO046E type raddr OFFLINE 

DMKCS0110E type raddr ATTACHED TO userid 

DMKCS0141E type raddr NOT ACTIVE 

DHKRSE240E PRT cuu, FCB-FORMS MISMATCH, FILEID nnn {HELD| PURGED} 

DMKfiSE241E PRT cuu, INVALID LOAD MODULE mmmm SPECIFIED, 

FILE nnnn {HELD| PURGED} 

DMKRSE242I PRT cuu (3800) INTERVENTION REQD, STATUS CODE cc 

DHKRSE252I PRT cuu, FILE nnnn REQUEUED AND HELD 

DMKRSE255I PRT cuu, PAGE BUFFER DESTROYED, BACK UP PAGE COUNT = nnnn 

BEGIN 

DMKCFC004S INVALID HEXLOC - hexloc 

CHANGE 

DMKCSU003E INVALID OPTION - option 

DMKCSn006E INVALID DEVICE TYPE - addr 

DMKCSU008E INVALID SPOOLID - spoolid 

DMKCSU013E CONFLICTING OPERAND - operand 

DMKCSU026E OPERAND MISSING OR INVALID 

DHKCSD027E SPOOLID MISSING OR INVALID 

DMKCSU028E CLASS MISSING OB INVALID 

DMKCSU029E FNAME FTYPE MISSING OR INVALID 

DHKCSUOSGE COPIES KISSING OH INVALID 

DMKCSU032E DIST CODE MISSING OR INVALID 

DMKCS0035E DEVICE TYPE MISSING OR INVALID 

DMKCSU042E SPOOLID nnnn DOES NOT EXIST 

DMKCSU243E FLASH MISSING OR INVALID 

DMKCSU245E CHARS MISSING OB INVALID 

DMKCSU246E FCB MISSING OR INVALID 

DMKCSD253E MODIFY HISSING OR INVALID 

CLOSE 

DMKCSP003E INVALID OPTION - option 

DMKCSP006E INVALID DEVICE TYPE - addr 

DMKCSP013E CONFLICTING OPERAND - operand 

DMKCSPG22E VADDR MISSING OR INVALID 

DMKCSP029E FNAME FTYPE MISSING OR INVALID 

DMKCSP032E DIST CODE MISSING OR INVALID 

DMKCSPOUOE DEV addr DOES NOT EXIST 

COUPLE 

DMKDIA006E INVALID DEVICE TYPE - addr 
DMKDIA011E INVALID DEVICE TYPE - userid vaddr 
DMKDIA020E USERID MISSING OR INVALID 
DMKDIA022E VADDR MISSING OR INVALID 
DMKDIA040E DEV addr DOES NOT EXIST 
DMKDIA045E userid NOT LOGGED ON 
DHKDIA047E userid vaddr DOES NOT EXIST 
DMKDIA058E CTCA vaddr BUSY ON userid 

DCP 

DHKCDB003E INVALID OPTION - option 

DMKCDB004S INVALID HEXLOC - hexloc 

DMKCDB009E INVALID RANGE - range 

DMKCDB010E INVALID REGISTER - register 

214 IBM VM/370 System Messages 



DHK 



DCP (continued) 

DMKCDB026E 0PE1A5D MISSIBG OB INVALID 
DHKCDB033E HEXLOC MISSIHG OE INVALID 
DHKCDB160E HEXLOC hexloc EXCEEDS STORAGE 



DDR 



DHKDDB700E 
DMKDDR701E 
DHKDDR702E 
DMKDDE703E 
DMKDDR70'tE 
DHRDDR705E 

DHKDDR705E 

DHKDDR707E 
DHKDDR708E 
DMKDDR709E 
DMKDDR710A 
DHKDDR711R 

DHKDDR712E 
DHKDDR713E 
DBKDDR714E 
DMKDDR715E 
DHKDDR716R 

DHKDDR717R 

DMKDDR718E 
DHKDDE719E 
DHKDDE720E 
DMKDDR721E 
DHKDDR722E 
DHKDDE723E 
DHKDDR724E 
DHKDDR725R 

DHKDDR726E 
DMKDDE727E 
DHKDDE756E 



INPUT OHIT IS NOT A CPVOL 

INVALID OPEEAND - xxxxxx 

CONTROL STATEHEHT SEQnENCE EREOE 

OPEEAND MISSING 

DEV CUU NOT OPERATIONAL 

xO riXSQUti «^uu v^^W uc>« ariana seusts 

INPUT bbcchh OOTPOT bfccchh CCW ccw 

10 EEBOR CUU CSW CSV SENSE sense 

INPUT bbcchh OUTPUT {bbcchh | nnnnnn} CCW ccw 

MACHINE CHECK RUN SEEEP AND SAVE OUTPUT FOB CE 

INVALID INPUT OE OUTPUT DEFINITION 

WRONG INPUT TAPE MOUNTED 

DEV cua INTERVENTION REQUIRED 

VOLID READ IS irolia2 {NOT volidi} 

DO YOU WISH TO CONTINUE? RESPOND YES NO OR REREAD: 

NUMBER OF EXTENTS EXCEEDS 20 

OVEELAPPING OE INVALID EXTENTS 

RECORD bbcchh NOT FOUND ON TAPE 

LOCATION bbcchh IS A FLAGGED TRACK 

HO V0L1 LABEL FOUND {FOR xzxzxx} DO YOU WISH TO CONTINUE? 

RESPOND YES OR HO CB REREAD: 

DATA DUMPED FROM volidi TO BE RESTORED TO volia2. 

DO YOU WISH TO CONTINUE? RESPOND YES HO OB BEREAD: 

OUTPUT UNIT IS FILE PROTECTED 

INVALID FILE NAME OE FILE HOT FOUHD 

EEROE IN routine 

RECORD cchhr SOT FOUND 

OUTPUT UNIT NCT PROPERLY FORMATTED FOR THE CP NUCLEUS 

NO VALID CP NUCLEUS ON THE INPUT UHIT 

IHPUT TAPE COHTAIHS A CP HUCLEUS DUMP 

ORIGIHAL INPUT DEVICE WAS (IS) LARGER THAN OUTPUT DEVICE. 

DO YOU WISH TO CONTIHUE? RESPOND YES OR NO: 

MOVING DATA INTO THE ALTERNATE TRACK CYLINDER (S) IS PROHIBITED 

FLAGGED TRK XXXXXXXXXX HAS NO PROPER ALTERNATE; SKIPPING THIS TRK 

PROGRAM CHECK PSH = psw 



DEFINE 

DHKDEP003E INVALID OPTION - option 

DMKDEF022E VADDR MISSIHG OR INVALID 

DMKDEF024E CYLS HISSING OR INVALID 

DMKDEF024E {CYLSjBLKS} MISSING OR IHVALID 

DMKDEF025E STORAGE MISSING OR INVALID 

DMKDEF026E OPERAND MISSIHG OR IHVALID 

DMKDEF040E DEV addr DOES HOT EXIST 

DHKDEF091E DASD vaddr HOT DEFINED; TEMP SPACE NOT AVAILABLE 

DMKDEF092E DEV vaddr HOT DEFIHED; type vaddr ALREADY DEFIHED 

DHKDEF094E STORAGE EXCEEDS ALLOWED MAXIMUM 

DMKDEF095E DEV vaddr HOT DEFINE; INSUFFICIEHT FREE STORAGE 

DHKDEF136E DEV vaddr HOT DEFIHED; CHAH X DEDICATED 

DETACH 

DMKVDD006E IHVALID DEVICE TYPE - addr 

DMkVDD020E USERID MISSIHG OE IHVALID 

DMKVDD021E EADDB MISSIHG OE IHVAIID raddr 

DHKVDD022E VADDB MISSING OR INVALID vaddr 

DBKVDDOtJOB DEV addr DOES HOT BUST 

DMKVDD045E userid NOT LOGGED ON 

DMKVDDOaSE type raddr OFFLIHE 

DMKVDD121E type raddr HOT ATTACHED to userid 

DHKVDD123E DASD raddr CP OWHED 

DHRTDDIZiJE DASD raddr IN USE BY nnn USEES 

DMKVDD135E type vaddr KOI DETACHED; CHAH X DEDICATED 

DMKVDD140E type raddr ATTACHED TO userid 

DMKVDD142E type raddr HOT DEAIHED 

DDaKVDia3E type raddr IN USE BY SYSTEM 
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DETACH CHAHNEL 

DMKVCH034E CHAHNEL MISSING OB INVALID 

DMKVCH048B CHANNEL X DOES NOT EXIST 

DMKVCH130E CHANNEL X NOT ATTACHED TO userid 

DHKVCH138E CHANNEL X NOT ATTACHED; INSUFFICIENT STORAGE 

DHKVDD020E OSEBID MISSING OB INVALID 

DMKVDD034E CHANNEL HISSING OB INVALID 

DIAL 

DMKDIA011E INVALID DEVICE TYPE - userid vaddr 
DHKDIA020E OSEBID MISSING OB INVALID 
DMKDIA022E VADDE MISSING OR INVALID 
DMKDIA045E userid NOT LOGGED ON 
DMKDIA047E userid vaddr DOES NOT EXIST 
DMKDIA055E LINE (S) NOT AVAILABLE ON userid 
DMKDIA056E LINE vaddr BDST ON userid 
DMKDIA098E DEV rid MODE SWITCH NOT POSSIBLE 
DHKT)IA206E CRWVOT CONNECT TO HOST VTBTDSI, MACHINE 
DMKDIA707A DIAL FUNCTION NOT AVAILABLE 

DIRECT 

DMKDIR751E INVALID OPEBAND - XXXXXX 

DMKDIR752E STATEMENT SEQUENCE EEEOB FOLLOWING USER user 

DMKDIB753E OPERAND MISSING 

DMKDIS754E DEV cuu NOT OPERATIONAL 

DMKDIR755E 10 ERROR cuu CSH csw SENSE sense 

DMKDIR756E PROGRAM CHECK PSW = psw 

DMKDIB757E MACHINE CHECK BON SEEEP AND SAVE OUTPUT FOR CE 

DMKDIR758E DUPLICATE UNIT DEFINITION 

DHKDIR760E NOT ENOUGH SPACE ALLOCATED FOR DIRECTORY 

DMKDIR761E VOLID BEAD IS volidi NOT Volid2 

DMKDIR762E DIRECTORY STATEMENT MISSING 

DMKDIH763E INVALID FILENAME OB FILE NOT FOUND 

DHKDIR76aE EEEOB IN routine 

DISABLE 

DMKCPV003E INVALID OPTION - option 
DMKCPV006E INVALID DEVICE TYPE - addr 
DMKCPV021E RADDR MISSING OR INVALID 
DMKCPV026E OPERAND MISSING OR INVALID 
DHKCFVOhOE DEV addr DOES HOT EXIST 
DMKCPV0a6E type raddr OFFIINE 
DMKCPVmOE type raddr ATTACHED TC userid 

DISCONN 

DMKOSO003E INVALID OPTION - option 

DISPLAY 

DMKCDM003E INVALID OPTION - option 
DMKCDM004S INVALID HEXLOC - hexloc 
DMKCDM009E INVALID RANGE - range 
DMKCDM010E INVALID REGISTER - register 
DMKCDM026E OPERAND MISSING OB INVALID 
DHKCDM160E HEXLOC hexloc EXCEEDS STOEAGE 

DMCP 

DMKCDM003E INVALID OPTION - option 

DHKCDHOOUS INVALID HEXLOC - hexloc 

DMKCDM009E INVALID EANGE - range 

DMKCDM033E HEXLOC MISSING OR INVALID 

DHKCDM160E HEXLOC hexloc EXCEEDS STORAGE 

DRAIN 

DHKCS0003E INVALID OPTION - option 

DMKCSO006E INVALID DEVICE TYPE - addr 

DMKCS0021E RADDR HISSING OB INVALID 

DHKCSO040E DEV addr DOES NOT EXIST 

DHKCSO046E type raddr OFFLINE 

DMKCS0140E type raddr ATTACHED TC userid 
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DMKCDH003E INVALID OPTIOH - option 

DMKCDH004S INVALID HEXLOC - hexloc 

DHKCDH009E INVALID RANGE - range 

DHKCDM033E HEXLOC HISSING OH INVALID 

DMKCDH060E DUMP FAILED; VIETDAL EEINTEE UNAVAILABLE 

DHKCDH061E DUMP FAILED; VIRTUAL PEINTEE EREOE 

DMKCDM160E HEXLOC hexloc EXCEEDS STORAGE 

ECHO 

None. 

ENABLE 

DMKCPV003E INVAIID OPTICS - option 
DMKCPV006E INVALID DEVICE TYPE - addr 
DMKCPV021E EADDR HISSING OR INVALID 
DMKCPV026E OPERAND HISSING OR INVALID 
DHKCPVOaOE DEV addr DOES NOT EXIST 
DHKCPV046E type raddr OFFLINE 
DHKCPV140E type raddr ATTACHED to userid 

EXTERNAL 

DHKCPB005E INVALID HEXDATA - hexdata 

FLUSH 

DHKCSO003E INVALID OPTION - option 
DHKCS0006E INVALID DEVICF TYPE - addr 
DMKSC0013E CONFLICTING OPERAND - operand 
DMKCSO021B RADDR MISSING OR INVALID 
DMKCSOOaOE DEV addr DOES NOT EXIST 
DHKCS0046E type raddr OFFLINE 
DMKCSOltJOE type raddr ATTACHED TO userid 
DMKCSOiaiE type raddr NOT ACTIVE 

FORCE 

DHKUS0003E INVALID OPTION - option 
DHKUS0020E USERID HISSING OR INVALID 
DMKUSO0U5E userid NOT LOGGED ON 

FREE 

DHKCSP006E INVALID DEVICE TYPE - addr 
DHKCSP007E INVALID USERID - userid 
DMKCSP020E USERID MISSING OR INVALID 
DHKCSP053E userid NOT IN CP DIRECTORY 

HALT 

DHKCPS021E RADDR MISSING OR INVALID 
DHKCPS040E DEV addr DOES NOT EXIST 
DMKCPS144W type vaddr RESET BY userid 

HOLD 

DMKCPI958I ATTACHED PROCESSOR NOT OPERATIONAL 
DHKCPI959H ATTACHED PROCESSOR NOT ONLINE 
DHKCSP006E INVALID DEVICE TYPE - addr 
DHKCSP007E INVALID USERID - userid 
DHKCSP020E USERID HISSING OR INVALID 
DHKCSP053E userid NOT IN CP DIRECTORY 

DMKTCS2aOE PRT cuu, PET FCB-FOEHS HISHATCH, FILEID nnnn {HELD| PURGED} 
DMKTCS2mE PET CUu, INVALID LOAD MODULE mmmm SPECIFIED, 
FILE nnnn {HELD| PURGED} 

INDICATE 

DHKTHI002E INVALID OPERAND - operand 
DHKTHI003E INVALID OPTION - option 
DHKTHI026E OPERAND MISSING OR INVALID 
DMKTHI045E userid NOT LOGGED ON 

I PL 

DHKCFG002E INVALID OPERAND - operand 
DHKCFG003E INVALID OPTION - option 
DHKCFG013E CONFLICTING OPTION - option 
DHKCFG022E VADDR HISSING OR INVALID 
DMKCFG026E OPERAND MISSING OH INVALID 
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I PL (continued 
DMKCFGOUOE 
DMKCFG044E 
DHKCFG083E 
DMKCFG170E 
DMKCFG171E 
DMKCFG172E 
DHKCFG173E 
DMKCFG174E 
DHKCFG177E 
DMKCFG203E 
DMKCLK437E 
DMKCLK970H 
DMKCPI185E 
DMKCPI913I 
DHKCPI958I 
DMKCPI959H 
D !5KVKI022E 
DHKVHI230E 
DMKVMI231E 
DMKVMI232E 
DMKVMI233E 
DMKVMI234E 



) 

DEV addr DOES HOT EXIST 

SYSTEM naae DOES MOT EXIST 

VMSAVE AREA DOES SCT COHTAIN A VALID SAVED SYSTEM 

SYSTEM name EXCEEDS SIOBAGE 

SYSTEM name VCIID volid HOT MOUNTED 

SYSTEM name DASD vaddr INCOMPATIBLE SYSRES 

SYSTEM name REQOIFES DASD vaddr 

PAGING I/O ERROR; IPL FAILED 

P&SM EXCEEDS 64 CBAPACTERS 

V=R AREA REQOIRES IPL BY DEVICE ADDRESS 

NO DASD SPACE AVAILABLE - IPL TERMINATED 

TOD CLOCK SYNC CHECK RECEIVED 

ECPS LEVEL XX DOES NOT MATCH CP LEVEL yy 

CP OWNED VOLID xxxxxx INVALID FOR 3330V 

ATTACHED PROCESSOR NOT OPERATIONAL 

ATTACHED PROCESSOR NOT ONLINE 

7RDDH HISSING OB IHVillD 

IPL SIO ERROR 

IPL TIO ERROR 

IPL UNIT ERROR; CSR xxzxxxxx xxxxxxxx SNS xxxxxxxxxxxx 

IPL OVERLAY ERROR 

IPL SENSE ERROR 



JOURNAL 

DMKJRL145I USERID: userid AT term-raddr ilTH INVALID PASSWORD NO. xxx (pswd) 
HAS VIOLATED TEE LIMIT OF yyy [,A=auseridl 



LINK 

DMKLNK020E 
DMKLNK022E 
DMKLNK052E 
DMKLNK053E 
DMKLNK101H 
DMKLNK102H 
DMKLHK103H 
DHKLNK104E 
DMKLHK105E 
DMKLNK106E 
DMKLNK107E 
DMKLNK108E 
DMKLNK109E 
DMKLNK110E 
DMKLNK111E 
DMKLNK112E 
DHKLNK113E 
DMKLNKIiaE 
DMKLHK115E 
DMKLNK116E 
DMKLNK117E 
DMKLNK118E 
DHKLNK119E 
DMKLNK137E 
DMKLNK139E 
DMKLNK281I 
DMKSSS071E 
DMKSSS073E 
DHKSSS078I 
DMKSST070E 
DMKSST072E 
DMKSST073E 
DMKSST078E 



USERID MISSING OR INVALID 

VADDR MISSING OR INVALID 

ERROR IN CP DIRECTORY 

QSerid NOT IN CP DIRECTORY 

DASD vaddr FORCED R/O; R/O BY nnn USERS 

DASD vaddr FORCED R/O; R/W BY nnn USERS 

DASD vaddr FORCED B/O; R/W BY nnn USERS; R/O BY nnn USERS 



userid vaddr NOT LINKED 
userid vaddr NOT LINKED 
userid vaddr NOT LINKED 
userid vaddr NOT LINKED 
userid vaddr hot LINKED 
userid vaddr NOT IINKED 
userid vaddr NOT LINKED 
userid vaddr NOT LINED; 
userid vaddr NOT LINKED 
userid vaddr NOT LINKED 
userid vaddr NOT LINKED 



R/O BY nnn USERS 

R/W BY nnn USERS 

R/i BY nnn USERS; R/O BY nnn USERS 

NOT IN CP DIRECTORY 

fOLID volid SOT nOOHxsD 

INVALID LINK DEVICE 

type vaddr ALREADY DEFINED 
NO BEAD PASSWORD 

NO WRITE PASSWORD 

NO MULT PASSWORD 

PASSWORD INCORRECT 
LINK INVALID; EXCESSIVE INCORRECT PASSWORDS 
USERID XXX NOT LINKED; CP DIRECTORY IN USE 
USERID USERID NOT LINKED; VOLID volid CONFLICT 
userid raddr NOT LINKED; COMMAND FORMAT HOT VALID 
USERID vaddr HOT LINKED; INSUFFICIENT FREE STORAGE 
DASD vaddr NOT LINKED; CHAN x DEDICATED 

DASD addr NOT LINKED; 3330V NOT ACCEPTED AS SYSTEM VOLUME 
MSS VOL $ NOT LINKED; DEMNT IN PROCESS, RETRY 
DEVICE NOT AVAILABLE - MSS CANNOT BE ACCESSED 
DEVICE NOT AVAILABLE - MSS ERROR 
MSS MOUNT PROCEDDING FOR VOLUME •volid" 
shared-status MSS DEVICE HOT AVAILABLE 
DEVICE NOT AVAILABLE - 'raddr' NOT PROPER TYPE 
MSS DEVICE NOT AVAILABLE - REASON CODE XX 
MSS MOUNT PROCIEDISG FOR VOLUME 'volid' 



LOADBUF 

DMKCSB003E INVALID OPTIOH - option 
DHKCSB006E INVALID DEVICE TYPE - addr 
DMKCSB013E CONFLICTIHG OPERAND - operand 
DMKCSB021E RADDR MISSING OR INVALID 
DMKCSB026E OPERAND MISSING OR INVALID 
DMKCSB031E BUFFER HISSING OR INVALID 
DMKCSB036E INDEX HISSING OR INVALID 
DMKCSB046E type raddr OFFLINE 
DMKCSBOiiOE DEV addr DOES NOT EXIST 



218 IBM VM/370 System Messages 



DHK 



LQADBDF {continued) 

DMKCSB043E BUFFER name DOES SOT EXIST 
DMKCSB140E type raddr ATTACHED TO userid 
DMKCSB142E type raddr HOT DBAIKED 
DMKCSB148E type raddr BDFFEB LOAD name FAILED 

LOADVFCB 

DMKCSB006E INVALID DEVICE TYPE - addr 
DHKCSB022E 7ADDE MISSING OR IH7AIID 
DMKCSB026E OPERAND MISSING OE INVALID 
DMKCSB031E BOFFEB MISSING OB INVALID 
DMSCSB036E INDEX MISSING OB INVALID 
DMKCSB040E DEV addr DOES NOT EXIST 
DHKCSB043E BUFFER name DOES NOT EXIST 

LOCATE 

DMKCFD021E RADDB MISSING OE INVALID 
DMKCFD022E VADDR MISSING OR INVALID 
DMKCFD026E OPERAND MISSING OB INVALID 
DMKCFDOUOE DEV addr DOES NOT EXIST 

LOCK 

DMKCPV004S INVALID HEXLOC - hexloc 
DMKCPV009E INVALID BANGE - range 
DMKCPV020E QSEBID HISSING OB INVALID 
DHKCPV033E HEXLOC MISSING OB INVALID 
DMKCPV045E userid NOT LOGGED ON 
DMKCPV160E HEXLOC hexloc EXCEEDS STOBAGE 
DMKCPV165I PAGE hexloc HOT LOCFSD; SHABED PAGE 

LOGON 

DMKLOG003E INVALID OPTION - option 

DMKLOG020E OSEBID HISSING OR INVALID 

DHKLOG050E PASSSOED INCOFBECT 

DMKLOG051E MAXIMUM USEES EXCEEDED 

DMKLOG052E ERBOB IN CP EIBECTOBY 

DMKLOG053E userid NOT IN CP DIEECTOBY 

DHKLOG067E COMMAND FOBMAT NOT VALID 

DHKLOG054E ALREADY LOGGED ON {LINE|GEAF} raddr 

DMKLOG080E NO PPEALLOCATED VMSAVE ABEA 

DMKLOG081W VMSAVE AREA CONTAINS A SAVED SYSTEM, MUST USE SET COMMAND 

DMKLOG082E MORE THAN ONE VMSAVE AREA ALLOCATED, MUST SPECIFY AREA NAME 

DMKLOG0 90E DEV vaddr NOT DEFINED: DEV fraddr I volser} NOT AVAILABLE 

DMKLOG091E DASD vaddr NOT DEFINED; TEMP SPACE NOT AVAILABLE 

DMKLOG092E DEV vaddr NOT DEFINED; type vaddr ALREADY DEFINED 

DMKLOG093E DEV vaddr NOT DEFINED; EBBOR IN CP DIBECTORY 

DMKLOG095E DEV vaddr NOT DEFINED; INSUFFICIENT FREE STORAGE 

DMKL0G131E INSUFFICIENT FREE STOBAGE AVAILABLE FOR LOGON REQUEST 

DMKLOG188E SPECIFIED PROCESSOR UNAVAILABLE 

DHKLOG189I AFFINITY NOT SET; SYSTEM IN UNIPBOCESSOE MODE 

DMKLOG206E CANNOT CONNECT TO HOST VIRTUAL MACHINE 

DMKLOG250E 370E IS NOT AVAILABLE (ON PEOC XX) 

DMKL0G251E 370E IS NOT ACTIVE 

DMKSSS071E DEVICE NOT AVAILABLE - MSS CANNOT BE ACCESSED 

DMKSSS072E DEVICE NOT AVAILABLE - 'raddr* NOT PROPER TYPE 

DMKSSS073E DEVICE NOT AVAILABLE - MSS ERROR 

DMKSSS078I MSS MOUNT PROCEEDING FOB VOLUME 'volid* 

DMKSST070E shared-status MSS DEVICE NOT AVAILABLE 

DMKSST072E DEVICE NOT AVAILABLE - 'raddr* NOT PBOPEB TYPE 

DMKSST073E MSS DEVICE NOT AVAILABLE - REASON CODE XX 

DMKSST078E MSS MOUNT PROCEEDING FOR VOLUME 'volid* 

LOGOFF 

DMKUSOOOSE INVALID OPTION - option 

MONITOR 

DMKHCC002E INVALID OPESANE - operand 
DMKMCC003E INVALID OPTION - option 
DMKMCC006E INVALID DEVICE TYPE - addr 
DMKHCC021E RADDR MISSING OR INVALID 
DMKMCC026E OPERAND MISSING OR INVALID 
DMKMCC040E DEV addr DOES NOT EXIST 
DMKMCC0i»6S type raddr OFFLINE 
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MONITOR (continued) 

DaKMCC140E type raddr ATTACHED TO userid 

DMKI1CC143E type raddr IN OSE BT SYSTEH 

DMKMCC211E MONITOR TAPE IS AlBEADT ACTIVE 

DMKMCD212E MONITOR TAPE IS NOT ACTIVE 

DMKMCC213E MONITOR CPTRACE IS ALREADY ACTIVE 

DMKMCD21UE MONITOR CPTRACE IS NOT ACTIVE 

DHKMCC215E MONITOR ACTIVE; DASTAP CANNOT BE ENABLED DYNAMICALLY 

DMKBCC216E SYSPROF CLASS REQUIRES SCHEDULE AND DASTAP 

DHKMCC217E MONITOR TAPE NOT STARTED, NO CLASS ENABLED 

DMKMCD218E MONITOR NOT STOPPED, OUTSTANDING TAPE I/O 

DMKMCD002E INVALID OPERAND - operand 

DMKHCD021E RADDR MISSING OR INVALID 

DMKMCD026E OPERAND MISSING OR INVALID 

DMKMCD040E DEV addr DOES NOT EXIST 

DMKMON219I END OF MONITOR TAPE, MONITOR STOPPED BY SYSTEM 

DMKMON220I ERROR OH MONITOR TAPE, MONITOR STOPPED BY SYSTEM 

DS5SCC221E MOKITOE TO SPCOL IS IIREADY ACTIVE 

DMKMCD222E TIME PARAMETER SPECIFIES INVALID TIME 

DMKHCD223E START TIME MUST PRECEDE STOP TIME 

DMKMCD224E LIMIT MOST BE BETWEEN 10 and 50000 

DHKMNI225E INVALID MONITOR USERID SPECIFIED, HON NOT STARTED 

DMKMCD226E FOR VALUE SPANS MIDNIGHT - COMMAND INVALID 

DMKMCD227E FOR OPTION INVALID WITH AOTODISK OFF 

DMKMCD228E FOR OPTION INVALID BITH MONITOR ON 

DHKMIA229E MONITOR OUT OF DASD PAGES, IS SHUTTING OFF 

HSG 

DMKMSG003E INVALID OPTION - option 
DMKHSG020E DSEFID HISSING OR INVALID 
DMKMSG045E aserid NOT LOGGED ON 
DMKMSG057H userid NOT RECEIVING; DISCONNECTED 

NCPDUMP 

DMKRND850I UNABLE TO READ DUMP FROM READER 
DMKRND852I FATAL I/O ERROR WRITING DUMP 
DMKRND853I NO DUMP FILES EXIST 
DMKRND860I FATAL I/O ERROR READING DUMP 
DMKRND861E DUMP FILE ' f ilenane' NOT FOUND 
DMKRND863E INVALID PARAMETER - parameter 

NETWORK 

DMKNES002E INVALID OPERAND - operand 

DMKNES004S INVALID HEXLOC - hexloc 

DMKNES006E IRVALID DEVICE TYPE - raddr 

DMKNES009E INVALID RANGE - range 

DMKNES021E RADDR MISSING OR INVALID 

DMKNES026E OPERAND MISSING OB INVALID 

DMKNES040E DEV raddr DOES NOT EXIST 

DMKNES0ii6E {DEV rid (type raddr} OFFLINE 

DMKNES0tt9E type raddr IN OSE 

DHKNES098E DEV rid MODE SWITCH NOT POSSIBLE 

DHKNES1U0E CTLR raddr ATTACHED TO userid 

DMKNES160E HEXLOC hexloc EXCEEDS STORAGE 

DMKNES175E {NETWOBK| TRACE} ALREADY IN OSE BY USERID 

DMKNES706E LINE addr HOT ENABLED 

DMKNET002E INVALID OPERAND - operand 

DMKNET003E INVALID OPTION - option 

DMKNET004S INVALID HEXLOC - hexloc 

DMKNET006E INVALID DEVICE TYPE - raddr 

DMKNET009E INVALID RAHGE - range 

DMKNET021E RADDR MISSING OR INVALID 

DMKNET026E OPERAND MISSING OR INVALID 

DMKNET033E HEXLOC MISSING OR INVALID 

DMKNET040E DEV raddr DOES NOT EXIST 

DMKNET046E (DEV rid|type raddr} OFFLINE 

DHKNET049E type raddr IN USE 

DMKNET098E DEV rid MODE SWITCH NOT POSSIBLE 

DMKNETIUOE type raddr ATTACHED TC userid 

DMKNET160E HEXLOC hexloc EXCEEDS STORAGE 

DMKNLD002E INVALID OPERAND - operand 

DMKNLD006E INVALID DEVICE TYPE - raddr 

DMKNLD021E RADDB MISSING OR INVALID 
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NETWOBK (continued) 

DMKNLD026E OPEEiND HISSING OE INVALID 

DHKNLD040E DE7 addr DOES NOT EXIST 

DMKNLD044E SYSTEM name DOES NOT EXIST 

DMKNLD0a6E CTLE raddr OFFLINE 

DHKNLD140E CTLE raddr ATTSCHED TO userid 

DMKNLDia3E CTLE 'raddr* IN DSE BY SYSTEH 

DHKNLDU71E CTLE raddr LOAD FAILED: aHBECOVEEABLE I/O EREOE 

DHKNLD170E SYSTEH name EXCEEDS STORAGE 

DHKNLD171E SYSTEM name VCIID volid HOT MOONTED 

DHKNLD460E CTLE raddr LOAD FAILED: PROGEAH CHECK 

DMKNLDU61R CTLE raddr IPL NOT EEQUIBSD; SHTEB 'YES' TO CONTIHuE 

DMKNLD470E CTLE raddr LOAD FAILED: PAGING I/O EEBOB 

DMKNLE003E INVALID OPTION - option 

DHKKLEOOoE INVALID DEVICE TYPE - raddr 

DHKNLE021E RADDB MISSING OE INVALID 

DBKNLE040E DEV addr DOES HOT EXIST 

DHKNLE046E CTLE raddr OFFLINE 

DMKNLE140E CTLE raddr ATTACHED TC userid 

DHKNLE143E CTLE 'raddr* IN OSE BY SYSTEH 

DHKNLE46 0E CTRL raddr DOHP FAILED: PROGBAH CHECK 

DHKNLE461R CTRL raddr IPL NOT EEQDIRED; ENTER 'YES' TO CONTINOE 

DHKHLEaem CTBL raddr CC = 3; DEPRESS 370X "LOAD" BaTTON 

DMKNLEa69E CTBL raddr DOHP FAILED; TEHP SPACE HOT AVAILABLE 

DHKHLE470E CTRL raddr DOHP FAILED: PAGING I/O EEBOB 

DHKNLE471E CTRL raddr DOHP FAILED: ONBECOVEBABLE I/O EEBOB 

NOTBEADY 

DMKCPB006E INVALID DEVICE TYPE - addr 
DMKCPB022E VADDB HISSING OB INVALID 
DHKCPBOaOE DEV addr DOES NOT EXIST 

OBDEB 

DHKCS0003E INVALID OPTION - option 
DHKCS0006E INVALID DEVICE TYPE - addr 
DMKCS0008E INVALID SPOOLID -spoolid 
DHKCS0026E OPEEAND HISSING OB INVALID 
DHKCS0027E SPOOLID HISSING OB INVALID 
DHKCS0028E CLASS HISSING OE INVALID 
DHKCS0035E DEVICE TYPE HISSING OB INVALID 
DHKCSO042E SPOOLID nnnn DOES NOT EXIST 

POBGE 

DHnCSuC03E INVALID OPTION - Option 
DHKCS0006E INVALID DEVICE TYPE - addr 
DHKCS0008E INVALID SPOOLID -spoolid 
DMKCS0026E OPERAND MISSING OE INVALID 
DHKCS0028E CLASS HISSING OE INVALID 
DHKCS0035E DEVICE TYPE MISSING OE IHVALID 
DMKCS0042E SPOOLID nnnn DOES NOT EXIST 

DHKTCS240E PET cuu, FCB-FCBHS HISHATCH, FILEID nnnn {HELD| POEGED} 
DMKTCS241E PET CUU, INVALID LOAD HODOLE mmmm SPECIFIED, 
FILE nnnn {HELCiPOfiGED} 

QOEBY 

DHKCFC026E OPERAND HISSING OR INVALID 
DMKCQG020E OSEEID MISSING OE INVALID 
DHKCQG022E VADDR HISSING OR IHVALID 
DMKCQG027E SPOOLID HISSING OE INVALID 
DMKCQG040E DEV addr DOES NOT EXIST 
DHKCQG042E SPOOLID nnnn DOES NOT EXIST 
DHKCQCa^SE user id HOT LOGGED ON 
DHKCQP003E INVALID OPTIOH - option 
DHKCQP006E IHVALID DEVICE TYPE - addr 
DHKCQP020E OSEEID HISSIHG OB IHVALID 
DHKCQP021E BADDB HISSIHG OE IHVALID 
DHKCQP022E VADDB HISSIHG OB IHVALID 
DMKCQP040E DEV addr DOES HOT EXIST 
DMKCQP045E userid NOT LOGGED ON 
DHKCQP466I CTLE cuu IN BOIFEB SLOWDOWN MODE 
DHKCQB003E INVALID OPTION - option 
DHKCQR020E OSEEID MISSING OE IHVALID 
DHKCQE026E OPEBAHD HISSIHG OE IHVALID 
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QOEBY (continued) 

DMKCQR028E CLASS MISSING OB INVALID 

DMKCQROtSE aserid NOT LOGGED ON 

DMKCQY020E OSEBID MISSING OB INVALID 

DMKCQY026E OPEEAND MISSING OB INVALID 

DHKCQY045E userid NOT LOGGED ON 

QVM 

D!!KQVa020E DSEBID MISSING OB INVALID 

DMKQVM800E COMMAND BEJECTED, CTHEB VIRTUAL MACHINES LOGGED ON 

DMKQVM801E FBEE STORAGE PAGE IS NOT AVAILABLE 

DMKQVM802E COMMAND REJECTED, DEVICES NOT DEDICATED 

DMKQVM803E COMMAND REJECTED, SPOOL DEVICES MOT DRAINED 

DMKQVM806E COMMAND REJECTED, VIRTUAL ADDRESS NOT EQUAL TO REAL ADDRESS 

DMKQVM807E COMMAND BEJECTED, VH/370 ATTACHED PROCESSOR MODE 

DMKQVM809E COMMAND REJECTED, TBACE/ADSTOP IN EFFECT 

READY 

DMKCPB022E VADDR MISSING OR INVALID 

DMKCPBOaOE DEV addr DOES NOT EXIST 

DMKCPV006E INVALID DEVICE TYPE - addr 

REPEAT 

DMKCSO003E INVALID OPTION - option 

DMKCS0006E INVALID DEVICE TYPE - addr 

DMKCS0013E CONFLICTING OPERAND - operand 

DMKCS0021E BADDB MISSING OR INVALID 

DMKCSO030E COPIES MISSING OR INVALID 

DHKCSOOaOE DEV addr DOES NOT EXIST 

DMKCS0046E type raddr OFFLINE 

DMKCS0140E type raddr ATTACHED TO userid 

DMKCS0141E type raddr NOT ACTIVE 

BESET 

DMKCPB022E VADDE MISSING OB INVALID 

DMKCPB040E DEV addr DOES NOT EXIST 

REWIND 

DMKCPB006E IH7ALID DEVICE TYPE - addr 

DMKCPB022E VADDB MISSING OR INVALID 

BMKCPBOtOS DEV addr DOSS NOT EXIST 

SAVESYS 

DMKCFH026E OPEEAND MISSING OB INVALID 

DMKCFH044E SYSTEM nane DOES NOT EXIST 

DMKCPH170E SYSTEM name EXCEEDS STORAGE 

DMKCFH171E SYSTEM naae VOLID volid NOT MOUNTED 

DMKCFH172E SYSTEM name DASD vaddr INCOMPATIBLE SYSBES 

DaKCFH173E SYSTEM naae BEQDIBES DASD vaddr 

DKKCFH179E SYSTEM name VOLID volid NOT CP OWNED 

DMKCFH3 00E SAVE REQUEST BEYOND VIRTUAL MACHINE SIZE 

DMKCFH435E PAGING ERROR WRITING SAVED SYSTEM 

DMKCFH436E INTEBRUPT PENDING. TO PROCEED, TYPE YES. TO END, TYPE NO. 

SET 

DMKCF0003E INVALID OPTION - option 

DMKCFO006E INVALID DEVICE TYPE - addr 

DMKCF0013E CONFLICTING OPTION - option 

DHKCF0020E USERID MISSING OR INVALID 

DMKCF0021E RADDR MISSING OR INVALID 

DMKCFO026E OPERAND MISSING OB INVALID 

DMKCF0040E DEV addr DOES NOT EXIST 

DMKCFO041E LOGMSG nn DOES NOT EXIST 

DMKCF0045E userid NOT LOGGED ON 

DMKCFO046E type raddr OFFLINE 

DHKCFO140E type raddr ATTACHED TO userid 

DMKCF0143E type raddr IN USE BY SYSTEM 

DMKCF0175E {FAVOREDI RESERVE} ALREADY IN USE BY userid 

DMKCF0184E VM ASSIST NOT AVAILABLE {ON PROCESSOR proc addr} 

DMKCF0186E CP ASSIST NOT AVAILABLE 

DMKCF0188E SPECIFIED PROCESSOR UNAVAILABLE 

DMKCFO250E 370E IS NOT AVAILABLE (ON PROC XX) 

DMKCF0255W 370E FEATURE NOW DISABLED 
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SET (continued) 

DHKCFS005E INVALID OPTION - option 

DHKCFS006E INViLID DEVICE TYPE - addr 

DHKCFS026E OPERAND HISSING OB INVALID 

DMKCFS045E userid NOT LOGGED ON 

DHKCFSOaSE DEV type raddr OFFLINE 

DHKCFS052E ERROB IN CP DIBECTOBY 

DHKCFS053E userid NOT IN CP DIBECTOBY 

DHKCFS140E type raddr ATTACHED TO userid 

DHKCFS183E ?M ASSIST NOT ACTIVE 

DHKCFS184E VH ASSIST NOT AVAILABLE 

DMKCFSISTE TIHER ASSIST NOT AVAILABLE 

DHKCFS188E SPECIFIED PROCESSOR UNAVAILABLE 

DMKCFS189E AFFINITY NOT SET; SYSTEM IN UNIPROCESSOR HODE 

DSKCFS190I NO AFFINITY SET IS THE DIRECTORY 

DHKCFS250E 370E IS NOT AVAILABLE (ON PROC XX) 

DMKCFS251E 370E IS NOT ACTIVE 

DMKCFV062E ECHODE NOT SET ON 

DHKCFV063E SHADOW TABLE BYPASS; NOT SET 

DHKCFV080E NO PREALLOCATID VHSAVE AREA 

DHKCFV082E HORE THAN ONE VMSAVE AREA ALLOCATED; MOST SPECIFY AREA NAME 

DHKHCH003E INVALID OPTION - option 

DBKSCH026E OPERAND HISSING OS INVALID 

DHKHSG003E INVALID OPTION - option 

DHKVAT064E SHADOW TABLE BYPASS; BESET 

SHOTDOHN 
None. 

SLEEP 

DHKCFC002E INVALID OPEBANE - operand 

SHSG 

DMKHSG002E DSEEIE HISSING OR INVALID 

DHKHSG045E userid NOT LOGGED ON 

DHKHSG057W userid NOT BECEIVING; {DISCONNECTED! SHSG OFF|NOT AOTHORIZEDI WNG OFF} 

SPACE 

DHKCS0006E INVALID DEVICE TYPE - addr 

DHKCS0021E BADDB MISSING OB INVALID 

DHKCSOOaOE DEV addr DOES NOT EXIST 

DMKCSO046E type raddr OFFLINE 

DHKCS0140B type raddr ATTACHED TO userid 

DKKCS01'41B type raddr NOT ACTIVE 

DHKSPS026E OPERAND HISSING OB INVALID 

DHKSPS028E CLASS HISSING OR INVALID 

DHKSPS037E TAPE raddr INVALID FOR STORAGE COHHAND 

DHKSPS026E OPERAND HISSING OB INVALID 

DHKSPS028E CLASS MISSING OR INVALID 

DMKSPS037E TAPE raddr INVALID FOR STORAGE COMMAND 

DMKSPS426E {RDR|TAPE} raddr SPOOL SPACE FOLL; FILE PURGED 

DHKSPS428E {PRT | PUN |RDR |TAPE} raddr SPOOL ERROR; FILE {HELD| PURGED} 

DHKSPT002E INVALID OPERAND - operand 

DHKSPT003E INVALID OPTION - option 

DHKSPT006E INVALID DEVICE TYPE - addr 

DHKSPT008E INVALID SPOOLIE - spoolid 

DHKSPT021E BADDR MISSING OR INVALID 

DHKSPT040E DEV addr DOBS NOT EXIST 

DHKSPTOUeE {DEV rid|type raddr} OFFLINE 

DHKSPT140E type raddr ATTACHED TO userid 

DHKSPT143E type raddr IN USE BY SYSTEH 

SPHODE 

DHKSPH026E OPERAND HISSING OB INVALID 
DHKSPHSOaE SINGLE PROCESSOR HCDE ON REJECTED 
DHKSPH805E SINGLE PROCESSOR HCDE OFF REJECTED 
&HKSPfl808I SINGLE PBOCES50R HODE ACTITE 
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SPOOL 

DMKCSP003E INVALID OPTION - option 
DHKCSP006E INVALID DEVICE TYPE - addr 
DMKCSP007E INVALID OSEEID - userid 
DMKCSP013E CONFLICTING OPERAND - operand 
DMKCSP020E OSEEID HISSING OR INVALID 
DHKCSP022E VADDR HISSING OR INVALID 
DHKCSP026E OPERAND HISSING OR INVALID 
DMKCSP028E CLASS HISSING OR INVALID 
DHKCSP030E COPIES HISSING OR INVALID 
DHKCSP040E DEV addr DOES NOT EXIST 
DHKCSP053E userid NOT IN CP DIRECTORY 
DHKCSP243E FLASH MISSING OR INVALID 
DHKCSP245E CHARS HISSING OR INVALID 
DHKCSP246E FCB HISSING OR INVALID 
DMKCSP253E HODIFY HISSING OR INVALID 

SPTAPE 

DMKSPS014E TAPE raddr DUMP TAPE CAPACITY EXCEEDED 

START 

DMKCS0003E INVALID OPTION - option 

DMKCSO006E INVALID DEVICE TYPE - addr 

DMKCS0013E CONFLICTING OPERAND - operand 

DMKCSO021E RADDR HISSING OR INVALID 

DMKCSO028E CLASS HISSING OR INVALID 

DHKCSO040E DEV addr DOES HOT EXIST 

DHKCSO046E type raddr OFFLINE 

DHKCS0140E type raddr ATTACHED TO userid 

DHKCS0243E FLASH HISSING OR INVALID 

DHKCS02lt5E CHARS HISSING OR INVAIID 

DHKCS0246E FCB HISSING OR INVALID 

DHKCS0253E MODIFY MISSING OR INVALID 

STCP 

DHKCDS004S INVALID HEXLOC - hexloc 

DHKCDS005E INVALID HEXDATA - hexdata 

DHKCDS026E OPERAND HISSING OR INVALID 

DMKCDS033E HEXLOC HISSING OR INVALID 

DHKCDS160E HEXLOC hexloc EXCEEDS STORAGE 

D?!KCDS162E INVALID ECS X - hexdata 

DMKCDS166E CHANGED SHARED PAGE NOT IfRITTEN TO AUXILIARY STORAGE 

DHKVMA161E SHARED PAGE hexloc ALTERED BY userid 

STORE 

DHKCDS004S INVALID HEXLOC - hexloc 

DMKCDS005E INVALID HEXDATA - hexdata 

DMKCDS010E INVALID REGISTER - register 

DHKCDS012E INVALID PSH - psw 

DMKCDS026E OPERAND HISSING OR INVALID 

DHKCDS033E HEXLOC MISSING OR INVALID 

DMKCDS160E HEXLOC hexloc EXCEEDS STORAGE 

DHKCDS162E INVALID ECR X - hexdata 

DHKCDS163E STORE EXCEEDS MAXIHOH REGISTER 

DMKCDSlSaE HEXLOC hexloc NON-ADDRESSABLE STORAGE 

DMKCDS166E CHANGED SHARED PAGE NOT WRITTEN TO AUXILIARY STORAGE 

DHKVMA181E SHARED SYSTEM name REPLACED WITH NON-SHARED COPY 

SYSTEM 

DHKCPB012E INVALID PSW - psw 
DHKCPB026E OPERAND MISSING OR INVALID 

TAG 

DMKCST003E INVALID OPTION - option 
DMKCST006E INVALID DEVICE TYPE - addr 
DMKCST022E VADDR MISSING OR INVALID 
DMKCST026E OPERAND MISSING OR INVALID 
DMKCST027E SPOOLID MISSING OR INVALID 
DMKCST040E DEV addr DOES NOT EXIST 
DMKCST042E SPOOLID nnnn DOES NOT EXIST 
DMKCST424E EDE FILE SPOOL ERROR; FILE UNCHANGED 
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TERHINAL 

DMKCFT002E INVALID OPEBANE - operand 
DMKCFT006E INVALID DEVICE TYPE - addr 
DMKCFT026E OPERAND HISSING OS INVALID 

TRACE 

DHKTRA002E INVALID OPEBANE - operand 

DHKTRA003E INVALID OPTION - option 

DMKTRA013E CONFLICTING OPEBAND - operand 

D!!I!KTRA026E OPERAND HISSING OR INVALID 

DHKTRA180E TRACE NOT IN EFFECT 

DMKVMAISIE SHARED SYSTEM name REPLACED WITH NQN-SKABED COPY 

TRANSFER 

DHKC3u003S INVALID OPTION — option 
DMKCSD007E INVALID OSEBID - userid 
DMKCSaOOSE INVALID SPOOLIB - spoolid 
DMKCS0020E DSERID HISSING OR INVALID 
DMKCSU026E OPERAND HISSING OR INVALID 
DMKCSa027E SPOOLID HISSING OR INVALID 
DHKCS0028E CLASS HISSING OR INVALID 
DMKCSO0U2E SPOOLID nnnn DOES NOT EXIST 
DKKCSn053E userid NOT IN CP DIRECTORY 

UNLOCK 

DMKCPVOOUS INVALID HEXLOC - hexloc 

DMKCPV009E INVALID RANGE - range 

DHKCPV020E USERID HISSING OR INVALID 

DHKCPV033E HEXLOC MISSING OR INVALID 

DHKCPV045E userid NOT LOGGED ON 

DMKCPV160E HEXLOC hexloc EXCEEDS STORAGE 

DHKCPV165I PAGE 'hexloc' NOT LOCKED; SHARED PAGE 

DMKCPV176E VIRTUAL = SEAL AREA IN USE BY {USERID | SYSTEM} 

DHKCPV202E VIRT=REAL AREA NOT AVAILABLE; INSUFFICIENT STORAGE 

DHKCPV203E V=B AREA REQUIRES IPL BY DEVICE ADDRESS 

DMKCPV204E INVALID PAGES (S) SPECIFIED, V-R AREA 

VARY 

DHKCPS003E INVALID OPTION - option 

DMKCPS021E RADDR HISSING OR INVALID 

DHKCPS026E OPERAND HISSING OR INVALID 

DHKCPS040E DEV addr DOES NOT EXIST 

DHKCPS049E type raddr IN USE 

DHKCPS123E DASD raddr CP CHNED 

DHKCPS124E DASD raddr IN USE BY nnn USERS 

DHKCPS1U0E type raddr ATTACHED TO userid 

DHKCPSU2E type raddr NOT DRAINED 

DHKCPS143E type raddr IN USE BY SYSTEH 

DHKCPS192E VARY PROCESSOR CCHHAND FAILED 

DHKCPU021E RADDR HISSING OR INVALID 

DMKCP0191E PROCESSOR nn DOES NOT EXIST 

DHKCPU192E VARY PROCESSOR CGBMAND FAILED 

DHKCPU193I PROCESSOR nn ONLINE 

DHKCPni94I PROCESSOR nn OFFLINE 

DHKCPU623I CHANNEL SET CONNECTED TO PROCESSOR nn 

VMDUMP 

DMKVMD009E INVALID RANGE - range 

DHKVHD013E CONFLICTING OPTION - option 

DMKVHD020E USERID MISSING OR INVALID 

DHKVMD033E HEXLOC MISSING OR INVALID 

DMKVMD038E PARAMETER pareneter FOB option OPTION HISSING OR INVALID 

DHKVHD053E userid NOT IN CP DIRECTORY 

DMKVHD146I DUMP FAILED; SPOOLING ERROR 

DHKVHD160E HEXLOC hexloc EXCEEES STORAGE 

WNG 

DMKMSG003E INVALID OPTION - option 

DHKHSG020E USERID MISSING OR INVALID 

DHKMSG045E userid NOT LOGGED ON 

DHKHSG057W userid NOT RECEIVING; {DISCONNECTED! HSG OFF|WNG OFF} 
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None. 

CP Spontaneous Messages 

DMKRNH451H DEV rid DISABLED 

DKKRNH4 62I CTLB 'raddr' DHIT CHECK; IPL EEQDIBED 

DMKRNH463I CTLR "raddr* DHIT CHECK; RESTART IN PROGRESS 

DHKRNH464I CTLR 'raddr* CC=3; DEPRESS 370X "LOAD" BUTTON 

DMKRNH465I LINE TRACE TERMINATED DDE TO ERROR 
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CMS Message Summary 



ACCESS 

DMSacC002E FILE "DMSEOS TEXT' NOT FOOND 

DMSACC003E lEVALID OPTION •option" 

DMSACC017E INVALID DEVICE ADDEESS 'cuu' 

DHSACCOaSE INVALID MODE 'mode' 

DHSACC059E 'cuu' ALEEADY ACCESSED AS BEAD/HEITE "mode' DISK 

DMSACC060E FILE (S) • f n [ft [fm]]' NOT FOOND. DISK 'modeCcuu) ' WILL NOT BE ACCESSED 

DMSACC070E INVALID PABAMETEE 'parameter' 

DfISACC109S VIRTUAL STOEAGE CAPACITY EXCEEDED 

DHSACC112S 'mode (cuu)' DEVICE EBEOR 

DHSACC113S 'mode (cuu)' NOT ATTACHED 

DMSACC240S EEROB LOADING READ OS EOOTINE 'DHSEOS TEXT' 

DMSACC230W OS DISK-FILEIE ASD/OB OPTIONS SPECIFIED ARE IGKOESD 

DHSACC723I mode (cuu) {B/0|E/W) [-OS | -DOS] 

DHSACC724I 'cuu' BEPLACES 'mode (cuu)' 

DI1SACC725I cuu ALSO = 'mode' [-OS|-DOS] DISK 

DMSACC726I 'cuu mode [/ext]' EEIEASED 

AHSEBV 

DMSAHS001E NO FILENAME SPECIFIED 

DMSAHS002E FILE 'fnamel AHSEEV NOT FOUND 

DMSAMS003E INVALID OPTION 'option' 

DMSAMS006E NO EEAD/WEITE DISK ACCESSED FOE 'fnaffle2 LISTING' 

DMSAaS007E FILE 'fnamel ABSERV fm' NOT FIXED, 80-CHAB. EECORDS 

DMSAHS065E 'option' OPTION SPECIFIED TWICE 

DHSAMS066E 'option' AND 'option' ARE CONFLICTING OPTIONS 

DMSAHS070E INVALID PARAMETEE 'parameter' 

DMSAKS109S VIRTUAL STOEAGE CAPACITY EXCEEDED 

DMSAMS113S {TAPINITAPOOT} (addr) NOT ATTACHED 

DMSAMS136S UNABLE TO LOAD 'IBCAHS' 

DMSAHS228E NO DDNAHE ENTERED 

DMSAHS367R ENTER TAPE {INPUT | OUTPUT} DDNAMES: 

DMSAMS722I FILE 'fname2 LISTING fm' WILL HOLD AHSEBV OUTPUT 

DaSSTT062E INVALID CHARACTER 'char' IN FILEID {'fnamel AMSERV | 'f name2 LISTING'} 

ASM3705 

DMSARK001E NO FILENAME SPECIFIED 

DMSARN002E FILE • f n ft' NOT FOUND 

DMSARN003E INVALID OPTION 'option' 

DMSARN004W WARNING MESSAGES ISSUED 

DHSARN006E NO EEAD/WEITE DISK ACCESSED 

DMSAEN007E FILE • f n ft fa» IS NOT FIXED, 80 CHAE. RECORDS 

DMSAEN008W EBFOE MESSAGES ISSUED 

DMSAEN012W SEVERE EEROR MESSAGES ISSUED 

DMSAEN016W TERMINAL EEEOE MESSAGES ISSUED 

DMSAEX001E NO FILENAME SPECIFIED 

DMSAEX002E FILE ' f n ASM3705' NOT FOUND 

DMSABX003E INVALID OPTION 'option' 

DMSARX006E NO READ/WRITE DISK ACCESSED 

DMSARX007E FILE ' f n ASM3705' IS NOT FIXED, 80-CHAR. EECORDS 

DHSAEX038E FILEID CONFLICT FOR DDNAME 'ASM3705' 

DHSARX052E MOEE THAN 100 CHAES. OF OPTIONS SPECIFIED 

DMSARX070E INVALID PARAMETER 'parameter' 

DMSARX074E ERROR SETTING/RESETTING AUXILIARY DIEECTOBY 

DMSAEX075E DEVICE 'device' INVALID FOE INPUT 

ASSEMBLE 

DMSASM0G1E NO FILENAME SPECIFIED 

DMSASM002E FILE ' f n ASSEMBLE' NOT FOUND 

DMSASM003E INVALID OPTION 'option' 

DMSASM006E NO BEAD/WBITE DISK ACCESSED 

DMSASM007E FILE ' f n ASSEMBLE' IS NOT FIXED, 80-CHAE. EECOEDS 

DMSASM038E FILEID CONFLICT FOE DDNAHE 'ASSEMBLE' 

DMSASM052E MOEE THAN 100 CHAES. OF OPTIONS SPECIFIED 

DflSASH070E INVALID PARAMETEE 'parameter* 

DMSASM07UE EEEOE [EE]SETTING ADXILIASY DIEECTOBY 

DMSASM075E DEVICE 'device' INVALID FOE INPUT 
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ASSGN 

DMSASN003E INVALID OPTIOS 'option* 

DHSASN027E INVALID DEVICE 'device' 

DMSASN028E HO LOGICAL UNIT SPECIFIED 

DHSASN02 9E INVALID PARAHETEB 'paraaeter' IN THE OPTION 'option' FIELD 

DHSASN035E INVALID TAPE MODE 

DHSASN050E PABABETE8 MISSING AFTER STSxxx 

DMSASN065E 'option' OPTION SPECIFIED TWICE 

DMSASN066E 'option' AND 'option' ARE CONFLICTING OPTIONS 

DMSASN069E DISK 'moae' NOT ACCESSED 

DMSASN070E INVALID PARAMETER 'parameter' 

DMSASN087E INVALID ASSIGNMENT OF 'SYSxxx' TO DEVICE 'device' 

DMSASN090E INVALID DEVICE CLASS 'device class' FOR 'device' 

DHSASN099E CMS/DOS ENVIRONMENT NOT ACTIVE 

DMSASN113S ' {TAPn|Bode|READEH|PONCH|PRIHTER} (cuu) ' HOT ATTACHED 

CHSBATCH 

DMSBTB100E NO BATCH PROCESSOR AVAILABLE 

DMSBTB101E BATCH NOT LOADED 

DMSBTP105E HO JOB CARD PROVIDED 

DMSBTP106E JOB CARD FORMAT INVALID 

DHSBTP107E CP/CMS COMMAHD 'conaand, (device)' NOT ALLOWED 

DMSBTP108E /SET CARD FORMAT INVALID 

DMSBTP109E {CPO| PRINTERI FDNCH) LIMIT EXCEEDED 

COMPARE 

DMSCMP002E FILE ' f n [ft [fa]]' NOT FOOND 

DMSCMP003E INVALID OPTION 'option' 

DMSCMP005E HO 'option' COLOMN SPECIFIED 

DHSCBP009E COLUMN 'col' EXCEEDS RECORD LEHGTH 

DMSCMP010E PREMATURE EOF ON FILE [ ' f n ft [fa']] 

DMSCMP011E COHFLICTIHG FILE FORMATS 

DMSCMP019E IDEHTICAL FILEIDS 

DMSCMP029E INVALID PARAMETER 'paraaeter' IN THE option 'COL' FIELD 

DMSCHP05«»E INCOMPLETE FIIEID [ • f n T f t V ] SPECIFIED 

DMSCMP062E INVALID ♦ IN FILEID 

DHSCMP104S ERROR 'nn' READING FILE ' f n ft fa' FROM DISK 

DMSCMP109S VIRTOAI STORAGE CAPACITY EXCEEDED 

DMSCMP179I COMPARING ' f n ft fa' SITH ' f n ft fa' 

DMSCHP209M FILES DO HOT COMPARE 

DMSCMP211E COLUMN FIELDS OUT OF SEQUENCB 

COPY 

DMSCPY002E f INPUT|OVERLAY ] FILE[ (S) ] [ ' f n [ft [fa]T] HOT FOOHD 

DMSCPY003E INVALID OPTION 'option' 

DMSCPY024E FILE • f n ft fa' ALREADY EXISTS, SPECIFY 'REPLACE' 

DMSCPY029E INVALID PARAMETER 'paraaeter' IH THE 'option' OPTIOH FIELD 

DMSCPY030E FILE 'fn ft fa' AIREADY ACTIVE 

DMSCPY037E DISK ' BOde[ (cna) ]' IS READ/OHLY 

DMSCPY042E HO FILEIDf (S) ] SPECIFIED 

DMSCPY048E INVALID MODE 'aode' 

DMSCPY054E INCOMPLETE FILEID SPECIFIED 

DMSCPY062E INVALID CHAR '[=|*|char]' IH FILEID ' [ f n ft fa]' 

DMSCPY063E NO f {TRANSLATION! SPECIFICATION! ] LIST ENTERED 

DMSCPY064E INVALID [ TBANSIATICN ] SPECIFICATION AT OR HEAR ' ' 

DMSCPY065E 'option' OPTION SPECIFIED TWICE 

DMSCPY066E 'option' AND 'option' ARE COHFLICTIHG OPTIOHS 

DMSCPY067E COMBIHED IHPOT FIXES ILLEGAL WITH PACK OR DHPACK OPTIOHS 

DMSCPY068E INPUT FILE ' f n ft fa' HOT IH PACKED FORMAT 

DMSCPY069E DISK MODE HOT ACCESSED 

DMSCPY101S SPECS TEMP STRIHG STORAGE EXHAUSTED AT ' ' 

DKSCPY102S TOO MAHY FILEIDS 

DMSCPY103S NUMBER OF SPECS EXCEEDS MAX 20 

DMSCPY156E 'FROM nnn' NOT FOOND —FILE ' f n ft fa' HAS ONLY 'nnn' RECORDS 

DHSCPY157S LABEL 'label' NOT FOUND IN FILE ' f n ft fa' 

DMSCPY172E TOLABEL 'label' {EQOALS| IS AN INITIAL SUBSTRING OF} FRLABEL 'label' 

DHSCPY173E HO RECORDS WERE COPIED TO OUTPUT FILE ' f n ft fa' 

DMSCPY601R ENTER SPECIFICATION LIST: 

DMSCPY602R ENTER TRANSLATION LIST: 

DMSCPY721I COPY ' f n ft fa» [ {T0| APPEHDI OVLY) ' f n ft fm' {OLD|NEW} FILE] 

DHSCPY901T UNEXPECTED ERROR AT ' addr ' : PLIST 'plist' AT »addr«, BASE 'addr', RC »nn' 

DMSCPY903T IMPOSSIBLE PHASE CODE 'hh' 

DMSCPY904T UNEXPECTED UNPACK EEBOS AT 'addr', BASE 'addr' 
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CPEREP 

DMSIFC002E FILE » f n ft [fm]" NCT FOOHD 

DMSIFC007E FILE ' f n ft fm' IS KCT FIXED, 80 CHAR. EECOEDS 

DMSIFC023E NO FILETYPE SPFCIIIED 

DSSIFC070E INVALID PAEiHETEE 'parameter' 

DMSIFC104S EEEOE 'nn' READING FILE ' f n ft fm' FROM DISK 

DMSIFC825E CLEAR IS VALID ONLY WHEN SPECIFIED BY ITSELF 

DMSIFC826E EREP TXTLIBS NOT FOOHD 

DHSIFC828I CPEREP ZERO OR CLIAB HAS BEEN COMPLETED 

DHSIFC829» ATTEMPTED • ZERO' WAS SUPPRESSED. REQUIRES PRIVILEDGE CLASS F 

DMSIFC831E MORE THAN 100 CHAES. OF OPTIONS SPECIFIED 

DMSSEA830E I/O EBSOR READING A BLOCK OF RECORDS FROM THE ERROR HECOEDING CYLINDERS 

DM;3IFC832S SOFTWARE INCOMPATIBILITY AT THE CPEREP-EREP INTERFACE. CODE=nnn 

DEBUG 

DMSDBG113S PRINTER (cuo) NOT ATTACHED 

DMSDBG728I DEBUG ENTEEED [EXTERNAL INT | BREAKPOINT nn AT XXXXXX] 

DISK 

DMSDSK002E FILE[ (S) ] [ • f n [ft [fm]]'] NOT FOUND 

DMSDSK014E INVALID FUNCTION 'function' 

DMSDSK037E DISK ' mode[ (cuo) ]' IS READ/ONLY 

DMSDSK0tj7E NO FUNCTION SPECIFIED 

DMSDSK0U8E INVALID MODE 'mode' 

DMSDSK054E INCOMPLETE FILEID SPECIFIED 

DMSDSK062E INVALID * IN FILEID [ ' f n f t fm' ] 

DMSDSK070E INVALID PARAMETER 'parameter' 

DMSDSK077E END CARD MISSING FROM INPUT DECK 

DMSDSK078E INVALID CARD IN INPUT DECK 

DMSDSK104S ERROR 'nn' READING FILE ' f n ft fm' FROM DISK 

DMSDSK105S ERROR 'nn' WRITING FILE ' f n ft fm' ON DISK 

DMSDSK118S ERROR PUNCHING FILE 

DMSDSK124S ERROR READING CARD FILE 

DMSDSK205W READER EMPTY OH NCT READY 

DLBL 

DHSDLB001E NO FILENAME SPECIFIED 

DMSDLB003E INVALID OPTION 'option' 

DMSDLB005E NO • {CAT| BUFSP} ' SPECIFIED 

DMSDLB023E NO FILETYPE SPECIFIED 

DHSDLB048E INVALID MODE 'mode' 

DMSDLB050E PARAMETER MISSING AFTER DDNAME 

DMSDLB065E 'option' OPTION SPECIFIED TWICE 

DHSDLB066E 'option' AND 'option' ARE CONFLICTING OPTIONS 

DMSDLB070E INVALID PARAMETER 'parameter' 

DMSDLB086E INVALID DDNAME 'ddname' 

DMSDLB109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSDLB220R ENTER DATA SET NAME: 

DMSDLB221E INVALID DATA SET NAME 

DMSDLB301E 'SYSxxx' NOT ASSIGNED FOR DISK • f m» 

DMSDLB302E NO SYSXXX OPERAND SPECIFIED 

DMSDLB30tE INVALID OPERAND VALUE 'value' 

DMSDLB305E INCOMPLETE EXTENT RANGE 

DMSDLB306E SYSxxx NOT ASSIGNED FOR 'IGNORE' 

DMSDLB307E CATALOG DDNAME 'ddname' NOT FOUND 

DMSDLB308E 'mode' DISK IN [NON-]CMS FORMAT: INVALID FOR rNON-]CMS DATASET 

DMSDLB320I MXIMUM NUMBER OF DISK ENTRIES RECORDED 

DMSDLB321I EAXIMUM NUMBER OF EXTENTS RECORDED 

DMSDLB322I DDNAME 'ddname' NOT FOUND: NO CLEAR EXECUTED 

DMSDLB3 23I {MASTER | JOB) CATALOG DLBL CLEARED 

DHSDLB32«H NO USEE DEFINED DLEL's IN EFFECT 

DHSDLB330R ENTER 70LUH1 SPECIFICATIONS: 

DMSDLB331R ENTER EXTENT SPECIFICATIONS: 

DOSLIB 

DMSDSL002E FILE ' f n DOSLIB' NOT FOUND 

DMSDSL003E INVALID OPTION 'option' 

DMSDSL013W PHASE 'phase' NOT FOUND IN LIBRARY ' f n DOSLIB fm' 

DMSDSL014E INVALID FUNCTION 'function' 

DMSDSL037E DISK 'mode' IS READ/ONLY 

DMSDSLOteE NO LIBRARY NAME SPECIFIED 

DMSDSL047E NO FUNCTION SPECIFIED 

DMSDSL069E DISK 'mode' NOT ACCESSED 

Appendix A. Command-to-Message Cross-Reference 229 



DMS 



DOSLIB (continued) 

DHSDSL07 0E INVALID PAEAHETEE •paraneter* 

DMSDSL098E NO PHASE NAME SPECIFIED 

DMSDSL10US ERROR 'nn* READING FILE • f n DOSLIB fn* FROM DISK 

DMSDSL105S ERROR 'nn« WRITING FILE • f n ft fm' ON DISK 

DMSDSL213W LIBRARY • f n DCSLIB fm* NOT CREATED 

DOSLKED 

DMSDLK001E NO FILENAME SPECIFIED 

DMSDLK003E INVALID OPTION 'option* 

DMSDLK006E NC READ/WRITE DISK ACCESSED 

DMSDLK007E FILE ' f n ft fm* IS HOT FIXED, 80 CHAR. RECORDS 

DMSDLK070E INVALID PARAMETER 'paraneter* 

DMSDLK099E CMS/DOS ENVIRONMENT NOT ACTIVE 

DMSDLK104S ERROR 'nn' BEADING FILE ' f n ft fm* FROM DISK 

DMSDLK105S ERROR »nn» WRITING FILE • f n ft fm' ON DISK 

DMSDLK210E LIBRARY • f n ft' IS ON A READ-ONLY DISK 

nHSnT,K2tt5F; PIRROT? 'nmi' ON PRINTER 

DSERV 

DMSDSV003E INVALID OPTION 'option' 

DMSDSV021H NO TRANSIENT DIRECTORY 

DMSDSV022W NO CORE IMAGE DIRECTORY 

DMSDSV023W NO RELOCATABLE DIRECTORY 

DMSDSV02UH NO PEOCEDOEE DIRECTORY 

DMSDSV025W NO SOURCE STATEMENT DIRECTORY 

DHSDSV026W 'phase' NOT IN LIBRARY 

DMSDSV027E INVALID DEVICE 'nn' 

DMSDSV027W NO PRIVATE CORE IMAGE LIBRARY 

DHSDSV028W NO fPRIVATEl SYSTEM} TRANSIENT DIRECTORY ENTRIES 

DMSDSV047E NO FUNCTION SPECIFIED 

DMSDSV065E 'option' OPTION SPECIFIED TWICE 

DMSDSV066E 'option' AND 'option' ARE CONFLICTING OPTIONS 

DMSDSV070E INVALID PARAMETER 'parameter' 

DMSDSV095E INVALID ADDRESS 'address' 

DHSDSV099E CMS/DOS ENVIRONMENT NOT ACTIVE 

DMSDSV105S ERROR 'nn' WRITING FILE 'DSERV MAP A5' ON DISK 

DMSDSV245S ERROR 'nnn' ON PRINTER 



EDIT 



unofiuxuujxi X11VHX1J.U urj.j.un 'ujjlxuu* 

DMSEDI024E FILE ' f n ft fm' ALREADY EXISTS 

DHSEDI029E INVALID PARAMETER 'parameter' IN THE OPTION 'option' FIELD 

DMSEDIOtttE RECORD LENGTH EXCEEDS ALLOWABLE MAXIMUM 

DMSEDI054E INCOMPLETE FILEID [ ' f n [ft]'] SPECIFIED 

DHSEDI076E ACTUAL RECORD LENGTH EXCEEDS THAT SPECIFIED 

DMSEDI104S ERROR 'nn' READING FILE • f n ft fm' FROM DISK 

DMSEDI105S ERROR 'nn' WRITING FILE • f n ft fm' ON DISK 

DMSEDI117S ERROR WRITING TO DISPLAY TERMINAL 

DMSEDI132S FILE ' f n ft fm' TOO LARGE 

DMSEDI143S UNABLE TO LOAD SAVED SYSTEM OR LOAD MODULE 

DMSEDI144S REQUESTED FILE IS IN ACTIVE STATUS 

ERASE 

DMSERS002E FILE[ (S) ] [ ' f n [ft [fm]]'] NOT FOUND 

DMSERS003E INVALID OPTION 'option' 

DMSERS037E DISK 'mode (cuu) ' IS READ/ONLY 

DHSERS048E INVALID MODE 'mode' 

DMSERSOSaE INCOMPLETE FILEID [ ' f n [ft]'] SPECIFIED 

DMSERS069E DISK 'mode' NOT ACCESSED 

DMSERS070E INVALID PARAMETER 'parameter' 

DMSERS071E ERASE * ♦ [ f m | * ] NOT ALLOWED 

DMSERS109T VIRTUAL STORAGE CAPACITY EXCEEDED 

ESERV 

DHSERV001E NO FILENAME SPECIFIED 

DMSERV002E PILE • f n ESERV NOT FOUND 

DMSEEV006E NO BEAD/WRITE DISK ACCESSED 

DMSERV027E INVALID DEVICE 'device' FOR SYSXXX 

DMSERV037E DISK 'mode' IS READ/ONLY 

DMSERV070E INVALID ARGUMENT 'argument' 

DSSERV099E CMS/DOS ENVIRONMENT NOT ACTIVE 
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EXEC 

DHSEXC001E HO FILEHAHE SPICIFIID 

DMSEXT072E EBBOB IN EXEC FILE fn, LIHE nnn - message 



FETCH 

DHSFCH016E 
DHSFCH104S 
DMSFCH109S 
DSSFCH113S 
DMSFCH115E 
DHSFCHttllS 
DHSFCH777S 
DMSFET003E 

TMie"T?T?ff»A A/I -o ■pTT»r;-Hi 



DMSFET029E 
DHSFET070E 
DHSFET098E 
DHSFET099E 
DHSFET710I 
DMSLIO055E 
DaSLI0740I 



NO PBIViTE COBE IHAGE LIBBABT FOUND 
EBBOB 'nn* BEADING FILE • f n ft fm* FBOH DISK 
VIBTDAL STOBAGE CAPACITY EXCEEDED 
DISK (cuu) NOI ATTACHED 
PHASE LOAD POINT LESS THAN "address' 
INPUT EBBOB CODE 'nn« OH {SYSBES jSYSCLB} 
DOS PABTITION TOO SHALL TO ACCOHHODATE FETCH BEQUEST 
INVALID OPTION 'option* 
BASE 'phase' NOT FCUND 
INVALID PABAHETEB • parameter' IN THE OPTION 'OBIGIH' FIELD 
INVALID PABAHETEB 'paraneter' 
NO PHASE NAHE SPECIFIED 
CHS/DOS EHVIBONHENT NOT ACTIVE 
PHASE 'phase' ENTBY POINT AT LOCATION xzxzxx 
NO ENTBY POINT DEFINED 
EXECUTION BEGINS... 



FILEDEF 

DMSFLD003E INVALID OPTION 'option' 

DHSFLD023E NO FILETYPE SPECIFIED 

DMSFLD027E INVALID DEVICE 'device name' 

DMSFLD029E INVALID PABAHETEB 'parameter' IN THE OPTION 'option' FIELD 

DHSFLD035E INVALID TAPE HCDE 

DHSFLD050E PABAHETEB HISSING AFTEB DDNAHE 

DHSFLD065E 'option' OPTION SPECIFIED TBICE 

DHSFLD066E 'option' AND 'option' ABE CONFLICTING OPTIONS 

DHSFLD069I DISK 'BOde' NOT ACCESSED 

DHSFLD070E INVALID PABAHETEB 'parameter' 

DHSPLD220B ENTEB DATA SET NAHE: 

DHSFLD221E INVALID DATA SET NAHE 'data set naae' 

DHSFLD224E FILEID ALBEADY IN USE 

DHSFLD420E NSL EXIT FILEHAHE HISSING OB INVALID 

DHSFLD701H INVALID CLEAB BEQUEST 

DHSSTT228I USEB LABELS BYPASSED ON DATA SET 'data set naae' 

DHSQfiY324I NO USEE DEFINED FILEDEF' s IN EFFECT 

FOBHAT 

DHSF05003E INVALID OPTION 'option' 

DHSFOB005E NO 'option' SPECIFIED 

DHSFOE017E INVALID DEVICE ADDBESS »cuu' 

DHSFOB028E NO DEVICE SPECIFIED 

DHSFOR037E DISK 'nodef (cuu) ]' IS BEAD/ONLY 

DHSFOB048E INVALID HODE 'aode' 

DHSFOB069E DISK {'mode' | ' cuu '} NOT ACCESSED 

DHSFOR070E INVALID PABAHETEB 'parameter' 

DHSF0B113S {TAPn(cuu) Imode(cuu) |BEADEB|PUNCH|PBIHTEB} NOT ATTACHED 

DHSF0E114S 'cuu' IS AH UNSUPPCBTED DEVICE TYPE 

DHSF0B125S PEBHANENT UNIT CHECK ON DISK 'mode(cuu)' 

DHSF0R114S 'cuu' IS AN UNSUPPOBTED DEVICE, OB BEQUESTED BLKSIZE IS NOT 

SUPPOBTED FOB THE DEVICE 
DHSFOF126S EBBOB CHEAD| iBIT} ING LABEL OH DISK 'mode(CUU)' 
DHSF0B2iaW CAHNOT BECOHPUTE WITHOUT LOSS OF DATA. NO CHANGE. 
DHSF0R216E INSUFFICIENT BLOCKS OH DISK TO SUPPOBT CHS DISK STBUCTUBE 
DHSFOR603B FOBHAT BILL EBASE ALL FILES ON DISK ' mode (cuu) • . 

DO YOU WISH TO COHTIHUE? (YES | NO): 
DHSFOB605B ENTEB DISK LABEL: 
DHSFOR705I DISK EEBAINS UNCHANGED 

DHSF0B732I 'nnn' CYLIHDEBS FOBHATTED ON DISK *mode(cuu) • 

DHSFOB732I 'nnn' {CYLIHDEBS IFE-512 BLOCKS} FOBHATTED OH DISK 'mode(cuu)' 
DHSF0B733I FORHATTING DISK 'mode' 

GENDIBT 

DHSGND002H FILE[ (S) ] [ ' f n [ft [fm]]'] NOT FOUND 
DHSGND021E ENTBY POINT 'name' NOT FOUND 
DHSGND022E HO DIBECTOBY NAHE SPECIFIED 
DHSGND070E INVALID PABAHETEB 'parameter' 
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GENMOD 

DHSMOD003E INVALID OPTION 'option' 

DMSHOD005E NO ' {FROM | TO} INTBT' SPECIFIED 

DMSHOD021E ENTRY POINT 'name' NOT FOOND 

DMSMOD032E INVALID FILEIIPE 'ft' 

DMS?1OD037E DISK 'mode' IS READ/ONLY 

DHSMOD040E NO FILES LOADED 

DMSMOD070E INVALID PARAMETER 'parameter' 

DMSMODOSaE INVALID USE OF 'FBCM' AND 'TO' OPTIONS 

DMSMOD105S ERROR 'nn' WRITING FIIE • f n ft fm' ON DISK 

DHSSTTOtSE INVALID MODE 'mode' 

DMSSTT069E DISK 'mode' NOT ACCESSED 

GEN3705 

DHSGRN002E FILE ' f n ft [fm]' NOT FOOND 

DMSGRN003E INVALID OPTION 'option' 

DMSGRN007E FILE ' f n ft' IS NOT FIXED, 80 CHAR- RECORDS 

DMSGRN0U8E INVALID MODE 'mode' 

DMSGRN054E INCOMPLETE FILEID SPECIFIED 

DMSGRN078E INVALID CARD IN INPUT FILE '80 character card image' 

GLOBAL 

DMSGLB002H FILE 'fn ft' NOT FOOND 
DMSGLB014E INVALID FUNCTION 'function' 
DMSGLB047E NO FDNCTION SPiCIFIlD 
DMSGLB108S MORE THAN 8 LIBRARIES SPECIFIED 

HELP 

DMSHLP002E IHPOT FILE(S) • f n ft fm' NOT FOOND 

DMSHLP003E INVALID OPTION 'option' 

DMSHLP104S ERROR 'nn' READING FILE • f n ft fm' FROM DISK 

DMSHLP109S VIRTOAL STORAGE CAPACITY EXCEEDED 

DHSHLP250S I/O ERROR OR DEVICE ERROR 

DHSHLP251E HELP PROCESSING ERROR CODE nn - 'description' 

DMSHLP252E VALID OPTIONS ARE = DESC FORM PAHM ALL 

DMSHLP907T I/O ERROR ON FILE ' f n ft fm' 

INCLODE 

DMSLGT002I FILE ' f n TXTLIB' HCT FOOND 

DMSLI0001E NO FILENAME SPfCTFTED 

DMSLI0002E FILE [ ' f n [ft [fm]]'] NOT FOOND 

DMSLI0003E INVALID OPTION 'option' 

DMSLIO005E NO 'option' SPECIFIED 

DMSLI0021E ENTRY POINT 'name' NOT FOOND 

DMSLIO029E INVALID PARAMETER 'parameter' IN THE OPTION 'option' FIELD 

DMSLI0055E NO ENTRY POINT DEFINED 

DMSLIO056E FILE ' f n ft fm' CONTAINS INVALID RECORD FORMATS 

DMSLI0099E CMS/DOS ENVIRONMENT ACTIVE 

DMSLIOIOaS ERROR 'nn' READING FILE ' f n ft fm' FROM DISK 

DMSLIO105S ERROR 'nn' WRITING FILE ' f n ft fm' ON DISK 

DMSLIO109S VIRTOAL STORAGE CAPACITY EXCEEDED 

DMSLI0116S LOADER TABLE OVERFLOW 

DMSLI0168S PSEODO REGISTER TABLE OVERFLOW 

DMSLI0169S ESDIE TABLE OVERFLOW 

DMSLI0201W THE FOLLOWING NAMES ARE UNDEFINED: 

DMSLIO202W DDPLICATE IDENTIFIER 'identifier' 

DMSLIO203W "SET LOCATION CODNTER" NAME 'name' UNDEFINED 

DMSLI0206W PSEUDO REGISTER ALIGNMENT ERROR 

DMSLIO7H0I EXECUTION BEGINS ... 

DMSLIO907T I/O ERROR OK FILE ' f n ft fm' 

LABELDEF 

DMSLBD003E INVALID OPTION - option 

DHSLBD029E INVALID PARAMETER 'parameter' IN THE OPTION 'option' FIELD 

DMSLBD065E 'option' OPTION SPECIFIED TWICE 

DHSLBD066E 'option' and 'option' ARE CONFLICTING OPTIONS 

DMSL3DG7 0E INVALID PARAMETER 'parameter' 

DMSLBD221E INVALID DATA SET NAME 

DMSLBD324I NO USER DEFINEE lABELDEF's IN EFFECT 

DMSLBD70I»I INVALID CLEAR REQUEST 
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LISTDS 

DMSLDS002E DATA SET HOT FOUND 

DMSLDS003E IKVALID OPTIOH • option* 

DHSLDS048E INVALID HODE 'mode* 

DHSLDS069E DISK 'mode" NOT ACCESSED 

DHSLDS220E ENTEE DATA SET NAME: 

DaSLDS221E INVALID DATA SET NAME 

DMSLDS222E I/O EBBOE BEADING 'data set name* FEOM {» f m' | 0S| DOS} DISK 

DI1SLDS223E NO FILEHODE SPECIFIID 

DflSLDS226E NO DATA SET NAME ALLCHED WITH FREE OPTION 

DMSLDS227W INVALID EXTENT FOUND FOE ' datasetnams* ON {'f e' | QS| DOS} DISK 

DaSLDS229I NO KEHBEES FOUND 

DMSLDS231E I/O EBBOE BEADING VTOC FEOM • f m» DISK 

DMSLDS233I NO FSEE SPACE AVAILABLE OK ' fffi' DISK 

LISTFILE 

DMSLST002E FILE NOT FOUND 

DMSLST003E INVALID OPTION 'option" 

DMSLST037E DISK »mode[ (cuu) ]' IS EEAD/ONLY 

DMSLST048E INVALID HODE 'mode' 

DMSLST066E 'option' and 'option' ABE CONFLICTING OPTIONS 

DHSLST069E DISK {« aode« i » cua »} SOT ACCESSED 

DMSLST070E INVALID PABAHETEB 'parameter' 

DI1SLST105S EBBOE »nn' HBITING FILE ' f n ft fm' ON DISK 

LISTIO 

DMSLLU003E INVALID OPTION 'option' 

DMSLLU006E NO EEAD/WEITE 'A' DISK ACCESSED 

DMSLLOOTOE INVALID PiSAMETEB 'parameter' 

DMSLLU099E CMS/DOS ENVIEONHENT NOT ACTIVE 

DHSLLU105S EBBOE 'nn' HBITING FILE '$LISTIO EXEC Al' ON DISK 

DMSLLD303E NO SYSXXX SATISFIES BEQUEST 

LKED 

DHSLKD001E NO FILENAME SPECIFIED 

DMSLKD002E FILE ' f n ft' NCT FOUND 

DMSLKD004W HABNING MESSAGES ISSUED 

DMSLKD005E NO 'keyword' SPECIFIED 

DMSLKD006E NO EEAD/WBITE EISK ACCESSED 

DMSLKD007E FILE ' f n ft' IS NOT FIXED, 80-CHAE. BECOBDS 

DMSLKD008W EBEOB MESSAGES ISSUED 

DMSLKD012W SEVEEE EBBOE MESSAGES ISSUED 

DMSLKD0165f TERMINAL ERSOB MESSAGES ISSUED 

DMSLKD070E INVALID PABAHETEB 'parameter' 

LOAD 

DMSLGT002I FILE 'fn' TXTLIB NOT FOUND 

DMSLIO001E NO FILENAME SPECIFIED 

DHSLIO002E FILE[ (S) ] [ ' f n [ft [fm]]'] NOT FOUND 

DMSLIO003E INVALID OPTION 'option' 

DMSLI0005E NO 'option' SPECIFIED 

DHSLI0021E ENTET POINT 'name' NOT FOUND 

DMSLIO02 9E INVALID PABAHETEB 'parameter' IN THE OPTION 'option' FIELD 

DMSLI0055E NO ENTEY POINT DEFINED 

DMSLIO056E FILE ' f n ft fm' CONTAINS INVALID BECOED FOBMATS 

DMSLIO099E CMS/DOS ENVIEONHENT ACTIVE 

DMSLI0104S EEROB 'nn' BEADING FILE ' f n ft fm' FEOH DISK 

DMSLI0105S EBBOE 'nn' WETTING FILE ' f n ft fm' ON DISK 

DMSLI0109S VIBTUAL STOEAGE CAPACITY EXCEEDED 

DMSLI0116S LOADEE TABLE OVERFLOW 

DHSLI0168S PSEODO BEGISTEB TABLE OVEEFLOW 

DHSLI0169S ESDIE TABLE OVEEFLOW 

DHSLIO201W THE FOLLOWING NAMES ARE UNDEFINED: 

DHSLI0202W DUPLICATE IDENTIFIER 'IDENTIFIER' 

DMSLIO203W "SET LOCATION COUNTEE" NAHE 'name' UNDEFINED 

&MSLIO206W PSSUDO BEGISTEB AIIGHHEHT EREOF 

DaSLI0740l EXECUTION BEGINS ... 

DMSLIO907T I/O EBBOE OH FILE • f n ft fm' 

DHSSTT062E INVALID ♦ IN FILEID 
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LOAD MOD 

DMSMOD001E SO FILENAME SPECIIIED 

DMSHOD002E FILE [ » f n [ft]'] »CT FOOND 

DHSMOD032E INVALID FILETYPE 'ft* 

DMSMOD070E INVALID PARAMETEB 'paraneter' 

DMSMOD104S ERROR 'nn* REAEING FILE • f n ft fa« FROM DISK 

DMSMOD109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSM0D114E 'fn ft fm« NOT LOADED; CHS/DOS ENVIRONMENT [NOT] ACTIVE 

DMSM0D116S LOADER TABLE OVERFLOW 

DMSSLN002E FILE 'fn ft« NOT FCDND 

DHSSLN104E ERROR 'nn* READING FILE • f n ft fa' FROM DISK 

DMSSTT048E INVALID MODE •■ode' 

MAC LIB 

DMSLBH001E NO FILENAME SPECIFIED 

DMSLBM002E FILE [ • f n fft]«] NOT FOOND 

DHSLBH002W FILE • f n ft [f»]« HCT FOOND 

DMSLBM003E INVALID OPTION "option* 

DMSLBH013W MEMBER 'nane' NOT FOOND IN LIBRARY 'fn ft fa* 

DMSLBMOIftE INVALID FONCTION 'function' 

DMSLBM037E DISK 'BOde[ (COU) ]• IS BEAD/ONLY 

DMSLBM046E NO LIBRARY NAME SPECIFIED 

DMSLBM0a7E NO FONCTION SPECIFIED 

DMSLBM056E FILE ' f n ft fa' CONTAINS INVALID RECORD FORMATS 

DMSLBH069E DISK 'aode' NOT ACCESSED 

DMSLBM070E INVALID PARAMETER 'paraaeter' 

DMSLBH104S ERROR 'nn' REAEING FILE ' f n ft fa' FROM DISK 

DMSLBM105S ERROR 'nn' HRITING FILE ' f n ft fa' OH DISK 

DMSLBM109S VIRTOAL STORAGE CAPACITY EXCEEDED 

DMSLBH157S MACLIB LIMIT EXCEEDED [, LAST MEMBER NAME ADDED 9AS 'aeabernaae' ] 

DMSLBM167S PREVIOOS MACLIB FONCTION NOT FINISHED 

DMSLBB213W LIBRARY ' f n ft fa' NOT CREATED 

DMSLBM907T I/O ERROR ON FILE ' f n ft fa' 

HODMAP 

DHSMDP001E NO FILENAME SPECIFIED 

DHSMDP002E FILE [ ' f n [ft [fa]]'] NOT FOOND 

DHSHDP018E NO LOAD MAP AVAILABLE 

DHSMDP070E INVALID PARAMETER 'paraaeter' 

MOVEFILE 

DMSMVE002E FILE[ (S) ][ ' fn [ft [fa]]'] HOT FOOND 

DMSMVE003E INVALID OPTION 'option' 

DMSMVE037E OOTPOT DISK 'aode' IS READ/ONLY 

DHSMVEOUIE INPOT AND OOTPOT FILES ARE THE SAME 

DMSMVE069E OOTPOT DISK 'aode' IS HOT ACCESSED 

DMSMVE070E INVALID PARAMETER 'paraaeter' 

DMSMVE075E DEVICE 'device naae» ILLEGAL FOR {INP0T|O0TP0T} 

DMSMVE086E INVALID DDNAHE 'ddnaae' 

DHSMVE127S ONSOPPORTED DEVICE FOB ' ddnaae' 

DMSHVE128S I/O ERROR ON INPOT AFTER READING 'nnnn' RECORDS: INPOT ERROR CODE code OH ddname 

DMSMVE129S I/O ERROR ON OOTPOT HRITING RECORD NOMBER 'nnnn': OOTPOT ERROR code OH ddnaae 

DMSMVE130S BLOCKSIZE ON V FORMAT FILE 'ddnaae' IS LESS THAN 9 

DMSMVE225I PDS MEMBER 'aeabernaae' MOVED 

DMSHVE226I EHD OF PDS MOVE 

DMSHVE706I TERM IHPOT — TYPE NOLL LINE FOR END OF DATA 

DMSHVE708I DISK FILE 'FILE ddnaae Al' ASSOMED FOR DDNAME 'ddnaae' 

OPTION 

DHSOPT070E INVALID PARAMETER 'paraaeter' 

DMSOPT099E CMS/DOS ENVIROHMEST NOT ACTIVE 

PRELOAD 

DMSPRE001E NO FILENAME SPECIFIED 

DMSPRE002E FILE ' f n ft fa' NOT FOOHD 

DMSPRE109S VIRTOAL STORAGE CAPACITY EXCEEDED 

DMSPRE183E INVALID COHTEOL FILE COHTROL CARD 

DHSPRE23t»E ERROR IN LOAD LIST FILE ' f n ft fa' [NO INPOT] 

DMSPRE235E ERROR 'n' IN INPUT TEXT FILE ' f n ft [ fa]' 

DMSPRE236E UNRESOLVED EXTERNAL REFEREHCE(S) EHCODHTERED 

DMSPRE237E DUPLICATE EXTERHAL SYMBOL (S) ENCOUNTERED 

DMSPRE238E PRELOADER PROCESSING ERROR 
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DMSPHT002E FILE • f n ft fo* NOT FOUND 

DI1SPBT003E INVALID OPTION 'Option' 

DMSPBT008E DEVICE 'cuu' {INVALID OR NONEXISTENT | ON SOPPOR TED DEVICE TYPE} 

DMSPRT013E MEMBER 'name' NOT FOOND IN LIBRARY 

DMSPRT029E INVALID PARAMETER 'parameter' IN THE OPTION 'option' FIELD 

DMSPRT033E PILE ' f n ft fm' IS NOT A LIBRARY 

DHSPRT039E NO ENTRIES IN LIBRARY ' f n ft fm' 

DMSPRT044E RECORD LENGTH EXCFEES ALLOWABLE MAXIMUM 

DMSPRT048E INVALID MODE 'mode' 

DMSPRT054E INCOMPLETE FILEID SPECIFIED 

DMSPRT062E INVALID * IN FILEID 

DMSPRT070E INVALID PARAMETER 'parameter' 

DMSPRT104S ERROR 'nn' READING FILE ' f n ft fm' FROM DISK 

DMSpSt123s EIHOB 'nn* PRINTING FILE ' f n ft fm' 

PSERV 

DMSPRV003E INVALID OPTION 'option' 

DMSPRV004E PROCEDURE 'procedure' NOT FOUND 

DHSPRV006E NO READ/WRITE 'A' DISK ACCESSED 

DMSPRV037E DISK »A' IS READ/ONIY 

DMSPRV070E INVALID PARAMETER 'parameter' 

DMSPRV097E NO « SYSRES' VOLOHE ACTIVE 

DMSPRV098E NO PROCEDURE NAME SPECIFIED 

DHSPRV099E CMS/DOS ENVIRONMENT NOT ACTIVE 

DMSPRV105S ERROR 'nn' WRITING FILE • f n ft fm' TO DISK 

DMSPRV113S DISK (CUOj NOT ATTACHED 

DMSPBVailS INPUT ERBOR CODE 'nn' ON 'SYSRES' 

PUNCH 

DMSPUN002E FILE 'fn' NOT FOUND 

DMSPUN003E INVALID OPTION 'option' 

DMSPUNOOSE DEVICE 'cuu' {INVALID CB NONEXISTENT | UNSUPPORTED DEVICE TYPE} 

DMSP0N013E MEMBER 'name' NOT FOUND IN LIBRARY 

DMSPUN033E FILE ' f n ft fm» IS NOT A LIBEARY 

DMSPDN039E NO ENTRIES IN LIBRARY ' f Q ft fm' 

DMSPUN044E RECORD LENGTH EXCEEDS ALLOWABLE MAXIMUM 

DMSPUN05UE INCOMPLETE FILEID SPECIFIED 

DHSPUN062E INVALID * IN FILEID 

DMSPUNIOUS ERROR "nn* BEADING FILE ' f n ft fm' FROM DISK 

DMSPUN118S ERROR PUNCHING FILE • f n ft fm' 

DMSPUN125S EBBOB 'nn' PUNCHING FILE • f n ft fm' 

QOEBY 

DMSQRY005E NO 'option' SPECIFIED 
_DMSQRy014E INVALID FUNCTION 'function' 
DMSQRY026E INVALID PARAMETER 'parameter' FOR 'function' FUNCTION 
DMSQRY0a7E NO FUNCTION SPECIFIED 
DMSQRY070E INVALID PARAMETER 'parameter' 
DMSQRY099E CMS/DOS ENVIBONHEHT NOT ACTIVE 

READCARD 

DMSRDC008E DEVICE 'ecu' {INVALID OB NONEXISTENT | UNSUPPORTED DEVICE TYPE} 

DMSBDC042E NO FILEID SPECIFIED 

DMSRDC054E INCOMPLETE FILEID SPECIFIED 

DMSRDC062E INVALID ♦ IN FILEID 

DMSRDC069E DISK 'mode' NOT ACCESSED 

DMSRDC105S ERROR 'nn' WRITING FILE ' f n ft fm' ON DISK 

DaSRDC12US ERROR 'nn' READING CARD FILE 

DMSRDC205W READER EMPTY OR NOT READY 

DMSRDC701I NULL FILE 

DMSR1X:702I READ COWTEOI CAED IS HISSING. FOLLOWING ASSUKED: 

DMSRDC702I :READ ffn ft fm|EEADCABD CMSUT1 A1} 

DMSRDC738I RECORD LENGTH IS 'nnn' BYTES 

RELEASE 

DlISaEE0T7E IFVTfLID DEVICI ADERESS 'ecu' 

DMSABE028E NO DEVICE SPECIFIED 

DMSARE048E INVALID MODE 'mode' 

DMSARE069E DISK {'mode' | ' ecu'} NOT ACCESSED 

DMSARE070E INVALID PARAMETER 'parameter' 
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RENAME 

DMSRNM002E FILE[ (S) ][ ' f n [ft [fm]]'! NOT FOOHD 

DMSBNM003E INVALID OPTION 'option' 

DMSENM019E IDENTICAL FILEIDS 

DMSENM024E FILE ' f n ft fm' ALREADY EXISTS f SPECIFY 'REPLACE'] 

DHSRNH030E FILE » f n ft fa' ALREADY ACTIVE 

DMSRNM037E DISK 'mode' IS READ/ONLY 

DMSRNM048E INVALID MODE 'mode' 

DMSENM051E INVALID MODE CHANGE 

DHSRNM054E INCOMPLETE FILEID ['fn[ft]'] SPECIFIED 

DMSRNM062E INVALID * IN ODTPOT FILEID 

BSERV 

DMSRRV003E INVALID OPTION 'option' 

DHSRRV004E MODULE 'module' NCT FOOND 

DMSRRV006E NO BEAD/WRITE 'A» DISK ACCESSED 

DMSRRV070E INVALID PARAMETER 'parameter' 

DJISRSV097S NO ' SYSSSS' VOLUME ACTIVE 

DHSRRV098E NO MODOLE NAME SPECIFIED 

DMSRRV099E CHS/DOS ENVIRONMENT NOT ACTIVE 

DMSRRV105S ERROR 'nn' HBITIHG FILE ' f n ft fm' ON DISK 

DHSRRV113S DISK (CUQ) NOT ATTACHED 

DMSRRVms INPUT ERROR CODE 'nn' ON • {SYSRES |SYSRLB} ' 

RON 

DMSRUN001E NO FILENAME SPECIFIED 

DHSRUN002E FILE [ • f n [ft [fa]]'] HOT FOOND 

DMSR0N048E INVALID MODE 'mode' 

DHSRON070E INVALID PARAMETER 'parameter' 

DMSEOK999E NO [ft] PROCESSOR FOUND 

SAVENCP 

DMSNCP001E NO FILENAME SPECIFIED 

DMSNCP002E FILE ' f n ft' NCT FOOND 

DMSNCP003E INVALID OPTION 'option' 

DMSHCP013E MEMBER 'name' NOT FOOHD IN LIBRARY • f n ft fm' 

DMSNCP021E ENTRY POINT 'symbol' NOT FOOND 

DMSNCP025E INVALID DATA IN 370X CONTROL PROGRAM 

DMSNCP045E DNSDPPORTED CONTROL PROGRAM TYPE 

DMSNCP056E FILE ' f n ft fm' CONTAINS INVALID RECORD FORMATS 

DMSNCP099W GENERATION PABAMEIEBS INCOMPATIBLE WITH Va/370 

DMSNCP109S VIETOAL STORAGE CAPACITY EXCEEDED 

SET 

DMSLI0002I FILE 'fn' TXTLIB NCT FOOND 

DMSSETOIUE INVALID FUNCTION 'function' 

DMSSET026E INVALID PARAMETER 'parameter* FOR 'function' FONCTION 

DMSSET031E LOADER TABLES CANNOT BE MODIFIED 

DMSSET047E NO FONCTION SPECIFIED 

DMSSET048E INVALID MODE 'mode' 

DMSSET050E PARAMETER MISSING AFTER {DDNAMEj SYSxxxj function} 

DMSSET061E NO TRANSLATION CHARACTER SPECIFIED 

DMSSET070E INVALID PARAMETER 'parameter' 

DMSSET098H CMS OS SIMULATION NOT AVAILABLE 

DMSSET099E CHS/DOS ENVIEONMEHI NOT ACTIVE 

DHSSET100W SYSTEM NAME 'name' HOT AVAILABLE 

DMSSET142S SAVED SYSTEM NAME 'name' INVALID 

DHSSET333E nnnnnK PARTITION TOO LARGE FOR THIS VIRTOAL MACHINE 

DMSSET400S SYSTEM 'sysname' DOES NOT EXIST 

DMSSET401S VM SIZE (size) CANNOT EXCEED 'DMSDOS' START ADDRESS (address) 

DMSSET410S CONTROL PROGRAM ERROR INDICATIOH 'retcode' 

DMSSET444E VOLUME LABEL IS NOT A DOS SYSRES 

SETKEY 

DMSSSK070E INVALID PARAMETER 'parameter' 

DMSSSK362E INVALID STORAGE PECTECT KEY 'key' 

DMSSSK363E INVALID STARTING ADDRESS 'startadr' 

DMSSSK36UE VM STORAGE NOT LARGE EHOOGH TO CONTAIN SYSTEM LOADING AT 

startadr TO endadr 

DMSSSK365E SYSTEM NAME NCT SPECIFIED 

DMS3SKII00S SYSTEM 'name' DOES NOT EXIST 

DMSSSK410S CO :RCL PROGRAM EBBCS INDICATION » nnn » 
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DHSSBT002E FILE [ • f m [ft [fill]]'] HOT FOUND 

DMSSBT009E COLOHN •col« EXCEEDS PECOBD LENGTH 

DMSSET019E IDENTICAL FILEIDS 

DMSSFT034E FILE ' f n ft fin« IS HOT FIXED LENGTH 

DHSSRT037E DISK 'node' IS BEAD/ONLY 

DHSSRT053E INVALID SOBT FIELD PAIR DEFINED 

DHSSBT054E INCOMPLETE FILEID SPECIFIED 

DHSSBT062E INVALID £= |* | CHAB. 'char'} IN FILEID [ • f n ft fm'] 

DHSSBT063E NO LIST ENTEBED 

DHSSBT070E INVALID PAEAMETEB 'parameter' 

DMSSRTlOttS EEECB 'nn' BEADING FILE » f n ft fm* FBOK DISK 

DMSSBT105S ERBOE 'nn' WRITING FILE ' f n ft fm» ON DISK 

DMSSRT212E MAXIHDM NDHBEB OF BECOBDS EXCEEDED 

DHSSRT604H ENXEB SOET FIllDS: 

SSEEV 

DMSSEV003E INVALID OPTION 'option' 

DMSSBVOOUE BOOK 'subl.book' NOT FOUND 

DMSSEV006E NO BEAD/WBITE 'A' DISK ACCESSED 

DHSSEV070E INVALID PARAHETER 'parameter' 

DKSSRV097E HO « STSRES' VOIUBE ACTIVE 

DMSSRV098E NO BOOK NAME SPECIFIED 

DHSSBV099E CMS/DOS ENVIEONHENT NOT ACTIVE 

DHSSRV105S ERBOE 'nn' WRITING FILE 'fn ft fm« ON DISK 

DMSSBV113S DISK (cuu) NOT ATTACHED 

DHSSBV411S INPUT EBEOE CODE 'nn' ON » {STSBES| STSSLB} ' 

DMSSEV194S BOOK 'sabl-fcook' CCSTAINS BAD RECORDS 

START 

DMSLI0021E ENTBY POINT 'name' NOT FOUND 
DMSLI0055E NO ENTBY POINT DEFINED 
DMSLIO740I EXECUTION BEGINS ... 

STATE/STAT EH 

DHSSTT002E 'fn ft fm' NOT FOUND 

DMSSTT048E INVALID HODE 'mode' 

DMSSTTOSaE INCOHPLETE FILEID SPECIFIED 

DMSSTT062E INVALID ♦ IN FILEID • f n ft* 

DMSSTT069E DISK 'mode' NOT ACCESSED 

DHSSTT070E INVALID PARAHETER 'parameter* 

DMSSTT227I PROCESSING VOLUME 'no' IN DATA SET 'data set name' 

DHSSTT228I USER LABELS BYPASSED ON DATA SET 'data set name' 

DMSST-T229E UNSHPPOBTED OS DATA SET, ERROR 'code' 

SVCTBACE 

DMSOVBOIUE INVALID FUNCTION 'function* 

DMSOVB0a7E NO FUNCTION SPECIFIED 

DMSOVR104S ERROB 'nn* BEADING FILE 'DHSOVB MODULE* ON DISK 

DMSOVB109S VIRTUAL STOEAGE CAPACITY EXCEEDED 

SYNONYM 

DMSSYN002E FILE ' f n ft fm* NOT FOUND 

DMSSyH003E INVALID OPTION 'option* 

DMSSYN007E FILE * f n ft fm* NOT FIXED, 80 CHAB. EECORDS 

DHSSYN032E IHVALID FILETYPE *ft* 

DMSSYN056E PILE * f n ft fm' CONTAINS INVALID RECORD FORMATS 

DMSSYN066E 'STD' and ' NOSTD' ABE CONFLICTIHG OPTIOHS 

DHSSYNIOaS EBEOE 'nn' EEADING FILE ' f n ft fm* FROM DISK 

DMSSYH711I NO SYSTEM SYNONYMS IN EFFECT 

DHSSYN712I NO SYNONYMS (DHSINA NOT IN NUCLEUS) 

TAPE 

DMSTPE002E FILE[ (S) ][ * fn [ft [fm]]*] NOT FOUND 

DMSTPE003E INVALID OPTION 'option' 

DMSTPE010E PREMATURE EOF ON FILE [ ' f n ft [fm]*] 

DHSTPEOiaE INVALID FUNCTION 'function* 

DMSTPE017E INVALID DEVICE ADDRESS 'cuu* 

DHSTPE023E NO FILETYPE SPECIFIED 

DMSTPE027E INVALID DEVICE 'device name* 

DMSTPE029E INVALID PARAMETER * parameter* IN THE OPTION * option* FIELD 

DMSTPE037E DISK 'mode' IS READ/ONLY 

DMSTPE0U2E NO FILEIDf (S) ] SPECIFIED 
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TAPE (continued) 

DMSTPE043E • TAPn (cuu) • IS FILE PROTECTED 

DMSTPE047E NO FONCTIOH SPZCiniD 

DMSTPE048E IHVALID MODE 'ooae' 

DMSTPE057E IHVALID HECOSD FOBMAT 

DMSTPE058E END-OF-FILE OE EHD-OF-TAPE 

DMSTPE070E INVALID PARAMETEF 'parameter' 

DMSTPE096E FILE • f n ft' DATA BIOCK COONT INCORRECT 

DHSTPE104S ERROR 'nn' EEAEING FILE ' f n ft fm' FROH DISK 

DHSTPE105S ERROR 'nn' WRITING FILE ' f n ft fm' ON DISK 

DMSTPE110S ERROR READING 'TAPn (CUU)' 

DMSTPE111S ERROR WRITING 'TAPn (cuu)' 

DHSTPE113S TAPn (CUU) NOT ATTACHED 

DHSTPE115S {CONVERSIONI {719} -TRACKI {80016250} BPI |TRANSLATION| DUAL DENSITY} 

FEATORE NOT SUPPORTED ON DEVICE 'CUU' 

DMSTPE431E 'TAPn (cuu) ' V0L1 LABEL MISSING 

DMSTPE701I NOLL FILE 

TAPEMAC 

DMSTMA001E NO FILENAME SPECIFIED 

DMSTMA003E INVALID OPTION 'option' 

DHSTMA057E INVALID RECORD FOBMAT 

DMSTMA07 0E INVALID PABAMETEE 'parameter' 

DMSTMA105S ERROR 'nn' WRITING FILE • f n ft' ON DISK 

DMSTHA109S VIBTOAL STORAGE CAPACITY EXCEEDED 

DHSTMA110S ERROR BEADING 'TAPn' 

DMSTMA137S ERROR nn ON 'STATE' FOR fn ft 

DMSTMA138S ERROB nn ERASING fn ft BEFORE LOADING TAPE 

DHSTMA139S TAPE FILE EXCEEDS 9 CHS MACLIBS 

DMSTMA420E NSL EXIT FILENAME MISSING OB INVALID 

TAPPDS 

DMS1'PD003E INVALID OPTION 'option' 

DMSTPD058E END-OF-FILE OB END-OF-TAPE 

DHSTPD105S ERROR 'nn' WRITING FILE ' f n ft fm' 

DHSTPD109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSTPD110S ERROR READING 'TAPn' 

DMSTPD420E NSL EXIT FILENAME MISSING OR INVALID 

DMSTPD703I FILE • f n ft [fm]' COPIED 

DHSTPD707I TEN FILES COPIED 

TXTLIB 

DMSLBT001E NO FILENAME SPECIFIED 

DHSLBT002E FILE[ (S) ] [ • f n [ft [fm]]'] NOT FOUND 

DMSLBT002W FILE[ (S) ][ • fn [ft [fm]]'] NOT FOUND 

DMSLBT003E INVALID OPTION 'option' 

DHSLBT013E MEMBER 'name' NOT FOUND IN LIBRARY ' f n ft fm' 

DMSLBT014E INVALID FUNCTION 'function' 

DMSLBT037E DISK 'mode' IS READ/ONLY 

DMSLBT046E NO LIBRARY NAME SPECIFIED 

DMSLBT047E NO FUNCTION SPECIFIED 

DMSLBT056E FILE ' f n ft fm' CONTAINS INVALID [ NAME| ALIAS| ENTRY| ESD] RECORD FORMATS 

DMSLBT056W FILE ' f n ft fm' CONTAINS [ {NAME | ALIAS | ENTRYI ESD} ] INVALID RECORD FORMATS 

DMSLBT069E DISK 'mode' NOT ACCESSED 

DMSLBT104S ERROR 'nn' BEADING FILE • f n ft fm' FBOM DISK 

DMSLBT105S ERROB 'nn' WBITING FILE ' f n ft fm' ON DISK 

DMSLBT106S NUMBER OF MEMBER NAMES EXCEEDS MAX ' nnnn' . FILE 'fn ft f m • NOT ADDED 

DMSLBT213W LIBBABY • f n ft fm' NOT CEEATED 

TYPE 

DMSTYP002E FILE ' f n ft fm' NOT FOUND 

DHSTYP003E INVALID OPTION 'option' 

DMSTYP005E NO 'option' SPECIFIED 

DMSTYP009E COLUMN 'col' EXCEEDS BECOBD LENGTH 

DMSTYP013E MEMBEB 'name' NOT FOUND IN LIBRARY 

DMSTYP029E INVALID PARAMETER 'parameter' [IN THE OPTION 'option' FIELD] 

DMSTYP033E FILE ' f n ft fm» IS NOT A LIBRARY 

DMSTYP039E NO ENTRIES IN LIBRARY • f n ft fm' 

DMSTYP049E INVALID LINE NUMBER 'line number' 

DMSTYP054E INCOMPLETE FILEID SPECIFIED 

DMSTYP062E INVALID * IN FILEID 

DMSTYP069E DISK MODE NOT ACCESSED 

DMSTYP104S ERROR 'nn' BEADING FIIB 'fn ft fm' FEOM DISK 
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UPDATE 

DMStJPDOOlS HO FILSHAMS SFSCIFISD 

DHSnPD002E PILE 'fn ft fn* HOT FOOHD 

DMSOPD003E INVALID OPTIOH 'option' 

DHSDPD007E FILE • f n ft fa* IS KOT FIXED, 80 CHAB. RECORDS 

DHSOPD010W PREHATORE EOF OH FILE • f n ft fn* 

DMSOPD024E FILE 'UPDATE CMS0T1 fm' ALREADY EXISTS 

DHSnPD037E DISK 'A' IS READ/OHLY 

DMSOPDOtSE INVALID HODE 'Bode' 

DHSaPD065E 'option' OPTICH SPECIFIED TWICE 

DMSnPD066E 'option' AHD 'option' ARE COHFLICTIHG OPTIOHS 

DHSIJPD06 9E DISK 'A' HOT ACCESSED 

DHSaPD070E INVALID PARAMETER 'parameter' 

DMSOPD104S ERROR 'nn' READING FILE ' f n ft fm' FROM DISK 

DMSaPDIOSS ERROR 'nn' WRITING FILE ' f n ft fm' ON DISK 

DHSUPDITtW SEQUENCE ERROR INTROrUCED IN OUTPUT FILE: ' ' TO ' ' 

DMSUPD176W SEQUENCING OVERFLOW FOLLOWING SEQ NUMBER' ' 

DMSUPD177I WARNING MESSAGES ISSUED (SEVERITY = nn) . ['REP' OPTION IGNORED] 

DHSUPD178I UPDATING [ ' f n ft fm' ] WITH ' f n ft fm' 

DMSUPD179E MISSING OR DUPLICATE 'MACS' CARD IN CONTROL FILE 'fn ft fm' 

DMSUPD180W MISSING PTF FILE ' f n ft fm' 

DMSUPD181E NO UPDATE FILES WERE FOUND 

DMSUPD182W SEQUENCE INCREMENT IS ZERO 

DMSUPD183E INVALID {CONTROL | AUX} FILE CONTROL CARD 

DMSUPD184W ' ./ S' NOT FIRST CARD IN UPDATE FILE — IGNORED 

DMSUPD185W INVALID CHAR IK SEQUENCE FIELD ' ' 

DHSnPDl86W SEQUENCE NUMBER ' ' NOT FOUND 

DMSUPD187E OPTION 'STK' INVALID WITHOUT 'CTL' 
DHSUPD207W INVALID UPDATE FILE CONTROL CARD 

DMSOPD210W INPUT FILE SEQUENCE ERROR • ...' TO '. = ,. • 

DMSUPD2 99E INSUFFICIENT STORAGE TO COMPLETE UPDATE 
DMSUPD300E INSUFFICIENT STORAGE TO BEGIN UPDATE 
DMSUPD30ai UPDATE PROCESSING WILL BE DONE USING DISK 

2AP 

DMSZAP001E NO FILENAME SPECIFIED 

DMSZAP002E FILE ' f n ft' NOT FOUND 

DMSZAP002W FILE • f n ft' NOT FOUND 

DMSZAP003E INVALID OPTION 'option' 

DHSZAP007E FILE « f n ft' IS HOT FIXED, 80 CHAR. RECORDS 

DMSZAPOIUE INVALID FUNCTION 'function' 

DMSZAP0U7E NO FUNCTION SPECIFIED 

DMSZAP056E FILE ' f n ft' CONTAINS INVALID RECORD FORMATS 

DMSZAP070E INVALID PARAMETER 'parameter' 

DMSZAP10US ERROR 'nn' READING FILE ' f n ft' FROM DISK 

DMSZAP190W INVALID CONTROL RECORD OR NO GO SWITCH SET 

DHSZAP191W PATCH OVERLAPS-SFT HO GO SWITCH 

DMSZAP192W ERROR-ODD NUMBER OF DIGITS-SET NO GO SWITCH 

DMSZAP193W PRECEDING CONIBOL RECORD FLUSHED 

DMSZAP194W CSECT NOT FOUND IN {MEMBER • membername' | MODULE ' modulename'} - 

SET NO GO SWITCH 
DHSZAP195W BASE VALUE INVALID-SET HO GO SWITCH 
DMSZAP200W VERIFY REJECT-SET BO GO SWITCH 
DHSZAP2 08E FILE 'fn ft' IS HOT VARIABLE RECORD FORMAT 
DMSZAP210E FILE • f n ft' IS OH A READ/OHLY DISK 
DMSZAP245S ERROR 'nnn' OH PRINTER 

DMSZAP2U6W NO LOADER TABLE PRESENT FOR MODULE 'fn ft '-SET HO GO SWITCH 
DMSZAP2a7W MEMBER 'name' NOT FOUND — SET NO GO SWITCH 
DMSZAP2U8W INVALID VER/REP DISP — SET HO GO SWITCH 
DMSZAP750I ZAP PROCESSING COMPLETE 
DMSZAP751I MEMBER FOUND IN LIBRARY 'fn' 

CMS INITIALIZATION ROUTINE 

DHSINS098W CMS OS SIMULAIIOH HOT AVAILABLE 
DHSINS100W CMSSEG SYSTEM NAME 'name'. HOT AVAILABLE 
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CMS/DOS CLOSE ROOTIKE 

DMSCLS0U3E TAPn IS FILE FEOTECTED 

DMSCLS058E END-OF-FILE OB EHD-OF-TAPE ON 'TAPn* 

DMSCLS088E OHSDPPORTED DTF TYPE 'dtftype' 

DMSCLS089E CLOSE ERROR COEE 'nn' ON • {fn| SYSxxx| TAPn} • 

DMSCLS113S 'TAPn (cuu) • NOT ATTACHED 

DHSCLS140S SEOV/FEOV MACEC NOT SUPPORTED 

DMKCLSa29I 'TAPn (cuu) » EOT ON OOTPOT 

CHS/DOS GENERATION PEOCEDDBE 

DMSGEN006E NO READ/WRITE A-DISK ACCESSED 

DMSGEN095E INVALID ADDRESS 'address* 

DMSGEN110E CORRECT FORM IS: DOSGEN LOCATION SEGNAME 

DMSGEN111E DOSGEN FAILED DOE TO LOAD ERRORS 

DBSGEN141S DOSGEN FAILED DDE TO SAVESTS ERRORS 

DHSGEN715I DOSGEN COMPLETE 

CMS/DOS OPEN LIBRARY ROUTINE 

DHSOPL089E OPEF ESEOR CODE 'nn' ON SYSsxs 
DHSOPL158E NO CMS/DOS PROCEDURE IIBEAEY SUPPOET 

CHS/DOS OPEN POOTINE 

DMSBOP037E DISK 'node' IS EEAD/ONLY 

DHSBOP043E TAPn IS FILE FEOTECTED 

DaSBOP058E END-OF-FILE OE END-OF-TAPE ON 'TAPn' 

DMSBOP069E DISK 'node' NOT ACCESSED 

DMSBOP086W DLBL 'ddname' EUHMY INVALID FOB VSAH 

DMSBOP088E UNSUPPORTED DTF TYPE 'dtftype' 

DMSBOP089E OPEN ERROR CODE 'nn' ON {fn| SYSxxx|TAPN} 

DMSB0P113S [TAPnImode (cuu)} NOT ATTACHED 

DMSBOP302E NO SYSxxx OPERAND SPECIFIED 

CHS/DOS OPEN ROUTINE (continued) 

DHSBOP308E 'mode' DISK IN CMS FORMAT; INVALID FOE NON-CMS DATASET 

DMSBOPaOOS SYSTEM 'sysnaae' DOES NOT EXIST 

DMSBOP401S VH SIZE (size) CANNOT EXCEED 'DMSDOS' START ADDRESS (address) 

DMSBOPaiOS CONTROL PROGRAM EBEOB INDICATION 'retcode' 

DMSB0PtH3S STORAGE NOT INITIALIZED FOE VSAM PEOCESSING 

DMSBOP995E USABLE TO OBTAIN FEEE STORAGE FOR DMSBOP PROCESSING. 

REDEFINE STORAGE SIZE 
DHSBOP996E NO LOGIC MODULE POINTER IN DTF FOR 'filename' 

CBS/DOS SVC HANDLEF ROUTINE 

DHSDOS004E PHASE 'phase' NOT FOUND 

DMSDOS091E SAVEAREA ADDRESS IN PARTITION PIB NOT EQUIVALENT TO LTA SAVEAREA ADDRESS 

DMSDOS092E STXIT SAVEAREA ADDRESS INVALID 

DMSDOS093E MVCOM MACRO ATTEMPTING TO ALTER OTHER THAN POSITION 12-23 OF COMREG 

DMSDOS094E FROM ADDRESS OS MVCOM MACRO INVALID 

DMSDOS095E INVALID ADDRESS 'address' 

DMSDOS096S UNSUPPORTED FUNCTION IN A LIOCS ROUTINE 

DSHD0S121S UNSUPPORTED SVC no. (HEX no.) CALLED FROM caller 

DMSDOS140S {FEOVD|SEOV|FEOV} MACRO NOT SUPPORTED 

DMSD0S160S JOB CANCELED DUE TO PROGRAM REQUEST 

DMSDOS401S VM SIZE (size) CANNOT EXCEED 'DMSDOS' START ADDRESS (address) 

DMSD0Sai3S STORAGE NOT INITIALIZED FOR VSAM PROCESSING 

CHSXGEN PROCEDURE 

DMSCHS006E NO READ/WRITE A-DISK ACCESSED 

DMSCMS095E INVALID ADDRESS 'address' 

DMSCMS110E CORRECT FORM IS: CBSXGEN LOCATION (SEGNAME) 

DMSCMS111E CMSXGEN FAILED DUE TO LOAD EBROBS 

DHSCMS141S CMSXGEN FAILED DUE TO SAVESYS ERRORS 

DMSCMSai2S CMSXGEN FAILEE DUE TO SETKEY ERROR 

DMSCMS715I CHSXGEN COMPLETE 

DOMP/JDUMP/PDUMP ROUTINE 

DHSDMP020H INVALID PDUMP ADDRESS 'address' - NO DUMP OPERATION PERFORMED 
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EXCP ROUTINE 

DMSXCP037E OUTPUT DISK mode {cuu^ IS SEAD/QNLY 

DHSXCP043E TAPE (cuu) IS FILE PBCTECTED 

DHSXCPlOaS EEROE 'nn' READING FILE • f n ft fm* FROM DISK 

DHSXCP105S ERROR 'nn' WRITING FILE • f n ft fm' ON DISK 

DHSXCP113S 'device (cuu) » NOT ATTACHED 

DBSXCP411S {INPUTI OUTPUT} ESECE CODE 'nn* ON 'SYSxxx* 

DMSXCP161S UNEXPECTED ERROR CODE 'nn' ON 'SYSxxx' 

OS OPEN AND CLOSE ROUTINE 

DHSSOP036H UPDATE REQUESTED FOR BEAD-ONLY DISK 
DMSSOP036E OPEN ERROR CODE 'nn' ON • ddname' 
DMSSOP109S VIRTUAL STORAGE CAPACITY EXCEEDED 

OS I/O ROUTINES 

DMSSEB42 9I • TAPn (cuu) • EOT ON OUTPUT 

SAVED SYSTEM ROUTINES 

DMSVIB400S SYSTEM 'sysname' DOES NOT EXIST 

DasviB401S VH SIZE (size) CANNOT EXCEED 'sysname' START ADDRESS (address) 

DHSVIB410S CONTROL PROGRAM ERROR INDICATION 'retcode' 

DMSVIB109S VIRTUAL STORAGE CAPACITY EXCEEDED 

TAPE LABEL PROCESSING ROUTINES 

DMSTLB027E INVALID DEVICE 'device name' 

DMSTLBOaSE 'TAPn (cuu) ' IS FILE PROTECTED 

DHSTLB058E END-OF-FILE or END-OF-TAPE [ON TAPn] 

DHSTLB110S ERROR BEADING 'TAPn [ (CUU) ' ] 

DMSTLB111S ERROR WRITING 'TAPn (cuu)' 

DMSTLB113S 'TAPn (cuu)' NOT ATTACHED 

DMSTLB421E 'TAPn (cuu)' HDE1 LABEL MISSING FOR 'filename' 

DMSTLB422E 'TAPn (cuu)' POSITIONED WRONG FOB 'filename' 

DMSTLB423I 'TAPn (cuu)' POSITION PARAMETER IGNORED. OUTPUT FILE 

HILL BE WRITTEN IMMEDIATELY AFTER NEW V0L1 LABEL 

DMSTLB424E 'TAPn (cuu)' NOT POSITIONED AT EOFI LABEL 

DMSTLB425R 'TAPn (cuu)' BLOCK COUNT ERROR FOR 'filename' 

ENTER 'IGNORE' OB 'CANCEL' 

DMSTLBa26R 'TAPn (CUU)' UNEXPIRED FILE ENTER 'IGNORE' OR 'ERROR' 

DMSTLB427I 'TAPn (cuu) • E0V1 LABEL BEAD 

DMSTLB428I 'TAPn (cuu)' E0V1 LABEL WRITTEN 

DMSTLB430E 'TAPn (CUU)' LABELDEF INFORMATION MISSING FOR 'filename' 

DMSTLB431E 'TAPn (cuu)' V0L1 LABEL MISSING 

DMSTLB432E 'TAPn (cuu)' VOLID volid DOES NOT MATCH LABELDEF VOLID FOR 'filename' 

DHSTLB433R ENTER 'WRITE (volid)' OR 'REJECT' 

DMSTLB434E 'TAPn (cuu)' INPUT LABEL CHECK EBROR FOR FIELD 'fieldname' 

FILE 'filename' 

DMSTLB435E ENTER 'IGNORE' OR 'CANCEL' 

DMSTLB436I 'TAPn (cuu) ' HISSING USER STANDARD LABEL FOR 'ddname* 

DMSTLB437I 'TAPn (cuu) ' NSL ROUTINE BETUENED AN ERROR CODE 'nnnnnn' FOR 'filename' 

VSAMGEN EXEC PROCEDURE 

DHSVGN06 9E DISK 'A' NOT ACCESSED 

DMSVGN360E INVALID RESPONSE 'response' 

DHSVGN360I CHS/VSAM TEXT FILES CREATED ON DISK 'A' 

DHSVGN360E ENTER EITHER 'INSTALL' OR 'UPDATE': 

DMSVGN361E DISK 'mode' IS NOT A {CMS(DOS) DISK 

DBSVGN361I CREATING CMS TEXT FILES... 

DMSVGN361E ENTER EITHER 'DOS' OR 'OS': 

DMSVGN362I LINK EDITING sysname 

DMSVGN362R ENTER MODE OF EOS SYSTEM RELOCATABLE LIBRARY DISK: 

DMSVGN363I sysname DOSLIE CREATED ON DISK 'A' 

DMSVGN363R ENTER LOCATION WHEBE sysname WILL BE LOADED AND SAVED: 

DMSFGI3 64I FETCHING sysname... 

DHSVGN364R ENTER 'CMSVSAM' OR 'CMSAMS' OR 'BOTH' FOR GENERATION OF NEW SYSTEM (S) : 

DMSVGN365I SYSTEM sysname SAVED 

DMSVGN365B ENTEE MODULE NAME (8 CHABS OR LESS) OR 'END': 

DMSVGN366I STARTING TO READ PTF DECKS FROM READER... 

DMSVGN366R ENTER NAME OF SYSTEM TO BE SAVED: 

DMSVGN367I 'modulename TEXT' WRITTEN ON DISK 'A' 

DMSVGN368I count NEW PTF DECKS WILL BE APPLIED 

DMSVGN368R ERASE sysname DOSLIB?. .-ENTER 'YES' OR 'NO': 

DMSVGN369E INVALID _ RELEASE 31 OR LATER REQUIRED 

DMSVGN369R ENTER RELEASE NUMBER OF DOS/VS STARTER SYSTEM: 
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VSAHGEH EXEC PROCEDOBE (continaea) 

DMSVGH380R ENTEB 'TAPE' OB 'CARDS' FOB PTF APPLICATION: 

DHSVGN381R EHTEB 'SELECT' OB 'ALL' FOB TAPE PTF APPLICATION: 

DMSVGH3 82E EHTEB NDHBEB OF TAPE FILES TO BE PEOCESSED: 

DHSVPD070E INVALID PABAHFTEB 'parameter' 

DHSTPD105S EBBOB 'nn' WBITIHG FILE • f n CHS0T1 AT ON DISK 

DHS7PD109S 7IET0AL STORAGE CAPACITY EXCEEDED 

DSS7PD110S EBBOB BEADING TAPl (181) 

DaSVPDiiaS TAPl (181) NOI ATTACHED 

DHSTPD367I 'Bodulenaae TEXT' iBITTEH OH DISK 'A* 

DMSVPD368I count NEB PTF DECKS WILL BE APPLIED 

DMSVPD383E APPLY 'fn' ? ...EHTEB «H0' OB EOB: 

VSAM INTEBFACE (OS DSEBJ 

DMSVIP109S VIBTDAL STOEAGE CAPACITY EXCEEDED 

DHSVIP230E NO. OF ¥SAM EXIT BODTINES HAS EXCEEDED HAX OF 128 - ONABLE TO COHTINDE 
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RSCS Message Summary 

KSCS Spontaneo us Me ssages 

DMTREXOOOI ESCS (VEE V, LEV 1, JBB/dd/yy) READY 

DHTCMXOOII FREE STORAGE = nn PAGES 

DMTREX002I LINK linkid DEACTIVATED 

DHTCMX003I LINK linkid EXECUTING: (command line text) 

DMTNPT070E I/O ERROR cuu SIOCC cc CSW csw SENSE sense CCW ccw 

DMTSML070E I/O ERROR cuu SIOCC CC CSW csw SENSE sense CCW ccw 

DHTREX080E PROG BAH CHECK — LINK linkid DEACTIVITED 

DMTREX090T PROGRAM CHECK IN SUPERVISOR — RSCS SHUTDOWN 

DHTREX091T INITIALIZATION FAILURE — RSCS SHUTDOWN 

DMTAXS101I FILE spoolid ENQUEUED OH LINK linkid 

DMTAXS102I FILE spoolid PENDING FOR LINK linkid 

DHTAXS103E FILE spoolid REJECTED — INVALID DESTINATION ADDRESS 

DHTAXSlOtll PILE SPOOLED TO userid2 — ORG locidi (name1) mm/dd/yy hh:inin:ss 

DMTAXS105I FILE spoolid PURGED 

DMTAXS106I FILE spoolid HISSING — DEQUEUED FROM LINK linkid 

DMTAXS107I nn PENDING FILES FOE LINK linkid HISSING 

DKTAXS108E SYSTEM ERROR READING SPOOL FILE spoolid 

DMTNPT108E SYSTEM ERROR READING SPOOL FILE spoolid 

DMTSML108E SYSTEM ERROR READING SPOOL FILE spoolid 

DMTNPTltll LINE vaddr READY FOE CONNECTION TO LINK linkid 

DMTSML141I LINE vaddr READY FOE CONNECTION TO LINK linkid 

DMTNPTm2l LINK linkid LINE vaddr CONNECTED 

DHTSML142I LINK linkid LINE vaddr CONNECTED 

DMTNPT143I LINK linkid LINE vaddr DISCONNECTED 

DHTSML143I LINK linkid LINE vaddr DISCONNECTED 

DMTNFrl44I RECEIVING: Fill FROM locidi (naiBel) 

DHTSMLltfH RECEIVING: FILE FROM locidi (namel) 

DMTNPTiaSi RECEIVED: FILE FROM locidi (namel) FOR locid2 (userid2) 

DHTSMLltSi RECEIVED: FILE FROM locidi (namel) FOR locid2 (aserid2) 

DMTNPT146I SENDING: FILE spoolid ON LINK linkid, REC nnnnnn 

DMTSML146I SENDING: FILE spoolid ON LINK linkid, REC nnnnnn 

DMTNPT147I SENT: FILE spoolid ON LINK linkid 

DMTSHL147I SENT: FILE spoolid ON LINK linkid 

DMTNPT149I LINK linkid LINE ACTIVITY: TOT= mmm; ERRS= nnn; THOUTS= ppp 

DHTSML149I LINK linkid LINE ACTIVITY: TOT= mmm; ERRS= nnn; TMOUTS= ppp 



FOR locid2 (userid2) 
FOR locid2 (userid2) 



DMTSPT16 0I LINE vaddr DISABLED FOE linkid 
DMTSML160I LINE vaddr DISABLED FOR linkid 
DMTNPT170I FROM linkid: (MSG message text) 
DMTSML170I FROM linkid: (MSG message text) 

DMTNPT190E INVALID SPOOL BLOCK FORMAT ON FILE spoolid 
DMTSML190E INVALID SPOOL BLOCK FORMAT ON FILE spoolid 
DMTNPT934E ID CARD MISSING ON LINK linkid — INPUT FILE PURGED 
DMTSML934E ID CARD MISSING ON LINK linkid — INPUT FILE PURGED 
DMTSML935E LINK linkid IN RJE MODE ~ PRINT FILE spoolid PURGED 
DMTNPT936E NO REMOTE PUNCH AVAILABLE ON LINK linkid ~ FILE spoolid PUBGED 
DMTSML937E DECOMPEESSION ERECR ON linkid ~ LINK DEACTIVATED 

General Comman d Responses 

DMTCMX200I RSCS 

DMTCMX201E INVALID COMMAND command 

DMTCMX202E INVALID LINK linkid 

DaTCMX203E INVALID SPOOL FILE ID spoolid 

DMTCMX204E INVALID KEYWORD keyword 

DMTCMX205E CONFLICTING KEYWORD keyword 

DMTCMX206E INVALID OPTION keyword option 

D*T€HX207E CONFLICTING OPTION keyword option 

DMTCMX208E INVALID USER ID userid 

DMTCMX300I ACCEPTED BY TASK task 

DMTCMX301E REJECTED BY TASK task — PREVIOUS COMMAND ACTIVE 

DMTCMX302E LINK linkid IS NOT DEFINED 

DMTCMX303E LINK linkid IS NOT ACTIVE 

DMTCHX304E REJECTED BY TASK task -- NOT RECEIVING 
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BACKSPAC 

DMTNPT510I FILE spoolid BACKSPACED 
DMTSML510I FILE spoolid BACKSPACED 
DMTNPT511E NO FILE ACTIVE OS LINK linkid 
DMTSHL511E NO FILE ACTIVE ON LINK linkid 

CHANGE 

DMTAXS520I FILE spoolid CHANGED 

DMTAXS521I FILE spoolid HELD FOE LINK linkid 

DMTAXS522I FILE spoolid BEIEASED FOR LINK linkid 

DMTAXS523I LINK linkid QDEOE EEOEDERED 

DMTAXS524E FILE spoolid ACTIVE — NO ACTION TAKEN 

DMTAXS525E FILE spoolid IS FOB LINK linkid — NO ACTION TAKEN 

DMTAXS526E FILE spoolid NOT FOOND — NO ACTION TAKEN 



CMD 



DHTSML530I COMMAND FOHHABDED ON LINK linkid 



DEFINE 

DMTCHX540I NEW LINK linkid DEFINED 

DMTCHX5JHI LINK linkid REDEFINED 

DHTCMX542E LINK linkid ACTIVE — NOT REDEFINED 

DMTCMX543E LINK linkid NOT DEFINED — LINK LIMIT REACHED 

DHTCMX54t»E LINK linkid NOT DEFINED — TYPE NOT SPECIFIED 

DELETE 

DMTCMX550I LINK linkid NOH DELETED 

DHTCMX551E LINK linkid ACTIVE ~ NOT DELETED 

DHTCMX552E LINK linkid HAS A FILE QOEOE — NOT DELETED 

DISCONN 

DMTCHX560I ESCS DISCONNECTING 

DMTCKX561E DSERID user id NOT RECEIVING 

DRAIN 

DMTNPT570I LINK linkid NOW SET TO DEACTIVATE 

DMTSML570I LINK linkid NOW SET TO DEACTIVATE 

DHTNPT571E LINK linkid ALBEADY SET TO DEACTIVATE 

DMTSML571E LINK linkid ALBEADY SET TO DEACTIVATE 

FLUSH 

DBTNPT580I FILE spoolid EBOCESSING TERMINATED 

DMTSHL580I FILE spoolid EBOCESSING TERMINATED 

DMTNPT581E FILE spoolid KCT ACTIVE 

DMTSML581E PILE spoolid NOT ACTIVE 

FREE 

DMTNPT590I LINK linkid RESUMING FILE TRANSFER 

DMTSHLSgOl LINK linkid BESOMING FILE TRANSFER 

DMTNPT591E LINK linkid NOT IN HOLD STATUS 

DMTSML591E LINK linkid NOT IN HOLD STATUS 

FWDSPACE 

DMTNPT511E NO FILE ACTIVE ON LINK linkid 

DHTSML511E NO FILE ACTIVE ON LINK linkid 

DMTNPT6 00I FILE spoolid FCRWABD SPACED 

DHTSHL600I FILE spoolid FCRWABD SPACED 



HOLD 

DMTNPT510I LINK linkid 

DHTSHL610I LINK linkid 

DMTNPT611I LINK linkid 

DHTSBL611I LINK linkid 

DMTNPT612E LINK linkid 

DMTSML512E LINK linkid 



TO SUSPEND FILE TRANSMISSION 
TO SUSPEND FILE TRANSMISSION 
FILE TRANSMISSION SUSPENDED 
FILE TRANSMISSION SUSPENDED 
ALREADY IN HOLD STATUS 
ALBEADY IN HOLD STATUS 



MSG 



No response 
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OEDEB 

DnxAXS523I LINK linkid QuEDE SEC5DERED 
DHTAXS524S FILE spoolid ACTIVE — NO ACTION TAKEN 
DMTAXS525E FILE spoolid IS FOB LINK linkid — NO ACTION TAKEN 
DHTAXS526E FILE spoolid NOT FOUND — NO ACTION TAKEN 



Specific C omm and Respon ses 

PORGE 

DMTAXS52tlE FILE spoolid ACTIVE — NO ACTION TAKEN 
DMTAXS525E FILE spoolid IS FOB linkid — NO ACTION TAKEN 
DMTAXS526E FILE S"OOlid HOT FOUND — NO ACTION TAKEN 
DHTAXS640I nn FILE(S) PURGED ON LINK linkid 

QUERY linkid STAT 

DMTCMX651I LINK linkid INACTIVE 

DMTCMX652I LINK linkid ACTIVI task type vaddr c {HO|NOH} {DRjNOD} 
{TRA|TRE|NOT} Q=B P=n 

QUERY linkid DEF 

DMTCHX653I LINK linkid DEFAUIT task type vaddr c R=m 

QUERY linkid QUEUE 

DHTCMxeSUI LINK linkid Q=i P=n 

DMTCSX655I FILE spoolid locid userid CL a PR mm REC nnnnnn {A|I} 

QUERY FILE spoolid STAT 

DBTCHX660I FILE spoolid INACTIVE ON LINK linkid 
DMTCHX661I FILE spoolid ACTIVE OH LINK linkid 

DMTCsxeeaE file spoolid not found 

QUERY file spoolid RSCS 

DMTCMX662I FILE spoolid ORG locidi useridi mm/dd/yy hh:mm:ss 

TO locid2 userid2 
DMTCaX664E FILE spoolid NOT FOUND 

QUERY FILE spoolid VM 

DHTCMX663I FILE spoolid PR mm CL a CO nn {HO|NOH} DI distcode, 

NA {fn ftldsname} 
DMTCax66£tE FILE spoolid NOT FOUND 

QUERY SYSTEM 

DMTCHX670I LINK linkid ACTIVI — LINE vaddr {HO|NOH} 
DMTCMX671I LINK linkid INACTIVE 
DMTCHX672I NO LINK ACTIVE 
DMTCMX673I NO LINK DEFINED 

SIGNON 

DMTNPT902E NON-SIGNON CARE READ ON LINK linkid 
DMTSML902E NON-SIGNON CARE READ ON LINK linkid 
DHTNPT903E PASSWORD SUPPLIED OK LINK linkid IS INVALID 
DHTSML903E PASSWORD SUPPLIED ON LINK linkid IS INVALID 
DHTNPT904E SIGNON PAEAMETFE=paraaeter INVALID 
DMTNPT905I SIGNON of LINKID linkid COHPLETE 
DMTSHL905I SIGNON of LINKID linkid COHPLETE 

START 

DMTCHX700I ACTIVATING LINK linkid task type vaddr c 

DMTCMX701E NO SWITCHED LINE AVAILABLE — LINK linkid NOT ACTIVATED 

DMTCaX702E LINE vaddr IS IN USE BY LINK linkidl — LINK linkid2 

NOT ACTIVATED 
DHTCMX703E DEV cuu IS NOT A LINE PORT — LINK linkid NOT ACTIVATED 
DMTCHX704E LINE vaddr CC=3 NOT OPERATIONAL — LINK linkid NOT ACTIVATED 
DMTCMX705E DRIVER type N€T FOUSD OH DISH vaddr — LINK linkid NOT 

ACTIVATED 
DHTCMX706E FATAL ERROR LOADING FROH vaddr — LINK linkid NOT ACTIVATED 
DMTCMX707E DRIVER type FIIE FORMAT INVALID — LINK linkid NOT ACTIVATED 
DHTCHX708E VIRTUAL STORAGE CAPACITY EXCEEDED — LINK linkid NOT ACTIVATED 
DHTCHX709E TASK NAHE task ALREADY IN USE — LINK linkid NOT ACTIVATED 
DMTCHX710E HAX (nn) ACTIVE — LINK linkid NOT ACTIVATED 
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START (continued) 

DMTNPT750E LINK linkid ALBEABY ACTIVE — NO ACTION TAKEN 

DMTSHL750E LINK linkid ALREADY ACTIVE ~ NO ACTION TAKEN 

DMTCMX751I LINK linkid ALREAEY ACTIVE — NEW CLASS (ES) SET AS REQUESTED 

DMTNPT752I LINK linkid STILL ACTIVE — DRAIN STATUS RESET 

DMTSML752I LINK linkid STILL ACTIVE — DRAIN STATUS RESET 

DMTSML901E INVALID SBL MODE SPECIFIED — LINK linkid NOT ACTIVATED 

DMTSML906E INVALID SMI EOFFEB PARAMETER — LINK linkid NOT ACTIVATED 



TRACE 










DMTNPT801I 


LINK 


linkid 


ERROR 


TRACE STARTED 


DMTSML801I 


LINK 


linkid 


ERROR 


TRACE STARTED 


DMTNPT802I 


LINK 


linkid 


TRACE 


STARTED 


DMTSML802I 


LINK 


linkid 


TRACl 


STARTED 


DMTNPT803I 


LINK 


linkid 


TRACE 


ENDED 


DMTSHL803I 


LINK 


linkid 


TRACE 


ENDED 


DMTNPTSiOE 


LINK 


linkid 


TRACE 


ALREADY ACTIVE 


DMTSML810E 


LINK 


linkid 


TRACE 


ALREADY ACTIVE 


DMTNPT811E 


LINK 


linkid 


IRACE 


HOT ACTIVE 


DMTSML811E 


LINK 


linkid 


TRACE 


NOT ACTIVE 



Messages Gen erated durin g S yste m Generation and Initializat i on 



DMTINI402T IPL DEVICE BEAD I/O ERROR 

DMTINI406R SYSTEM DISK ADDRESS = CUU 

DMTINI«*07R REWRITE THE NUCLEUS? (YES | NO) 

DHTINI409R NUCLEUS CYL ADDRESS = nnn 

DMTINI410R ALSO IPL CYLINDER 0? (YES | NO) 

DMTINI431S IPL DEVICE iRITE I/O ERROR 

DMTINI479E INVALID DEVICE ADDRESS — REENTER 

DHTINIIJ80E INVALID CYLINDER NUMBER ~ REENTER 

DHTINI481E INVALID REPLY ~ ANSWER "YES" OR "NO" 

DMTINI482E SYSTEM DISK ERROR ~ REENTER 

DMTINI483E NUCLEUS WILL OVERLAY CMS FILES — RECOMPUTE 
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IPCS Message Summary 



DOHPSCiH 

DMHDSC500S EEHOR 'nnn' WBITIKG TC VIRTOiL PRINTER 

DHHDSC700I TYPE HELP OR ENTER 

DHMDSC701R ENTER DOHP NDBEEB AND MODE 

DMHDSC719I ERROR 'nnn" IN FSSIATE ' filename filetype fm' 

DMMDSC720I LOAD HAP ALREADY PRESENT 

DHHDSC721I SNAME TABLE IS FOIL 

DHHDSC722I INVALID ENTRY INTO SNAHE TABLE 

DHaDSC723l THE DOHP IS NOT ON THE A-DISK 

DMHFED702I NON-HEX CHABACTEB IN COONT - RETRY 

DMMFED703I NON-HEX CHARACTER IN ADDRESS - RETRY 

DMHFEX70ai NON-HEX CHARACTER IN ADDRESS - RETRY 

DMMGET100S ERROR 'nnn' READING FILE 'filename filetype fm' 

DHMGET708I PAGE 'page' NOT FODND IN DOHP 

DHMHEX71JH NON-HEX CHARACTER IN INPOT - RETRY 

DMMI0B712I DEVICE 'cuu' NOT FODND 

DMHIOB713I OSER 'userid' VMBIOK NOT FOOHD 

DHHL0C715I NON-HEX CHARACTER IN STRING 

DMHLOC716I STRING 'string' NOT FCOHD 

DHHLOC716I STRING 'string' HOT FOOND BEFORE END OF DOHP 

DMML0C717I INVALID FORM OF LCCATl COHHAND 

DHMMOD100S ERROR 'nnn' BEADING FILE 'filename filetype fm' 

DHHHOD705E ERROR IN ITEM TABLE 

DHMMOD706I 'entry name' NOT FODND IN THE LOAD MAP 

DMHMOD707I 'module' 'page' PAGE NOT VALID 

DMMM0D718I THIS DOMP HAS HO LOAD MAP - SEE MAP SOBCOMMAHD 

DHMREG100S ERROR 'nnn' READING FILE 'fileid' 

DMMREG724I {AP} REGISTERS EEQDESTED FOR UNIPROCESSOR DOHP 

DMMREG724I {MP} REGISTERS REQUESTED FOR UNIPROCESSOR DUMP 

DMMSCR709I NO VALID SCROLL ADDRESS 

DMHTRC710I NON-NOMEBIC COONT CHARACTER - RETRY 

DMMVMB711I LOOP IH VMBLOK CHAIH 

PRB 

DMMSDM100S ERROR 'nnn' RZADIHG FILE 'filename filetype fm' 
DHMSUM200S ERROR 'nnn' WRITING FILE 'filename filetype fm' 
DMMSUMSOIS INVALID PARM 'fcadparm' PASSED TO SUMMARY UPDATE PROGRAM 
DMMSDM502S PROBLEM 'PRBnnnnn' HOT FOOHD IN SYMPTOM SUMMARY 

PROB 

DHMPR0100S ERROR 'nnn' READING FILE 'filename filetype fm' 
DMMPRO200S ERROR 'nnn' WRITING FILE 'filename filetype fm' 
DMHPRO300S ERROR 'nnn' OH FSSTATE 'filename filetype fm' 
DMMSEA100S ERROR 'nnn' RZADIHG FILE 'filename filetype fm' 
DMMSUH100S ERROR 'nnn* READING FILE 'filename filetype fm' 
DMMSUM200S ERROR 'nnn' WRITING FILE 'filename filetype fm' 
DMMSUMSOIS INVALID PABM 'tadparm' PASSED TO SUMMARY UPDATE PROGRAM 
DMMSUM502S PROBLEM 'PRBnnnnn' HOT FOOND IN SYMPTOM SUMMARY 
DMMWET200S ERROR 'nnn' WRITING FILE 'filename filetype fm' 

STAT 

DMMSTA100S ERROR 'nnn' READING FILE 'filename filetype fm' 
DMMSTA200S ERROR 'nnn' WBITIHG FILE 'filename filetype fm' 
DMMSTA601I OPERAND 'operand' NOT EECOGHIZED 

VHFDTJMP 

DMMCPA805I 'nnn' ABEHD CODE HOT RECOGHIZED BY DATA EXTRACTION 

DMMEDM850I UNABLE TO REAE DUMP FROM READER 

DMMEDH851I TEN DUMP FILES ALREADY EXIST 

DH!!rSD3r852I FATAL I/O EFEOE HEITIXG DUMP 

DMHEDM853I HO DUHP FILES EXIST 

DMMEDM860I FATAL I/O ERROR READIHG DUMP 

DMHEDM861I DUHP FILE 'filename' HOT FOUHD 

DHMEDM863E INVALID PARAMETER - parameter 

DMMEDM864I PAGE REFER EHCED HOT AVAILABLE WHILE EDITING xxxxxxxx 

DMMGRC100S ERROR 'nnn' READIHG FILE 'filename filetype fm' 

DMMGRC809I REQDESTED ADDRESS HOT IH DOMP 

DMMINI100S ERROR 'nnn' READIHG FILE 'filename filetype fm' 

DMMINI200S ERROR 'nnn' WRITING FILE 'filename filetype fm' 
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VMFDDMP (continued) 

DMHINI300S EBROB 'nnn* ON FSSTATE 'filename filetype fm« 

DMMINI400S ERROR 'nnn' ClOSIKG 'filename filetype fm' 

DBMINI800S DATA EXTRACTION FAILURE 

DMMINI803S ERROR 'nnn' ATTEHPTIBG TO LOADMOD VMFDDHP2 

DHHMAP200S ERROR 'nnn' SRITIHG FILE 'filename filetype fm' 

DHMHAP801I NUC HAP 'filename filetype fm' IS NOT VALID FOR THIS DUMP 

DMMMAP802I PROCEEDING 

DMMMAP806R ENTER 'filename filetype fm' OF NOCLEOS LOAD MAP OP ENTER NULL 

DHMMAP807I UNABLE TO LOCATE 'filename filetype fm' 

DMMHAP808I NUCLEUS MAP INVALID 'filename filetype fm' 

DHMMAP810I ERROR 'nnn' READING FILE 'filename filetype fm' 

DMHPRH200S ERROR 'nnn' WRITING FILE 'filename filetype fm' 

DMMPRM804I PROCESSING ERROR IN DATA EXTRACTION 

DMKSEA100S ERROR 'nnn' READING FILE 'filename filetype fm' 

DMMSUM100S ERROR 'nnn' READING FILE 'filename filetype fm' 

DMMSUM200S ERROR 'nnn' WRITING FILE 'filename filetype fm' 

DMMSUH501S INVALID PARK 'badparm' PASSED TO SUMMARY UPDATE PROGRAM 

DMMSHM502S PROBLEM 'PRBnnnnn' NOT FOUND IN SYMPTOM SUMMARY 

DMMHRT200S ERROR 'nnn' WRITING FILE 'filename filetype fm' 
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This appendix lists the messages issued by CP, CMS, RSCS, 
and IPCS. The lists are organized alphamerically, in 
order by module code, message number, and type. 

Note: Hessages shown in this appendix are not gualified 
with program product identifiers, refer to the message 
section of this book to establish ownership. 



CP Message Summary 



DMKAC0t25A PON CUU &CCOONTING DATA; FATAL I/O EREOE 
DMKACOU25E I/O ERROR OOEING ACCOUNTING 

DHKALG059E AOTOLOG FAILED FOR US€rid-{IPL HISSING|IPL FAILED| ACCOUNTING ERROR} 
DHKALG115E AOTOLOG INVALID; EXCESSIVE INCORRECT PASSWORDS 

DHKATS181E SHARED SYSTEM name REPLACED WITH NON-SHARED COPY 

DHKBLD200E VIRT=REAL AREA NOT AVAILABLE; IN OSE BY {userid| SYSTEM] 
DMKBLD201E VIRT=REAL AREA NOT AVAILABLE; DAMAGED PAGES 
DMKBLD202E VIRT=REAL AREA NOT AVAILABLE; INSUFFICIENT STORAGE 



DMKBSC500I 


LINE 


addr' 


DMKBSC501A 


LINE 


addr' 


DMKBSC502I 


LINE 


addr" 


DMKBSC503I 


LINE 


addr' 


DMKBSC504I 


LINE 


addr" 


DMKBSC505I 


LINE 


addr' 


DMKBSC516I 


LINE 


addr' 


DMKBSC517I 


LINE 


addr' 


DHKBSC520I 


LINE 


addr' 


DMKBSC527I 


LINE 


addr' 


DMKBSC52 8I 


LINE 


addr' 



CMC REJECT CMD='cm' SNS='sense' CSW='csw' USERID='userid • 

INT EEQ 

BUSOOT CK CMD='cm' SNS= 

EQUIP CK CHD='cm' SNS=' 



DATA CK CMD='cm' SNS=»s 
OVERRUN CK CMD='cm' SNS 
BAD SENSE CMD='cm' SNS= 
NOT/KNOWN CMD=»cm' SNS= 
CHAN ERECE CMD='cm' SNS 
LOST LATA CMD='cm' SNS= 
TIMEOUT CMD='cm' SNS='s 



'sens 
sense 
ense' 
= 'sen 
'sens 
• sens 
= 'sen 
'sens 
ense' 



e' CSW='csw' USERID='userid' 
• CSW='csw' USERID='userid' 

CSW='CSW' USERID='userid' 
se' CSW='csw' nSERID='userid' 
e' CSW='csw» USERID='userid» 
e' CSW='csw' USERID='userid' 
se* CSW='csw' OSESID='userid' 
e' CSW='csw' USERID='userid' 

CSW='csw' USERID='userid' 



DHKCCH601I CHANNEL CONTROL CHECK DEV xxx; USEE 'userid' 

DMKCCH602I INTERFACE CONTROL CHICK DEV xxx; USER ' userid' 

DMKCCH603W CHANNEL ERROR; EUH SEREP, EESTAET SYSTEM 

DMKCCH605I CHANNEL CHECK RECORDING FAILURE 

DHKCDB003E INVALID OPTION - option 
DMKCDB004E INVALID HEXLOC - hexloc 
DMKCDB009E INVALID RANGE - range 
DMKCDB010E INVALID REGISTEE - register 
DHKCDB026E OPEEAND MISSING OB INVALID 
DMKCDB160E HEXLOC hexloc EXCEEDS STCEAGE 

DMKCDM003E INVALID OPTION - option 

DMKCDH004E INVALID HEXLOC - hexloc 

DMKCDM009E INVALID RANGE - range 

DMKCDM033E HEXLOC MISSING OE INVALID 

DHKCDM060E DUMP FAILED; VIETUAL PBINTEE UNAVAILABLE 

DHKCDM061E DUMP FAILED; VIETUAL PRINTER EEEOE 

DMKCDM160E HEXLOC hexloc EXCEEDS STCEAGE 

DMKCDS004E INVALID HEXLOC - operand 
DMKCDS005E INVALID HEXDATA - hexdata 
DMKCDS010E INVALID EEGISTEE - register 
DMKCDS012E INVALID PSW - psw 
DHKCDS026E OPEEAND MISSING OB INVALID 
DMKCDS033E HEXLOC MISSING OB INVALID 
DMKCDS160E HEXLOC hexloc EXCEEDS STORAGE 
DHKCDS161E SHABED PAGE hexloc ALTERED by userid 
DMKCDS162E INVALID ECE X - hexdata 
DMKCDS162W INVALID ECR X - hexdata 
DMKCDS163E STORE EXCEEDS MAXIMUM REGISTER 
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DMKCDS164E HEXLOC hexloc HOM-ADEEESSABLE STORAGE 

DMKCDS166E CHANGED SHARED PAGE NOT WRITTEN TO AOXILIARY STORAGE 

DMKCFCOOIE ?CP: command 

DMKCFC002E INVALID OPERAND - operand 

DMKCFCOOIE INVALID HEXLOC - hexloc 

DMKCFC026E OPERAND MISSING OR INVALID 

DMKCFD004E INVALID HEXLOC - hexloc 

DMKCFD021E BADDP MISSING OR INVALID 

DMKCFD022E VADDR MISSING OR INVALID 

DHKCFD026E OPERAND MISSING OR INVALID 

DMKCFD040E DEV addr DOES NOT EXIST 

DMKCFD160E HEXLOC hexloc EXCEEDS STORAGE 

DMKCFD164E HEXLOC hexloc NON-ADDRESSABLE STORAGE 

DMKCFG002E INVALID OPERAND - operand 

DHKCFG003E INVALID OPTION - option 

DMKCFG013S COHFIICTIHG OPTION - option 

DHKCFG022E VADDR MISSING OR INVALID 

DMKCFG026E OPERAND MISSING OR INVALID 

DMKCFG040E DEV addr DOES NOT EXIST 

DMRCFGO^UE SYSTEM name DOES NOT EXIST 

DHKCFG083E VMSAVE AREA DOES NOT CONTAIN A VALID SAVED SYSTEM 

DMKCFG170E SYSTEM name EXCEEDS STORAGE 

DMKCFG171E SYSTEM name VOLID volid NOT MOUNTED 

DMKCFG172E SYSTEM name DASD vaddr INCOMPATIBLE SYSRES 

DMKCFG173E SYSTEM name REQUIRES DASD vaddr 

DMKCFG174E PAGING I/O ERROR; IPI FAILED 

DMKCFG175E {FAVORED | RESERVE| NETWORK TRACE} ALREADY IN USE BY userid 

DMKCFG175E [FAVORED | RESERVE | NETWORK TRACE|name} ALREADY IN USE BY aserid 

DMKCFG177E PARH EXCEEDS 6H CHARACTERS 

DMKCFG179E SYSTEM name VOLID volid NOT CP OWNED 

DMKCFG203E V=B AREA EEQOIEES IPI BY DEVICE ADDRESS 

DMKCFH026E OPERAND MISSING OR INVALID 

DMKCFH044E SYSTEM name DOES NOT EXIST 

DHKCFH170E SYSTEM name EXCEEDS STORAGE 

DHKCFH171E SYSTEM name VOLID volid NOT MOUNTED 

DMKCFH172E SYSTEM name DASD vaddr INCOMPATIBLE SYSRES 

DMKCFH173E SYSTEM name REQUIRES DASD Vaddr 

DHKCFHi/yE SYSTEM name VOLID volid NOT CP OWNED 

DMKCFH300E SAVE REQUEST BEYOND VIRTUAL MACHINE SIZE 

DMKCFH435E PAGING ERROR WRITING SAVED SYSTEM 

DMKCFH436E INTERRUPT PENDING TO PROCEED, TYPE YES. TO END, TYPE NO 

DMKCFO003E INVALID OPTION - option 

DMKCF0006E INVALID DEVICE TYPE - addr 

DMKCF0013E CONFLICTING OPTION - option 

DMKCFO020E OSERID MISSING OR INVALID 

DMKCF0021E RADDB MISSING OR INVALID 

DMKCF0026E OPERAND MISSING OH INVALID 

DMKCF0040E DEV addr DOES NOT EXIST 

DMKCF0041E LOGMSG nn DOES HOI EXIST 

DMKCFO045E userid NOT LOGGED ON 

DMKCFO046E type raddr OFFLINE 

DMKCF0140E type raddr ATTACHED TO userid 

DMKCF0143E type raddr IN USE BY SYSTEM 

DMKCF0175E {FAVOSED| BESERVE| NETWORK TRACE) ALREADY IN USE BY userid 

DMKCF0175E {FAVORED| RESERVE| NETWORK TRACE|name} ALREADY IN USE BY userid 

DMKCF0184E VM ASSIST NOT AVAILABLE [ON PROCESSOR proc addr] 

DMKCF0186E CP ASSIST NOT AVAILABLE 

DMKCF0188E SPECIFIED PROCESSOR UNAVAILABLE 

DMKCFO250E 370E IS NOT AVAILABLE (ON PROC XX) 

DMKCF0255W 370E FEATURE NOW DISABLED 

DMKCFP046E type raddr OFFLINE 

DMKCFP164E HEXLOC hexloc NON-ADERESSABLE STORAGE 

DMKCFP179E SYSTEM name VOLID volid NOT CP OWNED 

DMKCFP435E PAGING ERROR WRITING SAVED SYSTEM 

DMKCFS003E INVALID OPTION - option 

DMKCFS006E INVALID DEVICE TYPE - addr 
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DMKCFS026E OPERAND MISSING OR INVALID 

DMKCFS044E SYSTEM name DOES NOT EXIST 

DMKCPS045B userid NOT LOGGED ON 

DHKCFS046E DEV type raddr OFFLINE 

DMKCFS052E ERROR IN CP DIRECTORY 

DHKCFS053E userid NOT IN CP CIRFCTORY 

DHKCFS170E SYSTEM name EXCEEDS STORAGE 

DHKCFS171E SYSTEM name VOLID volid NOT MODNTED 

DMKCFS175E {FAVORED| RESERVE| NETWORK TRACE} ALREADY IN USE BY USerid 

DMKCFS175E {FAVORED| RESERVE| NETWORK TRACE|name} ALREADY IN USE BY userid 

DMKCFS179E SYSTEM name VOLID volid NOT CP OWNED 

DMKCFS184E VM ASSIST NOT AVAILABLE 

DHKCFS187E TIMER ASSIST NOT AVAILABLE 

DMKCFS188E SPECIFIED PROCESSOR ONAVAILABLE 

DMKCFS189I AFFINITY NOT SET; SYSTEM IN UNIPROCESSOR MODE 

DMKCFS190I NO AFFINITY SPECIFIED IN THE DIRECTORY 

DMKCFS250E 370E IS NOT AVAILABLE (ON PROC XX) 

DHKCFS251E 370E IS NOT ACTIVE 

DMKCFT002E INVALID OPERAND - operand 
DMKCFT006E INVALID DEVICE TYPE - addr 
DHKCFT026E OPERAND MISSING OR INVALID 

DMKCFV062E ECMODE NOT SET ON 

DMKCFV063E SHADOW TABLE BYPASS; NOT SET 

DMKCFV080E NO PREALLOCATED VHSAVE AREA 

DMKCFV082E MORE THAN ONE VHSAVE AREA ALLOCATED; MOST SPECIFY AREA NAME 



DMKCKP900W SYSTEM RECOVERY FAILURE 

DMKCKP901W SYSTEM RECOVERY FAILURE 

DHKCKP902W SYSTEM RECOVERY FAILURE 

DMKCKP910W SYSTEM RECOVERY FAILURE 

DMKCKP911W SYSTEM RECOVERY FAILURE 

DMKCKP922W SYSTEM RECOVERY FAILURE 

DMKCKP960I SYSTEM WARM START DATA SAVED 

DMKCKP961W SYSTEM SHUTDOWN COMPLETE 



PROGRAM CHECK 

MACHINE CHECK, RUN SEREP 

FATAL I/O ERROR-{NUCL CYL|WARH CYL} 

INVALID WARM START CYLINDER 

WARM START AREA FULL 

INVALID SPOOLING DATA 



DMKCKS400I SYSTEM CHECKPOINT AREA FULL 

DMKCKS401I SYSTEM CHECKPOINT AREA 90 PERCENT FULL 

DMKCKS903W SYSTEM RECOVERY FAILURE; VOLID 'volid' ALLOCATION ERROR CYLINDER 'cylinder' 

DMKCKS912W SYSTEM RECOVERY FAILURE; VOLID 'volid' NOT MOUNTED 

DMKCKS915E PERMANENT I/O ERROR CN CHECKPOINT CYLINDER 

DMKCKS916E ERROR ALLOCATING SPOOL FILE BUFFERS 

DMKCKS917E CHECKPOINT CYLINDER INVALID; CLEAR STORAGE AND COLD START 

DHKCKS917B CHECKPOINT CYLINDER INVALID; CLEAR STORAGE AND COLD START 

DMKCLKa37E NO DASD SPACE AVAILABLE - IPL TERMINATED 
DHKCLK970W TOD CLOCK SYNC CHECK RECEIVED 



DMKCNS45UI LINE raddr 



DMKCNS455I 


LINE 


addr' 


DHKCNS500I 


CONS 


addr' 


DMKCNS501I 


CONS 


addr' 


DMKCNS502I 


CONS 


addr' 


DMKCNS503I 


CONS 


addr' 


DMKCNS504I 


CONS 


addr' 


DMKCNS505I 


CONS 


addr' 


DMKCn!?S527l 


COKS 


addr' 


DMKCNS528I 


CONS 


addr' 



DISABLED 
CC=3 NOT OPERATIONAL 

CMD REJECT CMD='cm' SNS='sense' CSW='csw' USERID= 'userid • 
INT EEQ 

BUSOUT CK CMD='cm' SNS=' sense' CSW='csw' USERID= ' userid ' 
EQUIP CK CMD='CB' SNS=' sense' CSW='csw' USERID=' userid ' 
DATA CK CHD='cm' SNS='sense' CSW='csw' USERID= 'userid • 
OVERRUN CK CMD=' cm' SNS=' sense' CSW='csw' USERID= ' userid ' 
LOST DATA CHD='cm' SNS='sense' CSW='csw' USERID= ' userid ' 
TIMEOUT CHD='cm' SNS='sense' CSW='csw' nSERID= 'userid' 



DHKCPB005B INVALID HZTDATA - hexdata 
DMKCPB006E INVALID DEVICE TYPE - addr 
DHKCPB012E INVALID PSW - psw 
DMKCPB022E VADDR MISSING OR INVALID 
DMKCPB026E OPERAND HISSING OR INVALID 
DMKCPB040E DEV addr DOES NOT EXIST 

DMKCPI131E INSUFFICIENT FREE STORAGE AVAILABLE FOR {ATTACH | LOGON} REQUEST 
DMKCPI185E CP ASSIST LEVEL XX DOES NOT MATCH CP LEVEL yy 
DMKCPI913I CP OWNED VOLID XXXXXX INVALID FOR 3330V 
DMKCPI950A AUTO LOGON FAILED; EXPLICIT LOGON REQUIRED 
DMKCPI951I CP VOLID volid NOT MOUNTED 
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DHKCPI952I nnnnnK SYSTEH STOBAGE 

DMKCPI953I UNABLE TO ALLOCATE SYSTEM AOTO DOMP 

DMKCPI954E DASD raddr VOLID volid NCT MODNTED; DUPLICATE OF DASD raddr 

DMKCPI955W INSOFFICIENT STOBAGE FCB VH/370 

DMKCPI957I STOR sssssK, NOC nnnK, DYN dddddK, TEA tttK, FREE ffffK, V=R vvvvvK 

DHKCPI958I ATTACHED PROCESSOR HOT OPERATIONAL 

DMKCPI959W ATTACHED PROCESSOR MOT OMLINE 

DMKCPI960I SYSTEM HARM START DATA SAVED 

DHKCPI961H SYSTEM SHDTDOWN COMPLETE 

DMKCPS003E INVALID OPTION - option 
DMKCPS021E RADDB MISSING OR INVALID 
DMKCPS026E OPERAND MISSING OR INVALID 
DMKCPSOUOE DEV addr DOES NOT EXIST 
DMKCPS049E LINE (addr) IN OSE 
DHKCPS123E DASD raddr CP OHNED 
DMKCPS124E DASD raddr IN OSI BY nnn USERS 
DMKCPS140E type raddr ATTACHED TO userid 
DMKCPS142E type raddr NOT DRAINED 
DMKCPS143E type raddr IN USE BY SYSTEM 
DHKCPSlimw type vaddr RESET BY userid 
DMKCPS192E VARY PROCESSOR COMMAND FAILED 

DMKCPU021E RADDR MISSING OR INVALID 

DMKCPU191E PROCESSOR nn DOES NOT EXIST 

DMKCP0192E VARY PROCESSOR COMMAND FAILED 

DMKCPU193I PROCESSOR nn ONLINE 

DMKCPU194I PROCESSOR nn OFFLINE 

DMKCPV003E INVALID OPTION - option 

DMKCPV004E INVALID HEXLOC - hexloc 

DMKCPV006E INVALID DEVICE TYPE - addr 

DMKCPV007E INVALID USERID - oserid 

DHKCPV009E INVALID RANGE - rang€ 

DMKCPV020E OSERID MISSING OR INVALID 

DMKCPV021E RADDR MISSING OR INVALID 

DMKCPV026E OPERAND MISSING OR INVALID 

DMKCPV033E HEXLOC MISSING OR INVALID 

DMKCPV040E DEV addr DOES NOT EXIST 

DHKCPV045E userid NOT LOGGED ON 

DSKCPVOUSE t'"''e raddr OFFLINE 

DMKCPViaOE type raddr ATTACHED TO userid 

DMKCPV160E HEXLOC hexloc EXCFEDS STORAGE 

DHKCPV165I PAGE hexloc NOT LOCKED; SHARED PAGE 

DMKCPV176E VIET=REAL AREA IN USE BY userid 

DMKCPV202E VIRT=REAL AREA HOT AVAILABLE; INSUFFICIENT STORAGE 

DMKCPV203E V=E AREA REQUIRES IPI EY DEVICE ADDRESS 

DMKCPV204E INVALID PAGE(S) SPECIFIED, V=R AREA 

DMKCQG020E USERID MISSING OR INVALID 

DMKCQG022E VADDR MISSING OR INVALID 

DMKCQG027E SPOOLID MISSING OR INVALID 

DMKCQG028E CLASS MISSING OR IHVALID 

DMKCQG040E DEV addr DOES NOT EXIST 

DHKCQG042E SPOOLID nnnn DOES NOT EXIST 

DMKCQG045E userid NOT LOGGED ON 

DMKCQP003E INVALID OPTION - option 

DHKCQP006E INVALID DEVICE TYPE - addr 

DMKCQP020E USERID MISSING OR INVALID 

DMKCQP021E RADDR MISSING OR IHVALID 

DMKCQP022E VADDR MISSING OR IHVALID 

DMKCQP040E DEV addr DOES NOT EXIST 

DHKCQP0U5E userid NOT LOGGED ON 

DMKCQPUeei CTLR CUU IN BUFFER SLOWDOWN MODE 

DMKCQE003E INVALID OPTION - option 
DHKCQB020E USERID MISSING OR INVALID 
DMKCQR026E OPERAND MISSING OR INVALID 
DMKCQR028E CLASS MISSING OR INVALID 
DMKCQE045E userid NOT LOGGED ON 
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DMKCOY020E DSERID HISSING OS INVAITD 
DMKCQY026E OPERAND BISSIHG OB IK?filID 
DMKCQI045E userid NOT LOGGED ON 

DMKCSB003E INVALID OPTION - option 
DBKCSBOOeE INVALID DEVICE TYPE - addr 
DMKCSB013E CONFLICTING OPTION - option 
DMKCSB021E BADDE MISSING OB INVALID 
DHKCSB022E VADDE HISSING OB INVALID 
DMKCSB026E OPERAND HISSING OB INVALID 
DMKCSB028E CLASS HISSING OB INVALID 
DHKCSB031E BUFFER MISSING OR INVALID 
DMKCSB036E INDEX MISSING OB INVALID 
DMKCSB040E DEV addr DOES NOT EXIST 
DMKCSB043E BOFFEE name DOES NOT EXIST 
DMKCSB046E type raddr OFFLINE 
DHKCSBlitOE type raddr ATTACHED TC userid 
DMKCSB142E type raddr NOT DRAINED 
DMKCSBI'VSE type raddr BOFFEE LOAD name FAILED 

DMKCS0003E INVALID OPTION - option 
DHKCS0006E INVALID DEVICE TYPE - addr 
DMKCS0013E CONFLICTING OPTION - option 
DMKCS0021E BADDR MISSING OR INVALID 
DMKCS0028E CLASS MISSING OB INVALID 
DMKCS0030B COPIES HISSING OR INVALID 
DHKCSO040E DEV addr DOES NOT EXIST 
DMKCSO046B type raddr OFFLINE 
DMKCSO140E type raddr ATTACHED TC userid 
DMKCS0141E type raddr NOT ACTIVE 
DMKCS0243E FLASH MISSING OR INVALID 
DMKCS0244E IMAGE LIBRAEY MISSING OR INVALID 
DMKCS0245E CHARS MISSING OR INVALID 
DMKCS0246E FCB MISSING OR INVALID 

DMKCSP003E INVALID OPTION - option 
DMKCSP006E INVALID DEVICE TYPE - addr 
DHKCSP007E INVALID DSERID - userid 
DMKCSP013E CONFLICTING OPTION - option 
DHKCSP020E OSERID MISSING OB INVALID 
DMKCSP022E VADDE MISSING OR INVALID 
DMKCSP026E OPERAND HISSING OR INVALID 
DMKCSP028E CLASS MISSING OR INVALID 
DMKCSP029E FNAME FTYPE MISSING CR INVALID 
DMKCSP030E COPIES MISSING OR INVALID 
DMKCSP032E DIST CODE MISSING OR INVALID 
DHKCSP040E DEV addr DOES NOT EXIST 
DMKCSP053E userid NOT IN CP DIRECTORY 
DMKCSP243E FLASH MISSING OR INVALID 
DMKCSP245E CHABS MISSING OR INVALID 
DMKCSP246E FCB HISSING OR INVALID 
DMKCSP253E MODIFY MISSING OB INVALID 

DMKCST003E INVALID OPTION - option 
DMKCST006E INVALID DEVICE TYPE - addr 
DMKCST022E VADDE MISSING OB INVALID 
DMKCST026E OPERAND MISSING OR INVALID 
DMKCST027E SPOOLID MISSING OR INVALID 
DMKCST040E DEV addr DOES NOT EXIST 
DMKCST042E SPOOLID nnnn DOES NOT EXIST 

DHKCSTT003E IKVAIID OPTION - option 
DMKCS0006E INVALID DEVICE TYPE - addr 
DMKCSOOOTE INVALID DSERID - userid 
DMKCSD008E INVALID SPOOLID -spoolid 
DMKCS0013E CONFLICTING OPTION - option 
DHKCSD020E DSERID MISSING OR INVALID 
DMKCS0026E OPERAND MISSING OB INVALID 
DMKCS0027E SPOOLID MISSING OB INVALID 
DMKCSD028E CLASS HISSING OB INVALID 
DHKCS0029E FNAME FTYPE MISSING CE INVALID 
DMKCSD030E COPIES HISSING OR INVALID 
DMKCSO032E DIST CODE MISSING OR INVALID 
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DMKCSU035E DEVICE TYPE MISSIHG CR INVALID 
DMKCSD042E SPOOLID nnnn DOES NOI EXIST 
DMKCS0053E userid NOT IN CP EIEICTOFY 
DMKCSU243E FLASH MISSIHG OE INVALID 
DMKCSU245E CHARS HISSING OR INVALID 
DMKCS0246E FCB MISSING OE INVALID 
DMKCSD253E MODIFY MISSING OB INVALID 

DHKDAS500I DASD 'addr' CMD REJECT CMD='cm« SNS=' sense* CSH='csw' OSERID= 'userid ' 

DMKDAS501A DASD 'addr' INT REQ CMD=«cm' SNS=« sense' CSW='csw' OSERID=' userid' 

DMKDAS502I DASD 'addr' BDSODT CK CMD='cm» SNS='sense' CSH='csw' OSEEID= ' userid ' BBCCHH='bbcchh • 

DMKDAS503I DASD 'addr' EQOIE CK CHD='cm' SNS='sense' CSW='csw' nSEEID= • userid ' 

DMKDAS504D DASD 'addr' DATA CK CMD='cm» SNS='sense' CSH='csw' OSEEID= • userid « BBCCHH='bbcchh' 

DMKDASSOm DASD 'addr' DATA CK CHD='cm' SHS='sense' CSW='CSW' OSERID= 'userid' BBCCHH='bbcchh ' 

DMKDAS505D DASD 'addr' OVERBDN CK CMD='cm' SNS=' sense' CSH='csw' OSERID= ' userid ' BBCCHH= 'bbcchh ' 

DHKDAS505D DASD 'addr' OVEFEDN CK CMD='cm' SHS='sense' CSW='csw' OSEEID= 'userid ' 

f {BBCCHH=' bbcchh' |BLOCK=' nnnnnn'} 1 
DMKD1S505T DJSD 'addr' OVFRRON CK CHD='cb' SNS='sense' CSW='csw' OSERID= 'userid' BBCCHH= 'bbcchh ' 
DMKDAS505I DASD 'addr' OVEBRON CK CHD='cin' SHS='sense' CSW='csir' OSERID= 'userid' 

r £BBCCHH=' bbcchh' |BLCCK=' nnnnnn'} 1 
DMKDAS506I DASD 'addr' TRKCOND CK CMD='cb' SNS='sense' CSW=»csw' OSEEID= 'userid ' BBCCHH= 'bbcchh ' 
DMKDAS507D DASD 'addr' SEEK CK CHD='cm' SNS='sense' CSW='csw' OSERID= 'userid ' BBCCHH= 'bbcchh' 
DMKDAS508I DASD 'addr' PERM ERROR CHD='ciii« SNS='sense' CSH='csw' OSERID= • userid • 
DMKDAS509I DASD 'addr' TRKOVEEDS CMD='cb' SNS='sense» CSW='csh' 0SEEID= ' userid • BBCCHH=' bbcchh' 
DMKDAS513I DASD 'addr' FILE PROT CMD='cb' SHS=' sense' CSH='csw' DSEHID=' userid' 
DMKDAS513I DASD 'addr' FILE PROT CMD='cii' SNS='sense' CSW='cs«' OSERID= • userid ' 

r CBBCCHH=' bbcchh' |BLOCK='nnnnnn'} ] 
DMKDAS514D DASD 'addr' ADDMRK CK CHD='CIB' SNS='sense' CSW='csw' OSERID= ' userid • BBCCHH= ' bbcchh ' 
DMKDAS516I DASD 'addr' BAD SENSE CBD=' cb' SHS=' sense' CSH='csw' OSERID= • userid • 
DMKDAS516I DASD 'addr' BAD SENSE CSD='cb' SHS='sense' CSH='cs¥' DSERID= 'userid ' 

[ {BBCCHH=' bbcchh' |BLOCK=' nnnnnn'} ] 
DMKDAS517E DASD 'addr' NOT/KNOWN CMD='CB' SHS=' sense' CSW='csw' OSERID=' userid' BBCCHH= ' bbcchh ' 
DMKDAS517E DASD 'addr' NOT/KNOWN CMD='cB' SSS='sense' CSW='csw' OSERID= 'userid' 

r [BBCCHH=' bbcchh' |BLOCK=' nnnnnn'} ] 
DMKDAS518I DASD 'addr' RECV EBECR CHD='cb' SNS='sense' CSW='csw' OSEEID= 'userid ' 
DMKDAS518I DASD 'addr' RECV ERROR CHD='CB» SNS='sense' CSW='csw' OSERID= 'userid ' 

r {BBCCHH=' bbcchh' |BLCCK=' nnnnnn'} ] 
DMKDAS520I DASD 'addr' CHAN EHECB CHD='cffl' SNS='sense' CSW='csw' aSERID= 'userid ' 
DMKDAS520I DASD 'addr' CHAN ERROR CSD='cB' SNS='sense' CSW='csw' DSERID=' userid' 

r {BBCCHH=' bbcchh' |BLCCK=' nnnnnn'} } 
DiiKDAS956A DASD cuu VOLID volid HOT KOOHTED; SOH GFFLInE 

DMKDAD530I DASD 'addr' CHECK DATA CMD='cb' SNS='sense' CSH='csw' OSERID= • userid ' BLOCK=' nnnnnn ' 
DMKDA0536I cuu REPORTS DISAELED INTERFACE; FADLT CODE=cccc; NOTIFY CE 

DMKDDR700E INPUT ONIT IS NOT A CPVOL 

DMKDDR701E INVALID OPERAND - operand 

DHKDDR702E CONTROL STATEMENT SEQOENCE ERROR 

DMKDDH703E OPERAND MISSING 

DMKDDR704E DEV CUU NOT OPERATIONAL 

DMKDDR705E 10 ERROR CUU CSW csw SENSE sense INPUT bbcchh OOTPOT bbcchh CCW cc¥ 

DMKDDR705E 10 ERROR CUU CSW csw SENSE sense INPUT {bbcchh| nnnnnn} OUTPUT bbcchh CCW ccw 

DMKDDH707E MACHINE CHECK BUN SEPEP AND SAVE OUTPUT FOE CE 

DMKDDR708E INVALID INPUT OR OUTPUT DEFINITION 

DMKDDR709E WRONG INPUT TAPE MOUNTED 

DMKDDR710A DEV CUU INTERVENTION REQUIRED 

DMKDDR711E VOLID READ IS Volid2 [NOT volidi ] DO YOU WISH TO CONTINUE? RESPOND YES NO OR REREAD: 

DMKDDR712E NUMBER OF EXTENTS EXCEEDS 20 

DMKDDR713E OVERLAPPING OR INVALID EXTENTS 

DMKDDR714E RECORD bbcchh NOT FOUND ON TAPE 

DMKDDR715E LOCATION bbcchh IS A FLAGGED TRACK 

DMKDDB716R NO V0L1 LABEL FOUND [FOR VOlser ] DO YOU WISH TO CONTINUE? RESPOND YES OR HO OR REREAD: 

DMKDDE717E DATA DUMPED FROM volidi TO BE RESTORED TO Volid2. DO YOU WISH TO CONTINUE? RESPOND YES 

NO OR REREAD: 

DMKDDB718E OUTPUT UNIT IS FILE PROTECTED 

DMKDDR719E INVALID FILE NAME OR FILE NOT FOUND 

DMKDDH720E EEPOR IN routine 

DMKDDR721E RECORD CChhr HOT FOUND 

DMKDDR721E RECORD {cchhr | nnnnnn} NOT FOUND 

DMKDDR722E OUTPUT UNIT NOT PROPERLY FORMATTED FOR THE CP NUCLEUS 

DMKDDS723E NO VALID CP NUCLEUS ON THE INPUT UNIT 

DMKDDR724E INPUT TAPE CONTAINS A CP NUCLEUS DUMP 
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DaSDDB725B OBIGIHAl IKFoT DEVICE SIS (IS) LARGZE THAN OOTPOI DEVICE. DO YOD WISH TO CONTINUE? 

RESPOND YES OE NO: 
DHKDDR726E MOVING DATA INTO TEE ALTEBHATE TRACK CYLINDER (S) IS PROHIBITED 
DMKDDR727E FLAGGED TRK ZXXZZXZZXX HAS NO PROPER ALTERNATE; SKIPPING THIS TRK 
DHKDDR756E PROGRAM CHECK PSH = psw 

DHKDEF003E INVALID OPTION - option 

DHKDEF022E VADDR MISSING OB INVALID 

DHKDEF024E {CYLS|BLKS} HISSING OB INVALID 

DHKDEF024E CYLS MISSING OB INVALID 

DHKDEF025E STOBAGE MISSING CB INVALID 

DHKDEF026E OPEBAND HISSING OB INVALID 

DMKDEF040E DEV addr DOES NOT EXIST 

DaKDEF091E DASD yaddr NOT DEFINED; TEMP SPACE NOT AVAILABLE 

DMKDEFOgttE STOBAGE EXCEEDS ALLOWED MAXIMUM 

DMKDEF095E DEV vaddr NOT DEFINED; INSUFFICIENT FBEE STORAGE 

DHKDEF136E DEV vaddr NOT DEFINED; CHAN X DEDICATED 

DMKDIA006E INVALID DEVICE TYPE - addr 
DMKDIA011E INVALID DEVICE TYPE - userid vaddr 
DMKDIA020E USERID HISSING OR INVAIIP 
DMKDIA022E VADDF HISSING OR INVALID 
DMKDIA040E DEV addr DOES NOT EXIST 
DMKDIA045E userid NOT LOGGED ON 
DHKDIA047E userid vaddr DOES NOT EXIST 
DMKDIA055E LINE (S) NOT AVAILABLE ON userid 
DMKDIA056E LINE vaddr BUSY ON userid 
DHKDIA098E DEV rid MODE SWITCH NOT POSSIBLE 
DMKDIA2G6E CANNOT CONNECT TO HOST VIRTUAL HACHIHE 

DHKDIR751E INVALID OPEBAND - XXXXXX 

DMKDIR752E STATEMENT SEQUENCE EBROB FOLLOWING USER user 

DHKDIR753E OPERAND MISSING 

DMKDIR754E DEV cuu NOT OPEBATIOKAL 

DMKDIR755E 10 ERROR cuu CSW csw SENSE sense 

DHKDIR756E PROGRAM CHECK PSW = psw 

DMKDIR757E MACHINE CHECK BUN SEREP AND SAVE OUTPUT FOR CE 

DHKDIR758E DUPLICATE UNIT DEFINITION 

DMKDIR760E NOT ENOUGH SPACE ALLOCATED FOR DIBECTOBY 

DMKDIR761E VOLID READ IS volidi NOT volid2 

DMKDIR762E DIRECTORY STATEMENT MISSING 

DHKDIR763E INVALID FILENAME OR FILE NOT FOUND 

DMKDIB76ttB EBBOR IN routine 

DMKDMP905W SYSTEM DUMP FAILURE; PROGRAM CHECK 
DHKDMP906W SYSTEM DUMP FAILURE; MACHINE CHECK, BUN SEREP 
DMKDMP907W SYSTEM DUMP FAILURE; FATAL I/O EBROR 
DMKDMP908I SYSTEM FAILURE; CODE - code 
DMKDMP909W SYSTEM DUMP DEVICE NOT-READY 

DMKDSB956A DASD cuu VOLID volid NCT MOUNTED; NOW OFFLINE 

DMKDSPtSOW CP ENTERED; DISABLED WAIT PSW 'psw' 
DHKDSP452W CP ENTERED; EXTERNAL IHTEBBUPT LOOP 

DMKFMT730E DEV cuu NOT OPEBATIONAI OR NOT READY 

DHKFMT732E MACHINE CHECK PUN SEBEP AND SAVE OUTPUT FOR CE 

DMKFMT733E VOLID READ IS volidi NCT volid2 

DMKFMT73aE TYPE OR CYL INVALID 

DMKFMT734E TYPE OR {CYL | PAG} INVALID 

DHKFMT735E FATAL DASD 10 EBBOB 

DHKFMT736E 10 EBROB cuu CCHHE = cchhr SENSE = sense 

DMKFMT736E 10 ERROR cuu [CCHHR = cchhr |BLOCK = nnnnnn} SENSE = sense 

DMKFMT737E INVALID OPERAND 

DMKFMT738A DEV cuu INTERVENTION REQUIRED 

DJIKFJ1T739E FiAGGED PJBIMASY TIJIACK HAS NO ALTERBATE ASSIGNED; 10 ERROR FOLLOWS 

DMKFMT740E PACK MOUNTED IS 33*0-35, NOT 3340-70. MOUNT ANOTHER OR HESPECIFY 

DHKFMT756E PROGRAM CHECK PSW = psw 

DMKGRF500I GRAF 'addr' CHD REJECT CMD='c«' SNS='sense' CSW='csw' 

DHKGRF502I GRAF 'addr' BUSOUT CK CMD=« cb' SNS='sense» CSW='csw' 

DMKGRF503I GRAF 'addr' EQUIP CK CMD='cb' SNS='sense' CSW='csw' 

DMKGaF504I GBAF 'addr' DATA CK CHD='ca» SNS='sense« CSW='csw« 
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DMKGRF521I GRAF 'addr* NO DEVICE CMD=»CB« SNS=«sense« CSH=»csir« 

DMKGRF525I GRAF 'addr' FORMAT CK CHD=«cm« SNS='sense« CSW='csw« 

DMKGRF529I GRAF 'addr* PARITY CK C!JD=«CiB' SNS='sense« CSW=«csw' 

DMKGRF530I GRAF "addr" UNIT SPEC CHD='cih' SNS=« sense* OSERID=«aserid' 

DHKGRF531I GRAF "addr" CONTROL CHECK CMD='cm» SNS=' sense* OSERID=*userid* 

DHKGRF532I GRAF 'addr* OP CHECK C!!D=*cm' SNS='sense* OSERID=*userid» 

DMKI0F550E ERROR RECORDING AREA 90 PERCENT FOLL; RON CPEREP 

DMKI0G551E ERROR RECORDING AREA FOIL; RON CPEREP. 

DMKIOG552I FORMATTING ERROR RECORDING AREA 

DMKIOG553I ERROR RECORDING AREA CLEARED; OSER 'userid* 

DMKI0G558I FATAL I/O ERROR; ERROR RECORDING DISABLED 

DMKIOH559H SRF cuu NOT ACCESSIBLE; FRAMES NOT ON ERROR CYLINDERS 

DMKIOH560H ERRORS ON SRF cuu: FRAME NOT ON ERROR CYLINDERS 

DMKIOH560W ERRORS ON SRF cuu: FRAME NOT IN I/O ERROR AREA 

DMKIOH561H MORE THAN 50 MCH OR CCH ffiAMES HEBE READ FROM SEF CUU 

DMKJRL145I OSERID:userid AT term-raddr WITH INVALID {LINK|LOGON} PASSWORD NO.xxx (pswd) HAS 
VIOLATED THE LIMIT OF yyy [ , A=atiserid ] 

DMKLNK020E DSERID MISSING OR INVALID 

DMKLNK022E VADDR MISSING OR INVALID 

DMKLNK052E ERROR IN CP DIRECTORY 

DMKLNK053E userid NOT IN CP EIRICTORY 

DMKLNK101H DASD vaddr FORCED P/C; E/0 BY {nnn OSEES luserid} 

DMKLNK102W DASD vaddr FORCED R/C; R/W BY {nnn OSERS | userid} 

DMKLNK103H DASD vaddr FORCED R/0; R/W BY {nnn OSERS luserid} ; R/0 BY {nnn DSEHS| userid} 



R/0 BY {nnn OSERS | userid} 

R/W BY {nnn OSERS j userid} 

B/W BY nnn OSERS; R/O BY {nnn OSERS| userid} 

NOT IN CP DIRECTORY 

VOLID volid NOT MODNTED 

INVALID LINK DEVICE 

type vaddr ALREADY DEFINED 

NO READ PASSWORD 

NO WRITE PASSWORD 

NO HOLT PASSWORD 

PASSWORD INCORRECT 



DMKLNK104E userid vaddr NOT LINKED 

DMKLNK105E userid vaddr NOT LINKED 

DMKLNK106E userid vaddr NOT LINKED 

DHKLNK107E userid vaddr NOT LINKED 

DMKLNK108E userid vaddr NOT LINKED 

DMKLNK109E userid vaddr NOT LINKED 

DMKLNK110E userid vaddr NOT LINKED 

DMKLNK111E userid vaddr NOT LINKED 

DMKLNK112E userid vaddr NOT LINKED 

DMKLNK113E userid vaddr NOT LINKED 

DMKLNKliaE userid vaddr NOT LINKED 

DMKLNK115E LINK INVALID; EXCESSIVE INCORRECT PASSWORDS 

DMKLNK116E OSERID XXX NOT LINKED; CP DIRECTORY IN OSE 

DMKLNK117E OSERID userid HOT LINKED; VOLID volid CONFLICT 

DMKLNK118E userid vaddr NOT LINKED; COMMAND FORMAT NOT VALID 

DMKLNK119E DSERID vaddr NOT LINKED; INSOFFICIENT FREE STORAGE 

DMKLNK137E DASD vaddr NOT LINKED; CHAN X DEDICATED 

DMKLNK139E DASD addr NOT LINKED; 3330V NOT ACCEPTED AS SYSTEM VOLOME 

DMKLNK281I MSS VOL $ NOT LINKED; DEMNT IN PROCESS, RETRY 

DMKLOG003E INVALID OPTION - option 

DMKLOG020E DSERID HISSING OR INVALID 

DHKLOG050E PASSWORD INCORRECT 

DMKLOG051E MAXIHDM OSERS EXCEEDED 

DHKLOG052E ERROR IN CP DIPECTORY 

DMKLOG053E userid NOT IN CP DIRECTORY 

DMKLOG05UE ALREADY LOGGED ON {LINE|GRAF} raddr 

DMKLOG067E COMMAND FORMAT NOT VALID 

DMKLOG080E NO PREALLOCATED VMSAVE AREA 

DMKLOG081W VMSAVE AREA CONTAINS A SAVED SYSTEM, HOST OSE SET COMMAND 

DMKLOG082E MORE THAN ONE VMSAVE AREA ALLOCATED, MOST SPECIFY AREA NAME 

DMKLOG090E DEV vaddr NOT DEFINED; DEV {raddr | volser} NOT AVAILABLE 

DHKLOG091E DASD vaddr NOT DEFINEt; TEMP SPACE NOT AVAILABLE 

DHKLOG092E DEV vaddr NOT DEFINED; type vaddr ALREADY DEFINED 

DMKLOG093E DEV vaddr NOT DEFINED; ERROR IN CP DIRECTORY 

DMKLOG095E DEV vaddr NOT DEFINED; INSOFFICIENT FREE STORAGE 

DMKL0G131E INSOFFICIENT FREE STORAGE AVAILABLE FOR {ATT ACH I LOGON} REQOEST 

DMKL0G188E SPECIFIED PROCESSOR ONAVAILABLE 

DMKLOG189I AFFINITY NOT SET; SYSTEM IN ONIPROCESSOR MODE 

DMKLOG206E CANNOT CONNECT TO HOST VIRTOAL MACHINE 

DMKLOG250E 370E IS NOT AVAILABLE (ON PROC XX) 

DMKLOG251E 370E IS NOT ACTIVE 
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DMKMCC002E INVALID OPERAND - operand 

DMKMCC003E INVALID OPTION - option 

DMKMCC006E INVALID DEVICE TYPE - addr 

DMKMCC021E RADDR HISSING OB INVALID 

DHKHCC026E OPERAND MISSING OR INVALID 

DMKMCC040E DEV addr DOES NOT EXIST 

DMKHCC046E type raddr OFFLINE 

DHKBCCnOE type raddr ATTACHED TC user id 

DMKHCC143E type raddr IN USE BY SYSTEM 

DMKMCC211E MONITOR TAPE IS ALREADY ACTIVE 

DMKMCC213E MONITOR CPTSACE IS AIREADY ACTIVE 

DMKMCC215E MONITOR ACTIVE; DASTAP CANNOT BE ENABLED DYNAMICALLY 

DMKMCC216E SYSPROF CLASS REQUIRES SCHEDULE AND DASTAP 
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DMKMCD002E INVALID OPERAND - operand 
DMKMCD021E RADDR MISSING OR INVALID 
DMKMCD026E OPERAND MISSING OR INVALID 
DMKMCD040E DEV addr DOES NOT EXIST 
DMKMCD212E MONITOR TAPE IS NOT ACTIVE 
DMKMCD214E MONTIOR CPTRACE IS NOT ACTIVE 
DMKMCD218E MONITOR NOT STOPPED, OUTSTANDING TAPE 
DMKMCD222E TIME PARAMETER SPECIFIES INVALID TIME 
DMKMCD223E START TIME MUST PRECEDE STOP TIME 
DMKMCD22UE LIMIT MUST BE BETWEEN 10 and 50000 
DMKMCD226E FOR VALUE MIDNIGHT - COMMAND INVALID 
DMKMCD227E FOR OPTION INVALID WITH AUTODISK OFF 
DMKMCD228E FOP OPTION INVALID HITH MONITOR ON 



[/C 



DMKMCH003E INVALID OPTION - option 

DMKMCH026E OPERAND MISSING OR INVALID 

DMKMCH610» MACHINE CHECK SUPERVISOR DAMAGE cpuid 

DMKMCH611W MACHINE CHECK SYSTEM INTEGRITY LOST cpoid 

DHKMCH612H MACHINE CHECK TIMING FACILITIES DAMAGE; RUN SEREP cpuid 

DMKMCH613I SOFT MACHINE CHECK RECORDING DISABLED cpuid 

DMKMCH614I MACHINE CHECK; DAMAGED PAGE NOW DELETED cpuid 

DMKMCH615I MACHINE CHECK RECORDING FAILURE cpuid 

DHKMCH616I MACHINE CHECK; USER userid TERMINATED cpuid 

DMKMCH617I MACHINE CHECK; BUFFER OR DLAT DAMAGE cpuid 

DHKMCH618I {INSTRUCTION RETRY|MAIN STORAGE} HOW IN {RECORD | QUIET} MODE cpuid 

DMKMCH619I MACHINE CHECK; OPERATION TERMINATED cpuid 

DMKMCH622H MACHINE CHECK; MULTIPLE CHANNEL ERRORS 



" J'KMCH62"I 
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DMKMCT610W MACHINE CHECK 

DMKMCT611W MACHINE CHECK 

DMKMCT612W MACHINE CHECK 

DMKMCT616I MACHINE CHECK 

DMKMCT619I MACHINE CHECK 

DHKMCT620I MACHINE CHECK 

DMKMCT621I MACHINE CHECK 



SUPERVISOR DAMAGE cpuid 

SYSTEM INTEGRITY LOST cpuid 

TIMING FACILITIES DAMAGE cpuid 

USER userid TERMINATED cpuid 

EXTERNAL DAMAGE 

ATTACHED PROCESSOR NOT BEING USED cpuid 

AFFINITY SET OFF cpuid 



DMKMCT623I CHANNEL SET CONNECTED TO ATTACHED PROCESSOR 



DMKMIA229E MONITOR OUT OF EASD PAGES, IS SHUTTING OFF 

DMKMID310E DATE date INVALID; NOT CHANGED 

DMKMNI002E INVALID OPERAND - operand 

DMKMNI225E INVALID MONITOR USERID SPECIFIED, MON NOT STARTED 

DMKHON219I END OF MONITOR TAPE, MONITOR STOPPED BY SYSTEM 
DMKMON220I ERROR ON MONITOR TAPE, MONITOR STOPPED BY SYSTEM 

DMKMSG003E INVALID OPTION - option 

DMKMSG020E USERID HISSING OR INVALID 

I>MKftSG0*5E userid flOT LOGGED OH 

DMKMSG057W userid NOT RECEIVING; {DISCONNECTED |MSG OFF| SMSG OFF|NOT AUTHORIZED! WNG OFF} 

DMKNES002E INVALID OPERAND - operand 
DMKNES004E INVALID HEXLOC - hexloc 
DMKNES006E INVALID DEVICE TYPE - addr 
DMKNES009E INVALID RANGE - range 
DaKNES02lE RADDR MISSING OR INVALID 
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DMKNES026E OPERAND MISSING OB INVALID 

DMKNES040E DEV addr DOES NOT EXIST 

DBKNES0U6E {DEV rid|type raddr} OFFLINE 

DMKNES049E LINE addr IN OSE 

DMKHES098E DEV rid MODE SWITCH HOT POSSIBLE 

DMKNES140E CTLR raddr ATTACHED TC user id 

DMKNES160E HEXLOC hexloc EXCISES STORAGE 

DHKNES175E NETWORK TRACE ALREADY IN USE BY userid 

DMKNES706E LINE addr NOT ENABLED 

DMKNET002E INVALID OPERAND - operand 

DMKNET003E INVALID OPTION - option 

DMKNET004E INVALID HEXLOC - hexloc 

DMKNET006E INVALID DEVICE TYPE - addr 

DMKNET009E INVALID RANGE - range 

DBKNET021E RADDR HISSING OR INVALID 

DMKNET026E OPERAND MISSING OB INVALID 

DMKNET033E HEXLOC MISSING OB INVALID 

DMKNET040E DEV addr DOES NOT EXIST 

DBKNET046E fDEV rid | type raddr} OFFLINE 

DMKNET049E LINE addr IN USE 

DMKNET098E DEV rid MODE SWITCH HOT POSSIBLE 

DMKNETItOE type raddr ATTACHED TO user id 

DMKNET160E HEXLOC hexloc EXCEEDS STORAGE 

DMKNLD002E INVALID OPERAND - operand 

DMKNLD006E INVALID DEVICE TYPE - addr 

DHKNLD021E RADDR MISSING OR INVALID 

DMKNLD026E OPERAND MISSING OR INVALID 

DMKNLDOaOE DEV addr DOES NOT EXIST 

DMKNLDOtmE SYSTEM naae DOES NOT EXIST 

DHKNLD0a6E type raddr OFFLINE 

DMKNLD140E CTLR raddr ATTACHED TC userid 

DMKNLDItBE CTLS raddr IN USE BY SYSTEM 

DMKNLD170E SYSTEM naae EXCEEIS STORAGE 

DMKNLD171E SYSTEM naae VOLID volid HOT MOUNTED 

DMKIILD460E CTLR raddr LOAD FAILED: FHOGBAM CHECK 

DMKNLD461R CTLR raddr IPL NOT REQOIBED; ENTER 'YES* TO CONTINOE 

DMKNLDa70E CTLR raddr LOAD FAILED: PAGING I/O ERROR 

nHKNLDtt71f: CTLR raddr LOAD FAILED: ONRECOVERABLE I/O ERROR 

DMKNLE00 3E INVALID OPTION - option 

DMKNLE006E INVALID DEVICE TYPE - addr 

DMKNLE021E RADDR MISSING OR INVALID 

DMKNLE040E DEV addr DOES NOT EXIST 

DHKNLE0t»6E type raddr OFFLINE 

DMKNLE140E CTLR raddr ATTACHED TC userid 

DHKNLE143E CTLR raddr IN OSE BY SYSTEM 

DMKNLE460E CTLR raddr DDMP FAILED: PROGRAM CHECK 

DMKNLE461R CTLR raddr IPL NOT REQUIRED; ENTER "YES" TO CONTINOE 

DMKNLE464I CTLR raddr CC=3; EEPBESS 370x "LOAD" BUTTON 

DMKNLE469E CTLR raddr DUMP FAILED: TEMP SPACE NOT AVAILABLE 

DMKNLE470E CTLR raddr DUMP FAILED: PAGING I/O ERROR 

DMKHLEa7lE CTLR raddr DUMP FAILED: UNRECOVERABLE I/O ERROR 

DMKNMT247I 3800 NAMED SYSTEM iaagSSOO CREATED 

DMKNMT248E SPECIFIED IMAGE iaag HOH-EXISTENT 

DMKNMT249E ERROR LOADING IMAG iaag 

DMKNMT254E ERROR SAVING iBag3800 - RC = (rc) 

DMKHMT256E INSUFFICIENT VIRTUAL STORAGE 

DMKNMT257E RESIDUAL BYTE COOHT = nnnnnnnn (HEX) 

DMKPAG415E CONTINUOUS PAGING ERRORS FROM DASD xxx 

DMKPGTUOOI SYSTEM TEMP SPACE FULL 

DMKPGTtJOlI SYSTEM TEMP SPACE 90 PERCENT FULL 

DMKPRGtHIH CP ENTERED; TRANSLATION EXCEPTION; WHILE IN HON- EC MODE 

DMKPRG453W CP ENTERED; PROGRAM INTERRUPT LOOP 

DMKPTRU10W CP ENTERED; PAGING ERROR 
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DMKQVH020E DSERID MISSING OR IN7A1ID 

DMKQVM800E COHMAND HEJECTED, OTEEB VIRTUAL HACHIHES LOGGED ON 

DHKQ7H801E FREE STORAGE PAGE IS NOT AVAILABLE 

DHKQVM802E COMMAND REJECTED, DEVICES NOT DEDICATED 

DMKQVH803E COMMAND REJECTED, SPOOL DEVICES NOT DRAINED 

DMKQVM806E COMMAND REJECTED, VIRTUAL ADDRESS NOT EQUAL TO REAL ADDRESS 

DHKQVM807E COMMAND REJECTED, VM/370 ATTACHED PROCESSOR MODE 

DHKQVM809E COMMAND REJECTED, TEACE/ADSTOP IN EFFECT 

DMKRGA45tH LINE addr DISABLED 

DMKRGA455I LINE 'addr* CC=3 NOT OPERATIONAL 

DHKRGA705I I/O EEEOH EESID=resource id STATUS=status LINE=addr 

DMKRND850I UNABLE TO READ DUMP FROM READER 
DMKRND851I TEN DUMP FILES ALREADY EXIST 
DMKEND852I FATAL I/O ERROR iRITIBG DUMP 
DMKRND853I NO DUMP FILES EXIST 
DMKRND860I FATAL I/O ERROR BEADING DUMP 
DMKRND861E DUMP FILE filename HCT FOUND 
DMKRND863E INVALID PARAMETER - parameter 

DMKRNH45tH DEV rid DISABLED 

DMKRNH462I CTLR raddr UNIT CHECK; IPL REQUIRED 
DMKRNH463I CTLR "raddr" UNIT CHICK; RESTART IN PROGRESS 
DMKENRtje'H CTLR raddr CC=3; DEPRESS 370X "LOAD" BUTTON 
DMKRNH465I LINE TRACE TERMINATED DUE TO ERROR 
DMKRNH468I CTLR raddr COMMUNICATIONS SCANNER FAILURE 



DHKESE240E 
DMKRSE241E 
DMKRSE242E 
DMKRSE252I 
DMKRSE255I 
DMKRSE500I 
DHKRSE501A 
DMKRSE501I 
DMKRSE502I 
DMKESE503A 
DMKBSE503I 
DHKBSE504A 
DMKESESOai 
DMKRSE505A 
DMKRSE508I 
DHKRSE520A 
DMKRSE520I 
DMKESE521I 
DMKBSE52ai 
DMKRSE525I 
DMKRSE529I 



DMKRS 
DMKRS 
DMKRS 
DMKRS 
DMKRS 
DMKRS 
DMKRS 
DMKRS 



P426E 
P428E 
P428E 
P428E 
P431A 
P432A 
P433A 
P434A 



PRT cuu, FCB-FORMS MISMATCH, FILEID nnnn {HELD! PUEGED} 

PRT cuu, INVALID LOAD MODULE mmnin SPECIFIED, FILE nnnn {HELD | PURGED} 

PRT cuu (3800) INTERVENTION RECQD, STATUS CODE cc 

PRT cuu, FILE nnnn REQUEUED AND HELD 

PRT cuu, PAGE BUFFER DESTROYED, BACKUP PAGE COUNT = nnnn 

{RDRI PRTIPUN} 'addr' CKD REJECT CMD=«ciD» SNS=«sense« CSW=«csw« USERID= 'userid ' 

{RDR|PRT|PUN) 'addr* INT BEQ 

{RDRI PRTIPUN} 'addr' INT REQ CMD='cm' SNS=» sense* 

{RDR|PRT|PUN} 'addr* BUSOUT CK CflD=«cm« SNS='sense« 

{RDRI PRTIPUN} 'addr* EQUIP CK CMD=' cm' SNS=' sense' 

{RDRI PETI PUN} 'addr' EQUIP CK CHD='cm« SNS=' sense' 

{RDRIPRT} 'addr' DATA CK CMD='cm' SNS='sense' 

{RDRI PRTIPUN} 'addr' DATA CK CMD='cm' SNS='sense' CSH='csw» 

RDR 'addr' OVERRUN CK CMD='cm' SNS=' sense" 

{RDRjPRTIPUN} 'addr' PERM EREOE CMD='cm' SNS='sense' CSW='csw' USERID= • userid • 

{RDR|PRT|PUN} 'addr' PERM ERROR CMD=' cm' SNS='sense' CSW='csw' USERID= ' userid • 

{RDRI PRTIPUN} 'addr' CHAN ERROR CMD='cm' SNS='sense' 

{RDR I PRTIPUN} 'addr' NO DEVICE CHD='cm' SNS=' sense' 

{RDRI PRTIPUN} 'addr* LOAD CHECK CMD='cm' SNS='sense' 

{RDR I PRTIPUN} 'addr' FORMAT CK CMD='cm' SNS=' sense' 

{RDE|PET|PUN} 'addr' PARITY CK CMD='CB' SNS='sense' 

PDE raddr SPOOL SPACI FULL; FILE PURGED 

PET raddr SPOOL EEEOR; FILE HELD 

PUN raddr SPOOL EEEOE; FILE HELD 

EDB raddr SPOOL EEEOE; FILE PURGED 

EDE raddr ID CABD MISSING OR INVALID 

RDR raddr ID CARD; 'userid' NOT IN CP DIRECTORY 

RDR raddr ID CARE; INVALID DATA - 'data' 

BDB raddr FATAL I/O EEBOB; FILE PURGED 



DMKSAV350H DASD raddr SYSBES VOIID NOT aaaaaa 
DMKSAV351W DASD raddr SYSRES NOT READY 

DHKS17352W FATAL DASD I/C EEEOE 
DMKSAV353W SYSRES DEVICE TYPE INVALID 

DMKSNC044E SYSTEM name DOES HOT EXIST 

DHKSNC171E SYSTEM name VOLID volid NOT MOUNTED 

DMKSNC178E SYSTEM name EXCEEDS AVAILABLE DASD SPACE 

DMKSNC179E SYSTEM name VOLID volid NOT CP OWNED 

DMKSNC435E PAGING ERROR WRITING SAVED SYSTEM 
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DMKSPM026E OPERAND HISSING OB IKViLID 

DMKSPB804E SINGLE PROCESSOR BODE CH REJECTED 

DMKSPM805E SINGLE PROCESSOR MODI OFF REJECTED 

DMKSPM808I SINGLE PROCESSOR MODE ACTIVE 

DMKSPS014E TAPE raddr DUMP TAPE CAPACITY EXCEEDED 

DMKSPS026E OPERAND HISSING OR INVALID 

DHKSPS026E OPERAND MISSING OR INVALID 

DHKSPS028E CLASS MISSING OR INVALID 

DMKSPS028E CLASS MISSING OR INVALID 

DMKSPS037E TAPE raddr INVALID FOR STORAGE COMMAND 

DMKSPS037E TAPE raddr INVALID FOR STORAGE COMMAND 

DMKSPSa26E {RDR|TAPE} raddr SPOOL SPACE FOLL; FILE PURGED 

DMKSPS428E {PIT | PDN | RDR} raddr SPCOL ERROR; FILE {HELD| PURGED} 

DMKSPS428E {PRT| PDN | BDR |TAPE} raddr SPOOL ERROR; FILE {HELD| PURGED} 

DHKSPT002E INVALID OPERAND - operand 

DMKSPT003E INVALID OPTION - option 

DMKSPT006E INVALID DEVICE TYPE - addr 

DMKSPT008E INVALID SPOOLID - spoolid 

DMKSPT021E RADDR MISSING OR INVALID 

DMKSPT0I40E DEV addr DOES NOT EXIST 

DMKSPT046E fDEV rid|tYpe raddr} OFFLINE 

DMKSPT140E type raddr ATTACHED TC userid 

DMKSPT143E type raddr IN USE BY SYSTEM 

DMKSSS071E DEVICE NOT AVAILABLE - MSS CANNOT BE ACCESSED 

DMKSSS072E DEVICE NOT AVAILABLE - 'raddr* NOT PROPER TYPE 

DMKSSS075E DEVICE 'raddr' IS NOT AVAILABLE 

DMKSSS088I MSS MOUNT PROCEEDING FOR VOLUME 'volid' 

DMKSSS438E DEVICE IS NOT AVAILABLE FOR ATTACH 

DMKSST070E shared-status MSS DEVICE NOT AVAILABLE 

DMKSST072E DEVICE NOT AVAILABLE - 'raddr' NOT PROPER TYPE 

DMKSST073E MSS DEVICE NOT AVAILABLE - REASON CODE XX 

DMKSST078E MSS MOUNT PROCEEDING FCR VOLUME ' VOlid' 

DHKSSU074E MISSING INTERRUPT - DEVICE 'raddr' 



DMKTAP500I 


TAPE 


addr' 


DSKTAFSOIA 


J. tiPE 


addr' 


DMKTAP502I 


TAPE 


addr' 


DMKTAP503I 


TAPE 


addr' 


DMKTAPSOitD 


TAPE 


addr' 


DMKTAP505D 


TAPE 


addr' 


DMKTAP510I 


TAPE 


addr' 


DMKTAP511I 


TAPE 


addr' 


DMKTAP512I 


TAPE 


addr' 


DMKTAP513I 


TAPE 


addr' 


DMKTAP516I 


TAPE 


addr' 


DMKTAP517I 


TAPE 


addr' 


DMKTAP518I 


TAPE 


addr' 


DMKTAP519I 


TAPE 


addr' 


DMKTAP520I 


TAPE 


addr' 


DMKTAP521I 


TAPE 


addr' 


DMKTAP522I 


TAPE 


addr' 


DMKTAP523I 


TAPE 


addr' 


DMKTAP526I 


TAPE 


addr' 



CMD 



REJECT CMD='cm' SNS='sense' CSH='csw' nSERID= ' userid • 

n-un 

• USERID= 'userid' 
USERID= 'userid' 
[JSERID= 'userid' 
n' USERID=' userid' 



BUSOUT CK CMD='c«' SNS='sens 
EQUIP CK CMD='CB' SNS=' sense 
DATA CK CMD='CB' SNS=' sense' 
OVERRUN CK CMD='cm' SNS=' sen 
CONVERT CK CMD='cib' SNS='sen 
COMPAT CK CMD='CB' SNS='sens 
LOAD POINT CMD='cm' SNS='sen 
FILE PROT CMD='ca' SNS='seDS 
BAD SENSE CHD='cib' SNS='sens 
NOT/KNOHH CMD='cm' SNS='sens 
RECV ERROR CHD='cb' SNS='sen 
PE BURST CHD='cm' SNS=' sense 
CHAN ERROR CMD='cm' SNS='sen 
NO DEVICE CMD='CB' SNS='sens 
ERASE CK CMD='CB' SNS=' sense 
CONTROL CK CMD='cm' SNS='sen 
DSE FAILED CMD='cb' SNS=' sen 



le' CSW 



;w='csw' userid= • userid ' 

. ^'=»csw' USERID= 'userid' 

CSW='csw' USERID= 'userid' 
:SH='csw' USERID= 'userid' 
se' CSW='csw» USERID=' userid 
J' CSH='csw' USERID=' userid 

CSH='csw« USERID=' userid 
i' CSW='csw» USERID=' userid 

r<iV = tr-civt n<;ii!PTn=«nec.T-ifl • 



le' CSW='csw» USERID=' userid' 
se' CSlif='csw' USERID=' userid' 
se' CSW='csw' USERID=' userid' 
se* CSW='csw' USERID=' userid' 
ise' CSW='csw' nSERID='userid' 
3' CSi='csw' nSERID=' userid' 
ise' CSW='csii' USERID=' userid' 
e' CSR='csw' USERID=' userid' 
• CSH='csw' USERID='userid' 
se' CSW='csw' USERID= '.userid ' 
se' CSff='csir' USERID= 'userid • 



DMKTCS240E PRT cuu, FCB-FORMS MISMATCH, FILEID nnnn {HELD|PUBGED} 

DHKTCS241S PRT cuu, INVALID LOAD MODULE mmmm SPECIFIED, FILE nnnn {HELD | PURGED} 

DMKTHI002E INVALID OPERAND - operand 
DMKTHI003E INVALID OPTION - option 
DMKTHI026E OPERAND MISSING OR INVALID 
DMKTHI045E userid NOT LOGGED ON 

DMKTRA002E INVALID OPERAND - operand 
DHKTRA003E INVALID OPTION - option 
DHKTRA013E CONFLICTING OPTION - option 
DMKTRA026E OPERAND MISSING OR INVALID 

DMKTRA180W TRACE NOT IN EFFECT 
DMKTFA182S (reserved for IBM use) 
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DHK0DR475I FATAL 10 ERROR TRYIHG TO READ DIRECTORY 

DHKDS0003E INVALID OPTION - option 
DMKOSO020E OSERID MISSING OR INVALID 
DMKDS0045E userid NOT LOGGED ON 

DMKVAT064E SHADOW TABLE BYPASS; RESET 

DMKVCH034E CHANNEL MISSING OR INVALID 

DHKVCHOitSE CHANNEL X DOES NOT EXIST 

DMKVCH129E CHANNEL X DEVICES IN OSE 

DHKVCH13QE CHANNEL s NOT ATTACHED TO aserid 

DMKVCH132E CHANNEL X ALREAEY DEIINED BY USerid 

DMKVCH138E CHANNEL X NOT ATTACHED; INSOFFICIENT FREE STORAGE 

D?1KVDA003E INVALID OPTION - option 

DMKVDA006E INVALID DEVICE TYPE - addr 

DMKVDA020E OSERID MISSING OR INVALID 

DHKVDA021E RADDR MISSING OR INVALID raddr 

DMKVDA022E VADDR MISSING OR INVALID vaddr 

DMKVDA023E VOLID MISSING OR INVALID 

DMKVDA034E CHANNEL MISSING OB INVALID 

DMKVDA040E DEV addr DOES HOT EXIST 

DMKVDA045E userid NOT LOGGED ON 

DMKVDA0i*6E type raddr OFFLINE 

DMKVDA076E THE 'volid' PARAMETER IS INVALID 

DMKVDA077S INVALID REQUEST FOR DEVICE 'nnn' 

DMKVDA120E type raddr NOT ATTACHED; userid vaddr ALREADY DEFINED 

DMKVDA121E type raddr NOT ATTACHED TO userid 

DMKVDA122E type raddr ALREADY ATTACHED TO userid 

DMKVDA123E DASD raddr CP OWNED 

DMKVDA124E DASD raddr IN OSE BY nnn OSERS 

DMKVDA125E DASD raddr VOLID VOlid ALREADY ATTACHED TO SYSTEM 

DMKVDA126E DASD raddr ERROR READING VOLID 

DMKVDA127E DASD raddr VOLID volid DOES NOT MATCH 

DMKVDA128E DASD raddr ERROR BEADING ALLOCATION RECORD 

DMKVDA131E INSUFFICIENT FREE STORAGE AVAILABLE FOR ATTACH PEQOEST 

DMKVDA133E DASD raddr NOT READY 

DHKVDA134E TYPE vaddr NOT ATTACHED; CHAN X DEDICATED 

DMKVDA135E TYPE vaddr HOT DETACHED; CHAN X DEDICATED 

DMKVDA139E DASD raddr NOT ATTACHED; 3330V NOT ACCEPTED AS SYSTEM VOLUME 

DMKVDA140E type raddr ATTACHED TO userid 

DMKVDA142E PRT cuu NOT DRAINED 

DSKVDAIhSE type raddr IS OSE BY SYSTEM 

DMKVDA151I DASD (addr) NOT ATTACHED, BOSY PERSISTS, IOBSTAT=xx, I0BCSW+4=yyyy 

DMKVDD006E INVALID DEVICE TYPE - addr 

DMKVDD020E OSERID MISSING OR INVALID 

DMKVDD021B RADDR MISSING OR INVALID raddr 

DMKVDD022E VADDR HISSING OR INVALID vaddr 

DHKVDD040E DEV addr DOES NOT EXIST 

DMKVDD045E userid NOT LOGGED ON 

DMKVDDOft^E type raddr OFFLINE 

DMKVDD121E type raddr NOT ATTACHED to userid 

DHKVDD123E DASD raddr CP OWNED 

DMKVDD124E DASD raddr IN DSE BY nnn USERS 

DMKVDD134E CHANNEL MISSING OB INVALID 

DMKVDD135E TYPE vaddr NOT DETACHED; CHAN X DEDICATED 

DMKVDD140E type raddr ATTACHED TO userid 

DMKVDD142E TYPE raddr NOT DRAINED 

DMKVDD143E TYPE raddr IN USE BY SYSTEM 

DMKVDS465E CTLR raddr EMULATOR LINES IN OSE BY SYSTEM 

DMKVER575I I/O ERROR ADD=raddr, USERID= userid 

DMKVttAietE SHARED PAGE hexloc AITERED BY userid 
DHKVMA456W CP ENTERED; name SHARED PAGE hexloc ALTERED 

DMKVMD009E INVALID RANGE - range 
DMKVMD013E CONFLICTING OPTION - option 
DMKVMD020E USERID MISSING OR INVALID 
DMKVMD033E HEXLOC MISSING OR INVALID 
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DMKVHD038S PARAMETEB parameter FOB option OPTION BISSIHG OR INVALID 

DaKVMD053E userid NOT IN CP EIRECTOEY 

DaKVMD146l DOMP FAILED; SPOOLING ERROR 

DMKVMD160E HEXLOC hexloc EXCFEDS STORAGE 

DMKVMI022E VADDR HISSING OR INVALID 

DMKVMI230E IPL SIO ERROR 

DMKVMI231E IPL TIO ERROR 

DMKVMI232E IPL UNIT ERROR; CSH csw SNS sense 

DMKVMI233E IPL OVERLAY ERROR 

DMKVMI234E IPL SENSE ERROR 

DMKVSP427I fCON | PRT|PDN} vaddr SYSTEM SPQOL SPACE FULL; FILE CLOSED 

DMKVSPU29I {CONI PRTIPON} vaddr SPOOL ERROR; FILE PURGED 

DHKVSP429I RDR vaddr SPOOL ERROR; FILE HELD 

DMKWRH904H SYSTEH RECOVERY FAILURE; INVALID WARM START DATA 

nHKWRM912W SYSTEM RECOVERY FAILURE; VOLID 'volid' NOT MOUNTED 

DMKWRM920I NO WARM START DATA; CKPT START FOR RETRY 

DHKWRM921W SYSTEH RECOVERY FAILURE; UNRECOVERABLE I/O ERROR 
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CMS Message Summary 

DMSABH148T SISTEH ABEND XXX CALLED FBOM 'addr' 

DHSABH149T nnn (HEX XXX) DODBLEWOBDS OF SYSTEH STORAGE HAVE BEEN DESTROYED. HE-IPL CHS 

DHSABN150H nnn (HEX xxx) DODELEWCBDS OF SYSTEH STORAGE WERE NOT RECOVERED 

DMSABN152T SYSTEH ABEND xxx CALLED FROH addr WHILE 'UFDEDSY' = xx- RE-IPL CHS 

DHSABN153W 'HX' DURING ABEND PROCESSING WAS IGNORED 

DMSABN155T USER ABEND nnnn CALLED FROH addr 

DHSACC002E FILE • DHSROS TEXT* NOT FOOND 

DHSACC003E INVALID OPTION 'option' 

DHSACC017E INVALID DEVICE ADDRESS 'can' 

DHSACC048E INVALID MODE 'mode' 

Df?SACC059E 'cuu' ALREADY ACCESSED AS HEAD/WRITE 'mode' DISK 

DMSACC060E FIIE(S) • f n [ft [fn]]' NOT FOOND- DISK « node (cuu) ' WILL NOT BE ACCESSED 

DMSACC109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DHSACC112S DISK 'mode(cuu)' DEVICE ERROR 

DHSACC113S mode (cuu) NOT ATTACHED 

DHSACC230W OS DISK - FILEID AND/OE OPTIONS SPECIFIED ARE IGNORED 

DHSACC240S ERROR LOADING PEAE OS ROUTINE 'DHSROS TEXT' 

DHSACC723I mode (cuu) {H/0 | R/W} [-CS|-DOS] 

DHSACC72iH cuu REPLACES mode (ecu) 

DMSACC725I cuu ALSO = 'mode' [-0S|-D0S] DISK 

DMSACC726I 'cuu mode' RELEASED 

DHSAHS001E NO FILENAHE SPECIFIED 

DHSAHS002E FILE 'fnamel AHSERV HOT FOUND 

DMSAHS003E INVALID OPTION 'option' 

DHSAHS006E HO READ/WRITE DISK ACCESSED FOR * f naBe2 LISTING' 

DHSAMS007E FILE 'fnamel AHSERV fm' NOT FIXED 80-CHAR. RECORDS 

DMSAHS065E 'option' OPTION SPECIFIED TWICE 

DHSAHS066E 'option' AND 'option' ARE CONFLICTING OPTIONS 

DHSAHS070E INVALID PARAHETEB 'parameter' 

DHSAHS109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DHSAHS113S {TAPINITAPOOT} (addr) NOT ATTACHED 

DHSAHS136S UNABLE TO LOAD 'IDCHAS'. 

DHSAHS228E NO DDNAME ENTERED 

DHSAHS3 67R ENTER TAPE {INPUT |OUTPUT} DDNAHES: 

DMSAMS722I FILE • f name2 LISTING fm' WILL HOLD AHSERV OUTPUT 

DHSARE017E INVALID DEVICE ADDRESS 'cuu' 

DMSARE028E NO DEVICE SPECIFIED 

DKSASEOitBE INVALID SODS 'mode' 

DHSARE069E DISK '{modejcuu}' NOT ACCESSED 

DHSAEE070E INVALID PAHAMETEB 'parameter' 

DHSABN001E NO FILENAME SPECIFIED 

DHSARN002E FILE 'fn ft' NOT FOUND 

DHSARN003E INVALID OPTION 'option' 

DHSARN004W WARNING HESSAGES ISSUED 

DHSARN006E NO READ/WRITE DISK ACCESSED 

DMSARN007E FILE 'fn ft fm' IS NOT FIXED, 80 CHAR. BECOBDS 

DMSABN008W ERROR HESSAGES ISSUED 

DMSARN012W SEVERE ERBOR HESSAGES ISSUED 

DMSARN016W TERMINAL ERBOR MESSAGES ISSUED 

DMSARX001E NO FILENAME SPECIFIED 

DMSARX002E FILE ' f n ASM3705' NOT FOUND 

DMSARX003E INVALID OPTION 'option' 

DMSARX006E HO READ/WBITE DISK ACCESSED 

DMSARX007E FILE 'fn ASM3705' IS NOT FIXED, 80-CHAP. RECORDS 

DMSABX038E FILEID CONFLICT FOR DDNAME 'ASM3705' 

DMSARX052E MORE THAN 100 CHABS OF OPTIONS SPECIFIED 

DMSARX070E INVALID PARAHETER 'parameter' 

DHSARX074E ERROR SETTING/RESETTING AUXILIARY DIRECTORY 

DMS^fiX^75E DEVICE ^ device* INVALID FOR INPUT 

DHSASMOOIE NO FILENAHE SPECIFIED 

DHSASH002E FILE ' f n ASSEHBLF' HOT FOUND 

DHSASH003E INVALID OPTION 'option' 

DHSASM006E NO READ/WBITE DISK ACCESSED 

DHSASH007E FILE • f n ASSEMBLE' IS NOT FIXED, 80-CHAR. RECORDS 
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DMSASM038E FILEID CONFLICT FCR EEMAME 'ASSEMBLE' 

DMSASM052E MORE THAN 100 CBABS OF OPTIONS SPECIFIED 

DMSASM070E INVALID PARAMETEB 'paraneter' 

DMSASM074E ERROR SETTING/RESETTING ADXILIABI DIRECTORY 

DMSASM075E DEVICE 'device' INVALID FOR INPOT 

DMSASN003E INVALID OPTION 'option' 

DHSASN027E INVALID DEVICE 'device' 

DMSASN028E NO LOGICAL DNIT SPECIFIED 

DHSASN029E INVALID PARAMETER 'parameter' IN THE OPTION 'option' FIELD. 

DMSASN035E INVALID TAPE MODE 

DMSASN050E PARAMETEB MISSING AFTER SYSxxx 

DMSASNQ65E 'option' OPTION SPECIFIED TWICE 

DHSASN066E 'option' AND 'option' ARI CONFLICTING OPTIONS 

DMSASN069E DISK 'mode' NOT ACCESSED 

DMSASN070E INVALID PARAMETER 'parameter' 

DMSASN087E INVALID ASSIGNMENT OF 'SYSxxx' TO DEVICE 'device' 

DMSASN090E INVALID DEVICE CLASS ' deviceclass' FOR 'device' 

DMSASN099E CMS/DOS ENVIRONMENT NOT ACTIVE 

DHSASN113S {TAPn|mode|READER|PONCH|PRINTER} (cuu) NOT ATTACHED 

DMSBOP037E DISK 'mode' IS READ/ONLY 

DMSBOPOaSE TAPn IS FILE PROTECTEE 

DMSBOP058E END-OF-FILE OR END-OF-TAPE ON 'TAPn' 

DMSBOP069E DISK 'mode' NOT ACCESSED 

DHSBOP086W DLBL 'ddname' DOMMY INVALID FOE VSAM 

DHSBOP088E UNSUPPORTED DTF TYPE • dtftype' 

DMSBOP089E OPEN ERROR CODE 'nn' CN {fn| SYSxxx | TAPn} 

DMSB0P113S {TAPn I mode (cuu)} NOT ATTACHED 

DMSBOP302E NO SYSXXX OPERANE SPECIFIED 

DMSBOP308E 'mode' DISK IN CMS FORMAT; INVALID FOR HON-CHS DATASET 

DMSBOP400S SYSTEM 'sysname' DOES NOT EIIST 

DMSBOP401S VH SIZE (size) CANNOT EXCEED 'DMSDOS' START ADDRESS (address) 

DHSBOP410S CONTROL PROGRAM ERROR INDICATION 'retcode* 

DMSBOPUISS STORAGE NOT INITIALIZED FOR VSAM PROCESSING 

DMSBOP995E UNABLE TO OBTAIN FREE STORAGE FOR DMSBOP PROCESSING. 

REDEFINE STORAGE SIZE 

DMSBOP996E NO LOGIC MODULE POINTER IN DTF FOR 'filename' 

DMSBTB100E NO BATCH PROCESSOR AVAILABLE 

DMSBTB101E BATCH NOT LOADED 

DMSBTP105E NO JOB CARD PROVIDED 

DMSBTP106E JOB CARD FORMAT INVALID 

DMSBTP107E CP/CHS COMMAND 'command, (device)' NOT ALLOWED 

DMSBTP108E /SET CARD FORMAT INVALID 

DMSBTP109E {CPU| PRINTERI PUNCH} LIMIT EXCEEDED 

DMSBWR107S DISK 'mode (cuu)' IS FULL 

DMSBHR109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSBWR170S DISK 'mode (cuu)' HAS MAXIMUM NUMBER OF FILES 

DMSCI0113S (READER I PUNCH} NOT ATTACHED 

DMSCI0145S INTERVENTION REQUIRED CN {PRINTERI PUNCH} 

DMSCIT171T PERMANENT CONSOLE ERROR, RE-IPL CMS. 

DMSCLS043E TAPn IS FILE PROTECTEE 

DMSCLS058E END-OF-FILE OR END-OF-TAPE ON 'TAPn' 

DMSCLS088E UNSUPPORTED DTF TYPE 'dtftype' 

DMSCLS089E CLOSE ERROR COEE 'nn' ON ' {fn| SYSxxx | TAPn} ' 

DMSCLS113S 'TAPn (cuu)' NOT ATTACHED 

DHSCLSTiOS 'FEOVISEOV MACRO NOT SUPPORTED 

DMSCLS429I 'TAPn (cuu)' EOT ON OUTPUT 

DHSCMP002E FILE 'fn [ft T f m ] ]' NCT FOUND 

DMSCMP003E INVALID OPTION 'option' 

DHSCMP005E NO COLUMN SPECIFIED 

DHSCMP009E COLUMN 'col' EXCEEDS RECORD LENGTH 

DHSCMP010E PREMATURE EOF ON FILE [ • f n ft [fm]'] 

DMSCMP011E CONFLICTING FILE FORMATS 

DMSCHP019E IDENTICAL FILEIDS 

DMSCHP029E INVALID PARAMETER 'parameter' IN THE OPTION 'COL' FIELD 
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DMSCMP054E INCOMPLETE PILEIE SPECIFIED 

BHSCMP062E INVALID * la FILrlD 

DHSCHP104S EEBOR 'nn' READING FILE "fn ft fm' FBOB DISK 

DMSCHP109S VIETOAL STORAGE CAPACITY EXCEEDED 

DHSCHP179I COMPARING • f n ft fm« HITH • f n ft fm« 

DMSCHP209W FILES DO NOT COMPARE 

DMSCMP211E COLUMN FIELDS OOT OF SEQUENCE 

DMSCMS006E NO READ/WRITE A-EISK ACCESSED 

DMSCHS095E INVALID ADDRESS 'address' 

DMSCMS110E CORRECT FORM IS: CMSXGEH LOCATION (SEGNAME) 

DMSCHS111E CHSXGEN FAILED DOl TC LOAD ERRORS 

DMSCMS141S CMSXGEN FAILED DOE TC SAVESYS ERRORS 

DMSCMSIH2S CMSXGEN FAILED DDE TO SETKEY ERROR 

DMSCWS715I CMSXGEN COMPLETE 

DMSCPY002E {INPDT| OVERLAY} FILE ' f n ft' NOT FOUND 

DMSCPY003E INVALID OPTION 'option' 

DMSCPY024E FILE 'fn ft fm' ALREADY EXISTS — SPECIFY 'REPLACE' 

DMSCPY029E INVALID PARAMETER 'parameter' IN THE OPTION 'option' FIELD 

DMSCPY030E FILE ' f n ft fm' ALREADY ACTIVE 

DMSCPY037E DISK 'mode' IS HEAD/CNIY 

DHSCPY042E NO FILEID (S) SPECIFIED 

DHSCPY0U8E INVALID MODE 'fm' 

DMSCPY054E INCOMPLETE FILEIE SPECIFIED 

DMSCPY062E INVALID CHAR •{=|*|char}' IN FILEID [ • f n ft fmT 

DMSCPY063E NO {TRANSLATION | SPECIFICATION} LIST ENTERED 

DHSCPYOeaE INVALID [TRANSLATE] SPECIFICATION AT OR NEAR ' « 

DMSCPY065E 'option' OPTION SPECIFIED TWICE 

DMSCPY066E 'option' AND 'option' ARE CONFLICTING OPTIONS 

DMSCPY067E COMBINED INPUT FILES ILLEGAL WITH PACK OR UNPACK OPTIONS 

DMSCPY068E INPUT FILE ' f n ft fm' HOT IN PACKED FORMAT 

DMSCPY069E DISK MODE NOT ACCESSED 

DMSCPY101S 'SPECS' TEMP STRING STORAGE EXHAUSTED AT • ' 

DMSCPY102S TOO MANY FILEIDS 

DMSCPY103S NUMBER OF SPECS EXCEEDS MAX 20 

DMSCPY156E 'FROM nnn' NOT FOUND - FILE ' f n ft fm' HAS ONLY 'nnn' RECORDS 

DMSCPY157E LABEL 'label' NOT FOUND IN FILE ' f n ft fm' 

DMSCPY172E TO LABEL 'label' {EQUALS|IS AN INITIAL SUBSTRING OF} FRLABEL 'label' 

DMSCPY173E NO RECORDS HERE COPIED TO OUTPUT FILE 'fn ft fm' 

DMSCPY601R ENTER SPECIFICATION IIST: 

DMSCPY602E ENTER TRANSLATION IIST: 

DMSCPY721I COPY ' f n ft fm' [ {TO | APPEND | OVLY} ' f n ft fm' {OLD|NEH} FILE] 

DMSCPY901T UNEXPECTED ERROR AT 'addr': PLIST 'plist' AT 'addr', BASE »addr», EC 'nn' 

DMSCPY903T IMPOSSIBLE PHASE CODE 'xx' 

DHSCPY904T UNEXPECTED UNPACK ERROR AT 'addr', BASE 'addr' 

DMSCRD171T PERMANENT CONSOLE ERROR. RE-IPL CMS. 

DMSCWR171T PERMANENT CONSOLE ERROR. RE-IPL CMS. 

DMSDBG113S PRINTER (cuu) NOT ATTACHED 

DMSDBG728I DEBUG ENTERED f EXTERNAL INT | BREAKPOINT nn AT xxxxxx] 

DMSDI0905S WRITE-INHIBIT SWITCH SET ON DRIVE ...NOTIFY OPERATOR 

DMSDLB001E NO FILENAME SPECIFIED 

DMSDLB003E INVALID OPTION 'option' 

DMSDLB005E NO' {CAT| BUFSP} ' SPECIFIED 

DflSDLB023E NO FILETYPE SPECIFIED 

DMSDLB048E INVALID MODE 'mode' 

DMSDLB050E PABAHETEE MISSING AFTER DDNAHE 

DMSDLB065E 'option' OPTION SEPCIEIED TWICE 

DMSDLB066E 'option' AND 'option' ABE CONFLICTING OPTIONS 

DMSDLB070E INVALID PARAMETER 'parameter' 

DMSDLB086E INVALID DDNAME 'ddname' 

DJiSaLBt09S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSDLB220R ENTER DATA SET NAME: 

DMSDLB221E INVALID DATA SET NAME 

DMSDLB301E ' SYSXXX' NOT ASSIGNED FOR DISK » f m' 

DMSDLB302E NO SYSXXX OPERAND ENTERED 

DMSDLB304E INVALID OPERAND VALUE 'value' 

DMSDLB305E INCOMPLETE EXTENT RANGE 
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DMSDLB306E SYSxxx HOT ASSIGHED FCE 'IGHOHE* 

DMSDLB307E CATALOG DDNAME 'adnaae' NOT FOOMD 

DMSDLB308E 'mode* DISK IH [HON-]CMS FOEHAT: IHVALID FOB [NON-]CHS DATASET 

DHSDLB320I HAXIHDM HDHBEE OF DISK EHTBIES EECOEDED 

DHSDLB321I HAXIMOB NOMBEB OF EXTENTS BECOBDED 

DMSDLB322I 'ddname* NOT FOOND: NO CLEAE EXECUTED 

DBSDLB323I {HASTEB|JOB} CATALOG DLBL CLEABED 

DHSDLB324I NO OSEB DEFINED DLBL's IN EFFECT 

DMSDLB330B ENTEB VOLUME SPECIFICATIONS: 

DMSDLB331S ENTEE EXTENT SPECIFICATIONS: 

DMSDLK001E NO FILEHAHE SPECIFIED 

DMSDLK003E INVALID OPTION 'option' 

DHSDLK006E NO BEAD/WBITE DISK ACCESSED 

DMSDLK007E FILE »fn ft fa' IS NOT FIXED, 80 CHAB. BECOBDS 

DHSDLK070E INVALID PABAMETEB 'paraneter' 

DMSDLK099E CBS/DOS ENVIEOHBENT HOT ACTIVE 

DMSDLK104S EBBOB 'nn' BEADING FILE ' f n ft fm' PEOH DISK 

DBSDLK105S EBBOB 'nn' WBITING FILE • f n ft fa' ON DISK 

DBSDLK210E LIBBABT • f n ft' IS OH A BEAD-OHLT DISK 

DHSDLK245S EBBOB 'nnn' OH PBINTEB 

DBSDMP020W INVALID PDDBP ADDBESS 'address' - NO DUBP OPEEATIOH PEBFOBBED 

DBSDOS004E PHASE 'phase' ROT FOUND 

DBSDOS091E SAVEABEA ADDBESS IN PABTITIOH PIB NOT EQUIVALENT TO LTA SAVEABEA ADDBESS 

DBSDOS092E STXIT SAVEABEA ADDBESS INVALID 

DMSDOS093E BVCOB BACBO ATTEMPT TO ALTEB OTHEB THAN POSITION 12-23 OF COBREG 

DBSDOS094E FEOB ADDBESS OH HVCOB BACBO IHVALID 

DBSDOS095E IHVALID ADDBESS 'address' 

DSSDOS096S UNSUPPOBTED FUNCTION IH A LIOCS BOUTINE 

DBSD0S121S ONSOPPOBTED SVC no. (HEX no.) CALLED FEOB caller 

DBSDOSmOS CFEOVD|SEOV|FEOV} BACBO HOT SUPPOHTED 

DBSDOS160S JOB CANCELED DDE TO EEOGBAB BEQUEST 

DBSDOS401S VB SIZE (size) CANNOT EXCEED 'DHSDOS' STABT ADDBESS (address) 

DMSDOS413S STOBAGE NOT INITIALIZED FOB VSAB PROCESSING 

DBSDSK002E FILE 'fn ft fa' HOT FCUHD 

DMSDSK009E COLUMN 'col' EXCEEDS BECOBD LENGTH 

DBSDSK014E IHVALID FUHCTIOH 'function' 

DMSDSK037E DISK 'aode' IS SE1D/G5LY 

DBSDSK047E HO FUHCTIOH SPECIFIED 

DBSDSK048E IHVALID BODE 'aode' 

DBSDSK054E IHCOMPLETE FILEIE SPECIFIED 

DBSDSK062E IHVALID * IH FILIID [ ' f n ft fa'] 

DBSDSK070E IHVALID PABABETEB 'paraaeter' 

DBSDSK077E EHD CABD HISSIHG FEOB IHPUT DECK 

DHSDSK078E IHVALID CABD IH IHPUT DECK 

DBSDSK104S EEBOE 'nn' BEADIHG FILE 'fn ft fa' FEOB DISK 

DBSDSK105S EBBOB 'nn' WBITIHG FILE ' f n ft fa' TO DISK 

DBSDSK118S EBBOB PUHCHIHG FILE 

DBSDSK124S EBBOB BEADIHG CABD FILE 

DBSDSK205W BEADEE EBPTY OB HOT BEADY 

DBSDSL002E FILE 'fa doslib' HOT FOUND 

DBSDSL003E IHVALID OPTIOH 'option' 

DBSDSL013M PHASE 'phase' HOT FOUHD IH LIBEAEY ' f n DOSLIB fa' 

DBSDSL014E IHVALID FUHCTIOH 'function' 

DMSDSL037E DISK 'aode' IS -BEAD/ONLY 

DBSDSL046E HO LIBFABY NABE SPECIFIED 

DBSDSL047E HO FUHCTIOH SPECIFIED 

DMSDSL069E DISK 'aode' HOT ACCESSED 

DBSDSL070E IHVALID PABABETEB 'paraaeter' 

DBSDSL098E NO PHASE HABE SPECIFIED 

DBSDSL101S EBBOB 'nn' BEADING FILE ' f n DOSLIB fa' FBOB DISK 

DBSDSL105S EBBOB 'nn' HBITIHG FILE ' f n ft fa' OH DISK 

DBSDSL213H LIEBAEY 'fn DOSLIE fa' HOT CREATED. 

DBSDSV003E IHVALID OPTIOH 'option' 
DBSDSV021W HO TEAHSIENT DIBECTOBY 
DMSDSV022W NO COBE IMAGE DIBECTOBY 
DMSDSV023W NO BELOCATABLE DIBECTOBY 
DMSDSV024W HO PROCEDDEE DIRECTORY 
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DHSDS7025W KO SOOECE STATEMENT DIEECTOHI 

DI!SDSV026ff 'phase' NOT IH LIEBAEI 

DMSDS7027E IN7ALID DEVICE 'nn' 

DMSDSV027W NO PRIVATE CORE IMAGE LIBRARY 

DMSDSV028W NO {PEIVATE|STSTEM} TRANSIENT DIRECTORY ENTRIES 

DMSDSV047E NO FDNCTION SPECIFIED 

DMSDS7065E 'option' OPTION SPECIFIED TWICE 

DMSDSV066E 'option' AND 'option' ARE CONFLICTING OPTIONS 

DMSDSV070E INVALID PARAMETER 'parameter' 

DMSDSV095E INVALID ADDRESS 'address' 

DHSDSV099E CMS/DOS ENVIRONMENT NOT ACTIVE 

DMSDSV105S ERROR 'nn' WRITING FILE 'DSERV MAP A5' ON DISK 

DMSD3V2h5S ERROR 'nnn' ON PRINTER 

DMSEDI003E INVALID OPTION 'option' 

DHSEDI024E FILE 'EDIT CMSOTI fffl' ALREADY EXISTS 

DHSEDI029E INVALID PARAMETER 'parameter' IN THE OPTION 'LRECL' FIELD 

DMSEDI044E RECORD LENGTH EXCEEDS ALLOWABLE MAXIMUM 

DMSEDI054E INCOMPLETE FILEIE SPECIFIED 

DMSEDI076E ACTUAL RECORD LENGTH EXCEEDS THAT SPECIFIED 

DMSEDI104S ERROR 'nn' READING FILE ' f n ft fm' FROM DISK 

DMSEDI105S ERROR • nn' WRITING FILE 'fn ft fm' TO DISK 

DMSEDI117S ERROR WRITING TO DISPLAY TERMINAL 

DMSEDI132S FILE 'fn ft fm' TOO LARGE 

DMSEDI143S UNABLE TO LOAD SAVED SYSTEM OR LOAD MODULE 

DHSEDinas REQUESTED FILE IS IN ACTIVE STATUS 

DMSERR215T NO VIRTUAL CONSOLE ATTACHED. RE-IPL CMS 

DMSERS002E FILE [ » f n [ft [fffi]]'] NOT FOUND 
DMSERS003E INVALID OPTION 'option' 
DMSERS037E DISK 'node' IS READ/ONLY 
DMSERS048E INVALID MODE 'mode' 
DMSERS054E INCOMPLETE FILEIE SPECIFIED 
DMSERS069E DISK 'mode' NOT ACCESSED 
DMSERS070E INVALID PARAMETER 'parameter' 
DHSERS071E ERASE * * [fm|*] NOT ALLOWED 
DMSERS109T VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSERV001E NO FILENAME SPECIFIED 
DMSERV002E FILE 'fn ESERV NOT FOUND 
DMSEEV006E NO READ/WRITE DISK ACCESSED 
DMSERV027E INVALID DEVICE 'device' FOE SYSxxx 
DHSERV037E DISK 'mode' IS READ/ONLY 
DMSERV070E INVALID ARGUMENT 'argument' 
DMSERV099E CMS/DOS ENVIRONMENT NOT ACTIVE 

DMSEXC001E NO FILENAME SPECIFIED 

DMSEXT072E ERROR IN EXEC FILE fn LINE nn - message 

DMSFCH016E NO PRIVATE CORE IMAGE LIBRARY FOUND 

DMSFCH104S ERROR 'nn' READING FILE ' f n ft fm' FROM DISK 

DMSFCH109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSFCH113S DISK (cuu) NOT ATTACHED 

DMSFCH115E PHASE LOAD POINT LESS THAN 'address' 

DMSFCH411S INPUT ERROR CODE 'nn' CN ' {SYSRES ISYSCLB} ' 

DMSFCH777S DOS PARTITION TOO SMALL TO ACCOMMODATE FETCH REQUEST 

DHSFET003E INVALID OPTION 'option' 

DMSFETOOaE PHASE 'phase' NOT FOUND 

DMSFET029E INVALID PARAMETER 'parameter' IN THE OPTION 'ORIGIN' FIELD 

DMSFBT070E INVALID PASAMETEE 'parameter' 

DHSFET098E NO PHASE NAME SPECIFIED 

DHSFET099E CMS/DOS ENVIRONMENT NOT ACTIVE 

DMSFET710I PHASE 'phase' ENTRY POINT AT LOCATION XXXXXX 



DHSFLD003E INVALID OPTION 'option' 

DMSFLD023E NO FILETYPE SPECIFIED 

DMSFLD027E INVALID DEVICE 'device name' 

DMSFLD029E INVALID PARAMETER 'parameter' IN THE OPTION 'option' FIELD 

DMSFLD035E INVALID TAPE MODE 

DMSFLD050E PARAMETER MISSING AFTER DDNAME 
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DMSFLD065E "option' OPTION SPECIFIED TWICE 

DMSFLD0 66E •option' AND 'option' iSE CONFLICTING OPTIONS 

DMSFLD069I DISK 'mode' NOT ACCESSED 

DMSFLD070E INVAL-ID PARAHETEB 'parameter' 

DMSFLD220R ENTER DATA SET NAME: 

DHSFLD221E INVALID DATA SET NAME 'data set name' 

DaSFLD221»E FILEID ALREADY IN USE 

DMSFLD420E HSL EXIT FILENAME MISSING OR INVALID 

DMSFLD704I INVALID CLEAR REQUEST 

DMSFNS109T VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSFNS908T FILE SYSTEM ERROR DETECTED. VIRTUAL ADDR 'cuu'. REASON CODE 'nn'. 

DMSFNS909T PERM I/O ERROR ON 'cuu'. CSW cccccccc cccccccc SENSE ssssssss ssssssss ssssssss 
ssssssss ssssssss ssssssss. 

DMSFOR003E INVALID OPTION 'option' 

DMSFOR005E NO OPTION 'option' SPECIFIED 

DM3FOH017E INYilTn DEVICE ADDRESS 'cuu' 

DMSFOR028E NO DEVICE SPECIFIED 

DMSFOR037E DISK 'modet (cuu) ]• IS READ/ONLY 

DMSFOR048E INVALID BODE 'mode' 

DMSFOR069E DISK 'mode' NOT ACCESSED 

DMSFOR070E INVALID PARAMETER 'parameter' 

DMSF0R113S cuu NOT ATTACHED 

DaSF0Rl14S 'cuu' IS AN UNSUPPORTED DEVICE TYPE 

DMSF0R125S PERMANENT UNIT CHECK ON DISK 'aodeCcuu)' 

DMSF0R126S ERROR [BEADI WRIT} ING LABEL ON DISK ' mode (cuu) • 

DMSF0R21UH CANNOT RECOMPUTE HITHODT LOSS OF DATA. NO CHANGE 

DMSFOR253E FILE fn ft fm CANNOT BE HANDLED WITH SUPPLIED PARAMETER LIST 

DMSFOR503R FORMAT HILL ERASE All FILES ON DISK 'mode(cuu)'. DO YOU WISH TO CONTINUE? (YESj NO) : 

DMSFOR605R ENTER DISK LABEL: 

DMSFOH705I DISK REMAINS UNCHANGED 

DMSFOR732I 'nnn* CYLINDERS FORMATTED ON DISK 'mode (cuu)' 

DHSFOR732I 'nnn' {CYLINDERS IFB-512 BLOCKS} FORMATTED ON DISK 'mode(cuu)' 

DMSFOR7331 FORMATTING DISK 'mode' 

DHSFRE159T INSUFFICIENT STORAGE AVAILABLE TO SATISFY DMSFREE REQUEST FROM addr 

DMSFRE160T INVALID DMSFREE CALL FROM addr 

DMSFRE161T INVALID DMSFRET CALL FROM addr, ERROR NUMBER nn 

DHSFBE162T VITAL FREE STORAGE POINTERS DESTROYED (INTERNAL ERROR CODE nn) , RE-IPL CMS 

DMSFRE163T {LOWl HIGH}-COHE USES CHAIN HAS BEEN DESTROYED (INTERNAL ERROR CODE nn) . 

DMSFRE164T {LOW | HIGH} -CORE NUCLEUS STORAGE POINTERS DIKTROYED (INTERNAL ERROR CODE nn) . 

DMSFRE165T CHAIN HEADER AT addr: xxxxzx xxxxxx XXX XXX xxxxxx 

DMSFRE166T UNEXPECTED ERROR IN FREE STORAGE MANAGEMENT ROUTINE (INTERNAL ERROR CODE nn) . RE-IPL CMS 

DMSFRE167T FREE STORAGE MANAGEMENT ERROR, INTERNAL CODE ERROR nn 

DMSGEN006E NO READ/WRITE A- DISK ACCESSED 

DMSGEN095E INVALID ADDRESS 'address' 

DMSGEN110E CORRECT FORM IS: EOSGEN LOCATION SEGNAME 

DHSGEN111E DOSGEN FAILED DUE TO LOAD ERRORS 

DMSGEN141S DOSGEN FAILED DUE TO SAVESYS ERRORS 

DHSGEN715I DOSGEN COMPLETE 

DMSGLB002W FILE 'fn ft' NOT FOUND 

DMSGLB014E INVALID FUNCTION 'function' 

DMSGLB047E NO FUNCTION SPECIIIED 

DMSGLB108S MORE THAN 8 LIBRARIES SPECIFIED 

DMSGHD002W FILE • f n ft fm« NCT FCUND 

DHSGND021E ENTRY POINT 'name' NCT FOUND 

DMSGND022E NO DIRECTORY NAME SPECIFIED 

DHSGND070E INVALID PARAHETEB 'parameter' 

DMSGBN002E FILE 'fn ft [fm]' NOT FOUND 

DMSGRN003E INVALID OPTION 'option' 

DMSGRN007E FILE 'fn ft' IS NOT FIXED, 80 CHAR. RECORDS 

DHSGRNOltSE INVALID MODE 'mode' 

DMSGRN054E INCOMPLETE FILEID SPECIFIED 

DMSGRN078E INVALID CARD IN INPUT FILE '80 character card imaae • 



DHSHLP002E INPUT FILE(S) • f n ft fm' NOT FOUND 
DMSHLP003E INVALID OPTION 'option' 
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DMSDSV025W NO SODECE STATEHEKT DIEECTOBT 

DMSDSV026W 'phase' NOT IN LIEEABY 

DMSDSV027E INVALID DEVICE 'nn' 

DMSDSV027W NO PRIVATE CORE IMAGE LIBRARY 

DMSDSV028W NO {PRIVATE| SYSTEM} TRANSIENT DIRECTORY ENTRIES 

DMSDSV047E HO FUNCTION SPECIFIED 

DMSDSV065E 'option' OPTION SPECIFIED TWICE 

DHSDSV066E 'option' AND 'option' ARE CONFLICTING OPTIONS 

DHSDSV070E INVALID PARAMETER 'parameter' 

DMSDSV095E INVALID ADDBESS 'address' 

DHSDSV099E CHS/DOS ENVIRONMENT NOT ACTIVE 

DMSDSVIOSS ERROR 'nn' WRITING PILE 'DSEBV MAP A5' ON DISK 

DMSDSV245S ERROR 'nnn' ON PRINTER 

DHSEDIOOSE INVALID OPTION 'Option' 

DHSEDI024E FILE 'EDIT CMS0T1 fm' ALREADY EXISTS 

DMSEDI029E INVALID PARAMETER 'parameter' IN THE OPTION 'LRECL' FIELD 

DMSEDI044E RECORD LENGTH EXCEEDS ALLOWABLE MAXIBOH 

DHSEDI054E INCOMPLETE FILEIE SPECIFIED 

DMSEDI076E ACTUAL RECORD LENGTH EXCEEDS THAT SPECIFIED 

DMSEDI104S ERROR 'nn' BEADING FILE ' f n ft fm' FROM DISK 

DMSEDI105S EBEOR 'nn' WRITING FILE 'fn ft fm' TO DISK 

DMSEDI117S ERROR WRITING TO DISPLAY TERMINAL 

DMSEDI132S FILE 'fn ft fm' TOO LARGE 

DMSEDI143S UNABLE TO LOAD SAVED SYSTEM OR LOAD MODULE 

DMSEDlUtS REQUESTED FILE IS IN ACTIVE STATUS 

DMSERR215T NO VIRTUAL CONSOLE ATTACHED. RE-IPL CMS 

DMSEES002E FILE [ • f n [ft [fm]]'] HOT FOUND 
DMSERS003E INVALID OPTION 'option' 
DMSERS037E DISK 'mode' IS READ/CHLY 
DMSERS048E INVALID MODE 'mode' 
DMSERS054E INCOMPLETE FILEIE SPECIFIED 
DHSERS069E DISK 'mode' NOT ACCESSED 
DMSERS070E INVALID PARAMETER 'parameter' 
DMSERS071E ERASE * * [fm|*] NOT ALLOWED 
DMSERS109T VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSERV001E NO FILENAME SPECIFIED 
DMSERV002E FILE 'fn ESERV NOT FOUND 
DMSERV006E NO READ/WRITE DISK ACCESSED 
DMSERV027E INVALID DEVICE 'device' FOR SYSxxx 
DaSEHV037E DISK 'mode' IS RrAD/OHLY 
DMSERV070E INVALID ARGUMENT 'argument' 
DHSERV099E CHS/DOS ENVIRONMENT HOT ACTIVE 

DHSEXC001E NO FILEHAME SPECIFIED 

DMSEXT072E ERROR IN EXEC FILE fn LINE nn - message 

DMSFCH016E NO PRIVATE CORE IMAGE LIBRARY FOUND 

DMSFCH104S ERROR 'nn' READING FILE ' f n ft fm' FROM DISK 

DMSFCH109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSFCH113S DISK (cuu) NOT ATTACHED 

DMSFCH115E PHASE LOAD POINT LESS THAN 'address' 

DMSFCH411S INPUT ERROR CODE 'nn' CN ' {SYSRES |SYSCLB} ' 

DMSFCH777S DOS PARTITION TOO SMALL TO ACCOMMODATE FETCH REQUEST 

DMSFET003E INVALID OPTIOH 'option' 

DHSFET004E PHASE 'phase' NOT FOUND 

DMSFET029E INVALID PARAMETER 'parameter' IH THE OPTION 'ORIGIN' FIELD 

DMSFET070E INVALID PARAMETER 'parameter' 

DHSFET098E NO PHASE NAME SPECIFIED 

DMSFET099E CMS/DOS ENVIRONMENT NOT ACTIVE 

DMSFET710I PHASE 'phase' ENTRY POINT AT LOCATION XXXXXX 

DMSFLD003E INVALID OPTION 'option' 

DMSFLD023E NO FILETYPE SPECIFIED 

DMSFLD027E INVALID DEVICE 'device name' 

DMSFLD029E INVALID PARAMETER 'parameter' IN THE OPTION 'option' FIELD 

DMSFLD035E INVALID TAPE MODE 

DMSFLD050E PARAMETER MISSING AFTER DDHAME 
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DMSFLD065E 'option' OPTION SPECIFIED TWICE 

DMSPLD0 66E 'option' AND 'option' ABE CONFLICTING OPTIONS 

DMSPLD069I DISK 'mode' NOT ACCESSED 

DMSFLD070E INVALID PARAMETEB 'parameter' 

DMSFLD220R ENTER DATA SET NAME: 

DHSFLD221E INVALID DATA SET NAME 'data Set name' 

DMSFLD224E FILEID ALREADY IN OSE 

DMSFLD420E NSL EXIT FILENAME MISSING OR INVALID 

DMSFLD704I INVALID CLEAR FEQDEST 

DMSFNS109T VIRTUAL STORAGE CAPACITY EXCEEDED 

DHSFNS908T FILE SYSTEM ERROR DETECTED. VIRTUAL ADDR 'cuu'. REASON CODE 'nn». 

DMSFNS909T PERM I/O ERROR ON 'cuu'. CSW cccccccc cccccccc SENSE ssssssss ssssssss ssssssss 
ssssssss ssssssss ssssssss. 

DMSFOR003E INVALID OPTION 'option' 

DMSFOR005E NO OPTION 'option' SPECIFIED 

DMSFOR017E INVALID DEVICE ADDRESS 'CUU' 

DMSFOR028E NO DEVICE SPECIFIED 

DMSFOR037E DISK 'fflOde[ (cou) ]' IS READ/ONLY 

DMSFOR048E INVALID MODE 'mode' 

DMSFOR069E DISK 'mode' NOT ACCESSED 

DMSFOB070E INVALID PARAMETEB 'parameter' 

DMSF0R113S cuu NOT ATTACHED 

DMSF0E114S 'cuu' IS AN ONSOPPORTED DEVICE TYPE 

DMSF0E125S PERMANENT UNIT CHECK ON DISK •mode (cuu)' 

DMSF0R126S ERROR {BEAD| WRIT} ING LABEL ON DISK • mode (cuu) ' 

DMSF0R214H CANNOT RECOMPUTE WITHOUT LOSS OF DATA. NO CHANGE 

DMSFOR253E FILE fn ft fm CANNOT BE HANDLED WITH SUPPLIED PARAMETEB LIST 

DHSFOR503R FORMAT WILL ERASE All FILES ON DISK • mode (cuu) • . DO YOU WISH TO CONTINUE? (YES| NO) : 

DMSF0R605R ENTER DISK LABEL: 

DMSFOR705I DISK REMMNS UNCHANGED 

DHSF0R732I 'nnn' CYLINDERS FORMATTED ON DISK 'mode(cuu)' 

DMSFOR732I 'nnn' {CYLINDERS | FB-512 BLOCKS} FORMATTED ON DISK •mode(CUU)' 

DMSFOR733I FORMATTING DISK 'mode' 

DHSFRE159T INSUFFICIENT STORAGE AVAILABLE TO SATISFY DMSFBEE BEQUEST FROM addr 

DMSFRE160T INVALID DMSFBEE CALL FFCH addr 

DMSFBE161T INVALID DHSFEET CALL FBOM addr, ERROR NUMBER nn 

DHSFRE162T VITAL FREE STORAGE POINTERS DESTROYED (INTERNAL ERROR CODE nn) , RE-IPL CMS 

DMSFRS163T {LOW! HIGH} -CORE DSEB CHAIN HAS BEEN DESTROYED (INTERNAL ERROR CODE nn) ^ 

DMSFREl6itT {LOW | HIGH} -CORE NUCLEUS STORAGE POINTERS DESTEOYED (INTERNAL ERBOB CODE nn) . 

DMSFRE165T CHAIN HEADEE AT addr: xxxzzx xxxxxx XXX XXX xxxxxx 

DMSFBE166T UNEXPECTED EEROR IN FREE STORAGE MANAGEMENT ROUTINE (INTERNAL ERROR CODE nn) . RE-IPL CHS 

DMSFRE167T FREE STOBAGE MANAGEMENT EEROR, INTERNAL CODE ERROR nn 

DMSGEN006E NO READ/WRITE A- DISK ACCESSED 

DMSGEN095E INVALID ADDBESS 'address' 

DMSGEN110E COERECT FOEM IS: EOSGEN LOCATION SEGNAME 

DMSGEN111E DOSGEN FAILED DUE TO LOAD EBBOES 

DMSGEN141S DOSGEN FAILED DDE TO SAVESYS EBBOES 

DMSGEN715I DOSGEN COMPLETE 

DMSGLB002H FILE 'fn ft' NOT FOUND 

DMSGLB014E INVALID FUNCTION 'function' 

DMSGLB047E NO FUNCTION SPECIilED 

DMSGLB108S MORE THAN 8 LIBEAEIES SPECIFIED 

DMSGND002H FILE 'fn ft fm' NCT FCUND 

DMSGND021E ENTBY POINT 'name* NCI FCUND 

DMSGND022E NO DIRECTORY NAME SPECIFIED 

DMSGND070E INVALID PARAMETEB 'parameter' 

DMSGRN002E FILE 'fn ft [fm]' NOT FCUND 

DMSGRN003E INVALID OPTION 'option' 

DMSGRN007E PILE 'fn ft' IS HOT FIXED, 80 CHAR. RECORDS 

DMSGBNOitSE INVALID MODE 'mode' 

DMSGBNOStJE INCOMPLETE FILEIE SPECIFIED 

DMSGBN078E INVALID CARD IN INPUT FILE '80 character card image' 

DMSHLP002E INPUT FILE(S) ' f n ft fm' NOT FOUND 

DMSHLP003S INVALID OPTION 'option' 
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DMSHLP104S ERPOB nn BEADING FILE ' f n ft fs* FBOM DISK 
DMSHLP109S VIETDAL STOEiGE CAPACITY EXCEEDED 
DMSHLP250S I/O EBEOB OR DEVICE EBEOE 

DMSHLP251E HELP PEOCESSIHG EEBOE, CODE nnn •description' 
DaSHLP252E VALID OPTIONS ABE: DISC FOEM PAEM ALL 
DMSHLP907T I/O EBEOB ON FILE ' f n ft fm* 

DMSIFC002E FILE 'fn ft [ffli]' NOT FOOND 

DMSIFC007E FILE 'fn ft fm' IS NOT FIXED, 80 CHAB. BECOBDS 

DMSIFC023E HO FILETYPE SPECIFIED 

DasiFC070E INVALID PABAMETEE 'parameter' 

DMSIFCIOaS EBEOB 'nn' BEADING FILE ' f n ft fm' FBOH DISK 

DHSIPC825E 'CLEAB' IS VALID ONLY WHEN SPECIFIED BY ITSELF 

DHSIFC826E EBEP TXTLIBS NOT FOOND 

DMSIFC828I CPEBEP ZEEO OE CLFAE HAS BEEN COMPLETED 

D'MSIFC829W ATTEMPTED 'ZEEO' HAS SOPPBESSED. EEQOIEES PEIVILEGE CLASS F 

DHSIFC831E KOBE THAN 100 CHAES OF OPTIONS SPECIFIED 

DHSIFC832S SOFTWAEE INCOMPATIBILITY AT THE CPEBEP-EBEP INTEEFACE. CODE=nnn 

DMSINI079E INVALID DEVICE ADDRESS - EEENTEB 

DMSINI080E INVALID CYLINDEB NOMEEE - EEENTEB 

DMSINI080E INVALID {CYL|BLK} NUMBEB - EEENTEB 

DHSINI081E INVALID EEPLY - ANSWEB "YES" OR "NO" 

DMSINI082E IPL DEVICE ERBOB - ElEKTEE 

DaSINl083E NOCLEOS HILL OVEBIAY CMS FILES - RECOKPDTE 

DMSINI083S NOCLEOS {CYLJBLK} SPECIFICATION UNACCEPTABLE, EBEOB 'X' 

DMSINI131S IPL DEVICE HBITE I/O EBEOB 

DMSINI606H SYSTEM DISK ADDBESS = CBU 

DMSIHI607E REWRITE THE NOCLEOS? {YES (NO) 

DMSINI608B IPL DEVICE ADDBESS = cuu 

DMSINI609E NOCLEOS CYL ADDRESS = nnn 

DMSINI609E NOCLEOS {CYL|BLK} ADDBESS = nnn 

DHSINI610E ALSO IPL CYLINDEB 0? {YES | NO} 

DMSINI610B ALSO IPL {CYLIBLK} 0? {YES|NO} 

DMSINI611B VERSION IDENTIFICATION = 

DMSINI612R INSTALLATION HEADING = 

DMSINI615E Y - DISK ADDBESS = cuu 

DHSINI902T IPL DEVICE BEAD I/O EBEOB 

DMSINS098W CMS OS SIMOLATION NOT AVAILABLE , 
DMSINS100H CMSSEG SYSTEM NAME 'name' NOT AVAILABLE 

DMSINT015E {ONKNOWN {CP/CMS ( CMS |CP} (INVALID {CMS | SOBSET} } COMMA 

DMSITP141T exception EXCEPTION CCCDBBED AT addr IN BOOTINE callee 

DMSITP142T exception EXCEPTION CCCOEEED AT addr IN BOOTINE routine DOEING ' SPIE • EXIT BOOTINE 

DMSITP143T exception EXCEPTION OCCOBBED AT addr in SYSTEM BOOTINE callee. 

DMSITP144T exception EXCEPTION OCCOEEED AT addr IN BOOTINE callee HHILE 'OFDBOSY' = XX. 

DMSITS098S CHS OS SIMOLATION NOT AVAILABLE 

DHSITS122S ERROR IN CALL TO routine FROM addr, EEBOE CODE nnn (HEX xxxxxxxx) 

DMSITS134S ONSOPPOETED SVC 203 CODE nn CALLED FEOM addr. 

DMSITS135S MAXIMDM SVC DEPTH 20 HAS BEEN EXCEEDED WITH CALL AT addr 

DMSITS136T SVC CALL FEOM addr ILLEGALLY EE-ENTEBS INTSVC. BE- IPL CHS 

DMSITS137T CALL TO routine FEOM addr DESTBOYED SYSTEM SAVE ABEA. BE-IPL CMS 

DMSITS138T 'DHSKEY' CALL FBCM addr OVEEFLOHS KEY STACK, HITH MAX DEPTH 7. 

DMSITS139T ' DMSKEY BESET' FEOM addr ONDEEFLOWS KEY STACK 

DMSITS140T routine BOOTINE CALLED FROM addr DID DMSKEY HITH NO BESET. 

DHSITS154T SAVE ABEA FOE SVC CALL FEOM addr CANNOT BE ALLOCATED 

DMSLBD003E INVALID OPTION 'option' 

DMSLBD029S IN¥iLID PAEAMETEB «paraflster« IN THE OPTION "option* FILEID 

DMSLBD065E 'option' OPTION SPECIFIED THICE 

DMSLBD066E 'option' AND 'option' ABE CONFLICTING OPTIONS 

DMSLBD070E INVALID PAEAHETSP 'parameter' 

DMSLBD221E iHyaxxD DATA SET NAj^E 

DMSLBD324I NO OSEE DEFINED lABEIDEF's IN EFFECT 

DMSLBD704I INVALID CLEAB EEQOEST 

DMSLBM001E NO FILENAME SPECIFIED 
DMSLBM002E FILE 'fn ft' NOT FOOND 
DMSLBM002H FILE 'fn ft fm' NOT FOOND 
DMSLBM003E INVALID OPTION 'option' 
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DMSLBM013W MEMBER 'name' NOT FOUND IN LIBRARY • f n ft fm» 

DMSLBM014E INVALID FUNCTION 'function* 

DMSLBM037E DISK 'inoae' IS READ/ONLY 

DMSLBM046E NO LIBRARY NAME SPECIFIED 

DMSLBM047E NO FUNCTION SPECIFIED 

DMSLBM056E FILE "fn ft fm' CONTAINS INVALID RECORD FORMATS 

DMSLBM070E INVALID PARAMETER 'paraneter* 

DMSLBM10US ERROR 'nn' READING FILE • f n ft fn' FROM DISK 

DMSLBMIOBS ERROR 'nn' WRITING FILE • f n ft fm" ON DISK 

DMSLBM109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSLBMISTS HACLIB LIMIT EXCEEDED [, LAST MEMBER ADDED HAS • member name' ] 

DHSLBM167S PREVIOUS HACLIB FUNCTION NOT FINISHED 

DMSLBM213H LIBRARY ' f n ft fm' NCT CREATED 

DHSLBM907T I/O ERROR ON FILE • f n ft fm' 

DMSLBT001E NO FILENAME SPECIFIED 

DMSLBT002E FILE 'fn ft' NOT FOUND 

DMSLBT002W FILE ' f n ft' NOT FOUND 

DMSLBT003E INVALID OPTION 'option' 

DHSLBT013E MEMBER 'name' HOT FOUND IN LIBRARY ' f n ft fm' 

DMSLBT014E INVALID FUNCTION 'function' 

DMSLBT046E NO LIBRARY NAME SPECIFIED 

DMSLBT047E NO FUNCTION SPECIFIED 

DMSLBT056E FILE 'fn ft fm' CONTAINS INVALID T NAME| ALIAS | ENTRY| ESD ] RECORD FORMATS 

DMSLBT056H FILE 'fn ft fm' CONTAINS INVALID [ NAME| ALIAS | ENTRY | ESD ] RECORD FORMATS 

DMSLBT104S ERROR 'nn' READING FILE ' f n ft fm' FROM DISK 

DMSLBT105S ERROR 'nn' WRITING FILE ' f n ft fm' ON DISK 

DMSLBT106S NUMBER OF MEMBER NAMES EXCEEDS MAX 'nnnn'. FILE 'fn ft' NOT ADDED 

DMSLBT213W LIBRARY ' f n ft fm' NCT CREATED 

DHSLDS002E DATA SET NOT FOUND 

DMSLDS003E INVALID OPTION 'option' 

DMSLDS048E INVALID MODE 'mode' 

DHSLDS069E DISK 'mode' NOT ACCESSED 

DMSLDS220R ENTER DATA SET NAME: 

DMSLDS221E INVALID DATA SET NAME 

DMSLDS222E I/O ERROR READING 'data set name' FROM { ' f m' |0S| DOS} DISK 

DMSLDS223E NO FILEMODE SPECIFIED 

DMSLDS226E NO DATA SET NAME ALLOWED WITH FREE OPTION 

DMSLDS227W INVALID EXTENT FOUND FOR • datasetname' OH 'fm' DISK 

DSSLDS229I HO HEHBESS FOUND 

DMSLDS231E I/O ERROR READING VTCC FROM {' f m' |0S| DOS} DISK 

DMSLDS233I NO FREE SPACE AVAILABLE ON ' f m' DISK 

DHSLGT002I FILE 'fn' TXTLIB NCT FOUND 

DMSLI0001E NO FILENAME SPECIFIED 

DMSLI0002E FILE 'fn ft' NOT FOUND 

DMSLI0002I FILE 'fn' TXTLIB SOT FOUND 

DMSLI0003E INVALID OPTION 'option' 

DMSLI0005E NO 'option' SPECIFIED 

DMSLI0021E ENTRY POINT 'name' NOT FOUND 

DMSLI0029E INVALID PARAMETER 'parameter' IN THE OPTION 'option' FIELD 

DHSLI0055E NO ENTRY POINT DEFINED 

DMSLI0056E FILE 'fn ft' CONTAINS INVALID RECORD FORMATS 

DMSLI0099E CMS/DOS ENVIRONMENT HOT ACTIVE 

DMSLI0104S ERROR 'nn' READING FILE ' f n ft fm' ON DISK 

DMSLI0105S ERROR 'nn' WRITING FILE ' f n ft fm' ON DISK 

DMSLI0109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSLI0116S LOADER TABLE OVERFLOW 

DMSLI0168S PSEUDO REGISTER TABLE OVERFLOW 

DMSLI0169S ESDID TABLE OVERFLOW 

DMSLI0201W THE FOLLOWING NAMES ARE UNDEFINED: 

DMSLIO202W DUPLICATE IDENTIFIER 'identifier' 

DMSLIO203H "SET LOCATION COUNTER" NAME 'name' UNDEFINED 

DMSLI0206W PSEUDO REGISTER ALIGNMENT ERROR 

DMSLI0740I EXECUTION BEGINS ... 

DMSLI0907T I/O ERROR ON FILE ' f n ft fm' 

DMSLKD001E NO FILENAME SPECIFIED 
DHSLKD002E FILE 'fn ASSEMBLE' NOT FOUND 
DMSLKDOOtJW WARNING MESSAGES ISSUED 
DMSLKD005E NO 'option' SPECIFIED 
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DHSLKD007E FILE 'fn ft fm« IS HOT FIXED, 80 CHAR. BECOBDS 
DMSLKD008W EBBOR HESSAGES ISSUED 
DMSLKD012S SEVERE EREOB HESSAGES ISSOED 
DHSLKD016H TERHIHAL EBEOR HESSAGES ISSUED 
DHSLKD070E INVALID PARAHETEB 'paraneter* 

DHSLLD003E IHVALID OPTION •option* 

DHSLL0006E NO READ/WRITE 'A' DISK ACCESSED 

DHSLLU070E INVALID PABAHETEB 'parameter* 

DHSLLn099E CHS/DOS EHVIBOHHENT NOT ACTIVE 

DHSLL0105S EBBOB *nn* HBITIN6 FILE '$LISTIO EXEC Al* ON DISK 

DHSLL0303E NO SYSXXX SATISFIES BEQUEST 

DHSLST002E FILE HOT FOUND 

DBSLST003E INVALID OPTION •option* 

DHSLST037E DISK *A* IS BEAD/ONLY 

DHSLST048E IHVALID HODE "node* 

DHSLST066E 'option* AND * option* ABE CONFLICTING OPTIONS 

DHSLST069E DISK 'mode' NOT ACCESSED 

DHSLST070E INVALID PABAHETEB 'parameter' 

DHSLST105S EBBOB »nn' WRITING FIIE 'fn ft fm' ON DISK 

DHSMDP001E NO FILENAME SPECIFIED 
DHSHDP002E FILE 'fn ft' NOT FOUND 
DHSMDP018E NO LOAD HAP AVAILABLE 
DHSHDP070E INVALID PABAHETEB 'parameter' 

DMSHODQ01E 50 FILENAME SPECIIIEE 

DHSHOD002E FILE 'fn ft' NOT FOUND 

DMSHOD003E INVALID OPTION 'option' 

DHSHOD005E HO '{FBOHITO} ENTBY' SPECIFIED 

DHSMOD021E ENTRY POINT 'name' NOT FOUND 

DHSHOD032E INVALID FILETYPE 'ft' 

DMSHOD037E DISK 'mode' IS BEAD/ONLY 

DHSHOD040E NO FILES LOADED 

DMSHOD070E INVALID PABAHETEB 'parameter' 

DHSHOD084E INVALID USE OF 'FBOH* AND 'TO' OPTIONS 

DHSHOD104S EBBOB *nn* READING FILE 'fn ft fm' ON DISK 

DMSHOD105S ERBOB 'nn' WEITING FIIE 'fn ft fm' ON DISK 

DMSMOD109S VIBTUAL STOBAGE CAPACITY EXCEEDED 

DHSH0D114E ' f n ft fm' NOT LOADED; CHS/DOS EHVIBOHHENT [HOT] ACTIVE 

DMSH0D116S LOAEEB TABLE OVEBFLOW 

DHSHVE002E FILE 'fn ft fm* NCT FCUND 

DHSHVE003E INVALID OPTION * option* 

DHSHVE037E OUTPUT DISK *mode' IS BEAD/ONLY 

DMSMVEO«HE IHPUT AHD OUTPUT FILES ABE THE SAME 

DHSHVE048E INVALID HODE 'mode' 

DHSHVE069E OUTPUT DISK 'mode' IS NOT ACCESSED 

DMSHVE070E INVALID PARAHETEB 'parameter' 

DHSHVE073E UNABLE TO OPEN FIIE ddname 

DHSMVE075E DEVICE 'device name* ILLEGAL FOE {INPUT | OUTPUT} 

DHSHVE086E INVALID DDNAHE 'ddname* 

DHSHVE127S UNSUPPOBTED DEVICE FCB ddname 

DHSHVE128S I/O EBBOB ON INPUT AFTIB BEADING nnn EECOBDS: INPUT EBEOB code ON ddname 

DMSMVE129S I/O EBBOB ON OUTPUT BEITING EECOBD NUMBEB nnnn: OUTPUT ERROR code OH ddname 

DHSHVE130S BLOCKSIZE ON V FORMAT FIIE ddname IS LESS THAN 9 

DMSMVE225I PDS MEMBER *memtername* MOVED 

DMSHVE226I EHD OF PDS HOVE 

DMSHVE706I TEEM IHPUT — TYPE NULL LINE FOB END OF DATA 

DMSMVE708I DISK FILE 'FILE ddname A1« ASSOHED FOB DDNAHE •ddname' 

DHSNCP001E NO FILENAME SPECIFIED 

DHSHCP002E FILE *fn ASSEHBLE* NCT FOUND 

DMSNCP003E INVALID OPTION *option' 

DHSNCP013E HEMBEB 'name* NOT FOUND IN LIBEABY * f n ft fm* 

DHSHCP021E EHTEY PCIHT 'name' HCT FCUHD 

DHSHCP025E IHVALID DATA IN 370X CCHTROL PBOGBAH 

DHSNCPOtJSE UNSUPPOBTED 370X CONTBCI PBOGBAH TYPE 

DHSHCP056E FILE 'fn ft fm' CONTAINS INVALID EECOBD FOBHATS 

DHSHCP099W GENERATION PAEAHITERS IHCOHPATIBLE WITH VH/370 

DMSNCP109S VIBTOAL STOBAGE CAPACITY EXCEEDED 
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DHSOPL089E OPEN EEBOB CODE »nn« OH SYSxxx 
DHSOPL158E NO CMS/DOS PROCEDDEE IIBBASY SDPPORT 

DMSOPT070E INVALID PARAHETEE 'parameter' 
DHSOPT099E CMS/DOS ENVIBONHENT HOT ACTIVE 

DMSOVR014E INVALID FDHCTION 'fanction' 

DHSOVR047E NO FUNCTION SPECIFIED 

DMSOVR104S ERROR 'nn' READING FILE 'DHSOVR MODOLE' ON DISK 

DMSOVR109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSPDP088E UNSUPPORTED DTF TYPE 'dtftype' 

DHSPI0113S PRINTER NOT ATTACHED 

DMSPI01U5S INTERVENTION REQUIRED OH PRINTER 

DMSPRE001E NO FILENAME SPECIFIED 

DM3PEE002E FILE ' f n ft fE* SCT FCUKD 

DMSPRE109S VIRTUAL STOEAGE CAPACITY EXCEEDED 

DHSPEE183E INVALID CONTROL FILE CONTROL CARD 

DMSPRE234E ERROR IN LOAD LIST FILE 'fn ft fm' [NO INPUT] 

DMSPRE235E ERROR 'n« IN INPUT TEXT FILE • f n ft [fn]' 

DHSPRE236E UNRESOLVED EXTERNAL EEFEBENCE (S) ENCOUNTERED 

DMSPRE237E DUPLICATE EXTERNAL SYHBCI{S) ENCOUNTERED 

DHSPRE238E PRELOADER PROCESSING ERROR 

DMSPRT002E FILE 'fn ft fm' NCT FOUND 

DHSPRT003E INVALID OPTION 'option' 

DMSPRT008E DEVICE 'cuu' {INVALID CR NONEXISTENT | UNSUPPORTED DEVICE TYPE} 

DMSPRT013E HEHBER 'name' NOT FOUND IN LIBRARY 

DMSPRT029E INVALID PARAMETER 'parameter' IN THE OPTION 'option' FIELD 

DMSPRT033E FILE 'fn ft fn' IS NOT A LIBRARY 

DMSPRT039E NO ENTRIES IN LIBRARY ' f n ft fm' 

DMSPRTO'titE RECORD LENGTH EXCEEDS AIIOWABLE MAXIMUM 

DMSPRT048E INVALID MODE 'mode' 

DMSPRT054E INCOMPLETE FILEIE SPECIFIED 

DMSPRT062E INVALID * IN FILIID 

DMSPRT070E INVALID PARAMETER 'parameter' 

DMSPRT104S ERROR 'nn' READING FILE 'fn ft fm' FROM DISK 

DMSPRT123S ERROR PRINTING FILE ' f n ft fm' 

DMSPRV003E INVALID OPTION 'option' 

DMSPRVOOttE PROCEDURE 'procedure' NOT FOUND 

DMSPRV006E NO READ/WBITE 'A' DISK ACCESSED 

DMSPRV037E DISK 'A' IS READ/ONLY 

DMSPRV070E INVALID PARAMETER 'parameter' 

DMSPRV097E HO ' SYSRES' VOLUME ACTIVE 

DMSPRV098E NO PROCEDURE NAME SPECIFIED 

DMSPRV099E CMS/DOS ENVIRONMENT NCT ACTIVE 

DMSPRV105S ERROR 'nn' WRITING FILE 'fn ft fm' TO DISK 

DMSPRV113S DISK (cuu) NOT ATTACHED 

DMSPRVttllS INPUT ERROR CODE 'nn' ON 'SYSRES' 

DHSPUN002E FILE 'fn ft fm' NCT FOUND 

DMSPUN003E INVALID OPTION 'option' 

DMSPUNOOSE DEVICE 'cuu' {INVALID CE NONEXISTENT |UNSUPPORTED DEVICE TYPE} 

DMSPnN013E MEMBER 'name' NOT FOUND IN LIBRARY 

DMSPnN033E FILE 'fn ft fm' IS NCT A LIBRARY 

DMSPUN039E NO ENTRIES IN LIBRARY • f n ft fm' 

DMSPUN044E RECORD LENGTH EXCEEDS ALLOWABLE MAXIMUM 

DMSPUNOSaE INCOMPLETE FILEIE SPECIFIED 

DMSPUN062E INVALID ♦ IN FILEID 

DMSPUN104S ERROR 'nn' READING FILE ' f n ft fm' FROM DISK 

DMSPUN118S ERROR PUNCHING FILE ' f n ft fm' 

DMSPUN123S ERROR 'nn' PUNCHING ' f n ft fm' 

DMSQRY005E NO 'option' SPECIFIED 

DMSQRY014E INVALID FUNCTION 'function' 

DMSQRY026E INVALID PARAMETER 'parameter' FOR 'function' FUNCTION 

DMSQRY047E NO FUNCTION SPECIFIED 

DMSQRY070E INVALID PARAMETER 'parameter' 

DMSQRY099E CMS/DOS ENVIRONMENT HOT ACTIVE 

DHSQRY324I NO USER DEFINED lAEEIDEF's IN EFFCT 
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DMSRDC008E DEVICE 'cuu' {INVALID CP. HQNEXISTENT {DNSOPPQETSD DEVICE TYPE} 

DBSEDC037E DISK 'A' 13 READ/ONLY 

DHSEDC042E NO FILEID SPECIFIED 

DHSRDC054E INCOMPLETE PILEIE SPECIFIED 

DHSRDC062E INVALID * IN FILEID 

DMSRDC069E DISK 'mode' NOT ACCESSED 

DMSEDC105S ERROR 'nn« WRITING FILE ' f n ft fm' ON DISK 

DMSRDCl2as ERROR READING CARD FILE 

DHSRDC205W READER EMPTY OR NOT READY 

DMSRDC701I NOLL FILE 

DMSRDC702I [READ CONTROL CARD HISSING. FOLLOWING ASSUMED:] :READ {fn ft fm|READCARD CMSDT1 A1} 

DHSRDC738I RECORD LENGTH IS 'nnn' BYTES 

DMSREA830E I/O ERROR READING A RECORD FROM THE ERROR RECORDING CYLINDERS 

DMSRNM002E FILE • f n ft fm' NOT FCOND 
DMSRNM003E INVALID OPTION 'option' 
DMSRNM019E IDENTICAL FILEIDS 
DMSRNM02iiE FILE • f n ft fm' ALREADY EXISTS 
DMSRNM030E FILE 'fn ft fm" ALREADY ACTIVE 
DMSRNM037E DISK 'mode' IS BEAD/ONLY 
DMSRNMOftSE INVALID MODE 'mode' 
DHSRNM051E INVALID MODE CHANGE 
DHSRNH054E INCOMPLETE FILEIE SPECIFIED 
DMSRNM062E INVALID * IN ODTPOT FILEID 

DHSRRV003E INVALID OPTION 'option' 

DMSRRVOOtiE MODULE 'module' NOT FOUND 

DMSERVOOSE NO READ/WRITE 'A' DISK ACCESSED 

DMSRRV070E INVALID PARAMETER 'parameter' 

DMSRRV097E NO • SYSRES' VOLUME ACTIVE 

DHSRRV098E HO MODULE NAME SPECIFIED 

DHSRRV099E CMS/DOS ENVIRONMENT NOT ACTIVE 

DMSRRV105S ERROR 'nn' WRITING FILE ' f n ft fm' ON DISK 

DHSRRV113S DISK (cuu) NOT ATTACHED 

DMSRRV411S INPUT ERROR CODE 'nn' CK ' {SYSRES ISYSRLB} • 

DMSRHN001E NO FILENAME SPECIFIED 
DMSRUN002E FILE 'fn ft fm' NOT FOUND 
DHSEUN048E INVALID MODE 'mode' 
DMSRUN070E INVALID PARAMETER 'parameter' 
DMSR0N999E NO ft PROCESSOR FOUND 

DMSSBS120S OUTPUT ERROR 'code' ON • ddname' 

DMSSCT120S {IN/ODT}PUT ERROR 'code' ON 'ddname' 

DMSSEB429I • TAPn (cUu) ' EOT ON OUTPUT 

DMSSET014E INVALID FUNCTION 'function' 

DMSSET026E INVALID PARAMETER 'parameter' FOR 'function' FUNCTION 

DMSSET031E LOADER TABLES CANNOT BE MODIFIED 

DMSSET0I17E NO FUNCTION SPECIFIED 

DMSSET048E INVALID MODE 'mode' 

DMSSET050E PARAMETER MISSING AFTER {DDHAME|SYSxxx| function} 

DMSSET061E NO TRANSLATION CHARACTER SPECIFIED 

DMSSET070E INVALID PARAMETER 'parameter' 

DMSSET098W CMS OS SIMULATION NOT AVAILABLE 

DMSSET099E CMS/DOS ENVIRONMENT HOT ACTIVE 

DMSSET100H SYSTEM NAME 'name' NOT AVAILABLE 

DMSSETia2S SAVED SYSTEM NAME 'name' INVALID 

DMSSET333E nnnnnK PARTITION TOO LARGE FOR THIS VIRTUAL MACHINE 

DMSSETUOOS SYSTEM 'sysname' DOES NOT EXIST 

DaSSET40lS VM SIZE (size) CANNOT EXCEED 'DHSDOS' START ADDRESS (address) 

DMSSETIHOS CONTROL PROGRAM EEFOE INDICATION 'retcode' 

DMSSETit44E VOLUME 'label' IS SOT A DOS SIS RES 

DMSSLN002E FILE 'fn ft' HOT FOUND 

DMSSLN104S ERROR 'nn' READING FILE • f n ft fm' FROM DISK 

DMSSMN109S VIRTUAL STORAGE CAPACITY EXCEEDED 
DMSSMN133S INVALID GETMAIN OR FREEMAIN SPECIFICATION 
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DHSSOP036E OPEN EEEOE CODE 'nil' CN • ddnaBe' 
DHSSOP036H UPDATE EEQDESTED TOE BEiD-ONLT DISK 
DHSSOP109S VIETOAL STOEAGE CAPACITY EXCEEDED 

DMSSHT002E FILE 'fn ft fm« HCT FOOND 

DMSSET009E COLOMH 'col« EXCFEDS BECOBD LEHGTH 

DMSSBT019E IDENTICAL FILEIDS 

DHSSET034E FILE 'fn ft fm' IS HOT FIXED LEHGTH 

DMSSET037E DISK »mode» IS EEAD/OHLT 

DHSSET053E IHVALID SOET FIELD PAIE DEFIHED 

DMSSBT054E INCOKPLETE FILEID SPECIFIED 

DMSSBT062E INVALID * IH ODTPOT FILEID 

DI1SSET063E NO LIST ENTEEED 

DHSSBT070E INVALID PAEAMETEB • parameter' 

DMSSBT104S EEEOE 'nn« BEADING FILE • f n ft fB« FBOH DISK 

DMSSBT105S EEBOF 'nn* WEITING FILE • f n ft fa* OH DISK 

DMSSET212E MAXIHOM NDHBEE OF BECCBDS EXCEEDED 

DSS3ET504S ESTEH SOBT FIELDS: 

DHSSBV003E INVALID OPTION 'option' 

DMSSBV004E BOOK 'subl.book' HCT FOOND 

DMSSBV006E HO BEAD/WBITE 'A' DISK ACCESSED 

DMSSEV070E IHVALID PAEAMETEB 'paraaeter' 

DMSSBV097E NO ' SYSEES' VOLDME ACTIVE' 

DHSSEV098E HO BOOK HAME SPECIFIED 

DMSSBV099E CMS/DOS ENVIBONHENT NOT ACTIVE 

DMSSEV105S EEEOE 'nn' WEITING FILE 'fn ft fa' OH DISK 

DMSSEV113S DISK (cuu) HOT ATTACHED 

DMSSEV194S BOOK 'subl.book' CONTAINS BAD BECOEDS 

DMSSBVailS INPDT EEEOE CODE 'nn' CN {SYSEES | SYSSLB) 

DMSSSK070E IHVALID PABAHETEE 'paraaeter' 

DMSSSK362E INVALID STOEAGE EEOTECT KEY 'key' 

DHSSSK363E INVALID STABTIHG ADDBESS 'startadr' 

DBSSSK3 64E VH STOEAGE NOT LABGE EHODGH TO COHTAIH SYSTEM LOADING AT startadr to endadr 

DMSSSK365E SYSTEM HAME HOT SPECIFIED 

DMSSSK400S SYSTEM 'naae' DOES HCT EXIST 

DHSSSKaiOS COHTBOL PBOGEAM ZBEOB IHDICATIOH 'nnn' 

DMSSTG109S VIBTDAL STOEAGE CAPACITY EXCEEDED 
DHSSTG133S IHVALID GETMAIH CB FBEEMAIH SPECIFICATION 

DHSSTT002E FILE 'fn ft fm' HCT FCOND 

DHSSTT048E IHVALID MODE 'mode' 

DMSSTT054E INCOMPLETE FILEID SPECIFIED 

DMSSTT062E INVALID 'char' IN FILEID • f n ft' 

DHSSTT069E DISK 'node' HOT ACCESSED 

DMSSTT070E IHVALID PAEAMETEB 'parameter' 

DMSSTT227I PBOCESSIHG VOLOME 'no» IH DATA SET 'data set name' 

DMSSTT228I OSES LABELS BYPASSED CH DATA SET 'data set naae' 

DMSSTT229E UHSDPPOBTED OS DATA SET, EBHOB 'code' 

DMSSVT033E FILE 'fn ft fa' IS NOT A LIBBAEY 

DMSSVT119S DNSUPPOETED FOEM OF 'aacro' MACBO 

DMSSVT120S [IH|OOT}POT EBBOB 'code' OH 'ddnaae' 

DHSSVT121S DHSOPPOBTED SVC svc (HEX XX) CALLED FBOM addr 

DMSSYH002E FILE 'fn ft fa' HCT FCOHD 

DMSSYN003E IHVALID OPTION 'option' 

DMSSYH007E FILE 'fn ft fa' HOT FIXED, 80 CHAB BECOEDS 

DMSSYN032E INVALID FILETYPE 'ft' 

DHSSYH056E FILE 'fn ft fa' CONTAINS IHVALID EECOBD FOBMATS 

DMSSYN066E 'STD' AND 'NOSTD' ABE COHFLICTIHG OPTIONS 

DMSSYN104S EBBOB 'nn' BEADING FILE ' f n ft fa' FBOM DISK 

DHSSYH711I NO SYSTEM SYHOHYMS IN EFFECT 

DMSSYN712I HO SYNONYMS. (DHSINA HOT IH HOCLEDS) 

DMSTLB027E IHVALID DEVICE 'device naae' 
DMSTLB043E ' TAPn (CUU) ' IS FILE EEOTECTED 
DMSTLB058E END-OF-FILE or END-OF-TAPE [TAPn] 
DMSTLB110S EBBOB EEADIHG 'TAPn [ (cnn) ]' 
DMSTLB111S EBBOB WBITIHG 'TAPn (CUU) ' 
DMSTLB113S 'TAPn (cuu) ' HOT ATTACHED 
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OOTPOT PILE WILL BE WBITTEN IMMEDIATELY 



EHTER 'IGHORE' OR «CiNCEL« 
•ERROR' 



DMSTLB421E 'TAPn (cuu) • HDRl LABEL MISSING FOR 'filename* 

DMSTLB422E 'TAPn (CUU)' POSITIONED WRONG FOR 'filename' 

DHSTLB423I 'TAPn (cuu)' POSITIONED PARAMETER IGNORED. 

AFTER NEW 70L1 LABEL 

DMSTLB424E 'TAPn (cuu)' NOT POSITIONED AT E0F1 LABEL 

DMSTLB425R 'TAPn (cuu)' BLOCK CCONT ERROR FOE 'filename' 

DHSTLB426R 'TAPn (cuu)' UNEXPIRED FILE ENTER 'IGNORE' OR 

DMSTLB427I 'TAPn (cuu)' E071 LABEL READ 

DMSTLB428I 'TAPn (cuu)' E0V1 LABEL WRITTEN 

DMSTLB430E 'TAPn (cuu) ' LABELDEF INFORMATION HISSING FOR FILE 'filename' 

DMSTLB431E 'TAPn (cuu)' T0L1 LABEL MISSING 

Da3TLB432E 'TAPn (cuu)' VOLID volid DOES NOT HATCH LABELDEF 70LID FOR 'filename' 

DMSTLB433R ENTER 'WRITE (volid)' CR 'REJECT' 

DMSTLB'»34E 'TAPn (cuu)' INPUT LABEL CHECK ERROR FOR FILE 'filename' 

DMSTLBit35R ENTER 'IGNORE' OR 'CANCEL' 

DMSTLB436I 'TAPn (cuu)' MISSING USER STANDARD LABEL FOR 'ddname' 

DMSTLBt37I 'TAPn (cuu)' NSL ROUTINE RETURNED AN ERROR CODE 'nnnnnn' FOR 'filename' 



DMSTHA001E NO FILENAME SPECIFIED 

DMSTMA003E INVALID OPTION 'option' 

DHSTMA057E INVALID RECORD FORMAT 

DHSTMA070E INVALID PARAMETER 'parameter' 

DMSTMA105S ERROR nn WRITING FILE fn ft ON DISK 

DMSTMA109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSTMA110S ERROR READING 'TAPn' 

DMSTMA137S ERROR nn ON STATE FOR fn ft 

DMSTMA138S ERROR nn ERASING fn ft BEFORE LOADING TAPE 

DMSTMA139S TAPE FILE EXCEEDS 9 CHS HACLIBS 

DHSTMAa20E NSL EXIT FILENAME MISSING OR INVALID 

DMSTPD003E INVALID OPTION 'option' 

DMSTPD058E END-OF-FILE OR END-OF-TAPE 

DMSTPD105S ERROR 'nn' WRITING FILE 'fn ft fm' ON DISK 

DMSTPD109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSTPD110S ERROR READING 'TAPn' 

DMSTPD420E NSL EXIT FILENAME MISSING OR INVALID 

DMSTPD703I FILE ' f n ft [fm]' COPIED 

DMSTPD707I TEN FILES COPIED 



DMSTPE002E FILE « f n ft fm' NOT FOUND 

DMSTPE003E INVALID OPTION 'option' 

DHSTPE010E PREMATURE EOF ON FILE ' f n ft fm' 

DHSTPEOIUE INVALID FUNCTION 'function' 

D61STPE017E INVALID DEVICE ADDRESS 'cuu' 

DHSTPE023E NO FILETYPE SPECIFIED 

DMSTPE027E INVALID DEVICE 'device name' 

DHSTPE029E INVALID PARAMETER 'parameter' IN THE OPTION 'option' FIELD 

DMSTPE037E DISK 'mode' IS RIAD/OHIY 

DMSTPE042E NO FILEID SPECIFIED 

DHSTPE043E 'TAPn(cUU)' IS FILE PROTECTED 

DMSTPE047E NO FUNCTION SPECIFIED 

DMSTPE048E INVALID MODE 'mode' 

DMSTPE057E INVALID RECORD FORMAT 

DMSTPE058E END-OF-FILE OR END-OF-TAPE 

DMSTPE070E INVALID PARAMETER 'parameter' 

DHSTPE096E FILE ' f n ft' DATA BLOCK COUNT INCORRECT 

DMSTPE104S ERROR 'nn' READING FILE ' f n ft fm' FROM DISK 

DMSTPE105S ERROR 'nn' WRITING FILE 'fn ft fm' ON DISK 

DMSTPE110S ERROR BEADING ' TAPn (cuu) ' 

DMSTPE111S ERROR WRITING ' TAPn (cuu) ' 

DMSTPE113S TAPn (cuu) NOT ATTACHED 

DHSTPE115S [COirVEESIOIl {7f9}-TEaCKI {80016250] BPI 1 TRANSLATICKl DDAL-DENSITI} 

ON DEVICE 'cuu' 
DMSTPS431E 'TAPn (cuu)' VOLl LABEL HISSING 
DHSTPE701I NULL FILE 



FEilCFHE Ki 



iuPFGSTS D 



DHSTYP002E FILE 'fn ft fm' NOT FOUND 

DMSTYP003E INVALID OPTION 'option' 

DMSTYP005E NO 'option' SPECIFIED 

DHSTYP009E COLUMN 'col' EXCEEDS RECORD LENGTH 

DMSTYP013E MEMBER 'name' NOT FOUND IN LIBRARY 

DHSTYP029E INVALID PARAMETER 'parameter' [IN THE OPTION 'option' FIELD] 

DMSTYP033E FILE 'fn ft fm' IS NOT A LIBRARY 
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DMSTYP039E NO ENTRIES IN LIEB4RY • f n ft fm» 

DMSTYP049E INVALID LINE NOMBEB 'line number* 

DMSTTPOSaE INCOMPLETE FILEID SPECIFIED 

DMSTYP062E INVALID * IN FILEID 

DMSTYP069E DISK MODE NOT ACCESSED 

DMSTYP104S ERROR 'nn» READING FILE » f n ft fm' FROM DISK 

DMS0PD001E NO FILENAME SPECIFIED 

DMSUPD002E FILE 'fn ft fm« NOT FODND 

DMSOPD003E INVALID OPTION •option' 

DMSOPD007E FILE • f n ft fm« IS NOT FIXED, 80 CHAR. RECORDS 

DMSDPD010W PREMATURE EOF ON FILE • f n ft fm« — SEQ NUMBER » ..« NOT FOUND 

DMSUPD024E FILE "UPDATE CMSUT1 fB« ALREADY EXISTS 

DMSUPD037E DISK 'A* IS READ/ONLY 

DHSUPD048E INVALID MODE • mode' 

DMSUPD065E 'option' OPTION SPECIFIED TWICE 

DMSUPD066E 'option' and 'option' ARE CONFLICTING OPTIONS 

DSSUPD069E DISK 'A' NOT ACCESSET 

DMSUPD070E INVALID PARAMETER 'parameter' 

DMSUPD104S ERROR 'nn' BEADING FILE 'fn ft fm« PROM DISK 

DMSOPD105S ERROR 'nn' WRITING FILE 'fn ft fm' ON DISK 

DMS0PD174W SEQUENCE ERROR INTRODUCED IN OUTPUT FILE: • • TO • • 

DMSUPD176W SEQUENCING OVERFLOW FCILOWIHG SEQ NUMBER • • 

DMSUPD177I WAPNING MESSAGES ISSUED (SEVERITY = nn) . ['REP' OPTION IGNORED.] 

DMSUPD178I UPDATING [ • f n ft fm' ] WITH ' f n ft fm' 

DMSUPD179E MISSING OR DUPLICATE 'MACS' CARD IN CONTROL FILE ' f n ft fm' 

DMSUPD180M MISSING PTF FILE ' f n ft fm' 

DMSUPD181E NO UPDATE FILES WERE FCUND 

DMSUPD182W SEQUENCE INCREMENT IS ZERO 

DMSUPD183E INVALID {CONTROL | AUX) FILE CONTROL CARD 

DMSUPD184W './ S» NOT FIRST CARD IN UPDATE FILE — IGNORED 

DMSUPD185W INVALID CHAR IN SEQUENCE FIELD • ' 

DHSUPD186W SEQUENCE NUMBER • ' NOT FOUND 

DHSUPD187E OPTION 'STK' INVALID WITHOUT 'CTL' 

DHSnPD207W INVALID UPDATE FILE CONTROL CARD 

DHSUPD210H INPUT FILE SEQUENCE EBBOR: ' ' TO ' • 

DHSUPD299E INSUFFICIENT STORAGE TO COMPLETE UPDATE. 

DHSUPD300E INSUFFICIENT STORAGE TO BEGIN UPDATE. 

DMSnPD304I UPDATE PROCESSING WILL BE DONE USING DISK. 

DMSVGH069E DISK 'ft' NOT ACCI5SED. 

DMSVGN360E INVALID RESPONSE 'response'. 

DMSVGN360I CMS/VSAH TEXT FILES CREATED ON DISK 'A'. 

DMSVGN360R ENTER EITHER 'INSTALL' OR 'UPDATE': 

DMSVGN361E DISK 'mode' IS NOT A {CMS|DOS} DISK. 

DMSVGN361I CREATING CMS TEXT FILES... 

DMSVGN361R ENTER EITHER 'DOS' OR 'OS': 

DHSVGN362I LINK EDITING sysname 

DHSVGN362B ENTER MODE OF DOS SYSTEM RELOCATABLE LIBRARY DISK: 

DMSVGN363I sysname DOSLIB CREATED ON DISK 'A'. 

DMSVGN363R ENTER LOCATION WHERE sysname WILL BE LOADED AND SAVED: 

DMSVGN364I FETCHING sysname... 

DMSVGN36aR ENTER 'CMSVSAM' OB 'CMSAMS' OR 'BOTH' FOR GENERATION OF NEW SYSTEM(S): 

DMSyGN365I SYSTEM sysname SAVED 

DMSVGN365R ENTER MODULE NAME (8 CHABS OB LESS) OB 'END': 

DMSVGN3 66I STARTING TO BEAD PTF DECKS FBOM BEADEE. . . 

DMSVGN366E ENTEB NAME OF SYSTEM TO BE SAVED: 

DMSVGN367I 'modulename TEXT' WEITTEN ON DISK 'A'. 

DMSVGN3 68I count NEW PTF DECKS WILL BE APPLIED. 

DMSVGN368E ERASE sysname DOSLIB?. .- ENTEB 'YES' OB 'NO': 

DMSVGN369E INVALID - RELEASE 31 OB LATEE BEQUIBED 

DMSVGN369B ENTEB BELEASE NUHBEB CF DOS/VS STABTEB SYSTEM: 

DMSVGN380E ENTEB 'TAPE' OB 'CARDS' FOB PTF APPLICATION: 

DHSVGN381R ENTER 'SELECT' OR 'ALL' FOB TAPE PTF APPLICATION 

DHSVGN382R ENTEB NOMBEB OF TAPE FILES TO BE PROCESSED: 

D*ISVIB109S VIETUAL STOBAGE CAPACITY EXCEEDED 

DMSVIB400S SYSTEM 'sysname' DOES NOT EXIST 

DHSVIBaOlS VM SIZE (size) CANNOT EXCEED 'sysname' START ADDRESS (address) 

DMSVIBaiOS CONTROL PBOGEAM EEROB INDICATION 'retcode' 

DMSVIP109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSVIP230E NO. OF VSAM EXIT KOUTINES HIS EXCEEDED 35,1X OF 128 ~ UNABLE TO CONTINUE 
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DMSVHF006E NO REiD/WBITE DISK ACCESSED 

DHSVMF035E INVALID TAPE HODE 

DMSVMF047E NO FUNCTION SPECIFIED 

DMSVHF058E END-OF-FILE OP END-OF-TAPE ON 

DMSVMF070E INVALID PARAMETEE 'parameter' 

DMSVMF104S EHROB 'nn' READING FILE ' f n ft fm' FROH DISK 

DMSVMFIOSS ERROR 'nn' WHITING FILE ' f n ft fm' TO DISK 

DHSVBF109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSVHF110S ERROR READING ' TAPn [ (cuu) ]' 

DHSVHF113S TAPE • TAPn (cuu) ' NOT ATTACHED 

DMSVMF117S ERROR WHITING TO DISPLAY TERMINAL 

DtiSvnFSSSR APPLY 'fn'? ... ENTEB 'SC OR EOB 

DMSVPD070E INVALID PARAMETER 'parameter' 

DMSVPD105S ERROR 'nn' WRITING FILE ' f n CMSUTI AT ON DISK. 

DMSVPD109S VIRTUAL STORAGE CAPACITY EXCEEDED. 

DMSVPD110S ERROR READING TAP1(181). 

DHSVPD113S TAP1{181) NOT ATTACHED. 

DMSVPD367I 'modulename TEXT' WRITTEN ON DISK 'A' 

DHSVPD368I count NEW PTF DECKS WILL BE APPLIED 

DMSVPD383R APPLY 'fn'? ...ENTER 'NO' OR EOB: 

DMSXCP037E OUTPUT DISK mode (cuu) IS READ/ONLY 

DHSXCP043E TAPE (cuu) IS FILE PROTECTED 

DMSXCP104S ERROR 'nn' READING FILE ' f n ft fm» FROM DISK 

DMSXCP105S ERROR 'nn' WRITING FILE 'fn ft fm' ON DISK 

DHSXCP113S 'device (cuu)' NOT ATTACHED 

DMSXCP161S UNEXPECTED ERROR CODE 'nn' ON 'SYSxxx' 

DMSXCPU11S {INPUTI OUTPUT} ERROR CODE 'nn' OH 'SYSxxx' 

DMSZAP001E NO FILENAME SPECIFIED 

DHSZAP002E FILE 'fn ft' NOT FOUND 

DHSZAP002W FILE 'fn ft' NOT FOUND 

DMSZAP003E INVALID OPTION 'option' 

DMSZAP007E FILE 'fn ft' IS NOT FIXED, 80 CHAR. RECORDS 

DHSZAP014E INVALID FUNCTION 'function' 

DMSZAP047E NO FUNCTION SPECIFIED 

DMSZAP056E FILE 'fn ft' CONTAINS INVALID RECORD FORMATS 

DMSZAP070E INVALID PARAMETER 'parameter' 

DMSZAP104S ERROR 'nn' BEADING FILE • f n ft fm« FROM DISK 

DMSZAP190W INVALID CONTROL RECORD OB NO GO SWITCH SET 

DHSZAP191W PATCH OVERLAPS - SET NO GO SWITCH 

DMSZAP192W ERROR - ODD NUMBER OF DIGITS - SET NO GO SWITCH 

DMSZAP193W PRECEDING CONTROL RECORD FLUSHED 

DMSZAP19UW CSECT HOT FOUND IN {MEMBER ' membername' | MODULE 'modulename'} -SET NO GO SWITCH 

DMSZAP195W BASE VALUE INVALID - SET NO GO SWITCH 

DHSZAP200W VERIFY REJECT - SET NO GO SWITCH 

DMSZAP208E FILE 'fn ft' IS NOT VARIABLE RECORD FORMAT 

DMSZAP210E FILE 'fn ft' IS ON A READ/ONLY DISK 

DMSZAP245S ERROR 'nnn' ON PRINTER 

DaSZAP2U6W NO LOADER TABLE PRESENT FOE MODULE ' f n' - SET NO GO SWITCH 

DMSZAP247W MEMBER 'name' NOT FOUND - SET NO GO SWITCH 

DMSZAP248W INVALID VER/REP DISP - SET NO GO SWITCH 

DMSZAP750I ZAP PROCESSING COMPLETE 

DMSZAP751I MEMBER FOUND IH LIBRARY 'fn' 
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DHTAXS101I FILE spoolid ENQOEOED CN LINK linkid 

DriTAXSl02I FILE spoolid PENDIHG FCE LINK linkid 

DHTAXS103E FILE spoolid REJECTEE — INVALID DESTINATION ADDRESS 

DMTAXS104I FILE SPOOLED TO userid2 — ORG locidi (naael) mm/dd/yy hh: mm: ss 

DMTAXS105I FILE spoolid PDBGED 

DMTAXS106I FILE spoolid MISSING — DEQDEOED FROM LINK linkid 

DMTAXS107I nn PENDING FILES FOB LINK linkid MISSING 

DMTAXS108E SYSTEM ERROR EEAEING SPOOL FILE spoolid 

DHTAXS520I FILE spoolid CHANGED 

DBTAXS521I FILE spoolid HELD FOE LINK linkid 

DMTAXS522I FILE spoolid RELEASED FOR LINK linkid 

DMTAXS523I LINK linkid QOEDE EECEDERED 

DHTAXS524E FILE spoolid ACTIVE — NO ACTION TAKEN 

DMTAXS525E FILE spoolid IS FOP LINK linkid — NO ACTION TAKEN 

DHTAXS526E FILE spoolid NOT FOOND — NO ACTION TAKEN 

DMTAXSeaOI nn FILE (S) PORGEE ON LINK linkid 

DMTCMX001I FREE STORAGE = nn PAGES 

DMTCHX003I LINK linkid EXECDTING: (command line text) 

DHTCMX200I RSCS 

DMTCHX201E INVALID COMMAND command 

DMTCMX202E INVALID LINK linkid 

DMTCMX203E INVALID SPOOL FILE IE spoolid 

DHTCMX20ttE INVALID KEYWORD keyword 

DflTCMX205E CONFLICTING KEYHORD keyword 

DMTCMX206E INVALID OPTION keyword option 

DHTCMX207E CONFLICTING OPTION keyword option 

D1TCMX208E INVALID USER ID userid 

DHTCHX300I ACCEPTED BY TASK task 

DMTCHX301E REJECTED BY TASK task — PREVIOUS COMMAND ACTIVE 

DMTCMX302E LINK linkid IS NOT DEFINED 

DMTCMX303E LINK linkid IS NOT ACTIVE 

DMTCMX30i»E REJECTED BY TASK task — NOT RECEIVING 

DHTCMXSUOI NEW LINK linkid DEFINED 

DMTCMXSmi LINK linkid REDEFINED 

DMTCMX542E LINK linkid ACTIVE — NOT REDEFINED 

DHTCMX543E LINK linkid NOT EEFINEE — LINK LIMIT REACHED 

DMTCMX5145S LINK linkid NOT EIFIKEE — TYPE SOT SPECIFIED 

DMTCMX550I LINK linkid NOW DELETED 

DMTCHX551E LINK linkid ACTIVE — NOT DELETED 

DMTCMX552E LINK linkid HAS A FILE QDEOE ~ NOT DELETED 

DMTCMX560I RSCS DISCONNECTING 

DMTCHX561E OSERID userid NOT RECEIVING 

DMTCMX651I LINK linkid INACTIVE 

DHTCMX652I LINK linkid ACTIVE task type vaddr c {HO|HOH} {DE|HOD} {TRA| TBE|NOT} Q=m P=n 

DMTCMX653I LINK linkid DEFAOIT task type vaddr c R=m 

DMTCMX654I LINK linkid Q=b P=n 

DMTCMX655I FILE spoolid locid userid CL a PR mm REC nnnnnn £A|I} 

DMTCMX660I FILE spoolid INACTIVE ON LINK linkid 

DHTCMX661I FILE spoolid ACTIVE ON LINK linkid 

DHTCMX662I FILE spoolid ORG locidi useridi mm/dd/yy hhzmmrss TO loclid2 aserid2 

DHTCMX663I FILE spoolid PR mm CI a CO nn {HO|NOH} DI distcode, HA {fn ft|dsname} 

DMTCMX664E FILE spoolid NOT FOOND 

DHTCHX670I LINK linkid ACTIVE — LINE vaddr {HO|NOH} 

DMTCMX671I LINK linkid INACTIVE 

DMTCMX672I NO LINK ACTIVE 

DHTCMX673I NO LINK DEFINED 

DMTCMX700I ACTIVATING LINK linkid task type vaddr c 

DMTCMX701E NO SWITCHED LINE AVAIIABIE — LINK linkid NOT ACTIVATED 

DMTCMX702E LINE vaddr IS IN DSE BY LINK linkidl — LINK linkid2 NOT ACTIVATED 

DMTCMX703E DEV cuu IS NOT A LINE POET — LINK linkid NOT ACTIVATED 

DMTCMX704E LINE vaddr CC=3 NOT OPERATIONAL ~ LINK linkid HOT ACTIVATED 

DMTCMX705E DRIVER type NOT FOOND OH DISK vaddr — LINK linkid HOT ACTIVATED 

DMTCMX706E FATAL ERROR LOADING FROM vaddr — LINK linkid HOT ACTIVATED 

DMTCMX707E DRIVER type FILE FORMAT INVALID ~ LINK linkid HOT ACTIVATED 

DMTCMX708E VIRTUAL STORAGE CAPACITY EXCEEDED — LIHK linkid NOT ACTIVATED 

DMTCMX709E TASK NAME task ALREADY IN DSE — LIHK linkid NOT ACTIVATED 

DMTCMX710E MAX (nn) ACTIVE — LINK liakid HOT ACTIVATED 

DMTCMX750E LINK linkid ALREBEY ACTIVE ~ NO ACTIOH TAKEN 

DMTCMX751I LINK linkid ALREADY ACTIVE — FEW CLASS (ES) SET AS REQUESTED 
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DHTCHX752I LIHK linkid STILL iCTIYE — DBilK STATUS RESET 

DaTINI402T IPL DEVICE READ I/O EBBOB 

DMTIHI406E SYSTEM DISK ADDEESS = cuu 

DHTIHI407E REWBITE THE HOCLEDS? [YESfHO] 

DMTIHIU09E HOCLEOS CYL ADDEESS = nnn 

DHTINI410E ALSO IPL CYLIBDEB 0? [ YES | NOT 

DHTIHIUaiS IPL DEVICE WEITE I/O EBBOE 

DMTINI479E INVALID DEVICE ADDEESS - EEEHTER 

DMTIHI480E INVALID CYLINDER NOHEEB - EEENTEB 

DHTINI481E INVALID EEPLY - ANSWEB "YES" OB "NO" 

DHTINI482E SYSTEM DISK EBBOB - EEENTEB 

DHTINI483E NDCLEDS WILL OVEBIAY CMS FILES - RECOMPUTE 

DHTNPT070E I/O EBBOB cuu SIOCC cc CSW csw SENSE sense CCW ccw 

DMTNPT904E SIGNON PABAMETEB=paraBeter INVALID 

DMTNPT907E SIGNON TYPE PARAMETER MISSING 

DMTNPT936E NO REMOTE PUNCH AVAILABLE ON LINK linkid — FILE spoolid PURGED 

DMTNPT108E SYSTEM ERROR READING SPOOL FILE spoolid 

DMTNPT141I LINE vaddr READY lOR CONNECTION TO LINK linkid 

DMTNPT142I LINK linkid LINE vaddr CONNECTED 

DMTNPT143I LINK linkid LINE vaddr DISCONNECTED 

DHTNPT14tH RECEIVING: FILE FROM locidi (namel) FOE locid2 (userid2) 

DHTNPT115I EECEIVED: FILE FBOM locidi (namel) FOE locid2 (userid2) 

DMTNPT146I SENDING: FILE spoolid ON LINK linkid, EEC nnnnnn 

DMTNPT147I SENT: FILE spoolid ON LINK linkid 

DMTNPT149I LINK linkid LINE ACTIVITY: TOT= bbb; EBBS= nnn; THOUTS= ppp 

DMTNPT160I LINE vaddr DISABLED FOB LINK linkid 

DMTNPT170I FROM linkid: (MSG aessage test) 

DMTNPT190E INVALID SPOOL BLOCK FORMAT ON FILE spoolid 

DMTNPT510I FILE spoolid BACKSPACED 

DMTNPT511E NO FILE ACTIVE ON LINK linkid 

DMTNPT530I COMMAND FORWARDED ON LINK linkid 

DMTNPT570I LINK linkid NOW SET TO DEACTIVATE 

DMTNPT571E LINK linkid ALREADY SET TO DEACTIVATE 

DMTNPT580I FILE spoolid PROCESSING TEEMINATED 

DMTNPT581E FILE spoolid NOT ACTIVE 

DMTNPT590I LINK linkid EESUMING FILE TEANSFEB 

DMTNPT591E LINK linkid NOT IN HOLD STATUS 

DMTNPT600I FILE spoolid FOEWABD SPACED 

DMTNPT610I LINK linkid TO SUSPEND FILE TRANSMISSION 

DMTNPT611I LINK linkid FILE TRANSMISSION SUSPENDED 

DMTNPT612E LINK linkid ALREADY IN HOLD STATUS 

DMTNPT801I LINK linkid ERROR TRACE STARTED 

DHTNPT802I LINK linkid TRACE STARTED 

DMTNPT803I LINK linkid TRACE ENDED 

DMTNPT810E LINK linkid TRACE ALREADY ACTIVE 

DMTNPT811E LINK linkid TRACE NOT ACTIVE 

DMTNPT902E NON-SIGNON CARD READ OK LINK linkid 

DMTNPT903E PASSWORD SUPPLIED ON LINK linkid IS INVALID 

DMTNPT905I SIGNON OF LINKID (linkid) COMPLETE 

DMTNPT934E ID CARD MISSING ON LINK linkid — INPUT FILE PURGED 

DHTREXOOOI ESCS (VER v, LEV 1, nm/dd/yy) READY 

DHTREX002I LINK linkid DEACTIVATED 

DMTREX091T INITIALIZATION FAILURE — RSCS SHUTDOWN 

DMTSML070E I/O ERROR cuu SIOCC cc CSW csw SENSE sense CCW ccw 

DMTSHL108E SYSTEM EREOE BEADING SPOOL FILE spoolid 

DMTSHLiail LINE vaddr BEADY FOB CONNECTION TO LINK linkid 

DMTSHL142I LINK linkid LINE vaddr CONNECTED 

DMTSML143I LINK linkid LINE vaddr DISCONNECTED 

DHTSMLia4l RECEIVING: FILE FROM locidi (naael) FOR locid2 (oserid2) 

DHTSMLiaSi RECEIVED: FILE FROM locidi (nanel) FOR locid2 (userid2) 

DMTSML146I SENDING: FILE spoolid ON LINK linkid, EEC nnnnnn 

DMTSaL147I SENT: FILE spoolid ON LINK linkid 

DMTSML149I LINK linkid LINE ACTIVITY: TOT= niBffl: EEES= nnn; TMOUTS= ppp 

DMTSML160I LINE vaddr DISABLED FOB LINK linkid 

DMTSML170I FEOM linkid: (MSG aessage text) 

DMTSHL190E INVALID SPOOL BLOCK FOBMAT ON FILE spoolid 

DMTSMLSIOI FILE spoolid BACKSPACED 

DMTSML511E NO FILE ACTIVE OH LINK linkid 

DMTSHL570I LINK linkid NOW SIT TO DEACTIVATE 
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DMTSHL571E LINK linkid iLBEBEY SET TO DEACTIV&TE 

DHTSML580I FILE spoolid PROCESSIMG TEBMIMTED 

DMTSML581E FILE spoolid NOT BCTIVI 

DMTSHL590I LINK linkid BESOMING FILE TRANSFER 

DMTSML591E LINK linkid NOT IN HOLD STATUS 

DHTSML600I FILE spoolid FORWARD SPACED 

DMTSHL610I LINK linkid TO SUSPEND FILE TRANSMISSION 

DMTSML611I LINK linkid FILE TRANSMISSION SUSPENDED 

DMTSHL612E LINK linkid ALREADY IN HOLD STATUS 

DHTSML801I LINK linkid ERROR TRACE STARTED 

DMTSML802I LINK linkid TRACE STARTED 

DMTSML803I LINK linkid TRACE ENDED 

DMTSML810E LINK linkid TRACE ALREADY ACTIVE 

DMTSML811E LINK linkid TRACE NOT ACTIVE 

DMTSML901E INVALID SML MODE SPECIFIED — LINK (linkid) NOT ACTIVATED 

DMTSML902E NON-SIGNON CARD READ OS LINK linkid 

DMTSML903E PASSWORD SUPPLIED ON LINK linkid IS INVALID 

DMTSML905I SIGNON OF LINKID linkid COMPLETE 

DMTSML906E INVALID SML BUFFER PARAMETER — LINK (linkid) NOT ACTIVATED 

DMTSML93UE ID CARD MISSING ON LINK linkid ~ INPUT FILE PURGED 

DHTSML935E LINK (linkid) IN BJE HCDE — PRINT FILE (spoolid) PURGED 

DMTSML936E NO REMOTE PUNCH AVAILABLE OH LINK linkid — FILE spooled PURGED 

DMTSML937E DECOMPRESSION ERROR ON linkid ~ LINK DEACTIVATED 
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DMMCPaSOSI 'nnn' ABEKD CODE HOT RECOGNIZED BY DATA EXTRACTION 

DHMDSC500S ERROR 'nnn' WRITING TC VIRTUAL PRINTER 

DMMDSC700I TYPE 'HELP' OR ENTER 

DMMDSC701R ENTER DDHP NOHBER ANE HODE 

DMMDSC719I ERROR 'nnn' IN FSSTATE 'filename filetype fm' 

DMMDSC720I LOAD MAP ALREADY PRESENT 

DMHDSC721I &NAME TABLE IS FOIL 

DMMDSC722I INVALID ENTRY INTO 6NAME TABLE 

DHMDSC723I THE DUMP IS NOT ON THE A-DISK 

DMMEDM850I DNABLE TO READ DDHP IFCM READER 

DMMEDM851I TEN DDHP FILES ALREADY EXIST 

DMMEDM852I FATAL I/O ERROR WRITING DUMP 

DMMEDH853I NO DOHP FILES EXIST 

DMMEDH860I FATAL I/O ERROR READING DOHP 

DHHEDH861E DDHP FILE 'filename' NOT FOOND 

DHMEDH863E INVALID PARAHETER - parameter 

DMMEDH86«iI PAGE REFERENCED NOT AVAILABLE WHILE EDITING XXXXXXXX 

DHMFED702I NON-HEX CHARACTER IN COUNT - RETRY 
DMMFED703I NON-HEX CHARACTER IN ADDRESS - RETRY 

DHMFEX70m NON-HEX CHARACTER IN ADDRESS - RETRY 

DJSMGET1003 ERROR 'nnn« READING FILE 'filename filetype fm' 
DHMGET708I PAGE 'page' NOT FOUND IN DOHP 

DMHGRC100S ERROR 'nnn' READING FILE 'filename filetype fm' 
DMHGRC809I REQOESTED ADDRESS NOT IN DOMP 

DH!!HEX7im NON-HEX CHARACTER IN INPDT - RETRY 

DHHINI100S ERROR 'nnn' READING FILE 'filename filetype fm' 
DMHINI200S ERROR 'nnn' WRITING FILE 'filename filetype fm' 
DHHINI3 00S ERROR 'nnn' ON FSSTATE 'filename filetype fm» 
DBMINI400S ERROR 'nnn' CLOSING 'filename filetype fm' 
DHHINI800S DATA EXTRACTION FAILURE 
DMMINI803S ERROR 'nnn' ATTEBPTING TO LOADMOD VMFDUMP2 

DHHI0B712I DEVICE 'cuu' NOT FOUND 
DMHI0B713I USER 'userid' VHBIOK NCT FOUND 

DHHL0C715I NON-HEX CHARACTER IN STRING 

DMHLOC716I STRING 'string'}NCT FCUND|NOT FOOND BEFORE END OF DUMP [ 

DMML0C717I INVALID FORK OF LOCATE COMMAND 

DMMMAP200S ERROR 'nnn' WRITING FILE 'filename filetype fm' 
DMMMAP801I NUC MAP 'filename filetype fm' IS NOT VALID FOR THIS DUMP. 

DHHHAP802I PROCEEDING 

DMHMAP806R ENTER 'filename filetype fm' OF NOCLEOS LOAD MAP OR ENTER NOLL 
DMMaAP807I ONABLE TO LOCATE 'filename filetype fm' 
DMMHAP808I NOCLEOS MAP INVALID 'filename filetype fm' 
DMMMAP810I ERROR 'nnn' READING FILE 'fileid' 

DMHMOD100S ERROR 'nnn' READING FILE 'filename filetype fm' 

DMHHOD705E ERROR IN ITEM TABLE 

DHI1HOD706I 'entry name' HOT FOOND IN THE LOAD MAP 

DMMMOD707I 'module' 'page' PAGE NOT VALID 

DHMH0D7i8I THIS DUMP HAS HO LOAD HAP - SEE MAP SUBCOMMAND 

DHMPRM200S ERROR 'nnn' WRITING FILE 'filename filetype fm' 
DMMPEM894I PROCESSING ERROR IN DATi EXTRACTION 
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DMMPHO100S ERBOF 'nnn« READIUG FILE 'filenane filetype fB» 
DMMPR0200S EEBOB 'nnn* WBITIBG FILE 'filenaae filetype fn' 
DBHPEO3 00S EEBOB 'nnn' OH FSSTATE • f ilenane filetype fa* 

DHMBEGIOOS ESBOB 'nnn* BEADIMG FILE 'filename filetype fa' 
DMHBEG724I {AP} EEGISTEBS EEQDESTEB FOB OHIPBOCESSOB DUMP 
DMMEEG724I {MP} REGISTEBS BEQOESTED FOB OHIPBOCESSOB DOHP 

DHMSCB709I HO VALID SCBOLL iEDBESS 

DMMSEA100S EBBOB 'nnn* BEADIHG FILE 'filename filetype fa' 

DMMSTA100S EBBOB »nnn' BEADIHG FILE 'filename filetype fa' 
DHHSTA200S EBBOB 'nnn' WBITIHG FILE 'filename filetype fm' 
DHHSTA601I OPEEAHD 'operand' HOT BECOGHIZED 

DMMSOMIOOS EEBOB 'nnn' BEADIHG FILE 'filename filetype fm' 
DSKSni52003 ERECB 'ann' WRITIHG FILE 'filenaae filetype fa' 
DMHSOM501S IHVALID PABH 'badparm' PASSED TO SOHMABY OPDATE PBOGRAM 
DMMS0M502S PBOBLEM 'PEBnnnnn' HOT FODHD IH SYMPTOM SOHMABY 

DMMTBC710I HOH-HOMEBIC COOHT CHABACTEH - BETBY 

DMMVMB711I LOOP IH 7MBL0K CHAIH 

DHMWBT200S EEBOB »nnn« WBITIHG FILE 'filename filetype fa' 
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This appendix contains all the TM/370 aessage identifiers, 
listed in nuaerical order vertically. Use this appendix 
when you want to find oat which modules issue a given 
message. Find the nessage number within its component 
code group (CP, CMS, HSCS, or IPCS); all the message 
identifiers with the same number appear together. 

Hote ; Messages shown in this appendix are not qualified 
with program product identifiers, refer to the message 
section of this book to establish ownership. 



CP Message Summary 



DMKCFC001E 

DHKCFC002E 
DHKCFG002E 
DHKCFT002E 
DHKMCC002E 
DMKMCD002E 
DHKHNI002E 
DMKNES002E 
DHKNET002E 
DHKNLD002E 
DMKSPT002E 
DHKTHI002E 
DHKTBA002E 

DHKCDB003E 
DHKCDM003E 
DMKCFG003E 
DHKCF0003E 
DMKCFS003E 
DHKCPS003E 
DMKCPV003E 
DMKCQP003E 
DHKCQE003E 
DMKCSB003E 
DMKCS0003E 
DMKCSP003E 
DHKCST003E 
DMKCSD003E 
DIJKDEF003E 
DMKLOG003E 
DMKMCC003E 
DHKHCH003E 
DHKMSG003E 
DMKNET003E 
DHKNLE003E 
DHKSPT003E 
DMKTHI003E 
DHKTRA003E 
DMKOS0003E 
DMKVDA003E 

DMKCDB004E 
DHKCDHOOliJE 
DMKCDS004E 
DMKCFC004E 
DMKCFD004E 
DHKCPV004E 
DMKHES004E 
DMKNET004E 



DHKCDS005E 
DHKCPB005E 

DBKCFC006E 
DBKCFS006E 
DMKCFT006E 
DMKCPB006S 
DHKCPV006E 
DHKCQP006E 
DHKCSB006E 
DHKCS0006E 
DHKCSE006E 
DHKCST006E 
DHKCS0006E 
DHKDIA006E 
OHKHCC006E 
DHKIIES006E 
DHKNET006E 
D11KNLD006E 
OHKNLE006E 
DHKSPT006E 
DHKVDA006E 
DHKVDD006E 

DMKCPV007E 
DHKCSP007E 
DHKCSD007E 

DMKCS0008E 
DBKSPT008E 

DBKCDB009E 
DBKCDB009E 
DBKCPV009E 
DBKNES009E 
DBKNET009E 
DBKYBD009E 

DBKCDB010E 
DBKCDS010E 

DBKDIA011E 

DflKCDS012E 
DMKCPB012E 

DBKCFG013E 
DBKCFC013E 
DBKCSB013E 
DHKCSC013E 
DBKCSPOIBE 



DMKCS0013E 
DMKTRA013E 
DHKVMD013E 

DBKSPSOiaE 

DaKCF0020E 
DBKCPV020E 
DHKCQG020E 
DBKCQP020E 
DHKCQR020E 
DMKCQY020E 
DMKCSP020E 
DMKCSa020E 
DIIKDIA020E 
DnRLNK020E 
DBKLOG020E 
DHKHSG020E 
DMKQVB020E 
DBKOS0020E 
DHKVDA020E 
DBKVDD020E 
DMKVHD020E 

DMKCFD021E 
DaKCFO021E 
DBKCPS021E 
DHKCPn021E 
DflKCPV021E 
DHKCQP021E 
DHKCSB021E 
DHKCS0021E 
DBKHCC021E 
DflKHCD021E 
D1IKNES021E 
DHKNET021E 
DHKNLD021E 
DBKNLE021B 
DHKSPT021E 
DHKVDA021E 
DBKVDD021E 

DHKCFD022E 
DMKCFS02^E 
DBKCPB022E 
DMKCQG022E 
DMKCQP022E 
DMKCSB022E 
DHKCSP022E 
DHKCST022E 
DHKDEF022E 



DMKDIA022E 
DBKLHK022E 
DMKVDA022E 
DHKVDD022E 
DBKVHI022E 

DHKVDA023E 

DBKDEF024E 

DBKDEF025E 

DMKCDB026E 
DBKCDS026E 
DHKCFC026E 
DHKCFD026E 
DBKCFG026E 
DBKCFH026E 
DHKCF0026E 
DBKCFS026E 
DKKCPT026E 
DBKCPB026E 
DHKCPS026E 
DHKCPV026E 
DHKCQR026E 
DBKCQT026E 
DMKCSB026E 
DBKCSP026E 
DBKCST026E 
DBKCSD026E 
DBKDEF026E 
DBKBCC026E 
DflKBCD026E 
DBKBCH026E 
DHKNES026E 
DHKNET026E 
DflKNLD026E 
DMKSPM026E 
DBKSPS026E 
DMKTHI026E 
DBKTRA026E 

DHKCQG027E 
&HKCST027E 
DHKCS0027E 

DBKCQG028E 
DBKCQR028E 
DHKCSB028E 
DBKCSO028E 
DBKCSP028E 
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DMKCSO028E 
DMKSPS028E 

DMKCSP029E 
DMKCS0029E 

DHKCS0030E 
DMKCSP030E 
DHKCS0030E 

DMKCSB031E 

DMKCSP032E 
DMKCS0032E 

DMKCDM033E 
DMKCDS033E 
DQKCPV033B 
DMKNET033E 
DMVMD033E 

DMKVCH034E 
DMKVDA03as 

DMKCS0035E 

DMKCSB036E 

DMKSPS037E 
DMKSPS037E 
DHKVMD037E 

DHKCFD040E 
DMKCFOOaOE 
DMKCFG040E 
DMKCPB040E 
DMKCPS040E 
DMKCPV040E 
DMKCQG040E 
DMKCQP040E 
DHKCSB040E 
DBKCS0040E 
DMKCSPOaOE 
DMKCST040E 
DHKDEF040E 
DMKDIAOltOE 
DMKHCC040E 
DMKHCDOaOE 
DHKNESOUOE 
DMKNET040E 
DMKNLD040E 
DMKNLE040E 
DMKSPT040E 
DMKVDA040E 
DMKVDD040E 

DBKCF0041E 

DMKCQG0a2E 
DMKCST0t2E 
DHKCS0042E 

DMKCSBOaSE 

DMKCFG044E 
DMKCFH044E 
D1IIKNLD04IJE 
DMKCFS044E 
DMKSNC044E 

DHKCFOQitSE 
DMKCFS045E 
DKKCPVOISE 



DMKCQGOaSE 
DHKCQP045E 
DHKCQE045E 
DMKCQY045E 
DHKDiaOilSE 
DHKMSG0t>5E 
DMKTHI045E 
DMK0SC045E 
DHKVDAOaSE 
DBKVDDOUSE 

DHKCFC0U6E 
DBKCFS046E 
DBKCFP0a6E 
DBKCPV046E 
DBKCSB046E 
DBKCSC046E 
DI>IKHCC046E 
DBK»ES046E 
DBKHET0a6E 
DBKNLD046E 
DBKN1E046E 
DBKSPTOaSE 
DBKVDAOteE 
DBK?DD0a6E 

DBKDIAOaTE 

DBKYCH048E 

DMKCPS049E 
DBKHES0ft9E 
DBKHET0a9E 

DBKLOG050E 

DBKLOG051E 

DBKCFS052E 
DBKLNK052E 
DBKLOG052E 

DBKCFS053E 
DBKCSP053E 
DBKCS0053E 
DBKLNK053E 
DBK1OG053E 
DBKVBD053E 

DBKLOGOSftE 

DBKDIA055E 

EBKDIA056E 

DBKBSG057W 

DBKALG059E 

DKFCDB060E 

DBKCDB061E 

DBKCFV062E 

DBKCFV063E 

DBKVAT064E 

DWKLOG067E 

DBKSST070E 



DHKSSS071E 

DBKSSS072E 
DBKSST072E 

DflKSST073E 

DBKSS0074E 

DMKSSS075E 

DBKVDA076E 

DHKDEF077E 

DBKSSS078I 
DBKSST078I 

DBKCFV080E 
DHKLOG080E 

DBKLOG081H 

DHKCFV082E 
DBKLOG082E 

DHKCFG083E 

DBKLOG090E 

DHKDEF091E 
DBKLOG091B 

DHKLOG092E 

DBKLOG093E 

DBKDEF094E 

DBKDEF095E 
DBKLOG095E 

DBKDIA098E 
DBKNES098E 
DMKNET098E 

DBKLNK101W 

DBKLNK102W 

DMKLNK103W 

DBKLNK104E 

DBKLNK105E 

DBKLNK106E 

DBKLNK107E 

DBKLNK108E 

DBKLNK109E 

DBKLHK110E 

DBKLNK111E 

DMKLNK112E 

DHKLNK113E 

DMKLNKimi 



DBKALG115E 
DKKLNK115E 

DBKLHK116E 

DBKLNK117E 

DHKLNK118E 

DHKLNK119E 

DBKVDA120E 

DMKVDA121E 
DHKVDD121E 

DBK7DA122E 

DBKCPS123E 
DBKVDA123E 
DBKVDD123E 

DHKCPS124E 
DBKVDA124E 
DHKVDD124E 

DBKVDA125E 

DBKVDA126E 

DBKVDA127E 

DBKVDA128E 

DBKVCH129E 

DBKVCH130E 

DBKCPI131I 
DBKL0G131E 
DHKVD&131E 

DBKVCH132E 

DBKVDA133E 

DfiK7DA134E 
DMKVDD134E 

DBKVDR135E 
DBKVDD135E 

DBKDEF136E 

DBKLNK137E 

DBKVCH138E 

DBKLNK139E 
DBKVD&139E 

DBKCFOmOE 
DBKCPS140E 
DBKCPVltOE 
DBKCSB140E 
DBKCSOmOE 
DBKBCC140E 
DBKNES140E 
DBKNETmOE 
DBKNLD1U0E 
DBKHLE140E 
DBKSPT140E 
DHK7DA1U0E 
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DMKVDD140E 

DHKCS0141E 

DMKCPS142E 
DMKCSB142E 
DMKVDA142E 
DBKVDDU2E 

DMKCF0143E 
DHKCPS143E 
DHKMCC1 43E 
DHKHLDItSE 
DMKNLE143E 
DHK3PT1 '♦3E 
DHKVDai43E 
DMKVDD143E 

DMKCPSm4W 

DHKJEL145I 

DHKVSDIiiei 

DMKCSB148E 

DMKVDA151I 

DMKCDB160E 
DMKCDM160E 
DMKCDS160E 
DMKCFD160E 
DHKCPV160E 
DHKNES160E 
DKKNET160E 
DMKVMD160E 

DHKCDS161E 
DMKVMA161E 

DMKCDS162E 
DMKCDS162W 

DKKCDS1 63E 

DMKCDSietE 
DMKCFD164E 
DMKCFP164E 

DHKCPV165I 

DHKCDS166E 

DMKCFG170E 
DMKCFH170E 
DMKCFS170E 
DHKNLD170E 

DMKCrGl7lE 
DaKCFHl7lE 
DHKCFS171E 
DBKNLD171E 
DMKSNC171E 

DHKCFG172E 
DMKCFH172E 

DMKCFG173E 
DMKCFH173E 

DMKCFG174E 

DHKCFG175E 



DHKCFC175E 
DBKCFS175E 
DMKNES175E 

DMKCPV176E 

DHKCFG177E 

DMKSNC178E 

DHKCFG179E 
BKKCFH 179^ 
DHKCFP179E 
DMKCFS179E 
DHKSiiC179E 

DMKTEaiSOW 

DHKATS181E 

DHKTEA182E 

Di5KCFS183E 

DIJKCFCISitE 
DHKCFSISaE 

DMKCPI185E 

DMKCF0186E 

DMKCFS187E 

DMKCF0188E 
DHKCFS188E 
DHKLOG188E 

DKKCFS189I 
DMKL0G189I 

DMKCFS190I 

DHKCP0191E 

DMKCPS192E 
DMKCPD192E 

DMKCP0193I 

DHKCPOigtl 

DMKBLD200E 

DMKBLD201E 

DMKB1D202E 
DMKCPV202E 

DMKCFG203E 
DIJKCPV203E 

DMKCP720ftE 

DBKDIA206E 
DBKLOG206E 

DHKHCC2nE 

DMKMCD212E 

DHKMCC213E 

DHKBCD21«E 



DWKHCC215E 

DBKBCC216E 

DKKBCC217E 

DHKHCD218E 

DMKBON219I 

DMKMON220I 

DMKHCD222E 

DHKMCD223E 

DBKBCD224E 

DMKMNI225E 

DBKBCD22 6E 

DMKHCD227E 

DMKKCD228E 

DMKMIA229E 

DBKVBI230E 

DBKVBI231E 

DMKVBI232E 

DHKVBI233E 

DBKVMI234E 

DHKESE2«»0E 
DMKTCS240E 

DBKESE2aiE 
DMKTCS241E 

DHKESE242E 

DHKCS02J13E 
DHKCSP243E 
DflKCSa243E 

DBKCS024UE 

DBKCS0245E 
DBKCSP245E 
DHKCSn2ft5E 

DMKCS0246E 
DHKCSP246E 
DHKCS0246E 

DMKNHT2 47I 

DBKNHT2a8E 

DMKNBT2a9E 

DBKCFO250E 
DMKCFS250E 
DBKLOG250E 

DfiKCFS25lE 
DBKLOG251E 



DBKBSE252I 

DBKCSP253E 
DKKCSD253E 

DMKNHT254E 

DBKESE255I 
DMKCF0255W 

DMKNMT256E 

DBKNBT257E 

DBKLNK281T 

DBKCFH300E 

DMKHID310E 

DHKSAV350W 

DMKSAV351W 

DMKSA7352W 

DBKSAV353W 

DHKCKSaOOl 
DBKPGT400I 

DHKCKS401I 
DMKPGT401I 

DBKPTB410H 

DBKPPGtHlW 

DBKPAGtUSE 

DBKAC0425a 
DHKAC0425E 

DBKESP426E 
DBKSPSU26E 

DKK¥SP£»27T 

DMKESP428E 

DHKVSP429I 

DBKRSPU30A 

DHKRSPa31A 

DBKESPU32A 

DBKESP433A 

DMKESPtJ34A 

DHKCFH435E 
DHKCFPa35E 
DHKSNC435E 

DMKCFH436E 

DBKCLKa37E 

DHKSSSa38E 

DMKDSPtJSOW 
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DMKDSP452W 

DMKPRG453W 

DHKC!IS45ai 
DMKBGA451H 
DMKBNH45fH 

DMKCNS455I 
DMKSGa455I 

DBKVBA456R 

DMKNLD460E 
DMKNLE460E 

DHKNLD461E 
DMKNLE461R 

DMKRHH462I 

DMKENH463I 

DHKHLEietH 
DHKBNHUeUI 

DHKRHH4 65I 
DMKVDS465H 

DHKCQP4 66I 

DMKRNH4 68I 

DHKHLE469E 

DMKNLDt70E 
DHKMLE470E 

DMKNLD471E 
DHKNLE471B 

DMKUDR475I 

DMKBSC500I 
DMKCNS500I 
DMKDAS500I 
DMKGRF500I 
DMKRSE500I 
DHKTAP500I 

DMKBSC501A 
DMKDAS501A 
DMKRSE501A 
DMKTAP501A 
DMKCNS501I 
DHKRSE501I 

DBKBSC502I 
DBKCNS502I 
DMKDAS502I 
DMKGRF502I 
DMKRSE502I 
DMKTAP502I 

DMKRSE503A 
DHKBSC503I 
DHKCNS503I 
DHKDAS503I 
DHKGRF503I 
DMKRSE503I 
DHKTAP503I 

DMKESE504& 



DHKDAS504D 
DHKTAF504D 
DBKBSC504I 
DBKCNSSOm 
DBKDAS504I 
DBKGBFSOm 
DBKRSESOm 

DBKRSE505A 
EBKDAS505D 
DBKTAP505D 
DBKBSC505I 
DBKCIIS505I 
DBKDAS505I 

DBKDAS5061 

DBKDAS507D 

DMKDAS508I 
DBKRSE508I 

DBKDAS509I 

DBKTAP510I 

DBKTAE511I 

DBKTAP512I 

DBKDAS513I 
DBKTAP513I 

DBKDAS514D 

DBKBSC516I 
DBKDAS516I 
DBKT^P516I 

DBKDAS517E 

DBKTAP517I 

DBKDAS518I 
DHKTAE518I 

DBKTAF519I 

DBKRSE520A 
DBKBSC520I 
DBKDAS520I 
DBKESE520I 
DHKTAP520I 

DBKGRF521I 
DBKRSE521I 
DBKTAF521I 

DBKTAP522I 

DBKTAP523I 

CBKESE524I 

DBKGBF525I 
DBKRSE525I 

DBKTAF526I 

DBKBSC527I 
DBKCHS527I 

DBKBSC528I 



DBKCNS528I 

DMKGBF529I 
DBKBSE529I 

DBKDA0530I 
DHKGBF530I 

DaKGRF531I 

DBKGRF532I 

DBKDA0536I 

DBKIOF550E 

DBKIOG551E 

DMKIOG552I 

DBKIOG553I 

DBKIOG558I 

DBKIOH559W 

DHKIOH560W 

DBKIOH561W 

DHKYER575I 

DHKCCH601I 

DHKCCH602I 

DBKCCH603W 

DBKCCH605I 

DKKHCH61QH 
DBKBCTsioW 

DHKBCH611W 
DMKBCT611W 

DflKHCH612« 
DBKMCT612W 

DBKMCH613I 

DBKBCH6im 

DBKBCH615I 

DBKBCH616I 
DBKHCT616I 

DBKBCe617l 

DBKBCB618I 

DBKBCH619I 
DBKHCT619I 

DBKHCT620I 

DBKBCT621I 

DBKBCH622W 

DMK7HD623I 



DflKHCH624I 

DBKDDR700E 

DBKDDR701E 

DBKDDR702E 

DBKDDR703E 

DBKDDR701JE 

DBKDDR705E 
DBKBGA705I 

DHKHES706E 

DBKDDR707E 

DBKDDE708E 

DBKDDE709E 

DHKDDR710A 

DBKDDR711R 

DBKDDR712E 

DBKDDR713E 

DBKDDR714E 

DMKDDR715E 

DHia)DR716R 

DMKDDR717R 

DBKDDR718E 

DBKDDR719E 

DBKDDR720E 

DBKDDR721E 

DBKDDB722E 

DBKDDR723E 

DBKDDB724E 

DBKDDB725R 

DHKDDB726E 

DflKDDR727E 

DBKFBT730E 

DBKFBT732E 

DBKFBT733E 

DBKFBT734E 

DBKFBT735E 

DBKFBT736E 

DBKFBT737E 
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DHKFHT738A 
DHKFHT739E 
DHKFHTT'JOE 
DHKDIB751E 
DMKDIB752E 
DHKDIB753E 
DMKDIB754E 

T\ ilTrn 1- r>T c r t» 
u at^uj. at .J Jit 

DHKDDB756E 
DHKDIE756E 
DHKFMT756E 

DHKDIB757E 

DHKDIB758E 

DMKDIB760E 

DHKDIB761E 

DHKDIB762E 

DHKDIB763E 

DMKDIB764E 



DHKQ7H800E 
DHKQVH801E 
DHKQ?H802E 
DHKQVM803E 
DHKSPH804E 
DHKSPH805E 
DHKQYH806E 
DnKQVn807E 
DHKSPH808I 
DHKQVH809E 
DHKBHD850I 
DBRBHD851I 
DHKBHD852I 
DHKBND853I 
DHKBHD860I 
DHKBHD861E 
DHKRHD863E 



DHKCKP900W 

DHKCKP901W 

DMKCKP902W 

DMKCKS903H 

DHKHBH904W 

DHKDHP905W 

DHKDHP906B 

DBKDnP907f 

DHKDHP908I 

DI1KDHP909W 

DHKCKP910W 

DMKCKP911W 

DHKCKS912W 
DMKWBH912H 

DHKCPI913I 

DHKCKS915E 

DHKCKS916E 

DHKCKS917E 
DMKCKS917E 



DHKWRH920I 

DHKirEH921H 

DHKCKP922H 

DHKCPI950A 

DHKCPI951I 

DHKCPI952I 

DHKCPI953I 

DHKCPI954E 

DHKCPI955H 

DHKD4S956A 
DHKDSB956a 

DHKCPI957I 

DHKCPI958I 

DMKCPI959W 

DHKCKP960I 
DMKCPI960I 

DHKCKP961W 
DHKCPI961W 

DHKCLK970W 
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DMSAMS001E 
DMSAEN001E 
DMSARX001E 
DHSASM001E 
DHSDLB001E 
DHSDLK001E 
DHSERV001E 
DMSEXC001E 
DMSLBM001E 
DHSLBT001E 
DMSLIO001E 
DMSLFD001E 
DMSMDP001E 
DMSHOD001E 
DHSNCP001E 
DMSPRE001E 
DHSRON001E 
DMSTMA001E 
DHSOPD001E 
DMSZAP001E 

DHSACC002E 
DMSAMS002E 
DHSAR1I002E 
DMSARX002E 
DMSASM002E 
DMSCMP002E 
DHSCPY002E 
DMSDSK002E 
DMSDSL002E 
DMSERS002E 
DMSERV002E 
DHSGRN002E 
DHSHLP002E 
DHSIFC002E 
DMSLBM002E 
DMSLBT002E 
DMSLDS002E 
DMSLI0002E 
DMSLKD002E 
DMSLST002E 
DMSMDP002E 
DMSMOD002E 
DMSMVE002E 
DMSNCP002E 
DMSPRE002E 
DMSPET002E 
DMSPDN002E 
DMSRNM002E 
DMSRDH002E 
DMSSLN002E 
DMSSRT002E 
DMSSTT002E 
DMSSYN002E 
DMSTPE002E 
DMSTYP002E 
DMSOPD002E 
DMSZAP002E 
DMSLGT002I 
DHSLI0002I 
DMSGLB002W 
DMSGND002H 
DMSLBM002W 
DMSLBT002H 
DMSZAP002W 

DHSACC003E 
DHSAMS003E 
DMSARN003E 
DHSARX003E 



DMSASB003E 
DHSASH003E 
DHSCHP003E 
DHSCPY003E 
DMSDLE003E 
DMSDLK003E 
DBSDS1003E 
DKSDS7003E 
DHSEDI003E 
DMSERS003E 
DHSFET003E 
DHSFLD003E 
DMSFOB003E 
DKSGEK003E 
DMSHLP003E 
DMS1BD003E 
DHS1BM003E 
DMS1BT003E 
DMS1DS003E 
DHS1IC003E 
DHSLLO003E 
DMSLST003E 
DMSMOD003E 
DMSMVE003E 
DHS1JCP003E 
DBSPRT003E 
DMSPEV003E 
DMSPDN003E 
DHSRNR003E 
DMSRBV003E 
DBSSBV003E 
DKSSYN003E 
DBSTBA003E 
DBSTPD003E 
DBSTPE003E 
DBSTYP003E 
DBSDPD003E 
DBSZAE003E 

DBSDOS001E 
DBSFET004E 
DBSPEV004E 
DMSRRV004E 
DBSSEV004E 
DBSARN004W 
DBSLKDOOUH 

DRSCBP005E 
DHSDLE005E 
DBSFOE005E 
DBSLIC005E 
DBSLKD005E 
DBSBOD005E 
DBSQRY005E 
DBSTYP005E 

EBSABS006E 
DKSAEB006E 
DBSARX006E 
DBSASB006E 
DBSCBS006E 
DBSDLK006E 
DMSEBV006E 
DHSGEII006E 
DBS1KD006E 
DBS1LD006E 
DBSPEV006E 
DBSEBV006E 
DMSSR7006E 
DHSVBF006S 



DBSAMS007E 
DMSARN007E 
DMSAEX007E 
DHSASH007E 
DBSDLK007E 
DHSGRN007E 
DBSIFC007E 
DBSLKD007E 
DBSSYH007E 
DBSDPD007E 
DHSZAP007E 

DHSPET008E 
DMSPDH008E 
DMSEDC008E 
DHSAEN008W 
DHSLKD008W 

DHSCBP009E 
DBSDSK009E 
DBSSRT009E 
DRSTYP009E 

DMSCBP010E 
DHSTPE010E 
DBS OP D0 1 0H 

DBSCBP011E 

DBSARN012W 
DBSLKD012H 

DBSLBT013E 
DBSNCP013E 
DBSPBT013E 
DBSPDN013E 
DBSTYP013E 
DBSDSL013W 
DBSLBB013H 

DBSDSKOmE 
DBSDSLOIUE 
DMSGLB014E 
DHSLBB014E 
DBSLBTOmE 
DBSOYEOItE 
DBSQBY01«*E 
DBSSET014E 
DBSTPE014E 
DHSZAPOmE 

DBSINT015E 

DMSFCH016E 
DBSABN016H 
DBSLKD016W 

DBSACC017B 
DBSAEE017E 
DBSFOR017E 
DMSTPE017E 

DBSHDP018E 

DBSCBP019E 
DBSRNB019E 
DMSSRT019E 

DMSDBP020H 



DBSGHD021E 
DBSLIO021E 
DBSBOD021E 
DBSHCP021E 
DBSDSV021W 

DBSGHD022E 
DBSDSV022H 

DBSDLB023E 
DBSFLD023E 
DBSIFC023E 
DBSTPE023E 
DBSDSV023H 

DH3CPY02U1 
DHSEDI024E 
DHSSNB024E 
DHSOPD024E 
DBSDSV02aw 

DBSNCP025E 
DBSDSV025W 

DBSQEY026E 
DBSSET026E 
DBSDSV026W 

DBSASH027E 
DHSDSV027E 
DBSEBV027E 
DBSFLD027E 
DBSTLB027E 
DBSTPE027E 
DBSDSV027H 

DHSAEE028E 
DBSASN028E 
DBSFOB028E 
DBSDSV028H 

DBSASN029E 
DBSCBP029E 
DBSCPY029E 
DBSEDI029E 
DBSFET029E 
DBSFLD029E 
DBSLBD029E 
DBSLI0029E 
DBSPET029E 
DBSTPE029E 
DBSTYP029E 

DBSCPY030E 
DBSRNB030E 

DBSSET031E 

DBSBOD032E 
DBSSYNG32E 

DBSPBT033E 
DBSPD11033E 
DBSSVT033E 
DBSTYP033E 

DBSSET034E 

DBSASK035E 
DMSFLD035E 
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DMSVIIF035E 

DMSSOP036E 
DHSSOP036H 

DMSBOP037E 
DMSCPY037E 
DMSDSK037E 
DHSDSL037E 
DHSEES037E 
DMSEEV037E 
DHSFOE037E 
DMSLBH037E 
DHSLST037E 
DMSMOD037E 
DMSM7E037E 
DHSPHV037E 
DMSRDC037E 
DMSHNM037E 
DMSSET037B 
DMSTPE037E 
DMSOPD037E 
DMSXCP037E 

DHSAEX038E 
DMSASH038E 

DHSPRT03 9E 
Df!SPtIN039E 
DKSTYP039E 

DMSMOD040E 

DMSHVEOtHE 

DMSCPY042E 
DHSBDC042E 
DMSTPE0U2E 

DMSBOP043E 
DMSCLS043E 
DHSTLB0a3E 
DMSTPE043E 
DMSXCP043E- 

DMSEDI044E 
DHSPRT044E 
DHSP0N044E 

DHSNCP045E 

DMSDSL046E 
DHSLBM046E 
DBSLBT046E 

DI1SDSK047E 
DMSDSL047E 
DMSDSV047E 
DHSGLB047E 
DIISLBM047E 
DMSLBT047E 
DI1SOVR047E 
DMSQBY047E 
DMSSET047E 
DHSTPE047E 
DMS7MF047E 
DHSZAP047S 

DMSACC048E 
DMSARE048E 
DHSCPYOaSE 
DMSDLBOaSE 
DHSDSK048E 



DMSEES048E 
BnSFOE048E 
DBSGEN048E 
DHSLDS0a8E 
DHSLST048E 
DBSMVE048E 
DHSPET0a8E 
DHSENHOaSE 
DKSROH048E 
DHSSET048E 
DMSSTT048E 
DHSTPE0a8E 
DMSOPD048E 

DMSTYPQ49E 

DHSASN050E 
DMSDLB050E 
DHSFLDOSOE 
DHSSET050E 

DHSRNH051E 

DMSABX052E 
DHSASH052E 

DHSSET053E 

DMSCMP054E 
DMSCPY054E 
DHSDSKOStE 
DMSEDI05UE 
DMSERS05UE 
DBSGRN054E 
DMSPET054E 
DBSPOK054E 
DBSEDCOSUE 
DHSENB054E 
DMSSET054E 
DMSSTT054E 
DBSTYP054E 

DBSLIC055E 

DBSLBB056E 
DBSLBT056E 
DBSLIC056E 
DBSNCP056E 
DBSSY»056E 
DBSZAP056E 
DBSLBT056W 

DBSTBA057E 
DBSTPE057E 

DBSBOP058E 
DHSCLS058E 
DBSTLE058E 
DBSTPD058E 
DMSTPE058E 
DBSVHF058E 

DMSACC059E 

DMSACC060E 

I>aSSET064E 

DMSCBP062E 
DMSCPY062E 
DBSDSK062E 
DMSPST062E 
DBSPOH062E 



DMSEDC062E 
DnSB"NH062E 
DKSSBT062E 
DMSSTT062E 
DHSTYP062E 

DBSCPY063E 
DHSSBT063E 

DMSCPY064E 

DBSAHS065E 
DMSASN065E 
DBSCPY065E 

DBSDSV065E 
DBSFLD065E 
DHSLBD065E 
DHSOPD065E 

DBSABS066E 
DHSASN066E 
DaSCPY066E 
DBSDLB066E 
DHSDS7066E 
DBSFLD066E 
DHSLBD066E 
DBSLST066E 
DMSSYN066E 
DMSOPD066E 

DBSCPY067E 

DHSCPY068E 

DBSABE069E 
DHSASN069E 
DHSBOP069E 
DHSCPY069E 
DBSDSL069E 
DaSEES069E 
DBSFOB069E 
DHSLDS069E 
DSSLST069E 
DHSHVE069E 
DBSBDC069E 
DMSSTT069E 
DBSOPD069E 
DMSVGN069E 
DMSFLD069I 
DBSTYP069E 

DBSABS070E 
DMSAEE070E 
DBSAEX070E 
DMSASH070E 
DMSASN070E 
DBSDLB070E 
DMSDLK070E 
DHSDSK070E 
DMSDSL070E 
DHSDS¥070E 
DMSERS070E 
DBSERV070E 
DMSFET070E 
DMSFLD070E 
DftSPOR070& 
DHSGND070E 
DBSIFC070E 
DBSLBD070E 
DBSLBH070E 
DHSLKD070E 
DHSLLn070E 



DHSLST070E 
DBSMDP070E 
DBSHOD070E 
DBSHVE070E 
DHSOPT070E 
DBSPBT070E 
DHSPEV070E 
DBSQEY070E 
DBSRBV070E 
DHSBnN070E 
DMSSET070E 
DHSSBT070E 
DMSSRV070E 
DHSSSK070E 
DSS3TT070E 
DBSTMA070E 
DBSTPE070E 
DBSDPD070E 
DBSVMF070E 
DMSVPD070E 
DBSZAP070E 

DKSESS071E 

DMSEXT072E 

DBSBVE073E 

DMSARX074E 
DMSASM074E 

DBSAEX075E 
DflSASH075E 
DHSHVE075E 

DHSEDI076E 

DBSDSK077E 

DBSDSK078E 
DBSGEN078E 

DHSIHI079E 

DBSINI080E 
DBSINI080E 

DHSINI081E 

DHSINI082E 

DMSIIII083E 
DBSINI083E 

DHSHOD081IE 

DBSDLB086E 
DBSHVE086E 
DMSBOP086W 

DHSAS11087E 

DBSBOP088E 
DMSCLS088E 
DHSPDP088E 

DflSBOPOSS^E 
DBSCLS089E 
DBSOPL089E 

DBSASN090E 

DBSDOS091E 
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DHSDOS092E 

DMSDOS093E 

DHSDOSOgtE 

DBSCHS095E 
DHSDOS095E 
DMSDSV095E 
DMSGEN095E 

DHSDOS096S 
DHSTPE096E 

DHSPR7097E 
DMSBBV097E 
DMSSH?097E 

DHSDSL098E 
DHSFET098E 
DHSPRV098E 
DMSRRV098E 
DHSSHT098E 
DHSITS098S 
DMSINS098W 
DMSSET098i 

DHSiSN099E 
DHSDLK099E 
DHSDS?099E 
DHSERV099E 
DHSFET099E 
DHSLI0099E 
DHSLLU099E 
DHSOPT099E 
D!!SPR?099E 
DHSQRY099E 
DHSRRT099E 
DMSSBT099E 
DHSSET099E 
DBS5CP099B 

DHSBTBIOOE 
DHSIHSIOOH 
DNSSET100W 

DHSBTB101E 
DHSCPT101S 

DHSCPI102S 

DMSCPY103S 

DHSCHP104S 
DHSDLK104S 
DHSDSK104S 
DHSDSL104S 
DMSEDI104S 
DMSFCHlOas 
DHSHLP104S 
DMSIFC104S 
DMSLBH104S 
DHSL6T104S 
DHSLIOIOUS 
DHSHOD104S 
DHSOfHIOaS 
DHSPRT10'»S 
DHSPUN104S 
DMSSLNIOUS 
DHSSRT104S 
DHSSYN104S 
DMSTPElOas 
DHSTYP104S 



DHSOPD101»S 
DHSVMF10US 
DBSXCP10US 
DHSZiP104S 

DHSBTP105E 
DHSDLK105S 
DMSDSK105S 
DHSDS1105S 
DHSDSV105S 
DMSEDI105S 
DBSLBH105S 
DHS1BT105S 
DBSLIC105S 
DBSLL0105S 
DBS1ST105S 
DBSBOD105S 
DBSPBV105S 
DHSHDC105S 
DBSEBV105S 
DBSSRT105S 
DBSSR¥105S 
DBSTHAIOSS 
DBSTPD105S 
DBSTPE105S 
DBSOPD105S 
DBSVHF105S 
DHSVPD105S 
DBSXCP105S 

DBSBTP106E 
DBSLBT106S 

DBSBTP107E 
DHSBWS107S 

DBSBTP108E 
DBSGLB108S 

DBSBTP109E 
DBSACC109S 
DBSABS109S 
DBSBWB109S 
DHSCHP109S 
DBSD1E109S 
DBSFCH109S 
DBSHLP109S 
DBSLBB109S 
DBSLIC109S 
DBSBOD109S 
DBSNCF109S 
DBSOVB109S 
DBSSBIi109S 
DBSP6E109S 
DBSSOP109S 
DBSSTG109S 
DHSTBi109S 
DBSTPD109S 
DBSVIB109S 
DBSV1P109S 
DBSVBF109S 
DBSYPD109S 
DBSEBS109T 
DBSFHS109T 

DflSCBSHOE 
DBSGEHIIOE 
DBSTLB110S 
DBSTBAIIOS 
DBSTPD110S 
DBSTPE110S 
DBSVBF110S 
DBSVPD110S 



DBSCBS111E 
DHSGEHIHE 
DBSTLB111S 
DHSTPE111S 

DHSaCC112S 

DBSiCCl13S 
DHSiBSIIBS 
DHSASN113S 
DHSB0P113S 
DBSCI0113S 
DHSCLS113S 
DBSDBG113S 
DHSFCH113S 
DBSF0B113S 
DHSPI0113S 
DBSPBV113S 
DHSES?113S 
DMSSBV113S 
DHSTLB113S 
DBSTPE113S 
DHS?BF113S 
DBS?PD113S 
DBSXCP113S 

DHSH0D114E 
DBSF0B114S 

DHSFCellSE 
DBSTPE115S 

DBSLI0116S 
DflSH0D116S 

DBSEDI117S 
DBS7BF117S 

DBSDSK118S 
DBSP0N118S 

DBSSVT119S 

DBSSBS120S 
DBSSCT120S 
DBSS?T120S 

DBSD0S121S 
DBSSVT121S 

DBSITS122S 

DBSPBT123S 
DBSP0H123S 

DBSDSK124S 
DBSRDC124S 

DBSFOB125S 

DBSFOB126S 

DBSHVE127S 

DBSHTE128S 

DBSMVE129S 

DBSHVE130S 

DBSIHI131S 

DBSEDI132S 



DBSSHN133S 
DBSSTG133S 

DHSITS134S 

DBSITS135S 

DBSAKS136S 
DBSITS136T 

DaSTBA137S 
DBSITS137T 

DBSTBA138S 
DBSITS138T 

DBSTBA139S 
DBSITS139T 

DBSCLS140S 
DBSDOS140S 
DBSITS140T 

DBSCBS141S 
DflSGEM141S 
DBSITP141T 

DBSSET142S 
DBSITP142T 

DBSEDI143S 
DflSITPl43T 

DBSEDI144S 
DBSITP144T 

DBSC10145S 
DBSPI0145S 

DflSABM148T 

DBSABH149T 

DBSABHISOQ 

DHSABH152T 

DBSABH1539 

DBSITS154T 

DBSABH155T 

DBSCPY156E 

DBSCPY157E 
DHSLBB157S 

DBS0PL158E 

DBSFRE159T 

DBSDOS160S 
DBSFRE160T 

DBSXCP161S 
DBSFEE161T 

DBSFBE162T 

DBSFBE163T 

DBSFRE164T 
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DHSFHE165T 

DHSFSE166T 

DMSLBH167S 

DMSFRE167T 

DMSLI0168S 

DIISLI0169S 

DMSBBB170S 

DnSC-ITl 71T 
DHSCRD171T 
DHSCWE171T 

DMSCPY172E 

DMSCPT173E 

DaS0PDl74S 

DMS0PD176S 

DMS0PD177I 

DMSnPDl78l 

DMSDPD179E 
DMSCMP179I 

DMSUPDISOW 

DHS0PD181B 

DMS0PD182H 

DMSPBE183E 
DMSaPDl83E 

DMSDPD184W 

DMS0PD185H 

DHSOPD185W 

DHSUPD187E 

DMSZAP190W 

DIISZAP191W 

DilSZAPl92H 

DHSZaPl93W 

DIISSEV19US 
DMSZAPl9aw 

DMSZAP195W 

DHSZAP2 00W 

DHSLI0201H 

DHSLI0202W 

DHSLI0203W 

DHSDSK205W 
DHSBDC205H 



DHSLI0206H 

DHSDPD207W 

DHSZAP208E 

DBSCMP209W 

DHSDLK210E 
DBSZAP210E 
DHSOPD210W 

DHSCaP21lE 

DnSSBT212E 

DHSDSl213i 
DHSlBM213if 
DHSLBT213W 

DHSF0B214W 

DMSEHB215T 

DMSD1E220B 
DHSFLD220B 
DMSLDS220B 

DHSDIB221E 
DBSFLD221E 
DMS1BD221E 
DMSLDS221E 

DMS1DS222E 

DHSLDS223E 

DHSFLD224E 

DHSHVE225I 

DHSLDS226E 
DHSHVE226I 

DHSSTT227I 
DHSLDS227W 

DKSAMS228E 
DHSSTT228I 

DBSSTT229E 
DBSLDS229I 

DBSVIP230E 
DBSACC230B 

DBSLDS231E 

DHSLDS233I 

DHSPBE23UE 

DBSPBE235E 

DBSPBE236E 

DHSPBE237E 

DBSPEE238E 

DBSACC2U0S 

DBSDLK245S 



DHSDSV245S 
DMSZAP245S 

DHSZAP246W 

DHSZAP247W 

DHSZAP248W 

DMSZAP249I 

DaSHLP2503 

DMSHLP251E 

DHSHLP252E 

DHSFOB253E 

DMS0PD299E 

DBSnPD300E 

DHSDLB301E 

DHSBOP302E 
DHSDLB302E 

DMSLLa303E 

DMSDLB304E 
DHSOPD304I 

DMSDLB305E 

DBSDLB306E 

DMSDLB307E 

DBSBOP308E 
DHSDLB308E 

DMSDLB320I 

DMSDLB321I 

DBSDLB322I 

DBSDLB323I 

DMSDLB32UI 
DHSLBD32IH 

DBSQET32iH 

DBSDLB330B 

DHSDLB331E 

DHSSET333E 

DWS7GN360E 
DttSVGN360I 
DMSVGN360R 

DHSVGN361E 
DHSVGSJ61I 
DHSVGN361B 

DBSSSK362E 
DHSVGN362I 
DBSVGH362E 



DflSSSK363E 
DHSVGB363I 
DMSVGN363R 

DBSSSKSeUE 
DBSYGN36IU 
DaS7GN364E 

DBSSSK365E 
DBSVGN365I 
DBSYGN365R 

DBS7GN366I 
DaSVGN366R 

DaSVGN367l 
DaSVPD367I 
DaSAHS367R 

DaSVGN368I 
DBSVPD368I 
DaSVGN368R 

DaSVGN369E 
DaSVGN369R 

DaSVGN380E 

DBSVGN381E 

DBSVGN382E 

DasVBF383E 
DBSVPD383B 

DBSBOPUOOS 
DBSSET400S 
DBSSSKUOOS 
DBSVIBHOOS 

DBSBOPUOIS 
DBSDOSfjOIS 
DBSSETtOlS 
DBSVIB401S 

DBSBOP410S 
DHSSETUIOS 
DBSSSK410S 
DBSVIB410S 

DflSFCH411S 
DBSPEVU11S 
DBSEEVmiS 
DBSSEVtms 
DHSXCP411S 

DBSCHS412S 

DHSB0P413S 
DBSDOSmSS 

DKSFLDII20E 
DHSTBAa20E 
DMSTPD«»20E 

DBST1B421E 

DBSTLB422E 

DBSTLBH23I 

DBSTLBa24E 
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DMSTLBa25R 

DHSTLB426R 

DMSTLB427I 

DMSTLB428I 

DHSCLSa29I 
DMSSEB429I 

DMSTLB430E 

DI1STLB431E 
DMSTPE431E 

DMSTLB432E 

DMSTLB433fi 

DHSTLB434E 

DHSTLB435R 

DHSTLB436I 

DHSTLB437I 

DBSSET44l»E 

DHSCPY601R 

DMSCPY602R 

DESFOR603R 

DHSSRT604R 



DHSFOR605R 

DMSINI606R 

DHSIBI607R 

DMSIKI608R 

DMSIHI609B 
DMSIHI609B 

DI1SIHI610R 
DMSINI610B 

DBSINI611B 

DMSIHI612R 

DMSIMI615K 

DMSRDC701I 
DHSTPE701I 

DHSRDC702I 

DMSTPD703I 

DBSFLD704I 
DBSLBD704I 

DBSFOE705I 

DMSMVE706I 

DBSTPD707I 

DBSBVE708I 



DHSFET710I 

DHSSTN711I 

DMSSYN712I 

DHSCKS715I 
DHSGEN715I 

DBSCPT721I 

DBSAHS722I 

DBSaCC723l 

DBSaCC724I 

DBS&CC725I 

DBSftCC726l 

DHSDBG728I 

DBSFOH732I 

DBSF0R733I 

DBSBDC738I 

DMSII07'JOI 

DMSZAP750I 

DBSZiP751I 

DBSFCH777S 



DBSIFC825E 

DBSIFC826E 

DBSIFC828I 

DBSIFC829W 

DBSHEA830E 

DBSIFC831E 

DBSIFC832S 

DBSCPY901T 

DBSIHI902T 

DSSCPY903T 

DBSCPY90ltT 

DHSDIO905S 

DHSHLP907T 
DBSLBH907T 
DBSLIO907T 

DBSFNS908T 

DHSFNS909T 

DHSBOP995E 

DBSBOP996E 

DHSEDN999E 
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DMTREXOOOI 

DHTCHX001I 

DMTREX002I 

DMTCHX003I 

DHTEEX09 IT 

DHTAXS101I 

DHTAXS102I 

DHTiXSl03E 

DMTAXSIOai 

DMTAXS105I 

DMTAXS106I 

DMTAXS107I 

DMTAXS108E 
DHTNPT108E 
DHTSML108E 

DHTNPTIIHI 
DMTSHL141I 

DHTNPTia2I 
DHTSML142I 

DBTNPT143I 
DMTSKLIIBI 

DHTNPTiam 
DMTSHLnm 

DMTNPTltSi 
DMTSML145I 

DMTNPT146I 
DHTSML146I 

DHTNPTU7I 
DMTSML147I 

DMTNPT149I 
DMTSML14 9I 

DMTNPT160I 
DHTSML160I 

DMTNPT170I 
DMTSML170I 

0HTNPT19OS 
DMTSML190E 

DMTCBX200I 

DgTCfiX20lE 

DMTCHX202E 
DaTCMX203E 

DHTCMX20UE 



DMTCKX205E 

DHTCMX206E 

DMTCHX207E 

DHTCHX208E 

DMTCHX300I 

DBTCHX301E 

DHTCHX302E 

DMTCHX303E 

DHTCMX30aE 

DHTIMI402T 

DBTINia06R 

DBTINII»07E 

DBTINI4095 

DBTINiaiOB 

DBTIKI431S 

DBTINI479E 

DBTINI480E 

DBTINiaSlE 

DBTINI482E 

DMTIHIi»83E 

DBTNPT510I 
DBTSB1510I 

DKTNPT511E 
DBTSBI511E 

DBTAXS520I 

DBTAXS521I 

DBTAXS522I 

DBTAXS523I 

DBTAXS52aE 

DBTaXS525E 

DHTAXS526E 

DfiTNPT530l 

DHTCBX540I 

DBTCBXStll 

DBTCBX542E 

DBTCBX5t3E 



DBTCfiXSUUB 

DMTCBX550I 

DBTCflX551E 

DHTCBX552E 

DHTCBX560I 

DBTCMX561E 

DBTIIPT570I 
DBTSBL570I 

DMTNPT571E 
DBTSBL571E 

DBTNPT580I 
DBTSBL580I 

DflTHPT58lE 
DHTSBL581E 

DflTNPT590l 
DMTSHL590I 

DBTNPT591E 
DBTSBL591E 

DMTKPT600I 
DMTSHL600I 

DflTNPT610l 
DBTSBL610I 

DBTNPT611I 
DBTSfiL611I 

DBTNPT612E 
DMTSfiL612E 

DBTAXSeUOl 

DBTCMX651I 

DBTCHX652I 
DBTCBX652I 

DHTCBX653I 

DflTCBX654I 

DMTCBX660I 

DBTCHX661I 

DBTCBX662I 

DBTCBX663I 

DBTCBX664E 

DflTCBX670l 

DBTCBX671I 
DBTCBX672I 

DBTCBX673I 



DBTCBX700I 

DBTCMX701E 

DBTCBX702E 

DBTCBX703E 

DHTCBX70'»E 

DMTCHX7Q5E 

DBTCBX706E 

DBTCHX707E 

DBTCBX708E 

DBTCBX709E 

DHTCBX710E 

DBTCBX750E 

DMTCMX751I 

DBTCBX752I 

DBTNPT801I 
DBTSBL801I 

DHTNPT802I 
DBTSflL802l 

DBTNPT803I 
DBTSHL803T 

DBTNPT810E 
DBTSBL810E 

DBTNPT811E 
DHTSHL811E 

DflTSHL90lE 

DBTHPT902E 

DBTSBL902E 

DHTNPT903E 
DBTSBL903E 

DBTHPT904E 

DBTHPT905I 
DBTSBL905I 

DBTSBL906E 

DHTNPT907E 

DBTNPT934E 
DBTSHLSailE 

DBTSBL935E 

DBTHPT936E 

DBTSBL937E 
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IPCS Message Summary 



DMMGET100S 
DMMGSC100S 
DMMINI100S 
DMMMODIOOS 
DMMPRO100S 
DMHREG100S 
DMHSEA100S 
DMMSTA100S 
DMMSOH100S 

DMMINI200S 
DMBHAP200S 
DHMPEH200S 
DBMPE0200S 

DMMSOH200S 
DHMWBT200S 

DMMISI300S 
DHMPB0300S 

DMMIHI400S 

DMMDSC500S 

DMMSOM501S 

DMMSOM502S 



DHKSTA601I 
DKHDSC700I 
DMHDSC701B 
DMHFED702I 
DKHFED703I 
DMWFEX70tH 
DKHKOD705E 
D!!!!!!OI)706l 
DMHMOD707I 
DMMGET708I 
DMMSCB709I 
DMBTEC710I 
DHMTMB711I 
DPMI0B712I 
DMHI0B713I 



DMMHEX714I 
DMBLOC715I 
DflBLOC716I 
DBBI0C717I 
DBBMOD718I 
DBBDSC719I 
DBBDSC720I 
DMMDSC721I 
DBBDSC722I 
DBBDSC723I 
DBBBEG72'H 
DBBIHI800S 
DBBHAP801I 
DBBMAP802I 
DBBINI803S 



DBMPBB804I 
DBBCPA805I 
DBBMAP806B 
DBBBAP807I 
DBBBAP808I 
DBBGBC809I 
DBBBAP810I 
DBBEDB850I 
DBBEDB851I 
DBBEDB852I 
DBBEDB853I 
DBBEDBSeOI 
DBBEDH861E 
DBBEDB863E 
DBMEDB86ai 
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This appendix contains the first lines of all 
the 7M/370 messages, grouped by CP, CMS, BSCS, 
and IPCS and organized in alphamerical order by 
message text. Messages starting with a 
lowercase word such as nnnnnK, type , and userid 
will have variable information inserted, such 
messages are listed prior to messages starting 
with uppercase letters, if you do not issue CP 
command SET EHSG ON, any messages that are 
displayed will appear without message 



identifier, only text. Ose this appendix to 
look up the text of the message and find its 
identifier, so that you can find the description 
of the message in the body of the book. 

Hote : Messages shown in this appendix are not 
gualified with program product identifiers, 
refer to the message section of this book to 
establish ownership. 



CP Message Summary 

DHKTHA182E (reserved for IBM use) 

DHKVSP429I {COH| PBT| POH} vaddr SPOOL ERBOB; FILE POEGED 

DHKVSP427I fCOH | PBT iPUN} vaddr SYSTEM SPOOL SPACE POLL; FILE CLOSED 

DMKDEF024E {CYLSIBLKS} HISSIHG OB INVALID 

DMKCFS046E {DEV rid|type raddr} OFFLINE 

DMKNES046E {DEV rid|type raddr} OFFLINE 

DMKNET046E fDEV rid | type raddr} OFFLINE 

DMKSPT046E {DEV rid (type raddr} OFFLINE 

DMKCFG175E {FAVORED| BESERVE| HETKOEK TBACE} ALBEADT IN USE BY userid 

DMKCF0175E {FAVORED | BESEBVE| HETWOEK TBACE} ALREADY IN OSE BY userid 

DMKCFS175E {FAVOBED| BESEBVE| NETHOBK TRACE} ALBEADY IN USE BY userid 

DMKCFG175E {FAVOBEDI EESEBVEj HETWOBK TBACE|name} ALBEADY IN OSE BY userid 

DMKCF0175E {FAVORED|BESEBVE| NETiOBK TBACE|name} ALBEADY IN OSE BY userid 

DMKCFS175E {FAVORED | BESEBVEI NETHOBK TBACE|name} ALBEADY IN OSE BY userid 

DHKMCH518I {INSTROCTION RETRY|MAIK STORAGE} NOW IN {BECOBDI QOIET} MODE cpuid 

DMKBSP430A {PBT|PON} raddr FATAL I/C EBBOE; NOW OFFLINE FILE HELD 

DMKSPS428E {PRT| PON| RDB} raddr SPOOL ERROR; FILE {HELD| PORGED} 

DMKSPS428E {PRT| PON |RDR | TAPE} raddr SPOOL ERROR; FILE {HELD| PORGED} 

DMKRSE504A {RDRiPBT} 'addr* DATA CK CMD='cm' SNS='sense« 



DMKRSE502I 
DHKRSE520I 
DMKRSE500I 
DMKBSESOtH 
DMKBSE503A 
DHKRSE503I 
DMKRSE525I 
DMKBSE501A 
DHKBSE501I 
DHKBSE52'H 
DMKBSE521I 
DHKBSE529I 
DHKESE508I 
DHKRSE520A 



{RDRI 
{RDF I 
{RDRI 
{RDRI 
{RDRI 
{RDRI 
{RDRI 
{RDRI 
{RDRI 
{BDBI 
{BDBI 
{EDRI 
{RDRI 
{RDB I 



PRTIPON} 
PRTIPON} 
PBTIPUN} 
PBTIPON} 
PRTIPON} 
PRTIPON} 
PRTIPON} 
PRTIPON} 
PRTIPON} 
PRTIPON} 
PRTIPON} 
PRTIPON} 
PRTIPON} 
PRTIPON} 



• addr 
' addr 
' addr 

• addr 

• addr 
' addr 
' addr 

• addr 
' addr 

• addr 
' addr 
' addr 

• addr 
' addr 



BOSOOT CK CHD='cm' SNS=« sense' 

CHAN ERROR CMD=«cm' SNS=»sense« 

CMD REJECT CMD='cm« SNS='sense« CSH='csw« OSERID=» userid' 

DATA CK CMD='CB' SNS=' sense' CSW='csw' 

EQDIP CK CMD='cm' SNS=' sense' 

EQOIP CK CHD='cm' SNS=' sense' 

FORMAT CK CHD='cm' SNS=' sense' 

INT REQ 

INT REQ CHD='cm' SNS=' sense' 

LOAD CHECK CHD='cm' SNS='sense' 

NO DEVICE CMD='cm' SNS=' sense' 

PARITY CK CHD=»cm' SNS=' sense' 

PERM ERROR CMD='cm' SNS='sense' CSW='csw' OSERID= 'userid ' 

PERM ERROR CHD='cm' SNS=«sense' CSW='csw' OSERID= 'userid • 



DMKSPSl»26E {RDB I TAPE} raddr SPOOT SPICE FULL; FILE POTGED 

DMKCFC001E ?CP: command 

DMKCPI952I nnnnnK SYSTEM STOEAGF 

DHKSST070E shared-status HSS DEVICE NOT AVAILABLE 

DMKVDA122E type raddr ALREADY ATTACHED TO userid 
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DMKCF0140E 


type 


raddr 


ATTACHED 


TO 


aserid 


DMKCPS140E 


type 


raddr 


ATTACHED 


TO 


user id 


DMKCPV140E 


type 


raddr 


ATTACHED 


TO 


user id 


DMKCSB140E 


type 


raddr 


ATTACHED 


TO 


user id 


DMKCSO140E 


type 


raddr 


ATTACHED 


TO 


user id 


DMKMCC140E 


type 


raddr 


ATTACHED 


TO 


user id 


DHKNET140E 


type 


raddr 


ATTACHED 


TO 


user id 


DHKVDA140E 


type 


raddr 


ATTACHED 


TO 


user id 


DMKVDD140E 


type 


raddr 


ATTACHED 


TO 


user id 



DMKCSB148E type raddr BOFFEE LOAD name FAILED 

DHKCF0143E type raddr IN OSE BY SYSTEM 
BBKCPS143E type raddr IN DSl BY SYSTEM 
DHKMCC143E type raddr IN OSE BY SYSTEM 
DBKVDA143E type raddr IN OSE BY SYSTEM 

DMKCS0141E type raddr NOT ACTIVE 

DMKVDD121E type raddr NOT ATTACHED TO userid 
DMKVDA121E type raddr NOT ATTACHED TO userid 
DMKVDA120E type raddr NOT ATTACHED; userid vaddr ALREADY DEFINED 

DMKCPS142E type raddr NOT DBAINED 
DMKCSB1U2E type raddr NOT DBAINED 



DHKCF0046E 
DMKCFP046E 
DHKCPV0lt6E 
DMKCSB0a6E 
DMKCSO0«»6E 
DMKMCC046E 
DHKNLD0U6E 
DMKNLE046E 
DMKVDA046E 
DMKTDD0a6E 



type 
type 
type 
type 
type 
type 
type 
type 
type 
type 



raddr 
raddr 
raddr 
raddr 
raddr 
raddr 
raddr 
raddr 
raddr 
raddr 



OFFLINE 
OFFLINE 
OFFLINE 
OFFLINE 
OFFLINE 
OFFLINE 
OFFLINE 
OFFLINE 
OFFLINE 
OFFLINE 



DHKSPT140E type raddr ATTACHED TO userid 
DHKSPTl«t3E type raddr IN USE BY SYSTEM 
DMKCPS144W type vaddr BESET BY userid 



DMKDIA047E 
DMKLNK110E 
DMKLNK118E 
DHKLNK109E 
DMKLNK113E 
DMKLNK111E 
DMKLNK112E 
DHKLNK107E 
DMKLNKIUE 
DHKLNK104E 
DMKLNK105E 
DMKLNK106E 
DMKLNK108E 



userid 
userid 
userid 
userid 
userid 
userid 
userid 
userid 
userid 
userid 
userid 
userid 
userid 



vaddr 
vaddr 
vaddr 
vaddr 
vaddr 
vaddr 
vaddr 
vaddr 
vaddr 
vaddr 
vaddr 
vaddr 
vaddr 



DOES NOT EXIST 



NOT LINKED 
NOT LINKED 
NOT LINKED 
NOT LINKED 
NOT LINKED 
NOT LINKED 
NOT LINKED 
NOT LINKED 
NOT LINKED 
HOT LINKED 
NOT LINKED 
NOT LINKED 



type vaddr ALREADY DEFINED 

COMMAND FORMAT NOT VALID 

INVALID LINK DEVICE 

NO MOLT PASSWORD 

NO READ PASSWORD 

NO WRITE PASSWORD 

HOT IN CP DIRECTORY 

PASSWORD INCORRECT 

R/0 BY {nnn DSERS| userid} 

R/W BY {nnn USERS | userid} 

E/W BY nnn USERS; R/0 BY {nnn USERS | userid} 

VOLID volid NOT MOUNTED 



DMKCFS053E userid HOT IN CP DIRECTORY 

DHKCSP053E userid HOT IH CP DIBECTOBY 

DMKCS0053E userid NOT IN CP EIBECTOBY 

DMKLNK053E userid NOT IN CP EIEICTOBY 

DMKLOG053E userid HOT IH CP DIBECTOBY 

DMKVMD053E userid NOT IH CP EIBECTOBY 



DHKCF00 45E 
DMKCFS045E 
DHKCPV045E 
DMKCQG045E 
DMKCQP045E 
DMKCQB045E 
DMKCQY045E 
DMKDIA045E 
DMKMSG0 45E 
DMKTHI045E 
DMKaS0045E 



userid 
userid 
userid 
userid 
userid 
userid 
userid 
userid 
userid 
userid 
userid 



NOT 
NOT 
NOT 
NOT 
NOT 
HOT 
NOT 
NOT 
NOT 
HOT 
HOT 



LOGGED OH 
LOGGED OH 
LOGGED ON 
LOGGED OH 
LOGGED ON 
LOGGED ON 
LOGGED OH 
LOGGED OH 
LOGGED ON 
LOGGED OH 
LOGGED ON 
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DMKVDAOaSE userid NOT LOGGED ON 
DHKVDD045E userid SOT LOGGED OH 

DHKMSG057W userid NOT RECEIVING; {DISCONNECTED|MSG OFF| SHSG OFF|NOT AOTHOHIZEDI WKG OFF} 

DMKCFS189I AFFINITY NOT SET; SYSTEH IN ONIPKOCESSOR HODE 
DMKLOG189I AFFINITY NOT SET; SYSTEM IK ONIPEOCESSOE MODE 

DMKLOG05UE ALREADY LOGGED ON {LINE | GRAF} raddr 

DMKCPI959W ATTACHED PROCESSCE NOT ONLINE 
DHKCPI958I ATTACHED PROCESSOR NOT OPERATIONAL 

DMKCPI950A AOTO LOGON FAILED; EXPLICIT LOGON REQUIRED 

DMKALG059E AOTOLOG FAILED FOE userid-{IPL MISSINGjIPL FAILED! ACCOONTING ERROR} 
DMKALG115E AUTOLOG INVALID; EXCESSIVE INCORRECT PASSWORDS 

DMKCSB043E BUFFER name DOES HOT EXIST 
DMKCSB031E BUFFER HISSING OE INVALID 

DHKDIA2 06E CANNOT CONNECT TO HOST VIRTUAL MACHINE 
DMKLOG206E CANNOT CONNECT TO HOST VIRTUAL MACHINE 

DMKCDS166E CHANGED SHARED PAGE NOT WRITTEN TO AUXILIARY STORAGE 

DMKVCH132E CHANNEL x ALREADY DEFINED BY userid 

DMKVCH129E CHANNEL X DEVICES IN USE 

DMKVCHOUBE CHANNEL X DOES NOT EXIST 

DMKVCH130E CHANNEL X NOT ATTACHED TO userid 

DHKVCH138E CHANNEL x NOT ATTACHED; INSUFFICIENT FREE STORAGE 

DHKCCH605I CHANNEL CHECK RECORDING FAILURE 

DMKCCH601I CHANNEL CONTROL CHECK DEV xxx; USER 'userid* 

DMKCCH603H CHANNEL ERROR; BUN SEREP, RESTART SYSTEM 

DMKVCH034E CHANNEL MISSING OE INVALID 
DMKVDA034E CHANNEL MISSING OE INVALID 
DMKVDD134E CHANNEL MISSING OE INVALID 
DMKMCT623I CHANNEL SET CONNECTED TO PBOCESSOB nn 

DHKCS02a5E CHARS MISSING OR INVALID 
DHKCSP2a5E CHAES MISSING OR INVALID 
DMKGSU2a5E CHARS MISSING OS INVALID 

DMKCKS917E CHECKPOINT CYLINDER INVALID; CLEAR STORAGE AND COLD START 

DHKCQG028E CLASS MISSING OR INVALID 

DMKCQR028E CLASS MISSING OR INVALID 

DHKCSB028E CLASS MISSING OR INVALID 

DMKCS0028E CLASS MISSING OR INVALID 

DMKCSP028E CLASS MISSING OR INVALID 

DHKCSU028E CLASS MISSING OR INVALID 

DMKSPS028E CLASS MISSING OR IHVALID 

DMKLOG067E COMMAND FORMAT NOT VALID 

DMKQVH800E COMMAND REJECTED, OTHER VIRTUAL MACHINES LOGGED ON 

DMKQVM802E COMMAND REJECTED, DEVICES NOT DEDICATED 

DMKQVH803E COMMAND REJECTED, SPOOL DEVICES NOT DEAINED 

DMKQVM806E COMMAND REJECTED, VIRTUAL ADDBESS NOT EQUAL TO BEAL ADDBESS 

DMKQVM807E COMMAND BEJECTED, VM/370 ATTACHED PBOCESSOB HODE 

DMKQVM809E COBEAHD BEJECTED, TBACE/ADSTOP IN EFFECT 



DMKCFG013E 
DHKCF0013E 
DMKCSB013E 
&HKCSO043E 
DMKCSP013E 
DMKCSU013E 
DMKTEA013E 
DMKVHD013E 



CONFLICTING 
CONFLICTING 
CONFLICTING 
CONFLICTHIG 
CONFLICTING 
CONFLICTING 
CONFLICTING 
CONFLICTING 



OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 



option 
option 
option 
option 
option 
option 
option 
option 
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DHKCNS502I 


CONS 


'adar' 


DMKCNS500I 


CONS 


•addr' 


DBKCHS50tH 


CONS 


•addr« 


DHKCNS503I 


CONS 


'addr' 


DMKCHS501I 


CONS 


•addr' 


DHKCHS527I 


CORS 


'addr' 


DHKCNS52 8I 


CONS 


•addr' 


DMKCHS505I 


CONS 


'addr' 



BOSOOT CK CHD='cm' SNS=' sense' CSH='csif' DSEEID='userid ' 
CHD BEJECT CHD='cb' SNS='sense' CSW=«csw' OSERID='userid ' 
DATA CK CHD='ci«' SHS='sense' CSW='csw" OSERID='userid ' 
EQDIP CK CBD='cm' SNS=»sense' CSW='csw' DSERID='userid • 
INT BEQ 

LOST DATA CHD='c«' SHS=' sense' CSW='csw» OSERID='aserid • 
TIHEOOT CHD='cm' SNS='sense' CSW=»csw' OSES ID=' user id' 
OVEBEDN CK CHD='cm' SNS='sense' CSW='csw' OSEEID= 'userid ' 



DHKPAG415E CONTINUODS PAGING ERBOES FBOM DASD XXX 

DMKDDB702E CONTEOL STATEMENT SEQUENCE ERBOE 

DMKCS0030E COPIES MISSING OR INVALID 

DMKCSP030E COPIES MISSING OB INVALID 

DMKCSD030E COPIES HISSING OB INVALID 

DMKCPI185E CP SSSTSf T.T?!VET. tt DOFS KOT MATCH CP LEVEL yy 

DMKCF0186E CP ASSIST NOT AVAILABLE 



DMKVMA456H 
DMKDSPa50W 
DHKDSP452W 
DMKPTE410W 
DMKPBG411W 
DMKPRG453W 



CP ENTERED 
CP ENTERED 
CP EKTEBED 
CP ENTEBED 
CP ENTEBED 
CP ENTERED 



name SHARED PAGE hexloc ALTSEED 

DISABLED WAIT PSH • psW 

EXTERNAL INTEBBOPT LOOP 

PAGING EEBOE 

TEANSIATIOH EXCEPTION; WHILE IN NON-EC MODE 

PROGRAM INTERRUPT LOOP 



DHKCPI913I CP OWNED VOLID xxzxxx INVALID FOB 3330V 
DMKCPI951I CP VOLID volid NCT MCONTED 

DMKRNH463I CTLR 'raddr' OHIT CHECK; RESTART IN PROGRESS 

DHKCQP4 66I CTLR can IS BUFFER SLOWDOWN MODE 

DMKNES140E CTLR raddr ATTACHED TO userid 

DMKNLD140E CTLR raddr ATTACHED TO userid 

DMKNLEIttOE CTLR raddr ATTACHED TO userid 

DHKNLE46l»I CTLR raddr CC=3; DEPRESS 370x "LOAD" BUTTON 

DHKRNH4 64I CTLR raddr CC=3; DEPRESS 370X "LOAD" BUTTON 

DHKRNH468I CTLS raddr COnHOHICATICHS SCAHnER FAILURE 

DMKNLE470E CTLR raddr DUMP FAILED: PAGING I/O ERROR 

DMKNLE460E CTLR raddr DUMP FAILED: PROGRAM CHECK 

DMKHLE4 69E CTLR raddr DUMP FAILED: TEMP SPACE NOT AVAILABLE 

DMKNLE471E CTLR raddr DUMP FAILED: UNRECOVERABLE I/O ERROR 

DMKVDS465E CTLR raddr EMULATOR LINES IN USE BY SYSTEM 

DMKNLD143E CTLB raddr IN USE BY SYSTEM 

DMKNLEm3E CTLB raddr IN USE BY SYSTEM 

DMKNLD461B CTLB raddr IPL NCT BIQUIBED; ENTEB 'YES' TO CONTINUE 

DHKNLE461B CTLR raddr IPL HOT REQUIRED; ENTER "YES" TO CONTINUE 

DMKNLDa70E CTLR raddr LOAD FAILED: PAGING I/O ERROR 

DMKNLD4 60E CTLR raddr LOAD FAILED: PBOGBAM CHECK 

DMKNLD471E CTLR raddr LOAD FAILED: UNRECOVERABLE I/O ERROR 

DMKRNH462I CTLR raddr UNIT CHECK; IPL REQUIRED 



DMKDASSUD 
DMKDAS516I 
DMKDAS516I 

DHKDAS502I 
DMKDAS520I 
DMKDAS520I 

DMKDA0530I 
DMKDAS500I 
DMKDAS504D 
DMKDAS50HI 
DMKDAS503I 
DMKDAS513I 



DASD 'addr' ADDHRK CK CHD='cb' SNS='sens 
DASD 'addr' BAD SENSE CMD=' CB* SNS='sens 
DASD 'addr' BAD SENSE CMD='CB 

[ {BBCCHH='bbcchh' !BLOCK='nnnnnn'} ] 
DASD 'addr' BDSOUT CK CMD='cm' SNS='sens 
DASD 'addr' CHAN ERROR CMD='cb' SHS='sen 
DASD 'addr' CHAN ERROR CMD=»c 

r {BBCCHH='bbcchh' |BLOCK='nnnnnn') 1 
DASD 'addr' CHECK DATA CMD='cb' SNS='sen 
CMD BEJECT CMD='cm' SNS='sen 
DATA CK C8D='cm' SNS='sense' 
DATA CK CMD='CB» SNS='sense' 
EQDIP CK CMD='cm' SNS=' sense 
FILE PBOT CaD='co» SNS='sens 



DASD 'addr' 
DASD 'addr' 
DASD 'addr' 
DASD 'addr' 
DASD 'addr' 



e« CSW=«csw' USERID=' userid* BBCCHH=»bbcchh • 

e* CSW='csw' USERID=» userid" 

• SHS=«sense« CSW='csw» USEBID='useri3 ' 

e" CSW=»csw' USERID=' userid' BBCCHH='bbcchh' 

se' CSW='csw' USERID='userid« 

B' SHS='sense' CSW=*csw' USERID=» userid' 

se' CSW='csw' USEBID=' userid' BLOCK=»nnnnnn » 

se» CSW=»csw' USERID= • userid ' 
CSW='csw» USERID= 'userid' BBCCHH='bbcchh' 
CSW='CSW' USERID= 'userid' BBCCHH='bbcchh' 

' CSW='csw' OSERID='useria' 

e' CSB='csw» DSERID=' userid' 
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DHKDAS5131 DiSD 'addr* FILE PHOT caD="cjs» SSS=' sense* CSw-'csw' uSEKlD='useria • 

[ {BBCCHH='bbcchh« |BLOCK='nnnnnn«} ] 
DMKDAS501A DASD 'addr' INT EEQ CI!D='cm« SNS=«sense' CSW=«csw» aSEEID=«useria« 

DHKVDA151I DASD (addr) NOT AVAIlABll, BOSY PERSISTS, IOBSTAT=xx, IOBCSW+U=yyyy 

DMKDAS517E DASD 'addr' NOT/KNOHB CllD=«co« SNS='sense« CSW=«csw« nSERID=«userid » BBCCHH=»bbcchh • 
DMKDAS517E DASD 'addr' NOT/KNOWN CHD=«cm» SNS='sense' CSW=»csw« OSERID= 'userid' 

r {BBCCHH=«bbcchh' lBLOCK=»nnnnnn«} ] 

DMKDAS505D DASD 'addr* OVEBBDN CK CMD=«cm' SNS=« sense' CSH='csw« USEEID= • userid • BBCCHH= 'bbcchh ' 
DHKDAS505D DASD "addr* OVEEEON CK CHD='cm' SNS=« sense* CSW=«csw» USEEID= 'userid • 

r {BBCCHH=' bbcchh' |BLOCK=' nnnnnn'} 1 
DMKDAS505I DASD 'addr' OVEEEON CK CHD='cm' SNS=' sense' CSB='cSH' aSESID= 'userid' BBCCHR=« bbcchh' 
DMKDAS505I DASD 'addr' OVEEEON CK CHD='cm' SNS='sense' CSW='csw' OSERID= 'userid' 

[ {BBCCHH=' bbcchh' |BLOCK=' nnnnnn'} ] 

DSKDAS508I DASD 'addr' PEBH EEBOE CHD='cm' SNS=' sense' CSlJ='cs¥' OSERID=' userid ' 

DHKDiSSiei DASD 'addr' RECV EEEOE CHD='cm' SNS='sense' CSH='CS¥' OSERID= • userid ' 

DMKDAS518I DASD 'addr' EECV EEEOH CHD='cm' SNS='sense' CSH=«csw' nSERID= • userid ' [ {BBCCHH= 'bbcchh ' | BLOCK= 'nBnnni '} ] 

DMKDAS507D DASD 'addr' SEEK CK CHD='cii' SNS='sense' CSH = 'csw' DSEEID= 'userid • BBCCHH= 'bbcchh' 

DHKDAS506I DASD 'addr' TEKCOND CK CHD='cin' SNS=' sense' CSW='csw' DSEEID= 'userid ' BBCCHH= 'bbcchh ' 

DMKDaS509I DASD 'addr' TBKOVEROM CHD='cm' SNS='sense' CSW='csw' OSERID=' userid • BBCCHH= ' bbcchh ' 

DMKLNK139E DASD addr NOT LINKED; 3330V NOT ACCEPTED AS SYSTEM VOLOME 
DHKDAS956A DASD cuu VOLID volid NOT MOONTED; NOW OFFLINE 
DMKDSB956A DASD CUU VOLID Volid NCT HOONTED; NOW OFFLINE 



DMKCPS123E DASD raddr CP OWNED 
DMKVDA123E DASD raddr CP OWNED 
DKKVDD123E DASD raddr CP OWNED 



DMKVDA128E DASD raddr EEEOE BEADING ALLOCATION BECOBD 
DMKVDA126E DASD raddr EEEOE BEADING VOLID 

DBKCPS124E DASD raddr IN OSE BY nnn OSERS 
DMKVDA124E DASD raddr IN OSE BY nnn OSERS 
DMKVDD124E DASD raddr IN OSE BY nnn OSEBS 

DaKVDA139E DASD raddr NOT ATTACHED; 3330V NOT ACCEPTED AS SYSTEM VOLOME 
DHKVDA133E DASD raddr NOT BIADY 

DHKSAV351W DASD raddr SYSEES NOT BEADY 
DMKSAV350W DASD raddr SYSEES VOIID NOT aaaaaa 

DMKVDA125E DASD raddr VOLID volid ALBEADY ATTACHED TO SYSTEM 

DMKVDA127E DASD raddr VOLID volid DOES NOT MATCH 

DMKCPI954E DASD raddr VOLID volid NCT HOONTED; DOPLICATE OF DASD raddr 

DMKLNK101W DASD vaddr FOBCED E/O; E/0 BY {nnn OSEBS | userid} 
DMKLNK102W DASD vaddr FOBCED E/O; E/W BY £nnn OSEBS | userid} 
DMKLNK103W DASD vaddr FOBCED B/C; B/W BY {nnn OSEBS | userid} ; E/O BY {nnn OSERSI userid} 

DMKDEF091E DASD vaddr NOT DEFINED; TEMP SPACE NOT AVAILABLE 
DMKLOG091E DASD vaddr NOT DIFINED; TEMP SPACE NOT AVAILABLE 
DHKLNK137E DASD vaddr NOT LINKED; CHAN x DEDICATED 

DMKDDR717E DATA DDMPED FROM volidi TO BE EESTOEED TO volid2.skD0 YOO WISH TO CONTINOE? PESPOND YES 
NO OB EEBEAD: 

DMKHID310E DATE date INVALID; NOT CHANGED 

DHKCFD040E DEV addr DOES NOT EXIST 

DHKCFG040E DEV addr DOES NOT EXIST 

DMKCF0040E DEV addr DOES NOT EXIST 

DMKCPB040E DEV addr DOES HOT EXIST 

DMKCPS040E DEV addr DOES NOT EXIST 

DMKCPV040E DEV addr DOES NOT EXIST 

DMKCQG040E DEV addr DOES NOT EXIST 

DMKCQPQttOE DEV addr DOES NOT EXIST 

DMKCSB040E DEV addr DOES NOT EXIST 

DHKCS0040E DEV addr DOES NOT EXIST 

DHKCSP040E DEV addr DOES NOT EXIST 
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DBKCST040E 


DEV 


addr 


DOES 


HOT 


EXIST 


DHKDEF040E 


DEV 


addr 


DOES 


HOT 


EXIST 


DHKDIA040E 


DEV 


addr 


DOES 


HOT 


EXIST 


DMKMCC040E 


DEV 


addr 


DOES 


HOT 


EXIST 


DBKHCD040E 


DEV 


addr 


DOES 


HOT 


EXIST 


DHKNES040E 


DEV 


addr 


DOES 


HOT 


EXIST 


DMKHET040E 


DEV 


addr 


DOES 


HOT 


EXIST 


DHKNLD040E 


DEV 


addr 


DOES 


HOT 


EXIST 


DHKMLE040E 


DEV 


addr 


DOES 


HOT 


EXIST 


DHKVDAO^OE 


DEV 


addr 


DOES 


HOT 


EXIST 


DKKVDD040E 


DEV 


addr 


DOES 


HOT 


EXIST 


DMKSPT040E 


DEV 


addr 


DOES 


HOT 


EXIST 



DMKDDE710A DEV cuu IHTEHVEHTIOH BEQOIRED 

DHKFHT738A DEV cua IHTEBVEHTIOH BEQOIRED 

DMKDDB704E DEV cuu HOT OPEBATIOHAI 

DMKDIE75!4E DEV cuu HOT CFEEITICSAI 

DMKFMT730E DEV cuu HOT OPEBATIOHAI OH HOT READY 

DHKRHHtSW DEV rid DISABLED 

DHKDIA098E DEV rid HODE SWITCH HOT POSSIBLE 

DMKHES098E DEV rid HODE SWITCH HOT POSSIBLE 

DMKHET098E DEV rid HODE SWITCH HOT POSSIBLE 



DMKLOG092E 
DHKDEF136E 
DHKLOG090E 
DMKLOG093E 
DHKDEF095E 
DKKLOG095E 

DMKSSS138E 

DHKSSS075E 

DMKSSS072E 
DHKSST072E 
DHKSSS071E 

DHKCS0035E 

DHKDIB762E 

DMKCSP032E 
DHKCS0032E 

DHKCDM0 60E 
DHKCDH061E 
DMKVBD1I*6I 

DHKRHD861E 

DMKDIR758E 

DHKCFV062E 

DMKMOH219I 

DMKCKS916E 

DMKDDR720E 
DMKDIR76IJE 

DMKCFS052E 
DHKLHK052E 
DHKLOG052E 

DMKHHT2 49E 
DMKMON220I 



DEV vaddr HOT 
DEV vaddr HOT 
DEV vaddr 
DEV vaddr 
DEV vaddr 
DEV vaddr 



HOT 
HOT 
HOT 
HOT 



DEIIHED 
DEIIHED 
DEFIHED 
DEFIHED 
DEFIHED 
DEFIHED 



type vaddr ALREADY DEFIHED 
CHAH X DEDICATED 

DEV {raddrlvolser} HOT AVAILABLE 
ERBOR IH CP DIRECTORY 
IHSOFFICIEHT FREE STORAGE 
IHSDFFICIEHT FREE STORAGE 



DEVICE IS HOT AVAILABLE FOR ATTACH 

DEVICE 'raddr* IS HOT AVAILABLE 

DEVICE HOT AVAILABLE - 'raddr' HOT PROPER TYPE 
DEVICE HOT AVAILABLE - 'raddr* HOT PROPER TYPE 
DEVICE HOT AVAILABLE - HSS CAHHOT BE ACCESSED 

DEVICE TYPE HISSIHG OB IHVALID 

DIEECTORY STATEHEHT HISSIHG 

DIST CODE MISSIHG OB INVALID 
DIST CODE HISSIHG OR IHVALID 

DOHP FAILED; VIRTDAL PRIHTER OHAVAILABLE 
DOHP FAILED; VIRTDAL PRIHTER ERROR 
DOHP FAILED; SPOCLIHG ERROR 

DOHP FILE filename HOT FOOHD 

DOPLICATE OHIT DEFIHITION 

ECHODE HOT SET OH 

END OF HONITOB TAPE, HCNITOR STOPPED BY SYSTEH 

ERROR ALLOCATING SPOOL FILE BOFFERS 

ERROR IH routine 
ERROR IH routine 

ERROR IH CP DIRECTORY 
ERBOR IN CP DIRECTORY 
ERROR IN CP DIRECTORY 

ERROR LOADIHG IHAG imag 

ERROR OH MOHITOR TAPI, HOHITOR STOPPED BY SYSTEM 
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DMKI0G553I ERHOB RECOEDIHG AHEJ CLEARED; USEE "user id* 
DMKI0G551E ERROR RECORDING AREA IDIl; EOH CPEREP. 
DMKIOF550E ERROR RECORDING AREA 90 PERCENT FOLL; RON CPEREP 

DMKNHT25aE ERROR SAVING iaag3800 - RC = (re) 

DHKIOH560W ERRORS ON SEF CUu; FRAME NOT ON ERROR CYLINDERS 

DMKIOH560H ERRORS ON SEF cou; FPAHE NOT IN ERROR AREAS 

DMKSAV352W FATAL DASD I/O ERROR 
DHKFMT735E FATAL DASD 10 ERROR 

DSKEND860I FATAL I/O ESROS READING DUISP 

DaKEND852I FATAL I/O ERROR WRITING DOHP 

DMKIOG558I FATAL I/O ERROR; EBEOE RECORDING DISABLED 

DHKDDE475I FATAL 10 ERROR TRYING TO READ DIRECTORY 

DMKCS0246E FCB HISSING OR INVALID 
DMKCSP246E FCB MISSING OR INVALID 
DMKCS0246E FCB MISSING OR INVALID 

DMKFHT739E FLAGGED PRIMARY TRACK HAS HO ALTERNATE ASSIGNED; 10 ERROR FOLLOWS 
DBKDDR727E FLAGGED TRK XXXXXXXXXX HAS NO PROPER ALTERNATE; SKIPPING THIS TRK 

DMKCS0243E FLASH HISSING OR INVALID 
DMKCSP243E FLASH MISSING OR INVALID 
DMKCSU2U3E FLASH HISSING OR INVALID 

DHKCSP029E FNAME FTYPE MISSING OR INVALID 
DHKCSn029E FNAME FTYPE MISSING OR INVALID 

DMKMCD227E FOR OPTION INVALID WITH AOTODISK OFF 
DHKMCD228E FOR OPTION INVALID WITH MONITOR ON 
DMKHCD226E FOR VALUE MIDNIGHT - CCHHAHD INVALID 

DMKI0G552I FORMATTING ERROR RECORDING AREA 

DMKQVM801E FREE STORAGE PAGE IS NOT AVAILABLE 

BDSODT CK CHD=»cm» SNS=»sense« CSW=»csw» 

CMD REJECT CMD=»cm« SNS=' sense' CSW=»csw» 

CONTROL CHECK CMD=« CO* SNS=' sense' CSW= 'csir»DSERID='useria ' 

DATA CK CMD='cm' SNS=' sense' CSW='csw' 

EQOIP CK CMD='ciii' SNS='sense' CSW='csw' 

FORMAT CK CMD='cia' SNS='sense' CSW='csw' 

NO DEVICE CMD='cm' SNS=' sense' CSW='csw' 

OP CHECK CHD='CB' SNS='sense' CSW='csw'OSERID= 'userid' 

PARITY CK CMD='cm' SNS=' sense' CSW='csM' 

DNIT SPEC CHD='ciii' SNS=' sense' CSW='csir'DSERID='useria' 

DMKCDB160E HEXLOC hexloc EXCIEDS STORAGE 

DMKCDM160E HEXLOC hexloc EXCIEDS STORAGE 

DMKCDS160E HEXLOC hexloc EXCEEDS STORAGE 

DMKCFD160E HEXLOC hexloc EXCEEDS STORAGE 

DMKCPV160E HEXLOC hexloc EXCEEDS STORAGE 

DMKNES160E HEXLOC hexloc EXCEEDS STORAGE 

DMKNET160E HEXLOC hexloc EXCEEDS STORAGE 

DMKVMD160E HEXLOC hexloc EXCEEDS STORAGE 

DMKCDS164E HEXLOC hexloc NON-ADDRESSABLE STORAGE 
DMKCFD164E HEXLOC hexloc NON-ADDRESSABLE STORAGE 
DHKCFP164E HEXLOC hexloc NON-AEDRESSABLE STORAGE 

DMKCDM033E HEXLOC MISSING OR INVALID 

DMKCDS033E HEXLOC MISSING OR INVALID 

DMKCPV033E HEXLOC MISSING OR INVALID 

DHKNET033E HEXLOC MISSING OR INVALID 

D^ffK7HD033E HEXLOC SISSIHG OR INVALID 

DHKVER575I I/O ERROR ADD=raddr, DSEBID= userid 

DMKRGA705I I/O ERROR RESID=resource id STATns=statas LINE=addr 

DMKAC0425E I/O ERROR DURING ACCODKTING 

DHKCS0244E IMAGE LIBRARY MISSING OR INVALID 
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DMKGRF502I 


GRAF 


addr' 


DMKGRF500I 


GRAF 


addr' 


DHKGRF531I 


GRAF 


addr' 


DHKGRF504I 


GRAF 


addr' 


DHKGRF503I 


GRAF 


addr' 


DMKGRF525I 


GRAF 


addr' 


DMKGRF521I 


GPAF 


addr' 


DHKGRF532I 


GRAF 


addr' 


DMKGRF52 9I 


GRAF 


addr' 


DMKGRF530I 


GRAF 


addr' 
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DMKCSB036E INDEX HISSING OR INVALID 

DMKDDB724E INPUT TAPE CONTAINS A CE NDCLEOS DOMP 
DMKDDE700E INPUT UNIT IS NOT A CPVOL 

DMKCPI131E INSUFFICIENT FEE! STCEAGE 

DHKL0G131E INSUFFICIENT FREE STORAGE 

DHKVDA131E INSUFFICIENT FREE STORAGE AVAILABLE FOE ATTACH REQUEST 

DMKCPI955H INSUFFICIENT STORAGE FOR VM/370 

DMKNMT2 56E INSUFFICIENT VIRTUAL STORAGE 

DMKCCH602I INTERFACE CONTROL CHECK DEV xxx; USEE • user id' 

DMKCFH436E INTERRUPT PENDING TO PROCEED, TYPE YES. TO END, TYPE NO 

DHKCFO006E INVALID DEVICE TYPE - addr 

DMKCFS006E INVALID DEVICE TYPE - addr 

DSKCFT006E INVALID DEVICE TYPE - addr 

DMKCPB006E INVALID DEVICE TYPE - addr 

DHKCPV006E INVALID DEVICE TYPE - addr 

DMKCQP006E INVALID DEVICE TYPE - addr 

DHKCSB006E INVALID DEVICE TYPE - addr 

DMKCSO006E INVALID DEVICE TYPE - addr 

DMKCSP006E INVALID DEVICE TYPE - addr 

DMKCST006E INVALID DEVICE TYPE - addr 

DMKCSU006E INVALID DEVICE TYPE - addr 

DMKDIA006E INVALID DEVICE TYPE - addr 

DHKMCC006E INVALID DEVICE TYPE - addr 

DMKNES006E INVALID DEVICE TYPE - addr 

DMKNET006E INVALID DEVICE TYPE - addr 

DMKHLD006E INVALID DEVICE TYPE - addr 

DMKNLE006E INVALID DEVICE TYPE - addr 

DHKSPT006E INVALID DEVICE TYPE - addr 

DMKVDA006E INVALID DEVICE TYPE - addr 

DMKVDD006E INVALID DEVICE TYPE - addr 

DMKDIA011E INVALID DEVICE TYPE - userid vaddr 

DHKCDS162E INVALID ECR X - hexdata 
DMKCDS162H INVALID ECR X - hexdata 

DnKDDRT^SE INVALID FILE NAHE OR FILE HOT FOuHD 
DMKDIR763E INVALID FILENAME OH FILE HOT FOUND 

DMKCDS005E INVALID HEXDATA - hexdata 
DMKCPB005E INVALID HEXDATA - hexdata 

DHKCDB004E INVALID HEXLOC - hexloc 

DMKCDM004E INVALID HEXLOC - hexloc 

DHKCFCOOUE INVALID HEXLOC - hexloc 

DMKCFD004E INVALID HEXLOC - hexloc 

DMKCPV004E INVALID HEXLOC - hexloc 

DMKNES004E INVALID HEXLOC - hexloc 

DMKNET004E INVALID HEXLOC - hexloc 

DHKCDS004E INVALID HEXLOC - operand 

DHKDDS708E INVALID INPUT OR OUTPUT DEFINITION 

DMKMNI225E INVALID MONITOR USEEID SPECIFIED, HON NOT STARTED 

DMKFMT737E INVALID OPERAND 
DMKCFC002E INVALID OPERAND - operand 
DMKCFG002E INVALID OPERAND - operand 
DHKCFT002E INVALID OPERAND - operand 
DMKDDH701E INVALID OPERAND - operand 
DMKMCC002E INVALID OPERAND - operand 
DMKMCD002E INVALID OPERAND - operand 
DMKMNI002E INVALID OPERAND - operand 
DMKNES002E INVALID OPERAND - operand 
DMKNET002E INVALID OPERAND - operand 
DMKHLD002E INVALID OPERAND - operand 
DMKSPT002E INVALID OPERAND - operand 
DMKTHI002E INVALID OPERAND - operand 
DHKTRA002E INVALID OPERAND - operand 
DMKDIB751E INVALID OPERAND - XXXXXX 
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DMKCDB003E 
DMKCDH003E 
DHKCFG003E 
DMKCF0003E 
DHKCFS003E 
DMKCPS003E 
DHKCPV003E 
DHKCQP003E 
DHKCQE003E 
DHKCSB003E 
DBKCS0003E 
DHKCSP003E 
DMKCST003E 
DHKCSD003E 
BHKDEF003E 
DHKLOG003E 
DHKHCC003E 
DHKHCH003E 
DHKHSG003E 
DMKHET003E 
DHKNLE003E 
DHKSPT003E 
DMKTHI003E 
DaKTBA003E 
DMKOS0003E 
DMKVDA003E 



IHVAIID 
INVALID 
IHTALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 



OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTIOH 
OPTION 
OPTIOH 
OPTIOH 
OPTIOH 
OPTIOH 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTIOH 



opt ion 
opt ion 
option 
opt ion 
opt ion 
option 
opt ion 
opt ion 
opt ion 
option 
option 
opt ion 
opt ion 
option 
option 
opt ion 
opt ion 
opt ion 
opt ion 
option 
opt ion 
opt ion 
option 
opt ion 
option 
option 



DMKCPV20UE INVALID PAGE(S) SPECIFIED, V=S ASEA 
DHKHND863E IHVALID PAKAHETEE - paraaeter 

DBKCDS012E IHVALID PSH - psw 
DMKCPB012E IHVALID PSi - psw 

DHKCDB009E IHVALID EAHGE - range 
DHKCDH009E INVALID BANGE - range 
DHKCPV009E INVALID EANGE - range 
DMKNES009E IHVALID BANGE - range 
DSKHET009E IHVALID BAHGE - range 
DHKVMD009E INVALID BANGE - range 

DHKCDB010E INVALID BEGISTEE - register 
DHKCDS010E IHVALID BEGISTEB - register 

DHKVBa077E INVALID BEQuESx FOE DEVICE 'nnn' 

DHKCSD008E IHVALID SPOOLID - spoolid 
DMKSPT008E INVALID SPOOLID - spoolid 

DMKCPV007E IHVALID DSEEID - userid 
DMKCSP007E IHVALID OSEEID - userid 
DMKCS0007E IHVALID OSEEID - userid 

DHKFMT736E 10 EEEOE cuu CCHHB = cchhr SEHSE = sense 

DMKFHT736E 10 EEBOB cuu fCCEBB = cchhr | BLOCK = nnnnnn} SENSE = sense 

DHKDDB705E 10 EEEOE CUU CSW csw SEHSE sense IHPDT bbcchh OOTPUT bbcchh CCW ccw 

DMKDDE705E 10 EEEOE cuu CSW CSW SEHSE sense INPUT {bbcchh J nnnnnn} OOTPOT bbcchh CCW ccw 

DBKDIB755E 10 EEEOE cuu CSW csw SENSE sense 

DMKVHI233E I PL OVEBLAY EEEOE 

DMKVMI234E IPL SENSE EBBOE 

DMKVMI230E IPL SIO EEEOE 

DHKVSI231E TPL TIO EFROP 

DMKVMI232E IPL UNIT EEEOE; CSW CSW SNS sense 

DHKMCD224E LIBIT BOST BE BETWEEN 10 and 50000 



DBKCPS0^9E LINE Caddr) 
DBKBSC516I LINE 'addr* 
DBKBSC502I LINE 'addr' 
DBKCNS455I LINE 
DBKEGA455I LINE 



TH USE 

BAD SENSE CBD='ca' SNS='sense' CSW='csw« DSEEID=« userid • 

BOSODT CK caD='cm' SNS=' sense' CSW='csw« OSEBID= ' userid • 

CC=3 NOT OPEEATIOHAL 

CC=3 NOT OPEEATIOHAL 

DBKBSC520I LINE 'addr* CHAN EEPOB CBD='cm' SNS='sense' CSW='csw' DSERID= ' userid ' 
DBKBSC500I LINE 'addr' CBD EEJECT CBD='ca' SHS='sense' CSW='csw' nSSEID= ' userid ' 



'addr" 
'addr' 
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DBKBSC504I 


LIME 


•addr' 


DHKBSC503I 


LIKE 


•addr" 


DMKBSC50U 


LINE 


•addr' 


DHKBSC527I 


LINE 


•addr' 


DHKBSC517I 


LINE 


'addr' 


DHKBSC505I 


LINE 


•addr' 


DMKBSC52 8I 


LINE 


•addr* 



DATA CK CHD='cm« SNS=«sense« CSW=«CSW» OSEBID= 'userid • 
EQOIP CK CI!D=»cm' SNS=»sense' CSW='csw« aSEBID= • userid • 
INT BEQ 

LOST DATA CHD=« cm* SNS='sense« CSW=«csw» DSEEID=' userid' 
NOT/KNOHN CHD=' cm' SNS='sense' CSW='csw' OSEBID=' userid ' 
OVEBBDN CK CMD='cb' SNS=»sense' CSW='csw' OSEaiD= ' userid • 
TIHEOOT CHD='CB' SNS='sense' CSH='csw' OSEBID=' userid' 



DMKBGA454I LINE addr DISABLED 
DHKNES0U9E LINE addr IN USE 
DHKNET049E LINE addr IN USE 
DMKNES706E LINE addr NOT ENABLED 

DBKCNS454I LINE raddr DISABLED 
DHKDIA056E LINE vaddr BOSY ON userid 

DHKBNH465I LINE TEACE TEBMIHATED DDE TO EEBOB 
DMKD1A055JS LIKE (5) NOT AVAILSBLI CS userid 

DHKLNK115E LINK INVALID; EXCESSIVE INCOEEECT PASSWOBDS 

DHKDDE715E LOCATION bbcchh IS A FLAGGED TEACK 

DMKCF0041E LOGHSG nn DOES NOT EXIST 

DHKHCH615I MACHINE CHECK BECOBDING FAILOBE cpuid 

DMKDDB707E MACHINE CHECK BUN SEBEP AND SAVE ODTPDT FOE CE 
DHKDIB757E MACHINE CHECK BOH SEBEP AND SAVE OOTPOT FOB CE 
DWKFMT732E MACHINE CHECK BOB SEBEP AND SAVE OOTPOT FOE CE 

DHKSCH610H MACHINE CHECK SOPEEVISOB DAMAGE cpuid 

DMKMCH6111I MACHINE CHECK SYSTEM INTEGBITY LOST cpuid 

DMKaCH612W MACHINE CHECK TIMING FACILITIES DAMAGE; EON SEBEP cpuid 



DMKMCT621I 
DMKMCT620I 
DMKMCH617I 
DMKMCH614I 
DMKHCT619I 
DHKMCH62ai 
DHKHCH622H 
DMKMCH619I 
DMKMCT610H 
DMKMCT611W 
DMKMCT612W 
DHKMCH616I 
DMKMCT616I 



MACHINE 
MACHINE 
MACHINE 
MACHINE 
MACHINE 
MACHINE 
MACHINE 
MACHINE 
MACHINE 
MACHINE 
MACHINE 
MACHINE 
MACHINE 



CHECK 
CHECK 
CHECK 
CHECK 
CHECK 
CHECK 
CHECK 
CHECK 
CHECK 
CHECK 
CHECK 
CHECK 
CHECK 



AFFINITY SET OFF cpuid 

ATTACHED PBOCESSOE NOT BEING USED cpuid 

BOFFEB OB DLAT DAMAGE cpuid 

DAMAGED PAGE NOW DELETED cpuid 

EXTEBNAI DAMAGE 

IXTEBNAL DAMAGE cpuid 

MOITIPLE CHANNEL EBBOBS 

OPEBATION TEBMIHATED cpuid 

SOPEEVISOB DAMAGE cpuid 

SYSTEM INTEGBITY LOST cpuid 

TIMING FACILITIES DAMAGE cpuid 

OSEB userid TEBMIHATED cpuid 

OSEE userid TEBMIHATED cpuid 



DMKLOG051E MAXIMDM OSEBS EXCIEDED 

DMKSS007ltE MISSING INTEEEOPT - DEVICE 'raddr' 

DHKCSP253E MODIFY MISSING OB INVALID 

DMKCSa253E MODIFY MISSING OB INVALID 

DHKMCC215E MONITOB ACTIVE; DASTAP CAHNOT BE ENABLED DYNAMICALLY 

DHKHCC213E MONITOB CPTBACE IS ALEEADY ACTIVE 

DMKMCD214E MONTI OB CPTBACE IS NOT ACTIVE 

DMKMCD218E MOHITOB NOT STOPPED, OOTSTAHDING TAPE I/O 

DMKMIA229E MONITOB OCT OF DASD PAGES, IS SHOTTING OFF 

DMKMCC211E MONITOB TAPE IS ALEEADY ACTIVE 

DMKMCD212E MONITOE TAPE IS HOT ACTIVE 

DMKMCC217E MONITOB TAPE HOT STABTED, HO CLASS EHABLED 

DMKIOH561W MOBE THAN 50 MCH CE CCH FBAMES HEBE BEAD FBOM THE SBF CUU 

DMKLOG082E MOBE THAN OHE VHSAVE ABBA ALLOCATED, MOST SPECIFY ABEA NAME 

DMKCFV082E ROBE THAH ONE VMSAVE ABEA ALLOCATED; MOST SPECIFY ABEA NAME 

DMKDDR726E MOVING DATA INTO THE AITEENATE TEACK CYLINDER(S) IS PEOHIBITED 



3QH 
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DHKCDB003E 
DMKCDH003E 
DHKCFG003E 
DMKCF0003E 
DBKCFS003E 
DHKCPS003E 
DHKCPV003E 
DHKCQP003E 
DBKCQB003E 
DHKCSB003E 
DHKCS0003E 
DMKCSP003E 
DMKCST003E 
DHKCSn003E 
DHKDEF003E 
DHKLOG003E 
DHKHCC003E 
DMKHCH003E 
DHKHSGOOSE 
DMKHET003E 
DMKKLE003E 
DHKSPT003E 
DMKTHI003E 
DHKTRA003E 
DHKOS0003E 
DMKVDA003E 



IHVALID 
IN7ALID 
IH?ALID 
IHVALID 
IHVALID 
IHVALID 
IHVALID 
IHVALID 
IHVALID 
IHVALID 
IHVALID 
INVALID 
IHVALID 
IHVALID 
IHVALID 
IHVALID 
IHVALID 
IHVALID 
INVALID 
IHVALID 
INVALID 
INVALID 
IHVALID 
IHVALID 
IHVALID 
INVALID 



OPTION 
OPTION 
OPTION 
OPTION 
OPTIOH 
OPTION 
OPTION 
OPTION 
OPTION 
OPTIOH 
OPTIOH 
OPTIOH 
OPTIOH 
OPTIOH 
OPTIOH 
OPTIOH 
OPTION 
OPTIOH 
OPTION 
OPTIOH 
OPTIOH 
OPTIOH 
OPTION 
OPTIOH 
OPTION 
OPTIOH 



opt ion 
opt ion 
option 
opt ion 
option 
opt ion 
option 
option 
opt ion 
option 
option 
opt ion 
opt ion 
opt ion 
option 
opt ioa 
opt ion 
opt ion 
opt ion 
option 
opt ion 
opt ion 
option 
option 
option 
option 



DMKCPV20UE INVALID PAGE(S) SPECIFIED, V=B AREA 
DHKEND863E IHVALID PARAHETEE - parameter 

DMKCDS012E INVALID PSW - psw 
DHKCPB012E IHVALID PSW - psw 

DHKCDB009E IHVALID RAHGE - range 

DHKCDM009E INVALID RAHGE - range 

DHKCPV009E IHVALID RANGE - range 

DMKHES009E IHVALID RANGE - range 

DHKNET009E INVALID RANGE - range 

DHKVHD009E INVALID RANGE - range 

DMKCDB010E IHVALID REGISTER - register 
DBKCDSOIOE IHVALID REGISTER - register 

DMKVDA077E INVALID REQUEST FOR EIVICE 'nnn' 

DHKCS0008E INVALID SPOOLID - spoolid 
DHKSPT008E INVALID SPOOLID - spoolid 

DMKCPVOOTE INVALID DSERID - userid 
DHKCSP007E INVALID DSERID - userid 
DBKCSD007E INVALID DSERID - userid 

DBKFBT736E 10 ERROR cuu CCHHR = cchhr SENSE = sense 

DaKFBT736E 10 ERROR cuu {CCHHR = cchhr | BLOCK = nnnnnn} SENSE = sense 

DaKDDR705E 10 ERROR CUU CSH csw SENSE sense INPUT bbcchh ODTPDT bbcchh CCH ccw 

DBKDDR705E 10 ERROR cuu CSW csw SENSE sense INPUT {bbcchh| nnnnnn} OUTPUT bbcchh CCW ccw 

DBKDIR755E 10 ERROR cuu CSW csw SENSE sense 

DBKVBI233E I PL OVERLAY ERROR 

DBKVBI234E IPL SENSE ERROR 

DBKVBI230E IPL SIO ERROR 

DMKVai231E IPL TIO EEROl 

DBKVBI232E IPL UNIT ERROR; CSW csw SNS sense 

DBKBCD224E LIBIT BUST BE BETWEEN 10 and 50000 



DBKCPS049E LINE (addr) IN USE 

DBKBSC516I LINE 'addr' BAD SENSE CBD=«cm' SNS=«sense« CSW=«csw' DSERID=' userid • 

DBKBSC502I LINE 'addr' BUSODT CK CBD^'cm' SNS=«sense' CSW='csw« USERID=' userid • 

DBKCNS455I LINE 'addr' CC=3 NOT OPERATIONAL 

DBKRGA455I LINE 'addr' CC=3 HOT OPERATIONAL 

DBKBSC520I LINE 'addr' CHAN EEPOR CBD='cin" SNS=»sense' CSW=»csw« USERID= • userid • 

DBKBSC500I LINE 'addr' CMD REJECT CfiD='Gffl« SNS=« sense' CSW=»csw« DSERID= "userid ' 
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DMKBSC504I LIHE 'addr' DATA CK CMD=«CB« SNS=»sense' CSW=«CSW' OSEBID= "userid • 

DHKBSC503I LINE 'addr' EQUIP CK CHD='cm« SNS='sense' CSW=«csw» DSEBID=«userid' 

DMKBSC501A LINE 'addr* INT HEQ 

DHKBSC527I LINE 'addr* LOST DATA CBD=« cm* SNS='sense« CSW=«csw' aSERID=»userid« 

DMKBSC517I LINE 'addr' NOT/KNOWN CHD=«cb' S»S=«sense» CSW='csw« OSERID=« userid » 

DHKBSC505I LINE 'addr' OVEEBON CK CI!D=«ca» SNS='sense« CSW='csw« OSEHID= • userid • 

DMKBSC528I LINE 'addr' TIMEOUT CMD=«cm» SNS=»sense» CSW=«csw« OSEBID= • userid • 

DMKRGA454I LINE addr DISABLEE 
DMKNES049E LINE addr IN USE 
DMKNET049E LINE addr IN USE 
DMKNES706E LINE addr NOT ENABLEE 

DMKCNS454I LINE raddr DISABLED 
DHKDIA056E LINE Taddr BUSY OH userid 

DHKfiNH465l LINE TRACE TEBMINATED DUE TO EEROR 
DMKDIA055E LINE (S) NOT AVAILABLE ON userid 

DBKLNKIISE LINK INVALID; EXCESSIVE INCOBEECT PASSHOEDS 

DHKDDB715E LOCATION bbcchh IS A FLAGGED TBACK 

DMKCF0041E LOGMSG nn DOES NOT EXIST 

DMKHCe615l MACHINE CHECK BECOEDIHG FAILUEE cpuid 

DMKDDB707E MACHINE CHECK BUN SEBEP AND SAVE OUTPUT FOR CE 
DHKDIR757E MACHINE CHECK BUN SEBEP AND SAVE OUTPUT FOR CE 
DMKFMT732E MACHINE CHECK RUN SEBEP AND SAVE OUTPUT FOR CE 

DMKHCH610W MACHINE CHECK SUPERVISOR DAMAGE cpuid 

DMKMCH611ir MACHINE CHECK SYSTEM INTEGRITY LOST cpuid 

DMKaCH612W MACHINE CHTCK TIMING FACILITIES DAMAGE; BUN SEREP cpuid 



DMKMCT621I 
DMKMCT620I 
DMKHCH617I 
DMKMCH614I 
DMKMCT619I 
DHKMCH624I 
DMKMCH622W 
DMKMCH619I 
DMKMCT610H 
DMKMCT611H 
DMKHCT612W 
DMKMCH616I 
DMKMCT616I 



MACHINE 
MACHINE 
MACHINE 
MACHINE 
MACHINE 
HACHINS 
MACHiNE 
MACHINE 
MACHINE 
MACHINE 
MACHINE 
MACHINE 
MACHINE 



CHECK 
CHECK 
CHECK 
CHECK 
CHECK 
CHECK 
CHECK 
CHECK 
CHECK 
CHECK 
CHECK 
CHECK 
CHECK 



AFFINITY SET OFF cpuid 

ATTACHED PROCESSOR NOT BEING USED cpuid 

BUFFER OR DLAT DAMAGE cpuid 

DAMAGED PAGE NOW DELETED cpuid 

EXTERNAL DAMAGE 

EXTBRiJAL EAMAGB cpuid 

MULTIPLE CHANNEL ERRORS 

OPERATION TERMINATED cpuid 

SUPERVISOR DAMAGE cpuid 

SYSTEM INTEGRITY LOST cpuid 

TIMING FACILITIES DAMAGE cpuid 

USER userid TERMINATED cpuid 

USER userid TERMINATED cpuid 



DMKLOG051E MAXIMUM USERS EXCEEDED 

DMKSSU07£tE MISSING INTERRUPT - DEVICE 'raddr' 

DMKCSP253E MODIFY HISSING OR INVALID 

DMKCSU253E MODIFY MISSING OR INVALID 

DMKMCC215E MONITOR ACTIVE; DASTAP CANNOT BE ENABLED DYNAMICALLY 

DMKMCC213E MONITOR CPTBACE IS ALEEADY ACTIVE 

DMKMCD214E MONTIOB CPTRACE IS NOT ACTIVE 

DMKMCD218E MONITOR NOT STOPPED, OUTSTANDING TAPE I/O 

DMKMIA229E MONITOR OUT OF DASD PAGES, IS SHUTTING OFF 

DMKMCC211E MONITOR TAPE IS ALREADY ACTIVE 

DMKHCD212E MONITOR TAPE IS NOT ACTIVE 

DMKMCC217E MONITOR TAPE NOT STARTED, NO CLASS ENABLED 

DMKIOH561W MORE THAN 50 HCH CR CCH FRAMES HEBE READ FROM THE SEF cuu 

DMKLOG082E MORE THAN ONE VMSAVE AEEA ALLOCATED, MUST SPECIFY ABBA NAME 

DMKCFV082E MORE THAN ONE VMSAVE ABEA ALLOCATED; MUST SPECIFY AREA NAME 

DMKDDR726E MOVING DATA INTO THE ALTERNATE TRACK CYLINDER (S) IS PROHIBITED 
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DMKSST073E HSS DEVICE NOT AVAIiaslE - REAS05 CODE xx 

DMKSSS078I HSS MOUNT PROCEEDING PCE TOLOHE 'volid* 

DBKLNK281I HSS VOL $ NOT LINKED; DEKNT IN PROCESS, RETRY 

DMKSST078I HSS KODNT PROCEEDING FOR VOLUME 'volid* 

DHKHES175E NETWORK TRACE ALREADY IN USE BY userid 

DHKCPS190I NO AFFINITY SPECIFIED IN THE DIRECTORY 

DMKCLK437E NO DASD SPACE AVAILABLE - IPL TERMINATED 

DMKRHD853I NO DUMP FILES EXIST 

DMKLOG080E NO PREALLOCATED VKSAVE AREA 

DMKCFVOBOE HO PREALLOCATED VMSAVI AREA 

DHKDDR723E NO VALID CP NUCLEUS ON THE INPUT UNIT 

DMKDDR716R NO VOLl LABEL FOUND [FOE volser] DO YOU WISH TO CONTINUE? EESPOSD YES OS SO OH EE5EAD: 

DHKHRH920I NO WARH START DATA; CKPT START FOR RETRY 

DMKDIR760E NOT ENOUGH SPACE ALLOCATED FOR DIRECTORY 

DMKDDR712E NUMBER OF EXTENTS EXCEEDS 20 

DHKDDR703E OPERAND MISSING 
DHKDIR753E OPERAND HISSING 

DHKCDB026E OPERAND MISSING OR INVALID 

DMKCDS026E OPERAND MISSING OR INVALID 

DMKCFC026E OPERAND MISSING OR INVALID 

DMKCFD026E OPERAND MISSING OR INVALID 

DMKCFG026E OPERAND MISSING OR INVALID 

DMKCFH026E OPERAND MISSING OE INVALID 

DMKCFO026E OPERAND HISSING OR INVALID 

DMKCFS026E OPERAND MISSING OR INVALID 

DMKCFT026E OPERAND MISSING OR INVALID 

DHKCPB026E OPERAND MISSING OR INVALID 

DMKCPS026E OPERAND MISSING OR INVALID 

DMKCPV026E OPERAND MISSING OR INVALID 

DHKCQR026E OPERAND MISSING OR INVALID 

DMKCQY026E OPERAND MISSING OR INVALID 

DHKCSB026E OPERAND MISSING OR INVALID 

DMKCSP026E OPERAND HISSING OR INVALID 

DMKCST026E OPERAND HISSING OR INVALID 

DMKCSU026E OPERAND MISSING OR INVALID 

DMKDEF026E OPERAND MISSING OR INVALID 

DMKMCC026E OPERAND MISSING OR INVALID 

DMKHCD026E OPERAND HISSING OR INVALID 

DHKMCH026E OPERAND MISSING OR INVALID 

DMKNES026E OPERAND MISSING OR INVALID 

DMKNET026E OPERAND HISSING OE INVALID 

DHKNLD026E OPERAND MISSING OR INVALID 

DHKSPM026E OPERAND MISSING OR INVALID 

DHKSPS026E OPERAND HISSING OR INVALID 

DMKSPS026E OPEEAND MISSING OR INVALID 

DMKTHI026E OPERAND MISSING OR INVALID 

DMKTRA026E OPERAND HISSING OR INVALID 

DHKDDR725R ORIGINAL INPUT DEVICE WAS (IS) LAEGER THAN OUTPUT DEVICE. DO YOU WISH TO CONTINUE? 
RESPOND YES OR NO: 

DMKDDR718E OUTPUT UNIT IS FILE PROTECTED 

DMKDDR722E OUTPUT UNIT NOT PROPERLY FORMATTED FOR THE CP NUCLEUS 

DHKDDR713E OVERLAPPING OR INVALID EXTENTS 

DMKFHT740E PACK HOUNTED IS 3340-35, NOT 3340-70. MOUNT ANOTHER OR RESPECIFY 

DHKCPV165I PAGE hexloc NOT LOCKED; SHARED PAGE 

DMKCFH435E PAGING ERROR WRITING SAVED SYSTEM 

DMKCFP435E PAGING ERROR WRITING SAVED SYSTEM , 

DMKSNC435E PAGING ERROR WRITING SAVED SYSTEM 

DMKCFGl7aE PAGING I/O ERROR; IPL FAILED 

DMKVMD038E PARAMETER parameter FOR option OPTION MISSING OR INVALID 
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DHKCFG177E P&EH EXCEEDS 64 CHARiCTEFS 

DMKLOG050E PASSWORD INCORRECT 

DMKCKS915E PERMANENT I/O ERROR ON CHECKPOINT CYLINDER 

DHKCPD191E PROCESSOR nn DOES NOT EXIST 

DMKCP019ai PROCESSOR nn OFFLINE 

DHKCP0193I PROCESSOR nn ONLINE 

DMKDDH756E PROGRAM CHECK PSH = psw 

DMKDIE756E PROGRAM CHECK PSW = psw 

DMKFHT756E PROGRAM CHECK PSW = psw 

DMKRSE242E PRT cuu (3800) INTERVENTION RECQD, STATOS CODE cc 

DMKVDA142E PRT cuu NOT DRAINED 

DMKRSE240E PRT cuu, FCB-FORMS MISMATCH, FILEID nnnn {HELD|POFGED} 

DMKTCS240E PRT cuu, FCB-FORMS MISMATCH, FILEID nnnn {HELDj PORGED} 

DSKE3E252I PET cuu, FILE nnnn HIQUEUED AND HELP 

DMKRSE241E PRT cuu, INVALID LOAD MODULE mmnm SPECIFIED, FILE nnnn {HELD| PORGED} 

DMKTCS241E PRT cuu, INVALID LOAD MODULE DmmB SPECIFIED, FILE nnnn {HELD | PURGED} 

DMKRSE255I PET cuu, PAGE BDFFEE DESTROYED, BACKUP PAGE COUNT = nnnn 

DMKRSP428E PRT raddr SPOOL ERROR; FILE HELD 

DMKAC0425A PUN cuu ACCOUNTING DATA; FATAL I/O ERROR 

DMKRSP428E PUN raddr SPOOL EBBOR; FILE HELD 



DHKCFD021E 


EADDP 


MISSING 


OR 


INVALID 


DMKCF0021E 


RADDR 


MISSING 


OR 


INVALID 


DMKCPS021E 


RADDR 


MISSING 


OR 


INVALID 


DHKCPU021E 


RADDR 


HISSING 


OR 


INVALID 


DMKCPV021E 


RADDR 


MISSING 


OR 


INVALID 


DMKCQP021E 


RADDR 


MISSING 


OR 


INVALID 


DHKCSB021E 


RADDR 


MISSING 


OR 


INVALID 


DHKCSO021E 


RADDF 


HISSING 


OB 


INVALID 


DMKMCC021E 


EADDF 


MISSING 


OR 


INVALID 


DMKMCD021E 


RADDR 


MISSING 


OR 


INVALID 


DHKNES021E 


BADDB 


MISSING 


OR 


INVALID 


DMKHET021E 


FADDP 


MISSING 


OR 


INVALID 


DMKNLD021E 


RADDR 


MISSING 


OR 


INVALID 


DMKNLE021E 


RADDR 


MISSING 


OB 


INVALID 


DHKSPT021E 


RADDR 


MISSING 


OB 


INVALID 



DMKVDA021E BADDR MISSING OR INVALID raddr 

DHKVDD021E BADDB HISSING OB INVALID raddr 

DMKRSE505A RDR 'addr' OVERRUN CK CHD=»cb' SNS=« sense' 

DHKRSPtl34A RDR raddr FATAL I/O EFBOB; FILE PURGED 

DMKBSP431A RDR raddr ID CARD MISSING OR INVALID 

DMKRSPa32A RDR raddr ID CARD; 'userid' NOT IN CP DIRECTORY 

DMKRSP433A EDB raddr ID CARD; INVALID DATA - 'data' 

DMKRSP428E RDR raddr SPOOL ERROR; FILE PURGED 

DMKRSP426E RDR raddr SPOOL SPACE FULL; FILE PURGED 

DMKVSP429I RDR vaddr SPOOL EBROR; FILE HELD 

DMKDDR714E RECORD bbcchh NOT FOUND ON TAPE 

DMKDDH721E RECORD cchhr NOT FOUND 

DMKDDR721E RECORD {cchhr | nnnnnn} NOT FOUND 

DMKNHT257E RESIDUAL BYTE COUNT = nnnnnnnn (HEX) 

DMKCFH3 00E SAVE REQUEST BEYOND VIRTUAL MACHINE SIZE 

DMKCFV063E SHADOW TABLE BYPASS; NOT SET 

DMKVAT064E SHADOW TABLE BYPASS; BESET 

DMKCDS161E SHAEED PAGE hexloc ALTEBED bf userid 

DMKVMA161E SHARED PAGE hexloc ALTEBED BY userid 

DMKATS181E SHAEED SYSTEM name REPLACED WITH NON-SHARED COPY 
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DMKSPH804E SINGLE PROCESSOR MODE OH REJECTED 
DHKSPM805E SINGLE PROCESSOR HODl CFP REJECTED 
DHKSPM808I SINGLE PROCESSOR BODE ACTIVE 

DMKMCH613I SOFT HACHINE CHECK RECORDING DISABLED cpaid 

DMKNHT248E SPECIFIED IMAGE imag NON-EXISTENT 

DMKCF0188E SPECIEJED PROCESSOR UNAVAILABLE 

DMKCFS188E SPECIFIED PROCESSOR DNAVAILABLE 

DMKL0G188E SPECIFIED PROCESSOR DNAVAILABLE 

DaKCQG0S|2E SPOOLID nnnn DOES NOT EXIST 
DMKCST042E SPOOllD nnnn DOES NOT EXIST 
DMKCSD042E SPOOLID nnnn DOBS NOT EXIST 

DMKCQG027E SPOOLID HISSING OR INVALID 
DHKCST027E SPOOLID MISSING OR INVALID 
DMKCS0027E SPOOLID MISSING OR INVALID 

DMKI0H559W SRF cuu NOT ACCESSIBLE; FRAMES NOT ON ERROR CYLINDERS 

DMKHCD223E START TIME MOST PRECEDE STOP TIME 

DHKDIR752E STATEMENT SEQUENCE ERROR FOLLOWING USER user 

DMKCPI957I STOR sssssK, NUC nnnK, DYN dddddK, TRA tttK, FREE ffffK, V=R VTVVVK 

DMKDEF09ttE STORAGE EXCEEDS ALLOWED MAXIHOH 
DMKDEF025E STORAGE MISSING OR INVALID 

n*nrcDSl63E STORE EXCEEDS MAXIMUM REGISTER 

DHKHCC216E SYSPROF CLASS REQUIRES SCHEDULE AND DASTAP 

DMKSAV353W SYSRES DEVICE TYPE INVALID 

DHKCFG172E SYSTEM name DASD vaddr INCOMPATIBLE SYSRES 
DMKCFH172E SYSTEM name DASD vaddr INCOMPATIBLE SYSRES 

DMKCFG0a4E SYSTEM name DOES NOT EXIST 

DHKCFH0U4E SYSTEM name DOES NOT EXIST 

DMKCFS0U4E SYSTEM name DOES NOT EXIST 

DMKNLDOaaE SYSTEM name DOES NOT EXIST 

DMK3NC044E SYSTEM name DOES NOT EXIST 

DMKSNC178E SYSTEM name EXCEEDS AVAILABLE DASD SPACE 



DMKCFG170E SYSTEM name EXCEEDS STORAGE 

DMKCFH170E SYSTEM name EXCEEDS STORAGE 

DMKCFS170E SYSTEM name EXCEEDS STORAGE 

DMKNLD170E SYSTEM name EXCEEDS STORAGE 

DMKCFG173E SYSTEM name REQUIRES EASD vaddr 
DMKCFH173E SYSTEM name REQUIRES DASD vaddr 

DMKCFG179E SYSTEM name VOLID volid NOT CP OWNED 
DMKCPH179E SYSTEM name VOLID Volid HOT CP OWNED 
DMKCFP179E SYSTEM name VOLID volid NOT CP OWNED 
DMKCFS179E SYSTEM name VOLID volid HOT CP OWNED 
DMKSNC179E SYSTEM name VOLID volid NOT CP OWNED 

D«KCF<;171E SYSTEM name VOLID TOlid HOT MOUNTED 

DMKCFH171E SYSTEM name VOLID volid NOT MOUNTED 

DMKCPS171E SYSTEM name VOLID volid NOT MOUNTED 

DMKNLD171E SYSTEM name VOLID volid NOT MOUNTED 

DMKSNC171E SYSTEM name VOLID volid NOT MOUNTED 

DMKCKSaOOI SYSTEM CHECKPOINT AREA FULL 
DHKCKS401I SYSTEM CHECKPOINT AREA 90 PERCENT FULL 
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DMKDMP909M SYSTEM DUMP DEVICE KOT-HEADY 

DI!KDIfP907H SYSTEM DUMP FAIIDBE; FATAL I/O ERROR 

DMKDMP906W SYSTEM DOMP FAIIOBE; MACHINE CHECK, ROH SEREP 

DMKDHP905W SYSTEM DOMP FAIIDBE; PROGRAM CHECK 

DMKDMP908I SYSTEM FAILURE; CODE - code 



DMKCKP902W 
DMKCKP922W 
DMKWRM904W 
DMKCKP901W 
DMKCKP900i 
DMKHRM921W 
DMKCKS903W 
DMKCKS912W 
DNKWRH912H 
DMKCKP910W 
DMKCKP911H 



SYSTEM 
SYSTEM 
SYSTEM 
SYSTEM 
SYSTEM 
SYSTEM 
SYSTEM 
SYSTEM 
SYSTEM 
SYSTEM 
SYSTEM 



RECOVERY 
RECOVERY 
RECOVERY 
RECOVERY 
RECOVERY 
RECOVERY 
RECOVERY 
RECOVERY 
RECOVERY 
RECOVERY 
RECOVERY 



FAILURE 
FAILURE 
FAILURE 
FAILURE 
FAILURE 
FAILURE 
FAILURE 
FAILURE 
FAILURE 
FAILURE 
FAILURE 



FATAL I/O ERROR-{HUCL CYL|WARM CYL} 

INVALID SPOOLING DATA 

INVALID HARM START DATA 

MACHINE CHECK, RUN SEREP 

PROGRAM CHECK 

UNRECOVERABLE I/O ERROR 

VOLID 'volid* ALLOCATION ERROR CYLINDER 

VOLID 'volid* NOT MOUNTED 

VOLID 'volid' NOT MOUNTED 

INVALID WARM START CYLINDER 

WARM START AREA FULL 



'cylinder' 



DMKCKP961W SYSTEM SHUTDOWN COMPLETE 

DMKCPI961W SYSTEM SHUTDOWN COMPLETE 

DMKPGT400I SYSTEM TEMP SPACE FULL 

DHKPGT401I SYSTEM TEMP SPACE 90 PERCENT FULL 

DMKCKP960I SYSTEM WARM START DATA SAVED 

DMKCPI960I SYSTEM WARM START DATA SAVED 



DMKTAP516I 
DMKTAP502I 
DHKTAP520I 
DMKTAP500I 
DHKTAP511I 
DMKTAP523I 
DMKTAP510I 
DMKTAP526I 
DMKTAPSOaD 
DMKTAP503I 
DMKTAP522I 
DMKT&P513I 
D MKT AP501 A 
DMKTAP512I 
DMKTAP521I 
DMKTAP517I 
DMKTAP505D 
DMKTAP519I 
DMKTAP518I 



TAPE 
TAPE 
TAPE 
TAPE 
TAPE 
TAPE 
TAPE 
TAPE 
TAPE 
TAPE 
TAPE 
TAPE 
TAPE 
TAPE 
TAPE 
TAPE 
TAPE 
TAPE 
TAPE 



addr 
addr 
addr 
addr 
addr 
addr 
addr 
addr 
addr 
addr 
addr 
addr 
addr 
addr 
addr 
addr 
addr 
addr 
addr 



BAD SENSE CMD=«C»« SNS= 
BUSOUT CK CHD=»C!B« SHS= 
CHAN ERROR CHD=«cb' SNS 
CMD REJECT CMD='CB» SNS 
COMPAT CK CMD=«CB" SNS= 
CONTROL CK CHD='cb« SNS 
CONVERT CK CMD='CB« SNS 
DSE FAILEE CMD='cb« SNS 
DATA CK CMD=«CB« SNS=«s 
EQUIP CK CMD=«CB« SNS=« 
ERASE CK CHD=«CB' SNS=' 
FILE PROT CMD='CB' SHS= 
1ST SE*^ 

LOAD POINT CHD='CB' SNS 
NO DEVICE CMD=»C»« SNS= 
NOT/KNOWN CHD='CB' SNS= 
OVERRUN CK CMD=«CB« SNS 
PE BURST CMD='CB« SNS=« 
RECV ERROR CMD='CB» SNS 



DMKSPS014E TAPE raddr DUMP TAPE CAPACITY EXCEEDED 



DMKSPS037E TAPE raddr INVALID FCR STORAGE COMMAND 
DMKSPS037E TAPE raddr INVALID FOR STORAGE COMMAND 

DHKRND851I TEN DUMP FILES ALREADY EXIST 

DMKVDA086E THE 'volid' PARAMETER IS INVALID 

DMKMCD222E TIME PARAMETER SPECIFIES INVALID TIME 

DMKCFS187E TIMER ASSIST NOT AVAILABLE 

DMKVDA076E THE 'volid' PARAMETER IS INVALID 

DMKCLK970W TOD CLOCK SYNC CHECK RECEIVED 

DMKTRA180W TRACE NOT IN EFFECT 

DMKRSP430A TYPE raddr FATAL I/O ERROR; NOW OFFLINE, FILE HELD 
DMKVDD143E TYPE raddr IN USE BY SYSTEM 
DMKVDD142E TYPE raddr NOT DRAINED 




308 



IBM VH/370 Systeni Hessaqes 



DHK 



DMKVDai34E TYPE vaddr HOT ATTACHED; CHAN x DEDICATED 
DBKVDA135E TYPE vaddr NOT DETACHED; CHAN x DEDICATED 
DMKVDD135E TYPE vaddr NOT DETACHED; CHAN X DEDICATED 

DHKFMT73UE TYPE OB CYL INVALID 
DHKFMT734E TYPE OR {CYL | PAG} INVALID 

DHKCPI953I UNABLE TO ALLOCATE SYSTEM AOTO DDHP 
DSKRNDSSOI ONABLE TO HEAD DDHP EECM HEADER 

DMKLNK117E DSERID userid NOT LINKED; VOLID volid CONFLICT 
DBKLNK119E USERID ?addr NOT LINKED* INSUFFICIENT FREE STORAGE 
DMKLNK116E USEBID XXX NOT LINKED; CP DIBECTOBY IN USE 



DMKCFOu20E 
DHKCPV020E 
DHKCQG020E 
DMKCQP020E 
DMKCQR020B 
DMKCQY020E 
DHKCSP020E 
DMKCSU020E 
DMKDIA020S 
DHKLNK020E 
DMKLOG020E 
DHKHSG020E 
DHKQVM020E 
DMKUS0020E 
DMKVDA020E 
DMKVDD020E 
DMKVMD020E 



USEBID 
USERID 
DSERID 
USERID 
USERID 
USERID 
USERID 
USERID 
USERID 
USERID 
USERID 
USERID 
USERID 
USERID 
DSERID 
USERID 



MISSING 
MISSING 
MISSING 
MISSING 
HISSING 
MISSING 
MISSING 
MISSING 
MISSING 
HISSING 
MISSING 
MISSING 
MISSING 
MISSING 
MISSING 
MISSING 



UK XnVALJ.JJ 

OH INVALID 
OB INVALID 
OB INVALID 
OB INVALID 
OR INVALID 
OR INVALID 
OB INVALID 
OE INVALID 
OB INVALID 
OB INVALID 
OE INVALID 
OB INVALID 
OB INVALID 
OR INVALID 
OR INVALID 
OR INVALID 



DSKJRL145I DSERID:userid AT term-raddr WITH INVALID {LINK| LOGON} 
VIOLATED THE LIMIT OF yyy [A=auserid} 

DHKCFG203E V=E ABEA REQUIRES IPL BY DEVICE ADDRESS 
DMKCPV203E V=R AREA REQUIRES IPI BY DEVICE ADDRESS 



PASSWORD NO. XXX (pswd) HAS 



DMKCFD022E 


VADDR 


MISSING 


OE 


INVALID 


DMKCFG022E 


VADDE 


HISSING 


OR 


INVALID 


DMKCPB022E 


VADDR 


MISSING 


OB 


INVALID 


DHKCQG022E 


VADDR 


MISSING 


OR 


INVALID 


DMKCQP022E 


VADDR 


MISSING 


OR 


INVALID 


DMKC3B022E 


VADDR 


MISSING 


OE 


INVALID 


DMKCSP022E 


VADDR 


HISSING 


OR 


INVALID 


DMKCST022E 


VADDR 


MISSING 


OR 


INVALID 


DHKDEF022E 


VADDR 


MISSING 


OR 


INVALID 


DMKDIA022E 


VADDR 


MISSING 


OR 


INVALID 


DMKLNK022E 


VADDR 


MISSING 


OR 


INVALID 


DMKVMI022E 


VADDR 


HISSING 


OE 


INVALID 



DMKVDA022E VADDE HISSING OB INVALID vaddr 
DMKVDD022E VADDE MISSING OE INVALID vaddr 

DMKCPS192E VARY PROCESSOB COMMAND FAILED 
DMKCPU192E VABY PBOCESSOE COHMANE FAILED 

DMKCPV176E VIET=EEAL ABEA IN USE BY userid 

DMKBLD200E VIET=BEAL ABEA NOT AVAILABLE; IN USE BY {userid ( SYSTEM} 
DMKBLD201E VIET=EEAL ABEA NOT AVAILABLE; DAMAGED PAGES 

DMKBLD202E VIRT=BEAL ABEA NOT AVAILABLE; INSUFFICIENT STORAGE 
DMKCPV202E VIBT=EEAL ABEA NOT AVAILABLE; INSUFFICIENT STOEAGE 

DHKCFS183E VH ASSIST NOT ACTIVE 

i>MKCFSt84E V» AiSSIS^ NOT iVAILlBLE 

DMKCF0184E VM ASSIST NOT AVAILABLE [ON PBOCESSOE proc addr] 

DMKCFG083E VMSAVE ABEA DOES NOT CONTAIN A VALID SAVED SYSTEM 
DMKLOG081W VMSAVE ABEA CONTAINS A SAVED SYSTEM, MUST USE SET COMMAND 
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DBKVDA023E VOLID HISSING OB INVALID 

DMKDIB761E VOLID BEAD IS volidi NOT volid2 

DMKFHT733E VOLID BEAD IS volidi NOT ▼olid2 

DMKDDB711B VOLID BEAD IS volid2 [NOT volidi] DO YOO WISH TO CONTINUE? BESPOND YES NO OB BEBEAD: 

DHKDDE709E WBONG INPUT TAPE MOUNTED 

DaKCF0255H 370E FEATUBE NOi EISABIED 

DMKCFS251E 370E IS NOT ACTIVE 
DBKL0G251E 370E IS NOT ACTIVE 

DBKCFO250E 370E IS HOT AVAILABLE (ON PROC XX) 
DHKCFS250E 370E IS NOT AVAILABLE (ON PROC XX) 
DMKLOG250E 370E IS NOT AVAILABLE (ON PROC XX) 

DHKNMT2a7l 3800 NAMED SYSTEM imag3800 CREATED 
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CMS Message Summary 

DHSBDC702I [READ CONTROL CARD MISSIHG. FOLLOWING ASSOHED: ] :READ {fn ft fB|READCARD CHS0T1 Al} 

DHSBTP108E /SET CARD FORMAT INVALID 

DHSTPE115S {CONVERSION! {7 I 9} -TRACK I {80016250} BPI (TRANSLATION | DUAL- DENSITY} FEATURE NOT SOPPOSTED 

ON DEVICE 'cun' 

DMSBTP109E {CPD| PRINTER! PUNCH} LIBIT EXCEEDED 

DHSDOSmOS {FEOVD|SEOV|FEOV} HACEO NOT SUPPORTED 

DHSSVT120S fINiOUT}PnT ERROR 'code' ON 'ddname' 

DHSSCT120S {IN/00T}PUT ERROR 'code* ON • ddnaae' 

DHSXCP411S {IN PUT I OUTPUT} IBRCE CODE 'nn' ON 'SYSxxx' 

DHSCPY002E {INPUTI OVERLAY} FILE • f n ft* NOT FOUND 

DMSFRE16UT {LOW | HIGH} -CORE NUCLEUS STORAGE POINTERS DESTROYED (INTERNAL ERROR CODE nn) . 

DHSFRE163T {LOW | HIGH} -CORE USER CHAIN HAS BEEN DESTROYED (INTERNAL ERROR CODE nn) . 

DHSDLB323I {MASTER | JOB} CATALOG DIEI CLEARED 

DHSCI0113S {READER [PUNCH} NOT ATTACHED 

DHSB0P113S {TAPnImode (cua)} HOT ATTACHED 

DHSASN113S {TaPn|mode|READFR|PUNCH| PRINTER} (cuu) NOT ATTACHED 

DHSAMS113S {TAPINITAPOUT} (addr) NOT ATTACHED 

DHSINT015E {UNKNOWN {CP/CHS | CHS |CP} |INVALID {CMS | SUBSET}} COMMAND 

DMSUPD184W «./ S« NOT FIRST CARD IN UPDATE FILE — IGNORED 



DHSACC726I 
DHSACC059E 
DMSF0R114S 

DHSDLB322I 
DHSXCPn3S 
DHSM0D114E 

DMSDLB308E 
DHSBOP308E 

DHSVGN367I 
DMSVPD3 67I 

DHSFOR732I 
DHSFOR732I 

DMSAMS066E 
DHSASN066E 
DMSCPY066E 
DMSDLB066E 
DHSDSV066E 
DMSFLD066E 
DMSLBD066E 
D.MSLST066E 
DMSUPD066E 

DMSAMS065E 
DMSASN065E 
DHSCPY065E 
DMSDLB065E 
DHSDSV065E 
DMSFLD065E 
DHSLBD065E 
DMSUPD065E 

DMSDSV026W 
DMSIFC825E 

DMSITS139T 
DHSITS13BT 

DMSCLS140S 
DMSCPY156E 
DMSABN153W 



cuu mode* RELEASED 

cua* ALREADY ACCESSED AS READ/WRITE 'aode* DISK 

cuu' IS AN UNSUPPORTED DEVICE TYPE 

ddname* NOT FOUND: NO CLEAR EXECUTED 

device (cuu) • NOT ATTACHED 

fn ft fm' NOT LOADED; CMS/DOS ENVIRONMENT [NOT] ACTIVE 

mode* DISK IN [ NON- ]CBS FORMAT: INVALID FOR [NON-]CMS DATASET 
mode' DISK IN CBS FCRHAT; INVALID FOR NON-CMS DATASET 



modulenaue TEXT' WRITTEN ON DISK 
Bodulename TEXT* WRITTEN OS DISK 



nnn* {CYLINDERS | FB-512 BLOCKS} FORMATTED ON DISK •mode(cuu)* 
nnn* CYLINDERS FORBATTED ON DISK •mode(cuu)' 



option 
option 
option 
option 
option 
option 
option 
option 
option 

option 
option 
option 
option 
option 
option 
option 
option 



AND 
AND 
AND 
AND 
AND 
AND 
AND 
AND 
AND 



'option 
•option 

* option 
'option 

* option 
'option 

* option 
•option 

* option 



ABE 
ARE 
ARE 
ARE 
ARE 
ARE 
ARE 
ARE 
ARE 



OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 



SPECIFIED 
SPECIFIED 
SPECIFIED 
SPECIFIED 
SPECIFIED 
SPECIFIED 
SPECIFIED 
SPECIFIED 



CONFLICTING 
CONFLICTING 
CONFLICTING 
CONFLICTING 
CONFLICTING 
CONFLICTING 
CONFLICTING 
CONFLICTING 
CONFLICTING 

TWICE 
TWICE 
TWICE 
TWICE 
TWICE 
TWICE 
TWICE 
TWICE 



OPTIONS 
OPTIONS 
OPTIONS 
OPTIONS 
OPTIONS 
OPTIONS 
OPTIONS 
OPTIONS 
OPTIONS 



phase' NOT IN LIBRARY 

CLEAR* IS VALID ONLY WHEN SPECIFIED BY ITSELF 

DMSKEY RESET* FROH addr UNDERFLOWS KEY STACK 

DBSKEY' CALL FROM addr OVERFLOWS KEY STACK, WITH MAX DEPTH 7< 

FEOVISEOV* MACRO NOT SUPPORTED 

FROM nnn' NOT FOUND - FILE • f n ft fm' HAS ONLY 'nnn' RECORDS 

HX» DURING ABEND PROCESSING WAS IGNORED 
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DMSCPI101S 
DMSSYN066E 
DMSDLB301E 

DMSTLB425R 
DBSCLS429I 
DMSSEB429I 
DMSTLB427I 
DHSTLB428I 
DMSTLB421E 
DMSTLB43aE 
DMSTLB0II3E 
DMSTLB430E 
DMSTLB436I 
DMSCLS113S 
DMSTLB113S 
DMSTLB424E 
DMSTLB437I 
DHSTLBlt23I 

DMSTLB422E 
DHSTLB426R 
DMSTLB432E 
DMSTLB431E 
DMSTPE431E 
DHSTPE043E 



SPECS' TEMP STRING STORAGE EXHAUSTED AT ' 
STD« AND 'NOSTD' ARE CONFLICTING OPTIONS 
SYSXXX' NOT ASSIGNED FOB DISK • f B' 



TAPn 
TAPn 
TAPn 
TAPn 
TAPn 
TAPn 
TAPn 
TAPn 
TAPn 
TAPn 
TAPn 
TAPn 
TAPn 
TAPn 
TAPn 
AFTER 
TAPn 
TAPn 
TAPn 
TAPn 
TAPn 
TAPn 



cuu 
cuu 
cuu 
cuu 
cuu 
cuu 
cuu 
cuu 
cuu 
cuu 
cuu 
cuu 
cuu 
cuu 
cuu 
E« 
cuu 
cuu 
cuu 
cuu 
cuu 
(cuu) 



ENTER 'IGNORE* OS 'CANCEL' 



BLOCK CCDNT ERROR FOR 'filename' 

EOT ON ODTPOT 

EOT ON CDTPDT 

E0V1 LABEL BEAD 

E0V1 LABEL WRITTEN 

HDR1 LABEL MISSING FOR 'filename' 

INPDT LABEL CHECK ERROR FOR FILE 'filename' 

IS FILE PROTECTED 

LABILDEF INFORMATION MISSING FOR FILE 'filename' 

MISSING OSER STANDARD LABEL FOR 'ddname' 

NOT ATTACHED 

NOT ATTACHED 

NOT POSITIONED AT E0F1 LABEL 

HSL HGCTISE EETORSED AN ERROR CODE 'nnnnnn' FOB 'filsnaae' 
POSITIONED PASAHETEE IGNORED. OOTPOT FILE WILL BE WRITTEN 
V0L1 LABEL 

)• POSITIONED WRONG FOR 'filename' 
)• UNEXPIRED FILE ENTER 'IGNORE' OR 'ERROR' 

)• VOLID volia DOES NOT MATCH LABELDEF VOLID FOR 'filename' 
)' V0L1 LABEL HISSING 
) ' V0L1 LABEL HISSING 
• IS FILE PROTECTED 



IMMEDIATELY 



DMSLI0203W "SET LOCATION COUNTER" NAME 'name' UNDEFINED 



DHSVGN368I 
DMSVPD368I 

DMSACC725I 
DMSF0R113S 
DMSACC724I 

DHSITPiaiT 
DHSITP142T 
DHSITP143T 
DMSITPntT 

DHSACC723I 
DMSACC113S 

DMSABN149T 
DMSABN150W 



count NEW PTF DECKS WILL BE APPLIED, 
count NEW PTF DECKS WILL BE APPLIED 

cuu ALSO = 'moae' [-OS|-DOS] DISK 

cuu NOT ATTACHED 

cuu PEPLACES mode (ecu) 

exception EXCEPTION OCCUEBED AT addr IN ROUTINE callee 

exception EXCEPTION OCCURRED AT addr IN ROUTINE routine DURING 'SPIE' EXIT ROUTINE 

exception EXCEPTION OCCUBBED AT addr in SYSTEM BOUTINE callee. 

exception EXCEPTION OCCUBBED AT addr IN BOUTINE callee WHILE 'UFDBUSY' = xx. 

mode (cuu) {B/0|B/W} [-OS|-DOS] 
mode (cuu) NOT ATTACHED 

nnn (HEX xxx) DOUELEWOEDS OF SYSTEM STORAGE HAVE BEEN DESTROYED. RE-IPL CMS 
nnn (HEX xxx) DOUBLEWCBDS OF SYSTEM STOBAGE WERE NOT BECOVERED 



DMSSET333E nnnnnK PARTITION TOO LAEGE FOB THIS VIRTUAL MACHINE 



DMSITS140T 
DMSVGN363I 



routine ROUTINE CALLEE FROM addr DID DMSKEY WITH NO RESET, 
sysname DOSLIB CREATED ON DISK 'A'. 



DMSEDI076E ACTUAL EECORD LENGTH EXCEEDS THAT SPECIFIED 



DMSINI610R 
nuciTiiTfil np 



ALSO IPL {CYLIBLK} 0? {YES|NO} 
ALSO IPL CYLIHDIB 0? {YES! NO} 



DHSVMF383R 
DMSVPD3 83R 



APPLY 'fn'? ...ENTER 'NO' OB EOB: 
APPLY 'fn'? ...ENTEB 'NO' OB EOB: 



DHSIFC829W ATTEMPTED 'ZERO' WAS SUPPRESSED. REQUIRES PRIVILEGE CLASS F 

DMSZAP195W BASE VALUE INVALID - SET NO GO SWITCH 

DMSBTB101E BATCH NOT LOADED 

DMSMVE130S BLGCKSIZI ON V FORMAT FILE ddname IS LESS THAN 9 

DMSSRV19US BOOK 'SUbl.book' CONTAINS BAD BECORDS 
DMSSBV004E BOOK 'subl.book' NOT FOUND 
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DJ5SITS137T CALL TO routine FEGH addr DESTHOTSD SYSTEM SAVE ABEA. RE-IPL CMS 

DHSF0R214W CANNOT BECOHPOTE HITHOOT LOSS OF DATA. NO CHANGE 

DMSDLB307E CATALOG DDNAME 'ddname* HOT FOUND 

DHSFBE165T CHAIN HEADER AT addr: xxxxxx xxxxxx xxxxxx xxxxxx 

DMSCLS089E CLOSE EEBOR CODE 'nn' ON • {fn|SYSxxx |TAPn} • 

DMSINS098ff CMS OS SIMULATION NOT AVAILABLE 
DMSITS098S CMS OS SIMULATION NOT AVAILABLE 
DHSSET098W CHS OS SIMULATION NOT AVAILABLE 

DHSASN099E CHS/DOS ENVIEONMENT NOT ACTIVE 

DMSDLK099E CMS/DOS ENVIBONMENT NOT ACTIVE 

DMSDSV099E CMS/DOS ENVIRONMENT NOT ACTIVE 

DHSBEV0991 CHS/DOS ENVIBONMENT NCT ACTIVE 

DMSFET099E CMS/DOS ENVIEONMENT NOT ACTIVE 

DHSLIO099E CMS/DOS ENVIRONMENT NOT ACTIVE 

DMSLLU099E CMS/DOS ENVIEONMENT NOT ACTIVE 

DMSOPT099E CMS/DOS ENVIRONMENT NOT ACTIVE 

DHSPRV099E CHS/DOS ENVIRONMENT NOT ACTIVE 

DMSQEY099E CMS/DOS ENVIBONMENT NOT ACTIVE 

DMSREV099E CHS/DOS ENVIRONMENT NOT ACTIVE 

DMSSET099E CMS/DOS ENVIBONMENT NOT ACTIVE 

DMSSRV099E CMS/DOS ENVIRONMENT NOT ACTIVE 

DHSVGN360I CMS/VSAM TEXT FILES CREATED ON DISK 'A'. 
DMSINS100W CMSSEG SYSTEM NAME 'name' NOT AVAILABLE 

DHSCHS715I CMSXGEN COMPLETE 

DMSCMS111E CMSXGEN FAILED DOE TO LOAD EEBOES 

DHSCMS141S CMSXGEN FAILED DUE TO SAVESYS ERRORS 

DHSCMS412S CMSXGEN FAILED DUE TO SETKEY ERROR 

DMSCHP009E COLUMN 'col* EXCEEDS RECORD LENGTH 

DMSDSK009E COLUMN 'col' EXCEEDS RECORD LENGTH 

DHSSRT009E COLUMN 'col' EXCEEDS RECORD LENGTH 

DMSTYP009E COLUMN 'col' EXCEEDS RECORD LENGTH 

DMSCMP211E COLUMN FIELDS OUT OF SEQUENCE 

DMSCPY067E COMBINED INPUT FILES ILLEGAL WITH PACK OR UNPACK OPTIONS 
DMSCMP179I COMPARING 'fn ft £m» ilTH ' f n ft fm' 
DMSCMP011E CONFLICTING FILE FORMATS 

DMSBOP410S CONTROL PROGRAM EEBOR INDICATION 'retcode' 

DHSSET410S CONTROL PROGRAM EEROB INDICATION 'retcode' 

DMSSSKiJIOS CONTROL PROGRAM ERROR INDICATION 'nnn« 

DMSVIB410S CONTROL PROGRAM ERROR INDICATION 'retcode' 

DMSCPY721I COPY ' f n ft fm' [ {TO | APPEND! OVLY} ' f n ft fm' {OLD|NEW} PILE] 

DHSCMS110E CORRECT FORM IS: CMSXGEN LOCATION (SEGNAME) 
DMSGEN110E COBBECT FORM IS: EOSGEN LOCATION SEGNAME 

DMSBTP107E CP/CHS COMMAND 'command, (device)' NOT ALLOWED 

DHSIFC828I CPEREP ZERO OR CLEAR HAS BEEN COMPLETED 

DHSVGN361I CREATING CMS TEXT FILES... 

DMSZAP194W CSECT NOT POUND IN {MEMBER » meabername' | MODULE 'aodulename'} -SET NO GO SWITCH 

DMSLDS002E DATA SET NOT FOUND 

DMSDBG728I DEBUG ENTERED [EXTERNAL INT | BREAKPOINT nn AT xxxxxx] 

DMSPBT008E DEVICE «CUU« {INVALID CE NONEXISTENT | UNSUPPORTED DEVICE TYPE} 
DMSPnN008E DEVICE 'cuu' {INVALID OR NONEXISTENT | UNSUPPORTED DEVICE TYPE} 
DMSRDC008E DEVICE 'cua' {INVALID CR NONEXISTENT | UNSUPPORTED DEVICE TYPE} 

DMSHVi;075E DEVICE 'device naae' ILLEGAL FOR {INPUT J OUTPUT} 
DMSARX075E DEVICE 'device' INVALID FOR INPUT 
DHSASM075E DEVICE 'device' INVALID FOR INPUT 

DMSFCH113S DISK (cuu) NOT ATTACHED 

DMSPRV113S DISK (CUU) NOT ATTACHED 

DMSREV113S DISK (cuu) NOT ATTACHED 

DMSSRV113S DISK (cuu) HOT ATTACHED 
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DHSARE069E DISK 

DHSBHE170S DISK 

DMSBWB107S DISK 

DMSFOB037E DISK 

DMSACC112S DISK 

DHSYGN361E DISK 



DHSBOP037E 
DHSCPY037E 
DMSDSK037E 
DMSDS1037E 
DMSERS037E 
DMSERV037E 
DMSLBM037E 
DMSMOD037E 
DMSENH037E 
DJSSSST037E 
DMSTPE037E 



DHSASN069E 
DHSBOP069E 
DHSCPY069E 
DHSDSL069E 
DMSEES069E 
DMSFLD069I 
DHSFOH069E 
DMSLDS069E 
DMSLST069E 
DSSRDC069E 
DHSSTT069E 
DHSTYP069E 



DISK 
DISK 
DISK 
DISK 
DISK 
DISK 
DISK 
DISK 
DISK 
BISK 
DISK 

DISK 
DISK 
DISK 
DISK 
DISK 
DISK 
DISK 
DISK 
DISK 
DISK 
DISK 
DISK 



DHSLST037E DISK 
DMSPBV037E DISK 
DHSRDC037E DISK 
DMSOPD037E DISK 
DMSOPD069E DISK 
DMSVGH069E DISK 



{mode|cuu}« NOT ACCESSED 

mode (cuu) • HAS HAXIMOH NOMBER OF FILES 

mode (cuti) • IS FDII 

moder (cuu) ]• IS BEAD/ONLY 

mode (cuu)' DEVICE ERPOB 

mode' IS HOT A {CMS|D0S1 DISK. 



mode 
mode 
mode 
node 
mode 
mode 
mode 
mode 
mode 
Eode 
mode 

mode 
mode 
mode 

■ ode 
■ode 

■ ode 

■ ode 

■ ode 
■ode 

■ ode 

■ ode 
mode 



IS RIAD/OSLY 
IS RIAD/CHIY 
IS BIAD/ONLY 
IS BEAD/OHIY 
IS BIAD/OHLY 
IS BIAD/OSLY 
IS SIAD/OMLY 
IS BE AD/OH LY 
IS BEAD/OKIY 
IS SEAD'GSLY 
IS READ/CSIY 



HOT 
HOT 
HOT 
HOT 
HOT 
NOT 
HOT 
HOT 
HOT 
NOT 
HOT 
NOT 



ACCESSED 
ACCESSED 
ACCESSED 
ACCESSED 
ACCESSED 
ACCESSED 
ACCESSED 
ACCESSED 
ACCESSED 
ACCESSED 
ACCESSED 
ACCESSED 



IS EEAD/OHLY 
IS READ/ONIY 
IS READ/OHLY 
IS READ/OHLY 
HOT ACCESSED 
HOT ACCESSED 



DHSMVE708I DISK FILE 'FILE ddna^e AT ASSOHED FOE DDNAHE *ddna«e« 
DMSFOR705I DISK REMAINS ONCHANGED 

DHSBOP086W DLBL 'ddnaae' DOBHY INVALID FOE VSAH 

DHSFCH777S DOS PARTITION TOO SMAII TO ACCOMMODATE FETCH EEQOEST 

DMSGEH715I DOSGEH COMPLETE 

DHSGEN111E DOSGEN FAILED DOE TO LOAD ERSOES 

DMSGEN141S DOSGEH FAILED DDE TO SAVESYS EBEOBS 

DMSZAP249I DUMMY LOG EHTRY IN FIIE 'fn ZAPLOG fB« 

DMSPBE237E DOPLICATE EXTEBNAL SYMBOL (S) EHCOONTEBED 
DMSLIO202H DUPLICATE IDEHTIFIER 'identifier' 

DHSDSK077E EHD CARD MISSING FEOB INPOT DECK 
DMSMVE226I EHD OF PDS MOVE 

DMSTLB058E EHD-OF-FILE or EHC-OF-TAPE [TAPn] 

DMSTPD058E EHD-OF-FILE OB EHD-OF-TAPE 

DMSTPE058E EHD-OF-FILE OR END-OF-TAPE 

DMSBOP058E EHD-OF-FILE OB EHD-OF-TAPE OH 'TAPn' 

DMSCLS058E EHD-OF-FILE OB EHD-OF-TAPE OH 'TAPn' 

DHSVMF058E EHD-OF-FILE OR EHD-OF-TAPE OH 

DHSVGN364B ENTER 'CMSVSAH' OB 'CMSABS' OB 'BOTH' FOB GENERATION OF NEW SYSTEM (S) 

DMSTLB435B EHTEB 'IGHOBE' OB 'CANCEL' 

DMSVGN381E ENTER 'SELECT' OB 'AIL' FOB TAPE PTF APPLICATION 

DHSVGN380E ENTEB 'TAPE' OB 'CARDS' FOE PTF APPLICATION: 

DMSTLB433R ENTER ■ MBITE (volid) ' CB 'REJECT' 
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DHSDLB220B ENTEB DATA SET NAME: 

DaSFLD220R ENTER DATA SET HABE: 

DMSLDS220R ENTER DATA SET NAME: 

DHSFOR605fi ENTER DISK LABEL: 

DHSVGN361R ENTER EITHER 'DOS' OR 'OS': 

DHSVGN360R ENTER EITHER 'INSTALL* OR » UPDATE': 

DMSDLB331R ENTER EXTENT SPECIFICATIONS: 

DHSVGN363R ENTER LOCATION WHERE sysname WILL BE LOADED AND SAVED: 

DHSVGN362R ENTER MODE OF DOS SYSTEM RELOCATABLE LIBRARY DISK: 

DMSTGN3 65R ENTER HODOLE NAME (8 CHARS OR LESS) OR 'END': 

DMSVGN366R ENTER NAME OF SYSTEM TO BE SAVED: 

DHSVGN382R ENTER NUMBER OF TAP! FILES TO BE PROCESSED: 

DMSVGN369R ENTER RELEASE NUMBER OF DOS/VS STARTER SYSTEM: 

DMSSRT604R ENTER SORT FIELDS: 

DMSCPY601R ENTER SPECIFICATION LIST: 

DMSAMS367R ENTER TAPE {INPUT |OUTPUT} DDNAHES: 

DMSCPY602R ENTER TRANSLATION LIST: 

DMSDLB330B ENTER VOLUME SPECIFICATIONS: 

DMSGND021E ENTRY POINT 'name' NOT FOUND 

DHSLI0021E ENTRY POINT 'name' HOT FOUND 

DMSMOD021E ENTRY POINT 'name' NCT FOUND 

DMSNCP021E ENTRY POINT 'name' NOT FOUND 

DMSERS071E ERASE ♦ * [fm|*] NOT ALLOWED 

DMSVGN368R ERASE sysname DOSLIB?. ..ENTER 'YES' OR 'NO': 

DMSIFC826E EREP TXTLIBS NOT FOUND 



DMSZAP192W ERROR 
DMSF0R126S ERROR 



- ODD NUMBIR OF DIGITS - SET HO GO SWITCH 
fREADI WRIT}ING LABEL ON DISK ' mode (cuu) ' 



DMSPRE235E 


ERROR 


n' 


IN INPUT 


TEXT FILE 'fn i 


Et [fm]' 


DMSPUN123S 


ERROR 


nn 


PUNCHING 'fn j 


Et fm' 








DMSCMP10US 


ERROR 


nn 


READING 


FILE 


fn 


ft 


fm 


FROM 


DISK 


DMSDLK104S 


ERROR 


nn 


READING 


FILE 


fn 


ft 


fm 


FROM 


DISK 


DMSDSK104S 


ERROR 


nn 


READIHG 


FILE 


fn 


ft 


fm 


FROM 


DISK 


DHSEDI10US 


ERROR 


nn 


READING 


FILE 


fn 


ft 


fm 


FROM 


DISK 


DMSFCH104S 


ERROR 


nn 


READING 


FILE 


fn 


ft 


fm 


FROM 


DISK 


DMSIFCIOtS 


ERROR 


nn 


READING 


FILE 


fn 


ft 


fm 


FROM 


DISK 


DMSLBMIOas 


ERROR 


nn 


READING 


FILE 


fn 


ft 


fm 


FROM 


DISK 


DMSLBTIOas 


ERROR 


nn 


READING 


FILE 


fn 


ft 


fm 


FROM 


DISK 


DMSPRT104S 


ERROR 


nn 


READING 


FILE 


fn 


ft 


fm 


FROM 


DISK 


DMSPUNIOas 


ERROR 


nn 


READING 


FILE 


fn 


ft 


fm 


FROM 


DISK 


DMSSLN104S 


ERROR 


nn 


READIHG 


FILE 


fn 


ft 


fm 


FROM 


DISK 


DHSSRT104S 


ERROR 


nn 


READING 


FILE 


fn 


ft 


fm 


FROM 


DISK 


DMSSYN104S 


ERROR 


nn 


READING 


FILE 


fn 


ft 


fm 


FROM 


DISK 


DMSTPE104S 


ERROR 


nn 


READING 


FILE 


fn 


ft 


fm 


' FROM 


DISK 


DMSTYP104S 


ERROR 


nn 


READING 


FILE 


fn 


ft 


fm 


FROM 


DISK 


DMSUPD104S 


ERROR 


nn 


READING 


FILE 


fn 


ft 


fm 


FROM 


DISK 


DMSVMFIOas 


ERROR 


nn 


• READING 


FILE 


fn 


ft 


fm 


• FROM 


DISK 


DHSXCP104S 


ERROR 


nn 


READING 


FILE 


fn 


ft 


fm 


FROM 


DISK 


DMSZAP104S 


ERROR 


nn 


READING 


FILE 


fn 


ft 


fm 


FROM 


DISK 


DMSJ.I0104S 


ERROR 


nn 


READING 


FILE 


fn 


ft 


fm 


' ON DISK 


DMSHOD104S 


ERROR 


nn 


READING 


FILE 


fn 


ft 


fm 


ON DISK 


DMSDSL104S 


ERROR 


nn 


READING 


FILE 


'fn 


DOSLIl 


3 fm' FROM DISK 


DHSOVR10US 


ERROR 


nn 


READING 


FILE 


•DMSOVR M( 


DDULE' 


ON DISK 


DMSLLU105S 


ERROR 


nn 


WRITING 


FILE 


$LISTIO ] 


EXEC A' 


1' ON DIS 


DMSDLK105S 


ERROR 


nn 


WRITING 


FILE 


fn 


ft 


fm 


OH DISK 


DMSDSK105S 


ERROR 


nn 


WRITING 


FILE 


fn 


ft 


fm 


TO DISK 


DMSDSL105S 


ERROR 


nn 


WRITING 


FIIE 


'fn 


ft 


fm 


OS DISK 


DMSEDI105S 


ERROR 


nn 


WRITING 


FILE 


fn 


ft 


fm 


TO DISK 


DMSLBM105S 


ERPOR 


nn 


WRITING 


FIIE 


fn 


ft 


fm 


ON DISK 


DMSLBT105S 


ERROR 


nn 


WRITING 


FILE 


'fn 


ft 


fm 


' ON DISK 


DHSLI0105S 


ERROR 


nn 


WRITING 


FIIE 


fn 


ft 


fm 


ON DISK 


DHSLST105S 


ERROR 


nn 


WRITING 


FILE 


'fn 


ft 


fm 


OH DISK 


DMSMOD105S 


ERROR 


nn 


WRITIHG 


FILE 


fn 


ft 


fm 


' ON DISK 


DMSPRV105S 


ERROR 


nn 


WRITING 


FIIE 


fn 


ft 


fm 


' TO DISK 
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DMSHDC105S 


EREOE " 


nn" 


MBITISG FIIE 


fn 


ft 


fB" 


ON 


DISK 


DMSBHV105S 


ERFOE 


nn' 


MBITING FILE 


fn 


ft 


fa« 


ON 


DISK 


DMSSET105S 


EBEOR 


nn" 


WRITIHG FILE 


fn 


ft 


fa< 


ON 


DISK 


DHSSEV105S 


EEBOE 


nn" 


URITISG FIIE 


fn 


ft 


fB" 


ON 


DISK 


DMSTPD105S 


EBEOB 


nn" 


HBITIHG FILE 


fn 


ft 


fB« 


ON 


DISK 


DMSTPE105S 


EEBOE 


nn" 


WBITIHG FILE 


fn 


ft 


fB« 


ON 


DISK 


DMSUPD105S 


ERBOE 


nn" 


WBITIHG FIIE 


fn 


ft 


fB' 


ON 


DISK 


DMSVHP105S 


EEBOE 


nn 


WRITIKG FILE 


fn 


ft 


fB" 


TO 


DISK 


DMSXCP105S 


EREOE 


nn 


WEITING FILE 


'fn 


ft 


fB" 


ON 


DISK 


DMSVPD105S 


EEBOE 


nn 


WBITIHG FILE 


fn 


CMSUTI ai" 


ON DISK 


DMSDSV105S 


EEBOE 


nn 


WEITING FILE 


'DSERV 


BAP A5" 


ON DISK 


DMSDLK245S 


EEBOB 


nni 


l« ON PBINTEB 












DMSDSV245S 


EEBOE 


'nni 


l« ON PBINTEB 












DMSZAP245S 


EEBOE 


nni 


1* ON PRINTER 













DMSTMA138S ERROR nn ERASING fn ft BEFORE LOADING TAPE 

I/iISFEE23^II EHSOH III LG2.DLIST FIIE 'fn ft fa' r NO INPTT'ti 

DMSTMA137S EBEOB nn ON STATE FOB fn ft 

DHSHLP104S EBPOR nn BEADING FILE • f n ft fm* FEOM DISK 

DMSTMA105S EBROS nn WRITING FILE fn ft ON DISK 

DHSITS122S EBEOB IN CALL TO routine FBOH addr, EBEOB CODE nnn (HEX xxxxzzxx] 

DMSEXT072E EBEOR IN EXEC FILE fn LINE nn - Bessage 

DMSACC240S ERROR LOADING READ CS EOOTINE • DMSBOS TEXT* 

DHSABN008W EEBOB MESSAGES ISSOEE 

DMSLKD008W EBEOB MESSAGES ISSUED 

\ 

DMSPET123S ERROR PRINTING FILE • f n ft fB' 

DMSDSK118S EREOE PUNCHING FILE 

DMSP0H118S EBBOB PONCHIHG FILE ' f n ft fa' 



DHSVMF110S 


EEROE 


READING 


'TAPn [ (can) ]' 


DMSTLB110S 


EEBOB 


READING 


•TAPn [ (cuu) T 


DMSTPE110S 


EEBOE 


READING 


'TAPn(cua) • 


DMSTMA110S 


ERROR 


BEADING 


'TAPn' 


DHSTPD110S 


ERROR 


BEADING 


•TAPn* 


DMSDSK12itS 


ERROR 


READING 


CARD fILE 


DMSEDC12t|S 


ERROR 


BEADING 


CARD FILE 


DMSVPD110S 


ERROR 


READING 


TAP1(181). 



DMSARX074E ERROR SETTING/RESETTING AUXILIARY DIRECTORY 

DMSASM074E EBBOE SETTING/BESETTING AOXILIABY DIEECTOBY 

DMSTLB111S EBEOB HBITING 'TAPn (CUU) • 

DMSTPE111S EEROB WRITING • TAPn (CUU) • 

DHSEDI117S EBEOR WRITING TO DISPLAY TERMINAL 

DMSVMF117S EEBOE WBITIHG TO DISPLAY TEBMIHAL 



DHSLI0169S ESDID TABLE OVEBFIOW 
DMSLI0740I EXECDTION BEGINS ... 
DMSVGN364I FETCHING sysnaBe... 

DHSEES002E FILE [ ' f n [ft [fa]]'] NOT FOOND 



DHSDSL002E FILE 
DHSCMP002E FILE 

DMSTPD703I FILE 

DMSGEN002E FILE 

DHSIFC002E FILE 

DMSPBE002E FILE 

DMSCPY030E FILE 
DMSRNM030E FILE 
DMSCPY02aE FILE 
DMSRNH024E FILE 

DHSLBM056E FILE 
DHSLBT056E FILE 



fa doslib' NOT FCOND 
fn [ft [fB]]' NOT FOOND 

fn ft [fa]' COPIED 
fn ft [fa]' HOT FOUND 
fn ft [fa]' HOT FOOND 
fn ft fa' HOT FCOND 

fn ft fa' ALRESDY ACTIVE 

fn ft fa' ALREADY ACTIVE 

fn ft fa' ALREADY EXISTS— SPECIFY 'BEPLACE' 

fn ft fm' AIEEADY EXISTS 

fn ft fB' COHTAINS IHVALID EECOED FOEMATS 

fn ft fa' CONIAIKS INVALID [ NAME| ALIAS | ENTRY! BSD ] EECOED FOEMATS 



DMSLBT056W FILE 'fn ft fm» CONTAINS INVALID [ NAME! ALIAS | BHTEY { BSD ] RECORD FORMATS 
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DMSLI0056E FILE 
DHSNCP056E FILE 
DHSSYN056E FILE 
DBSZAP056E FILE 



DHSPST033E 
DHSPUN033E 
DMSS7T033E 
DMSTTP033E 
DMSSET034E 
DMSABI1007E 
DHSDLK007E 
DMSIFC007E 
DMSLKD007E 
DHSDPD007E 
DMSSYH007E 

DHSDSK002E 
DHSGND002H 
DHSLBH002R 
DHSH7E002E 
DMSPRT002E 
DaSPDN002E 
DHSRHM002E 
DMS50N002E 
DMSSBT002E 
DHSSTT002E 
DMSSYH002E 
DMSTPE002E 
DMSTYP002E 
DMSnPD002E 



FILE 
FILE 
FILE 
FILE 
FILE 
FILE 
FILE 
FILE 
FILE 
FILE 
FILE 

FILE 
FILE 
FILE 
FILE 
FILE 
FILE 
FILE 
FILE 
FILE 
FILE 
FILE 
FILE 
FILE 
FILE 



DHSEDI132S FILE 

DMSTPE096E FILE 

DMSLIO056E FILE 
DMSZAP056E FILE 

DBSGRN007E FILE 
DHSZAP007E FILE 

DMSZAP208E FILE 
DHSZAP210E FILE 



DMSARN002E 
DHSGLB002W 
DMSLBM002E 
DMSLBT002E 
DMSLBT002W 
DMSLI0002E 
DHSMDP002E 
DHSH00002E 
DHSSLN002E 
DHSZAP002E 
DnSZAP002W 



FILE 
FILE 
FILE 
FILE 
FILE 
FILE 
FILE 
FILE 
FILE 
FILE 
FILE 



DMSARX007E FILE 
D11SARX002E FILE 

DMSASM007E FILE 
DHS1SM002E FILE 
DNSLRD002E FILE 
DHSNCP002E FILE 

DHSERV002E FILE 

DMSLGT002I FILE 
DHSLIO002I FILE 

DMSAHS007E FILE 
DMSAMS002E FILE 
DHSAMS722I FILE 



fn ft fm 

fn ft fm 

fn ft fm 

fn ft f« 

fn ft fm 

fn ft fm 

fn ft fm 

fn ft fm 

fn ft fm 

fn ft fm 

fn ft fm 

fn ft fm 

fn ft fm 

fn ft fm 

fn ft fm 

fn ft fm 

fn ft fm 

fn ft fm 

fn ft fm 

fn ft fm 

fn ft fm 

fn ft fm 

fn ft fm 

fn ft fm 

fn ft fm 

fn ft fm 

fn ft fm 

fn ft fm 

fn ft fm 



CONTAINS INVALID RECORD FORMATS 

COHTAIHS INVALID RECORD FOHHATS 

CONTAINS INVALID RECORD FORMATS 

CONTAINS INVALID RECORD FORMATS 



IS NCT 
IS NOT 
IS NOT 
IS NCT 
IS NOT 
IS NCT 
IS NOT 
IS NOT 



A LIBRARY 
A LIBRARY 
A LIBRARY 
A LIBRARY 
FIXED LENGTH 
FIXED, 80 CHAR. 



FIXED, 
FIXED, 



80 CHAR. 
80 CHAR. 



IS NCT FIXED, 80 CHAR. 
IS HOT FIXED, 80 CHAR. 
IS NOT FIXED, 80 CHAR. 

HOT FCOHD 
NCT FCDND 
NOT FOOND 
NCT FOOND 
NOT FCOHD 
NCT FOOND 
NCT FCOHD 
HOT FCDND 
NCT FCOHD 
HOT FCOHD 
HOT FCOHD 
NCT FOOND 
NCT FCOHD 
HOT FCOHD 



RECORDS 
RECORDS 
RECORDS 
RECORDS 
RECORDS 
RECORDS 



fn ft fm« TCO LARGE 



fn ft* DATA BLOCK COONT INCORRECT 



fn ft 
fn ft 

fn ft 
fn ft 

fn ft 
fn ft 

fn ft 
fn ft 
fn ft 
fn ft 
fn ft 
fn ft 
fn ft 
fn ft 
fn ft 
fn ft 
fn ft 



CONTAINS INVALID RECORD FORMATS 
CONTAINS INVALID RECORD FORMATS 

IS NOT FIXED, 80 CHAR- RECORDS 
IS HOT FIXED, 80 CHAR. RECORDS 

IS NOT VARIABLE RECORD FORMAT 
IS OH A READ/OHLY DISK 



NOT 
NOT 
NOT 
HOT 
NOT 
NOT 
NOT 
NOT 
NOT 
NOT 
NOT 



FODHD 
FOOND 
FOOND 
FOOND 
FODHD 
FOOND 
FOOHD 
FOOND 
FOOND 
FOOND 
FOOND 



fn ASH3705* IS NOT FIXED, 80-CHAR. RECORDS 
fn ASH3705' HOI FOOND 

fn ASSEMBLE' IS NOT FIXED, 80-CHAE. RECORDS 

fn ASSEMBLE' NCI FCOND 

fn ASSEMBLE' NCT FCOND 

fn ASSEMBLE' HOT FOOND 

fn ESERV NCT FOOND 

fn' TXTLIB NOT FODHD 
fn' TXTLIB HOT FODHD 

fnamel AMSERV fm' HOT FIXED 80-CHAR. RECORDS 

fnamel AMSERV HCT FOOND 

fname2 LISTING fm' WILL HOLD AMSERV ODTPOT 



Appendix D. Message Text-to-Message Identifier Cross-Ref erence 317 



DMS 

DMSACC002E FILE 'DHSBOS TEXT* MCT FOUND 

DHSEDI024E FILE 'EDIT CMSUT1 fffl' ALBEiDY EXISTS 

DMSOPD024E FILE 'UPDATE CMSUT1 fm' ALREADY EXISTS 

DMSFOR253E FILE fn ft fm CANNOT BE HANDLED WITH SUPPLIED PARAMETER LIST 

DMSLST002E FILE NOT FOUND 

DMSFNS908T FILE SYSTEM ERROR DETECTED. VIRTUAL ADDR 'CUU«. REASON CODE 'nn*. 

DMSACC060E FILE (S) • f n [ft [fm]? NOT FOUND. DISK • mode (cuu) ' HILL NOT BE ACCESSED 

DHSFLD224E FILEID ALREADY IN USE 

DMSARX038E FILEID CONFLICT FOR DENAME 'ASM3705* 

DMSASM038E FILEID CONFLICT FOR DENAME 'ASSEMBLE" 

DHSCMP209W FILES DO HOT COMPARE 

DMSFOR603R FORMAT HILL ERASE ALl FILES ON DISK 'modG(cuu)'. DO YOU WISH TO CONTINUE? (YES| NO) 

D?!SF0S733T FOFMSTTTUG DISK 'node' 

DHSFRE167T FREE STORAGE MANAGEMENT ERROR, INTERNAL CODE ERROR nn 
DMSDOS094E FROM ADDRESS ON MVCOH MACRO INVALID 

DMSNCP099H GENERATION PARAMETERS INCOMPATIBLE HITH VM/370 

DMSHLP251E HELP PROCESSING ERROR, CODE nnn 'description' 

DMSHLP907T I/O ERROR ON FILE • f n ft fn' 

DMSLBM907T I/O ERROR ON FILE ' f n ft fm' 

DMSLI0907T I/O ERROR ON FILE • f n ft fn' 

DHSMVE128S I/O ERROR ON INPUT AFTER READING nnn RECORDS: INPUT ERROR code ON ddname 

DMSMVE129S I/O ERROR ON OUTPUT WRITING RECORD NUMBER nnnn: OUTPUT ERROR code ON ddname 

DMSHLP250S I/O ERROR OR DEVICE ERROR 

DHSLDS222E I/O ERROR READING 'data set name' FROM ['f m' |0S| DOS} DISK 
DHSREA830E I/O ERROR READING A RECORD FROM THE ERROR RECORDING CYLINDERS 
DMSLDS231E I/O ERROR READING VTCC FROM {' f B' |0S | DOS} DISK 

DMSCMP019E IDENTICAL FILEIDS 
DMSRNM019E IDENTICAL FILEIDS 
DhSSStOi9E IDENTICAL FILEIDS 

DMSCPY903T IMPOSSIBLE PHASE CODE 'xx' 

DMSDLB305E INCOMPLETE EXTENT RANGE 

DMSCMP054E INCOMPLETE FILEIE SPECIFIED 

DMSCPY054E INCOMPLETE FILEIE SPECIFIED 

DMSDSK054E INCOMPLETE FILEIE SPECIFIED 

DMSEDIOSUE INCOMPLETE FILEID SPECIFIED 

DMSERSOSttE INCOMPLETE FILEIE SPECIFIED 

DMSGRN054E INCOMPLETE FILEIE SPECIFIED 

DMSPRT054E INCOMPLETE FILEIE SPECIFIED 

DMSPUN054E INCOMPLETE FILEIE SPECIFIED 

DMSRDC054E INCOMPLETE FILEIE SPECIFIED 

DMSRNM054E INCOMPLETE FILEIE SPECIFIED 

DMSSRT054E INCOMPLETE FILEID SPECIFIED 

DMSSTT05UE INCOMPLETE FILEID SPECIFIED 

DHSTYP054E INCOMPLETE FILEID SPECIFIED 

DMSMVE041E INPUT AND OUTPUT FILES ARE THE SAME 

DMSSRV411S INPUT ERROR CODE 'nn' ON {SYSRESj SYSSLB} 

DHSFCH411S INPUT ERROR CODE 'nn' ON • {SYSRES |SYSCLB} ' 

DMSRRV411S INPUT ERROR CODE 'nn' CN ' {SYSRES |SYSRLB} ' 

DMSPRVtHlS INPUT ERROR CODE 'nn' ON 'SYSRES' 

DMSCPYOeSE INPUT FILE ' f n ft fm' NOT IN PACKED FORMAT 
DMSUPD210W INPUT FILE SEQUENCE ERROR: ' ' TO • ' 

DMSHLP002E INPUT FILE (S) ' f n ft fm' NOT FOUND 

DMSINI612R INSTALLATION HEADING = 
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* 


IN 


FI15ID 




* 


IK 


FILEID 




* 


IN 


FIIIIB 




4c 


IB 


FILE ID 




* 


IN 


FIIIID 




* 


IH 


FllIID 


[•fn ft 


* 


IN 


ODTPOT 


FIIEID 


* 


IH 


OOTPDT 


FIIEID 



DHS 

DHSFRE159T INSUFFICIENT STOBiGE AVAILABLE TO SATISFY DHSFREE EEQOEST FHOH addr 
DHSDPD300E INSUFFICIENT STOBAGE TC BEGIN UPDATE. 
DMSUPD299E INSUFFICIENT STOBAGE TC COHPLETE UPDATE. 

DHSCI0145S INTERVENTION REQUIRED ON {PBINTER |PUHCH} 
DHSPI0145S INTERVENTION BEQUIBED CN PBINTER 

DHSCPY064E INVALID [TRANSLATE] SPECIFICATION AT OB NEAR ' - . . • 

DMSCMP062E INVALID 

DMSPRT062E INVALID 

DSSPUH062S INVALID 

DHSRDC062E INVALID 

DHSTTP062E INVALID 

DnSDSK062E INVALID * IH FILIID [ • f n ft f b» ] 

DMSBNM062E INVALID 

DHSSRT062E INVALID 

DHSVGN369E INVALID - RELEASE 31 OE LATER REQUIRED 

DMSUPD183E INVALID {CONTROL | AUX} FILE CONTROL CARD 

DHSINI080E INVALID {CTL|BLK} NUHBER - REENTER 

DMSSTT062E INVALID 'char* IN FIIEID • f n ft» 

DMSCMS095E INVALID ADDRESS 'address" 

DHSDOS095E INVALID ADDBESS 'address* 

DMSDSV095E INVALID ADDBESS 'address' 

DHSGEN095E INVALID ADDBESS 'address' 

DMSERV070E INVALID ARGUMENT 'argument' 

DHSASN087E INVALID ASSIGNHEHT OF 'SYSxxx' TO DEVICE 'device' 

DMSDSK078E INVALID CARD IN INPUT DECK 

DMSGSN078E INVALID CARD IN INPUT FILE '80 character card image* 

DMSCPY062E INVALID CHAR '{=|*|char}» IN FILEID [ ' f n ft fm]' 

DMSUPD1851I INVALID CHAR IH SEQUENCE FIELD ' ' 

DHSFLD704I INVALID CLEAR REQUEST 

DHSLBD70ai INVALID CLEAR REQUEST 

DMSZAP190W INVALID CONTROL EECORD CE NO GO SWITCH SET 

DHSPEE183E INVALID CONTROL FILE CCNTBOL CABD 

DSSIHIOSOE INVALID CYLINDER NUHBEB - REENTER 

DHSNCP025E INVALID DATA IN 370X CONTROL PBOGRAH 

DMSDLB221E INVALID DATA SET NAME 

DHSLBD221E INVALID DATA SET HAHl 

DHSLDS221E INVALID DATA SET NAHE 

DHSFLD221E INVALID DATA SET NAHE 'data set name' 

DHSDLB086E INVALID DDNAHE 'ddname' 

DHSHVE086E INVALID DDNAHE 'ddname' 

DHSFLD027E INVALID DEVICE 'device name' 

DMSTLB027E INVALID DEVICE 'device name' 

DHSTPE027E INVALID DEVICE 'device name' 

DHSASN027E INVALID DEVICE 'device' 

DHSERV027E INVALID DEVICE 'device' FOR SYSxxx 

DMS&SV027E INVALID DEVICE 'nn' 

DMSINI079E INVALID DEVICE ADDRESS - REENTER 

DHSACC017E INVALID DEVICE ADDRESS 'cua' 

DMSARE017E INVALID DEVICE 1DD5ESS »CUtl' 

DMSFOB017E INVALID DEVICE ADDRESS 'CUu' 

DMSTPE017E INVALID DEVICE AEEBESS • cun ' 

DMSASN090E INVALID DEVICE CLASS ' deviceclass' FOB 'device' 

DHSFEE160T INVALID DMSFEEE CALL FBCH addr 

DMSFRE161T INVALID DHSFRET CALL FEOB addr, ERROR NUMBER nn 

DMSLDS227W INVALID EXTENT FOUND FOE ' datasetname' ON 'fm' DISK 

DHSMOD032E INVALID FILETYPE 'ft' 

DMSSYN032E INVALID FILETYPE 'ft' 
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DMS 



DMSDSK014E 
DMSDSL014E 
DMSGLB014E 
DMSLBMOIUE 
DMSLBT014E 
DMSOVE01UE 
DMSQRT014E 
DMSSET014E 
DMSTPEOiaE 
DHSZiPOiaE 



INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 



FDNCTIOH 
FDNCTION 
FUNCTION 
FUNCTION 
FDNCTION 
FUNCTION 
FUNCTION 
FUNCTION 
FUNCTION 
FUNCTION 



'function' 
'function' 
'function' 
' function' 
'function' 
' function' 
' function' 
'function' 
'function' 
'function' 



DMSSMN133S INVALID GETHAIN OB FKEEHAIN SPECIFICATION 
DHSSTG133S INVALID GETMAIN OB FBEEMAIN SPECIFICATION 

DMSTYP049E INVALID LINE NUHEEB 'line number' 



DMSCPT048E 


INVALID 


MODE 


fB' 


DHSACC048E 


INVALID 


MODE 


mode' 


DHSABE048E 


INVALID 


MODE 


■ode' 


DHSDLB048E 


INVALID 


MODE 


mode' 


DMSDSK048E 


INVALID 


MODE 


mode' 


DMSEBS048E 


INVALID 


MODE 


mode' 


DMSFOB048E 


INVALID 


MODE 


mode' 


DMSGBN048E 


INVALID 


MODE 


mode' 


DHSLDS048E 


INVALID 


MODE 


•mode' 


DMSLST048E 


INVALID 


MODE 


'mode' 


DMSMVE048E 


INVALID 


MODE 


■ode' 


DMSPRT048E 


INVALID 


MODE 


mode' 


DMSBNM048E 


INVALID 


MODE 


mode' 


D11SRUN048E 


INVALID 


MODE 


mode' 


DBSSET048E 


INVALID 


MODE 


'mode' 


DMSSTT048E 


INVALID 


MODE 


mode' 


DMSTPEOUSE 


INVALID 


MODE 


mode' 


DMSUPD048E 


INVALID 


MODE 


'mode' 



DMSENM051E INVALID MODE CHANGE 



DMSDLB304E INVALID OPERAND VALUE 'value' 



DMSACC003E 
DMSAMS003E 
DMSABN003E 
DMSABX003E 
DMSASM003E 
DMSASN003E 
DHSCHP003E 
DMSCPY003E 
DMSDLB003E 
DMSDLK003E 
DMSDSL003E 
DMSDSV003E 
DMSEDI003E 
DMSEfiS003E 
DMSFET003E 
DMSFLD003E 
DMSFOR003E 
DMSGRN003E 
DMSHLP003E 
DMSLBD003E 
DMSLBM003E 
DMSLBT003E 
DHSLDS003E 
DMSLI0003E 
DMSLLU003E 
DMSLST003E 
DMSMOD003E 
DMSMVE003E 
DMSNCP003E 
DMSPBT003E 
DMSPRV003E 
DMSPUN003E 
DMSRNM003E 
DMSRRV003E 



INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 



OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 



'option' 

• option' 
'option' 
' option' 
' option' 
'option' 
'option' 
'option' 
'option' 
'option* 
•option' 
'option' 
' option' 
'option' 
' option' 

• option' 

• option' 
'option' 
'option' 
' option' 
'option' 
'option' 
'option' 
'option' 
'option' 
' option' 
'option' 
'option' 
'option' 
•option' 
•option' 
•option' 

• option' 

• option' 
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DMSSRV003E 
DMSSYN003E 
DHSTHiOOBE 
DMSTPD003E 
DMSTPE003E 
DMSTYP003E 
DMSOPD003E 
DMSZAP003E 

DMSAHS070E 
DHSARE070E 
DMS»5X070E 
DHSASM070E 
DHSASN029E 
D nSA3Nu70E 
DMSCMP029E 
DHSCPY029E 
DMSDLB070E 
DMSDLK070E 
DMSDSK070E 
DMSDSL070E 
DHSDSV070E 
DMSEDI029E 
DMSEBS070E 
DHSFET029E 
DMSFET070E 
DMSFLD029E 
DHSFLD070E 
DMSFOE070E 
DMSGND070E 
DMSIFC070E 
DHSLBD070E 
DMSLBM070E 
DMSLIO029E 
DMSLKD070E 
DMSLLa070E 
DMSLST070E 
DHSMDP070E 
DHSMOD070E 
DMSMVE070E 
DHSOPT070E 
DHSPRT029E 
DMSPET070E 

DMSQEY026E 
DMSQEY070E 
DMSBEV070E 
DMSEUN070E 
DMSSET026E 
DMSSET070E 
DHSSET070E 
DMSSEV070E 
DMSSSK070E 
DMSSTT070E 
DMSTHA070E 
DHSTPE029E 
nMSTPE070E 
DHSTYP029E 
DHSOPD070E 
DHSVHF070E 
DMSVPD070E 
DHSZAP070E 
DMSLBD029E 



INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 

INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 



OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 



• option' 
•option' 
•option' 
•option' 
' option' 
'option' 
•option' 
'option' 



PARAHETEB 
PAEABETEE 
PASAMETES 
PAEAMETEE 
PAEAMETEB 
PAEAMETEE 
PAEAHETEE 
PAEAMETEE 
PAEAMETEB 
PAEAHETEE 
PAEAMETEE 
PARAMETEE 
PAEAMETEE 
PAEAMETEB 
PAEAMETEB 
PAEAMETEE 
PAEAMETEE 
PAEAMETEB 
PAEAMETEE 
PAEAMETEE 
PAEAHETEE 
PAEAMETEB 
PAEAMETEE 
PARAMETEE 
PARAMETEE 
PAEAMETEB 
PARAMETER 
PARAMETEE 
PAEAHETEE 
PAEAMETEB 
PAEAMETEE 
PAEAMETEE 
PAEAHETEE 
PAEAMETEB 
PABAHEIEB 
PAEAMETEB 
PAEAMETEE 
PARAMETER 
PARAMETER 
PARAMETER 
PARAMETEE 
PARAMETER 
PARAMETEE 
PARAMETEE 
PAEAMETEB 
PARAMETER 
PARAHETEB 
PARAMETER 
PAEAMETEB 
PAEAMETEB 
PARAMETER 
PARAMETER 
PARAHETEP 
PARAMETER 



•parameter 
'parameter 

'parameter 
'parameter 
'parameter 
'parameter 
'parameter 
'parameter 
•parameter 
'parameter 
'parameter 
'parameter 
•parameter 
'parameter 
'parameter 
'parameter 
•parameter 
'parameter 
•parameter 
•parameter 
•parameter 
•parameter 
•parameter 
•parameter 
•parameter 
•parameter 
•parameter 
•parameter 
•parameter 
•parameter 
'parameter 
•parameter 
•parameter 
'parameter 
•parameter 
•parameter 
•parameter 
•parameter 
•parameter 
•parameter 
•parameter 
•parameter 
•parameter 
•parameter 
•parameter 
•parameter 
•parameter 
•parameter 
•parameter 
•parameter 
•parameter 
•parameter 
• paramter^ 



IN THE OPTION • option • FIELD. 

IN THE OPTION •COL^ FIELD 
IN THE OPTION 'option' FIELD 



IN THE OPTION 'LRECL« FIELD 
IN THE OPTION 'ORIGIN' FIELD 
IN THE OPTION 'option' FIELD 



IN THE OPTION 'option' FIELD 



IN THE OPTION 'option' FIELD 



FOR 'function' FONCTION 



FOE 'function' FONCTION 



IN THE OPTION 'option' FIELD 
[IN THE OPTION 'option' FIELD] 

IN THE OPTION 'option' FILEID 



DMSDMP020W INVALID PDOHP ADDEESS 'address' - NO DUMP OPEEATION PEEFOBHED 

DHSTMA057E INVALID RECORD FOBHAT 
DMSTPE057E INVALID EECOED FOBHAT 
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DMSINI081E INVALID REPLY - JHSWEB "TES" OE "NO" 

DMSVGN360E INVALID BESPONSE 'response*. 

DMSSET053E INVALID SORT FIELD PAIR DEFINED 

DHSSSK363E INVALID STARTING ADDRESS 'Startadr' 

DHSSSK362E INVALID STORAGE PROTECT KEY 'key' 

DHSASN035E INVALID TAPE HODE 

DMSFLD035E INVALID TAPE MODE 

DHSVMF035E INVALID TAPE MODE 

DBSaPD207H INVALID UPDATE HIE CCNTROL CARD 

DMSMOD084E INVALID DSE OF 'FROM' AND 'TO' OPTIONS 

DMSZAP248W INVALID VER/REP EISP - SET NO GO SWITCH 

DHSINI608R IPL DEVICE ADDRESS = cuu 

DMSINI082E IPL DEVICE ERROR - REENTER 

DHSINI902T IPL DEVICE READ I/O ERROR 

DMSINI131S IPl DETTCB WRITE T/O EPROE 

DHSDOS160S JOB CANCELED DOE TO PROGRAM REQUEST 

DMSBTP106E JOB CARD FORMAT INVALID 

DHSCPY157E LABEL 'label' NOT FOUND IN FILE ' f n ft fa' 

DMSLBH213W LIBRARY ' f n ft fa' NOT CREATED 

DMSLBT213W LIBRARY • f n ft fm' HOT CREATED 

DHSDLK210E LIBRARY ' f n ft* IS OK A BEAD-ONLY DISK 

DHSDSL213W LIBRARY ' f n DOSLIB fm' NOT CREATED. 

DMSVGN362I LINK EDITING sysnaae 

DMSLI0116S LOADER TABLE OVERFLOH 

DMSH0D116S LOADER TABLE OVERFLOi 

DMSSET031E LOADER TABLES CANNOT BE MODIFIED 

DMSLBH157S MACLIB LIMIT EXCEEDED [, LAST MEMBER ADDED WAS ' aeabernaBe' ] 

DMSDLB320I MAXIMUM NUMBER OF DISK ENTRIES RECORDED 

DMSDLB321I MAXIMUM NUMBER OF EXTENTS RECORDED 

DMSSRT212E MAXIMUM NUMBER OF RECORDS EXCEEDED 

DHSITS135S MAXIHUM SVC DEPTH 20 HAS BEEN EXCEEDED WITH CALL AT addr 

DMSZAP247W MEMBER 'naae' NOT FOUND - SET NO GO SWITCH 

DHSLBM013W MEMBER 'name* HOT FOUND IN LIBRARY • f n ft fm' 

DMSLBT013E MEMBER 'name* NOT FOUND IN LIBRARY ' f n ft fa' 

DMSNCP013E MEMBER 'naae' NOT FOUND IN LIBRARY • f D ft fa' 

DMSPRT013E MEMBER 'naae' NOT FOUND IN LIBRARY 

DMSPUN013E MEMBER 'naae' NOT FOUND IN LIBRARY 

DMSTYP013E MEMBER 'naae' NOT FOUND IN LIBRARY 

DMSZAP751I MEMBER FOUND IN LIBRARY 'fn' 

DMSnPDl79E MISSING OR DUPLICATE 'MACS' CARD IN CONTROL FILE 'fn ft fm' 

DHSUPD180W MISSING PTF FILE • f n ft fa' 

DMSRRV004E MODULE 'aodule' NOT FOUND 

DMSARX052E MORE THAN 100 CHARS CF OPTIONS SPECIFIED 

DMSASM052E MORE THAN 100 CHARS OF OPTIONS SPECIFIED 

DMSIFC831E MORE THAN 100 CHABS OF OPTIONS SPECIFIED 

DMSGLB108S MORE THAN 8 LIBRARIES SPECIFIED 

DMSDOS093E MVCOM MACRO ATTEMPT TO ALTER OTHER THAN POSITION 12-23 OF COMREG 

DMSDSV028W NO {PRIVATE! SYSTEM} TRANSIENT DIRECTORY ENTRIES 

DMSCPY063E NO {TRANSLATION | SPECIFICATION} LIST ENTERED 

DMSMOD005E HO '{FROM) TO} ENTRY' SPECIFIED 

DHSLI0005E NO 'option' SPECIFIED 

DHSLKD005E NO 'option' SPECIFIED 

DMSQRY005E NO 'option' SPECIFIED 

DHSTYP005E NO 'option' SPECIFIED 
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DHSPRV097E NO • SYSSES* VOLDBE ACTIVE 
DMSRB7097E NO • SYSEES* VOLOHE ACTIVE 
DHSSRV097E NO • SYSBES' VOLOHE ACTIVE 

DHSSDN999E NO ft PROCESSOR PCOND 

DMSBTB100E NO BATCH PROCESSOR AVAILABLE 
DMSSRV098E NO BOOK HAHE SPECIFIED 

DMSOPL158E NO CMS/DOS PROCEDURE LIBRARY SUPPORT 
DHSASN366E NO CHS/DOS SUPPORT FOR NATIVE 3350 DISK 

DHSCMP005E NO COLUMN SPECIFIED 
DHSDSV022» NO CORE IMAGE DIRECTORY 

DMSLDS226E NO DATA SET NAME ALLOHED WITH FREE OPTION 
DMSAMS228E NO DDNAME ENTERED 

DMSAEE028E NO DEVICE SPECIFIED 
DMSFOR028E NO DEVICE SPECIFIED 

DMSGND022E NO DIRECTORY HAHE SPECIFIED 

DMSPRT039E NO ENTRIES IN LIBRARY • f n ft fffl* 
DHSPUN039E NO ENTRIES IN LIBRARY • f n ft fm» 
DMSTYP039E NO ENTRIES IN LIBRARY • f D ft fB« 

DMSLI0055E NO ENTRY POINT DEFINED 

DMSRDC042E NO PILEID SPECIFIED 
DHSTPE042E NO FILEID SPECIFIED 
DMSCPY0t2E NO FILEID (S) SPECIFIED 

DMSLDS223E NO FILEHODE SPECIFIED 
DMSAMSOOIS NO FILENAME SPECIFIED 
DMSARN001E NO FILENAME SPECIFIED 
DMSARX001E NO FILENAME SPECIFIED 
DMSASM001E NO FILENAME SPECIFIED 
DMSDLB001E NO FILENAME SPECIFIED 
DMSDLK001E NO FILENAME SPECIFIED 
DMSERVOOIE NO FILENAME SPECIFIED 
DMSEXC001E NO FILENAME SPECIFIED 
DMSLBM001E NO FILENAME SPECIFIED 
DMSLBT001E HO FILENAME SPECIFIED 
DMSLI0001E NO FILENAME SPECIFIED 
DHSLKD001E NO FILENAME SPECIFIED 
DMSHDPOOIE NO FILENAME SPECIFIED 
DMSMODOOIE NO FILENAME SPECIFIED 
DMSNCP001E NO FILENAME SPECIFIED 
DMSPRE001E NO FILENAME SPECIFIED 
DMSRUN001E NO FILENAME SPECIFIED 
DMSTMA001E NO FILENAME SPECIFIED 
DMSUPD001E NO FILENAME SPECIFIED 
DMSZAP001E NO FILENAME SPECIFIED 

DHSMOD040E NO FILES LOADED 

DMSDLB023E NO PILETYPE SPECIFIED 

DMSPLD023E NO FILETYPE SPECIFIED 

DMSIFC023E NO FILETYPE SPECIFIED 

DMSTPE023E NO FILETYPE SPECIFIED 

DHSLDS233I NO FREE SPACE AVAILABLE ON • f m« DISK 

DHSDSKOUTE NO FUNCTION SPECIFIED 

DHSDSL047E NO FUNCTION SPECIFIED 

DHSDSVO^TE HO FDNCTION SPECIFIED 

DMSGLB047E NO FUNCTION SPECIFIED 

DMSLBH047E NO FUNCTION SPECIFIED 

DMSLBT047E NO FUNCTION SPECIFIED 

DMSOVR0U7E HO FUNCTION SPECIFIED 

DMSQRY0U7E NO FUNCTION SPECIFIED 

DMSSET047E NO FUNCTION SPECIFIED 
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DMSTPE047E NO FDNCTION SPECIFIED 

DMSVMF0t»7E NO FDNCTION SPECIFIED 

DMSZaP047E NO FDNCTION SPECIFIED 

DMSBTP105E NO JOB CAED PROVIDED 

DMSDSL046E NO LIBRftEY NAHE SPECIFIED 

DHSLBM0U6E NO LIBRARY NAME SPECIFIED 

DMSLBT046E NO LIBRARY NAHE SPECIFIED 

DMSSRT063E NO LIST ENTERED 

DMSMDP018E NO LOAD HAP AVAILABLE 

DMSZAP246W HO LOADER TABLE PRESENT FOR HODULE • fn« - SET NO GO SWITCH 

DHSASN028E NO LOGICAL ONIT SPECIFIED 

DMSBOP996E NO LOGIC HODOLE POINTER IN DTF FOR 'filename' 

DI5SLDS229I HO MEMBERS FOUND 

DMSRRV098E NO HODOLE NAHE SPECIFIED 

DHSFOR005E HO OPTION 'option' SPECIFIED 

DHSDSL098E NO PHASE NAHE SPECIFIED 

DMSFET098E NO PHASE NAHE SPECIFIED 

DMSDSV027W NO PRIVATE CORE IHAGE LIBRARY 

DHSFCH016E NO PRIVATE CORE IHAGF LIBRARY FOOND 

DHSDSV021HI NO PROCEDORE DIRECTORY 

DHSPSV098E NO PROCEDORE NAHE SPECIFIED 

DHSCHS006E NO READ/WRITE 'A' DISK ACCESSED 

DHSGEN006E KO READ/WRITE 'A' DISK ACCESSED 

DHSLL0006E NO READ/WRITE 'A' DISK ACCESSED 

DHSPRV006E NO READ/WRITE 'A' DISK ACCESSED 

DHSRRV006E NO READ/WRITE 'A' DISK ACCESSED 

DHSSRV006E NO READ/WRITE «A' DISK ACCESSED 

DHSARN006E NO READ/BRITE DISK ACCESSED 

DHSARX006E NO READ/WRITE DISK ACCESSED 

DHSASH006E NO KEAD/MBITE DISK ACCESSED 

DHSDLK006E NO READ/WRITE DISK ACCESSED 

DHSERV006E KO READ/HRITE DISK ACCESSED 

DHSLKD006E NO READ/WRITE DISK ACCESSED 

DHSVMF006E HO READ/HRITE DISK ACCESSED 

DHSAHS006E NO READ/WRITE DISK ACCESSED FOR » f naae2 LISTING' 

DHSCPY173E NO RECORDS HERE COPIED TO OOTPOT FILE 'fn ft fm' 

DHSDSV023H NO RELOCATABLE DIRECTORY 

DHSDSV025H NO SOORCE STATEHEHT DIRECTORY 

DHSSYN712I NO SYNONYHS. (DHSINA NOT IN NDCLEOS) 

DHSBOP302E NO SYSxxx OPERAND SPECIFIED 

DHSDLB302E NO SYSxxx OPERAND ENTERED 

DHSLLD303E NO SYSxxx SATISFIES BEQOEST 

DHSSYN711I NO SYSTEH SYNONYHS IN EFFECT 

DHSDSV021H NO TRANSIENT DIRECTORY 

DHSSET061E NO TRANSLATION CHARACTER SPECIFIED 

DHS0PD181E NO OPDATE FILES HERE FOUND 

DHSDLB32tH NO OSEB DEFINED DlBL's IN EFFECT 

DHSLBD32IH NO OSEB DEFINED lABElDEF's IN EFFECT 

DHSQEY324I NO USER DEFINED lABELDEF's IN EFFCT 

DMSERR215T HO VIRTUAL CONSOLE ATTACHED. EE-IPL CMS 

DHSVIP230E NO. OF VSAH EXIT ROUTINES HAS EXCEEDED MAX OF 128 - UNABLE TO CONTINUE 

DHSDLB005E NO' {CAT| BOFSP} ' SPECIFIED 

DHSFLD420E NSL EXIT FILENAHE MISSING OR INVALID 

DMSTMA420E NSL EXIT FILENAME HISSING OR INVALID 

DHSTPD!t20E NSL EXIT FILENAME HISSING OR INVALID 
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DMSINI609R HUCLEDS {CYL|BLK} ADDRESS = nnn 

DHSINI083E NOCLSOS {CYLjBLK} SPECIFICATIOH GSACCEPTSBLE, ESROR 'i' 

DKSINI609R NOCLEOS CYL ADDRESS = nnn 

DHSINI083E NOCLEOS WILL OVERIAY CHS FILES - RECOMPDTE 

DMSRDC701I NOLL FILE 
DHSTPE701I NOLL FILE 

DMSLBT106S NOHBEH OF MEMBER NAMES EXCEEDS MAX 'nnnn*. FILE 'fn ft* NOT ADDED 
DMSCPY103S NOMBER OF SPECS EXCEEDS MAX 20 

DHSBOP089E OPEN ERROR CODE 'nn* ON {fn| SYSxxx|TAPn} 
DHSSOP036E OPEN ERROR CODE 'nn' CN 'ddnaae' 
DHSOPL089E OPEN ERROR CODE 'nn' CN SYSxxx 

DHS0PD187E OPTION • STK« INVALID HITHOOT 'CTL' 

DMSACC230W OS DISK - FILEID AND/CR OPTIONS SPECIFIED ARE IGNORED 

DMSMVE069E OOTPOT DISK 'mode' IS NOT ACCESSED 
DMSHVE037E OOTPOT DISK 'mode* IS READ/ONLY 
DMSXCP037E OOTPOT DISK mode (CUU) IS READ/ONLY 

DMSSET050E PARAMETER HISSING AFTER {DDNAMElSYSxxx! function} 

DMSDLB050E PARAMETER MISSING AFTER DDNAME 

DMSFLD050E PARAMETER MISSING AFTER DDNAHE 

DMSASN050E PARAMETER MISSING AFTER SYSxxx 

DHSZAP191W PATCH OVERLAPS - SET HO GO SWITCH 
DMSMVE225I PDS MEMBER 'membernaBe' MOVED 



DHSFNS909T PERM I/O ERROR ON 'cuu'. 
ssssssss ssssssss ssssssss. 



CSW cccccccc cccccccc SENSE ssssssss ssssssss ssssssss 



DHSCRD171T PERMANENT CONSOLE ERROR. RE-IPL CMS. 
DMSCSR171T PERMANENT CONSOLE ERROR. RE-IPL CMS. 
DMSCIT171T PERMANENT CONSOLE ERROR, RE-IPL CHS. 
DMSFOR125S PERMANENT DNIT CHECK ON DISK •mode(cuu)' 

DMSFET710I PHASE 'phase* ENTRY POINT AT LOCATION XXXXXX 

DMSDOS004E PHASE 'phase* NOT FOOND 

DMSFET004E PHASE 'phase* NOT FOOND 

DMSDSL013W PHASE 'phase* NOT FOOND IN LIBRARY *fn DOSLIB fn* 

DMSFCH115E PHASE LOAD POINT LESS THAN 'address* 



DMSZAP193W PRECEDING CONTROL RECORD FLOSHED 

DMSPRE238E PRELOADER PROCESSING ERROR 

DMSCMP010E PREMATDRE EOF ON FILE [ * f n ft [fa]*] 

DMSTPE010E PREMATORE EOF OH FILE * f n ft fm* 

DMSDPD010W PREMATORE EOF ON FILE ' f n ft fa' ~ SEQ NOMBER ' 



• NOT FOOND 



DMSLBM167S PREVIOOS HACLIB FONCTION NOT FINISHED 

DMSDBG113S PRINTER (cuu) NOT ATTACHED 
DMSPI0113S PRINTER NOT ATTACHED 

DMSPRV004E PROCEDORE 'procedure' NOT FOOND 

DMSSTT227I PROCESSING VOLOME 'no' IN DATA SET 'data set naae' 

DMSLIO206ff PSEODO REGISTER ALIGNMENT ERROR 

DHSLI0168S PSEODO fiSGlSTEl TABLE CVERFLOW 

DHSDSK205W READER EMPTY OR NOT READY 
DMSRDC205W READER EMPTY OR NOT READY 

DHSEDI044E RECORD LENGTH EXCEEDS ALLOWABLE MAXIHOH 

DMSPRT0a4E RECORD LENGTH EXCEEDS ALLOWABLE MAXIMOH 

DMSPONOaas record length exceeds ALLOWABLE MAXIHOM 

DMSRDC738I RECORD LENGTH IS 'nnn' BYTES 
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DMSEDI144S REQUESTED FILE IS IN ACTIVE STATUS 
DHSINI607E REWRITE THE NDCLEOS? {YESIHO} 

DMSITS154T SAVE AREA FOR SVC CALL lEOH addr CANNOT BE ALLOCATED 

DMSDOS091E SAVEABEA ADDRESS IN PARTITION PIB NOT EQUIVALENT TO LTA SAVEAREA ADDRESS 

DMSSET142S SAVED SYSTEM NAME 'name' INVALID 



DMSDPD174W SEQUENCE ERROR INTRODUCED IN OUTPUT FILE: ' • TO ' » 

DMSUPD182W SEQUENCE INCREMENT IS ZERO 

DMSUPD186W SEQUENCE NUMBER • • NOT FOUND 

DMSUPD176W SEQUENCING OVEBFICH FOLLOWING SEQ NUMBER ' • 

DHSARN012W SEVERE ERROR MESSAGES ISSUED 
DMSLKD012W SEVERE ERROR MESSAGES ISSUED 

DMSIFC832S SOFTWARE INCOMPATIBILITY AT THE CPEREP-EREP INTERFACE. CODE=nnn 

DMSVGN366I STARTING TO READ PTF DECKS FROM READER 

DMSBOP413S STORAGE NOT INITIALIZED FOR VSAM PROCESSING 
DMSDOSIIBS STORAGE NOT INITIALIZED FOR VSAM PROCESSING 

DMSDOS092E STXIT SAVEAREA ADDRESS INVALID 

DHSITS136T SVC CALL FROM addr ILLEGALLY RE-ENTERS INTSVC. RE-IPL CMS 

DMSDLB306E SYSxxx NOT ASSIGNED FCE 'IGNORE* 

DMSSSK^OOS SYSTEM 'name' DOES NOT EXIST 
DMSBOP400S SYSTEM 'sysname' DOES NOT EXIST 
DMSSET400S SYSTEM 'sysname' DOES NOT EXIST 
DMSVIBaOOS SYSTEM • sysname' DOES NOT EXIST 
DMSVGN365I SYSTEM sysnaoe SAVED 

DMSABN148T SYSTEM ABEND xxx CALLED FROM 'addr' 

DHSABN152T SYSTEM ABEND xxx CALLED FROM addr WHILE 'UFDBDSY' = xx. BE-IPL CMS 

DMSINI606R SYSTEM DISK ADDRESS = cuu 
DMSSET100W SYSTEM NAME 'name' NOT AVAILABLE 
DMSSSK365E SYSTEM NAME NOT SPECIFIED 

DMSBOP043E TAPn IS FILE PROTECTED 
DMSCLS043E TAPn IS FILE PROTECTED 
DHSTPE113S TAPn (CUU) NOT ATTACHED 

DMSXCP043E TAPE (cuu) IS FILE PROTECTED 
DMSVMF113S TAPE 'TAPn(CUU)' NOT ATTACHED 
DMSTHA139S TAPE FILE EXCEEDS 9 CMS MACLIBS 

DMSVPD113S TAP1(181) NOT ATTACHED. 

DMSTPD707I TEN FILES COPIED 

DMSMVE706I TERM INPUT — TYPE NULL LINE FOE END OF DATA 

DMSARN016H TERMINAL ERROR MESSAGES ISSUED 
DHSLKD016W TERMINAL ERROR MESSAGES ISSUED 

DMSLI0201W THE FOLLOWING NAMES ARE UNDEFINED: 

DMSCPY172E TO LABEL 'label' {EQDALS|IS AN INITIAL SUBSTRING OF} FRLABEL 'label' 

DMSCPY102S TOO MANY FILEIDS 

DMSAMS136S UNABLE TO LOAD 'IDCMAS'. 

DHSEDI143S UNABLE TO LOAD SAVED SYSTEM OR LOAD MODULE 

DMSB0P995E UNABLE TO OBTAIN FREE STORAGE FOR DMSBOP PROCESSING. 

REDEFINE STORAGE SIZE 
DMSMVE073E UNABLE TO OPEN FILE ddname 

DMSCPY901T UNEXPECTED ERROR AT 'addr': PLIST 'plist' AT 'addr', BASE 'addr', EC 'nn» 

DMSXCP161S UNEXPECTED EREOE CODE 'nn' ON 'SYSxxx' 

DMSFEE166T UNEXPECTED EREOE IN FREE STORAGE MANAGEMENT ROUTINE (INTERNAL ERROR CODE nn) . EE-IPL CMS 

DMSCPY904T UNEXPECTED UNPACK EEECR AT 'addr', BASE 'addr' 
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DHSHYE127S ONSDPPOHTED DEVICE FCB adname 

DHSBOP088E OHSOPPOBTED DTF TYPE 'dtftype' 

DHSCLS088E DHSOPPOETED DTF TYPE 'dtftype' 

DHSPDP088E DHSOPPOETED DTF TYPE 'dtftype' 

DHSSVT119S OHSOPPOBTED FOBH OF 'macro' HACBO 

DHSDOS096S OHSOPPOBTED FOHCTIOH IH A LIOCS BODTIHE 

DHSSTT229E OHSOPPOBTED OS DATA SET, EBBOB 'code' 

DMSD0S121S OHSOPPOBTED SVC no. (BEX no.) CALLED FEOH caller 

DHSSVT121S OHSOPPOBTED SVC svc (HEX xx) CALLED FBOH addr 

DHSITS134S OHSOPPOBTED SVC 203 CODE nn CALLED FBOB addr. 

DHSHCPOaSE OHSOPPOBTED 370X COHTBOL PBOGBAH TYPE 

DMSOPD30m OPDATE PBOCESSIHG HIIL BE DOHE OSIHG DISK. 

DMSSOP036W OPDATE BEQOESTED FOB BEAD-OHLY DISK 

DnSuPDITBl uPDATIHG [ ' f n ft fa'] SlTH ' f n ft fa' 

DHSABH155T OSES ABEHD nnnn CALLED FEOH addr 

DMSSTT228I OSEB LABELS BYPASSED OH DATA SET 'data set name' 

DHSHLP252E VALID OPTIOHS ABE: DISC FOBH PABH ALL 

DHSZAP200ff VEEIFY BEJECT - SET NO GO SWITCH 

DHSIHI611B VEESIOH IDEHTIFICATIOH = 

DHSACC109S VIBTOAL STOBAGE CAPACITY EXCEEDED 

DMSAMS109S VIBTOAL STOBAGE CAPACITY EXCEEDED 

DHSBWB109S VIBTOAL STOBAGE CAPACITY EXCEEDED 

DMSCHP109S VIBTOAL STOBAGE CAPACITY EXCEEDED 

DHSDLB109S VIFTOAL STOBAGE CAPACITY EXCEEDED 

DHSEBS109T VIBTOAL STOBAGE CAPACITY EXCEEDED 

DHSFCH109S VIBTOAL STOBAGE CAPACITY EXCEEDED 

DBSFHS109T VIBTOAL STOBAGE CAPACITY EXCEEDED 

DMSHLP109S VIBTOAL STOBAGE CAPACITY EXCEEDED 

DHSLBH109S VIBTOAL STOBAGE CAPACITY EXCEEDED 

DHSLI0109S VIBTOAL STOBAGE CAPACITY EXCEEDED 

DHSHOD109S VIBTOAL STOBAGE CAPACITY EXCEEDED 

DHSHCP109S VIBTOAL STOBAGE CAPACITY EXCEEDED 

DMSOVB109S VIBTOAL STOBAGE CAPACITY EXCEEDED 

DHSPBE109S VIBTOAL STOBAGE CAPACITY EXCEEDED 

DMSSHH109S VIBTOAL STOBAGE CAPACITY EXCEEDED 

DMSSOP109S VIBTOAL STOBAGE CAPACITY EXCEEDED 

DMSSTG109S VIPTOAL STOBAGE CAPACITY EXCEEDED 

DHSTMA109S VIBTOAL STOBAGE CAPACITY EXCEEDED 

DMSTPD109S VIBTOAL STOBAGE CAPACITY EXCEEDED 

DSSVIB1093 VIBTOAL STOBAGE CAPACITY EXCEEDED 

DMSVIP109S VIBTOAL STOBAGE CAPACITY EXCEEDED 

DHSVHF109S VIBTOAL STOBAGE CAPACITY EXCEEDED 

DMSVPD109S VIBTOAL STOBAGE CAPACITY EXCEEDED 

DMSFBE162T VITAL FBEE STOBAGE PCIHTEBS DESTBGYED (IHTEBHAL EBBOB CODE nn) , BE-IPL CHS 

DHSBOP401S VH SIZE (size) CAHNOT EXCEED 'DHSDOS' STABT ADDEESS (address) 

DMSDOS401S VH SIZE (size) CAHHOT EXCEED 'DHSDOS' STABT ADDEESS (address) 

DHSSET401S VH SIZE (size) CAHHOT EXCEED 'DHSDOS' STABT ADDEESS (address) 

DHSVIB401S VH SIZE (size) CAHHOT EXCEED 'sysname' STABT ADDEESS (address) 

DHSSSK364E VH STOBAGE HOT LABGE EHODGH TO COHTAIH SYSTEH LOADING AT startadr to endadr 

DHSSET444E VOLOME 'label' IS HOT A DOS SYSBES 

DHSAEH004W WABHIHG HESSAGES ISSOED 

DHSLKD004W WAEHIHG HESSAGES ISSOED 

DHS0PD177I WAPHTNG HESSAGES ISSOED (SEfEPITY ^ nn) . [ »EEP» OPTION IGNOEED. ] 

DHSDI0905S WETTE-IHHIBIT SWITCH SET OH DEIVE ...NOTIFY OPEEATOB 

DHSINI615E Y - DISK ADDEESS = caa 

DHSZAP750I ZAP PBOCESSIHG COHPLETE 
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RSCS Message Summary 

DMTAXS640I nn FILE(S) POBGED ON IIHK linkid 

DMTAXS107I nn PENDING FILES FOE LINK linkid HISSING 

DMTCMX300I ACCEPTED BY TASK task 

DMTCMX700I ACTIVATING LINK linkid task type vaddr c 

DMTINI410S ALSO IPL CYLINDEB 0? [YES|N01 

DHTSML530I COMMAND FORWARDED ON LINK linkid 

DMTCMX205E CONFLICTING KEYWORD keyword 

DMTCMX207E CONFLICTING OPTION keyword option 

DHTSML937E DECOMPRESSION ERROR CH linkid — LINK DEACTIVATED 

DHTCMX703E DEV cuu IS NOT A LINE PORT — LINK linkid NOT ACTIVATED 

DMTCMX707E DRIVER type FILE FORMAT INVALID — LINK linkid HOT ACTIVATED 

DMTCHX705E DRIVER type HOT FOOND ON DISK vaddr — LIHK linkid HOT ACTIVATED 

DMTCMX706E FATAL ERROR LOADING FECH vaddr — LINK linkid HOT ACTIVATED 

DMTCMX655I FILE spoolid locid user id CL a PR bo EEC nnnnnn {A|I} 

DMTAXS524E FILE spoolid ACTIVE — HO ACTIOH TAKEN 

DHTCHX661I FILE spoolid ACTIVE ON LINK linkid 

DMTNPT510I FILE spoolid BACKSPACED 

DMTSML510I FILE spoolid BACKSPACED 

DMTAXS520I FILE spoolid CHANGED 

DMTAXS101I FILE spoolid ENQDEOED ON LINK linkid 

DMTNPT600I FILE spoolid FORWARD SPACED 

DHTSHL600I FILE spoolid FORWARD SPACED 

DMTAXS521I FILE spoolid HELD FOR LINK linkid 

DMTCHX660I FILE spoolid INACTIVE ON LIHK linkid 

DHTAXS525E FILE spoolid IS FOE LIHK linkid — HO ACTIOH TAKEN 

DMTAXS106I FILE spoolid MISSING — DEQOEOED FROM LINK linkid 

DMTNPT581E FILE spoolid NOT ACTIVE 

DMTSML581E FILE spoolid HOT ACTIVE 

DMTCMX664E FILE spoolid NOT FOOND 

DMTAXS526E FILE spoolid NOT FOUND — HO ACTIOH TAKEH 

DHTCHX662I FILE spoolid ORG locidi useridi no/dd/yy hh:Bm:ss TO loclid2 userid2 

DMTAXS102I FILE spoolid PENDIHG FOR LINK linkid 

DKTCMX663I FILE spoolid PE am CI a CO nn {HOjNOH} DI distcodG, NA {fn f t! dsnaae} 

DMTNPT580I FILE spoolid PROCESSING TEBMINATED 

DMTSML580I FILE spoolid PEOCESSIHG TERMINATED 

DHTAXS105I FILE spoolid PURGED 

DMTAXS103E FILE spoolid REJECTED — INVALID DESTIHATIOH ADDRESS 

DHTAXS522I FILE spoolid RELEASED FOE LINK linkid 

DMTAXS104I FILE SPOOLED TO aserid2 — ORG locidi (namel) nm/dd/yy hh: mm: ss 

DMTCMX001I FREE STORAGE = nn PAGES 

DMTNPT170I FROM linkid: (MSG message text) 

DMTSML170I FROM linkid: (MSG message text) 

DMTNPT070E I/O ERROR CUU SIOCC cc CSW csw SENSE sense CCW ccw 

DMTSML070E I/O ERROR CUU SIOCC cc CSW csw SENSE sense CCW CCW 

DMTNPT93aE ID CARD HISSING OH LINK linkid ~ INPUT FILE PURGED 

DMTSHL934E ID CARD MISSING OH LINK linkid — INPUT FILE PURGED 

DMTREX091T INITIALIZATION FAILURE — ESCS SHUTDOWN 

DMTCMX201E INVALID COMMAND command 

DMTINIl»80E INVALID CYLIHDER HUHBER - REEHTER 

DMTIHm79E INVALID DEVICE ADDRESS - REEHTER 

DMTCHX20liE INVALID KEYWORD keyword 

DMTCHX202E IHVALID LINK linkid 

DMTCMX206E INVALID OPTION keyword option 

DMTIHI481E INVALID REPLY - ANSWER "YES" OR "NO" 

DHTSML906E INVALID SHL BUFFER PARAMETER — LINK linkid HOT ACTIVATED 

DMTSML901E INVALID SHL MODE SPECIFIED — LIHK linkid NOT ACTIVATED 

DMTNPT190E IHVALID SPOOL BLOCK FORMAT OH FILE spoolid 

DMTSML190E INVALID SPOOL BLOCK FORMAT ON FILE spoolid 
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DMTCMX203E INVALID SPOOL FILE ID spoolid 
DMTCHX208E INVALID DSEB ID userid 

DHTINI402T IPL DEVICE READ I/O EEBOB 
DMTINI431S IPL DEVICE WEITE I/O EEEOE 

D13TCHX704E LINE iraddr CC=3 NOT OPEEATIONAL — LINK linkid NOT ACTIVATED 

DMTNPT160I LINE vaddr DISABLED FOE LINK linkid 

DHTSML160I LINE vaddr DISABLED FOE LINK linkid 

DHTCMX702E LINE vaddr IS IN USE BY LINK linkidl — LINK linkid2 NOT ACTIVATED 

DMTNPT141I LINE vaddr BEADY FOE CONNECTION TO LINK linkid 

DMTSMLUm LINE vaddr READY FOP CONNECTION TO LINK linkid 

DMTSML935E LINK linkid IN BJF HODE — PRINT FILE (spoolid) POBGED 

DMTCMX670I LINK linkid ACTIVE == LINE vaddr CHOjhOH} 

DMTCHX551E LINK linkid ACTIVE — HOT DELETED 

DHTCHX542E LINK linkid ACTIVE — NOT EEDEFINED 

DMTCMX652I LINK linkid ACTIVE task type vaddr c {HO(NOH} £DR|NOD} {TRA( TEE jNOT} Q=b P=n 

DHTCHX751I LINK linkid ALEEACY ACTIVE — NEW CLASS (ES) SET AS REQDESTED 

DMTCHX750E LINK linkid ALEEAEY ACTIVE — NO ACTION TAKEN 

DHTNPT612E LINK linkid ALREADY IN HOLD STATUS 

DHTSHL612E LINK linkid ALREADY IN HOLD STATUS 

DMTNPT571E LINK linkid ALBEAEI SET TO DEACTIVATE 

DMTSIiL57lE LINK linkid ALEEADY SET TO DEACTIVATE 

DMTEEX002I LINK linkid DEACTIVATED 

DMTCHX653I LINK linkid DEFAULT task type vaddr c B=m 

DMTNPT801I LINK linkid ERROR TRACE STARTED 

DMTSHL801I LINK linkid ERROR TEACF STARTED 

DHTCMX003I LINK linkid EXECUTING: (command line text) 

DHTNPT611I LINK linkid FILE TRANSSISSION SUSPENDED 

DHTSML611I LINK linkid FILE TRANSMISSION SUSPENDED 

DMTCMX552E LINK linkid HAS A FILE QUEUE — NOT DELETED 

DHTCMX651I LINK linkid INACTIVE 

DMTCMX671I LINK linkid INACTIVE 

DMTCMX303E LINK linkid IS NOT ACTIVE 

DHTCMX302E LINK linkid IS NOT DEFINED 

DMTNPT142I LINK linkid LINE vaddr CONNECTED 

DHTSML142I LINK linkid LINE vaddr CONNECTED 

DMTNPT143I LINK linkid LINE vaddr DISCONNECTED 

DHTSML143I LINK linkid LINE vaddr DISCONNECTED 

DMTNPT1U9I LINK linkid LINE ACTIVITY: TOT= mam; EEBS= nnn; TMOUTS= ppp 

DMTSMLiagi LINK linkid LINE ACTIVITY: TOT= mmm; ERRS= nnn; TMOUTS= ppp 

DMTCMX5Jt3E LINK linkid NOT DEFINED — LINK LIMIT BEACHED 

DHTCMX544E LINK linkid NOT DEFINED =- TYPE NOT SPECIFIED 

DMTNPT591E LINK linkid NOT IN HOLD STATUS 

DMTSML591E LINK linkid NOT IN HOLD STATUS 

DMTCHX550I LINK linkid NOH DELETED 

DHTNPT570I LINK linkid NOW SET TO DEACTIVATE 

DMTSHL570I LINK linkid NOW SET TO DEACTIVATE 

DHTCMX654I LINK linkid Q=m P=n 

DSTAXS523I LINK linkid QUEUE BECEDEEED 

DMTCBX541I LINK linkid EEDEFINED 

DMTNPT590I LINK linkid EESUMING FILE TRANSFER 

DMTSHL590I LINK linkid RESUMING FILE TRANSFER 

DMTCMX752I LINK linkid STILL ACTIVE — DRAIN STATUS RESET 

DMTNPT610I LINK linkid TO SUSPEND FILE TRANSMISSION 

DMTSML610I LINK linkid TO SUSPEND FILE TRANSMISSION 

DMTNPT810E LINK linkid TRACE ALREADY ACTIVE 

DMTSML810E LINK linkid TBACE ALEEADY ACTIVE 

DMTNPT803I LINK linkid TBACE ENDED 

DMTSML803I LINK linkid TRACE ENDED 

DMTNPT811E LINK linkid TRACE NOT ACTIVE 

DflTSHL81lE LINK linkid TRACE NOT ACTIVE 

DMTNPT802I LINK linkid TRACE STARTED 

DMTSML802I LINK linkid TBACE STABTED 

DMTCMX71(>E MAX |nn) ACTIVE — LINK linkid NOT ACTIVATED 

DHTCHX540I NEW LINK linkid DEFINED 

DMTNPT511E NO FILE ACTIVE OH LINK linkid 
DMTSML511E NO PILE ACTIVE ON LINK linkid 
DHTCMX672I NO LINK ACTIVE 
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DHTCMX673I NO LIHK DEFINED 

DHTHPT936E NO REMOTE PUNCH AVAILABLE ON LINK linkid ~ FILE spoolid POBGED 

DHTCHX701E NO SWITCHED LINE AVAILABLE — LINK linkid HOT ACTIVATED 

DMTNPT902E NON-SIGNOK CARD READ OK LINK linkid 

DMTSML902E NON-SIGNON CARD READ OK LINK linkid 

DMTINI409R NDCLEDS CTL ADDRESS = nnn 

DMTINI483E NDCLEDS WILL OVERLAY CMS FILES - RECOMPUTE 

DMTNPT903E PASSWORD SUPPLIED ON LINK linkid IS INVALID 
DMTSHL903E PASSWORD SUPPLIED ON LINK linkid IS INVALID 

DMTNPT145I RECEIVED: FILE FROM locidi (namel) FOB locid2 (userid2) 
DMTSMLHISI RECEIVED: FILE FROM locidi (naael) FOR locid2 (userid2) 
DMTNPT1«t4I RECEIVING: FILE FROM locidi (namel) FOR locid2 (userid2) 
DMTSHL14tH RECEIVING: FILE FROM locidi (nanel) FOR locid2 {userid2) 

D!!TCMX3nUE REJECTED BY TASK task — HOT RECEIVING 
DMTCHX301E REJECTED BY TASK task — PREVIOUS COMMAND ACTIVE 

DMTINI407R REWRITE THE NUCLEUS? (YES | HO) 

DMTCMX200I RSCS 

DHTREXOOOI RSCS (VEP v, LEV 1, BB/dd/yy) READY 

DHTCMX560I RSCS DISCONNECTING 

DMTNPT146I SENDING: FILE spoolid OH LIHK linkid, REC nnnnnn 
DHTSHL146I SBNDIHG: FILE spoolid OH LIHK linkid, REC nnnnnn 
DMTHPT147I SEHT: FILE spoolid OH LINK linkid 
DHTSML147I SENT: FILE spoolid OH LIHK linkid 

DHTNPT905I SIGNON OF LINKID linkid COMPLETE 

DMTSML905I SIGNON OF LIHKID linkid COMPLETE 

DMTHPT904E SIGNON PARAMETER="paraBeter" INVALID 

DHTNPT907E SIGHOH TYPE PARAMETER MISSIHG 

DMTIHI406R SYSTEM DISK ADDRESS = can 
DHTINI482E SYSTEM DISK ERROR -- RFEHTER 

DMTAXS108E SYSTEM ERROR READING SPOOL FILE spoolid 
DHTSPxIOBE SiSTEn ESHOE HEADIHG SrCOL FILE spcclid 
DMTSML108E SYSTEM ERROR REAEIHG SPOOL FILE spoolid 

DHTCHX709E TASK HAME task ALREADY IH USE — LIHK linkid NOT ACTIVATED 

DMTCHX561E USERID aserid HOT RECEIVING 

DMTCHX708E VIRTUAL STORAGE CAPACITY EXCEEDED — LINK linkid NOT ACTIVATED 
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IPCS Message Summary 

DMHCPA805I xxxxxx fiBEND CODE HOT DOCUMENTED 

DHHHOD706I "entry name* NOT FODHD IN THE LOAD MAP 

DHMMOD707I •module* 'page* PAGE NOT VALID 

DMHEXT800S DATA EXTBACTIOH FAILDEE 

DMMIOB712I DEVICE 'cuu' NOT FODHD 

DMMEDM061E DUMP FILE 'filename' NCT FOOHD 

DMMEDH861I DOMP FILE 'filename' HOT FOOHD 

DHMDSC701E ENTER DOMP NOHEEE ANE MODE 

DMHMAP806E ENTEB FN FT FM OF NDCllUS LOAD HAp OR ENTES HULL 



DMMINI300S EREOE 
DBMPRO3 00S EREOE 



DMMMAP810I 
DMHGET100S 
DHM6BC100S 
DMMIHI100S 
DHMMOD100S 
DMMPE0100S 
DMMBEG100S 
DMHSEA100S 
DMMSTA100S 
DMMSDM100S 

DHMINI200S 
DHMMAP200S 
DHMPRH200S 
DMMPRO200S 
DMMSTA200S 
DMMSOM200S 
DMMWRT200S 



ESEOR 
EREOE 
EBROR 
EREOE 
EREOE 
EEEOE 
EREOE 
EEBOB 
EREOE 
EEEOE 

EEEOE 
EREOE 
EEBOB 
EEEOE 
EEBOB 
EEBOB 
EEEOE 



nnn 
nnn 

nnn 
nnn 
nnn 
nnn 
nnn 
nnn 
nnn 
nnn 
nnn 
nnn 

nnn 
nnn 
nnn 
nnn 
nnn 
nnn 
nnn 



ON FSSTATE 'filename filetype fm' 
ON FSSTATE 'filename filetype fm' 



BEADING 


FIXE 


fileid* 






BEADING 


FILE 


filename 


filetype 


fm' 


BEADING 


FILE 


filename 


filetype 


fm' 


BEADING 


FILE 


filename 


filetype 


fm' 


BEADIHG 


FILE 


filename 


filetype 


fm' 


EEADIHG 


FILE 


filename 


filetype 


fm' 


READIHG 


FILE 


filename 


filetype 


fm' 


BEADIHG 


FILE 


filename 


filetype 


fm' 


BEADIHG 


FILE 


filename 


filetype 


fm' 


BEADING 


FILE 


filename 


filetype 


fm« 


WRITING 


FILE 


filename 


filetype 


fm' 


WBITING 


FILE 


filename 


filetype 


fm' 


HBITIHG 


FILE 


filename 


filetype 


fm' 


WBITING 


FILE 


filename 


filetype 


fm' 


WBITING 


FILE 


filename 


filetype 


fm' 


WBITING 


FILE 


filename 


filetype 


fm' 


WBITING 


FILE 


filename 


filetype 


fm' 



DHMMOD705E EBBOR IN ITEM TABLE 

DMMEDM860I FATAL I/O EEBOB EIADING DOMP 
DMHEDM852I FATAL I/O EEBOB WBITING DOMP 

DMHEDM863E INVALID PAEAHETEE - parameter 

DMMSOM501S INVALID PAEM ' badparm' PASSED TO SOMHAEY OPDATE PROGEAM 

DMHL0C717I INVALID FOBH OF LOCATI COMMAND 

DHMM0D718I LOAD MAP NOT IN DUMP 
DMMVMB711I LOOP IN VMBLOK CHAIN 

DMMEDH853I NO DOMP FILES EXIST 
DMMSCE709I NO VALID SCEOLL ADDRESS 

DMHFED703I NON-HEX CHARACTER IN ADDRESS - RETRY 

DMMFED70m HOH-HEX CHARACTER IH ADDRESS - RETRY 

DMMFED702I HOH-HEX CHARACTER IH INPDT - RETRY 

DMHFED714I NON-HEX CHABACTEE IN STBING 

DMMTEC710I NON-NOMIEIC COOHT CHARACTER - RETRY 



DMMMAP801I 
DMMMAP808I 



HOC MAP 'fileid' IS HOT VALID FOR THIS DOMP 
HOCLEOS MAP INVALID ' f n ft fm' 



DMMSTA601I OPERAND 'operand' NOT RECOGNIZED 



DMMGET708I 
DMMEDM864I 



PAGE 'page' NOT FODHD IH DOMP 

PAGE REFEREHCED NOT AVAILABLE WHILE EDITING xxxxxxxx 



DMMMAP802I PROCEEDING... 

DMMPRM804I PROCESSING ERROR IN EATA EXTRACTION 

DMMSOM502S PROBLEM ' PRBnnn ' NCT FOOHD IN SYMPTOM SOMHARY 
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DMHGRC809I EEQOESTED ADDRESS NOT IH DOMP 

DHML0C716I STEIHG "string* NOT FCOMD 

DMMLOC716I STRIHG 'string* MOT FOOHD BEFORE END OF DUMP 

D11MEDM851I TEH DDMP FILES ALREADY EXIST 

DMHDSC700I TYPE 'HELP' OR ENTER 

DMMHAP807I DNABLE TO LOCATE 'filcid' 
DHHEDH850I DNABLE TO READ DOHP FBOH READER 

DMHIOB713I DSER 'userid' VMBLOK NOT FOUND 
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Appendix E. VM/370 Restrictions 



A virtual machine created by VM/370 is capable of running an IBM 

Systea/360 or System/370 operating system as long as certain 7M/370 

restrictions are not violated. Virtual machine restrictions and certain 
execution characteristics are stated in this appendix. 



Dynamically Modified Channel Programs 

In general, virtual machines may not execute channel programs that are 
dynamically modified (that is, channel programs that are changed between 
the time the START I/O (SIO) is issued and the time the input/output 
ends, either by the channel program itself or by the processor) . 

Exceptions (that is, dynamically modified channel programs given 
special consideration by CP) are: 

• Those generated by the Indexed Seguential Access Method (ISAM) 
running under OS/PCP, OS/HFT, and OS/MVT 

• Those generated by ISAM running in an OS/VS virtual=real partition 

• Those generated by the OS/VS Telecommunications Access Method (TCAM) 
Level 5, with the fB/370 option 

• Those containing polling segnences 

The self-modifying channel programs that ISAM generates for some of 
its operations receive special handling if the virtual machine using 
ISAM has that option specified in its VM/370 directory entry. There is 
no such restriction for DOS ISAM, or for liSAH if it is running in an 
OS/VS virtual=virtual partition. If ISAM is to run in an OS/VS 
virtual=real partition, you must specify the ISAM option in the VM/370 
directory entry for the OS/VS virtual machine. 

Virtual machines using OS/VS TCAM (Level 5, generated or invoked with 
the VM/370 option) issue a EIAGNOSE instruction when the channel program 
is modified. This instruction causes CP to reflect the change in the 
virtual CCW string to the real CCW string being executed by the channel. 
CP is then able to execute the dynamically modified channel program 
properly. 

When a virtual machine starts a channel program containing a polling 
seguence, the CCW translation sets a PCI bit in the real CCW string. 
Each time the real CCW string is executed, the resulting PCI 
interruption causes CP to examine the corresponding virtual CCW string 
for changes. Any changes to the virtual CCW string are also made to the 
real CCW string while it is executing. 

The restriction against dynamically modified channel programs does 
not apply if the virtual machine has the virtual=real performance option 
and the GfOTBANS option has been set on. 



Minidisk Restrictions 

The following restrictions exist for minidisks: 

1. In the case of read ho»e address with the skip bit off, VH/370 
modifies the home address data in user storage at the completion of 
the channel program because the addresses must be converted for 
minidisks; therefore, the data buffer area may not be dynamically 
modified during the input/output operation. 
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- - - (Basic System Extensions) - - - 

2. In the case of read device characteristics to an FB-512 device with 
the skip bit off, VH/370 modifies the data in user storage at 
completion of the channel program so the data reflects the true 
minidisk size and characteristics. Therefore, the data buffer area 
cannot be dynamically modified during the input/output operation. 

Mote; The user should not attempt to use this data during the I/O 
operation. 



3. On a minidisk, if a CCR string uses multitrack search on 
input/output operations, subsequent operations to that disk must 
have preceding seeks or continue to use multitrack operations. 
There is no restriction for dedicated disks. 

4. OS/PCP, MFT, and MVT ISAM or OS/VS ISAM running virtual=real may be 
used with a minidisk only if the ssinidisk is located at the 
beginning of the physical disk (that is, at cylinder 0) . There is 
no such restriction for DOS ISAM or OS/VS ISAM running 
virtual=virtual. 

Note ; Because the VS1 system does no paging, any ISAM programs run 
under VS1 are treated by VM/370 as though they are running in an 
ADDRSPC=EEAL partition. 

5. VH/370 does not return an end-of-cylinder condition to a virtual 
machine that has a virtual 2311 mapped to the top half (that is, 
tracks through 9) of 231 a or 2319 cylinders. 

6. If the user's channel program for a count-key-data minidisk does 
not perform a seek operation, then to prevent accidental accessing, 
78/370 inserts a positioning seek operation into the user's channel 
program. Thus, certain channel programs may generate a condition 
code (CC) of on a 510 instead of an expected CC of 1, which is 
reflected to the virtual machine. The final status is reflected to 
the virtual machine as an interrupt. 

7. A DASD channel program directed to a 3330, 3340, or 3350 device may 
give results on dedicated drives which differ from results on 
minidisks having non-zero relocation factors if the channel program 
includes multiple-track operations and depends on a search ID high 
or a search ID equal or high to terminate the program. This is 
because the record count fields on the 3330, 3340, and 3350 must 
contain the real cylinder number of the track on which they reside. 
Therefore, a search ID high, for example, based on a low virtual 
cylinder number may terminate prematurely if a real record is 
encountered . 

Notes : 

1. Minidisks with non-zero relocation factors on 3330, 3340, and 
3350 devices are not usable under OS and OS/VS systems. This 
is because the locate catalog management function employs a 
search ID equal or high CCW to find the end of the VTOC. 

2. This restriction also applies to minidisks with a VTOC of more 
than one track. 

8. The IBCDASDI program cannot assign alternate tracks for a 3330, 
3340, or 3350 or FB-512 minidisk. 

9. If the DASD channel programs directed to 33 30/3340/3350 devices 
include a write record E(0), results differ depending on whether 
the 3330/3340/3350 is dedicated (this includes a minidisk defined 
as the entire device) or nondedicated. For a dedicated 
3330/3340/3350, a write B(0) is allowed, but the user must be aware 
that the track descriptor record may not be valid from one 
3330/3340/3350 to another. For a nondedicated 3330/3340/3350, a 
write record B (0) is replaced by a read record E(0) and the skip 
flag is set on. This could result in a command reject condition 
due to an invalid command sequence. 
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10. When performing DiSD I/O, if the record field of a search ID 
argument is zero when a virtual Start I/O is issued, but the search 
ID argusent is dynasically read by the channel progras before the 
search ID CCS is executed, then the real search ID uses the 
relocated search argument instead of the argument that was read 
dynamically. To avoid this problem, the record field of a search 
ID argument should not be set to binary zero if the search argument 
is to be dynamically read or if a search ID on record is not 
intended. 

- - - (Basic System Extensions) - - - 

11. On FB-512 devices, the use of the CE area is different for 
dedicated devices and minidisks. Any user with a dedicated device 
can use the CE area- However, only class F users can use the CE 
area for minidisks. 

12. FB-512 diagnostic commands are also handled differently for 
dedicated devices and minidisks. Any user with a dedicated device 
can issue diagnostic CCBs. For minidisks, however, only users with 
a minidisk equal to the size of the entire pack can issue a 
diagnostic control command. Because diagnostic sense commands must 
be chained from a diagnostic control command, this restriction 
indirectly applies to those commands also. 



Timing Dependencies 

Timing dependencies in input/output devices or programming do not 
function consistently under VH/370: 

1. The following telecommunication access methods (or the designated 
option) violate the restriction on timing dependency by using 
program-controlled interrupt techniques and/or the restriction on 
dynamically modified channel programs: 

• OS Basic Telecommunications Access Method (BTAH) with the 
dynamic buffering option. 

• OS Queued Telecommunications Access Method (QTAH) . 

• DOS Queued Telecommunications Access Method (QTAM) . 

• OS Telecommunications Access Method (TCAM) . 

• OS/VS Telecommunications Access Method (TCAM) Level t or 
earlier, and Level 5 if TCAM is not generated or invoked with 
the ¥M/370 option. 

These access methods may run in a virtual=real machine with CCW 
translation suppressed ty the SET ITOTBANS ON command. Even if SET 
NOTRANS OH is issued, CCW translation will take place if one of the 
following conditions is in effect: 

• The channel program is directed at a nondedicated device (such 
as a spooled unit record device, a virtual CTCA, a minidisk, or 
a console) . 

• The channel program starts with a SENSE operation code. 

• The channel program is for a dialed terminal invoked by the DIAL 
command. 

• STABT I/O tracing is in effect. 

• The CAW is in page zero or beyond the end of the virtual=real 
area. 
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(OS BTAH can be generated without dynamic buffering, in which case 
no virtual nachine execution violations occur. However, the BTAM 
reset poll macro will not execute under VM/370 if issued from third 
level storage. For example, a reset poll macro has a HOP effect if 
executed from a virtual=virtual storage under 7S1 which is running 
under VH/370.) 

2. Programming that makes use of the PCI channel interrupt for channel 
program modification or processor signalling must be written so 
that processing can continue normally if the PCI is not recognized 
until I/O completion or if the modifications performed are not 
executed by the channel. 

3. Devices that expect a response to an interrupt within a fixed 
period of time may not function correctly because of execution 
delays caused by normal VB/370 system processing. An example of 
such a device is the IBH 1419 Magnetic Character Reader. 

4. The operation of a virtual block multiplexer channel is timing 
dependent- For this reason, the channel appears available to the 
virtual machine operating system, and channel available interrupts 
are not observed. However, operations on virtual block-multiplexing 
devices should use the available features like Rotational Position 
Sensing to enhance utilization of the real channels. 

- - - (Basic System Extensions) - - - 

5. Devices that experience extreme performance penalties if not 
reinstructed within a fixed interval may experience this penalty 
during every I/O operation. in example is the 8809 tape drive. 
Setting the mode to "streaming" may actually result in a slower 
data rate than running in nonstreaming mode. Execution delays, 
caused by normal VM/370 processing, prevent a timely reinstruct and 
the 8809 tape drive may sustain a 1.2 second delay on every I/O 
operation. The result is that the effective data rate may be less 
than running at 20 IPS. The user must decide (based mainly on the 
size of the I/O buffers) between running at 100 IPS with continous 
delays and running at 20 IPS; then set the mode accordingly. 



Processor Model-Dependent Functions 

On the System/370 Model 158 only, the virtual machine assist feature 
cannot operate concurrently with the 7070/7074 compatibility feature 
(#7117) . 

Programs written for processor model-dependent functions may not 
execute properly in the virtual machine under VM/370. The following 
points should be noted: 

1. programs written to examine the machine logout area do not have 
meaningful data since VM/370 does not reflect the machine logout 
data to a virtual machine. 

2. Programs written to obtain processor identification (via the Store 
CPTJID instruction, STIDP) receive the real machine value. When the 
STIDP instruction is issued by a virtual machine, the version code 
contains the value 255 in hexadecimal ("FF") to represent a virtual 
machine. 

3. No simulation of other processor models is attempted by VM/370. 

4. Since an operating system's channel error recovery procedures may 
be processor model- and channel model-dependent, operating systems 
that will run in a virtual machine may have to be generated for the 
same model of processor that VH/370 will be running on. 
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Channel Model-Dependent Functions 

channel checks (channel data check, channel control check and interface 
control check) no longer cause the virtual machine to be reset. They 
are reflected to the virtual machine as other I/O errors are. This 
provides the operating system or other programs in the virtual machine 
with the opportunity to attempt recovery or close out its operation in 
an orderly manner. To take full advantage of this the virtual machine 
should comply with the following requirement: 

Each virtual channel should map to real channels of a single type. 
In other words, the virtual devices on a virtual channel should all 
map to real devices on real channels of a single type and model. 
These real channels should all be the same as each other, but not 
necessarily the same as the virtual channel. 

If the I/O configuration of a virtual machine does not meet the above 
reguirement, no warning message is issued and the virtual machine will 
run successfully until a channel check occurs. In this case, when a 
channel check occurs, there is a possibility that the channel extended 
logout data may be inconsistent with the data provided by the store 
channel id (STIDC) instruction. 

Hote: Virtual machines running CMS do not need to comply with these 
reguirements . Here, only unit record spooling and diagnose I/O are 
performed. For unit record spooling there are no channel checks and for 
diagnose I/O, CP attempts to perform the error recovery itself. 

When the store channel id instruction (STIDC) is executed in a 
virtual machine, it returns information from an arbitrary channel, one 
of several the specified virtual channel may map to. The type, model, 
and logout length data returned by the STIDC are the same as the real 
channel except that when a real channel is a block multiplexer and the 
virtual channel is a selector, the type field returned by STIDC 
indicates a selector channel. 

Since the STIDC returns identifying data from the real channel, 
channel model-dependent error recovery procedures can use STIDC to 
identify the channel. 

Channel extended logouts are reflected to the virtual machine in a 
manner that is processor model- and channel model-dependent and 
consistent with the data returned by STIDC (provided that the 
virtual -to-real channel mapping complies with the reguirement stated 
previously) . 

A deviation in the handling of channel extended logouts occurs if the 
virtual machine uses the bit in control register 1 U to mask out channel 
extended logouts. In a virtual machine, any channel extended logouts 
that are masked out by control register It are lost rather than kept 
pending, and the logout pending bit (bit 5) in the CSW is never set. 
However, channel extended logouts will not be lost when they are kept 
pending along with their associated I/O interrupts by the channel masks 
in control register 2 and the PSW. Regardless of whether or not the 
setting of the virtual machine's control register 14 causes it to lose 
the channel extended logout, CP will still successfully record the 
logout in its own error recording cylinders. 

Virtual Machine Characteristics 

other characteristics that exist for a virtual machine under VH/370 are 

as follows '. 

1. If the virtual=real option is selected for a virtual machine, 
input/output operations specifying data transfer into or out of the 
virtual machine's page zero, or into or out of storage locations 
whose addresses are greater than the storage allocated by the 
virtual=real option, must not occur. The storage-protect- key 
mechanism of the IBM System/370 processor and channels operates in 
these situations but is unable to provide predictable protection to 
other virtual machines. In addition, violation of this restriction 
may compromise the integrity of the system. The results are 
unpredictable. 
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2. A two-channel switch can be used between the IBM SysteB/370 running 
a virtual machine under ?M/370 and another processor. 

3. The DIAGNOSE instruction cannot be issued by the virtual machine 
for its normal function. VM/370 uses this instruction to allow the 
virtual machine to communicate system services requests. The 
Diagnose interface requires the operand storage addresses passed to 
it to be real to the virtual machine issuing the DIAGNOSE 
instruction. For more information about the DIAGNOSE instruction in 
a virtual machine, see the VH /370 S ystem Programmer* s Guide . 

4. A control unit normally never appears busy to a virtual machine. 
An exception exists when a forward space file or backward space 
file command is executed for a tape drive. Subsequent I/O 
operations to the same virtual control unit result in a control 
unit busy condition until the forward space file or backward space 
file command completes. If the real tape control unit is shared by 
more than one virtual machine, a control unit busy condition is 
reflected only to the virtual machine executing the forward space 
file or backward space file couwaTia. When a virtual machine 
attempts an I/O operation to a device for which its real control 
unit is busy, the virtual machine is placed in I/O wait 
(nondispatchable) until the real control unit is available. If the- 
virtual machine executed a SIOF instruction (rather than SIO) and 
was enabled for block-multiplexing, it is not placed in I/O wait 
for the above condition. 

5. The CP IPL command cannot simulate self-modifying IPL sequences off 
dedicated unit record devices or certain self-modifying IPL 
sequences off tape devices. 

6. The VH/370 spooling facilities do not support punch- feed-read, 
stacker selection, or column binary operations. Detection of 
carriage control channels is supported for a virtual 3211 only. 

7. VM/370 does not support count control on the virtual 1052 
operator's console- 

8. Programs that use the integrated emulators function only if the 
real computing system has the appropriate compatibility feature. 
VH/370 does not attempt simulation. The DOS emulator running under 
OS or OS/VS is not supported under 7H/37G. 

9. The READ DIRECT and WRITE DIRECT instructions are not supported for 
a virtual machine. 

10. The System/370 SET CLOCK instruction cannot be simulated and, 
hence, is ignored if issued by a virtual machine. The System/370 
STORE CLOCK instruction is a nonprivileged instruction and cannot 
be trapped by VM/370; it provides the true TOD clock value from the 
real processor. 

11. The 1050/1052 Model 2 Data Communication System is supported only 
as a keyboard operator's console. Card reading, paper tape I/O, 
and other modes of operation are not recognized as unique, and 
hence may not work properly. This restriction applies only when 
the 1050 system is used as a virtual machine operator's console. 
It does not apply when the 1050 system is attached to a virtual 
machine via a virtual 2701, 2702, or 2703 line. 

12. The pseudo-timer (usually device address OFF, device type TIMER) 
does not return an interrupt from a Start I/O; therefore, do not 
use EXCP to read this device. 

13. A virtual machine device IPL with the NOCLEAR option overlays one 
page of virtual machine storage. The IPL simulator uses one page 
of the virtual machine to initiate the IPL function. The starting 
address of the overlaid page is either the result of the following 
formula: 

virtual machine size 

= starting address of the overlayed page 

2 

or the hexadecimal value 20000, whichever is smaller. 
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14. To maintain system integrity, data transfer sequences to and from a 
virtual system console are limited to a maximum of 2032 bytes. 
Channel programs containing data transfer seguences that violate 
this restriction are terminated with an interrupt whose CSW status 
indicates incorrect length and a channel program check. 

Notes : 

1 . A data transfer seguence is defined as one or more read or 
write CCHs connected via chain data. The introduction of 
command chaining defines the start of a new data transfer 
seguence. Data chain seek CCWs with counts of less than four 
are inconsistent with data security of vh/370 and therefore 
will give an inconsitent error. 

2= Data chained seek CCWs with counts of less than four are 
inconsistent with the data security of VH/370 and therefore 
will give an inconsistent error when attempting to use. 

15. When an I/O error occurs on a device, the System/370 hardware 
maintains a contingent connection for that device until a SENSE 
channel command is executed and sense data is recorded. That is, no 
other I/O activity can occur on the device during this time. Under 
yM/370i the contingent connection is maintained until the SENSE 
command is executed, but I/O activity from other virtual machines 
can begin on the device while the sense data is being reflected to 
the virtual machine. Therefore, the user should be aware that on a 
shared disk, the access mechanism may have moved during this time. 

16. The mode setting for 7-track tape devices is maintained by the 
control unit. Therefore, when a virtual machine issues the SET 
MODE channel command to a 7-track tape device, it changes the mode 
setting of all 7-track tape devices attached to that control unit. 

This has no effect on virtual machines (such as OS or DOS) that 
issue SET MODE each time a CCH string is to be executed. However, 
it can cause a problem if a virtual machine fails to issue a SET 
HODE with each CCW string executed. Another virtual machine may 
change the mode setting for another device on the same control 
unit, thereby changing the mode setting of all 7-track tape devices 
attached to that control unit. 

17. 0S/VS2 is supported in uniprocessor mode only. 

18= i shared system or one that uses discontiguous saved segments 
cannot be loaded (via IPL) into a virtual machine running in the 
virtu al=real area- 

19. The DOMMY feature for VSAB data sets is not supported and should 
not be used at program execution time. Specifying this option on 
the DLBL command will cause an execution-time OPEN error 

20. The 3 066 is supported as a 3215. It is not supported as a graphics 
editor; therefore, it is recommended that the NODISP option of the 
EDIT command be used when editing in a 3066. 

21. The program Controlled Interruption (PCI) FETCH option for load 
module retrieval is not supported for OS/HFT or 7S1. 



MSS Restrictions 

1. There are two OS/VS system data sets associated with Hass Storage 
System: The mass storage volume inventory and the mass storage 
volume control journal. There is one copy of each data set per 
Mass Storage Syst««^^ not necessarily one per operating system. If^ 
more than one OS/VS system (running on either native mode or in a 
virtual machine) is connected to a common Mass Storage System, then 
the OS/VS systems must share a common inventory and journal. 

2. When a real 3330V device is dedicated to a virtual machine as a 
virtaal 3330V, the programming support in the virtual machine must 
recognize and access the virtual device as a 3330V. 
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3. The following must be coapatible; the definition of 33307 addresses 
in the MCS tables; the DHFEIO module; and the lOGEN for any OS/VS 
system running in a virtual machine with a dedicated MSC port. The 
reason for this, and the way to ensure it, is explained in the 
VM/37 System Programmer's Guide. 

4. Each active volume in the HSS must have a unique volume number. If 
you wish to have two or more user volumes having the same volume 
serial (such as different versions of an 0S/VS2 system residence 
volume both having a volume serial of VS2037) , then create two HSS 
volumes having different volume serials and allocate the user 
volumes as minidisks. 

5. Bass Storage System volumes may not be used for VH/370 residence, 
paging, spooling, or temporary disk space. 

6. You must not change the volume of a real 3330V volume (the volume 
serial as known by the HSC) except by using the OS/VS access method 
services utilities. If, for example, cylinder of a 3330V is 
dedicated to a virtual machine and that virtual machine alters the 
volume serial using DDE, then the volume cannot be mounted. 



CMS Restrictions 

The following restrictions apply to CHS, the conversational subsystem of 
VH/370: 

1. CHS executes only on a virtual IBH System/370 provided by VH/370. 

2. The maximum sizes (in cylinders or blocks) of CHS minidisks are as 
follows : 

CHS 800-Byte CHS IK, 2K, 

Devi ce Type Hodel (s) CHS/VS&H Format or 4K Format 

2314/2319 - 200 cyl 203 cyl 203 cyl 

3310 - 126,016 blk not supported 126,016 blk 

3330 1 or 2 404 cyl 246 cyl 404 cyl 

333 11 808 cyl 246 cyl 808 cyl 

3333 1 404 cvl 246 cyl 404 cyl 

3333 11 808 cyl 246 cyl 808 cyl 

3348 35 349 cyl 349 cyl 349 cyl 

3348 70 698 cyl 682 cyl 698 cyl 

3350 native mode 555 cyl 115 cyl 555 cyl 

3370 — 558,000 blk not supported 558,000 blk 

- - - (Basic System Extensions) - - - 

3. The maximum size in blocks of CHS minidisks are as follows: 

CHS 800-Byte CHS IK, 2K, 

Devic e Typ e Hodel (s) CHS/VSRH Format or 4K Format 

3310 - 126,016 blk not supported 126,016 blk 

3370 — 558,000 blk not supported 558,000 blk 



4. CMS employs the spooling facilities of VH/370 to perform unit 
record I/O. However, a program running under CHS can issue its own 
SIOs to attached dedicated unit record devices. 

5. Only those OS and DOS facilities that are simulated by CHS can be 
used to execute OS and DOS programs produced by language processors 
under CHS. 

6. Hany types of object programs produced by CHS (and OS) languages 
can be executed under CHS using CBS's simulation of OS supervisory 
functions. Although supported in OS and DOS virtual machines under 
VM/370, the writing and updating of non-VSAH OS data sets and DOS 
files are not supported under CHS. 

7. CMS can read sequential and partitioned OS data sets and sequential 
DOS files, by simulating certain OS macros. 
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The following restrictions apply when CMS reads OS data sets that 
reside on OS disks: 

• Bead-password-protected data sets are not read unless they are 
VSAM data sets. 

• BDiH and ISAM data s€ts are not read. 

• Hultivolume data sets are read as single-volume data sets. 
End-of-volume is treated as end-of-file and there is no 
end-of -volume switching. 

• Keys in data sets with keys are ignored and only the data is 
read, except for VSAH. 
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'sr— labeled data sets are b''"iass©d« 



The following restrictions apply when CMS reads DOS files that 
reside on DOS disks: 

• Only DOS sequential files can be read. CMS options and operands 
that do not apply to OS sequential data sets (such as the MEMBER 
and CONCAT options of IIIEDEF and the PDS option of MOVEFILE) 
also do not apply to DOS sequential files. 

• The following types of DOS files cannot be read: 
— DOS DAM and ISAM files. 

— Files with the input security indicator on. 

— DOS files that contain more than 16 extents. (Note: Oser 
labels occupy the first extent; therefore, the file can hold 
only 15 additional data extents.) 

• Hultivolume files are read as single-volume files. 
End-of -volume is treated as end-of-file. There is no 
end-of-volume switching. 

• Oser labels in user-labeled files are bypassed. 

• Since DOS files do not contain BLKSIZE, BECFM, or LRECL 
parameters, these parameters must be specified via FILEDEF or 
DCB parameters; otherwise, defaults of BLKSIZE=32760 and RECFM=0 
are assigned. LBECL is not used for R3CFM=D files. 

- - - (Basic System Extensions) - - - 

• CMS does not support the use of OS/VS DUMMY 7SAM data sets at 
program execution time, since the CMS/DOS implementation of the 
DUMMY statement corresponds to the DOS/VSE implementation. 
Specifying the DUMMY option with the DLBL command will cause an 
execution-time error. 



8. Assembler program usage of VSAM and the ISAM Interface Program 

(IIP) is not supported. 

- - - (Basic System Extensions) - - - 

9. CMS/DOS support is based on DOS/VSE and the VSE/VSAM program 
product. With DOS/VSl, prior releases of VSAM are not supported 

under CMS/DOS. 

10. System logical units (SYSIS, SYSRDR, SYSIPT, SYSLST, and SYSPCH) , 
are not supported for DOS/VSE formatted FB-512 devices because the 
SYSFIi. functiott <SVC 103) of ©OS/VSE is nat supported under 
CMS/DOS. 
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Miscellaneous Restrictions 

1. If you intend to run VM/370 Release 1 and pre-PLC 9 Release 2 
systems alternately, apply Release 1 PLC 14 or higher (APAK VI 179) 
to your Release 1 system, to provide compatibility and to prevent 
loss of spool files in case of a warm start. Changes to the spool 
file format in PLC 9 of Release 2 require a cold start when 
switching between pre-Release 2 PLC 9 and post-Release 2 PLC 9 
systems . 

2. The number of pages used for input/output most not exceed the total 
nuaber of user pages available in real storage. Violation of this 
restriction causes the real computing system to be put into an 
enabled wait state. 

3. If you intend to define more than 64 virtual devices for a single 
virtual machine, be aware that any single request for free storage 
in excess of 512 doublewords (a full page) can cause an error 
message to be issued if storage cannot be obtaiaed. Tables for 
virtual devices for a virtual machine must reside in contiguous 
storage. Therefore, two contiguous pages of free storage must be 
ai^ailable in order to log on a virtual machine with more than 54 
virtual devices, (three contiguous pages for a virtual machine with 
moire than 128 virtual devices, etc.). Contiguous pages of free 
storage are sure to be available only immediately after IPL, before 
other virtual machines have logged on. Therefore, a virtual 
machine with more than 64 devices should be the first to log on 
after IPL. The larger the real machine size, the lesser the 
poissibility of this occurring. 

4. For remote 3270s, VM/370 supports a maximum of 16 binary 
synchronous lines, minus the number of 3704/3705 Communications 
Controllers in NCP mode minus on« (if there are any 3704/3705 
Coimunications Controllers in emulation mode) . 

5. If an I/O device (such as a disk or tape drive) drops ready status 
while it is processing virtual I/O activity, any virtueil machine 
users performing I/O on that device are unable to continue 
processing or to log off. Also, the LOGOFF and FORCE commands are 
not effective because they do not complete until all outstanding 
I/O is finished. The system operator should determine which I/O 
device is involved and make that device ready once more. 

6. Any modifications to local OPTIONS COPYFILE, unless otherwise 
specified in existing documentation, is not supported. 

7. If an installation is using an IBH 3031, 3032, or 3033 processor, 
it must dedicate the service record file (SRF) device to VH/370. 
Thus, the channel on which the SRF is located cannot be dedicated 
to any virtual machine. 

8. When using the SPOOL, DEDICATE, and SPECIAL directory control 
statements to define virtual devices, specify virtual addresses 
that do not conflict or content with the virtual control unit 
interface. This conflict or contention occurs because devices can 
reguire special I/O interface protocol from control units such as 
shared and nonshared subchannel operations. Putting devices that 
require different real control units on the same virtual control 
unit can result in a hung or busy condition. To avoid this 
problem, users must define (and separate) devices within their own 
control unit range. For example, if the directory entry specifies: 

SPOOL 102 3211 
SPECIAL 103 3270 

The control unit on channel 1 controls both a nonshared device 
(the 3211 printer) and a shared device (the 3270 display unit). 
Processing of channel programs involving these two devices can 
result in a hung or busy condition. 
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9. If the number of virtual devices exceeds the formula (7FFF divided 
by VDEVBLOK size) incorrect results may occur. This is due to the 
design usage of the virtual control block structure. 

10. When TERHIHAL CONHODE 3270 is invoked, tracing should not be done 
at the same console; as unpredictable results will occur. 

11. Tape drive type 8809 on CP command DETACH reguires the tape drive 
to have a tape mounted and the tape drive ready. This is to allow 
the tape drive mode to te returned to the default modes. 
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